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Second Chance Pass it on, trade it in, give it a second life. Problems with the ground circuits to
headlights can cause them to dim or not operate at all. The ground circuit provides a path for
the electricity from the headlight to return to the negative terminal of the vehicle battery. The
ground wire is normally a short wire attached to the vehicle chassis near the headlight. The
vehicle chassis itself provides the remainder of the return path to the vehicle battery. Remove
the connector from the back of the headlight. The connector should contain three wires,
although it could contain two or four wires. If it contains two or three wires, one wire is ground.
If it contains four wires, two of the wires are ground. Trace the wires back from the connector as
far as you can see them. If one or two for four wire connectors is connected to the chassis, you
have identified the ground wire s and you should go to the next section. If not, go to the next
step. Turn on the ignition of the vehicle and turn on the headlights to high beam. Set the
multimeter to DC Volts to measure 12 volts. Connect the ground lead to the vehicle chassis or
the battery negative terminal. Test each of the wires in the connector. One should read 12 volts.
This is the high beam power and this wire is not ground. If there are only two wires, the
remaining wire is ground and you should turn off the ignition and headlights and go to the next
section. If there are three or four wires, go to the next step. Switch your headlights to low beam
and check the remaining wires with the multimeter. Again, one should read 12 volts. This is the
low beam power and this wire is not ground. The remaining one or two wires are ground. Turn
off the ignition and headlights. Set the multimeter to measure resistance ohms. Place one lead
on the chassis or the negative terminal of the battery, and the other lead to the ground wire. If
the resistance shows continuity zero resistance then the wire is okay. Otherwise, go to the next
step. Check the resistance of the wire. If the resistance shows no continuity infinite resistance ,
the wire is broken or not connected properly or severely corroded. The wire should be replaced
or the faulty connection repaired. If the resistance has some continuity high resistance , check
for corrosion or loose connections. Rusty Noble has been writing professionally for 30 years,
primarily involving technical support for comercial airplanes. He has also published several
articles for eHow. He has a Bachelor of Science in electrical engineering from Tufts University.
Step 1 Remove the connector from the back of the headlight. Step 2 Trace the wires back from
the connector as far as you can see them. Step 3 Turn on the ignition of the vehicle and turn on
the headlights to high beam. Step 4 Set the multimeter to DC Volts to measure 12 volts. Step 1
Set the multimeter to measure resistance ohms. Step 2 Check the resistance of the wire.
References Human Speakers: Relaying Headlights. The reference below shows typical headlight
wiring schematics. Some dual-element headlight lamps have separate grounds for each
element. These are the four-wire connectors. Two wire connectors are usually only found on the
high beam for dual headlamp vehicles. Created on: How to repair, install, fix, change or replace
the broken, damaged, cracked, faded, cloudy, or chipped headlights on your vehicleon 98, 99,
00, 01, and 02 Honda Accord models. Brought to you by 1AAuto. Hi, I'm Mike Green. I'm one of
the owners of 1A Auto. I want to help you save time and money repairing and maintaining your
vehicle. The right parts, installed correctly. That is going to save you time and money. Thank
you, and enjoy the video. In this video, we're going to show you headlight replacement on this
Honda Accord. It's basically, the same for any '98 to 02 Accord. The tools you'll need are: a flat
blade screwdriver, 8mm and 10 mm sockets with a ratchet and extension, and that's about it.
Changing the headlight bulb is a pretty easy procedure. Just go in behind on, this is the driver
side. You can see right here, actually I will do this one, a little bit easier. You just take the bulb,

turn it counterclockwise, and pull it out. There is your bulb. This disconnects by pressing on a
little tab right here. Press a tab and pull the headlight out. Reinstall, the new headlight goes in.
Just put it in, and we turn a little bit counterclockwise, until it goes in. That is on the driver side.
Passenger side, you can see, there is one of your lights, and there is the other one. It's a little
more difficult to get to. You might want to take the battery out, which would be basically
removing a couple of 10 mm nuts and lifting the battery out. To replace the entire headlight
assembly, you're actually going to want to remove the front bumper cover, which sounds like a
big deal, but it really isn't. You can see I have my wheel turned over here. There is an 8mm bolt
here, and then underneath, there is a 10 mm bolt here and then there is a series of these clips.
This is on top here. One here, one here, and then there are also those clips up underneath. Let's
see if we can find one here. You can see right there. I think there's probably about four or five
underneath. You remove those clips and the 8mm and 10 mm bolts on each side, and it moves
forward. To remove the clips, you just use a flat blade screwdriver, pry up on the middle of the
clip, and that allows the whole thing to come out. Here, I'm going to go into super high speed,
as I use a ratchet socket and an extension to remove the two bolts on one side and then I move
over to the other side to remove the same two bolts on the other side, and then go underneath
and remove the clips. You saw me remove the clip on the top. That was a relatively easy shot.
The ones that are underneath, they work the same way but generally they are filled up with a
little bit of gunk so you have to work at them a little bit more to pry out the middle and then pull
them out. As soon as I get done here with pulling those clips out from underneath, then we will
go back and do the rest of it. Now, you want to just take the sides, pull them down and out, see,
that pretty much just came right off. This side, down and out. The cover comes off. Now, with
the bumper cover off, we have 10 mm bolts. One up here, one here, and then these two
underneath here. I'm just going to speed it up now as I remove those four 10 mm bolts. Ratchet
off. Now, just twist each receptacle counterclockwise. Then the bolts pull out. There's the high
beam, the low beam, the marker, and the parking light up underneath. These are the original
headlights. It looks like we probably had headlights replaced pretty recently. The new headlight,
you can see, is even just a little more clear than the original ones. The new light is going to go
in, open, mount it exactly the same as the original. These little protectors keep stuff out of the
lights. The headlight's going to slide out, it's going to go in, mount and function just the same,
actually better than your original. It's going to be more clear and brighter. For this vehicle, I'm
going to reinstall the original one, because it is still in good shape. Okay, reinstall. Plug our
lights back in. This is just going to go in and turn clockwise. Put this bottom one in. These are
our headlights. There's a little tab in the back up here. Make sure that goes into the fender, this
little bracket. Put on the top bolt. Then tighten this up. You want to hold this up under the lights
there. I'm going to speed it up here as I tighten it up. Like I said, just hold that bracket up under
the lights. That's what holds your bumper tight to your light. Tighten those up, and then check
the lights. Then, you are all set to put the bumper cover back on. Now we're going to put your
bumper cover back on. Put it in place. Make sure these flaps go up under or actually up over the
cover. Lift it up into place. Hold it, and bolt it in place. I'm going to speed it up here as I put the
rest of those clips in. You just have to push the plastic underbody of the inner fenders, push it
up into place and then make sure the pins go in correctly. I'm going to speed up through here,
putting in the bottom 10 mm screw that goes from the bottom of the fascia to the inner fender,
and then the top one that goes from the fascia to the actual fender on the other side. You will
see I am kind of struggling with it here a little bit. This is probably pretty common on these
vehicles. This car has probably had a couple of bumps and bruises. There is a little clip that
clips on to the fender that you have to move into the right spot. Basically, that is what I'm doing,
is trying to move that clip into the right spot, then get the bolt through the fascia up into that
clip and get it tightened up. Other than that, you're all set. We hope this helps you out. Brought
to you by Please feel free to call us toll-free We're the company that is here for you on the
Internet and in person. The experts at 1A Auto will show you how to loosen a stuck screw and
bleed your brakes. Orders ship same day when ordered by 2pm ET. Need your part faster?
Choose expedited shipping at checkout. Providing you the highest quality, direct fit
replacement auto parts enforced to the strictest product standards. Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Thousands of
how-to auto repair videos specific to year, make and model guide you step-by-step through
your repair. Our how-to videos have helped repair over million vehicles. Track Order. Free
Shipping My Cart. Proceed To Checkout. Video Library. Share on:. Copy URL. Installation
Instructions Steps Video Transcript Transcript Tools Associated Vehicles Fits How to Replace
Headlights Honda Accord Created on: How to repair, install, fix, change or replace the broken,
damaged, cracked, faded, cloudy, or chipped headlights on your vehicleon 98, 99, 00, 01, and 02
Honda Accord models. Clean with rubbing alcohol and a soft cloth if the bulbs do get touched.

Reach into the engine bay behind the headlight assembly and unplug the harness. Twist
clockwise and pull to remove the bulb. Plug in the new bulb and twist and push it back in.
Remove the battery to do the same on the other side. Remove the 8 mm and 10 mm bolts
securing the bumper cover. Use a flat blade screwdriver to remove the push clips on the
bumper cover. Set the bumper cover aside. Remove the four 10 mm bolts securing the headlight
assembly and bracket. Unplug the harness and bulbs from the headlight assembly and set
aside. Plug the bulbs and harness into the new headlight assembly Clip the headlight into place.
Use your 10mm and 8mm sockets and ratchet and bolt the assembly and mounting back in. Clip
the bumper cover back on and use your 10 mm socket and ratchet to bolt the bolt by the far
headlight back into place. Watch video. Sockets - Metric 8mm Socket 10mm Socket. Shop
Products. Search 1A Auto videos for your car repair. Year Save this video to my 1A Auto
Account. Guaranteed To Fit Providing you the highest quality, direct fit replacement auto parts
enforced to the strictest product standards. USA Customer Support Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Instructional
Video Library Thousands of how-to auto repair videos specific to year, make and model guide
you step-by-step through your repair. Terms of Use Privacy Policy. This item was priced well, it
was easy to order online, it arrived very quickly and in great shape. It was a very good
experience. Skip to main content Menu. Close X. Call To Order: Accessory Delay Relay.
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Sunroof Relay. Sunroof Relay Connector. Tail Lamp Socket. Tail Light Assembly. Tail Light
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Trailer Connector Kit. Trailer Tow Harness. Trailer Wire Converter. Trailer Wiring Harness. Trunk
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Engine Mechanical. Fuel Delivery. Fuel Injection. Tools and Hardware. Action Crash. DIY
Solutions. Shop By Vehicle. Brock Headlight Assembly Set - Left. Click to Enlarge. Shipping
Options: Free Ground Shipping. Brock Headlight Assembly - Left. Brock Headlight Assembly Right. Product List Price:. Position: Left - Driver Side. Quality: Value Line - High quality
automotive part with the highest cost savings. Quality: Capa Certified - Ensures the part fits,
performs, and lasts the same as the original. Position: Right - Passenger Side. Shipping
Options: Ground, Overnight, 2 Day. Dorman Headlight Assembly - Left. Dorman Headlight
Assembly. Features: Specifically designed to look and function like the original headlight
Original manufacturer quality Rigid plastic protects against weather and road conditions Built to
match the exact original dimensions for proper fit. Dorman Headlight Assembly - Right.
Replacement Fit perfectly! I bought new headlight assemblies for both headlights and they
worked great! March 10th, Posted by Jim. Action Crash HOV. Headlight assembly arrived within
7 days ground. New condition and no damage. July 12th, Posted by Great price and fast
delivery! February 22nd, Posted by Satisfied Customer. I had a positive experience buying this
product also the shipping was fast. July 17th, Posted by Good product and reasonable price.
Anzo Very nice product with a sharp look and very affordable for the pocket. Love how they
look. October 21st, Posted by Anzo headlight set. March 25th, Posted by body electrical honda

accord action crash headlight assembly. Catalog: K. Vehicle Honda Accord. Catalog: D.
Catalog: Q. Catalog: B. Vehicle Body Honda Accord. Catalog: A. All parts meet OEM quality
standards, and in most cases exceed the quality of the original product. If you receive an
incorrect item from us, we will immediately pay for return shipment and send you the correct
item. If the part we ship to you arrives in damaged or non-working condition, we will ship
another item out to you immediately. Our prices are hands-down some of the lowest you'll find
on the net. If you find a product sold for a lower price by another vendor, we will beat or match
their price. Auto parts manufacturers must adhere to a strict set of guidelines in order to meet
the criteria laid out by FMVSS Any lights or reflectors that adorn vehicles traveling on public
roads MUST adhere to the regulations; otherwise, the manufacturer is subject to a slew of
penalties. While the regulations are designed primarily for manufacturers, consumers must
always be sure that any lights that they install on their vehicles also meet these regulations.
Citations can be issued for products that do not meet the minimum regulatory requirements. All
of the parts carried on Go-Parts. Our manufacturers only produce replacement lights that meet
the highest of industry standards, ensuring on-road safety and reducing the probability of
breakdowns in component construction. We know how important it is for you to be back on the
road, so we strive to make your buying experience as easy and fast as possible. Start Here.
Please Wait Other Accord models available: Accord Crosstour Headlights. All All Coupe Sedan
Wagon. All Left Driver Right Passenger. All 1. Driver Side - EX 2. Passenger Side - EX 2. Driver
Side - EX-L 3. Passenger Side - EX-L 3. Driver Side - 3. Passenger Side - 3. Driver Side - 2.
Correct Item Guaranteed If you receive an inc
2007 bmw 5 series 530xi
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orrect item from us, we will immediately pay for return shipment and send you the correct item.
Item in Good Condition Guaranteed If the part we ship to you arrives in damaged or
non-working condition, we will ship another item out to you immediately. Fast Shipping
Guaranteed Most orders are shipped out the same day as they're received. Best Price
Guaranteed Our prices are hands-down some of the lowest you'll find on the net. Some of the
FMVSS guidelines include: Technical specifications illumination, construction Proper product
marking Manufacturer registration While the regulations are designed primarily for
manufacturers, consumers must always be sure that any lights that they install on their vehicles
also meet these regulations. Trusted brands. Fast Shipping. Secure Shopping. Our mission We
know how important it is for you to be back on the road, so we strive to make your buying
experience as easy and fast as possible. Bolt Checkout. Coupe Sedan Wagon. Left Driver Right
Passenger.

