1989 ford bronco manual

Quick Links. Instrument Cluster. Warning lights and chimes. Message center. Entertainment
Systems. Auxiliary input jack. USB port. Satellite radio information. Navigation system. Climate
Controls. Heater only. Manual heating and air conditioning. Turn signal control. Bulb
replacement. Driver Controls. Steering wheel adjustment. Power windows. Speed control.
Upfitter controls. Locks and Security. Anti-theft system. Owners Guide, 3rd Printing. USA fus.
Ford motor company automobile accessories user manual 6 pages. Ford motor company ford
contour owner's guide 16 pages. Ford motor company ford e owner's guide pages. Ford motor
company ford f owner's guide pages. Ford motor company ford f owner's guide 14 pages. Page
3 Ford Motor Company. Ford may change the contents without notice and without incurring
obligation. Please take the time to get well acquainted with your vehicle by reading this
handbook. The more you know and understand about your vehicle, the greater the safety and
pleasure you will derive from driving it. Page 5 Warning symbols on your vehicle When you see
this symbol, it is imperative that you consult the relevant section of this guide before touching
or attempting adjustment of any kind. Protecting the environment We must all play our part in
protecting the environment. Page 6 Introduction Do not add friction modifier compounds or
special break-in oils since these additives may prevent piston ring seating. See Engine oil in the
Maintenance and Specifications chapter for more information on oil usage. In addition,
ambulance Page 8 EDR. Ford Motor Company and Ford of Canada do not access event data
recorder Page 9 If you do not want Ford or its vendors to receive this information, do not
activate the service. Ford Motor Company and the vendors it uses to provide you with this
information do not store your vehicle travel information. Ford strongly recommends that you
use extreme caution when using any device or feature that may take your focus off the road.
Your primary responsibility is the safe operation of your vehicle. A market unique supplement
may be supplied that complements this book. Page 12 Introduction These are some of the
symbols you may see on your vehicle. Many lights will illuminate when you start your vehicle to
make sure the bulb works. Page 15 light will stay on until the engine is cranked, then turn itself
off if no malfunctions are present. A significant decrease in braking performance may occur. It
will take you longer to stop the vehicle. Have the vehicle checked by your authorized dealer.
Driving extended distances with the parking brake engaged can cause brake failure and the risk
of personal injury. Low tire pressure warning if equipped : Illuminates when your tire pressure
is low. If the light remains on at start up or while driving, the tire pressure should be checked.
Overdrive off if equipped : Illuminates when the overdrive function of the transmission has been
turned off; refer to the Driving chapter. If the light does not illuminate, have the transmission
serviced soon, or damage may occur. Engine coolant temperature gauge: Indicates engine
coolant temperature. Odometer: Registers the total miles kilometers of the vehicle. Refer to
Message center in this chapter on how to switch the display from metric to English. Trip
odometer: Registers the miles kilometers of individual journeys. Page Message Center
Instrument Cluster Fuel gauge: Indicates approximately how much fuel is left in the fuel tank
when the ignition is in the on position. The fuel gauge may vary slightly when the vehicle is in
motion or on a grade. The FUEL icon and arrow indicates which side of the vehicle the fuel filler
door is located. Page 22 Instrument Cluster XX. Page 25 Instrument Cluster 5. Compass
calibration adjustment Note: For optimum calibration, drive to an open, level location away from
large metallic objects or structures. This allows you to use the full message center functionality
by clearing the message. Ford strongly recommends that drivers use extreme caution when
using any device or feature that may take their focus off the road. Your primary responsibility is
the safe operation of the vehicle. Page 30 Entertainment Systems 2. SEEK right R speakers. Use
the audio between the front F and back B speakers. Page 32 Entertainment Systems Tuner :
Press to manually go up or down the radio frequency. Also use in menu mode to select various
settings. Refer to Category under Menu for further information. Page 33 an audible prompt. You
can save up to 20 songs. Press OK to access the saved songs and press songs. Check with
your authorized dealer for availability. To save satellite channels in your memory presets, tune
to the desired channel then press and hold a preset control until sound returns. Page 39
Entertainment Systems Required equipment: 1. Any portable music player designed to be used
with headphones 2. Page 42 CD units are designed to play commercially pressed 4. Due to
technical incompatibility, certain recordable and re-recordable compact discs may not function
correctly when used in Ford CD players. Do not use any irregular shaped CDs or discs with a
scratch protection film attached. The CD player numbers all MP3 tracks on the disc noted by
the. Page 44 Note: SIRIUS reserves the unrestricted right to change, rearrange, add or delete
programming including canceling, moving or adding particular channels, and its prices, at any
time, with or without notice to you. Ford Motor Company shall not be responsible for any such
programming changes. Fan speed adjustment: Controls the volume of air circulated in the
vehicle. Temperature selection: Controls the temperature of the airflow in the vehicle. Air flow

selections: Controls the direction of the airflow in the vehicle. Turns on the parking lamps,
instrument panel lamps, license plate lamps and tail lamps. Turns the headlamps on. Daytime
running lamps DRL if equipped Turns the headlamps on with a reduced output. Page
Headlamps Lights Flash-to-pass Pull toward you slightly to activate and release to deactivate.
Move the control to the full upright position, past detent, to turn on the interior lamps. Page 52
Lights To adjust the headlamps: 1. Park your vehicle on a level surface about 25 feet 7. Check
your headlamp alignment at night or in a dark area so that you can see the headlamp beam
pattern. Page 53 Lights 7. On the wall or screen, locate the high intensity area of the beam
pattern. The left edge of the high intensity area should be even with the vertical line
corresponding to the headlamp under adjustment. If the left edge of the high intensity area is
not even with the vertical line, follow the next step to adjust it. Page Turn Signal Control Lights
5. Locate the vertical adjuster on the back of each headlamp, then use a long Phillips 2
screwdriver to turn the adjuster either counterclockwise to adjust down or clockwise to adjust
up aligning the upper edge of the light pattern up to the horizontal line. Page Bulb Replacement
Lights Cargo lamps The dome portion of the cargo lamp, the center light, can be turned on
when the headlamp control is rotated fully counterclockwise or when any door is opened. With
the ignition key in the accessory or on position, the rear lamp can be turned on or off by sliding
the control. Page 57 Replacing exterior bulbs Check the operation of all bulbs frequently.
Replacing headlamp bulbs aerodynamic 1. Make sure the headlamp switch is in the off position,
then open the hood. Remove the three screws from the headlamp assembly and pull the
assembly straight out. Page 58 Lights To install the new bulb, follow the removal procedures in
reverse order. Replacing headlamps sealed beam 1. Page 59 Lights Sealed beam 3. Rotate the
bulb socket counterclockwise and remove. Carefully pull the bulb straight out of the socket. To
complete installation, follow the removal procedures in reverse order. Replacing side marker
bulbs 1. Make sure the headlamp control is in the off position. Page 60 Lights 4. Replacing
high-mount brakelamp bulbs On vehicles without a rear headliner, the interior cargo lamp if
equipped must be removed from under the high-mount brakelamp assembly located inside the
vehicle. Follow the same steps to replace any of the bulbs: 1. Turn the headlamp switch to the
off position, then remove the four screws and the lamp assembly from the vehicle. Pull and hold
the steering wheel release control toward you. Move the steering wheel up or down until you
find the desired location. Release the steering wheel release control. This will lock the steering
wheel in position. If the power point is not working, a fuse may have blown. Refer to Fuses and
relays in the Roadside Emergencies chapter for information on checking and replacing fuses.
Press the switch completely down to the second detent and release quickly. The window will
open fully. Momentarily press the switch to any position to stop the window operation. Page
Mirrors Driver Controls Note: If equipped with a reverse camera system, a video image will
display in the mirror or the Navigation system display if equipped when the vehicle is put in R
Reverse. As you shift into any other gear from R Reverse , the image will remain for a few
seconds and then turn off. Page 67 Driver Controls Spotter mirror on telescoping mirror if
equipped The spotter mirror has a swivel that allows it to tilt up and down, and also to tilt left
and right to increase side and rear visibility. Fold-away mirrors The mirrors can be manually
folded forward or backwards for narrow spaces like driving through an automatic car wash or
backing out of a garage with the trailer tow mirror. Using speed control The speed controls are
located on the steering wheel. Press to activate phone mode or answer a phone call. Press and
hold to exit phone mode or end a call. You should always carry a second key with you in a safe
place in case you require it in an emergency. If your vehicle is equipped with the SecuriLock
Passive Anti-theft system, your keys are electronically coded to your vehicle; Page 75 7. Turn
the ignition off. The horn will chirp once to confirm the procedure is complete. Back cargo door
lock if equipped The passenger side rear cargo door has a power door lock control mounted on
the inside of the door. To open the side or back cargo doors from the inside: 1. Unlatch the door
using the inside release handle. Page 78 Locks and Security The remote entry system allows
you to lock or unlock all vehicle doors without a key. Note: The lock and unlock features work
when the ignition is in any position. The panic feature is active when the ignition is in either the
accessory, off or on positions. Page 79 vehicle has switched to one step unlocking. Repeat the
procedure to switch back to two-step unlocking. Locking the doors 1. Press and release to lock
all the doors. If all doors are closed the parking lamps illuminate. Press and release again within
three seconds to confirm that all the doors are closed and locked. Page 80 Locks and Security
2. Do not wipe off any grease on the battery terminals on the back surface of the circuit board.
Remove the old battery. Note: Please refer to local regulations when disposing of transmitter
batteries. Insert the new battery. Refer to the diagram inside the remote entry transmitter for the
correct orientation of the battery. Cycle eight times rapidly within 10 seconds between the 3 off
position and 4 on. Note: The eighth turn must end in the 4 on position. The doors will lock, then

unlock, to confirm that the programming mode has been activated. Page 82 Note: The
SecuriLock passive anti-theft system is not compatible with non-Ford aftermarket remote start
systems. Use of these systems may result in vehicle starting problems and a loss of security
protection. Note: Large metallic objects, electronic devices that are used to purchase gasoline
or similar items, or a second coded key on the same key chain may cause vehicle starting
issues. Page 83 Automatic disarming Switching the ignition to the on position with a coded key
disarms the vehicle. The key codes need to be erased from your vehicle and new coded keys
will need to be programmed. Page 84 Locks and Security 5. Turn the ignition from the 2 lock
position to the 4 on position. Keep the ignition in the 4 on position for at least one second but
not more than 10 seconds. Turn the ignition to the 2 lock position, and remove the second key
from the ignition. Lift handle to move seat forward or backward. Turn the lumbar support
control clockwise to increase firmness. Turn the lumbar support control counterclockwise to
increase softness. Page 88 Seating and Safety Restraints Press the control to move the seat
forward, backward, up or down. Page 90 Seating and Safety Restraints 1. Position the seat to
the floor mount. Pull the seat latch handle downward to lock the seat in position. Page 91
Seating and Safety Restraints 2. Clip the end of the belt to the stationary portion of the shoulder
belt coming out of the trim panel. The end of the shoulder belt must be clipped in order to keep
it from striking anything during vehicle operation. Page 92 Seating and Safety Restraints 4. Lift
the rear end of seat upward and rearward by pushing on the seatback 2 and lifting the seat
cushion 3 to disengage the front seat hook and the rear seat latch from the striker. In a collision,
people riding in these areas are more likely to be seriously injured or killed. Do not allow people
to ride in any area of your vehicle that is not equipped with seats and safety belts. To unfasten,
push the release button and remove the tongue from the buckle. All of the passenger
combination lap and shoulder belts have three types of locking modes described below: Vehicle
sensitive mode This is the normal retractor mode, which allows free shoulder belt length Page
96 Seating and Safety Restraints Automatic locking mode When to use the automatic locking
mode In this mode, the shoulder belt is automatically pre-locked. The belt will still retract to
remove any slack in the shoulder belt. The automatic locking mode is not available on the driver
safety belt. This mode should be used any time a child safety seat, except a booster, is installed
in passenger front or rear seating position if equipped. Page 97 Seating and Safety Restraints
WARNING: After any vehicle collision, the safety belt systems at all seating positions except the
driver position, which does not have this feature must be checked by an authorized dealer to
verify that the automatic locking retractor feature for child seats is still functioning properly.
Failure to adjust the safety belt properly could reduce the effectiveness of the seat belt and
increase the risk of injury in a collision. Safety belt warning light and indicator chime The safety
belt warning light illuminates in the instrument cluster and a chime sounds to remind the
occupants to fasten their safety belts. Page 99 Seating and Safety Restraints If Page Seating
and Safety Restraints Reasons given As confirmation, the safety belt warning light will flash
four times per second for three seconds, followed by three seconds with the light off, then
followed by the safety belt warning light flashing four times per second for three seconds again.
Placing objects on or over the air bag inflation area may cause those objects to be propelled by
the air bag into your face and torso causing serious injury. Page Seating and Safety Restraints
How does the airbag supplemental restraint system work? The airbag SRS is designed to
activate when the vehicle sustains a longitudinal deceleration sufficient to cause the airbag
sensors to close an electrical circuit that initiates airbag inflation. The fact that the airbags did
not inflate in a collision does not mean that something is wrong with the system. The feature
will continue to operate until the vehicle runs out of power. Page Seating and Safety Restraints
Turning the passenger airbag off 1. When the ignition is turned to the ON position the OFF light
illuminates briefly, momentarily shuts off and then turns back on. These particular belts are
specifically designed to work with airbags to help reduce the risk of injury in a collision. Page
Recommendations for Safety Restraints are based on probable child height, age and weight
thresholds from NHTSA and other safety organizations or are the minimum requirements of law.
Page Seating and Safety Restraints Recommendations for Safety Restraints for Children Child
size, height, weight, or age Larger Children who have outgrown or no children longer properly
fit in a belt-positioning booster seat generally children who are at least 4 feet 9 inches 1. Page
Highway Traffic Safety Administration NHTSA provides education and training to ensure that all
children ages 0 to 16 are properly restrained in the correct restraint system. Page Seating and
Safety Restraints Follow all the safety restraint and airbag precautions that apply to adult
passengers in your vehicle. If the child is the proper height, age, and weight as specified by
your child safety seat or booster manufacturer , fits the restraint and can be restrained properly,
then restrain the child in the child safety seat or with the belt-positioning booster. Page Seating
and Safety Restraints restrained properly in a rear seating position, properly restrain the largest

child in the front seat. Page Seating and Safety Restraints 2. Pull down on the shoulder belt and
then grasp the shoulder belt and lap belt together. Page Seating and Safety Restraints 5. To put
the retractor in the automatic locking mode, grasp the shoulder portion of the belt and pull
downward until all of the belt is pulled out. Allow the belt to retract to remove slack. The belt will
click as it retracts to indicate it is in the automatic locking mode. Page Ford Motor Company
recommends the use of a child safety seat having a top tether strap. See Attaching child safety
seats with tether straps and Recommendations for attaching safety restraints for children in this
chapter for more information. Page Seating and Safety Restraints If the safety seat is not
anchored properly, the risk of a child being injured in a crash greatly increases. Combining
safety belt and LATCH lower anchors for attaching child safety seats When used in
combination, either the safety belt or the LATCH lower anchors may be attached first, provided
a proper installation is achieved. Page Seating and Safety Restraints If you install a child seat
with rigid LATCH attachments, and have attached the top tether strap to the proper top tether
anchor, do not tighten the tether strap enough to lift the child seat off the vehicle seat cushion
when the child is seated in it. Route the child safety seat tether strap over the back of the front
right-hand passenger seat as shown. Clip the tether strap hook to the seat pedestal at the
location shown. If the tether strap is clipped incorrectly, the child safety seat may not be
retained properly in the event of a collision. Page Seating and Safety Restraints 4. Adjust the
front right hand passenger seat to the full rearward position. If the safety seat is not anchored
properly, the risk of a child being injured in a collision greatly increases. Page To improve the fit
of both the lap and shoulder belt on children who have outgrown child safety seats, Ford Motor
Company recommends use of a belt-positioning booster. They lift the child up so that the lap
belt rests low across the hips and the knees bend comfortably at the edge of the cushion, while
minimizing slouching. Page Seating and Safety Restraints Types of booster seats There are
generally two types of belt-positioning booster seats: backless and high back. Page Seating and
Safety Restraints Children and booster seats vary in size and shape. Choose a booster that
keeps the lap belt low and snug across the hips, never up across the stomach, and lets you
adjust the shoulder belt to cross the chest and rest snugly near the center of the shoulder. Ford
Motor Company recommends that all safety belt assemblies in use in vehicles involved in a
collision be replaced. Utility vehicles and trucks are not designed for cornering at speeds as
high as passenger cars any more than low-slung sports cars are designed Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Page WARNING: The traction grade assigned to this tire is based on straight-ahead
braking traction tests, and does not include acceleration, cornering, hydroplaning or peak
traction characteristics. Page Tire Inflation At least once a month and before long trips, inspect
each tire and check the tire pressure with a tire gauge including spare, if equipped. Inflate all
tires to the inflation pressure recommended by Ford Motor Company. You are strongly urged to
buy a reliable tire pressure gauge, as automatic service station gauges may be inaccurate. Page
Always inflate your tires to the Ford recommended inflation pressure even if it is less than the
maximum inflation pressure information found on the tire. Page Tires, Wheels and Loading 2.
Remove the cap from the valve on one tire, then firmly press the tire gauge onto the valve and
measure the pressure with the tire gauge. Add enough air to reach the recommended air
pressure. Note: If you overfill the tire, release air by pushing on the metal stem in the center of
the valve. Page Tire inflation information All tires with Steel Carcass Plies if equipped : This
type of tire utilizes steel cords in the sidewalls. As such, they cannot be treated like normal light
truck tires. Tire service, including adjusting tire pressure, must be performed by personnel
trained, supervised and equipped according to Federal Occupational Safety and Health
Administration OSHA regulations. TIRE CARE Inspecting your tires and wheel valve stems
Periodically inspect the tire treads for uneven or excessive wear and remove objects such as
stones, nails or glass that may be wedged in the tread grooves. Page Improper or inadequate
vehicle maintenance can cause tires to wear abnormally. Page such as P-metric versus
LT-metric or all-season versus all-terrain as those originally provided by Ford. Page The tire
pressure sensors mounted in the wheels are not designed to be used in aftermarket wheels. The
use of wheels or tires not recommended by Ford Motor Company may affect the operation of
your tire pressure monitoring system if equipped. Note: If your tires show uneven wear ask an
authorized dealer to check for and correct any wheel misalignment, tire imbalance or
mechanical problem involved before tire rotation. We do not recommend splitting up the dual
rear wheels. The definitions of these items are listed below. Note that the tire size, load index
and speed rating for your vehicle may be different from this example. Page Tires, Wheels and
Loading Note: You may not find this information on all tires because it is not required by federal
law. Page For example, a tire graded would wear one and one-half 1 course as a tire graded

Note: Tire Quality Grades do not apply to this type of tire. Note: The temporary tire size for your
vehicle may be different from this example. If your vehicle has tires of a different size than the
size indicated on the vehicle placard or tire inflation pressure label, you should determine the
proper tire inflation pressure for those tires. Operation is subject to the following two
conditions: 1 This device may not cause harmful interference, and 2 This device must accept
any interference received, including interference that may cause undesired operation. Page
Tires, Wheels and Loading In either case, the pressure sensor is covered by the tire and is not
visible unless the tire is removed. Care must be taken when changing the tire to avoid damaging
the sensor. It is recommended that you always have your tires serviced by an authorized dealer.
Understanding your tire pressure monitoring system TPMS The tire pressure monitoring system
measures pressure in your four road tires and sends the tire pressure readings to your vehicle.
The low tire pressure warning lamp will turn on if the tire pressure is significantly low. Page
Tires, Wheels and Loading When you believe your system is not operating properly The main
function of the tire pressure monitoring system is to warn you when your tires need air. It can
also warn you in the event the system is no longer capable of functioning as intended. Page
Low tire Possible pressure warning cause light Flashing warning Spare tire in light TPMS
malfunction When inflating your tires When putting air into your tires such as at a gas station or
in your garage , the tire pressure monitoring system may not respond immediately to the air
added to your tires. Page Tires, Wheels and Loading Performing the TPMS reset procedure
Vehicles that have wheels with snap-in pressure sensors It is recommended that you read the
entire procedure before attempting. Page Tires, Wheels and Loading 5. Page Tires, Wheels and
Loading 3. Press and hold the brake pedal for two 2 seconds, then release. Page 7. Use of any
tire or wheel not recommended by Ford can affect the safety and performance of your vehicle,
which could result in an increased risk of loss of vehicle control, vehicle rollover, personal
injury and death. Properly loading your vehicle will provide maximum return of vehicle design
performance. Page Tires, Wheels and Loading Payload â€” is the combined weight of cargo and
passengers that the vehicle is carrying. When towing, trailer tongue load or king pin weight is
also part of cargo weight. The total load on each axle must never exceed its GAWR. GCWR
Gross Combined Weight Rating â€” is the maximum allowable weight of the vehicle and the
loaded trailer â€” including all cargo and passengers â€” Steps for determining the correct load
limit: 1. If you and your friend each weigh lb. No, you do not have enough cargo capacity to
carry that much weight. Tie down the load so that it does not shift and change the weight on the
hitch. Page The TBC user interface consists of the following: 1. The GAIN setting can be
increased to a maximum of Pressing and holding a button will raise or lower the setting
continuously. If the manual control is activated while the brake is also applied, the greater of the
two inputs determines the power sent to the trailer brakes. Page Note: Your TBC can be
diagnosed by your authorized dealer to determine exactly which trailer fault has occurred;
however, if the fault is with the trailer this diagnosis is not covered under your Ford warranty.
Ford is not responsible for warranty or performance of the TBC due to misuse or customer
installation. Page When descending long, steep downhill grades, always use a lower gear to
provide engine braking to save wear on brakes. Do not apply your brakes continuously, as they
may overheat and become less effective. Page Recreational Towing Tires, Wheels and Loading
Launching or retrieving a boat Disconnect the wiring to the trailer before backing the trailer into
the water. Reconnect the wiring to the trailer after the trailer is removed from the water.
Accessory â€” allows the electrical accessories such as the radio to operate while the engine is
not running. Lock â€” locks the automatic transmission gearshift lever and allows key removal.
Off â€” shuts off the engine and all accessories without locking the steering wheel. Exhaust
fumes can be toxic. Always open the garage door before you start the engine. See Guarding
against exhaust fumes in this chapter for more instructions. Some warning lights will briefly
illuminate. See Warning lights and chimes in the Instrument Cluster chapter for more
information regarding the warning lights. Starting the engine 1. Page Driving You may
experience a decrease in peak performance when the engine is cold when operating on E Do
not crank the engine for more than 10 seconds at a time as starter damage may occur. If the
engine fails to start, turn the key to off and wait 30 seconds before trying again. Page See Cold
weather starting earlier in this chapter for more information on starting with ethanol. WARNING:
To reduce the risk of electrical shock, do not use your heater with ungrounded electrical
systems or two-pronged cheater adapters. Page Brakes Driving become very hot and may result
in an electrical shock or fire. Be sure to check for heat anywhere in the electrical hookup once
the system has been operating for approximately a half hour. The ABS will be activated
immediately, allowing you to retain steering control during hard braking and on slippery
surfaces. Page Traction Control Driving The parking brake is not recommended to stop a
moving vehicle. However, if the normal brakes fail, the parking brake can be used to stop your

vehicle in an emergency. ESC operates by applying brakes to one or more of the wheels
individually and, if necessary, reducing engine power if the system detects that the vehicle is
about to skid or slide laterally. Page Switching off AdvanceTrac with RSC If the vehicle is stuck
in snow, mud or sand, and seems to lose engine power, switching off certain features of the
AdvanceTrac with RSC system may be beneficial because the wheels are allowed to spin. This
will restore full engine power and will enhance momentum through the obstacle. Utility vehicles
and trucks have larger tires and increased ground clearance, giving the vehicle a higher center
of gravity than a passenger car. Page Driving The van should be operated by an experienced
driver. An organization that owns a 15â€”passenger van should select one or two experienced
drivers to drive the van on a regular basis. These drivers will gain valuable experience handling
the van. This experience will help make each trip safer. When you take your foot off the
accelerator pedal and the vehicle begins to slow down the torque converter clutch locks up and
aggressively shuts off fuel flow to the engine while decelerating. Turn the ignition to the lock
position and remove the key whenever you leave your vehicle. R Reverse With the gearshift
lever in R Reverse , the vehicle will move backward. Always come to a complete stop before
shifting into and out of R Reverse. Page Driving 2 Second This position allows for second gear
only. Page The adaptive transmission shift strategy allows the transmission to relearn these
operating parameters. This learning process could take several transmission upshifts and
downshifts; during this learning process, slightly firmer shifts may occur. After this learning
process, normal shift feel and shift scheduling will resume. P Park This position locks the
transmission and prevents the rear wheels from turning. Turn the ignition to the LOCK position
and remove the key whenever you leave your vehicle. Page Used for improved traction on
slippery roads. Selecting 3 Third provides additional engine braking. Page Driving The RSS
detects obstacles up to 6 feet 2 meters from the rear bumper with a decreased coverage area at
the outer corners of the bumper, refer to the figures for approximate zone coverage areas. As
you move closer to the obstacle, the rate of the tone increases. It adds assistance to the driver
while reversing or reverse parking the vehicle. Page Driving Night time and dark area use At
night time or in dark areas, the camera system relies on the reverse lamp lighting to produce an
image. Therefore it is necessary that both reverse lamps are operating in order to get a clear
image in the dark. If either of the lamps are not operating, stop using the camera system, at
least in the dark, until the lamp s are replaced and functioning. Page Driving with blind spot
mirrors Before a lane change, check the main mirror first, then check the blind spot mirror. If no
vehicles are present in the blind spot mirror and the traffic in the adjacent lane is at a safe
distance, signal that you are going to change lanes. Page Driving Your vehicle is qualified for
use as a stationary power source, within limits detailed in the Ford Truck Body Builders Layout
Book, found at Gas engine vehicles are qualified for up to 10 minutes of continuous operation
as a stationary power source, due to the potential for the normal venting of fuel vapors. This
program is separate from the New Vehicle Limited Warranty. S and Canada should contact If
you need to arrange roadside assistance for yourself, Ford Motor Company will reimburse a
reasonable amount for towing to the nearest dealership within 35 miles. To obtain
reimbursement information, U. After an accident, if the engine cranks but does not start, this
switch may have been activated. Ford Motor Company recommends that the fuel system be
inspected by an authorized dealer after any collision. Blown fuses are identified by a broken
wire within the fuse. Check the appropriate fuses before replacing any electrical components.
Note: Always replace a fuse with one that has the specified amperage rating. Page Roadside
Emergencies Passenger compartment fuse panel The fuse panel is located to the left of the
brake pedal and mounted onto the lower left cowl panel. Remove the fuse panel cover to access
the fuses. If your vehicle is equipped with an auxiliary battery, disconnecting the primary
under-hood battery DOES NOT remove power from all circuits. Instead, gradually decrease your
speed. Hold the steering wheel firmly and slowly move to a safe place on the side of the road.
Page Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than
repaired. Page Roadside Emergencies 3. Page Roadside Emergencies 4. Apply the parking
brake and turn the engine off. Spare tire information The spare tire for your vehicle is stowed
under the rear of your vehicle except cutaway and stripped chassis models. To remove the
spare tire: 1. Page Tire change procedure WARNING: To help prevent the vehicle from moving
when you change a tire, be sure the parking brake is set, then block in both directions the wheel
that is diagonally opposite other side and end of the vehicle to the tire being changed. Remove
any wheel trim. Insert the tapered end of the lug nut wrench behind wheel covers or hubcaps
and twist off. Loosen the wheel nut by pulling up on the handle of the lug nut wrench about
one-half turn counterclockwise. Page Roadside Emergencies Front axle jacking points: Place
the jack under the pin on the front surface of the front axle. Do not place the jack under or on
the steering linkage. Raise the jack until the wheel is completely off the ground. Turn jack

handle clockwise if your vehicle is equipped with a screw-type jack or pump the jack if equipped
with a This damage could allow the wheels to come off while the vehicle is being driven. Install
any wheel covers, ornaments or hub caps. Make sure they are snapped in place. Use only Ford
recommended replacement fasteners. On all two-piece flat wheel nuts, apply one drop of motor
oil between the flat washer and the nut. Do not apply motor oil to the wheel nut threads or the
wheel stud threads. Page Jump Starting WARNING: When a wheel is installed, always remove
any corrosion, dirt or foreign materials present on the mounting surfaces of the wheel or the
surface of the wheel hub, brake drum or brake disc that contacts the wheel. Ensure that any
fasteners that attach the rotor to the hub are secured so they do not interfere with the mounting
surfaces of the wheel. Page Roadside Emergencies Preparing your vehicle When the battery is
disconnected or a new battery is installed, the automatic transmission must relearn its shift
strategy. This operation is considered normal and will not affect function or durability of the
transmission. Page Roadside Emergencies 2. Connect the negative - cable to the negative terminal of the assisting battery. Note: Do not attach the negative - cable to fuel lines, engine
rocker covers, the intake manifold or electrical components as grounding points. Page
Roadside Emergencies Removing the jumper cables Remove the jumper cables in the reverse
order that they were connected. Remove the jumper cable from the ground metal surface. Note:
In the illustrations, lightning bolts are used to designate the assisting boosting battery. After the
disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. Page Wrecker Towing Ford
recommends your vehicle be towed with a wheel lift or flatbed. Do not tow with a slingbelt. Ford
Motor Company has not approved a slingbelt towing procedure. Page Customer Assistance A
reasonable time must be allowed to perform a repair after taking your vehicle to the authorized
dealer. Repairs will be made using Ford or Motorcraft parts, or remanufactured or other parts
that are authorized by Ford. Page Away from homeâ€”motorhome service If you own a
motorhome built on a Ford Chassis and are away from home when your vehicle needs service,
or if you need more help than the authorized dealer could provide, after following the steps
above, contact the Ford Motorhome Customer Assistance Center to find an authorized dealer or
service location to help you. Ford is also allowed a final repair attempt in some states. Page The
use of leaded fuel in your vehicle without proper conversion may damage the effectiveness of
your emission control system and may cause engine knocking or serious engine damage. Page
Reporting Safety Defects U. ENGINE Engines are more efficient when they are clean because
grease and dirt buildup keep the engine warmer than normal. These products are available from
your authorized dealer. These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. If your vehicle requires professional service, your authorized dealer can provide the
necessary parts and service. Page Maintenance and Specifications Working with the engine on
1. Set the parking brake and shift to P Park. Block the wheels. Windshield washer fluid reservoir
2. Engine oil filler cap 3. Page In very cold weather, do not fill the reservoir completely. Only use
a washer fluid that meets Ford specifications. Do not use any special washer fluid such as
windshield water repellent type fluid or bug wash. They may cause squeaking, chatter noise,
streaking and smearing. Page Engine Oil Maintenance and Specifications To prolong the life of
the wiper blades, it is highly recommended to scrape off the ice on the windshield before
turning on the wipers. The layer of ice has many sharp edges and can damage the micro edge of
the wiper rubber element. WARNING: This vehicle may be equipped with more than one battery,
removal of cable from only one battery does not disconnect the vehicle electrical system.
Therefore, do not allow flames, sparks or lighted substances to come near the battery. When
working near the battery, always shield your face and protect your eyes. Always provide proper
ventilation. Page Maintenance and Specifications 1. With the vehicle at a complete stop, set the
parking brake. Put the gearshift in P Park , turn off all accessories and start the engine. Run the
engine until it reaches normal operating temperature. Coolant concentration testing is possible
with a hydrometer or antifreeze tester. If the engine coolant has not been checked at the
recommended interval, the engine coolant reservoir may become low or empty. If the reservoir
is low or empty, add engine coolant to the reservoir. Refer to Adding engine coolant in this
chapter. Alcohol and other liquids can cause engine damage from overheating or freezing.
These can be harmful and compromise the corrosion protection of the engine coolant. Page
Recycled engine coolant Ford Motor Company does NOT recommend the use of recycled
engine coolant since a Ford-approved recycling process is not yet available. Used engine
coolant should be disposed of in an appropriate manner. Page Maintenance and Specifications
When this occurs the vehicle will still operate. Continued operation will increase the engine
temperature and the engine will completely shut down, causing steering and braking effort to
increase. Regular maintenance or replacement is not needed. The pressure in an overfilled tank

may cause leakage and lead to fuel spray and fire. Inhaling too much fuel vapor of any kind can
lead to eye and respiratory tract irritation. In severe cases, excessive or prolonged breathing of
fuel vapor can cause serious illness and permanent injury. Page Maintenance and
Specifications Ethanol is more chemically active than gasoline. It corrodes some metals and
causes some plastic and rubber components to swell, break down or become brittle and crack,
especially when mixed with gasoline. Special materials and procedures have been developed
for flexible fuel vehicles and the dispensers used by ethanol fuel providers. Page The customer
warranty may be void for any damage to the fuel tank or fuel system if the correct genuine Ford,
Motorcraft or other certified fuel filler cap is not used. If the fuel filler cap is venting vapor or if
you hear a hissing sound, wait until it stops before completely removing the fuel filler cap.
Otherwise, fuel may spray out and injure you or others. WARNING: If you do not use the proper
fuel filler cap, excessive vacuum in the fuel tank may damage the fuel system or cause the fuel
cap to disengage in a collision, which may result in Page Maintenance and Specifications FFV
engines If you experience starting, rough idle or hesitation driveability problems during a cold
start, try a different brand of E85 fuel. If the driveability problems continue, fill the vehicle with
regular unleaded gasoline and drive vehicle normally until gasoline is used. See your authorized
dealer if the problem persists. You must gather information as accurately and consistently as
possible. Fuel expense, frequency of fill-ups or fuel gauge readings are NOT accurate as a
measure of fuel economy. Page Maintenance and Specifications Calculating fuel economy 1. Fill
the fuel tank completely and record the initial odometer reading in miles or kilometers. Each
time you fill the tank, record the amount of fuel added in gallons or liters. After at least three to
five tank fill-ups, fill the fuel tank and record the current odometer reading. Unnecessary
shifting of this type could result in reduced fuel economy. Page If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Ford parts should be equivalent to genuine Ford Motor
Company parts in performance and durability. Do not make any unauthorized changes to your
vehicle or engine. By law, vehicle owners and anyone who manufactures, repairs, services,
sells, leases, trades vehicles, or supervises a fleet of vehicles are not permitted to intentionally
remove an emission control device or prevent it from working. Page Maintenance and
Specifications If the service engine soon serviced at the first available opportunity. Although
some malfunctions detected by the OBD-II may not have symptoms that are apparent, continued
driving with the service engine soon result in increased emissions, lower fuel economy,
reduced engine and transmission smoothness, and lead to more costly repairs. Refer to the
scheduled maintenance guide for more information. Check the fluid level on the dipstick. Page
Maintenance and Specifications 6. Be sure to put the dipstick back in the reservoir. Refer to
Maintenance product specifications and capacities in this chapter for the proper fluid type. Your
transmission does not consume fluid. However, the fluid level should be checked if the
transmission is not working properly, i. High fluid levels can be caused by an overheating
condition. Adjusting automatic transmission fluid levels Before adding any fluid, make sure the
correct type is used. Page Air Filter S Maintenance and Specifications Automatic transmission
fluid filter The Torqshift automatic transmission is equipped with a serviceable transmission
fluid filter located inside the transmission bottom pan. Refer to scheduled maintenance
information for service intervals for automatic transmission fluid and transmission filter. For
transmission filter maintenance, see your authorized dealer. Page Maintenance and
Specifications Changing the air filter element 1. Disconnect the fresh air inlet tube from the
radiator support. Open the clamp that secures the two halves of the air filter housing together.
Carefully separate the two halves of the air filter housing. Page Part Numbers Replace the spark
plugs with ones that meet Ford material and design specifications for your vehicle, such as
Motorcraft or equivalent replacement parts. The customer warranty may be void for any damage
to the engine if such spark plugs are not used. It contains the following information: 1. World
manufacturer identifier 2. The following table tells you which transmission each code
represents. These quality accessories have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and aerodynamic
appearance of your vehicle. With Ford ESP, you minimize your risk for unexpected repair bills
and rising repair costs. Page Index Event data recording Page Keyless entry system autolock
Page Index Remote entry system Page safety practices This manual is also suitable for: f super
duty regular cab f super duty crew cab e cargo econoline econoline. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. The first sport-utility vehicle developed by the
company, five generations of the Bronco were sold from the to model years; a sixth generation
of the model line is an upcoming vehicle to be sold for the model year. Originally developed as a
compact off-road vehicle using its own chassis, [2] the Bronco initially competed against the

Jeep CJ-5 and International Harvester Scout. For , Ford enlarged the Bronco, making it a
short-wheelbase version of the F-Series pickup truck; the full-size Bronco competed against the
Chevrolet K5 Blazer and Dodge Ramcharger. Following a decline in demand for large two-door
SUVs, Ford discontinued the Bronco after the model year, replacing it with the four-door Ford
Expedition and the larger Ford Excursion. After a year hiatus, the sixth-generation Bronco is a
mid-size SUV for the first time, competing directly against the Jeep Wrangler as both a two-door
and a four-door convertible. From to , the Ford Bronco was manufactured by Ford at its
Michigan Truck Plant in Wayne, Michigan , where it will also manufacture the sixth-generation
version. The idea behind the Bronco began with Ford product manager Donald N. Axelrad, with
Lee Iacocca approving the final model for production in February , after the first clay models
were built in mid Today a compact SUV in terms of size, Ford marketing shows a very early
example of promoting a civilian off-roader as a "Sports Utility" the two-door pickup version.
Initially selling well, following the introduction of the Chevrolet Blazer , Jeep Cherokee , and
International Scout II from to , demand shifted towards SUVs with better on-road capability,
leading to a decline in demand for the Bronco. The first-generation Bronco is built upon a
chassis developed specifically for the model range, shared with no other Ford or
Lincoln-Mercury vehicle. Built on a inch wheelbase sized between the CJ-5 and Scout; only an
inch shorter than the later CJ-7 , the Bronco used box-section body-on-frame construction. To
simplify production, all examples were sold with four-wheel drive; a shift-on the-fly Dana 20
transfer case and locking hubs were standard. A heavier-duty suspension system was an
option, along with air front springs. At its August launch, the Bronco was offered with a
cubic-inch inline six. In March , a hp cubic-inch V8 was introduced as an option. For , a
cubic-inch inline six became the standard engine, offered through To lower production costs, at
its launch, the Bronco was offered solely with a three-speed, column-shifted manual
transmission and floor-mounted transfer case shifter with a floor-mounted transmission shifter
later becoming a popular modification. In a central theme of the first-generation Bronco, styling
was subordinated to simplicity and economy, so all glass was flat, bumpers were straight
C-sections, and the left and right door skins were symmetrical prior to the fitment of
door-mounting hardware. For , three Bronco body configurations were offered, including a
two-door wagon and half-cab pickup, and open-body roadster. However, a large number of
options were offered through both Ford and its dealers, including front bucket seats, a rear
bench seat, a tachometer , and a CB radio , as well as functional items such as a tow bar, an
auxiliary gas tank, a power take-off , a snowplow, a winch, and a posthole digger. For , Ford
introduced the Sport option package for the Bronco wagon. Consisting primarily of chrome
exterior trim and wheelcovers, the Sport package was distinguished by red-painted FORD grille
lettering. To comply with federal regulations, the Bronco was fitted with backup lights and side
marker lamps in and , respectively. After struggling with sales, the open-body Bronco roadster
was withdrawn after the model year. After , the Bronco half-cab was withdrawn; along with its
lower sales compared to the wagon, Ford had introduced the larger Ford Courier compact
pickup. In a minor revision, for , the exterior-mounted fuel tank caps were replaced behind
hinged doors as on all other Ford trucks. Initially offered as a single trim level with a long option
list, for , Ford introduced the Sport option package for the Bronco wagon. For , in line with the
F-Series trucks, the Ranger trim became the top-of-the-line Bronco, offering body stripes,
model-specific wheel covers, cloth seats, woodgrain door panels, and carpeted interior. In a
interior revision, the Bronco Sport and Bronco Ranger adapted the two-spoke steering wheel
from the F-Series. In , race car builder Bill Stroppe assembled a team of Broncos for
long-distance off-road competition. In , a "Baja Bronco" package was marketed through Ford
dealers, featuring quick-ratio power steering, automatic transmission, fender flares covering
Gates Commando tires, a roll bar , reinforced bumpers, a padded steering wheel , and
distinctive red, white, blue, and black paint. In , a Bronco " funny car " built by Doug Nash for
the quarter-mile dragstrip finished with a few low 8-second times, but it was sidelined by
sanctioning organizations when pickups and aluminum frames were outlawed. In a notable
break from a period of downsizing in the American automotive industry, the second-generation
Bronco grew significantly in size, adding 12 inches of wheelbase, approximately 28 inches of
length, 11 inches of width, and 4 inches of height; based on powertrain configuration, the
Bronco gained 1, to 1, pounds of curb weight over its predecessor. The second-generation
Bronco marks the introduction of design commonality with the Ford F-Series and retained the
lift-off hardtop bodystyle for the three-door wagon, though now fiberglass over the rear seat
area only and not a full-length steel top , continued through the withdrawal of the model line. In
spite of its short production cycle only two years , the second-generation Bronco proved
successful, overtaking the Blazer and Ramcharger in sales for the first time; initial demand was
so strong that customers waited several months to receive vehicles from dealers. The second

generation Bronco is based on the Ford F pickup truck chassis â€” sixth generation.
Approximately one foot shorter than the shortest F, the Bronco has a inch wheelbase 12 inches
longer than the previous Bronco. The second generation Bronco is still fitted exclusively with
four-wheel drive; [17] a part-time system was standard with a New Process gear-driven transfer
case with the option of permanent four-wheel drive and a New Process chain-driven transfer
case. The second generation Bronco has a coil-sprung Dana 44 front axle and a leaf-sprung rear
Ford 9-inch axle similar to the later first generation Broncos. The first and second generation
Broncos both have non-independent front suspension solid front axle. Two different V8 engines
were offered for the second generation Bronco: the 5. While offering virtually the same
horsepower output, the produced a higher torque output over the M. As the V8 was restricted to
rear-wheel drive F-Series trucks, it was not offered in the Bronco. For , Ford added emissions
controls to its light-truck engines; the Bronco gained a catalytic converter among other
equipment in both engine configurations. Replacing the multiple body configurations of the first
generation, the second-generation Bronco was offered solely as a 3-door wagon with a lift-off
rear hardtop. During its development as Project Shorthorn, a central requirement by Ford was to
adopt bodywork from the F with minimal modification. Retaining the wagon body from its
predecessor, Ford designers shifted from a full-length hardtop as with the previous Bronco and
on the Jeep CJ-7 to a lift-off hardtop from behind the B-pillars. Designed by Dick Nesbitt, the
configuration achieved higher commonality with the F sharing the doors and overhead roof
stamping ; attention was focused on minimizing leaks around the top seals a problem related to
the design of the K5 Blazer hardtop of the time. Coinciding with its commonality with the F, the
second-generation Bronco introduced features new to the model line for the first time, including
air conditioning, radio, and tilt steering. For , the Bronco saw little change from models. Along
with the F-Series, rectangular headlamps introduced on the Ranger trim for became standard on
all Broncos. In an interior revision, captain's chair front seats became an option. For the
second-generation Bronco, the model line adopted the same trim nomenclature as the F-Series.
For , as with the F-Series trucks, Customs were fitted with round headlamps while Ranger XLTs
had rectangular units, which became standard for all Broncos for Featuring tricolor striping and
blacked-out exterior trim, the package featured revised exterior striping for Beginning
production development in [16] before its predecessor was released for sale the â€” Bronco
was designed to address many concerns that held the â€” Bronco out of production. Nominally
shorter and lighter, the Bronco was designed to adopt a more efficient powertrain while
retaining its full-size dimensions. Both transfer cases were replaced with a New Process
version. For the first time since , the Bronco came with an inline-six engine as standard; the 4.
The V8 was discontinued, with the M taking its place and the V8 making its return as the
base-equipment V8. As with its â€” predecessor, the â€” Bronco shares much of its external
sheetmetal with the F-Series pickup line, with the same parts from the doors forward. Based on
a design proposal originally used in the development of the previous-generation Bronco, the
B-pillar of the roofline was modified slightly to produce an improved seal for the hardtop. For ,
the Bronco saw a slight facelift as it adopted Ford's blue oval emblem, taking the place of
"F-O-R-D" lettering on the hood, [27] and the bronco horse was removed from the fender
emblems. The â€” Bronco adopted the same trim levels as the Ford F-Series pickups. In , Ford
added an Eddie Bauer trim package for the Bronco. Outside of the US, the third generation
Bronco was also assembled in Australia by Ford Australia , utilizing locally produced 4. For the
model year, the fourth-generation Bronco was designed as a short-wheelbase version of the
eighth-generation Ford F Sharing its chassis with the previous generation, the Bronco was
given a number of updates to both the exterior and interior. Sharing a common front fascia with
the F-Series, the Bronco received a reshaped front bumper, flatter front grille, and reshaped
hood; composite headlamps replaced the previous sealed-beam units. In another body revision,
the wheel openings were reshaped. The interior was given redesigned front seats, door panels,
dashboard and controls including a new steering wheel , and instrument panels. The Bronco
returned its 4. V8 engines from the previous generations; first introduced on the 5. In the
interest of safety, rear-wheel anti-lock brakes ABS became standard for the model. To
commemorate 25 years of production, Ford offered a Silver Anniversary Edition Bronco for the
model year. A cosmetic option package, the Silver Anniversary Edition featured Currant Red
exterior paint package exclusive and a gray leather interior the first time leather seating was
available for a Bronco. For through , the Nite option package featured a completely blacked-out
exterior with contrasting graphics. Alongside the top-line Eddie Bauer trim, both special
editions were available only with a V8 engine and automatic transmission. For the model year,
the fifth-generation Bronco followed the design development of the ninth-generation Ford F
Again retaining the chassis introduced for the model year, the front fascia of the Bronco
adopted additional aerodynamic revisions. While designed with a larger grille, front bumper,

and headlight units, the front fascia was given a slightly rounded design. The interior again saw
updates to the dashboard and instrument panel, with the addition of leather front seats as an
option for XLT and Eddie Bauer trims as well as optional remote keyless entry with an anti-theft
alarm. After having power windows and locks as an option throughout the s, power mirrors
were offered for the first time for The fifth generation introduced additional changes related to
safety. In the aftermath of the safety upgrades, the Bronco was no longer able to be marketed as
a lift-off hardtop from a legal standpoint. While still physically possible, the hardtop contained
the upper mounts to the rear-seat seatbelts and the wiring to the center brake light. To
discourage owners from doing so, Ford removed all literature in the vehicle owner's manual
related to the removal of the hardtop. To further inhibit its removal, Ford secured the hardtop in
place with Torx "tamper proof" bolts requiring special tools to remove. The fifth-generation
Bronco carried over the previous 4. V8 engines from the previous generation. For , the Bronco
became powered solely by V8 engines, as the 4. The monochrome Nite edition was again
available, though was its last offering. Monochrome paint versions were reintroduced from
model to , as the XLT Sport variant of the Bronco available in black, red, or white. Another
variant of the XLT was a two-tone light teal green and white charcoal gray interior ;
approximately were produced each year. The Eddie Bauer outdoors-themed edition made its
return, offered from to Again combining nearly every option for the Bronco with a trim-specific
exterior and interior combination, the Bronco Eddie Bauer introduced an overhead console for
along with lighted sun visors and an auto-dimming rearview mirror both offered as option on
the XLT. The last fifth-generation Bronco built rolled off the Wayne, Michigan assembly line on
June 12, Simpson police chase, as sales of the model line had been in decline previous to the
incident. As the Bronco was produced solely as a two-door wagon after , all four-door Broncos
were developed and produced on a license-built basis by the aftermarket. During the s and early
s, Centurion Vehicles, a converter specializing in Ford trucks based in White Pigeon, Michigan ,
[35] constructed the Centurion Classic , a four-door version of the fourth- and fifth-generation
Bronco. In the construction of each Classic, Centurion would mate the cab of an F-Series
crew-cab pickup from the C-pillar forward to body of a Bronco from the B-pillar rearward ,
including the rear quarter panels, hardtop, and tailgate of the SUV. Centurion Vehicles offered
two models of the Classic: the C based on the Ford F chassis, with optional four-wheel drive
and the C based on the F, four-wheel drive was standard. The C was offered with 5. Simpson
was followed in a low-speed police chase on Interstate , ending in his eventual surrender. Ford
released the sixth generation Bronco for model year [45] , after the nameplate's year hiatus.
Styling recalls many elements from the â€” series, and the design chief's Bronco was digitally
scanned as a reference during the design process. For the first time, the Bronco is a mid-size
SUV, bringing its chassis and powertrain closer in size to the Ford Ranger. Ford showed a
pre-production prototype to a group of dealers in March Simpson 's birthday [55]. Production
was scheduled alongside the Ford Ranger at Michigan Assembly Plant in Wayne, Michigan , the
production facility of the previous five generations. On each of these, vehicles, a "Bronco" and
a "bucking horse" emblem on the tailgate and steering wheel replace the Ford Blue Oval. The
standard engine is a 2. The 2. A warthog model with a 3. This model makes hp and lb ft.
Recalling the original Bronco Roadster, removable doors with frameless glass combined with a
detachable roof allow open-air driving on both two- and four-door models, each with both a The
body-on-frame construction uses front twin A-arm independent suspension and a rear five-link
coilover suspension and a solid axle. The front sway bar features a hydraulic disconnect to
increase articulation when crawling, automatically reconnecting when brought back to speed.
An option package, marketed as Sasquatch, includes inch tires, the largest of any production
vehicle. Standard equipment includes Dana axles with front and rear electronic differentials,
both user-lockable via dashboard switches. Optional equipment includes a terrain management
system, marketed as G. The system calibrates throttle response, four-wheel drive, traction
control, and transmission shifts to maximize traction when offroading. The available Trail
One-Pedal Drive automatically applies and holds the brakes when the driver lifts off the gas
pedal, removing the need for left-foot braking and preventing unexpected rollbacks. The
sixth-generation Bronco also offers Trail Turn Assist, which utilizes the torque-vectoring
system to help the vehicle turn in tight offroad corners. An optional topographical map
software, marketed as Trail Maps , allows owners to share smartphone-downloaded topo maps
to the vehicle's In-car entertainment system and record a video of trail runs, display telemetry or
map data, and upload to the cloud. An action mount on the front dash to allow for phone and
camera mounting, waterproof switches and rubber floors are also available. According to Ford,.
Exterior paint is a specially formulated Golden Saddle Pearl and modifications include an
NHRA-approved roll bar with integral headrests, a windshield designed to complement the
contour of the roll bar, walnut appliques on the rear side panels and exposed chrome exhaust

pipes. Custom interior appointments include a walnut steering wheel and front bucket seats
with russet suede bolsters and perforated leather cushions and seatbacks. The instrument
panel is trimmed with suede padding and outfitted with walnut-trimmed control knobs. Jump
seats have been added to the rear compartment over the wheels and a tonneau cover for rear
compartment protection was added for attachment with quick-fastening snaps. The Wildflower,
a specially customized version of Ford Division's popular four-wheel-drive Bronco, is sure to be
one of the most colorful show cars on display at automobile shows this year. The dominant
exterior characteristic of the Wildflower is the lively multi-colored paint treatment. The
psychedelic design of blues, yellows and reds is topped off by a pink grille. Foreshadowing the
Bronco, the Shorthorn was built on the chassis of a shortened F The prototype used a Chevrolet
Blazer fiberglass removable top, and married the rear fenders directly to the front doors. We had
an idea that just short-stamping the box inner and outer would let us marry the rear pieces to
the B-Pillar. So, this idea was not feasible for production, but was OK for a prototype for proof
of concept. To make the fiberglass rear roof, we stripped the top off of a Chevrolet Blazer and
mated it to the top of the Ford pickup box. This roof retained the liftgate from the Blazer. The
idea for the front of the roof was to have a pseudo Targa-style roof contour that swept across
the roof. George Peterson notes that "The Widehorn was six-inches wider than the standard
F-Series and had to have running lights on top of the roof for clearance regulation reasons.
Built on a Bronco chassis, it included "a pair of expansive Plexiglas bubble doors that were
removable and that had a vague resemblance to the expanse of clear plastic that passed for
four-weather doors on the Dune Duster. It included a rollbar that â€” though likely not NHRA
certified and though integrated with side louvers and lights â€” still had a rough airfoil shape
like the Dune Duster's. It included side pipes like the Dune Duster's. It included fold-up bench
seats for bed seating like the Dune Duster's In addition, the Montana Lobo included foam
bumpers, a winch integrated into the front bumper, a retractable loading ramp built into the
tailgate, storage compartments integrated into the bed sides, a T-top roof, and a massive tinted
window between the cab and the bed that slid open. Built on a Ford Escort platform, the DM-1
concept was a "4-wheel drive concept vehicle was the winning design in a Ford sponsored
contest for industrial art students. Derek Millsap, who created the 5-seat sport-utility vehicle,
lent his initials to the Bronco DM-1 name. The bulbous body was made of steel-reinforced
fiberglass, and the large hatch extended into the roof. Inspired by the first-generation â€” Ford
Bronco, the concept adapted a short wheelbase, round headlamps, and squared-off roofline; the
concept marked one of the first uses of a three-bar grille on Ford vehicles. Using a minimalist
exterior design, the Bronco design was unveiled alongside a Shelby Cobra Concept at the same
show. Replacing ControlTrac II , an "Intelligent" 4-wheel drive system was intended for
improved stability and fuel economy. Dwayne Johnson 's character drives the Bronco concept
in his movie, Rampage. At the Baja , Ford introduced the Ford Bronco R prototype with the
drivetrain of the new as-yet unreleased Bronco with the intent of testing the engine,
transmission and four wheel drive system to be used in the production-spec sixth-generation
Bronco. The Baja was thought to be the perfect test for the new off-road vehicle Ford is
producing, with miles of some of the world's roughest terrain. The race was also tougher after
being delayed for 24 hours due to excessive rainfall in the days before the event. With the
excessive rainfall, one of the Class One co-drivers Ford used in the race referred to it as the
"Mud Bog The Bronco R team made a stop every miles to swap drivers, as well as checking the
vehicle's condition and making sure there were no repairs needed at the time. Ford did not
disclose details of the engine used in the Bronco R. The only information that is known was that
the engine was a twin-turbo EcoBoost engine. When it came to the four-wheel drive system, the
vehicle experienced no issues with muddy sections of the course. While the drivers only had to
use four-wheel drive with low gearing to get out of thick mud, the Bronco R stopped multiple
times along the course to tug other competitors out of the mud, including a near 6, pound
trophy truck. While the Bronco R's engine, transmission and four-wheel drive held up with no
issues, many of the aftermarket suspension components did not fare the same. Around mile of
the mile journey, the passenger side spindle, lower-control arm and CV joint had been
destroyed. The team was able to fix most issues and were able to continue the race until around
mile , when the engine cooling fans began giving out one fan had completely seized up, while
the other was not working at max speed causing the Bronco R to overheat and needing to be
towed about eight miles to the next filling station. After about 30 minutes of working on the
Bronco R to try to get it back on course, Ford pulled the vehicle out of the race due to severe
mechanical issues. Media related to Ford Bronco at Wikimedia Commons. From Wikipedia, the
free encyclopedia. American sport-utility vehicle. Motor vehicle. Main article: O. Simpson Ford
Bronco chase. For the crossover version, see Ford Bronco Sport. Ford Bronco, â€” Brooklands
Books. Retrieved March 15, July 24, Archived from the original on July 24, Retrieved July 20,

August 13, Retrieved August 14, Auto, Motor und Sport 18 : 62â€” Archived from the original on
January 3, Archived from the original on March 3, Retrieved March 4, Drag Racing Stories.
Popular Mechanics Magazine. Hearst Magazines: 47â€”. Project Bronco. Retrieved September
22, February 3, Archived from the original on February 3, Retrieved January 23, Popular Science
: Four Wheeler. October 1, June 8, Hearst Magazines: 10â€”. Skiing Magazine : December Ford
Motor Company. The Popular Science Monthly. Bonnier Corporation: 81â€”. Simpson chase
may have helped sales". USA Today. Curbside Classic. Retrieved April 16, Archived from the
original on April 8, Trailer Boats : The O. Simpson Trials: Rhetoric, Media, and the Law.
Southern Illinois University Press. Retrieved June 17, Automotive News. April 11, Car Design
News. July 13, Retrieved August 4, Robb Report. Retrieved July 14, September 30, Retrieved
October 1, Car and Driver. Retrieved June 14, Ford Truck Enthusiats. Internet Brands, Inc.
Retrieved January 14, March 25, The Detroit News. Retrieved September 11, Yes, O. Simpson's
birthday". Detroit Free Press. Retrieved July 17, Fox News. Retrieved June 15, February 22, April
12, Retrieved February 11, Ford vehicles. E-Series Cutaway F F Category Commons. Categories
: Ford vehicles Cars introduced in s cars s cars s cars s cars Rear-wheel-drive vehicles
All-wheel-drive vehicles Ford F-Series Compact sport utility vehicles Mid-size sport utility
vehicles Full-size sport utility vehicles Retro-style automobiles Motor vehicles manufactured in
the United States Ford concept vehicles. Hidden categories: CS1 errors: missing title CS1
errors: bare URL Articles with short description Short description is different from Wikidata Use
mdy dates from September All articles with unsourced statements Articles with unsourced
statements from October Articles with unsourced statements from June Commons link from
Wikidata. Namespaces Article Talk. Views Read Edit View history. Help Learn to edit Community
portal Recent changes Upload file. Download as PDF Printable version. Wikimedia Commons.
F4 layout. Ford Expedition for fullsize model. Ford Bronco Wagon First generation. Donald N.
Frey Paul G. Axelrad, McKinley Thompson Jr. Don Kopka design director John Najjar [24] [25].
Mid-size SUV. Pickup truck. Bronco Sport. Mustang Mach-E. Bronco II. Expedition Max. Explorer
Sport Trac. F-Series all. SVT Lightning. SVT Raptor. Super Duty. Compact MPV. Transit
Connect. E-Series cutaway chassis only. This model here on eBay has only 36, miles and is also
an unusual 4-speed manual model. Though not lavish, these Broncos were comfortable cruisers
with power options and thickly-padded bucket seats. There is tremendous love for this motor,
which some claim is the best engine Ford ever built. So many of these in the Northeast have
been used as plows, farm vehicles, work trucks and other heavy-duty tasks in all sorts of
weather. The 4. We had a F 2wd with the 6 cyl and , miles on it ,It was a parts delivery truck from
day one and saw many different drivers We changed the oil EVERY two weeks and washed it
every weekend. It was stolen and taken to Pennsylvania the guy that stole it was a
neighborhood scrap dealer who did scrapping for me on occasion He said he was driving it
around the farm there Didnt bother to turn him in to the police because they didnt care when
anything was stolen in our town. Love the colors on this one. Very nice truck. No, they just
rotted from the inside out. Hood and front end sheet metal were questionable. They front end
did the Salsa Dancing when going anywhere. They really screwed the public with the F Series. F
the consumer. Way back when I drove one of these with a in it from Houston to Joplin. I think it
was an 85 model and had grey in place of the white seen on this one, The trip took 8. That was
one of the best road trips I ever had and would never try it again. Many stares and puzzled looks
as we drove by. And the rudimentary back seat, compared with the front, was not a bad ride. It
had the v8 and a auto trans. It was a nice family cruiser for her and the kids but we took it on
vacation pulling a travel trailer up the hills in Ozark country and it barely made it to the top,
scared the crap out me, needed better gearing for sure. This is a nice looking Bronco, love the
colors. Beautiful example of the generation of trucks. I wonder if this was a special order
considering the high trim level with the 6 cyl. This one is too nice for that though. I had a guy
that worked for me that had a truck with this engine in it. He rolled the odo four times, he had a
long commute, and took meticulous care of it. He traded it in after the fourth roll over and the
dealer wrote it up as having under K! Not my thought when it comes to honesty but not my deal
either. As for this Bronco, I absolutely love the color and body style. Plus that six will run
forever!!! As someone prior stated, it was truly a tractor engine! You know those things are built
for the worst and nothing a truck could throw at it would phase it!! Way too rich for my blood!!
Don't post your car for sale in the comments. Click here to get it featured on the homepage
instead. Or subscribe without commenting. Subscribe to our free daily email to continue
reading:. No thanks, maybe later. Already have an account? Log in. Barn Finds. Jeff Lavery.
More: Ford. Like This? Get Our Daily Email. Comments Donnie. Paul Tuzi. Broncos will never
die.. This is a great find.. Todd Zuercher. Jeff Staff. Seller is most definitely getting his reserve
price, I thinkâ€¦. Absolutely amazing. Stalled Project: Chevrolet Bel Air. Frequency: Daily. Get
Daily Email Updates:. Signup for our free daily newsletter: Unsubscribe anytime. Enjoying Barn
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Limit Reached! Would you like to sell products for this vehicle on Amazon. Learn how. There's a
problem loading this menu right now. Learn more about Amazon Prime. Get free delivery with
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Towing Mirrors. Interior Accessories. Amazon Music Stream millions of songs. Amazon
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Second Chance Pass it on, trade it in, give it a second life. Ford are arguably the biggest name
in automotive transport worldwide. In each generation they have had at least one model which
has been among the most popular with the market it is aimed at. Beginning with the Model T in
any color, remember, as long as it was black and carrying on through the generations including
such models as the Mondeo and the Focus, when you buy a Ford you know that you are getting
quality and reliability. Nonetheless, there is a difference between reliability and perpetual
perfection, and every car has its ups and downs. If you need some work done on a Ford vehicle,
then you will find all the information you need in a Ford service manual. You can search the
Internet for a free repair guide and find a lot of useful information, but this is not always
possible if you are on the road at the time. It is always a good idea to have a Ford repair guide in
your car to keep you well-informed on what is wrong and what might need to be done. Ford
repair guides are free to download from this site and will be invaluable in terms of diagnosing
problems with your vehicle. Whether it is something that you can repair yourself in a fairly
simple manner or a more complicated problem that requires the attention of a mechanic, you
will be able to identify the problem and take any necessary action. Browse by Catagory. For
more information go to In the original horror classic, Saw, the character Zep is involved in a car
chase. In that car chase, he drives a Ford Bronco II. When he later arrives at the warehouse in
the movie, it magically becomes an F! Though Hollywood is known for its amusing continuity
errors, this takes the cake because the two are clearly very distinct vehicles. At the time,
rollovers were a very real fear in SUVs, especially the smaller one which were thought less likely
to be able to handle the balance of having a high center of gravity. It features prominently in the
spin-off series to Happy Endings: Happy Rides. It is a big, red-colored truck in the same layout
and design as when it first came out in Oddly enough, it is not included in the opening montage
of the cars that the characters are supposed to have owned at some point in their lives. It's
difficult to tell the Ford Bronco II apart from its bigger brother, especially from afar or if they
aren't beside one another to reference size. The clue lies in the front. In the original Bronco, the
lights up front wrap around the sides of the truck slightly. In the Bronco II, the headlights are
just up front, and the turning indicators are split-one below the headlights, the other to the side
of the truck! The great thing about the Ford Bronco II was that it was an innovative design. In an
age and era where trucks and SUVs were simply getting bigger and bigger every time, the
Bronco II dared to be smaller. It was the first American compact SUV ever made. While it met
with a great deal of success, it had to overcome a lot of hurdles-the least of which were public
fears that it couldn't carry its own weight and might tip over! It managed to fight through those
rough times with grace and ease-eventually coming out on top with so little to be criticized for.
Here are the two most problems that any owner or would-be owner should be aware of. In a few
and 87 Ford Bronco IIs, it was found that the spring-lock fuel line coupling did not always
engage properly. This opened up the system to dangerous fuel leaks that could, at best, result
in a loss of precious fuel or, at worst, might be a fire hazard unto itself. For the model, the
problem was traced to the nylon fuel lines that were installed on the fuel-return side of the
fuel-pressure regulator-they we found to be especially prone to cracking. As rare as the
manifestation of these problems were, affected owners were lucky enough that the solutions to
them required simple fixes to the system-retainer clips and rubber hoses-that immediately
nullified the problems. Still, certain dealers offered to help cover the replacements for affected
customers. Another odd problem was with the seat belt system installed in the earlier Ford
Bronco II-it proved to be far too fragile. Consumers reported that, in heavy braking conditions,
the seat belts tended to snap off or break, negating their protective function. It completely failed
to comply with the strict requirements of Federal Motor Vehicle Safety Standard which was
created in a time when safety on the road was gaining a lot of traction in the American
consciousness. Even if a purchased Bronco II still exhibits this weakness, technology today is

more than sufficient to be able to reinforce them without running to the dealers. As you go
through expeditions and all sorts of road adventures aboard the Ford Bronco II, you need more
than just great power and speed. Clean, comfortable seats also make a difference when it
comes to comfort and convenience. Cleaning the seats can be a bit tricky. You need the right
cleaner and tools to make sure that the upholstery of your SUV will be spotlessly clean and will
be better protected against dust and dirt that may settle deep into the seams. You also have to
treat the stains, so the seats won't get permanently smudged and won't ruin the whole interior
look. Cleaning the seats regularly and the right way would give you a fresh-smelling interior.
Vacuum the seats to easily remove dirt, dust, and even moisture. Get through every nook and
cranny of the seats to get rid of debris and gunk. This will make it easier to wash the fabric car
seats. After cleaning the seats with vacuum, you have to prepare a bucket of cold water and a
bucket of warm water. In the bucket of warm water, add some laundry detergent, about a scoop.
This will serve as the upholstery cleaner. Wash the seats using a sponge that's soaked in the
warm water solution. Using the sponge, gently and thoroughly scrub the seats. You don't want
the seats to get soaking wet, so be careful in sponging them down. Work on the stains and
smudges. Once the seats seem clean and moistened evenly, wash them off using cold water.
Dip the towel in cold water and wipe off the soap and excess dirt. Be sure not to leave any
cleaner or soap residue on the seats' surface. Do this several times until the seats are
spotlessly clean. If you'll be using a fabric seat cleaner, be sure to test the cleaning product first
on a small, less visible area of the upholstery. See if it's safe to use on a specific type of fabric
before you apply it to the rest of the upholstery for intensive cleaning. You can't clean or treat
leather the same way you do with fabric seats. This will need a different kind of treatment. But
just like the fabric seats, you need to vacuum the seats and the rest of the interior first. Use a
leather car upholstery cleaner for proper upholstery care. The cleaner should be applied
sparingly. Avoid using excessive amounts, as this may only cause more harm or damage on the
delicate leather. Use moist chamois or soft cloth for wiping down the seats. Cover every part
and make sure that the leather is cleaned off fully. Look for soap spots and stains that may be
left behind. After removing any cleaner residue, let the seats dry fully on their own. Aside from
the cleaner, you may also treat the leather using conditioner. The conditioner will help retain the
natural oil on the leather and will prevent the surface from getting dry and from cracking.
However, several roadblocks resulted to the production of the final Bronco IIs six years after its
introduction. Both had a carbureted 2. These four-wheel drive Bronco IIs were also pounds
lighter than its bigger Bronco brother. An upgrade came in with a fuel-injected 2. For the model
year, an optional 2. However, the diesel engine's meager offering of 86 horsepower did not draw
too much appreciation. Although the front fascia of the Bronco II experienced a major redesign,
there were little changes elsewhere for the compact SUV as it approached its final years. While
there were big restyling plans for both the Bronco II and the Ranger in , the end of the run for
the Bronco II in meant that it would only experience the improved structural support from a
Dana 35 front axle and not much else from the restyling. A snowball of events led to the end for
the Bronco II. The increasing gas prices brought about a lot of compact SUVs from various
makes. Even though the Bronco II was a popular choice for offroaders who were looking for an
inexpensive, rugged vehicle, the stiff competition from more stylish and polished compact
SUVs proved to be too much for the Bronco II to handle. W
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