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Forums by:. What Edmunds Says Pros. November edited July in Ford. All of the lights and
everything stay on. There has been no check engine light, etc. See also: How to find a good
mechanic. December I'm not sure about the 99 ranger but i've been having the same problem
with my Ranger edge 4. January When was the last time you replaced your fuel filter? March
Have changed fuel pump because CTC mechanic said fuel pressure was too low, nothing
changed. So figuring these guys were going to try leading me around by the nose, i pulled truck
out of shop. At home i tried starting it myself by spraying Quick-start into intake. The fact that it
runs as long as you spray the Quick-Start shows the engine is not getting fuel. Either the
computer is not firing the injectors or something is keeping the pressure in the rail way too low.
I would go back to the low or no fuel pressure as the first thing to check. April It will start right
back up. It runs great except for the stalling and it burns a little oil. I recall my dad having
similar problems years ago but he has passed away so I can't go to him for help like I use to.
Any ideas will be helpful because I am at the end of my knowledge. Thank you. I own a Ranger. I
brought it new in Feb of Three times it has stalled on me. The first time it was after I had parked
it nose down on a hill, it started, but died soon after. Then an hour later it started up and no
problems At that time it did it after coming out of a parking garage. This time it was towed to the
ford dealership where by the way it started just fine the next day and after looking through
everything and testing all aspects. They shrugged their shoulders and replaced the fuel line.
This was miles ago just before my 30k checkup. This Sunday it stalled again. After sitting on a
hill, nose down, and about four miles from where I started it. While waiting at an intersection.
Once again it was towed, started the next day and the repair shop not a ford dealership couldn't
find the problem. So I drove it home. It is now three days later and no problems? I was told it
might be the inertia sensor. But I didn't hit any bumps. And while it was sitting I had used the
AC. My repair man and I are puzzled! I don't want it stalling in a dangerous area. Somebody
please help me figure this one out. May My Ford Ranger is in the shop again! It stalls and now it
won't start. We have had work done on it by the Ford Dealer, couldn'f fix it, the local mechanic
has it and he seems to think the gas is too rich? Wants to replace the distributor. Does anyone
know anything about this? Sound familiar? With the original problem in this thread it turned out
to be the ECM. Have since traded the Ranger in for a Toyota Tundra 08 with the 5. A 98 has a
distributor? Apparently some models of the series do have distributors. Took it to a little local
mechanic who thought he could fix it, but no luck. I am ready to chuck the darn thing or just put
it on the property and grow flowers in the bed of the truck!!!!!!! Having read the above, here's
my 2 cents worth It starts fine and runs fine but occassionally either when cruising for a few
miles at 35 mph or after slowing down for a turn and giving it the gas again, the engine will
hiccup or cutout stall for anywhere from a second or two to nearly a minute before I can start it
again. No "check engine" light. I've had the truck checked and the EGR valve assembly was
replaced as well as the throttle body overhauled. I'll be taking it back into the shop shortly but
after reading the manual and the above threads I'm thinking that the problem is definitely fuel
related. Mabey the inertia switch but I'm more inclined to believe the fuel filter or fuel pressure
regulator or one of the two fuel pumps there are two: a high pressure and a low pressure pump.
Unfortunately, I don't have the equipment to check this stuff I'll keep you guys posted. Any
thoughts would be appreciated. Don't know about the 89's however on our 98 we have had the
fuel system completely overhauled, new filter, new pump etc. Still stalls and will start when it
feels good and ready. Sometimes right away sometimes a week or so later. I'm giving up,
donating it to a charitable org. Better luck with yours. The fuel pump relay? These can go bad,
or their connectors get corrision and make bad connection. These are usually in the fuse box

under the hood, or on the side of it. Be worthwhile to buy a new one for a few dollars and pull
the old one when it is stalled and put the new on in and see if it starts. The fuel pump kicks in ok
and you can hear it running so I checked for spark and their is not spark. Got abit of a shock to
my hand from the spark plug wire after trying to check the sparkplugs but they will not spark.
Had it towed home to work on it myself because I cannot afford to fix it in a garage. So I took my
electronic tester and checked the fuse panel and all the fuses are ok, checked the diode in the
fuse panel and it is OK,then went on to the EEC relay and it is Ok, and even replaced it with new
one, and checked the fuel injection relay and it is Ok. So that must make the crankshaft positon
sensor? And the coil pack? Is their an ignition control module? Where would it be located? Any
help appreciated. Maybe someone can help me. I just purchase the truck recently from an out of
town party, so am unaware of the recent maintenance. I would try new wires and plugs first.
Just thought I would put this here for anyone who might find it useful. It would turn over and die
instantly. I recalled a few months ago while a friend was driving it, it also stalled and restarted
after about 5 mins while sitting at a light. I thought nothing of it really because it had not
happened to me. Of course my warranty expired the month before and I was also told it was
caused by a cheap air filter being used at a oil change place, replaced at 18, miles. I have the
filter and it looks fine to me, but I am not car expert of any means. So maybe my pain in my
wallet might help someone else save a few hundred bucks. It looks like it would have been easy
enough for me to change but I had no idea where to start. Thats a new one, never heard that
before. I've heard that people that use the after market oilable filters may kill the MAS because
oil from the filter will coat it. But never heard of a filter so bad that it killed one. Better possibility
is that messing with the filter left a connection open between the air filter and the MAS, letting
air and dust in. And, I did not know a bad MAS would suddenly totally kill a motor. I can see
making it run badly, and giving bad milage, but kill a motor? This would be a defective MAS, not
a filter problem coating the wire with dust. The symptoms you describe sound more like a Crank
Position Sensor failure. These will kill a car instantly. And if it is an intermident failure, the car
will restart, until the failure becomes complete. Overall, sounds like it could be a BS from a
service writer. I do hope that whatever they did keeps you up and running. The air filter does not
look like its in bad shape either. I took it to the dealer where I bought the car and that is what
was done. So far so good. July I've had my Ranger for over two years now, and have not had a
lick of trouble. Recently, the Ranger started running like chitty-chitty-bang-bang, I suspected
water in the fuel and added dry gas with no luck. The Ranger acts like it isn't getting fuel and I
have to keep the engine revved up to keep it from stalling. Once I get it rolling, it still bucks and
jumps occasionally. I'm living on a very tight fixed income so I can't just drive it to a garage and
have it diagnosed with the computer error codes. Is changing the fuel filter or 02 sensor worth a
try, or should I wait until I can have a computer put on it? If the Check Engine Light isn't on,
'putting it on a computer' may not tell you anything. If it has set a 'soft' code that has reset itself,
it might be helpful if the code is still in history. But if a sensor is seeing a critical problem, it will
have the Check Engine light turned on. A fuel filter replacement might help. At about this age,
on my 94 I started to hear ignition noise over the radio, even the FM radio. It only had about 50,
miles, but it was about 7 or so years old. The truck still ran fine, but when you hear ignition
noise on the radio, you have to know the wires are breaking down. A new set of wires and plugs
stopped the noise. August It now has 98, and started missing occasionally after rough idling for
about a year. I checked the gap supposed to.. I blame the crap gas we have around here.
September After it cools down the circuit is complete and vehicle runs again. The part is
inexpensive. October I have done a tune-up and replace fuelpump and fuel filter,Air filer and Air
mass censer. November Runs great now,NO miss! I have a 94 ranger xlt 2. Then later on the
signals will work. Any ideals as why it doesnt start right up after stall and why my signaland
hazard lights stop working temporarly. I have a 99 Ranger that stalls when hot. Hault says that a
inexpensive part near the distributor is the culprit. The problem is My car does not have a
distributor. Can someone help? Fuel pump relay goes bad, making intermittent contact. Switch
the relays around, they are the same, or buy a new one for the fuel pump. These relays are a
know problem on Rangers. Fuel pump itself is going bad and dropping fuel pressure. There is a
'rollover' fuel cutoff sensor which may be going bad. Its under the edge of the carpet on the
right side passenger of the 'tunnel'. It's also got a reset button on top of it. Check connections
here. There is a crank position sensor. If it goes bad, the truck stops dead. This is a problem on
certain years of Cadillacs - when it fails, it fails so fast the car will not set error code, but it will
crank and run later. Just a few wild guesses I am so sorry to hear that everyone has such
problems with thier Rangers. I own a 97 ranger which i bought used in It currently has miles on
it and running just fine. I have studied auto mechanics since i was about 7 i do all my own repair
work and have since we bought the truck. I haven't had to do anything major to it since i've
owned it,basic maintence,oil change,plugs and wires,belts and hoses and only once right after

it hit miles i had to replace the timing belt. All in all i really love my truck. February The night
before doing these changes, I drove to the auto wash stall where I waited for my engine to cool
down before spraying Gunk Engine Brite, to clean, to make my work a little more enjoyable, and
yes, I did cover the distributor coil, distributor cap, and any other components I did not want to
get wet. I was very careful not to use extreme pressure around the aluminum, bendable
manifold tubing, which could easily break and water would get down into the engine. California
The day after, I took a drive to the store about a mile away and noticed an extreme stalling
where I had to keep gas revved up so it wouldn't stall. I could come to a light signal, and without
the gas to the pedal, it would just die. I know it's bad to use these additives ,but on occasion, I
usually go with a fuel injector additive. Maybe I should filler up right away to "water down" that
octane booster The expensive spark plug wires I bought two years ago and they looked fine
inside each plug wire. So for the life of me, I don't know where to look, because this could turn
out to be a costly and timely process of elimination. Any ideas? So I guess I should always
check my spark gap, regardless of what I buy. How long should the Fuel sensor or relay last? I
will go check my vacuum lines and firing order on the dist. Sorry about the winded reply, I'll
post back after I do these tasks. Do you think I have to remove the plugs again and recheck the
gaps? Thanks again! BUT he told me to pull the plugs and check to see if the tips are either real
black or white, fouled out because of the concentrated octane booster in a half of tank of gas.
Any would be much appreciated. Thank you! Have a great day! I looked at the dist. I certainly
don't want to buy all new plug wires. I think which the wires going into this piece looks pretty
corrosive,and the locking connector with the I think fuel relay looks fine. In the same area,
between the air filter assembly and the side of the truck next to a rectangular part E7EF9FA2A,
which I think is the Sensor Assembly for the manifold Absolute pressure module is another one
of these boxes with a Blue-ish green base and a black top with 1Black,3 yellow, and 1 red wire.
There are no numbers on this. So I'm tooling around looking for what might be a problem
causing all this stalling and rough idling I'll check in periodically. My next guess maybe would
be the gas. As I previously mentioned, I added some Octane booster to a half tank of gas, and
never filled it up all the way, maybe the Octane stuff loosened some gunk up and is clogging the
fuel line, or worse, messed up the injectors. I thought this truck had two fuel filters, one in-line
and the other somewhere in the engine Compartment. I called pep Boys and Kragen and both
told me there is only one, in the Rail, but maybe I will need to go to a mechanic,because the
Chilton book sounds involved for just the lay person. I'm still getting the stalling after about
seconds after I start the truck. I started up the truck,ran over and disconnected the electrical
solenoid of the iacv and sure enough the truck died instantly. Hopefully, the EGR is fine since it
passed Smog, meaning it would not have not passed smog if something was wrong with it, but
does the EGR have anything to do with the stalling out after a short time? Thankfully, it kept
running yesterday long enough for the smog tech to do his job, but now I'm back to this stalling
again. That code reading machine to check codes, would I understand the codes,and will the
codes still show up on this 24 year old truck? My problem with the rough idling is still with me. I
did remove the IACV air bypass cleaned it with carb cleaner, replaced it and it did run better
than before, but little better, so maybe that has to be replaced after 24 years, maybe not. When I
start the truck in the morning, it has a hard time keeping an idle unless I press down on the gas,
then after about ten minutes, it seems to idle a little better, and when I run it on the freeway, it
runs like nobody's "bidniz". I've been to Autozone and Pep boys looked at their Haynes repair
books on the location of that PVC valve, but no one knows where it is on my truck. I have a Ford
Ranger. It may be the fuel pump relay. The relays are under the hood on the driver side. And
there is nothing wrong with either of them. Just a Ford malfunction. In my opinion they should
have had a recall on this problem. I figured it out on my own the first time it did it. A mechanic
just wants money so I work on my own truck. Let me know if this helps. May edited May Sign In
or Register to comment. Quick Links. See also: Quick Reference Manual. Table of Contents.
Table of Contents Introduction. Instrument Cluster. Warning And Control Lights. Entertainment
Systems. Climate Controls. Manual Heating And Air Conditioning. Turn Signal Control. Bulb
Replacement. Driver Controls. Steering Wheel Adjustment. Locks And Security. Anti-Theft
System. Seating And Safety Restraints. Automobile Ford Mustang Owner's Manual Ford motor
company ford taurus owner's guide pages. Ford may change the contents without notice and
without incurring obligation. Page 3: Introduction State of California to cause cancer and birth
defects or other reproductive harm. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle the
greater the safety and pleasure you will derive from driving it. In this guide, answers to such
questions are contained in comments highlighted by the warning triangle symbol. Page 5 This
information may be stored during regular operation or in a crash or near crash event. Page 6
Introduction Special instructions For your added safety, your vehicle is fitted with sophisticated

electronic controls. Failure to follow the specific warnings and instructions could result in
personal injury. Front seat mounted rear facing child or infant seats should NEVER be used in
front of a passenger side air bag unless the air bag can be and is turned OFF. Page 7 Do not use
this vehicle for snowplowing. Using your vehicle as an ambulance Do not use this vehicle as an
ambulance. Your vehicle is not equipped with the Ford Ambulance Preparation Package. Page 8
Introduction These are some of the symbols you may see on your vehicle. Many lights will
illuminate when you start your vehicle to make sure the bulb works. Page 11 Brake system
warning light: To confirm the brake system warning light is functional, it will momentarily
illuminate when the ignition is turned to the ON position when the engine is not running, or in a
position between ON and START, or by applying the parking brake when the ignition is turned
to the ON position. Door ajar: Illuminates when the ignition is in the ON position and any door is
open. Page Gauges Instrument Cluster Turn signal: Illuminates when the left or right turn signal
or the hazard lights are turned on. If the indicators stay on or flash faster, check for a burned
out bulb. High beams: Illuminates when the high beam headlamps are turned on. Page 14
Instrument Cluster Engine coolant temperature gauge: Indicates engine coolant temperature. If
it enters the red section, the engine is overheating. Stop the vehicle as soon as safely possible,
switch off the engine and let the engine cool. Page 15 Instrument Cluster Battery voltage gauge:
Indicates the battery voltage when the ignition is in the ON position. Engine oil pressure gauge:
Indicates engine oil pressure. Page 17 Entertainment Systems 4. EJ eject : Press to eject a CD.
Page 20 Due to technical incompatibility, certain recordable and re-recordable compact discs
may not function correctly when used in Ford CD players. Irregular shaped CDs, CDs with a
scratch protection film attached, and CDs with homemade paper adhesive labels should not be
inserted into the CD player. The label may peel and cause the CD to become jammed. Rewind:
Press for a slow rewind, press and hold for a fast rewind. Fast forward: Press for a slow
advance, press and hold for a fast advance. Page 22 Entertainment Systems 6. Page 23
Entertainment Systems In CD mode, press to move between CDs. This radio is equipped with
six station memory preset controls which allow you to set up to six AM stations and 12 FM
stations six in FM1 and six in FM2. Page 24 Entertainment Systems CD: Press to select the
previous or next track on the CD. Page 25 Entertainment Systems 4. The MP3 icon will be
displayed. Page 27 To engage MP3 flat file mode, insert an MP3 disc. The CD player sequentially
numbers all MP3 tracks on the disc denoted by. The first two digits denote the directory number
and the last two digits denote the track number within that directory. Page 29 This hierarchy is
an example of a more complex directory structure. While you are capable of setting up many
directory levels when burning a CD, the MACH MP3 music system will display the structure as if
it were only one level deep. Therefore, the system will condense the complex hierarchy into a
structure similar to the Page 30 4. Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Irregular
shaped CDs, CDs with a scratch protection film attached, and CDs with homemade paper
adhesive labels should Page 31 Entertainment Systems not be inserted into the CD player. It is
recommended that homemade CDs be identified with permanent felt tip marker rather than
adhesive labels. Ball point pens may damage CDs. Please contact your dealer for further
information. Page 33 Fast Forward FF : Press for a slow advance, press and hold for a fast
advance. Rewind REW : Press for a slow rewind, press and hold for a fast rewind. MUTE: Press
to mute the playing media. Press again to return to the playing media. TAPE: Insert the cassette
with the opening to the right. If a tape is already inserted into the system, press TAPE to being
tape play. Page 35 Entertainment Systems 4. TUNE: Works in radio mode. TUNE Press to move
down or up the frequency band. Page 36 Entertainment Systems Page 37 Press to end tape or
CD play and begin radio play. Page 38 Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Fan
speed adjustment: Controls the volume of air circulated in the vehicle. Temperature selection:
Controls the temperature of the airflow in the vehicle. Air flow selections: Controls the direction
of the airflow in the vehicle. Select 2. Set the temperature control to full heat 3. Set the fan speed
to HI 4. Direct the outer instrument panel vents towards the side windows To increase airflow to
the outer instrument panel vents, close the vents located in the middle of the instrument panel.
Turns on the parking lamps, instrument panel lamps, license plate lamps and tail lamps. Turns
the headlamps on. Page 43 Lights High beams Push the lever toward the instrument panel to
activate. Pull the lever towards you to deactivate. Flash to pass Pull toward you slightly to
activate and release to deactivate. Page 44 Lights To adjust the headlamps: 1. Park your vehicle
on a level surface about 7. Check your headlamp alignment at night or in a dark area so that you
can see the headlamp beam pattern. To replace all instrument panel lights - see your dealer.
Page 47 Replacing headlamp bulbs To remove the headlamp bulb: 1. Turn the headlamp switch
is in the OFF position, then open the hood. Remove two screws and cover if equipped. At the

back of the headlamp, pry up the two retainer pins to release the headlamp assembly from the
vehicle and pull headlamp forward. Page 48 Lights Replacing front side marker bulbs 1. Turn
the headlamp switch to the OFF position and then open the hood. Open the tailgate to expose
the lamp assemblies. Remove the four screws and the lamp assembly from vehicle. Rotate bulb
socket counterclockwise turn and remove from lamp assembly. Carefully pull the bulb straight
out of the socket Install the new bulb s in reverse order. Page 50 Lights Replacing foglamp
bulbs if equipped 1. Remove the bulb socket from the foglamp by turning counterclockwise.
Disconnect the electrical connector. Install the new bulb in reverse order. Replacing high-mount
brakelamp and cargo lamp bulbs 1. Remove the two screws and lamp assembly from vehicle.
Pull and hold the steering wheel release control toward you. Move the steering wheel up or
down until you find the desired location. Release the steering wheel release control. Press and
hold the bottom part of the rocker switch to open the window. Press and hold the top part of the
rocker switch to close the window. Do not use the speed control in heavy traffic or on roads that
are winding, slippery Hard objects can injure you in a collision. Page 59 To remove the bed
extender: 1. Extend the bed extender. Pull the round knobs on each side of the extender to
unlock it. Make sure the locking clip screws are loose before removing the extender. Press the
locking clips below the middle bar on each side and lift the extender out of the bed. Page 60
Driver Controls Do not drive with front panel unlocked or folded on top of the rear panel. Page
62 Driver Controls To remove the tonneau cover: The tonneau cover needs to be supported
during removal. This is a two person operation. In case of loss, replacement keys are available
from your dealer. You should always carry a second key with you in a safe place in case you
require it in an emergency. The handle is composed of a material that will glow for hours in
darkness following brief exposure to ambient light. If there is any potential remote keyless entry
problem with your vehicle, ensure ALL remote entry transmitters are taken to the dealership, to
aid in troubleshooting. To replace the battery: 1. Twist a thin coin between the two halves of the
remote entry transmitter near the key ring. Page 68 Locks and Security 5. The doors will lock,
then unlock, to confirm that the programming mode has been activated. Within 20 seconds
press any button on the remote entry transmitter. Note: If more than 20 seconds have passed
you will need to start the procedure over again. Page 69 Note: The SecuriLock passive anti-theft
system is not compatible with non-Ford aftermarket remote start systems. Use of these systems
may result in vehicle starting problems and a loss of security protection. Note: Large metallic
objects, electronic devices that are used to purchase gasoline or similar items, or a second
coded key on the same key chain may cause vehicle starting issues. Page 70 Locks and
Security Automatic disarming Switching the ignition to the 4 ON position with a coded key
disarms the vehicle. Page 71 Locks and Security 1. Insert a previously programmed coded key
into the ignition. Keep the ignition in the 4 ON position for at least one second, but no more than
10 seconds. Do not pile cargo higher than the seatbacks to reduce the risk of injury in a
collision or sudden stop. Page 73 Seating and Safety Restraints Using the manual lumbar
support if equipped Turn the lumbar support control clockwise to increase firmness. Turn the
lumbar support control counterclockwise to increase softness. Passenger side rear access if
equipped Pull up on the recliner handle. The seat will lean forward and unlock the track. To stow
the seat, fold seat back down and raise seat assembly to the fully upright position. Do not install
a child seat in a center facing jump seat. Page 75 Seating and Safety Restraints It is extremely
dangerous to ride in a cargo area, inside or outside of a vehicle. In a collision, people riding in
these areas are more likely to be seriously injured or killed. Do not allow people to ride in any
area of your vehicle that is not equipped with seats and safety belts. Page 76 Seating and Safety
Restraints 2. To unfasten, push the release button and remove the tongue from the buckle. The
front outboard safety restraints in the vehicle are combination lap and shoulder belts. The front
passenger outboard safety belt has two types of locking modes described below: Vehicle
sensitive mode This is the normal retractor mode, which allows free shoulder belt length As the
belt retracts, you will hear a clicking sound. Failure to replace the Belt and Retractor assembly
could increase the risk of injury in collisions. To raise the height of the shoulder belt, slide the
height adjuster up. Pull down on the height adjuster to make sure it is locked in place. Page 80
Seating and Safety Restraints Insert the tongue into the correct buckle the buckle closest to the
direction the tongue is coming from. To lengthen the belt, turn the tongue at a right angle to the
belt and pull across your lap until it reaches the buckle. Page 81 Seating and Safety Restraints
Use only extensions manufactured by the same supplier as the safety belt. Manufacturer
identification is located at the end of the webbing on the label. Also, use the safety belt
extension only if the safety belt is too short for you when fully extended. Page 82 Seating and
Safety Restraints If Page 83 Seating and Safety Restraints Reasons given Page 84 Seating and
Safety Restraints One time disable Any time the safety belt is buckled and then unbuckled
during an ignition ON cycle, the BeltMinder will be disabled for that ignition cycle only. Page 85

if equipped , shoulder belt guide on seatback if equipped , child safety seat LATCH and tether
anchors, and attaching hardware, should be inspected after a collision. Ford Motor Company
recommends that all safety belt assemblies used in vehicles involved in a collision be replaced.
Page Air Bags Seating and Safety Restraints Failure to inspect and if necessary replace the
safety belt assembly under the above conditions could result in severe personal injuries in the
event of a collision. Refer to Interior in the Cleaning chapter. See your Ford or Lincoln Mercury
dealer. The front passenger air bag is not designed to offer protection to an occupant in the
center front seating position. Page 88 Seating and Safety Restraints Children and air bags For
additional important safety information, read all information on safety restraints in this guide.
Never place a rearward facing child safety restraint in front of an airbag. Airbags have been
known to kill or injure children in front facing child safety restraints. Page 89 Seating and Safety
Restraints An air bag can kill or injure a child in a child seat. Child seats should never be placed
in the front seats, unless passenger air bag switch is turned off. Page 90 Seating and Safety
Restraints The air bags inflate and deflate rapidly upon activation. After air bag deployment, it is
normal to notice a smoke-like, powdery residue or smell the burnt propellant. This may consist
of cornstarch, talcum powder to lubricate the bag or sodium compounds e. Page 91 Seating and
Safety Restraints The RCM restraints control module monitors its own internal circuits and the
supplemental air bag electrical system warning including the passenger air bag deactivation
switch, the impact sensors, the system wiring, the air bag system readiness light, the air bag
back up power and the air bag ignitors. Page 92 If the light fails to illuminate when the
passenger air bag switch is in the OFF position and the ignition switch is in the On position,
have the passenger air bag switch serviced at your Ford or Lincoln-Mercury dealer immediately.
Page 94 Seating and Safety Restraints The vast majority of drivers and passengers are much
safer with an air bag than without. To do their job and reduce the risk of life threatening injuries,
air bags must open with great force, and this force can pose a potentially deadly risk in some
situations, particularly when a front seat occupant is not properly buckled up. Page 97 To
improve the fit of both the lap and shoulder belt on children who have outgrown child safety
seats, Ford Motor Company recommends use of a belt-positioning booster. Booster seats
position a child so that safety belts fit better. They lift the child up so that the lap belt rests low
across the hips and the knees bend comfortably. Page 99 Seating and Safety Restraints The
shoulder belt should cross the chest, resting snugly on the center of the shoulder. The lap belt
should rest low and snug across the hips, never up high across the stomach. If the booster seat
slides on the vehicle seat, placing a rubberized mesh sold as shelf or carpet liner under the
booster seat may improve this condition. Page passenger side front and outboard rear seating
positions if equipped section in this chapter. Ford recommends the use of a child safety seat
having a top tether strap. Install the child safety seat in a seating position with a tether anchor.
Page Seating and Safety Restraints Installing child safety seats with combination lap and
shoulder belts 1. Position the child safety seat in a seat with a combination lap and shoulder
belt. Air bags can kill or injure a child in a child seat. NEVER put a rear-facing child seat in the
front unless the passenger air bag switch is turned off. Page Seating and Safety Restraints 3. Be
sure the belt webbing is not twisted. Insert the belt tongue into the proper buckle the buckle
closest to the direction the tongue is coming from for that seating position until Page Seating
and Safety Restraints 7. Pull the lap belt portion across the child seat toward the buckle and pull
up on the shoulder belt while pushing down with knee on the child seat. Allow the safety belt to
retract to remove any slack in the belt. The tether strap may not work properly if attached
somewhere other than the correct tether anchor. Locate the correct anchor for the selected
seating position. The tether anchor is located on the rear lower portion of the passenger seat.
Clip the tether strap to the anchor. Page Seating and Safety Restraints Center seating location
When installing a child safety seat in the front center position, route the tether strap over the
center arm rest and clip it to the center anchor. If the tether strap is clipped incorrectly, the child
safety seat may not be retained properly in the event of a collision. Page Seating and Safety
Restraints This type of child seat eliminates the need to use safety belts to attach the child seat.
For forward-facing child seats, the tether strap must also be attached to the proper tether
anchor. See Attaching safety seats with tether straps in this chapter. They snap onto the latch
lower anchor in the vehicle to help attach a child seat with rigid latch attachments. LOCK, locks
the steering wheel, automatic transmission gearshift lever and allows key removal. For vehicle
equipped with a manual transmission, you must depress the ignition release lever to release the
Page Extended idling at high engine speeds can produce very high temperatures in the engine
and exhaust system, creating the risk of fire or other damage. Do not park, idle, or drive your
vehicle in dry grass or other dry ground cover. The emission system heats up the engine
compartment and exhaust system, which can start a fire. If starting a vehicle with a manual
transmission: 1. Make sure the parking brake is set. Make sure the corresponding lights

illuminate or illuminate briefly. If a light fails to illuminate, have the vehicle serviced. Page Cold
starting performance can also be improved by using an engine block heater. Engine block
heaters are available as an option and can be obtained from your Ford dealer. Consult the
engine block heater section for proper use of the engine block heater. Page Brakes If you smell
exhaust fumes inside your vehicle, have your dealer inspect your vehicle immediately. Do not
drive if you smell exhaust fumes. Important ventilating information If the engine is idling while
the vehicle is stopped for a long period of time, open the windows at least 2. If your BRAKE
warning lamp illuminates with the parking brake released, have your brake system serviced
immediately. Parking brake To set the parking brake 1 , press the parking brake pedal down
until the pedal stops. If you cannot move the gearshift lever out of P Park with ignition in the ON
position and the brake pedal depressed: 1. Page Driving with a 5â€”speed automatic
transmission if equipped Your transmission is equipped with an adaptive learning strategy
found in the vehicle computer. This feature is designed to increase durability, and provide
consistent shift feel over the life of the vehicle. Page Driving Overdrive The normal driving
position for the best fuel economy. Transmission operates in gears one through five. Overdrive
can be deactivated by pressing the transmission control switch on the end of the gearshift
lever. Drive not shown Drive is activated when the transmission control switch is pressed. To
start the vehicle: 1. Make sure the parking brake is fully set. Page 3. Turn the ignition off. Do not
park your vehicle in Neutral, it may move unexpectedly and injure someone. Use 1 First gear
and set the parking brake fully. Removing the key Turn the ignition off, push the release lever
located above the ignition , then turn the key toward you and remove the key. Not intended for
use on dry pavement. N Neutral â€” Page Using the N Neutral position The transfer case N
Neutral position overrides the transmission and puts the vehicle in neutral regardless of
transmission gearshift lever position. The vehicle can move forward or backward. This position
should only be used when towing the vehicle. Do not leave the vehicle unattended with the
transfer case in the N Neutral position. Page Driving 3. On vehicles equipped with an automatic
transmission, place the transmission in N Neutral ; on vehicles equipped with a manual
transmission, depress the clutch. Move the 4WD control to the desired position. Do not turn the
steering wheel too sharply while returning to the road surface. Page Driving If the parking brake
is fully released, but the brake warning lamp remains illuminated, the brakes may not be
working properly. See your dealer or a qualified service technician. The tires may fail and injure
a passenger or bystander. Page Driving transmission is in P Park or the manual transmission is
in gear. Always set the parking brake fully and turn off the ignition when leaving the vehicle.
Page Ford Motor Company joins the U. Page Driving slopes or hills. A danger lies in losing
traction, slipping sideways and possibly rolling over. Whenever driving on a hill, determine
beforehand the route you will use. Do not drive over the crest of a hill without seeing what
conditions are on the other side. Do not drive in reverse over a hill without the aid of an
observer. Page If you nevertheless decide to equip your 4WD for off-road use with tires larger
than what Ford Motor Company recommends, you should not use these tires for highway
driving. Page Failure to follow tire pressure recommendations can adversely affect the way your
vehicle handles. Do not exceed the Ford Motor Company recommended pressure even if it is
less than the maximum pressure allowed for the tire. Page Any modifications to a vehicle that
raise the center of gravity can make it more likely the vehicle will roll over as a result of a loss of
control. Ford Motor Company recommends that caution be used with any vehicle equipped with
a high load or device such as ladder racks or pickup box cover. Page Trailer Towing Driving
Special loading instructions for owners of pickup trucks and utility-type vehicles For important
information regarding safe operation of this type of vehicle, see the Preparing to drive your
vehicle section in this chapter. Loaded vehicles may handle differently than unloaded vehicles.
Extra precautions, such as slower speeds and increased stopping distance, should be taken
when driving a heavily loaded vehicle. For definition of terms used in this table see Vehicle
Loading earlier in this chapter. Page Towing trailers beyond the maximum recommended gross
trailer weight exceeds the limit of the vehicle and could result in engine damage, transmission
damage, structural damage, loss of vehicle control, vehicle rollover and personal injury.
Preparing to tow Use the proper equipment for towing a trailer and make sure it is properly
attached to your vehicle. Trailer lamps Trailer lamps are required on most towed vehicles. Make
sure your trailer lamps conform to local and Federal regulations. See your dealer or trailer rental
agency for proper instructions and equipment for hooking up trailer lamps. Page Trailer tow
connector Color Function 1. Dark Green Trailer right-hand turn signal 2. Yellow Trailer left-hand
turn signal 3. The speed control may shut off automatically when you are towing on long, steep
grades. When turning, make wider turns so the trailer wheels will clear curbs and other
obstacles. Page 4x2 and 4x4 vehicles equipped with a manual transmission: Note: 4x2 vehicles
with a manual transmission and 4x4 vehicles with an electronic-shift transfer case and a manual

transmission, follow these guidelines for recreational towing: Note: 4x4 vehicles equipped with
an electronic-shift transfer case, you must set the 4WD control to 2H 2WD High before flat
towing. This program is separate from the New Vehicle Limited Warranty. If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” To reset the switch: 1. Turn the ignition OFF. Check the fuel system
for leaks. If no leaks are apparent, reset the switch by pushing in on the reset button. Page To
remove a fuse use the fuse puller tool provided. Page Roadside Emergencies If the battery has
been disconnected and reconnected, refer to the Battery section of the Maintenance and
specifications chapter. Instead, gradually decrease your speed. Page Roadside Emergencies If
you use the temporary spare tire continuously or do not follow these precautions, the tire could
fail, causing you to lose control of the vehicle, possibly injuring yourself or others. Page Tool
Spare tire Jack, jack handle, wheel nut wrench Key, spare tire lock if equipped In the glove box
Removing the spare tire 1. Assemble the jack handle to the lug wrench as shown in the
illustrations. Page Roadside Emergencies 2. If equipped, unlock and remove the spare tire
carrier lock from the rear access hole located just above the rear bumper and below the tailgate.
Insert the straight end of the jack handle into the rear access hole located just above the rear
bumper and below the tailgate. Page Roadside Emergencies 1. Park on a level surface, activate
hazard flashers and place gearshift lever in P Park automatic transmission or 1 First manual
transmission. Set the parking brake and turn engine OFF. Block the diagonally opposite wheel.
Page Nm lb-ft. Note that these tightening specifications are for nut and bolt threads that are free
of dirt and rust. Stow the flat tire. Page Jump Starting Unblock the wheels. Lay the tire on the
ground with the valve stem facing up. Slide the wheel partially under the vehicle and install the
wire and retainer through the center of the wheel. Page Roadside Emergencies Preparing your
vehicle When the battery is disconnected or a new battery is installed, the transmission must
relearn its shift strategy. This operation is considered normal and will not affect function or
durability of the transmission. Connect the negative - cable to the negative - terminal of the
assisting battery. Page Roadside Emergencies 4. Do not use fuel lines, engine rocker covers or
the intake manifold as grounding points. Do not connect the end of the second cable to the
negative - terminal of the battery to be jumped. Page Roadside Emergencies Removing the
jumper cables Remove the jumper cables in the reverse order that they were connected.
Remove the jumper cable from the ground metal surface. Note: In the illustrations, lightning
bolts are used to designate the assisting boosting battery. Page Roadside Emergencies 3. After
the disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. Page Wrecker Towing It is
recommended that your vehicle be towed with a wheel lift or flatbed equipment. Do not tow with
a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. On 4x2
vehicles, it is acceptable to tow the vehicle with the front wheels on the ground and the rear
wheels off the ground. Away from home If you own a Ford or Mercury vehicle and are away from
home when your vehicle needs service, or if you need more help than the dealership could
provide, after following the steps described above, contact the Ford Customer Relationship
Center to find an authorized dealership to help you. Page P. If you did not take advantage of the
Ford Extended Service Plan at the time of purchasing your vehicle, you may still be eligible.
Since this information is subject to change, please ask your dealer for complete details about
Ford Extended Service Plan coverage options, or visit the Ford ESP website at Page The
Dispute Settlement Board may not be available in all states. What kinds of cases does the Board
review? The decisions of the Board are binding on Ford and, in some cases, on the dealer but
not on consumers who are free to pursue other remedies available to them under state or
federal law. Page If your vehicle must be serviced while you are traveling or living in Central or
South America, the Caribbean, or the Middle East, contact the nearest Ford dealership. Page
Customer Assistance If you are in another foreign country, contact the nearest Ford dealership.
If the dealership employees cannot help you, they can direct you to the nearest Ford affiliate
office. If you buy your vehicle in North America and then relocate outside of the U. Page
Reporting Safety Defects U. ENGINE Engines are more efficient when they are clean because
grease and dirt buildup keep the engine warmer than normal. Page Use only approved products
to clean plastic parts. These products are available from your dealer. These quality products
have been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and appearance of your vehicle. If your vehicle requires professional
service, your dealership can provide the necessary parts and service. Set the parking brake and
shift to P Park. Block the wheels. Set the parking brake, depress the clutch and place the
gearshift in N Neutral. Windshield washer fluid reservoir 2. Engine coolant reservoir 3. Engine
oil dipstick 4. Transmission fluid dipstick automatic transmission 5. Engine oil filler cap 6. Brake

fluid reservoir 7. Page Maintenance and Specifications 3. Engine coolant reservoir 2. Windshield
washer fluid reservoir 3. Engine oil filler cap 4. Automatic transmission fluid dipstick if equipped
5. Engine oil dipstick 6. Power distribution box 8. Clutch fluid reservoir if equipped 9. Page
Maintenance and Specifications 4. Automatic transmission fluid dipstick if equipped 3. Engine
oil dipstick 5. Brake fluid reservoir 6. Power distribution box 7. Clutch fluid reservoir if equipped
8. Page In very cold weather, do not fill the reservoir completely. Refer to Lubricant
specifications in this chapter. State or local regulations on volatile organic compounds may
restrict the use of methanol, a common windshield washer antifreeze additive. Make sure the
vehicle is on level ground. Turn the engine off and wait a few minutes for the oil to drain into the
oil pan. Page Maintenance and Specifications 6. Wipe the indicator clean. Insert the indicator
fully, then remove it again. Some oil must be removed from the engine by a service technician.
Put the indicator back in and ensure it is fully seated. Adding engine oil 1. Do not use
supplemental engine oil additives, oil treatments or engine treatments. They are unnecessary
and could, under certain conditions, lead to engine damage which is not covered by your
warranty. Page Battery Ford production and aftermarket Motorcraft oil filters are designed for
added engine protection and long life. If a replacement oil filter is used that does not meet Ford
Material and design specifications, start-up engine noises or knock may be experienced. Page
Maintenance and Specifications If you see any corrosion on the battery or terminals, remove the
cables from the terminals and clean with a wire brush. You can neutralize the acid with a
solution of baking soda and water. Batteries normally produce explosive gases which can
cause personal injury. Page If sprayed on the windshield, engine coolant could make it difficult
to see through the windshield. Page Recycled engine coolant Ford Motor Company does NOT
recommend the use of recycled engine coolant in vehicles originally equipped with Motorcraft
Premium Gold Engine Coolant since a Ford-approved recycling process is not yet available.
Page Maintenance and Specifications Fuel ethanol and gasoline may contain benzene, which is
a cancer-causing agent. Page Maintenance and Specifications Pure ethanol is the alcohol which
is the intoxicating agent in liquor, beer and wine. It is distilled from the fermentation of plants
such as field corn and sugar cane. When ethanol is used in the making of motor fuels, a small
amount of a bad tasting chemical is added to discourage beverage use. Page The customer
warranty may be void for any damage to the fuel tank or fuel system if the correct genuine Ford
or Motorcraft fuel filler cap is not used. The fuel system may be under pressure. If the fuel filler
cap is venting vapor or if you hear a hissing sound, wait until it stops before completely
removing the fuel filler cap. The use of leaded fuel is prohibited by law and could damage your
vehicle. Page 10 to 30 seconds. If the problems persist below this temperature, see your dealer
or a qualified service technician. Running out of fuel Avoid running out of fuel because this
situation may have an adverse Page Maintenance and Specifications If other than Ford,
Motorcraft or Ford-authorized parts are used for maintenance replacements or for service of
components affecting emission control, such non-Ford parts should be equivalent to genuine
Ford Motor Company parts in performance and durability. The fuel cap may not have been
securely tightened. Page During normal operation, the fluid level in the clutch reservoir should
remain constant. If the fluid level drops, refill the fluid level to the step in the reservoir. Refer to
Lubricant Specifications in this chapter. Page Maintenance and Specifications Brake fluid is
toxic. If brake fluid contacts the eyes, flush eyes with running water for 15 minutes. Seek
medical attention if irritation persists. If taken internally, drink water and induce vomiting. Seek
medical attention immediately. Clean the reservoir cap before removal to prevent dirt and water
from entering the reservoir. With the parking brake engaged and your foot on the brake pedal,
start the engine and move the gearshift lever through all of the gear ranges. Allow sufficient
time for each gear to engage. Latch the gearshift lever in P Park and leave the engine running.
Page Maintenance and Specifications High fluid level Fluid levels above the safe range may
result in transmission failure. High fluid levels can be caused by an overheating condition.
Adjusting automatic transmission fluid levels Before adding any fluid, make sure the correct
type is used. Page 4. Add enough fluid through the filler opening so that the fluid level is at the
bottom of the opening. Install and tighten the fill plug securely. Use only fluid that meets Ford
specifications. Page Use only fluid that meets Ford specifications. Page 10 to 12 inches or
limited production tires as defined in Title 49 Code of Federal Regulations Part Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. Page
Maintenance and Specifications The traction grade assigned to this tire is based on
straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. To make sure your tires wear evenly and last
longer, rotate them as indicated in the scheduled maintenance guide. If you notice that the tires
wear unevenly, have them checked. Page Make sure that all replacement tires are of the same

size, type, speed rating, load-carrying capacity and tread design e. Driving at very high speeds
for extended periods of time may result in damage to vehicle components. Snow tires must be
the same size and grade as the tires you currently have on your vehicle. Use of sythetic or
sythetic blend motor oil is not mandatory. Page Washer Concentrate Add ml 4 oz. Ensure the
correct automatic transmission fluid is used. Transmission fluid requirements are indicated on
the dipstick or on the dipstick handle. Please note that in the graphic XXXX is representative of
your vehicle identification number. Engine number The engine number the last eight numbers of
the vehicle identification number is stamped on the engine block, transmission, frame and Page
Accessories Not all accessories are available for all models. Following is a list of several Ford
Genuine Accessory products. Not all accessories are available for all models. To find out what
accessories are available for your vehicle, please contact your dealer or visit our online store at:
Page Index Index Index Air bag supplemental restraint system Page Page Index checking and
adding Page Infant seats see Safety seats Page Index Preparing to drive your vehicle Page
Transmission automatic operation This manual is also suitable for: range ranger. Print page 1
Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Quick Links. Table of Contents. Summary of
Contents for Ford Ranger Page 1 Ford may change the contents without notice and without
incurring obligation. Page 5: Introduction â€” Special handling may apply for service or vehicle
end of life disposal. See Please take the time to get well acquainted with your vehicle by reading
this handbook. The more you know and understand about your vehicle, the greater the safety
and pleasure you will derive from driving it. Page 6 Do not add friction modifier compounds or
special break-in oils since these additives may prevent piston ring seating. See Engine oil in the
Maintenance and Specifications chapter for more information on oil usage. To access this
information, special equipment must be directly connected to the recording modules. Ford
Motor Company and Ford of Canada do not access event data recorder information without
obtaining consent, Page 9 Your vehicle is not equipped with a snowplowing package. Using
your vehicle as an ambulance Do not use this vehicle as an ambulance. Your vehicle is not
equipped with the Ford Ambulance Preparation Package. Cell phone use The use of Mobile
Communications Equipment has become increasingly important in the conduct of business and
personal affairs. Features or equipment listed as standard may be different on units built for
Export. Normal braking is still functional unless the brake warning light also is illuminated. Stop
the vehicle as soon as possible , switch off the engine and let cool. Refer to Engine coolant in
the Maintenance and Specifications chapter. Refer to the Driving chapter for more information.
To toggle between trip and odometer, press and release the control. Refer to Filling the tank in
the Maintenance and Specifications chapter for more information. Ford strongly recommends
that drivers use extreme caution when using any device that may take their focus off the road.
The drivers primary responsibility is the safe operation of their vehicle. To tune a preset station,
press the desired memory preset. Page 23 You can save up to 20 songs. If there are less than
six strong stations, the system will store the last one in the remaining presets. Press and hold
to hear a brief sampling of the next channels. Press and hold again to stop Page 29 Categories
Pop, Rock, News, etc. Press SEEK or preset 6 when the desired category appears in the display.
In MP3 directory mode, press to play the tracks within the current directory in random order.
Press and hold LOAD to autoload up to six discs. Due to technical incompatibility, certain
recordable and re-recordable compact discs may not function correctly when used in Ford CD
players. Do not use any irregular shaped CDs or discs with a scratch protection film attached.
Ford Motor Company shall not be responsible for any such programming changes. Page 39 The
system is working properly. The system is working properly. Do not place objects on top of the
instrument panel as these objects may become projectiles in a collision or sudden stop. High
beams Push the lever toward the instrument panel to activate. Pull the lever towards you to
deactivate. Move the control to the full upright position, past detent, to turn on the interior
lamps. Locate the horizontal adjuster for each headlamp. Turn it clockwise or counterclockwise,
to place the left edge of the high intensity area even with the vertical line corresponding to the
headlamp under adjustment. The correct bulbs will not damage the lamp assembly or void the
lamp assembly warranty and will provide quality bulb burn time. Replacing the interior bulbs
Check the operation of all bulbs frequently. Replacing exterior bulbs Check the operation of all
the bulbs frequently. The oil from your hand could cause the bulb to break the next time the
headlamps are operated. Install the new bulb s in reverse order. Carefully pull bulb straight out
of socket and push in the new bulb. Install the bulb socket in lamp assembly by turning
clockwise. Install the new bulb in reverse order. Make sure the headlamp switch is in the OFF
position and remove the bulb socket from the fog lamp by turning counterclockwise.
Disconnect the electrical connector. Twist the socket counterclockwise and remove. Carefully
pull the bulb straight out of the socket. In freezing weather, be sure the wiper blades are not

frozen to the windshield before operating the wipers. Improper use of the power outlet can
cause damage not covered by your warranty. Improper use of the lighter can cause damage not
covered by your warranty. Do not adjust the mirror while the vehicle is in motion. Do not use the
speed control in heavy traffic or on roads that are winding, slippery or unpaved. Disengaging
the speed control will not erase previous set speed. Note: When you use the clutch pedal to
disengage the speed control, the engine speed may briefly increase, this is normal. Lower
tailgate. Pull the lever on each side of the bed extender to release it from the pickup box. Lift the
bed extender over onto the tailgate. To install the bed extender, follow the removal procedure in
reverse order. Press again or turn the ignition to the 4 ON position to deactivate, or wait for the
alarm to timeout in 3 minutes. Snap the two halves back together. Note: Replacement of the
battery will not cause the remote transmitter to become deprogrammed from your vehicle. The
remote transmitter should operate normally after battery replacement. The doors will lock, then
unlock, to confirm that the programming mode has been exited. Use of these systems may
result in vehicle starting problems and a loss of security protection. Note: Large metallic
objects, electronic devices that are used to purchase gasoline or similar items, or a second
coded key on the same key chain may cause vehicle starting issues. To program additional new
unprogrammed key s , repeat this procedure from Step 1 for each additional key. Refer to Front
passenger sensing system section for additional details. Failure to follow these instructions
may interfere with the front passenger seat sensing system. Do not install a child seat in the
center facing jump seats as there are no child restraints recommended for use in this seating
position. Refer to Safety belt usage sensors later in this chapter. Unless serviced, the system
may not function properly in the event of a collision. Do not attempt to open the rear door when
the rear safety belt is buckled as damage to the belt may occur. Refer to Safety restraints for
children or Safety seats for children later in this chapter. In addition, all safety belts should be
checked for proper function. Adjust the height of the shoulder belt so the belt rests across the
middle of your shoulder. All safety belt assemblies, including retractors, buckles, front safety
belt buckle assemblies, buckle support assemblies slide bar-if equipped , shoulder belt height
adjusters if equipped , shoulder belt guide on seatback if Ranger ran Owners Guide postfmt
USA fus Page 83 Seating and Safety Restraints equipped , child safety seat tether anchors, and
attaching hardware, should be inspected after a collision. Ford Motor Company recommends
that all safety belt assemblies in use in vehicles involved in a collision be replaced. However, if
the collision was minor and an authorized dealer finds that the belts do not show damage and
continue to operate properly, they do not need to be replaced. See your authorized dealer. To
reduce the risk of injury, make sure children sit where they can be properly restrained. Several
airbag system components get hot after inflation. Do not touch them after inflation. Page Child
Restraints Moving the child closer to the center of the vehicle may help provide a good shoulder
belt fit. Do not leave children, unreliable adults, or pets unattended in your vehicle. Booster
seats position a child so that safety belts fit better. They lift the child up so that the lap belt
rests low across the hips and the knees bend comfortably. Install the child safety seat in a
seating position with a tether anchor. For more information on top tether straps, refer to
Attaching child safety seats with tether straps. Page 6. Allow the belt to retract. The belt will
click as it retracts to indicate it is in the automatic locking mode. The tether anchors in your
vehicle are located on the back of the front seat cushion. Position the child safety seat on the
front seat cushion. Route the child safety seat tether strap over the back of the seat. Locate the
correct anchor for the selected seating position. The tether anchor is located on the rear lower
portion of the passenger seat. Clip the tether strap to the anchor. If the safety seat is not
anchored properly, the risk of a child being injured in a collision greatly increases. This
increases traction which may enable you to safely drive over terrain and road conditions that a
conventional two-wheel drive vehicle cannot. Department of Transportation-Tire quality grades:
The U. Department of Transportation requires Ford Motor Company to give you the following
information about tire grades exactly as the government has written it. Page The temperature
grade for this tire is established for a tire that is properly inflated and not overloaded. Excessive
speed, underinflation, or excessive loading, either separately or in combination, can cause heat
buildup and possible tire failure. You are strongly urged to buy a reliable tire pressure gauge, as
automatic service station gauges may be inaccurate. Ford recommends the use of a digital or
dial-type tire pressure gauge rather than a stick-type tire pressure gauge. Visually inspect the
tires to make sure there are no nails or other objects embedded that could poke a hole in the
tire and cause an air leak. Check the sidewalls to make sure there are no gouges, cuts or
bulges. Tires can be damaged during off-road use, so inspection after off-road use is also
recommended. Tire replacement requirements Your vehicle is equipped with tires designed to
provide a safe ride and handling capability. Page The tire pressure sensors mounted in the
wheels originally installed on your vehicle are not designed to be used in aftermarket wheels.

Page Sometimes irregular tire wear can be corrected by rotating the tires. Note: If your tires
show uneven wear ask an authorized dealer to check for and correct any wheel misalignment,
tire imbalance or mechanical problem involved before tire rotation. The next two numbers or
letters are the plant code designating where it was manufactured, the next two are the tire size
code and the last four Ranger ran Owners Guide postfmt USA fus Page The cold inflation
pressure should never be set lower than the recommended pressure on the vehicle label. The
tire suppliers may have additional markings, notes or warnings such as standard load, radial
tubeless, etc. Maximum Load Single lb. Refer to the payload description and graphic in the
Vehicle loading â€” with and without a trailer section. Always check the TPMS malfunction
telltale after replacing one or more tires or wheels on your vehicle to ensure that the
replacement or alternate tires and wheels allow the TPMS to continue to function properly. If
any tire is under-inflated, carefully drive the vehicle to the nearest location where air can be
added to the tires. Inflate all the tires to the recommended inflation pressure. Use of any tire or
wheel not recommended by Ford can affect the safety and performance of your vehicle, which
could result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and
death. Page Overloading or improperly loading your vehicle can contribute to loss of vehicle
control and vehicle rollover. Measuring the inside of the vehicle with the rear seat folded down,
you have room for lb. Inspect these components carefully after any towing operation. Certain
states require electric trailer brakes for trailers over a specified weight. The Ranger vehicle
electrical system is not equipped to accommodate electric trailer brakes. This will also assist in
transmission cooling. For additional information, refer to the Driving with a 5â€”speed
automatic transmission section in the Driving chapter. Note: This system meets all Canadian
Interference-Causing Equipment standard requirements regulating the impulse electrical field
strength of radio noise. Make sure all occupants buckle their safety belts. For more information
on safety belts and their proper usage, refer to the Seating and Safety Restraints chapter. Make
sure the headlamps and electrical accessories are off. The ABS will be activated immediately,
allowing you to retain steering control during hard braking and on slippery surfaces. However,
the ABS does not decrease stopping distance. Turn the ignition to the LOCK position and
remove the key whenever you leave your vehicle. Always come to a complete stop before
shifting into and out of R Reverse. These actions will reduce the life of the clutch. Parking your
vehicle 1. Apply the brake and shift into the neutral position. Fully apply the parking brake, then
shift into 1 First. This is normal and should be no reason for concern. The tires may fail and
injure a passenger or bystander. Information on transfer case maintenance can be found in the
Maintenance and Specifications chapter. You should become thoroughly familiar with this
information before you operate your vehicle. If the transmission, transfer case or front axle are
submerged in water, their fluids should be checked and changed, if necessary. Page Never
drive with chains on the front tires of 4WD vehicles without also putting them on the rear tires.
This could cause the rear to slide and swing around during braking. This program is separate
from the New Vehicle Limited Warranty. Page 1â€”â€”â€”; Lincoln vehicle customers call
1â€”â€”â€” Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need
to arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount for towing to the nearest dealership within 35 miles. To obtain reimbursement
information, U. Page Fuel Pump Shut-Off Switch This device stops the electric fuel pump from
sending fuel to the engine when your vehicle has had a substantial jolt. After an accident, if the
engine cranks but does not start, this switch may have been activated. Using a fuse with a
higher amperage rating can cause severe wire damage and could start a fire. Always disconnect
the battery before servicing high current fuses. Replace the spare tire with a road tire as soon
as possible. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than
repaired. Assemble the jack handle to the lug wrench as shown in the illustrations. To
assemble, slide parts together. To disconnect, depress button and pull apart. Turn the handle
counterclockwise until tire is lowered to the ground and the cable is slightly slack. Pull far
enough off the road to avoid the danger of being hit when operating the jack or changing the
wheel. Block the diagonally opposite wheel. The jack is only meant for changing the tire. Failure
to properly stow the spare tire may result in failure of the winch cable and loss of the spare tire.
Use only Ford recommended replacement fasteners. When a wheel is installed, always remove
any corrosion, dirt or foreign materials present on the mounting surfaces of the wheel or the
surface of the wheel hub, brake drum or brake disc that contacts the wheel. Page Jump Starting
Ensure that vent caps are tight and level. Turn the heater fan on in both vehicles to protect from
any electrical surges. Turn all other accessories off. Start the engine of the booster vehicle and
run the engine at moderately increased speed. Start the engine of the disabled vehicle. Remove
the jumper cable from the ground metal surface. Note: In the illustrations, lightning bolts are
used to designate the assisting boosting battery. After the disabled vehicle has been started

and the jumper cables removed, allow it to idle for several minutes so the engine computer can
relearn its idle conditions. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. On 4x2 vehicles, it is acceptable to tow the vehicle with the front
wheels on the ground and the rear wheels off the ground. Away from home If you own a Ford or
Mercury vehicle and are away from home when your vehicle needs service, or if you need more
help than the authorized dealer could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealer to help you. Page If
you own a Lincoln vehicle and are away from home when your vehicle needs service, or if you
need more help than the authorized dealer could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealer to help you.
Page Customer Assistance In some states in the U. Ford is also allowed a final repair attempt in
some states. Page You are not bound by the decision but may choose to accept it. If the
arbitrator has decided in Page Customer Assistance If you did not take advantage of the Ford
Extended Service Plan at the time of purchasing your vehicle, you may still be eligible. Since
this information is subject to change, please ask your authorized dealer for complete details
about Ford Extended Service Plan coverage options, or visit the Ford ESP website at Page
Reporting Safety Defects U. These quality products have been specifically engineered to fulfill
your automotive needs; Set the parking brake and shift to P Park. Block the wheels. Set the
parking brake, depress the clutch and place the gearshift in N Neutral. Go to the front of the
vehicle and release the auxiliary latch that is located under the front center of the hood. Lift the
hood and support it with the prop rod. Transmission fluid dipstick automatic transmission 5.
Engine oil filler cap 6. Brake fluid reservoir 7. Power distribution box 8. Clutch fluid reservoir
manual transmission 9. Battery Power steering fluid reservoir Automatic transmission fluid
dipstick if equipped 5. Engine oil dipstick 6. Clutch fluid reservoir if equipped 9. Engine oil
dipstick 5. Brake fluid reservoir 6. Power distribution box 7. Clutch fluid reservoir if equipped 8.
Battery 9. Air filter assembly Turn the engine off and wait a few minutes for the oil to drain into
the oil pan. Set the parking brake and ensure the gearshift is securely latched in P Park
automatic transmission or 1 First manual transmission. Open the hood. Protect yourself from
engine heat. Locate and carefully remove the engine oil level dipstick. Some oil must be
removed from the engine by an authorized dealer. Put the dipstick back in and ensure it is fully
seated. Page Change your engine oil according to the appropriate schedule listed in the
scheduled maintenance information. Ford production and aftermarket Motorcraft oil filters are
designed for added engine protection and long life. If a replacement oil filter is used that does
not meet Ford material and design specifications, start-up engine noises or knock may be
experienced. Page Battery Maintenance and Specifications Ford production and aftermarket
Motorcraft oil filters are designed for added engine protection and long life. Page Recycled
engine coolant Ford Motor Company does NOT recommend the use of recycled engine coolant
in vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Page Replace the fuel filter with an
authorized Motorcraft part. The customer warranty may be void for any damage to the fuel
system if an authorized Motorcraft fuel filter is not used. Inhaling too much fuel vapor of any
kind can lead to eye and respiratory tract irritation. In severe cases, excessive or prolonged
breathing of fuel vapor can cause serious illness and permanent injury. On restarting, cranking
time will take a few seconds longer than normal. Page 2. Poor fuel quality or water in the
fuelâ€”the engine may misfire or run poorly. The fuel cap may not have been securely tightened.
See Fuel filler cap in this chapter. Driving through deep waterâ€”the electrical system may be
wet. Refer to Maintenance product specifications and capacities in this chapter for the proper
fluid type. Use only a DOT 3 brake fluid designed to meet Ford specifications. Refer to
Maintenance product specifications and capacities in this chapter. Carefully read cautionary
information on product label. Page Add enough fluid through the filler opening so that the fluid
level is at the bottom of the opening. Install and tighten the fill plug securely. Refer to the
Maintenance product specifications and capacities section in this chapt
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er. Clean the filler plug. Remove the filler plug and inspect the fluid level. Page Note: Failure to
use the correct air filter element may result in severe engine damage. The customer warranty
may be void for any damage to the engine if the correct air filter element is not used. Replace
the PCV valve with one that meets Ford material and design specifications for your vehicle,
such as a Motorcraft or equivalent replacement part. The customer warranty may be void for
any damage to the emissions system if such a PCV valve is not used. The following table tells

you which transmission or transaxle each code represents. These quality accessories have
been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. This manual is also suitable
for: Ranger. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

