2001 raptor 660 wiring diagram

Raptor Wiring Diagram â€” wiring diagram is a simplified customary pictorial representation of
an electrical circuit. It shows the components of the circuit as simplified shapes, and the
capability and signal associates amid the devices. A wiring diagram usually gives guidance not
quite the relative slope and covenant of devices and terminals on the devices, to urge on in
building or servicing the device. A pictorial diagram would play in more detail of the living thing
appearance, whereas a wiring diagram uses a more symbolic notation to stress
interconnections more than instinctive appearance. A wiring diagram is often used to
troubleshoot problems and to create determined that all the links have been made and that
anything is present. Architectural wiring diagrams produce an effect the approximate locations
and interconnections of receptacles, lighting, and permanent electrical facilities in a building.
Interconnecting wire routes may be shown approximately, where particular receptacles or
fixtures must be upon a common circuit. Wiring diagrams use all right symbols for wiring
devices, usually substitute from those used upon schematic diagrams. The electrical symbols
not deserted show where something is to be installed, but as a consequence what type of
device is creature installed. For example, a surface ceiling vivacious is shown by one symbol, a
recessed ceiling well-ventilated has a vary symbol, and a surface fluorescent roomy has choice
symbol. Each type of switch has a alternating fable and so pull off the various outlets. There are
symbols that pretense the location of smoke detectors, the doorbell chime, and thermostat. A
set of wiring diagrams may be required by the electrical inspection authority to accept
connection of the address to the public electrical supply system. Wiring diagrams will next
append panel schedules for circuit breaker panelboards, and riser diagrams for special facilities
such as fire alarm or closed circuit television or further special services. Necessary cookies are
absolutely essential for the website to function properly. This category only includes cookies
that ensures basic functionalities and security features of the website. These cookies do not
store any personal information. Any cookies that may not be particularly necessary for the
website to function and is used specifically to collect user personal data via analytics, ads,
other embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Hkr 10c Wiring Diagram Wiring
Diagram views. This website uses cookies to improve your experience. We'll assume you're ok
with this, but you can opt-out if you wish. Accept Reject Read More. Close Privacy Overview
This website uses cookies to improve your experience while you navigate through the website.
Out of these, the cookies that are categorized as necessary are stored on your browser as they
are essential for the working of basic functionalities of the website. We also use third-party
cookies that help us analyze and understand how you use this website. These cookies will be
stored in your browser only with your consent. You also have the option to opt-out of these
cookies. But opting out of some of these cookies may affect your browsing experience.
Necessary Necessary. Non-necessary Non-necessary. Quick Links. It contains important safety
information. This ATV should not be ridden by anyone under 16 years of age. Troubleshooting
Troubleshooting Troubleshooting charts LIT 5LP Page 2 EBU Page 3 Yamaha experience in the
production of fine sporting, touring, and pacesetting racing machines. With the purchase of this
Yamaha, you can now appreciate the high degree of crafts- manship and reliability that have
made Yamaha a leader in these fields. This manual will provide you with a good basic
understanding of the features and operation of this machine. Page 5 Please check your local
riding laws and regulations before operating this machine. Handlebar switches Page 9
Troubleshooting Page 11 ATV. Never remove any labels from your ATV. If a label becomes
difficult to read or comes off, a replacement label is available from your Yamaha dealer. An ATV
handles differently from other vehicles including motorcycles and cars. A collision or rollover
can occur quickly, even during routine maneuvers such as turning and riding on hills or over
obstacles, if you fail to take proper precautions. You should also wear eye protection goggles or
face shield , gloves, boots, long-sleeved shirt or jacket, and long pants. Practice turning at low
speeds before attempting to turn at faster speeds. Do not turn at excessive speed. Page 16
Always use proper procedures if you stall or roll backwards when climbing a hill. If you stall or
roll back- wards, follow the special procedure for braking described in this manual. Dismount
on the uphill side or to a side if pointed straight uphill. Always maintain proper tire pressure as
described in this manual. Cargo should be properly distributed and securely attached. Spark
arrester Seat Shift pedal 3. Fuel tank cap Clutch lever 4. Engine oil tank Handlebar switches 5.
Brake pedal Parking brake 6. Headlight Main switch 7. Page Identification Number Records This
number can be used for ordering a new when ordering spare parts from a Yamaha key. Page
Vehicle Identification Number Record the information on this la- bel in the space provided. This
information will be needed to order spare parts from your Yamaha dealer. EBU Main switch
Functions of the respective switch positions are as follows: The engine can be started only at
this position and the headlights and taillight come on when the light switch is on. If the light

comes on during operation, stop the en- gine as soon as it is safe to do so and allow the engine
to cool down for about 10 minutes. Page 25 Coolant temperature Coolant temperature warning
light comes on warning light does not momentarily. Coolant temperature and electrical circuit
are OK. Go Ask a Yamaha dealer to ahead with riding. The battery may discharge to the point
that the starter motor will not operate properly. If this should happen, remove the battery and
recharge it. See page for details. Page Throttle Lever Check the operation of the throttle lever
before you start the engine. If it does not work smoothly, check for the cause. Correct the
problem before riding the ATV. Consult a Yamaha dealer if you 1. Screwing in the ad- er and
throttle. Pull it toward the handlebar to apply the corporated in the clutch lever holder. Push
down on the pedal to apply the rear brake. Brake pedal Page Parking Brake EBU Parking brake
Use the parking brake when you have to start the engine or park the machine, especially on a
slope. Squeeze the clutch lever while push- ing the button, then push in the lock plate to apply
the parking brake. Squeeze the clutch lever to release the parking brake. The fuel cock has three
positions. OFF: With the lever in this position, fuel will not flow. Always turn the lever to this
position when the engine is not running. ON: With the lever in this position, fuel flows to the
carburetor. A separate starter circuit supplies this the rear of the seat and the rear fender, pull
mixture. Page 37 To install the seat, insert the projections on the front of the seat into the seat
holders and push down on the seat at the rear. NOTE: Make sure that the seat is securely fitted.
Take the unit to a Yamaha dealer. Page 40 3. The length of the spring installed 4. Tighten the
locknut to the specified changes 1. Tightening torque: Measurement A: 42 Nm 4. Page 41 Adjust
the rebound damping force as follows. Adjust the compression damping force as fol- Turn the
rebound damping force adjusting lows. Suspension components become hot during operation.
Failure to properly maintain the ATV. If there is lever. If there is free play, have a Yamaha any
leaking, have the machine inspected dealer adjust it. Page Fuel Yamaha dealer. If knocking or
pinging occurs, use a different brand of gasoline or premium unleaded fuel. Page 47 Fuel can
spill, which can cause a fire hol containing methanol is not recommended and severe injury. If
the damage or vehicle performance problems. Add oil as necessary. See page The coolant level
will Removing the radiator cap when the en- vary with engine temperature. The coolant gine and
radiator are still hot. Page Chain Repair as necessary for proper operation. EBU Fittings and
Fasteners Always check the tightness of chassis fittings and fasteners before a ride. Take the
machine to a Yamaha dealer or refer to the Service Manual for correct tightening torque. Page
Tires The following are minimums: 1. The tires listed below have been ap- Front Rear Other tire
combina- tions are not recommended. Use no more than the following Set tire pressures to the
following specifica- pressures when seating the tire tions: beads. Front kPa 2. Page Operation 2.
Shift the transmission into neutral. Page 55 When the transmission is in neutral. The neutral
indicator light should come on. If the light does not come on, ask a Yamaha dealer to inspect it.
However, it is recommended to shift into neutral be- fore starting the engine. Pause a few secoperating engine for the first time. Each cranking should be as short as possible to preserve
battery energy. The starter choke should not be used. The throttle should be opened slightly.
EBU Warming up To get maximum engine life, always warm up the engine before starting off.
While applying the rear brake pedal, turn ask a Yamaha dealer to inspect the machine. Check
behind you for people or obsta- 3. The transmission allows Improperly operating in reverse.
Release the throttle lever. Even in neutral Always close the throttle while shifting position, the
transmission is only gears. Follow the same procedure when shifting To decelerate: to the next
higher gear. Page Engine Break-In Because the engine is If any abnormality is noticed during
this peri- brand new, you must not put an excessive od, consult a Yamaha dealer. Locked
position 1. Button 2. Lock plate Bring the machine to a stop by applying the brakes in low gear.
Parking on a hill or other incline. Your Yamaha dealer has a variety of accessories. The ATV
may handle differ- genuine Yamaha accessories. Other ac- ently than it does without
accessories. As originally equipped, this ATV is not de- Make sure cargo in the trailer cannot
move signed to carry cargo or tow a trailer. If you around. A shifting load can cause an accichoose to add accessories so that you can dent. Page 69 R iding Your Pay particular at- This
ATV is intended for recreational use by tention to the safety information on pages experienced
operators only. They should Beginners should get training from a certified then regularly
practice the skills learned instructor. Page 73 Not recommended for children under 16 years of
age. Page 74 This ATV is designed to carry operator only - passengers prohibited. Could cause
you to react more slowly. Page 78 Speed limiter WARNING For riders inexperienced with this
model, this Indicates a potential hazard that could model is equipped with a speed limiter in the
result in serious injury or death. The speed limiter limits the power and top speed of the ATV.
Turning Do not operate at speeds too fast for your the screw in decreases top speed, and
turning skills or the conditions. Otherwise your feet may con- Removing hands from handlebars
or tact the rear wheels. Page 81 Avoid wheelies and jumping. You may lose control of the ATV

or overturn. Page 82 Never modify this ATV through improp- er installation or use of
accessories. All parts and accessories added to this ve- hicle should be genuine Yamaha or
equivalent components designed for use on this ATV and should be installed and used
according to instructions. If you have questions, consult an autho- rized ATV dealer. To prevent
burns, avoid touching the exhaust system. Park the ATV in a place where pedestrians or
children are not likely to touch it. Riding on paved surfaces can cause loss of control. Paved
surfaces may seriously affect handling and control of the ATV, and may cause the vehicle to go
out of con Page 85 Do not ride on any public road, street, or high- way. Riding on public roads
can result in colli- sions with other vehicles. Page 86 Know the terrain where you ride. Ride cautiously in unfamiliar areas. Stay alert for holes, rocks, or roots in the terrain, and oth- er hidden
hazards which may cause the ATV to upset. You could a caution flag on the ATV. DO NOT use
the be injured. Page 89 Select a large, flat area off-road to become fa- With the engine idling,
pull the clutch lever to miliar with your ATV. Make sure that this area disengage the clutch and
shift into 1st gear, is free of obstacles and other riders. You and then release the parking brake.
As you slow down, shift to a lower Opening the throttle abruptly or releas- gear. Be sure that the
engine has sufficiently ing the clutch lever to quickly. Page 92 Once you have learned this
technique you should be able to perform it at higher speeds or in tighter curves. Improper riding
procedures such as abrupt throttle changes, excessive braking, incorrect body movements, or
too much speed for the sharpness of the turn may cause the ATV to tip. Be sure that you can
ma- for the ATV or for your abilities. Climbing hills improperly. Page 97 Dismount on uphill side
or to a side if pointed straight uphill. ATV as possible. Page 99 Be sure that you hills. Page
Avoid hills with excessively slippery or loose surfaces. Shift your weight to the uphill side of the
ATV. Test your brakes shallow water of up to a maximum of 35 cm after leaving water. If
necessary, apply 14 inches in depth. Page Test your brakes after leaving the water. Look out for
obstacles which could Improperly operating over obstacles. Be sure to keep your feet Could
cause loss of control or a colli- firmly mounted on the footboards at all times. Page If there is
room to do so by steering in the direc- unexpected and uncorrected, sliding could tion of the
slide. Bear in mind that You may lose control of this ATV. Be sure to read each section on the
room. If the ATV starts to tip, steer down the hill if there are no obstacles in your way to regain
balance. Periodic inspection, adjustment and lubrica- tion will keep your machine in the safest
and most efficient condition possible. Safety is an EBU obligation of the machine owner. All the
torque settings and adjust them as neces- parts and accessories added to this ve- sary. It is
recommended that these items be serviced by a Yamaha dealer. Panel A 1. Panel A 2. Wait a few
minutes until the oil settles, re- The engine oil level should be checked before move the engine
oil tank filler cap, wipe each ride. In addition, the oil must be changed the dipstick clean with a
clean rag, insert and the oil filter cartridge replaced at the inter- it back into the filler hole
without screw Page 4. If the engine oil is below the minimum To change the engine oil with or
without level mark, add sufficient oil of the recom- oil filter cartridge replacement mended type
to raise it to the correct lev- NOTE: When adding oil, be careful not to overfill the engine oil tank;
Remove the crankcase engine oil drain bolt. Engine oil tank drain bolt 5. Remove the engine oil
tank filler cap and the oil tank drain bolt. Crankcase engine oil drain bolt 6. Check the washers
for damage, and re- place if necessary. Page 9. Install a new oil filter cartridge and tighten
NOTE: it to the specified torque with a torque An oil filter wrench is available at a nearby
wrench. Yamaha dealer. Tightening torque: Oil filter cartridge: 17 Nm 1. Place the ATV on a level
surface. Remove panel A. Place a container under the engine, and Removing the radiator cap
when the en- then remove the coolant drain bolt. Remove the radiator cap. Remove the coolant
reservoir cap. Disconnect the hose on the coolant res- ervoir side, and then drain the coolant
from the coolant reservoir. Radiator cap 1. Coolant reservoir cap 2. Hose 7. After draining the
coolant, thoroughly flush the cooling system with clean tap water. Page 1. Install the panel. Do
not attempt to diagnose such problems yourself. Instead, take the ATV to a Yamaha dealer. You
should periodically remove and inspect the spark plug because heat and deposits will cause the
spark plug to slowly break down and erode. Page Installation Tightening torque: 1. Measure the
electrode gap with a wire Spark plug: thickness gauge and, if necessary, adjust If dust or water
collects in this hose, empty the hose and clean the air filter element and air filter case. Page 7.
Apply Yamaha foam air filter oil or other NOTE: The air filter element should be cleaned every
quality foam air filter oil to the element. It should be cleaned and lubri- cated more often if the
machine is operated in may be used. Remove the tailpipe by pulling it out of Be sure the
exhaust pipe and muffler are cool the muffler. Tap the tailpipe lightly, then use a wire 1. Remove
the bolt. Most Improper cleaning of the spark arrester. The engine is warm when it quickly
responds to the 1. Page Valve Clearance Adjustment This adjust- ment however, should be left
to a professional 1. Loosen the locknut. Yamaha service technician. If the pad is worn to the
point that the wear indicator grooves are al- most in contact with the disc plate, ask a Yamaha

dealer to replace the pads. Wear indicator groove Front EBU Page Rear 1. Reservoir cover 2.
Otherwise, the rubber seals may deterio- rate, causing leakage and poor brake per- formance.
Page Brake Fluid Replacement Always clean up spilled You could lose braking ability, which
fluid immediately. If not, ask a Operating with improperly serviced or Yamaha dealer to adjust it.
Page Rear Brake Adjustment Operating with improperly serviced or tioned 4 mm 0. Page
Parking Brake Adjustment If the cable cannot be adjusted to specifica- 1. Locknut 2. Adjusting
bolt tion, consult a Yamaha dealer. Loosen the adjusting bolt locknut and the adjusting bolt on
the rear brake caliper. Tighten the adjusting bolt locknut on the clutch lever. Page 5. Tighten the
adjust- Operating with improperly adjusted ing bolt locknut to the specified torque. Page 6.
Loosen the locknut at the crankcase side. Turn the adjusting nut at the crankcase in direction a
to increase the free play or in direction b to decrease the free play. Tighten the locknut at the
crankcase and the clutch lever. Loosen the rear wheel hub upper and touching the ground.
Check the slack at the lower nuts. Page There are alignment marks on each side of Tightening
torque: the swingarm and on the hub. Use them to Locknut: check for proper wheel axle
alignment. Clean the drive chain with kerosene and The drive chain must be cleaned and
lubricat- a small soft brush. Cables can also become EBU frayed or kinked. Recommended
lubricant: Lithium-soap-based grease Left side 1. Upper 2. Lower 1. Lower Recommended
lubricant: Lithium-soap-based grease Elevate the wheel by placing a suitable stand under the
frame. Remove the nuts from the wheel. Remove the wheel assembly. Front 1. Page Battery
Keep out of reach of chil- tery. If the battery seems to have discharged, dren. Page Battery
Maintenance Then turn on the switch- es. Using an improper fuse. Page 2. Disconnect the
headlight coupler. Remove the screw. Headlight coupler 1. Screw 4. Remove the headlight cover
from the headlight assembly. Page NOTE: 5. Remove the screw and pull the headlight Pull
outward on the rear of the headlight unit, unit out from its case. Remove the headlight bulb
holder cover. Screw 1. Headlight bulb holder cover 1. A headlight bulb is hot when it is on and
immediately after it is turned off. Connect the headlight coupler. Install the headlight assembly
in the orig- inal position and tighten the bolts. Have a Yamaha dealer adjust the head- light beam
if necessary. Headlight bulb 2. Headlight bulb holder 9. Remove the screws and the lens. Bulb 3.
Install a new bulb by pushing it inward and turning it clockwise. Lens 2. Install the lens and
tighten the screws. Any prob- ing or near an open flame. Page Troubleshooting Charts No fuel.
Compression There is compression. Compression normal. Use the electric starter to see if there
is compression. Ask a Yamaha dealer to No compression. Ignition Wipe clean with dry cloth.
Ignition system is Spark is good. Page Engine Overheating Restart the engine. If the engine
overheats again, ask a Level is OK. NOTE: If it is difficult to get the recommended coolant, tap
water can be temporarily used, provided that it is changed to the recommended coolant as soon
as possible. CLEANING ter seepage and deterioration of wheel Frequent, thorough cleaning of
your machin
2006 mazda 3 power steering pump
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e bearings, brakes, transmission seals and will not only enhance its appearance but will
electrical devices. Many expensive repair improve its general performance and extend bills have
resulted from improper high the useful life of many components. Operation with wet brakes
after wash- 8. Automotive type wax may be applied to ing. Use of fuel stabilizer and conditioner
elimi- nates the need to drain the fuel system. Con- sult a Yamaha dealer if the fuel system
needs to be drained instead. Page 8. Remove the battery and charge it. Store it in a dry place
and recharge it once a month. NOTE: Make any necessary repairs before storing the machine.
Generator system A. The chart below is printed only as a re- minder to you that the maintenance
work is required. It is not acceptable proof of maintenance work. Page Yamaha Extended
Service Y. Page EBU Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

