2002 mazda protege tail lights

If an issue develops or a part ought to be replaced, avoid the temptation to scrimp with a
low-quality part. That Mazda Protege will reward you for installing the correct car parts to run at
its best efficiency. Gas-sipping cars like the efficient Mazda Protege were designed to be kept in
top condition so they can continue showing outstanding levels of mileage. Good gas mileage
comes at a price, as your Mazda Protege has to have first-rate aftermarket and OEM parts to be
driven with the highest gas mileage. When consumers want unique style and dependable
comfort, Mazda vehicles definitely take the lead. The durable style of Mazda vehicles gives
powerful performance and sound reliability. The Mazda in your carport was made with quality
and expertise; it ought to get new OEM components of a similar top level of quality. The Mazda
Protege Tail Light is a significant safety element, allowing greater visibility at night or during
inclement conditions. A Mazda Protege Tail Light is located at the back of a car or truck. Driving
a car with a non-functioning Mazda Protege Tail Light can be considered unsafe and is not
tolerated in practically all locations. Almost nothing is more urgent than preserving the safety of
yourself and your passengers, so it's clear that repairing your vehicle with the safest and most
durable parts is necessary. The police require your vehicle to have installed the required
safety-oriented equipment, including lights or working brakes - eliminate tickets and dangerous
accidents by installing all the necessary equipment. Sometimes the most difficult thing about
restoring an older vehicle is searching for a dependable source for quality parts. Our
aftermarket parts and customer service give you a superior combination of great price,
availability and quality. Take advantage of They are available for the following Mazda Protege
years: , , , , , 03, 02, 01, 00, This part is also sometimes called Mazda Protege Taillights. This new
tail light assembly to replace one smashed by another car in a parking lot arrived in a timely
fashion and was in perfect condition. Very satisfied and will use PartsGeek again in similar
circumstances. Parts like new, great. Love this site. Always going to shop for my auto parts
store long as you know how to deliver yourself. Price was almost half of what other places
wanted. It came quickly and was exactly what I needed! Skip to main content Menu. Close X.
Call To Order: To return a part, simply submit a support ticket within 30 days of ordering and we
will issue you an RMA number to return your product. See customer service page for refund and
return details. We scour the web to make sure PartsGeek always has low prices. You can buy
with confidence! Click to Enlarge. Quality: Capa Certified - Ensures the part fits, performs, and
lasts the same as the original. Product SKU: W Shipping Options: Ground, Overnight, 2 Day.
Shipping Options: Free Ground Shipping. Product Note: T3. Bulb Technology Incandescent.
Your Mazda Protege tail lights should glow bright red when you hit your brakes if they are
working properly. This gives an indication to the vehicle behind you that you are slowing down
or coming to a complete stop. If they are not working it is time to change them. This is a
fantastic safety feature that we can take for granted, especially in bad weather. Check the
Numbers Most tail lights are all basically the same but each may have a different tail light bulb
number that will determine the exact match. If you don't need a whole tail light assembly
because it is not cracked or broken, your fix can be very quick and inexpensive. A fuse is a part
of the electrical system in a car and is one of the easiest parts to check first. You can locate a
tail light wiring diagram in your owner's manual that may show the fuse location also. If you
don't find what you need you can search online for the proper information. Tail light housings
can have several different bulbs or one bulb that performs different functions. Simply by
knowing the year and model of your Mazda will determine what bulb needs to be purchased to
fix your tail lights. There are several bulbs inside the tail light housing it makes sense to change
them all when you have the housing off of your vehicle. The oil from your skin can reduce the
longevity of the bulb. Cost for the Red Light The cost is limited to the parts you buy. The fix is
simple and can be done quickly. There are videos online to help if you need. Also, you can join
a Mazda forum that can offer a lot of assistance for any challenge you have with your Protege.
The forum can explain the replacement process for the tail lights, head lights, and even an oil
change if you need. The bulbs or the whole tail light for your Mazda can be purchased by going
to PartsGeek. We also have a Mazda tail lights sale sometimes. Here you will find the prices you
want. We have almost zero overhead. The good news is that can you save money. Read more
reviews. Catalog: D. Vehicle Notes Mazda Protege. Shipping Options: Ground Fitment
Information:. Catalog: A. Vehicle Mazda Protege. Catalog: B. Catalog: Q. Catalog: F. Skip to
main content. Include description. Brand Type. Aftermarket Branded Items Unbranded Items
Genuine OEM 64 Items Private Label 1 Items 1. Not Specified Items Dorman Items Mazda 61
Items Philips Items Placement on Vehicle. Left Items Right Items Front Items Rear Items
Unspecified Length Items Lifetime 29 Items Fitment Type. Direct Replacement Items DOT 20
Items SAE 20 Items CAPA 1 Items 1. New Items New other see details 35 Items Used 67 Items
Please provide a valid price range. Buying Format. All Listings. Buy It Now. Item Location.
Canada Only. North America. Delivery Options. Free International Shipping. Free In-store

Pickup. Free Local Pickup. Show only. Free Returns. Returns Accepted. Authorized Seller.
Completed Items. Sold Items. More filters Any Condition New New other see details Used.
Gallery View Customize. Find the right parts for your Mazda Protege5. Enter Trim Tell us about
your vehicle to find the right parts faster. Almost gone. Last one. Amounts shown in italicized
text are for items listed in currency other than Canadian dollars and are approximate
conversions to Canadian dollars based upon Bloomberg's conversion rates. For more recent
exchange rates, please use the Universal Currency Converter. This page was last updated: Feb
Number of bids and bid amounts may be slightly out of date. See each listing for international
shipping options and costs. Skip to main content Menu. Close X. Call To Order: Back Up Light.
Back Up Light Bulb. Back Up Light Switch. Brake Light Bulb. Combination Lamp Bulb.
Combination Switch. Cornering Light. Courtesy Light Bulb. Dome Light Bulb. Door Lock
Actuator. Door Lock Actuator Motor. Flasher Relay. Fog Light. Fog Light Bulb. Fog Light Switch.
Fuel Pump Relay. Hazard Warning Flasher. Hazard Warning and Turn Signal Flasher. Headlamp
Socket. Headlight Assembly. Headlight Assembly Set. Headlight Bulb. Headlight Bulb Socket.
Headlight Connector. Headlight Dimmer Switch. Headlight Relay. Headlight Sealed Beam.
Headlight Switch. Headlight Wiring Harness. Ignition Lock and Cylinder Switch. Ignition Relay.
Ignition Relay Connector. Ignition Switch. Instrument Panel Light Bulb. Instrument Panel
Pocket. Interior Dome Light. Interior Door Light Bulb. License Light. License Light Bulb. License
Plate Light. License Plate Light Set. Main Relay. Manifold Absolute Pressure Sensor Connector.
Map Light Bulb. Multi Purpose Relay Connector. Oil Pressure Sender. Oil Pressure Sender With
Light. Output Shaft Speed Sensor Connector. Parking Light Bulb. Radio Wire Harness. Side
Marker. Side Marker Light. Side Marker Light Bulb. Side Repeater Lamp. Side Repeater Lamp
Assembly. Side Repeater Light Set. Speaker Box. Speaker Connector. Speedometer Cable Seal.
Speedometer Sensor. Speedometer Transmitter. Stop Light Switch. Tail Light Assembly. Third
Brake Light. Trailer Brake Control. Trailer Wire Converter. Trunk Light Bulb. Turn Signal Light
Bulb. Turn Signal Switch. Vehicle Speed Sensor Connector. Washer Pump. Water Temperature
Sender. Windshield Washer Pump Harness. Windshield Wiper Motor. Wiper Blade. Wiper Blade
Insert. Wiper Blade Set. Wiper Switch. Air Intake. Chemicals and Fluids. Climate Control.
Cooling System. Drive Belts. Engine Electrical. Engine Mechanical. Fuel Delivery. Fuel Injection.
Shop By Vehicle. Wagner Tail Light Bulb - Inner. Click to Enlarge. Wagner Tail Light Bulb Outer. Dorman Tail Light Bulb - Outer. Dorman Tail Light Bulb - Inner. Features: Direct
replacement - this line of LED bulbs restores the appearance and safety of the original bulbs on
specific vehicles Corrosion resistant - bulb base features standard corrosion inhibitor Restores
appearance - looks and function like original bulb to maintain look Safety tested - undergone
rigorous testing for conformance to product standards and quality assurance. Philips Tail Light
Bulb - Inner. Features: CrystalVision ultra miniature lamps deliver a bright white light that
makes your vehicle stand out. These miniature bulbs are ideal to add style to your signaling
lighting. Philips Tail Light Bulb - Outer. Features: Philips LongerLife bulbs are for drivers who
want the best value for their money. Features: Philips Standard range offers an excellent value
for every application. Philips B2 Tail Light Bulb. Features: Philips Ultinon LED exterior signaling
lights let you add performance and style to your ride. Upgrade your exterior lighting with a more
intense red for stop lights, a more vibrant amber for turn signals, and brighter white light for
backup and position lights. Hella Tail Light Bulb. Flosser Tail Light Bulb. Product List Price:.
Shipping Options: Ground, Overnight, 2 Day. Image is not vehicle specific. Wagner Tail Light
Bulb. Catalog: H. Vehicle Mazda Protege. Catalog: N. Catalog: B. Catalog: F. Catalog: A.
Catalog: C. Mazda - Protege - Workshop Manual - - We'll send you a quick email a new Mazda
Protege document is added. Spam free: Maximum of 1 email per month. Donations are totally
optional, if you can't afford a few dollars right now please don't feel pressured, but if you can
Pretty please could you help? Show full PDF. Get your hands on the complete Mazda factory
workshop software. Check out our popular Mazda Protege Manuals below:. Summary of
Content. Always carry out a total inspection of the Input systems, output systems, and PCM to
determine the cause of trouble. Otherwise, a wrong diagnosis will be made. Disconnect the
negative battery cable. Disconnect the PCM connector. Tighten the connector bolt. Tightening
torque 7. Connect the negative battery cable. Measure the voltage at each terminal. Clutch
switch MTX 3. Brake switch 4. Cruise control module 5. Cruise actuator 6. Actuator cable 7.
Cruise control switch 8. Drain the engine coolant. Remove the ECT sensor. Place the ECT
sensor in water with a thermometer, and heat the water gradually. Specification 4. Close the
door glass completely. Remove the passenger-side front door trim. Remove the door screen.
Release the outer handle and the door key cylinder installation rods. Disconnect the door key
cylinder switch connector. Remove the door key cylinder switch. Install in the reverse order of
removal. Remove the IAT sensor. Specification 2. Tighten the connector attaching screw.
Remove the center panel. Grasp the tabs of the hazard warning switch and pull it forward to

remove it. Remove the relay. Inspect for continuity between the relay terminals using an
ohmmeter. Be sure there is no foreign material on the CMP sensor when replacing. Disconnect
the CMP sensor connector. Remove the CMP sensor installation bolt. Remove the spacer.
Remove the CMP sensor. Make sure that the CMP sensor is free of any metallic shavings or
particles. Remove the bracket and pull it toward you. Remove the rear package trim. Disconnect
the keyless control module connector. Remove the nut and bolt to remove the keyless control
module and the bracket as a module. Remove the screw. Push the stopper using a small driver,
and remove the bracket. Remove the PCM. Doing so will damage the fuel tank pressure sensor.
Turn the ignition switch on. Apply pressure then a vacuum to the fuel tank pressure sensor
according to the following procedure. NOTE: The output voltage varies with the measuring
condition. If not as specified, replace the fuel tank pressure sensor. Measure the voltage at the
intermittent rear wiper relay terminals as indicated. Disconnect the intermittent rear wiper relay
connector before inspecting for continuity at the terminal H. Remove the lower panel.
Resistance Inspection 1. Turn the ignition switch to LOCK. Disconnect the knock sensor
connector. Measure the resistance between the knock sensor terminals A and B. Tighten the
connector attaching bolt. Inspect the following wiring harness for open or short Continuity
check. Open circuit If there is no continuity, the circuit is open. Repair or replace the harness.
PCM 2. Intake air temperature IAT sensor 3. Mass air flow MAF sensor 4. Throttle position TP
sensor 5. Engine coolant temperature ECT sensor 6. Crankshaft position CKP sensor 7.
Camshaft position CMP sensor 9. Heated oxygen sensor front Heated oxygen sensor rear EGR
boost sensor Clutch switch Neutral switch Power steering pressure PSP switch Measure the
voltage at the cruise control module terminals as indicated. Disconnect the cruise control
module connector before inspecting for continuity at terminal P. If there is an open or short
circuit, repair or replace wiring harnesses. Reconnect the fuel tank pressure sensor connector.
Inspect for an open or short circuit in the following wiring harnesses by probing the applicable
sensor and SST Pin Breakout Box terminals with ohmmeter leads. Install the clutch switch.
Page 4. Verify that the pattern on the screen is as shown in the figure. Verify that the pattern on
the screen matches the pattern shown in the figure as the panel light control switch is gradually
turned to the darkest position. Remaining flammable substance could catch fire. Allow lubricant
to reach sensor threads for a minimum of 1 - 2 minutes. Turn 30 degrees counter-clockwise with
SST 49 L Remove SST and spray lubricant again in the same place. Use SST to loosen sensor.
NOTE: If sensor begins to bind, it may be necessary to work the sensor in a tightening and
loosening motion to slowly work the sensor out. Wipe off all excess lubricant. Remove the spot
light from the headliner. Remove the light switch. Inspect for continuity between the light switch
terminals using an ohmmeter. Turn switch 1. Please update your records accordingly.
Replacement will ensure the system is completely operational. Refer to the lists below to
determine which system is installed in the vehicle. Always replace any damaged wiring. NOTE:
Some models i. Mazda6 are now equipped with pre-tensioners built into the seat belt assembly.
When a vehicle is involved in a frontal or frontal off-set collision, the pre-tensioners receives an
operational signal from the SAS control module, retracting and tightening the seat belt webbing
instantly on the driver and front passenger restraints. Remove in the order indicated below.
Screw 2. Connector 3. Door switch 3. Rear 1. Remove the wheel and tire, and inspect the sensor
for looseness and damage. Replace the sensor if necessary. Clearance Inspection 1. Inspect the
clearance between the wheel-speed sensor and the sensor rotor. Clearance 0. Disconnect the
ABS wheel-speed sensor connector. Inspect the resistance at the ABS wheel-speed sensor.
Resistance 1. On level ground, jack up the vehicle and support it evenly on safety stands.
Inspect each sensor by rotating each wheel one revolution per second. Voltage 0. Disconnect
the ABS wheel speed sensor connector. Using an oscilloscope, inspect voltage pattern for
distortion and noise by rotating each wheel. Page 43 Slide the sunshade forward, and install it
to the sunroof frame. Install the sunshade stopper. Install the screws, and then install the drip
rail. Remove the driver-side door lock actuator. Verify that the oil pressure warning light
illuminates when the ignition switch is turned to ON position. Verify that the oil pressure
warning light goes off when the engine is started. Always perform an inspection of the door lock
control module before removal. Remove the bracket. Disconnect the door lock control module
connector. Remove the door lock control module by prying the lock section of the upper part
with a flathead screwdriver. Remove in the order indicated in the table. Page 2. Eight-terminal 1.
Remove the driver-side air bag module. Remove the steering wheel. Remove the column cover.
Remove the clock spring. Connector 2. Screw 3. Combination switch 7. Disassemble in the
order indicated below. Wiper lever 3. Light lever 4. Body 2. Assemble in the reverse order of
disassembly. Reconnect the HO2S connector. Turn the ignition switch to LOCK position.
Disconnect the negative battery cable and wait for more than 1 minute. Remove the side walls.
Bolt 3. SAS control module 5. Turn the ignition switch to ON position. Verify that the air bag

system warning light illuminates for approximately 6 seconds and then goes off. Inspect the
system using the on-board diagnostic function. Perform the air bag module deployment
authorization procedure. Remove the SAS control module. Nut 2. SAS control module bracket 3.
Driver-side air bag module 2. Passenger-side air bag module 3. Clock spring 4. Driver-side side
air bag module 5. Passenger-side side air bag module 6. SAS control module 7. Driver-side side
air bag sensor 8. Passenger-side side air bag sensor 9. Driver-side pre-tensioner seat belt
Disconnect the cruise control switch connector. Measure the resistance and inspect for
continuity between the cruise control switch terminals using an ohmmeter. Raise the door glass
completely. Inspect for continuity between the door key cylinder switch terminals using an
ohmmeter. If not as specified, replace the door key cylinder switch. Specification: 0. Reconnect
the CMP sensor connector. Remove the driver-side door trim. Turn the door screen over.
Disconnect the door lock-link switch connector. Inspect for continuity between the door
lock-link switch terminals using an ohmmeter. Type B 1. Be sure there is no foreign material on
the CKP sensor when replacing. Disconnect the CKP sensor connector. Remove the
undercover. Remove the CKP sensor installation bolt. Reconnect the CKP sensor connector.
Doing so will break the harness. Insert a tape-wrapped flathead screwdriver between the front
door trim and the door lock switch and push the clip to remove the door lock switch.
Disconnect the door lock switch connector. Remove the climate control unit. Connect the
climate control unit connector. Measure the voltage at each climate control unit terminal and
refer to the terminal voltage list. If there is any malfunction, replace the climate control unit.
Remove the door lock switch. Inspect for continuity between the door lock switch terminals
using an ohmmeter. Back-up light switch 3. Disconnect the back-up light switch connector.
Inspect for continuity between the back-up light switch terminals using an ohmmeter. Pressure
regulator 2. Quick release connector 3. PRC solenoid valve 4. Pulsation damper 5. Fuel injector
6. Remove the shift-lock unit. Connect the shift-lock unit connector. Measure the voltage at each
shift lock unit terminal and refer to the terminal voltage table. If there is any malfunction, replace
the shift-lock unit. Remove the sunshade stopper. Slide the sunshade backward, and remove it
from the sunroof frame. Remove the screws, and then remove the rear drip. Slide the drip shoe
backward, and remove it from the sunroof frame. Remove the sunroof motor. Remove the
stopper screw. Slide the guide backward, and remove it from the sunroof frame. Remove the
deflector. Install the deflector. If the threads cannot be adequately cleaned to correctly install
the sensor, then converter or exhaust pipe can be replaced. However, these parts are subject to
collection to confirm the replacement was necessary. Install 02 sensor and tighten to:
Tightening Torque: 29 - 49 Nm 22 - 36 ft. Pull out the keyless control module with the connector
connected. Visually inspect for damage, cracks, terminal bends and terminal rust on the MAF
sensor. Reconnect the MAF sensor connector. Verify that the clutch switch is installed properly.
Remove the clutch switch. Specifications 4. Inspect the continuity between the clutch switch
terminals using an ohmmeter. Disconnect the trunk compartment light switch connector.
Inspect for continuity between the trunk compartment light switch terminal an a body ground
using an ohmmeter. Screw 4SD 2. Horn button contact 4SD 3. Screw 4. Cruise control switch 5.
Install a new SAS control module. Verify that the air bag system warning light illuminates for
approximately 6 seconds, goes off, and then flashes continuously. Wait for approximately 1
second or more and then turn the ignition switch back to ON position. Install a new side air bag
sensor. For 4SD, remove the rear seat back. For 5HB, remove the trunk side trim. Warm up the
engine and run it at idle. Run the engine at 3, rpm until the voltmeter indicates approx.
Specification 5. Verify that the voltmeter needle moves when the engine speed increases and
decreases suddenly several times. Remove the front fog light switch. Inspect for continuity
between the front fog light switch terminals using an ohmmeter. Disconnect the sensor
connector. Connect an ohmmeter to the connector. Starting with the fluid level above MIN,
verify that there is no continuity. Remove the brake fluid and verify that there is continuity when
the level is below MIN. Remove the door switch. Inspect for continuity between the door switch
terminal and a body ground using an ohmmeter. If there are any concerns with the keyless entry
system, then first determine which of the parts is inoperative, and replace only the failed part.
Remove the left side trunk side trim. Intermittent rear wiper relay 4. Type C 1. Type D 1.
Five-terminal Type A 1. Tightening torque 16 - 23 N. Install the ECT sensor. The updates will be
reflected on future SRT Manual. NOTE: Warranty claims submitted for a Fuel Pump Assembly
will be denied or subject to debit when an individual replacement part could have been used to
repair the vehicle i. Remove the liftgate trim. Disconnect the cargo compartment light switch
connector. Inspect for continuity between the cargo compartment light switch terminals using
an ohmmeter. Remove the passenger-side front side trim. Disconnect the key reminder switch
connector. Inspect for continuity between the key reminder switch terminals using an
ohmmeter. Remove the headliner. Remove the glass panel. Disconnect the front and rear drain

hoses from the sunroof frame. Remove the roof harness from the sunroof frame. Remove the
bolts and nuts, and then remove the sunroof unit. Adjust the glass panel. Remove the screws,
and then remove the drip rail. Remove the cruise control module without disconnecting the
connector. Before disconnecting the SAS control module connector or removing the SAS
control module, turn the ignition switch to LOCK position, then disconnect the negative battery
cable and wait for more than 1 minute to allow the backup power supply of the SAS control
module to deplete its stored power. The crash sensor inside the control module may send an
electrical signal to the air bag modules. This will deploy the air bag modules, which may result
in serious injury. Therefore, before connecting the connector, firmly mount the control module
to the vehicle. The used SAS control module may have been damaged internally which may
cause improper operation, resulting in major injuries or even death. The used single point SAS
control module cannot be bench-checked or self-checked. Disconnect the brake switch
connector. Inspect for continuity between the terminals of the brake switch connector using the
ohmmeter. Remove the key reminder switch. Always perform an inspection of the DRL control
module before removal. Remove the negative battery cable. Disconnect the DRL control module
connector. Remove the DRL control module by prying the lock section of the side part with a
flathead screwdriver. Install the manifold gauge set. Disconnect the refrigerant pressure switch
connector. Verify the high-pressure side reading of the manifold gauge and continuity between
the terminals of the refrigerant pressure switch. Specification Front: Approx. Turn off the engine
and wait until it is cool before removing the ECT sensor. Disconnect the ECT sensor connector.
Replace the gasket. Refill the engine coolant. Measure the voltage at the door lock control
module terminals as indicated. Disconnect the door lock control module connector before
inspecting for continuity at terminals F, H, M and N. Remove the front passenger side scuff
plate. Remove the front passenger side trim. Partially peel off the floor covering from the front
of the passengers side. Be careful not to cut yourself when handling the PCM plate. Inspect for
continuity between the fan switch terminals using an ohmmeter. Remove the glove
compartment. Remove the left side side panel from the dashboard. Compress the tabs of the
front fog light switch and pull the switch out of the dashboard. Disconnect the connector to
remove the front fog light switch. Measure the voltage at the keyless control module terminals
other than terminal L as indicated. Disconnect the keyless control module connector and
inspect for continuity between terminal L and bracket. Inspect for continuity at terminal L as
indicated below. If the parts and wiring harnesses are okay but the system still does not work
properly, perform the troubleshooting. If seizure occurs, remove the converter or exhaust pipe
from the vehicle and re-attempt removal with the assembly placed in a vise. If reusing oxygen
sensor, mask it with masking tape to prevent lubrication soaking. Slide the guide forward, and
install it to the sunroof frame. Install the stopper screw. Move the guide by hand until it is tilted
up position. Move the link built into the guide by hand until it is aligned with mark A and mark B.
Install the sunroof motor. Slide the drip shoe forward, and install it to the sunroof frame. Use
IPA Isopropyl alcohol to remove any excess repair sealant. Install the screws, and then install
the rear drip. Page 22 Pinouts Part 2 2. Remove the hazard warning switch. Inspect for
continuity between the hazard warning switch terminals using an ohmmeter. Cruise control
module 4. Install the IAT sensor. Remove the power outside mirror switch. Inspect for continuity
between the power outside mirror switch terminals using an ohmmeter. Page 82 Pinouts Part 2
2. Measure the voltage at the DRL control module terminals as indicated. Disconnect the DRL
control module connector before inspecting for continuity at terminal 1 E. Remove the sunroof
switch. Inspect for continuity between the sunroof switch terminals using an ohmmeter. Verify
that the CKP sensor is installed properly. Measure the air gap between the crankshaft pulley
teeth and the CKP sensor using a feeler gauge. See Crankshaft Pulley Removal Note.
Specification: Approx. Remove the driver-side front door trim. Push the clip from the reverse
side of the trim to remove the switch panel. Disconnect the connector. Remove the screws, and
then remove the power outside mirror switch. Remove the knock sensor. Tightening torque
Remove the refrigerant pressure switch. Refrigerant Pressure Switch Installation Note 1. Apply
compressor oil to the O-ring and connect the joint. If there are any concerns with the fuel pump
system, then first determine which of the parts is inoperative, and replace only the failed part.
The fuel sender unit, fuel pump, or fuel pump filter may be individually replaced rather than the
entire Fuel Pump Assembly. Verify customer concern. If a Fuel Pump component requires
replacement, replace only the individual failed part rather than the entire assembly. Only replace
the entire Fuel Pump Assembly when the entire system is cause of concern. Verify repair.
Remove the panel light control switch. Connect the connector to the panel light control switch.
Measure the voltage at the panel light control switch as indicated. Disconnect the panel light
control switch connector before inspecting for continuity at terminal D. Terminal C inspection 1.
Measure the wave pattern of the C terminal on the panel light control switch using an

oscilloscope. Set the headlight switch to either the TNS or headlight position. Set the panel light
control switch to the brightest position. Remove the driver-side side panel. Connector 4. Insert
your hand into the hole in the driver-side side panel, grasp the tabs of the panel light control
switch and pull it forward to remove. Get notified when we add a new Mazda Protege Manual
Notify me. Get notified when we add a new MazdaProtege Manual. Notify me. We cover 60
Mazda vehicles, were you looking for one of these? Thanks for visiting my little site! Can you
help keep us online? Or add your coupon if you have it? Thank you for visiting OnlyManuals.
JavaScript seems to be disabled in your browser. You must have JavaScript enabled in your
browser to utilize the functionality of this website. All parts meet OEM quality standards, and in
most cases exceed the quality of the original product. If you receive an incorrect item from us,
we will immediately pay for return shipment and send you the correct item. If the part we ship to
you arrives in damaged or non-working condition, we will ship another item out to you
immediately. Our prices are hands-down some of the lowest you'll find on the net. If you find a
product sold for a lower price by another vendor, we will beat or match their price. Auto parts
manufacturers must adhere to a strict set of guidelines in order to meet the criteria laid out by
FMVSS Any lights or reflectors that adorn vehicles traveling on public roads MUST adhere to
the regulations; otherwise, the manufacturer is subject to a slew of penalties. While the
regulations are designed primarily for manufacturers, consumers must always be sure that any
lights that they install on their vehicles also meet these regulations. Citations can be issued for
products that do not meet the minimum regulatory requirements. All of the parts carried on
Go-Parts. Our manufacturers only produce replacement lights that meet the highest of industry
standards, ensuring on-road safety and reducing the probability of breakdowns in component
construction. We know how important it is for you to be back on the road, so we strive to make
your buying experience as easy and fast as possible. Start Here. Please Wait All Base Model. All
Hatchback. All Left Driver Right Passenger. All 2. Correct Item Guaranteed If you receive an
incorrect item from us, we will immediately pay for return shipment and send you the correct
item. Item in Good Condition Guaranteed If the part we ship to you arrives in damaged or
non-working condition, we will ship another item out to you immediately. Fast Shipping
Guaranteed Most orders are shipped out the same day as they're received. Best Price
Guaranteed Our prices are hands-down some of the lowest you'll find on the net. Some of the
FMVSS guidelines include: Technical specifications illumination, construction Proper product
marking Manufacturer registration While the regulations are designed primarily for
manufacturers, consumers must always be sure that any lights that they install on their vehicles
also meet these regulations. Nissan Versa Headlights. Trusted brands. Fast Shipping. Secure
Shopping. Our mission We know how important it is for you to be back on the road, so we strive
to make your buying experience as easy and fast as possible. Bolt Checkout. Base Model. Left
Driver Right Passenger. JavaScript seems to be disabled in your browser. You must have
JavaScript enabled in your browser to utilize the functionality of this website. All parts meet
OEM quality standards, and in most cases exceed the quality of the original product. If you
receive an incorrect item from us, we will immediately pay for return shipment and send you the
correct item. If the part we ship to you arrives in damaged or non-working condition, we will
ship another item out to you immediately. Our prices are hands-down some of the lowest you'll
find on the net. If you find a product sold for a lower price by another vendor, we will beat or
match their price. Auto parts manufacturers must adhere to a strict set of guidelines in order to
meet the criteria laid out by FMVSS Any lights or reflectors that adorn vehicles traveling on
public roads MUST adhere to the regulations; otherwise, the manufacturer is subject to a slew
of penalties. While the regulations are designed primarily for manufacturers, consumers must
always be sure that any lights that they install on their vehicles also meet these regulations.
Citations can be issued for products that do not meet the minimum regulatory requirements. All
of the parts carried on Go-Parts. Our manufacturers only produce replacement lights that meet
the highest of industry standards, ensuring on-road safety and reducing the probability of
breakdowns in component construction. We know how important it is for you to be back on the
road, so we strive to make your buying experience as easy and fast as possible. Start Here.
Please Wait Other Protege models available: Protege5 Tail Lights. All Sedan. All Left Driver
Right Passenger. All 2. Correct Item Guaranteed If you receive an incorrect
rth6580wf wiring diagram
2001 jeep grand cherokee radiator fan
skoda superb sportline 2017
item from us, we will immediately pay for return shipment and send you the correct item. Item
in Good Condition Guaranteed If the part we ship to you arrives in damaged or non-working
condition, we will ship another item out to you immediately. Fast Shipping Guaranteed Most

orders are shipped out the same day as they're received. Best Price Guaranteed Our prices are
hands-down some of the lowest you'll find on the net. Some of the FMVSS guidelines include:
Technical specifications illumination, construction Proper product marking Manufacturer
registration While the regulations are designed primarily for manufacturers, consumers must
always be sure that any lights that they install on their vehicles also meet these regulations.
Subaru Outback Radiators. Trusted brands. Fast Shipping. Secure Shopping. Our mission We
know how important it is for you to be back on the road, so we strive to make your buying
experience as easy and fast as possible. Bolt Checkout. Left Driver Right Passenger.

