2003 chevy cavalier body parts

Main St. Fuquay Varina, NC Great so far, good price and less shipping cost than everywhere
else I checked. Great price! You will be my go to source for parts from now on! Toggle
Navigation John Hiester Chevrolet. Categories About Us. Select a Vehicle. Search Go. You can
edit the name of your vehicle by clicking the pencil icon on the right. Something went wrong.
Please try again. Select Your Vehicle Below:. VIN Go. No vehicles found. Select your vehicle
below:. Your Cart. Continue Shopping View Cart. Tabbing past or clicking of this link will close
the Cart. Home Chevrolet Cavalier Body. Authentic Chevrolet Cavalier Body Parts. When it
comes to repairs, we know you want the best for your Chevrolet Cavalier. When you shop with
us, we offer our comprehensive catalog of Body parts with every purchase. While browsing, you
can view our graphical parts diagrams, designed to take all the guesswork out of your
experience with us. Select a Chevrolet Cavalier Trim Level. Base Coupe. John Hiester Chevrolet.
Address: N. Average 4. Legal Policies Data Requests. Links My Information Testimonials. Data
Agreement While every reasonable effort is made to ensure the accuracy of this data, we are not
responsible for any errors or omissions contained on these pages. Please verify any
information in question with a sales representative. Top-quality parts and other accessories are
what repair techs need to keep that Chevrolet rolling whatever the driving. Often the trickiest job
about repairing your car or truck is searching for a reasonable source for outstanding parts. If it
happens that your car starts running rough, the clear solution is acquiring a new top-notch
replacement or OEM part to keep your car or truck in optimum running order. When you want to
shop for Chevrolet Cavalier parts, you'll do well to get the highest-ranked parts and
components available - and here at PartsGeek you will find the best prices around, along with
first-rate order fulfillment. Chevrolet manufacturers highly popular vehicles, especially the
Cavalier, and they are often spotted on the road. Take advantage of The dependability and solid
performance that belong to a Chevrolet Cavalier are two reasons for always acquiring
replacement and aftermarket parts with a similar quality; outstanding parts don't have to cost a
fortune. A Chevrolet Cavalier is a fine car but with wear the best-designed cars and trucks will
break down without maintenance cycles and replacement of broken systems. The Chevrolet
Cavalier was manufactured from to A compact car, it shared a platform with the Buick Skylark,
Cadillac Cimmaron, Oldmobile Firenza, and a number of Pontiac models, including the Sunbird.
The Cavalier was available as a four-door sedan, a two-door coupe and a station wagon. That
platform, known as the "J-Body," was first developed in the s in the wake of the Arab Oil
Embargo. The idea was to create a platform that could be shared by several different models,
allowing for interchangeability of components and reducing engineering duplication. This
platform was used for nearly a quarter of a century. The Cavalier was an attempt to appeal to
customers that had abandoned domestic vehicles for small, economical Japanese imports.
Compared to makes such as Nissan and Toyota, the Cavalier was definitely second-rate - but it
still managed to be a top seller for General Motors' Chevrolet Division. One of the factors that
put it ahead of its Japanese competitors was the sticker price, which was substantially lower.
Even today, low resale prices make the Chevy Cavalier a real bargain for those in the market for
inexpensive, basic transportation. It should be kept in mind, however, that the Chevrolet
Cavalier has always had issues in terms of construction cheap, inferior materials were
frequently used , obsolete design and safety problems. Although the Cavalier rolled off GM's
assembly lines for twenty-four years, there were only three generations of design. The second
generation offered a few more options in terms of engine; the base model came with a 2. In ,
Chevrolet introduced the 2. Over the model years, mechanical upgrades were made as well. In ,
an improved manual transmission was installed, and upgrades were made to the anti-lock
braking system. On the down side, the Cavalier's interior has always lacked real style, and has
been made with cheap materials. All-in-all however, power, handling and fuel economy has
generally been acceptable, making it a good choice as a first vehicle for a young driver. If you
are considering the purchase of a pre-owned Cavalier, be aware that the fewest problems have
been reported on models; you will probably want to avoid the models, which have had
numerous issues. Fortunately, Chevrolet Cavalier auto parts are not expensive. Furthermore,
when things begin to wear out, Chevrolet Cavalier aftermarket parts may be a distinct
improvement over factory components. I received the parts I needed in a timely manner. The
prices are great. I will definetly use partsgeek. Prices surely beat local parts stores by far and I
qualified for free shipping right to my front step. I added an extra thin layer of silicon to a corner
because it wasn't even. But the headlight came with a sylvania bulb already in place!!! Saved
me 20 for the pair. Excellent packing, received item within one week. Great instructions and
illustrations. Thanks for your help!! Received right on time. Part fit perfectly. Was pleasantly
surprised and saved money. Thanks PG. Skip to main content Menu. Close X. Call To Order: To
return a part, simply submit a support ticket within 30 days of ordering and we will issue you an
RMA number to return your product. See customer service page for refund and return details.

We scour the web to make sure PartsGeek always has low prices. You can buy with confidence!
Brake Rotor. Clutch Kit. Engine Mount. Fuel Pump. Headlight Assembly. Strut and Coil Spring
Assembly. Timing Chain Kit. Wheel Hub Assembly. Window Motor. ABS Harness Connector.
ABS Pump Connector. ABS Relay. ABS Relay Connector. ABS Speed Sensor. Accessory Belt
Idler Pulley. Accessory Belt Tension Pulley. Accessory Belt Tensioner. Accessory Belt
Tensioner Assembly. Accessory Drive Belt. Accessory Power Relay. Air Bag Connector. Air Bag
Module Connector. Air Bag Sensor Connector. Air Charge Temperature Sensor Connector. Air
Cleaner Mounting Gasket. Air Filter. Air Flap Actuator. Air Intake Hose. Air Lift Leveling Kit. Air
Pump Check Valve. Air Pump Pulley. Air Temperature Sensor. Alignment Camber Kit. Alignment
Caster Camber Kit. Alternator Adapter Plug. Alternator Brush Assembly. Alternator Brush Set.
Alternator Diode Trio. Alternator Rectifier Set. Alternator Resistor. Antenna Connector.
Anti-Rattle Clip. Anti-Theft Relay Connector. Anti-Theft Resistor Connector. Ash Tray Light
Bulb. Assembly Lubricant. Audio Amplifier Relay. Auto Trans Case Vent. Auto Trans Clutch
Plate. Auto Trans Connector. Auto Trans Dipstick Tube Seal. Auto Trans Direct Clutch Plate.
Auto Trans Drive Sprocket Bearing. Auto Trans Indicator Lamp Socket. Auto Trans Indicator
Light. Auto Trans Indicator Light Bulb. Auto Trans Manual Shaft Seal. Auto Trans Oil Cooler
Hose. Auto Trans Oil Pump Seal. Auto Trans Output Shaft. Auto Trans Output Shaft Seal. Auto
Trans Pressure Control Solenoid. Auto Trans Pressure Switch Manifold. Auto Trans Ring Gear.
Auto Trans Seal Drive Axle. Auto Trans Shift Cable Bushing. Auto Trans Shift Solenoid. Auto
Trans Speedometer Pinion Seal. Auto Trans Torque Converter. Auto Trans Valve Body Gasket.
Automatic Choke Heater Control Relay. Automatic Choke Relay. Automatic Transmission Case
Gasket. Automatic Transmission Filter. Automatic Transmission Filter Kit. Automatic
Transmission Kickdown Cable. Automatic Transmission Oil Cooler. Automatic Transmission
Pan. Automatic Transmission Pan Gasket. Automatic Transmission Selector Cable. Automatic
Transmission Side Cover Seal. Automatic Transmission Solenoid. Automatic Transmission
Speed Sensor. Automatic Transmission Wire Harness. Auxiliary Fan Assembly. Auxiliary Fan
Control Unit. Auxiliary Fan Motor. Auxiliary Fan Relay. Auxiliary Shaft Sprocket. Axle Assembly.
Axle Support Bushing. Back Up Lamp Socket. Back Up Light Bulb. Back Up Light Switch. Back
Up Light Switch Connector. Balance Shaft Chain. Balance Shaft Chain Guide. Balance Shaft
Chain Kit. Balance Shaft Chain Tensioner. Balance Shaft Gear. Balance Shaft Kit. Balance Shaft
Tensioner Rail. Ball Joint. Battery Cable. Battery Hold Down. Blower Control Switch. Blower
Motor. Blower Motor Relay. Blower Motor Resistor. Body Builder Connector. Body Control
Module Connector. Body Harness Connector. Body Wiring Harness Relay. Booster Check Valve.
Brake Bar. Brake Bleeder Screw. Brake Booster. Brake Caliper. Brake Drum. Brake Fluid Level
Sensor. Brake Fluid Level Sensor Connector. Brake Hardware Kit. Brake Hose. Brake Hose
Lock. Brake Hydraulic Hose to Caliper Bolt. Brake Light Bulb. Brake Light Connector. Brake
Light Switch. Brake Light Switch Retainer. Brake Master Cylinder. Brake Master Cylinder
Bleeding Tool. Brake Master Cylinder Cap. Brake Master Cylinder Cap Gasket. Brake Master
Cylinder Reservoir. Brake Pad Retaining Clip. Brake Pad Set. Brake Pedal Bushing. Brake Pedal
Pad. Brake Pressure Modulator Motor Connector. Brake Pressure Modulator Sensor Connector.
Brake Proportioning Valve. Brake Shoe Set. Brake Shoes Hold Down Kit. Brake Spring Hold
Down Pin. Brake Switch Harness. Bulb Socket. Bumper Absorber. Bumper Cover. Bumper
Reinforcement. Bypass Hose. CV Boot Kit. Caliper Bolt Kit. Caliper Bushing. Caliper Piston.
Caliper Repair Kit. Camshaft Bearing Set. Camshaft Gear. Camshaft Housing Gasket. Camshaft
Position Sensor. Camshaft Repair Sleeve. Car Cover. Carbon Canister. Carburetor Choke
Thermostat. Carburetor Choke Thermostat Connector. Carburetor Float. Cargo Area Light
Connector. Catalytic Converter. Catalytic Converter Pipe. Central Lock Switch. Check Engine
Light Bulb. Cigarette Lighter. Cigarette Lighter Socket Connector. Circuit Breaker. Clock Light.
Clutch Cable. Clutch Friction Disc. Clutch Hydraulic Line. Clutch Lever. Clutch Master Cylinder.
Clutch Master Cylinder and Line Assembly. Clutch Pedal Bushing. Clutch Pedal Pad. Clutch
Pedal Position Switch. Clutch Slave Cylinder. Clutch Starter Safety Switch. Coil Spring
Insulator. Coil Spring Set. Communication Interface Module Connector. Connecting Rod
Bearing Set. Control Arm. Control Arm Bushing. Control Arm Bushing Kit. Control Arm and Ball
Joint Assembly. Control Unit. Conversion Gasket Set. Coolant Bleeder Screw. Coolant Level
Sensor. Cooling Fan Switch. Cooling System Tester Adapter. Cornering Lamp Socket.
Cornering Lamp Socket Connector. Cornering Light. Cornering Light Bulb. Courtesy Light Bulb.
Crank Position Sensor. Crankcase Breather Hose. Crankshaft Gear. Crankshaft Repair Sleeve.
Crankshaft Seal. Crankshaft Seal Kit. Cruise Control Check Valve. Cruise Control Module.
Cruise Control Module Connector. Cruise Control Release Switch. Cruise Control Release
Switch Connector. Cruise Control Switch. Cruise Control Switch Connector. Cruise Control
Vacuum Tank. Cruise Control Valve. Cylinder Head Dowel Pin. Cylinder Head Spacer Shim.
Dash Harness Connector. Dashboard Wiring Harness Clip. Daytime Light Relay. Daytime

Running Lamp Module Connector. Daytime Running Lamp Relay Connector. Daytime Running
Light Relay. Daytime Running Light Resistor. Deck Lid Latch. Differential Bearing. Direct
Ignition Coil. Direct Ignition Coil Boot. Direct Ignition Coil Boot Kit. Distributor Advance Weight
Pin. Distributor Cap. Distributor Cap O-Ring. Distributor Cap and Rotor Kit. Distributor Felt
Washer. Distributor Gasket. Distributor Housing Seal. Distributor O-Ring. Distributor Pole Piece
Assembly. Distributor Rotor. Distributor Shaft Washer. Dome Lamp Connector. Dome Lamp
Switch Connector. Dome Light Bulb. Door Contact Switch. Door Glass Attaching Clips. Door
Handle. Door Hinge Bushing. Door Jamb Switch Connector. Door Latch Assembly. Door Lock
Actuator. Door Lock Actuator Connector. Door Lock Actuator Kit. Door Lock Actuator Motor.
Door Lock Cylinder Clip. Door Lock Kit. Door Lock Module Connector. Door Lock Motor
Connector. Door Lock Relay Connector. Door Lock Rod Clip. Door Lock Switch Connector. Door
Lock Switch Retaining Clip. Door Mirror Connector. Door Panel Install Kit. Door Weatherstrip.
Door Window Switch Connector. Door Window Switch Retaining Clip. Drive Belt Tensioner
Pulley. Drum Brake Adjusting Plug. Drum Brake Adjusting Screw Assembly. Drum Brake
Adjusting Spring Kit. Drum Brake Hardware Kit. Drum Brake Return Spring Kit. Drum Brake
Shoe C-Washer. EGR Valve. EGR Valve Gasket. Electric Fuel Pump. Electronic Brake Control
Relay. Electronic Brake Control Relay Connector. Electronic Control Unit. Engine Camshaft
Position Sensor Connector. Engine Compartment Light Bulb. Engine Connecting Rod Bearing
Pair. Engine Coolant Air Bleeder Valve. Engine Coolant Level Sensor Connector. Engine
Coolant Level Switch. Engine Coolant Temperature Sensor Connector. Engine Coolant Water
Inlet Seal. Engine Cooling Fan. Engine Cooling Fan Motor Connector. Engine Cooling Fan Motor
Kit. Engine Cooling Fan Switch Connector. Engine Crankcase Vent Heater Connector. Engine
Crankshaft Position Sensor Connector. Engine Gasket Set. Engine Harmonic Balancer. Engine
Mount Bushing. Engine Oil Filter Adapter. Engine Oil Filter Bypass Valve. Engine Oil Pressure
Sensor. Engine Oil Pump Drive Seal. Engine Shock Mount. Engine Shutdown Switch Harness
Connector. Engine Water Pump Stud Kit. Engine Wiring Harness. Engine Wiring Harness Clip.
Engine Wiring Harness Connector. Exhaust Bracket. Exhaust Clamp. Exhaust Flange Stud and
Nut. Exhaust Gasket. Exhaust Hanger. Exhaust Manifold. Exhaust Manifold Bolt and Spring.
Exhaust Manifold Gasket. Exhaust Manifold Gasket Set. Exhaust Pipe. Exhaust Seal Ring.
Exhaust Spring. Exhaust Valve. Expansion Plug. Expansion Plug Kit. Expansion Tank.
Expansion Tank Cap. Fader Control Switch. Fast Idle Valve Solenoid Relay. Flex Plate. Floor Mat
Set. Flywheel Shim. Fog Light. Fog Light Bulb. Fog Light Connector. Fog Light Switch
Connector. Forward Lamp Harness Connector. Fuel Cap Tester Adapter. Fuel Feed Pipe O-Ring.
Fuel Filler Neck. Fuel Filter. Fuel Filter Seal. Fuel Injection Harness Connector. Fuel Injection
Nozzle O-Ring. Fuel Injection Plenum Gasket Set. Fuel Injector. Fuel Injector Connector. Fuel
Injector Kit. Fuel Injector O-Ring. Fuel Injector O-Ring Kit. Fuel Injector Seal. Fuel Injector Seal
Kit. Fuel Injector and Insulator Retainer Kit. Fuel Level Sending Unit. Fuel Level Sensor. Fuel
Line Connector. Fuel Line O-Ring. Fuel Lock Ring. Fuel Pressure Regulator. Fuel Pressure
Regulator Service Kit. Fuel Pump Assembly. Fuel Pump Cutoff Switch. Fuel Pump Flange. Fuel
Pump Flange Gasket. Fuel Pump Lock Ring. Fuel Pump Mounting Gasket. Fuel Pump Pressure
Switch Connector. Fuel Pump Pulsator. Fuel Pump Relay Connector. Fuel Pump Tank Seal. Fuel
Pump Wiring Harness. Fuel Pump and Strainer Set. Fuel Screen. Fuel Sending Unit Gasket. Fuel
Shut Off Solenoid Connector. Fuel Tank. Fuel Tank Cap. Fuel Tank Harness Connector. Fuel
Tank Pressure Sensor. Fuel Tank Pressure Sensor Connector. Fuel Tank Strap. Fuel
Temperature Sensor Connector. Fuel Vapor Pressure Sensor Connector. Glove Box Lamp
Connector. Glove Box Lamp Socket. Glove Box Light Bulb. Harmonic Balancer Repair Sleeve.
Hatch Strut. Hazard Flasher Switch. Hazard Warning Flasher. Hazard Warning Flasher
Connector. Hazard Warning and Turn Signal Flasher. Head Bolt. Head Bolt Set. Head Gasket.
Head Gasket Set. Header Pipe Bolt. Headlamp Socket. Headlight Adjusting Screw. Headlight
Bucket Kit. Headlight Bulb. Headlight Bulb Retainer. Headlight Connector. Headlight Dimmer
Switch. Headlight Dimmer Switch Actuator. Headlight Dimmer Switch Connector. Headlight High
Beam Lamp Connector. Headlight Low Beam Lamp Connector. Headlight Relay Connector.
Headlight Set. Headlight Switch. Headlight Switch Connector. Headlight Wiring Harness.
Headliner Harness Connector. Heater Core. Heater Hose. Heater Hose Connector. Heater Hose
Fitting. Heater Hose Set. Heater Valve. High Beam Indicator Light Bulb. Hood Prop Rod Retainer.
Hood Release Cable. Hood Scoop. Horn Connector. Horn Relay Connector. Idle Air Control
Valve. Idle Air Control Valve Connector. Idle Control Valve. Idle Speed Control Motor. Idle Speed
Control Motor Connector. Ignition Coil. Ignition Coil Bolt. Ignition Coil Connector Kit. Ignition
Coil Cover. Ignition Coil Housing. Ignition Coil Interface Module. Ignition Coil Mounting Bracket.
Ignition Coil Seal. Ignition Coil Wire Retainer Bolt. Ignition Control Module Connector. Ignition
Control Module Harness. Ignition Control Unit. Ignition Distributor. Ignition Lock Cylinder.
Ignition Lock Cylinder Set. Ignition Lock Housing. Ignition Passlock Sensor. Ignition Switch.

Ignition Switch Connector. Ignition Wire Boot Set. Inner Fender. Inner Fender Well. Input Shaft
Seal. Instrument Panel Cluster Relay. Instrument Panel Connector. Instrument Panel Dimmer
Switch Connector. Instrument Panel Harness Connector. Instrument Panel Lamp Socket.
Instrument Panel Light Bulb. Instrument Panel Wiring Harness Clip. Instrument Panel Wiring
Harness Relay. Intake Manifold Gasket. Intake Manifold Gasket Set. Intake Manifold Temperature
Sensor. Intake Manifold Temperature Sensor Connector. Intake Plenum Gasket. Intake Valve.
Interior Door Handle. Interior Door Light Bulb. Interior Rear View Mirror Connector. Intermediate
Pipe. Keyless Entry Receiver Connector. Kickdown Cable Seal. Knock Sensor. Knock Sensor
Connector. License Lamp Lense. License Lamp Socket. License Light Bulb. Liftgate Harness
Connector. Liftgate Lock Actuator Connector. Lug Nut. MAP Sensor. Main Bearing Gasket Set.
Main Bearing Set. Main Relay. Manifold Absolute Pressure Sensor Connector. Manifold
Differential Pressure Sensor. Manual Trans Differential Bearing. Manual Trans Differential Race.
Manual Trans Input Shaft Race. Manual Trans Output Gear Bearing. Manual Trans Output Shaft
Race. Manual Trans Shift Cable. Map Light Bulb. Mass Air Flow Sensor. Mass Air Flow Sensor
Connector. Mass Air Flow Sensor Relay. Mixture Control Solenoid. Mixture Control Solenoid
Connector. Muffler Kit. Muffler Strap. Multi Function Switch. Multi Rib Belt. Neutral Safety
Switch. Neutral Safety Switch Connector. Oil Cooler. Oil Cooler Hose. Oil Cooler Mounting Kit.
Oil Dipstick. Oil Drain Plug. Oil Drain Plug Assembly. Oil Drain Plug Gasket. Oil Filler Cap. Oil
Filter. Oil Filter Housing Cap. Oil Filter Kit. Oil Filter O-Ring. Oil Filter Remote Mounting Kit. Oil
Filter Stand Gasket. Oil Level Sender. Oil Level Sensor Connector. Oil Pan. Oil Pan Gasket. Oil
Pan Gasket Set. Oil Pressure Sender. Oil Pressure Switch Connector. Oil Pump. Oil Pump Drive
Shaft. Oil Pump Intermediate Shaft. Oil Pump O-Ring. Oil Pump Pickup Tube and Screen. Oil
Pump Shaft Guide. Output Shaft Bearing. Output Shaft Seal. Oxygen Sensor. Oxygen Sensor
Connector. PCV T Fitting. PCV Valve. PCV Valve Grommet. Paper Repair Manual. Parking Brake
Cable. Parking Brake Cable Connector. Parking Brake Cable Equalizer. Parking Brake Indicator
Light Bulb. Parking Brake Strut Spring. Parking Light Assembly. Parking Light Bulb. Parking
Light Bulb Socket. Parking Light Relay. Parking Light Relay Connector. Pickup Coil. Pilot
Bearing. Piston Ring Set. Ported Vacuum Switch. Power Antenna Relay. Power Antenna Relay
Connector. Power Brake Filter. Power Feed Harness Connector. Power Steering Cooler. Power
Steering Cooler Bracket. Power Steering Cooling Line. Power Steering Filter. Power Steering
Pressure Hose. Power Steering Pressure Sensor Connector. Power Steering Pressure Switch
Connector. Power Steering Pump. Power Steering Pump Pulley. Power Steering Pump Repair
Kit. Power Steering Pump Seal Kit. Power Steering Pump Shaft Bearing. Power Steering
Reservoir Cap. Power Steering Reservoir Line Hose. Power Steering Return Hose. Power
Steering Seal. Power Window Motor Connector. Power Window Regulator and Motor Assembly.
Power Window Switch Connector. Pre Heat Hose. Purge Valve. Push Rod. Push Rod Guide
Plate. Quarter Panel. Quarter Window Motor. R12 Refrigerant Oil. RA Refrigerant Oil. Rack and
Pinion Mount Bushing. Radiator Cap. Radiator Cap Tester Adapter. Radiator Drain Petcock.
Radiator Drain Plug. Radiator Fan Assembly. Radiator Hose. Radio Connector. Radio Display
Light Bulb. Radio Knob. Radio Multi Purpose Connector. Radio Noise Suppression Relay. Radio
Power Connector. Radio Wiring Relay. Reading Lamp Connector. Reading Light Bulb. Rear
Lamp Harness Connector. Rear View Mirror. Rear Window Defogger Connector. Reference
Sensor. Release Bearing. Release Bearing and Slave Cylinder Assembly. Ring Gear. Rocker
Arm Ball. Rocker Arm Kit. Rocker Arm Nut. Rocker Arm Stud. Rod Bearing. Seat Belt Buckle
Button Stop. Seat Belt Light. Seat Belt Light Bulb. Seat Cover. Secondary Air Injection Check
Valve. Secondary Air Injection Pump. Secondary Air Injection Solenoid Connector. Shift
Interlock Solenoid Connector. Shift Rod Seal. Shock Absorber. Shock Absorber Air Hose Kit.
Shock Mount. Shock Mounting Kit. Shoulder Belt Guide Motor Connector. Side Air Bag Sensor
Connector. Side Marker Assembly. Side Marker Lamp Socket Connector. Side Marker Light
Assembly. Side Marker Light Bulb. Spark Plug. Spark Plug Boot. Spark Plug Boot Retainer.
Spark Plug Insulator Kit. Spark Plug Non-Fouler. Spark Plug Wire Holder. Spark Plug Wire Set.
Speaker Connector. Speaker Relay. Speedometer Cable. Speedometer Cable Make Up Kit.
Speedometer Transmitter. Spindle Nut. Stabilizer Bar Link. Starter Brush Set. Starter Bushing.
Starter Drive. Starter Heat Shield. Starter Motor Relay Connector. Starter Solenoid. Starter
Solenoid Switch. Steering Column Connector. Steering Column Housing Repair Kit. Steering
Gear Housing Bearing. Steering Gear Worm Shaft Seal. Steering Rack. Steering Rack Boot Kit.
Steering Rack Bushing. Steering Rack Seal Kit. Steering Shaft. Steering Shaft Bearing. Steering
Wheel Motion Sensor. Stop Light Switch. Strut Assembly. Strut Bearing. Strut Bellows. Strut
Bump Stop. Strut Mount. Suspension Air Compressor Kit. Sway Bar Bushing Kit. Sway Bar Link.
Sway Bar Link Kit. T-Belt Tensioner Damper. Tail Lamp Socket. Tail Light Assembly. Tail Light
Bulb. Tail Light Bulb Holder. Tail Light Repair Harness Connector. Tail Pipe. Tailgate Window
Relay. Thermostat Gasket. Thermostat Housing. Thermostat Housing Gasket. Thermostat

O-Ring. Throttle Body Gasket. Throttle Body Injector Filter. Throttle Body Mounting Gasket Set.
Throttle Body Repair Kit. Throttle Body Seal. Throttle Cable. Throttle Position Sensor. Throttle
Position Sensor Connector. Throttle Position Sensor Kit. Tie Rod. Tie Rod Bushing. Tie Rod
End. Tie Rod End Adjusting Sleeve. Tie Rod End Boot. Tie Rod End Bushing Kit. Timing
Camshaft Gear Bolt. Timing Camshaft Sprocket. Timing Chain. Timing Chain Tensioner. Timing
Chain Tensioner Guide. Timing Cover Gasket. Timing Cover Gasket Set. Timing Cover Harmonic
Balancer Sleeve. Timing Cover Repair Sleeve. Timing Cover Repair Sleeve Tool. Timing
Crankshaft Sprocket. Timing Guide Rail. Timing Set. Torque Converter Seal. Trailer Connector
Kit. Transmission Mount. Transmission Mount Bushing. Trunk Lid Release Cable. Trunk Lid
Release Relay. Trunk Lid Release Relay Connector. Trunk Lid Release Switch. Trunk Light Bulb.
Trunk Lock. Trunk Strut. Turn Signal Assembly. Turn Signal Cam. Turn Signal Cam Retainer
Spring. Turn Signal Flasher. Turn Signal Indicator Light Bulb. Turn Signal Light. Turn Signal
Light Bulb. Turn Signal Light Connector. Turn Signal Relay. Turn Signal Relay Connector. Turn
Signal Repair Kit. Turn Signal Switch. Under Hood Light Bulb. Vacuum Check Valve. Vacuum
Pump. Vacuum Reservoir. Valley Pan Gasket Set. Valve Cover Gasket. Valve Cover Gasket Set.
Valve Cover Grommet Set. Valve Guide. Valve Lifter. Valve Spring. Valve Spring Retainer
Keeper. Valve Stem Seal. Valve Stem Seal Kit. Vapor Canister Filter. Vapor Canister Purge
Solenoid. Vapor Canister Purge Solenoid Connector. Vapor Canister Vent Solenoid. Vapor
Canister Vent Valve. Vehicle Speed Sensor Connector. Vehicle Speed Sensor Reluctor. Vehicle
Speed Sensor Seal. Voltage Regulator. Voltage Regulator Connector. Washer Pump. Washer
Reservoir. Water Bypass Gasket. Water Distribution Pipe. Water Inlet Gasket. Water Outlet
O-Ring. Water Pump. Water Pump Gasket. Water Pump Gasket Set. Water Pump Gear. Water
Pump Inlet Tube. Water Pump Pulley. Water Temperature Sender. Water Temperature Sensor.
Wheel Cover. Wheel Cylinder. Wheel Lock Set. Wheel Nut Cover. Wheel Seal Kit. Wheel Speed
Sensor Connector. Wheel Stud. Window Crank Handle. Window Guide. Window Regulator.
Window Regulator Guide Clip Set. Window Regulator Hardware Kit. Window Regulator Roller.
Window Switch. Window Washer Pump Motor Connector. Windshield Washer Check Valve.
Windshield Washer Fluid Reservoir Cap. Windshield Washer Fluid Reservoir Filter. Windshield
Washer Pump Connector. Windshield Washer Switch Lever. Windshield Wiper Arm. Windshield
Wiper Linkage. Windshield Wiper Motor. Windshield Wiper Motor Connector. Windshield Wiper
Motor Crank Arm. Windshield Wiper Switch Connector. Windshield Wiper and Washer Switch.
Wiper Blade. Wiper Blade Insert. Wiper Motor Pulse Board Kit. Wiper Motor Pulse Board Module.
Wiper Switch. Wiring Relay. Body Electrical. Climate Control. Cooling System. Engine Electrical.
Engine Mechanical. Fuel Delivery. Air Intake. Chemicals and Fluids. Drive Belts. Fuel Injection.
Tools and Hardware. Action Crash. FCS Automotive. Spectra Premium. A1 Cardone. AC Delco.
AP Exhaust. AUS Injection. Air Lift. Air Products. All Sales. Atlantic Automotive. Austin Baker.
Auto Ventshade. BBB Industries. BWD Automotive. BWD CQ. Beck Arnley. Brute Power. DIY
Solutions. DNJ Rock. Dynamic Friction. E3 Spark Plugs. Eagle Eyes. Eastern Catalytic. Edge
Products. Energy Suspension. Factory Air. Firestone Ride-Rite. Four Seasons. GB
Remanufacturing. GT Styling. Global Parts Distributors. Husky Liner. Ishino Stone. Jet Chips.
Koyo Cooling. Metro Molded. Motorad UltraStats. Mr Gasket. New Era. OSC Automotive. Original
Equipment. Performance Friction. Pioneer Cables. Power Stop. Premium Guard. Professional
Parts Sweden. Pure Energy. Quick Steer. Rain X. Rhino Pac. Russell Performance. Sealed
Power. Specialty Products. Standard Motor Products. Strong Arm. Trans Dapt. US Motor Works.
USA Industries. United Automotive. VR Gaskets. Victor Reinz. WAI Global. Wagner Brake.
Walker Exhaust. Walker Products. Click to Enlarge. Monroe Strut and Coil Spring Assembly.
Features: RoadMatic struts include all the components required for strut replacement in a
single, fully-assembled unit Monroe RoadMatic Complete Strut Assembly Nitrogen gas charge
and all-weather fluid deliver improved comfort Meets OE product specifications. Airtex EM Fuel
Pump. Position of Product: Right - Passenger Side. Quality: Value Line - High quality
automotive part with the highest cost savings. Action Crash GM Mirror. Quality: Premium - High
quality new replacement part. Pronto Wheel Hub Assembly. Pronto BR Brake Rotor. LUK Clutch
Kit. Features: OE Quality Replacement. Shipping Options: Free Ground Shipping. Product Note:
-- Traditional brake rotors - Ceramic brake pads. Centric Read more reviews. Worked
wonderfully. Solved the rusted threw original bracket like a charm. Catalog: B. Vehicle Chevrolet
Cavalier. Vehicle Engine Chevrolet Cavalier. Shipping Options: Ground Fitment Information:.
Catalog: D. Vehicle Notes Chevrolet Cavalier. Your Cart: 0 items. Step 1. Step 2. Step 3. Step 4.
Select Year. Select Year First. Select Make First. Select a Part. Don't see your Part? Choose the
larger assembly your part is attached to. For example: if your looking for a Hood Latch, choose
Hood. Expand your search. For example: find "Hood Latch" by choosing "Hood". All rights
reserved. Chevrolet Cavalier AC Compressor. Chevrolet Cavalier AC Condenser. Chevrolet
Cavalier AC Evaporator. Chevrolet Cavalier Air Bag. Chevrolet Cavalier Air Cleaner. Chevrolet

Cavalier Air Conditioning Condenser. Chevrolet Cavalier Air Conditioning Evaporator. Chevrolet
Cavalier Air Conditioning Hoses. Chevrolet Cavalier Air Flow Meter. Chevrolet Cavalier
Alternator. Chevrolet Cavalier Antenna. Chevrolet Cavalier Anti-lock Brake Pts. Chevrolet
Cavalier Axle Shaft. Chevrolet Cavalier Back Glass. Chevrolet Cavalier Battery. Chevrolet
Cavalier Battery Tray. Chevrolet Cavalier Belt Tensioner. Chevrolet Cavalier Blower Motor.
Chevrolet Cavalier Body Parts, Misc. Chevrolet Cavalier Brackets, Misc. Chevrolet Cavalier
Brain Box. Chevrolet Cavalier Brake Caliper. Chevrolet Cavalier Brake Master Cyl. Chevrolet
Cavalier Brake Master Cylinder. Chevrolet Cavalier Brakes, Front. Chevrolet Cavalier Brakes,
Rear. Chevrolet Cavalier Bumper Assy, Front. Chevrolet Cavalier Bumper Assy, Rear. Chevrolet
Cavalier Bumper Cover, Fr. Chevrolet Cavalier Bumper Cover, Rr. Chevrolet Cavalier Bumper
Guard, Front. Chevrolet Cavalier Bumper Guard, Rear. Chevrolet Cavalier Bumper Reinf, Front.
Chevrolet Cavalier Bumper Shock. Chevrolet Cavalier Caliper. Chevrolet Cavalier Camshaft.
Chevrolet Cavalier Carpet Front. Chevrolet Cavalier Carpet Rear. Chevrolet Cavalier Catalytic
Converter. Chevrolet Cavalier Chassis Cont Mod. Chevrolet Cavalier Chassis Control Module.
Chevrolet Cavalier Clutch Disc. Chevrolet Cavalier Clutch Master Cylinder. Chevrolet Cavalier
Clutch Slave Cylinder. Chevrolet Cavalier Coil Ignitor. Chevrolet Cavalier Column Switch.
Chevrolet Cavalier Console. Chevrolet Cavalier Conv Top Lift. Chevrolet Cavalier Conv Top
Motor. Chevrolet Cavalier Convertible Boot. Chevrolet Cavalier Convertible Top Lift. Chevrolet
Cavalier Convertible Top Motor. Chevrolet Cavalier Coolant Pump. Chevrolet Cavalier Coolant
Reservoir. Chevrolet Cavalier Crankshaft. Chevrolet Cavalier Cylinder Block. Chevrolet Cavalier
Cylinder Head. Chevrolet Cavalier Dash Assembly. Chevrolet Cavalier Dash Bezel. Chevrolet
Cavalier Dash Pad. Chevrolet Cavalier Dash Panel. Chevrolet Cavalier Dash Wiring Harness.
Chevrolet Cavalier Decklid Tailgate. Chevrolet Cavalier Distributor. Chevrolet Cavalier Door
Assembly, Fr. Chevrolet Cavalier Door Glass, Front. Chevrolet Cavalier Door Glass, Rear.
Chevrolet Cavalier Door Handle. Chevrolet Cavalier Electronic Pts, Msc. Chevrolet Cavalier
Emergency Brake Parts. Chevrolet Cavalier Engine Assembly. Chevrolet Cavalier Engine
Mounts. Chevrolet Cavalier Exhaust Assembly. Chevrolet Cavalier Exhaust Manifold. Chevrolet
Cavalier Fan Blade. Chevrolet Cavalier Floor Shifter. Chevrolet Cavalier Fog Light. Chevrolet
Cavalier Front Brakes. Chevrolet Cavalier Front Bumper Assembly. Chevrolet Cavalier Front
Bumper Cover. Chevrolet Cavalier Front Bumper Reinforcement. Chevrolet Cavalier Front Door.
Chevrolet Cavalier Front Door Glass. Chevrolet Cavalier Front End Assembly. Chevrolet
Cavalier Front Lamp. Chevrolet Cavalier Front Seat. Chevrolet Cavalier Front Spindle Knuckle.
Chevrolet Cavalier Fuel Filler Door. Chevrolet Cavalier Fuel Filler Neck. Chevrolet Cavalier Fuel
Inject Parts. Chevrolet Cavalier Fuel Pump. Chevrolet Cavalier Fuel Tank. Chevrolet Cavalier
Fuse Box. Chevrolet Cavalier Gas Tank. Chevrolet Cavalier Glove Box. Chevrolet Cavalier
Harmonic Balancer. Chevrolet Cavalier Header Panel Assembly. Chevrolet Cavalier Header
Panel Assy. Chevrolet Cavalier Headlamp Assembly. Chevrolet Cavalier Headlight. Chevrolet
Cavalier Heater Assembly. Chevrolet Cavalier Hood Hinge. Chevrolet Cavalier Ignition Switch.
Chevrolet Cavalier Inner Fender. Chevrolet Cavalier Intake Manifold. Chevrolet Cavalier Interior
Parts Misc. Chevrolet Cavalier Knee, Front. Chevrolet Cavalier Lamp Wiring Harness. Chevrolet
Cavalier Light Wiring Harness. Chevrolet Cavalier Loaded Beam Axle. Chevrolet Cavalier Misc.
Chevrolet Cavalier Muffler. Chevrolet Cavalier Oil Pan. Chevrolet Cavalier Power Brake Booster.
Chevrolet Cavalier Power Window Motor. Chevrolet Cavalier Qtr Repair Panel. Chevrolet
Cavalier Quarter Glass. Chevrolet Cavalier Quarter Moulding. Chevrolet Cavalier Quarter Panel
Assembly. Chevrolet Cavalier Quarter Panel Assy. Chevrolet Cavalier Radiator. Chevrolet
Cavalier Radiator Core Supp. Chevrolet Cavalier Radiator Core Support. Chevrolet Cavalier
Radiators. Chevrolet Cavalier Radio Audio. Chevrolet Cavalier Rear Brakes. Chevrolet Cavalier
Rear Bumper Assembly. Chevrolet Cavalier Rear Bumper Cover. Chevrolet Cavalier Rear
Bumper Reinforcement. Chevrolet Cavalier Rear Clip. Chevrolet Cavalier Rear Door. Chevrolet
Cavalier Rear Door Glass. Chevrolet Cavalier Rear Stub Axle. Chevrolet Cavalier Rear Top
Section. Chevrolet Cavalier Rear Valance. Chevrolet Cavalier Rocker Panel. Chevrolet Cavalier
Rocker Panel Moulding. Chevrolet Cavalier Roof Assembly. Chevrolet Cavalier Roof Glass.
Chevrolet Cavalier Seat, Rear. Chevrolet Cavalier Seat Belt Assm. Chevrolet Cavalier Seat Belt
Motor. Chevrolet Cavalier Seat Track, Front. Chevrolet Cavalier Shift Lever Linkage. Chevrolet
Cavalier Shock Absorber. Chevrolet Cavalier Side View Mirror. Chevrolet Cavalier Speaker.
Chevrolet Cavalier Speedometer. Chevrolet Cavalier Spoiler, Rear. Chevrolet Cavalier Stabilizer
Bar. Chevrolet Cavalier Starter Motor. Chevrolet Cavalier Starter Solenoid. Chevrolet Cavalier
Steering Column. Chevrolet Cavalier Steering Gear Rack. Chevrolet Cavalier Steering Rack and
Pinion. Chevrolet Cavalier Steering Wheel. Chevrolet Cavalier Stereo Radio. Chevrolet Cavalier
Stub Axle, Rear. Chevrolet Cavalier Sun Roof. Chevrolet Cavalier Sun Visor or Shade. Chevrolet
Cavalier Suspension Compressor Pump. Chevrolet Cavalier Tail Lamp. Chevrolet Cavalier
Temperature Control. Chevrolet Cavalier Third Light. Chevrolet Cavalier Throttle Body

Assembly. Chevrolet Cavalier Timing Cover. Chevrolet Cavalier Torque Converter. Chevrolet
Cavalier Transmiss,Transaxle. Chevrolet Cavalier Transmission. Chevrolet Cavalier
Transmission Pan. Chevrolet Cavalier Trunk Lid Hinge. Chevrolet Cavalier Valve Cover.
Chevrolet Cavalier Wash Reservoir Assy. Chevrolet Cavalier Wdsh Washer Motor. Chevrolet
Cavalier Wheel Cover. Chevrolet Cavalier Windshield Glass. Chevrolet Cavalier Windshield
Washer Reservoir. Chevrolet Cavalier Windshield Wiper Arm. Chevrolet Cavalier Wiper Motor,
Wdsh. Chevrolet Cavalier Wiper Motor, Windshield. Chevrolet Cavalier Wiper Transmission.
Chevrolet Cavalier Wire Harness, Trans. Quick Links Download this manual. Table of Contents.
Automobile Chevrolet Avalanche Owner's Manual pages. Keys Doors and Locks? This manual
includes the latest information at the time it was printed. We reserve the right to make changes
after that time without further notice. Page 4 Safety Warnings and Symbols You will find a
number of safety cautions in this book. These mean there is something that could hurt you or
other people. Page 5 Vehicle Damage Warnings Also, in this book you will find these notices:
Notice: These mean there is something that could damage your vehicle. A notice will tell you
about something that can damage your vehicle. Many times, this damage would not be covered
by your warranty, and it could be costly. Manual Seats Reclining Seatbacks Head Restraints
Seatback Latches Easy Entry Seat Rear Seats Safety Belts Safety Belts: They Are for Everyone
Page 10 Your vehicle will be equipped with one of the following passenger seat adjusters. If
your vehicle is not equipped with easy entry seats, your passenger seat adjuster looks like this.
Page 11 Reclining Seatbacks To adjust the seatback, lift the lever located on the outboard side
of the seat and move the seatback to where you want it. Release the lever and push rearward on
the seatback to make sure it is locked. Pull up on the lever without pushing on the seatback and
the seatback will go to an upright position. Page 12 Sitting in a reclined position when your
vehicle is in motion can be dangerous. Page 13 Seatback Latches If your vehicle is a two-door
model, the front seatback folds forward to let people get into the back seat. To fold a front
seatback forward, lift the latch located on the lower back side of the seatback and push the
seatback forward. Page 14 Easy Entry Seat. In a sudden stop or crash, the person sitting there
could be injured. If your vehicle has this feature, the right front seat makes it easy to get in and
out of the rear seat. Pull the release straps located in the trunk. It also tells you some things you
should not do with safety belts. Page 18 Page 19 The person keeps going until stopped by
something. In or the instrument panel a real vehicle, it could be the windshield Page 20 or the
safety belts! With safety belts, you slow down as the vehicle does. Page 22 Lap-Shoulder Belt
The driver has a lap-shoulder belt. Close and lock the door. Adjust the seat so you can sit up
straight. Pick up the latch plate and pull the belt across you. Page 23 5. To make the lap part
tight, pull down on the buckle end of the belt as you pull up on the shoulder belt. In a crash, this
applies force to the strong pelvic bones. Adjust the height so that the shoulder portion of the
belt is centered on your shoulder. The belt should be away from your face and neck, but not
falling off your shoulder. The shoulder belt is too loose. In a crash, you would move forward too
much, which could increase injury. The shoulder belt should fit against your body. Page 26
What's wrong with this? You can be seriously ir,,w,GJ if your be.. In a crash, the belt would go
up over your abdomen. The belt forces would be there, not at the pelvic bones. You can be
seriously injured if you wear the shoulder belt under your arm. In a crash, your body would
move too far forward, which would increase the chance of head and neck injury. If a belt is
twisted, make it straight so it can work properly, or ask your dealer to fix it. Page 29 To unlatch
the belt, just push the button on the buckle. The belt should go back out of the way. Before you
close the door, be sure the belt is out of the way. If you slam the door on it, you can damage
both the belt and your vehicle. Page 30 The best way to protect the fetus is to protect the
mother. For pregnant women, as for anyone, the key to making safety belts effective is wearing
them properly. Page 31 Lap-Shoulder Belt All rear seating positions have lap-shoulder belts.
The shoulder belt may lock if you pull the belt across you very quickly. Page 32 If the belt stops
before it reaches the buckle, tilt the latch plate and keep pulling until you can buckle it. Pull up
on the latch plate to make sure it is secure. If the belt is not long enough, see Safety Belt
Extender on page Page 33 The lap part of the belt should be worn low and snug on the hips, just
touching the thighs. In a crash this applies force to the strong pelvic bones. If you slid under it,
the belt would apply force at your abdomen. Rear shoulder belt comfort guides will provide
added safety belt comfort for older children who have outgrown booster seats and for small
adults. Page 35 1. Pull the elastic cord out from between the edge of the seatback and the
interior body to remove the guide from its storage clip. Slide the guide under and past the belt.
The elastic cord must be under the belt. Then, place the guide over the belt, and insert the two
edges of the belt into the slots of the guide. Page 36 4. Buckle, position and release the safety
belt as 3. Be sure that the belt is not twisted and it lies flat. The elastic cord must be under the
belt and the Make sure that the shoulder belt crosses the guide on top. Page 37 To remove and

store the comfort guides, squeeze the belt edges together so that you can take them out of the
guides. Pull the guide upward to expose its storage clip, and then slide the guide onto the clip.
Turn the guide and clip inward and in between the seatback and the interior body, leaving only
the loop of elastic cord exposed. What is the proper way to wear safety belts? If possible, an
older child should wear a lap-shoulder belt and get the additional restraint a shoulder belt can
provide. Page 39 Never do this. Here two children are wearing the same belt. A belt must be
used by only one person at a time. Page 40 Never do this. Here a child is sitting in a seat that
has a lap-shoulder belt, but the shoulder part behind the child. If the child wears the belt inthis
way, in a crash the child might slide under the belt. Page 41 Infants and Young Children
Everyone in a vehicle needs protection! This includes infants and all other children. Neither the
distance traveled nor the age and size of the traveler changes the need, for everyone, to use
safety restraints. In fact, the law in every state in the United States and in every Canadian
province says children up to some age must be restrained while in a vehicle. Page 42 holdit. A
baby should be secured in an appropriate restraint. Page 43 What are the different types of
add-on child restraints? Page 44 The body structure of a young child is quite unlike that of an
adult or older child, for whom the safety belts are designed. Page 45 A rear-facing infant seat B
provides restraint with the seating surface against the back of the infant. The harness system
holds the infant in place and, in a crash, acts to keep the infant positioned in the restraint. Some
booster seats have a shoulder belt positioner, and some high-back booster seats have a
five-point harness. A booster seat can also help a child to see out the window. Page 47 When
choosing a child restraint, be sure the child restraint is designed to be used in a vehicle. If it is,
it will have a label saying that it meets federal motor vehicle safety standards. Then follow the
instructions for the restraint. You may find these instructions on the restraint itself or in a
booklet, or both. Wherever you install it, be sure to secure the child restraint properly. Page 49
In Canada, the law requires that forward-facing child restraints have a top strap, and that the
strap be anchored. In the United States, some child restraints also have a top strap. If your child
restraint has a top strap, it should be anchored. Anchor the top strap to one of the following
anchor points. You'll find anchors A in the rear outside seat positions. To assist you in locating
the lower anchors for this child restraint system, each seating position with the LATCH system
will have a label applied to the seatback at each anchor position. In a crash, the child could be
seriously injured or killed. Find the anchors for the seating position you want to use, where the
bottom of the seatback meets the back of the seat cushion. Put the child restraint on the seat.
Page 53 Tilt the latch plate to adjust the belt if needed. Buckle the belt. Make sure the release
button is positioned so you would be able to unbuckle the safety belt quickly if you ever had to.
Page 54 4. To tighten the belt, pull up on the shoulder belt while you push down on the child
restraint. Page 56 5. Pull the rest the shoulder belt all the way out of 4. Make sure the release
button the retractor to set the lock. Page 57 6. To tighten the belt, feed the shoulder belt back
into the retractor while you push down on the child restraint. You may find it helpful to use your
knee to push down on the child restraint as you tighten the belt. Your vehicle has a frontal air
bag for the driver and a frontal air bag for the right front passenger. Your vehicle may also have
a side impact air bag for the driver, and another side impact air bag for the right front
passenger. Page 59 Frontal air bags are designed to help minimize the risk of injury from the
force of an inflating frontal air bag while providing enough force to perform properly. Air bags
must inflate very quickly to do their job and comply with federal regulations. Therefore, you
need to know some important things about the air bag systems.. Page 60 its the side of your
vehicle. Both frontal and side impact air bags inflate with great force, faster than the blink of an
eye. Page 61 instrument panel, which shows the air bag symbol. The system checks the air bag
electrical system malfunctions. The light tells you if there is an electrical problem. See Air Bag
Readiness Light on page for more information. In moderate to severe frontal or near frontal
collisions, even belted occupants can contact the steering wheel or the instrument panel. In
moderate to severe side collisions, even belted occupants can contact the inside of the vehicle.
Page 66 When an air bag inflates, there is dust air. This dust could cause breathing problems
for people with a history of asthma or other breathing trouble. To avoid this, everyone in the
vehicle should get out as soon as it is safe to do so. There are air bag system parts in several
places around your vehicle. Your dealer and the service manual have information about
servicing your vehicle and the air bag system. Page Restraint System Check Restraint System
Check Checking Your Restraint Systems Now and then, make sure the safety belt reminder light
latch and all your belts, buckles, plates, retractors and anchorages are working properly. Look
for any other loose or damaged safety belt system parts. If you see anything that might keep a
safety belt system from doing its job, have it repaired. A damaged restraint system may not
properly protect the person using it,resulting serious injury or even death in a crash. To help
make sure your restraint systems are working properly after a crash, have them inspected and

any necessary replacements made as Remote Keyless Entry System Door Locks Lockout
Protection Leaving Your Vehicle Page Keys Keys Leavmg children in a vehicle with the ignition
key is dangerous for many reasons. A child or others could be badly injured or even killed. They
could operate the power windows or other controls or even make the vehicle move. Don't leave
the keys in a vehicle with children. Page 72 One key is used for the ignition, the doors and all
other locks. When a new vehicle is delivered, the dealer removes the key tag from the key and
gives it to the first owner. Each tag has a code on it that tells your dealer or a qualified
locksmith how to make extra keys. Page 73 At times you may notice a decrease in range. This is
normal for any remote keyless entry system. If the transmitter does not work or if you have to
stand closer to your vehicle for the transmitter to work, try this: Check the distance. In addition,
if all doors and the trunk are closed, the headlamps will flash once, the interior lamps will turn
off, and the vehicle content theft security system will arm. Page 75 Matching Transmitter s to
Your Vehicle Each remote keyless entry transmitter is coded to prevent another transmitter
from unlocking your vehicle. If a transmitter is lost or stolen, a replacement can be purchased
through your dealer. Remember to bring any remaining transmitters with you when you go to
your dealer. Page 76 Resynchronization Your remote keyless entry system is equipped with a
security system that prevents anyone from recording and playing back your signal. The
transmitter does not send the same signal twice to the receiver. The receiver will not respond to
a signal that has been sent to it more than once. Passengers especially children easily open the
doors and fall out of a moving vehicle. Press the lower portion of the switch to lock the doors.
Press the upper portion of the switch to unlock the doors. Unlock the door from the inside. Then
open the door from the outside. Page 80 Trunk To unlock the trunk from the outside, insert the
key ana turn the trunk lock cylinder or use the remote keyless entry transmitter if your vehicle
has one. When closing the trunk, close from the center to ensure it fully latches. Although you
may use one hand to unlock the trunk, it is recommended that two hands on the upper surface
be used to close the trunk. Page 81 Remote Trunk Release Press the remote trunk release
button, located on the lower left side of the instrument panel, to release the trunk lid. If your
vehicle is equipped with the remote keyless entry system, the daytime running lamps will flash
twice. Make sure the remote trunk release lockout feature is not activated. Page 83 Leaving
children in a vehicle with the windows closed is dangerous. A child can be overcome by the
extreme heat and can suffer permanent injuries or even death from heat stroke. Never leave a
child alone in a vehicle, especially with the windows closed in warm or hot weather. Page 84
Manual Windows On a vehicle with manual windows, use the window crank to open and close
each window. If your vehicle has this feature, the switches on the center console control each of
the power windows when the ignition is on. In addition, on four-door models, each rear
passenger door has a control switch for its own window. Although your vehicle has a number of
theft-deterrent features, we know that nothing we put on it can make it impossible to steal.
However, there are ways you can help. Content Theft-Deterrent Arming the System off, The
system will also re-arm if all doors and trunk are later closed, or pressing the transmitter
UNLOCK or trunk button to turn off the alarm and disarm the system, or putting the key in the
ignition and turning it to Page 88 On manual transaxle vehicles, turning the key to LOCK will
lock the steering column and result in a loss of ability to steer the vehicle. This could cause a
collision. If you need to turn the engine while the vehicle is moving, turn the key only to OFF.
Page 89 Key Release Button Manual Transaxle The ignition key cannot be removed from the
ignition unless the key release button is used. To remove the key, turn the key to OFF. Then,
while pressing the key release button in, turn the key to LOCK and pull it straight out. Page 90
Starting Your Engine 1. When the engine starts, let go of the key. The idle speed will go down as
your engine gets warm. Usually, the coolant heater should be plugged in a minimum of four
hours prior to starting your vehicle. Page 92 How long should you keep the coolant heater
plugged in? The answer depends on the outside temperature, the kind of oil you have, and
some other things. Your vehicle has an automatic transaxle shift lock control system. Then,
slowly let up on the clutch pedal as you press the accelerator pedal. Page 96 Shift Speeds If you
skip a gear when downshift, you could lose control of your vehicle. You could injure yourself or
others. Up-Shift Light If you have a manual transaxle, you may have an up-shift light. Page 97 To
release the parking brake, hold the brake pedal down. Pull the parking brake lever up until you
can press the release button. Hold the release button in as you move the brake lever all the way
down. If you forget to release your parking brake prior to driving away, a chime will sound to
remind you to release the parking brake. Your vehicle could move suddenly if the shift lever not
fully in PARK P with the parking brake firmly set. And, if you leave the vehicle with the engine
running, it could overheat and even catch fire. See Automatic Transaxle Operation on page
Engine Exhaust.. Engine exh, , s t car. But if you ever have to, Pnre are some thi-s luling the
engine with the climate control system off could allow dangerous exhaust into your vehicle.

Page Mirrors Mirrors Manual Rearview Mirror To reduce glare from lamps behind you, move the
lever toward you to the night position. Outside Remote Control Mirror The outside rearview
mirror should be adjusted so you can see a little of the side of your vehicle when you are sitting
in a comfortable driving position. A convex mirror can make things like other vehicles look
farther away than they really are. If you cut too sharply into the right lane, you could hit a
vehicle on your right. Fold the mirror toward the front of the vehicle. Hold the mirror in position
with your left hand. Page Onstar System Onstar System OnStar' uses global positioning system
GPS satellite technology, wireless communications, and state of the art call centers to provide
you with a wide range of safety, security, information and convenience services. An Onstar
subscription plan is included in the price of your vehicle. You can place calls nationwide using
voice-activated dialing with no contracts, no roaming charges and no access fees. Page Storage
Areas Storage Areas Cupholder s There are two cupholders located at the front of the center
console, in front of the shift lever. There are also cupholders for the rear seat passengers
located under the center console lid. Open the center console lid all the way to uncover the rear
cupholders. Page Sunroof Sunroof Your vehicle may have a sunroof. With the ignition on, press
and hold the rear of the switch and the glass panel will open to the vent position. Open the
sunshade by hand when using the vent position. Press and hold the rear the switch again to
open the glass panel and the sunshade. Hazard Warning Flashers Other Warning Devices Tilt
Wheel Turn SignaVMultifunction Lever Exterior Lamps Interior Lamps Accessory Power Outlets
Ashtrays and Cigarette Lighter Climate Controls Climate Control System Page Climate Controls
The main components of your instrument panel are the following: A. Fog Lamp Button B.
Instrument Panel Brightness Control C. Turn SignallMultifunction Lever D. Instrument Panel
Cluster E. Hazard Warning Flashers Switch F. Ignition Switch G. Page Other Warning Devices
The hazard warning flasher switch is located on the top of the steering column. Move the switch
to the right to make the front and rear turn signal lamps flash on and off. Page Tilt Wheel Tilt
Wheel Your vehicle may have a tilt wheel which allows you to adjust the steering wheel before
you drive. You can raise it to the highest level to give your legs more room when you exit and
enter the vehicle. The lever that allows you to tilt the steering wheel is located on the left side of
the steering column. Page Turn and Lane-Change Signals The turn signal has two upward for
right and two downward for left positions. These positions allow you to signal a turn or a lane
change. To signal a turn, move the lever all the way up or down. When the turn is finished, the
lever will return automatically. Page Windshield Wipers Use this lever located on the right side
of the steering wheel to operate the windshield wipers. Turn the lever down for a longer delay or
up for a shorter delay. Page Windshield Washers To wash your windshield, pull the stalk with
the wiper symbol on it toward you one time. When you release the stalk, the washers will stop.
The wipers continue wiping for approximately three cycles and will either stop or will resume
the speed you were using before. In freezing weather, d Cruise control can be dangerous on
slippery roads. On such roads, fast changes in tire traction can cause needless wheel spinning,
and you could lose control. Page Resuming a Set Speed Suppose you set your cruise control at
a desired speed and then you apply the brake or clutch pedal. This, of course, shuts off the
cruise control. Page Reducing Speed While Using Cruise Control There are two ways to reduce
your speed while using cruise control: Push in the button at the end of the lever until you reach
the lower speed you want, then release it. To slow down in very small amounts, briefly press the
button. Parking Lamps : Turning the band to this position turns on the parking lamps, together
with the following: Sidemarker Lamps DRL can be helpful in many different driving conditions,
but they can be especially helpful in the short periods after dawn and before sunset. Page
Interior Lamps Fog Lamps If your vehicle has this feature, use your fog lamps for better
visibility in foggy or misty conditions. The button for your fog lamps is located next to the
instrument panel brightness control. Push the top of the button to turn the fog lamps on. Push
the top of the button again to turn the fog lamps off. Page Entry Lighting When you open either
a front door or a rear door, I lamps inside your vehicle will go on. In addition, if your vehicle is
equipped with remote keyless entry, light will come on when the remote keyless entry UNLOCK
button is pressed. To use the outlet, remove the cover. When not in use, always cover the outlet
with the protective cap. Page Climate Controls Climate Controls Climate Control System With
this system you can control the heating, cooling and ventilation for your vehicle. Operation To
change the current mode, select one of the following: Vent : This mode directs air to the
instrument ; E! Page Temperature Control: Turn the center knob clockwise or counterclockwise
to manually increase or decrease the temperature inside your vehicle. Air Conditioning : Press
this button to turn the air-conditioning system on or off. When this button is pressed, an
indicator light above the button will come on to let you know the air conditioning is activated.
Page To defog the side windows, set the right knob to floor and the fan knob to the highest
setting. You can use the air conditioning while in this setting by pressing the air conditioning

button. In both cases, aim the side outlets toward the side windows. Page Outlet Adjustment
Outlet Adjustment Use the louvers located on the air outlets to change the direction of the
airflow. The pictures will help you locate them. Warning lights and gages can signal that
something is wrong before it becomes serious enough to cause an expensive repair or
replacement. Page Instrument Panel Cluster Instrument Panel Cluster Your instrument panel
cluster is designed to let you know at a glance how your vehicle is running. United States
Cluster shown, Canada similar Your odometer shows how far your vehicle has been driven, in
either miles used in the United States or kilometers used in Canada. Your odometer can be seen
when the vehicle is running. The safety belt light will also come on and stay on for several
seconds, then it will flash for several Page Charging System Light If the air bag readiness light
stays on after you start your vehicle, it means the air bag system be working properly. The air
bags in your vehicle may not inflate in a crash, or they could even inflate without a crash. This
light comes on when you need to shift to the next higher gear. See Transaxle Operation on page
Driving with the brake system warning light on can lead to an accident. Slippery road conditions
may exist if the Enhanced Traction System active light comes on, so adjust your driving
accordingly. This light may also come on when the anti-lock brake system is active. If this light
comes on and stays on, the coolant level in your vehicle low. If the light is on along with an
overheat warning, you may have a serious overheating problem. Page Notice: If you keep
driving your vehicle with this light on, after a while, your emission controls may not work as
well, your fuel economy may not be as good and your engine may not run as smoothly. This
could lead to costly repairs that may not be covered by your warranty. Page If the Light Is On
Steady You also may be able to correct the emission system malfunction by considering the
following: Did you recently put fuel into your vehicle? If so, reinstall the fuel cap, making sure to
fully install the cap. Page Oil Pressure Light Pressure Light If you have a low engine oil
pressure problem, light will stay on after you start your engine, or come on when you are
driving. This indicates that your engine is not receiving enough oil. The engine could be low on
oil, or could have some other oil problem. If the light flashes, the Passlock system has entered a
tamper mode. If the vehicle fails to start, see Passlock on page 2- It will stay on or come on if
detects a problem on the vehicle. Page Audio System S Audio System s Notice: Before you add
any sound equipment to your vehicle like a tape player, CB radio, mobile telephone or two-way
radio be sure you can add what you want. VOL Volume : Turn the knob to increase or to
decrease volume. RCL Recall : Press this knob to switch the display between time and radio
station frequency. Time display is available with the ignition turned off. Page Setting Preset
Stations The six numbered pushbuttons let you return to your favorite stations. Then press and
hold the up or the down arrow to move the sound toward the right or the left speakers. With
RDS, your radio can do the following: Seek to stations broadcasting the selected type of
programming, receive announcements concerning local and Set the volume at the desired level.
The display will show your selection. TUNE: Turn this knob to choose radio stations. SEEK :
Press the right or the left arrow the next or to the previous station and stay there. Turn the knob
to increase or to decrease. The display will show the bass or the treble level. If a station is weak
or noisy, you may want to decrease the treble. If the current tuned station does not broadcast
traffic announcements, the radio will seek to a station that does. When the radio finds a station
that broadcasts traffic announcements, it will stop. This If this message does not clear within a
short period of time, your receiver may have a fault. Page Playing a Compact Disc Insert a disc
partway into the slot, label side up. The player will pull it in and the disc should begin playing.
The display will show the CD symbol. Press the right arrow to go to the start of the next track. If
either of the arrows is held or pressed more than once, the player will continue moving
backward or forward through the CD. SEEK : Press the right or the left arrow to seek to the next
or to the previous station and stay there. Page If the whole message is not displayed, parts of it
will appear every three seconds. To scroll through the message at your own speed, press the
INFO button repeatedly. A new group of words will appear on the display with each press. Once
the complete message has been displayed, the information symbol will disappear from the
display until another new Page Playing a Cassette Tape Your tape player is built to work best
with tapes that are up to 30 to 45 minutes long on each side. Tapes longer than that are so thin
they may not work well in this player. The longer side with the tape visible should face to the
right. Press it again to return to playing speed. The radio will play while the tape reverses. The
station frequency and REV will appear on the display. To disable the feature, use the following
steps: 1. Turn the ignition on. Page 6 RDM Random : Press this pushbutton to hear the tracks in
random, rather than sequential, order. RDM ON will appear on the display. RDM T and the track
number will appear on the display when each track starts to play. Press it again to turn off
random play. Page Personal Choice Radio Controls Personal Choice Radio Controls This
feature enables two drivers to store and recall personal settings for radio presets, last tuned

station, volume, tone and audio source radio, cassette or CD. The numbers 1 or 2 found on the
back of the remote keyless entry transmitter correspond to the drivers To recall audio sources,
press the UNLOCK button on the remote keyless entry transmitter and turn the ignition The
longer range, however, can cause stations to interfere with each other. AM can pick up noise
from things like storms and power lines. Try reducing the treble to reduce this noise if you ever
get it. Page Care Of Your Cds The broken tape detection feature of your cassette tape player
may identify the cleaning cassette as a damaged tape, in error. To prevent the cleaning cassette
from being ejected, use the following steps: Turn the ignition on. Turn the radio off. If the mast
should ever become slightly bent, you can straighten it out by hand. If the mast is badly bent, as
it might be by vandals, you should replace it. Page Section Your Driving. Drunken Driving
Control of a Vehicle Off -Road Recovery Passing Driving at Night Page Your Driving. The Road.
Please start with a very important safety device in your vehicle: Buckle up. Page Police records
show that almost half of all motor vehicle-related deaths involve alcohol. In most cases, these
deaths are the result of someone who was drinking and driving. In recent years, more than 16,
annual motor vehicle-related deaths have been associated with the use of alcohol, with more
than , people injured. A person who consumes food just before or during drinking will have a
somewhat lower BAC level. You can have a serious-or even fatal-collision if you drive after
drinking. Page Braking Braking Braking action involves perception time and reaction time. First,
you have to decide to push on the brake pedal. Then you have to bring up your foot and do it.
Average reaction time is about only an average. Suddenly, an animal jumps out in front of you.
You slam on the brakes and continue braking. Always leave enough room up ahead to stop,
even though you have anti-lock brakes. You may feel or hear the system working, but this is
normal. Page Steering Steering Power Steering If you lose power steering assist because the
engine stops or the system is not functioning, you can steer but it will take much more effort.
Page Steering in Emergencies There are times when steering can be more effective than
braking. For example, you come over a hill and find a truck stopped in your lane, or a car
suddenly out from nowhere, or a child darts out from between parked cars and stops right in
front of you. If the level of the shoulder is only slightly below the pavement, recovery should be
fairly easy. Ease off the accelerator and then, if there is nothing in the way, steer so that your
vehicle straddles the edge of the pavement. Keep trying to steer and constantly seek an escape
route or area of less danger. One reason that some drivers are iiiteiy alcohol or drugs, with
night vision problems, or by fatigue. Here are some tips on night driving. Drive defensively.
Adjust your inside rearview mirror to reduce the glare from headlamps behind you. It can take a
second or two, or even several seconds, for your eyes to readjust to the dark. Page The heavier
the rain, the harder it is to see. Even if your windshield wiper blades are in good shape, a heavy
rain can make it harder to see road signs and traffic signals, pavement markings, the edge of
the road and even people walking. Page Hydroplaning Hydroplaning is dangerous. So much
water can build up under your tires that they can actually ride on the water. When your vehicle
is hydroplaning, it has little or no contact with the road. Page City Driving City Driving One of
the biggest problems with city streets is the amount ot trattlc on tnem. Vou7i want to waicn our
ior what the other drivers are doing and pay attention to traffic signals. Here are ways to
increase your safety in city driving: Know the best way to get to where you are going. Page
Freeway Driving Freeway Driving Mile for mile, freeways also called thruways, parkways,
expressways, turnpikes or superhighways are the safest of all roads. But they have their own
special rules. Drive at the same speed most of the other drivers are driving. Expect to move
slightly slower at night. When you want to leave the freeway, move to the proper lane well in
advance. If you miss your exit, do not, under any circumstances, stop and back up. Or is it just
plain falling asleep at the wheel? Call it highway hypnosis, lack of awareness, or whatever.
There is something about an easy stretch of road with the same scenery, along with the hum of
the tires on the road, the drone of the engine, and the rush of the wind against the vehicle that
can make you sleepy. Page If you drive regularly in steep country, or planning to visit there,
here are some tips that can make your trips safer and more enjoyable. Keep your vehicle in
good shape. Check all fluid levels and also the brakes, tires, cooling system and transaxle. Page
Winter Driving Winter Driving Include an ice scraper, a small brush or broom, a supply of
windshield washer fluid, a rag, some winter Here are some tips for winter driving: outer
clothing, a small shovel, a flashlight, a red cloth and a couple of reflective warning triangles.
And, if Have your vehicle in good shape for winter. Page Driving on Snow or Ice Most of the
time, those places where your tires meet the road probably have good traction. However, if
there is snow or ice between your tires and the road, you can have a very slippery situation. Try
not to break the fragile traction. If you accelerate too fast, the drive wheels will spin and polish
the surface under the tires even more. You should probably stay with your vehicle unless you
know for sure that you are near help and you can hike through the snow. Here are some things

to do to summon help and keep yourself and your passengers safe: Turn on your hazard
flashers. Page You can run the engine to keep warm, but be careful. This can cause deadly CO
carbon monoxide gas to get inside. CO could overcome you and kill you. This saves fuel. When
you run the engine, make it go a little faster than just idle. That is, push the accelerator slightly.
This uses less fuel for the heat that you get and it keeps the battery charged. That will clear the
area around your front wheels. Page Towing Towing Towing Your Vehicle Consult your dealer
or a professional towing service if you need to have your disabled vehicle towed. See Roadside
Assistance Program on page Page Dinghy Towing You may dinghy tow your vehicle from the
front following these steps: 1. Set the parking brake. Turn the ignition key OFF to unlock the
steering wheel. Page Notice: Do not tow your vehicle from the rear. Your vehicle could be badly
damaged and the repairs would not be covered by your warranty. Dolly Towing Your vehicle
cannot be dolly towed, but can be dinghy towed. Notice: Dolly towing with one end elevated
may cause damage to occur because of reduced ground clearance. If you do, parts on your
vehicle can break, and it can change the way your vehicle handles. These could cause you to
lose control and crash. For example, if the trailer is too heavy, the brakes may not work well at
all. You and your passengers could be seriously injured. Page And, it can also depend on any
special equipment that you have on your vehicle You can ask your dealer for our trailering
information or advice, or you can write us at: Chevrolet Motor Division center CI! Box Page
Weight of the Trailer Tongue The tongue load A of any trailer is an important weight measure
because it affects the total or gross weight of your vehicle. The Gross Vehicle Weight GVW
includes the curb weight of the vehicle, any cargo you may carry in it, and the people who will
be riding in the vehicle. Here are some rules to follow: The rear bumper on your vehicle is not
intended for hitches. Page Before you start, check the trailer hitch and platform and
attachments , safety chains, electrical connector, lamps, tires and mirror adjustment. If the
trailer has electric brakes, start your vehicle and trailer moving and then apply the trailer brake
controller by hand to be sure the brakes are working. Page Driving on Grades Notices Do not
tow on steep continuous grades exceeding 6 miles 9. Extended, higher than normal engine and
transaxle temperatures may result and damage your vehicle. Frequent stops are very important
to allow the engine and transaxle to cool. Apply your regular brakes and hold the pedal down
while you: start your engine, shift into a gear, and release the parking brake. Let up on the brake
pedal. Gasoline Octane Gasoline Specifications California Fuel Fuels in Foreign Countries
Filling Your Tank Filling a Portable Fuel Container Checking Things Under the Hood Page
Section Appearance Care Cleaning the Inside of Your Vehicle Cleaning the Outside of Your
Vehicle Finish Damage Underbody Maintenance Chemical Paint Spotting Page Service Service
Your dealer knows your vehicle best and wants you to you'll be happy with it. We hope go to
your dealer for all your service needs. You'll get genuine GM parts and GM-trained and
supported service people. We hope you'll want to keep your GM vehicle all GM. Genuine GM
parts have one of these marks To order the proper service manual, see Service Publications
Ordering information on page Your vehicle has an air bag system. Page Fuel Fuel Use of the
recommended fuel is an important part of the proper maintenance of your vehicle. Gasoline
Octane Use regular unleaded gasoline with a posted octane of 87 or higher. If the octane is less
than 87, you may get a heavy knocking noise when you drive. Page California Fuel California
Fuel If your vehicle is certified to meet California Emission Standards see the underhood
emission control label , it is designed to operate on fuels that meet California specifications. If
this fuel is not available in states adopting California emissions standards, your vehicle will
operate satisfactorily on fuels meeting federal specifications, but emission control system
performance may be affected. Never use leaded gasoline or any other fuel not recommended in
the previous text on fuel. Page While refueling, hang the fuel cap inside the fuel door by placing
the fuel cap tether in the hanger. To remove the fuel cap, turn it slowly to the left
counterclockwise. The fuel cap has a spring in it; if you let go of the cap too soon, it will spring
back to the right. Page When you put the fuel cap back on, turn it to the right clockwise until
you hear a clicking sound. Make sure you fully install the cap. The diagnostic system can
determine if the fuel cap has been left off or improperly installed. Page The Hood Checking
Things Under the Hood An electric fan under the hood can start up and injure you even when
the engine is not running. Keep hands, clothing and tools away from any underhood electric
fan. Things that burn can get on hot and start a fire. Page 2. Then go to the front of the vehicle
and lift up on the secondary hood release lever. Then lift the hood to relieve pressure on the
hood prop. Page A. Coolant Surge Tank 6. Engine Oil Dipstick C. Engine Oil Fill Cap D. Brake
Fluid Reservoir E. Power Steering Fluid Reservoir F. Page Engine Oil Engine Oil If the oil
pressure light appears on the instrument cluster, it means you need to check your engine oil
level right away. For more information, see Oil Pressure Light on page YOU should check your
engine oil level regularly; this is an added reminder. But you must use to add at least the right

kind. This part explains what kind of oil to use. For engine oil crankcase capacity, see
Capacities and Specifications on page Page What Kind of Engine Oil to Use Oils recommended
for your vehicle can be identified by looking for the starburst symbol. Do not use any oil which
does not carry this starburst symbol. If you choose to perform the engine oil change service
yourself, be sure Page As in the chart shown previously, SAE 5W is the only viscosity grade
recommended for your vehicle. Page Engine Air Cleanedfilter Your vehicle has a unique oil filter
element. When installing the filter cap do not exceed 18 Ib-ft 25 Nsm. Inspect the condition of
the O-ring and replace if damaged. See your dealer for additional information. What to Do with
Used Oil Used engine oil contains certain elements that may be unhealthy for your skin and
could even cause cancer. Page To check or replace the filter, remove the screws that hold the
cover on and lift off the cover. Be sure to reinstall the cover tightly. Refer to the Maintenance
Schedule to determine when to replace the air filter. A transaxle fluid leak is the only reason for
fluid loss. If a leak occurs, take the vehicle to the dealership service department and have it
repaired as soon as possible. You may also have your fluid level checked by your dealer or
service center when you have your oil changed. Page Hydraulic Clutch Hydraulic Clutch The
hydraulic clutch linkage in your vehicle is self-adjusting. The master cylinder reservoir is filled
with hydraulic fluid. A fluid loss in this system could indicate a problem. This coolant is
designed to remain in your vehicle for 5 years or , miles km , whichever occurs first, if you add
only DEX-COOL extended life coolant. The following explains your cooling system and how to
add coolant when it is low. Your engine could catch fire and you or others could be burned. See
Low Coolant Warning Light on page If you get an engine overheat warning with no low coolant
light, but see or hear no steam, the problem may not be too serious. Coolant Surge Tank with
Pressure Cap 9. Electric Engine Cooling Fan An electric engine cooling fan under the hood can
start up even when the engine is not running and can injure you. Heater and rac. Failure to
follow this procedure could cause your engine to overheat and be severely damaged. Plain
water, or. Then keep turning the pressure cap slowly, and remove it. Then fill the coolant surge
tank with the proper mixture, to the hash mark the label. Wait about five minutes, then check to
see if the level is below the hash mark. Page 4. With the coolant surge tank pressure cap off,
start the engine and let it run until you can feel the upper radiator hose getting hot. Watch out
for the engine cooling fan By this time, the coolant level inside the coolant surge tank may be
lower. See Engine Compartment Overview on page for more information on location. When to
Check Power Steering Fluid It is not necessary to regularly check power steering fluid unless
you suspect there is a leak in the system or you hear an unusual noise. If you will be operating
your vehicle in an area where the temperature may fall below freezing, use a fluid that has
sufficient protection against freezing. It is filled with brake tluid. There are only two reasons why
the brake fluid level in the reservoir might go down. Use new brake fluid from a sealed container
only. See Part Recommended Fluids and Lubricants on page Always clean the brake fluid
reservoir cap and around the cap before removing dirt from entering the reservoir. Page Brake
Wear Your vehicle has front disc brakes and rear drum brakes. Disc brake pads have built-in
wear indicators that make a high-pitched warning sound when the brake pads are worn and new
pads are needed. The sound may come and go or be heard all the time your vehicle is moving
except when you are pushing on the brake pedal firmly. Page Brake Pedal Travel See your
dealer if the brake pedal does not return to normal height, or if there is a rapid increase in pedal
travel. This could be a sign of brake trouble. Brake Adjustment Every time you make a moderate
brake stop, your disc brakes adjust for wear. We recommend an ACDelco battery. See Engine
Compartment Overview on page for battery location. Page Jump Starting Jump Starting If your
battery has run down, you may want to use another vehicle and some jumper cables to start
your vehicle. Be sure to follow the steps below to do it safely. Batteries can hurt you. They can
be dangerous because: They contain acid that can burn you. Open the hoods and locate the
batteries. See Engine Compartment Overview or -age for more information on location. An
electric fan can start up even when the engine is not running and can injure you. If they do, you
could get a shock. The vehicles could be damaged, too. Before you connect the cables, here are
some basic things you should know. Page 8. Now connect the black negative - cable to the
negative - terminal of the good battery. Use a remote negative terminal if the vehicle has one.
Page Jumper Cable Removal A. Good Battery C. Dead Battery To disconnect the jumper cables
from both vehicles, do the following: 1. Disconnect the black negative vehicle that had the dead
battery. Disconnect the black negative - cable from the vehicle with the good battery. For any
bulb changing procedure not listed in this section, contact your dealer. Halogen Bulbs Halogen
bulbs have pressurized gas inside and can burst if you drop or scratch the bulb. You or others
could be injured. Disconnect the bulb base from the socket 2. Remove the two bolts from the
headlamp assembly. Remove the bulb by pulling it straight out. Snap a new bulb into the
socket. Reinstall the bulb assembly by reversing Steps 1 through 5. Remove the fastener which

holds down the trunk trim. On vehicles without a convenience net, pry the fastener loose. On
vehicles with a convenience net, remove the net and unscrew the fastener. Then pull down the
trunk trim. Page Back-Up Lamps Back-up Lamps To replace a back-up lamp, do the following:
Open the trunk lid and locate the back-up lamp assembly on the trunk lid. Gently remove the
bulb from the socket by turning it counterclockwise and pulling Replace the bulb in the socket
by aligning the tabs and turning the bulb clockwise. Replacement blades come in different types
and are removed in different ways. Page Tires Tires Your new vehicle comes with high-quality
tires made by a leading tire manufacturer. Poorly maintained anG ,,nproperl, dsed tires are
dangerous. Any time you notice unusual wear, rotate your tires as soon as possible and check
wheel alignment. Also check for damaged tires or wheels. When you get new tires, get ones
with that same TPC Spec number. Page Uniform Tire Quality Grading Uniform Tire Quality
Grading Quality grades can be found where applicable on the tire sidewall between tread
shoulder and maximum section width. Sustained high temperature can cause the material of the
tire to degenerate and reduce tire life, and excessive temperature can lead to sudden tire failure.
Page Each new wheel should have the same load-carrying capacity, diameter, width, offset and
be mounted the same way as the one it replaces. If you need to replace any of your wheels,
wheel bolts or wheel nuts, replace them only with new GM original equipment parts. Tire chains
used on a vehicle without the proper amount of clearance can cause damage to the brakes,
suspension or other vehicle parts. If air goes out of a tire, it's much more likely to leak out
slowly. But if you should ever have a "blowout", here are a few tips about what expect and what
to do: If a front tire fails, the flat tire will create a drag that Page Removing the Spare Tire and
Tools 1. Turn the center retainer nut on the compact spare cover counterclockwise to remove it.
The following steps will tell you how to use the jack and change a tire. Page 3. Turn the wing
bolt counterclockwise and remove it. Then lift off the adapter and remove the compact spare
tire. Remove the jack and wheel wrench 2. Lift and remove the cover. See Compact Spare Tire
from the trunk. If your vehicle is equipped with wheel covers, use the wheel wrench to begin
loosening the plastic n n o n r r r h n n l nqnp Then use the wheel wrench to loosen all the wheel
nuts. Near each wheel well is a notch in the frame which the jack head fits in. The front notch is
9 inches 23 cm back from the front wheel well. The rear notch is 8 inches 20 cm forward from
the rear wheel well. Raise the vehicle by turning the jack handle clockwise. Raise the vehicle far
enough off the ground so there is enough room for the compact spare tire to fit underneath the
wheel well. Remove all of the wheel nuts. Page IIGver use oil or grease on studs or nuts. If you
do, the nuts might come loose. Your wheel could fall off, causing a serious accident. Place the
compact spare tire on the wheel-mounting surface. Reinstall the wheel nuts with the rounded
end of the nuts toward the wheel. Page Tighten the wheel nuts firmly in a crisscross sequence,
as shown. Incorrect wheel nuts or improperly tightened wheel nuts can cause the wheel to
come loose and even come off. This could lead to an accident. Be sure to use the correct wheel
nuts. Page Storing Flat Tire and Tools Storing a jack, a tire, or other equipment in the passenger
compartment of the vehicle could cause injury. In a sudden stop or collision, loose equipment
could strike someone. Store all these in the proper place. Jther equipment in the passenger
compartment of the vehicle could cause injury. The compact spare tire is for temporary use
only. Page Compact Spare Tire Compact Spare Tire Although the compact spare tire was fully
inflated when your vehicle was new, it can lose air after a time. Check the inflation pressure
regularly. After installing the compact spare on your vehicle, you should stop as soon as
possible and make sure your spare tire is correctly inflated. Some are toxic. Others can burst
into flames if you strike a match or get them on a hot part of the vehicle. Some are dangerous if
you breathe their fumes in a closed space. Page Here are some cleaning tips: Always read the
instructions on the cleaner label. Clean up stains as soon as you can they set. Carefully scrape
off any excess stain. Use a clean cloth or sponge, and change to a clean area often. Page Vinyl
Use warm water and a clean cloth. Rub with a clean, damp cloth to remove dirt. You may have to
do this more than once. Do not bleach or dye safety belts. If you do, it may severely weaken
them. In a crash, they might not be able to provide adequate protection. Clean safety belts only
with mild soap and lukewarm water. Page Windshield and Wiper Blades If the windshield is not
clear after using the windshield washer, or if the wiper blade chatters when running, wax, sap or
other material may be on the blade or windshield. Clean the outside of the windshield with a
full-strength glass cleaning liquid. Page Sheet Metal Damage To clean your tires, use a stiff
brush with tire cleaner. Notice: When applying a tire dressing, always take care to wipe off any
overspray or splash from all painted surfaces on the body or wheels of the vehicle.
Petroleum-based products may damage the paint finish and tires. Airborne pollutants can fall
upon and attack painted surfaces on your vehicle. This damage can take two forms; blotchy,
ringlet-shaped discolorations, and small irregular dark spots etched into the paint surface.
Removes dust, fingerprints, and surface Finish Enhancer contaminants, Spray on wipe off.

Removes swirl marks, fine scratches and Swirl Remover Polish other light surface
contamination. You can see it if you look through the windshield from outside your vehicle.
Some add-on electrical equipment can keep other components from working as they should. To
open, push the tab on the access door to the left and pull the door forward. Page Engine
Compartment Fuse Block The engine compartment fuse block is located on the driver's side of
the vehicle. Lift off the cover to check the fuses. See Engine Compartment Overview page for
more information on location. Page Capacities And Specifications Capacities and Specifications
The following approximate capacities are given in English and metric conversions. Application
Engine Specifications Your Vehicle and the Environment Maintenance Requirements How This
Section is Organized The Plan supplements your new vehicle warranties. See your Warranty
and Owner Assistance booklet or your dealer for details. Your Vehicle and the Environment
Proper vehicle maintenance not only helps to keep your vehicle in good working condition, but
also helps the Do not use this schedule if the vehicle is used for trailer towing, driven in a dusty
area or used off paved roads. Page Footnotes The U. We, however, urge that all recommended
maintenance services be performed at the indicated intervals and the maintenance be recorded.
Page 15, Miles 25 U Change engine oil and filter or every 3 months, whichever occurs first. An
Emission Control Service. Inspect engine air cleaner filter if you are driving in dusty conditions.
Replace filter if necessary. See footnote 18, Miles 30 Change engine oil and filter or every 3
months, Page 39, Miles 65 Change engine oil and filter or every 3 months, whichever occurs
first. Lubricate chassis components or every 6 months, whichever occurs first. Page Miles 95
km 57, Change engine oil and filter or every 3 months, whichever occurs first. An Emission
Control Service, 60, Miles km Change engine oil and filter or every 3 months, whichever occurs
first. Page 75, Miles or every 3 months, U Change engine oil and filter whichever occurs first.
See footnote 78, Miles Change engine and filter or every 3 months, Page 93, Miles km Change
engine oil and filter or every 3 months, whichever occurs first. The services shown at , miles km
should be repeated at the same interval after , miles km for the life of this vehicle. Page 22, Miles
37 km Change engine oil and filter or every 12 months, whichever occurs first. ZI Lubricate
chassis components or every 12 months, whichever occurs first. See footnote Rotate tires. See
Tire Inspection and Rotation on page for proper rotation pattern and additional information.
Page 50, Miles km Change automatic transaxle fluid and filter if the vehicle is mainly driven
under one or more of these conditions: In heavy city traffic where the outside temperature
regularly reaches higher. In hilly or mountainous terrain. When doing frequent trailer towing.
Uses such as found in taxi, police or delivery service. Page 75, Miles km Change engine oil and
filter or every 12 months, whichever occurs first. Lubricate chassis components or every 12
months, whichever occurs first. See Tire lnspection and Rotation on page for proper rotation
pattern and additional information. Page , Miles km Replace spark plugs. Page Part B: Owner
Checks And Services Part B: Owner Checks and Services Listed in this part are owner checks
and services which should be performed at the intervals specified to help ensure the safety,
dependability and emission control performance of your vehicle. Be sure any necessary repairs
are completed at once. Whenever any fluids or lubricants are added to your vehicle, make sure
they are the proper ones, as shown in Part D. Replace blade inserts that appear worn or
damaged or that streak or miss areas of the windshield. Also see Cleaning the Outside of Your
Vehicle on page Weatherstrip Lubrication Silicone grease on weatherstrips will make them last
longer, seal better, and not stick or squeak. Page Starter Switch Check When you are doing this
check, the vehicle could move suddenly. If it does, you or others could be injured. Follow the
steps below. Before you start, be sure you have enough room around the vehicle. Firmly apply
both the parking brake and the regular brake. Page Part C: Periodic Maintenance Inspections
Part C: Periodic Maintenance Inspections Listed in this part are inspections and services which
should be performed at least twice a year for instance, each spring and fall. Inspect brake lines
and hoses for proper hook-up, binding, leaks, cracks, chafing, etc. Inspect disc brake pads for
wear and rotors for surface condition. Also inspect drum brake linings for wear and cracks.
Inspect other brake parts, including drums, wheel cylinders, calipers, parking brake, etc. Also,
you should retain all maintenance receipts. Customer Satisfaction Procedure Online Owner
Center Roadside Assistance Program Courtesy Transportation Sometimes, however, despite
the best intentions of all concerned, misunderstandings can occur. Although you may be
required to resort to this informal dispute resolution program prior to filing a court action, use
of the program is free of charge and your case will generally be heard within As the owner of a
Chevrolet, membership in Roadside Assistance is free. Chevrolet reserves the right to modify or
discontinue Basic Care and Courtesy Care at any time. The Roadside Assistance Center uses
companies that will provide you with quality and priority service. Page Transportation Options
Warranty service can generally be completed while you wait. However, if you are unable to wait
Chevrolet helps minimize your inconvenience by providing several transportation options.

Depending on the circumstances. Courtesy Transportation is available only at participating
dealers and all program options, such as shuttle service, may not be available at every dealer.
Page Service Publications Ordering Information Service Publications Ordering Information
Service Manuals Service Manuals have the diagnosis and repair information on engines,
transmission, axle, suspension, brakes, electrical, steering, body, etc. To request an order form,
please specify year and model name of the vehicle. Page Accessory Power Outlets Adding
Washer Fluid Additional Program Information Additives, Fuel Add-on Electrical Equipment How
Does an Air Bag Restrain? Page Audio System s cont. Understanding Radio Reception
Automatic Transaxle Inspection Backing Up Battery Replacement Page Chains. Check Engine
Light Checking Coolant Checking Engine Oil Page Customer Assistance Information cont.
Customer Assistance Offices Reporting Safety Defects to General Motors Page Fuel Additives
System Inspection Engine Coolant Temperature Fuel Is On Steady Ice or Snow Latches,
Seatback Page Maintenance Schedule cont. Part A - Scheduled Maintenance Services Page
Odometer Off -Road Recovery Pressure Light Onstar Services Onstar System Page ? Electrical
System Steering Fluid Power Steering Questions and Answers About Safety Belts Page
Restraint System Check Checking Your Restraint Systems Restraint Systems Checking
Replacing Parts Right Front Passenger Position. Page Service Adding Equipment to the Outside
of Your Vehicle Doing Your Own Work Service Manuals Page Tachometer Taillamps Turn Signal
Lamps Theft-Deterrent Systems Content Theft-Deterrent. Throttle System Inspection Tire
Inflation Check Buying New Tires Changing a Flat Tire Compact Spare Tire Page Underbody
Flushing Service United States Up-Shift Light Damage Warnings Parking Your Page Windows
Manual Windshield Wiper Blade Replacement Windshield Wipers Winter Driving Wiper Blade
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Great so far, good price and less shipping cost than everywhere else I checked. Great price!
You will be my go to source for parts from now on! Toggle Navigation John Hiester Chevrolet.
Categories About Us. Select a Vehicle. Search Go. You can edit the name of your vehicle by
clicking the pencil icon on the right. Something went wrong. Please try again. Select Your
Vehicle Below:. VIN Go. No vehicles found. Select your vehicle below:. Your Cart. Continue
Shopping View Cart. Tabbing past or clicking of this link will close the Cart. Home Chevrolet
Cavalier Body. Authentic Chevrolet Cavalier Body Parts. When it comes to repairs, we know you
want the best for your Chevrolet Cavalier. When you shop with us, we offer our comprehensive
catalog of Body parts with every purchase. While browsing, you can view our graphical parts
diagrams, designed to take all the guesswork out of your experience with us. Select a Chevrolet
Cavalier Trim Level. Base Coupe. John Hiester Chevrolet. Address: N. Average 4. Legal Policies
Data Requests. Links My Information Testimonials. Data Agreement While every reasonable
effort is made to ensure the accuracy of this data, we are not responsible for any errors or
omissions contained on these pages. Please verify any information in question with a sales
representative. For more information go to WARNING: This product can expose you to
chemicals including chemicals, which is known to the State of California to cause cancer and
birth defects or other reproductive harm. Your Chevrolet Cavalier fuel injector is an important
component of the vehicle's engine. It is responsible for delivering the right amount of gasoline
to the engine, and it does so by taking pressurized gasoline from the Cavalier's tank and letting
it pass through by opening one of its valves. Once inside the injector, a fine gas mist is sprayed
onto the intake manifold. And doing so mixes the gasoline with oxygen in order to create a
combustion reaction. Now, because of this critical function, it's a must that you keep this
component in good condition. Here are some tips to help you out:. It is recommended to check
the fuel injection system every 40, miles or once every 36 months. However, you can also have
it diagnosed if you start to experience any of the problems with your fuel injector. One common
problem is when you find it difficult to start your Cavalier due to the less amount of fuel
available to ignite the engine. Another thing to look out for is an inconsistency with the engine
power, which can be seen if the RPM gauge is fluctuating. These two symptoms are caused by a
build-up of debris or residue from the burned fuel. Overtime, deposits and dirt build up in the
fuel injector's aperture. These deposits come from the fuel, which is often contaminated by
water, dirt, and other debris. Build-up of these contaminants can lead to clogging of the piston
and nozzle head of the injectors. This causes a problem with the delivery of fuel to your engine,
which can negatively affect the performance of your Cavalier. Apart from the clogging of dirt,
other possible issues with your Chevrolet Cavalier's fuel injector are faulty components. An
example of these is the injector's valve that does not open or close when needed. The injector
can leak gasoline if its valve is unable to close correctly. On the other hand, if the valve is
unable to open, it cannot deliver the gas onto the motor. You'll be able to identify a leak if there
is a strong smell of gasoline when you operate your Cavalier. Injectors with faulty components

need to be replaced as soon as possible. A good way to prevent clogging from happening in
your Cavalier is to regularly change the fuel filter at least every 10, miles. Doing so helps to
prevent excessive amount of debris to enter the injector. Changing the filter can also help
alleviate problems similar to a clog injector as you are able to allow more fuel to pass through
by removing the accumulated dirt. In order to clean the fuel injector, you may need professional
service. Cleaning the injector often requires disassembling the fuel injectors from the pumps.
You might run the risk of damaging it if you remove it without any mechanical experience or
knowledge. It is safe and less time consuming to have a qualified mechanic to clean the fuel
injector. Regular change of filter and cleaning of the injector should help you avoid problems
with the fuel delivery of your Chevrolet Cavalier. It is also important to replace a damaged
injector quickly to prevent gasoline wastage. The car proved to be a hit among buyers and
frequently became a top selling vehicle. Between and , General Motors sold, on average,
between , to , Cavaliers every year with sales figures reaching their highest in , with , Cavaliers
sold. The first Cavalier was sold as a sedan and a hatchback. It came with a carbureted 1. A Z24
trim for the Cavalier was eventually released and included an upgraded suspension, improved
wheels and a fuel injection system that was paired with a much more powerful 2. The next
Cavalier was offered in coupe, sedan and convertible body variants. All trims came with a
five-speed manual transmission while a three-speed automatic was optional. The basic design
of the Cavalier was improved from time to time, but despite that, the car started to show its age.
Some of the little improvements included a change to the sheet metal, and adjustable steering
wheel, engine upgrades, airconditioning, and a CD audio system. In , a 2. The third generation
Cavalier was sold as a sedan and a coupe. A convertible variant was also offered but was
discontinued in due to poor sales. The car came equipped with a 2. The optional 2. Another
optional engine would be added in , the 2. The production of the Cavalier was stopped in In its
last year of production, the Cavalier managed to sell almost , vehicles. Production of these
vehicles remains one of Chevrolet's masterpieces of their craftsmanship. While an outstanding
vehicle like Chevy Cavalier is an ultimate achievement by just owning one, over time of
contented usage parts may wear itself down. In this aspect, Chevrolet Cavalier automotive parts
were made available in the market. The Chevrolet Cavalier was considered as one of the most
successful vehicles in the American automotive industry, but before it reached its status today,
earlier models suffered several mechanical issues, which resulted to a lot of recalls. Through
these faults, the Chevy manufacturers found a way to improve the auto. Eventually, each year,
more and more buyers preferred to own this Chevy model. So, here are some of the common
problems encountered with the Cavalier and the reasons behind them. Among the several
issues encountered with the Chevrolet Cavalier, brake system problems seem to be the most
dominant. In fact, in several occasions during the car's manufacturing from to , the auto was
recalled several times. It was during , , , and that the models were recalled for improvement.
During this time span, several brake system problems were detected. The parking brake lever,
which triggers a car to stop, was found to be faulty. Earlier models also had recurring brake
hose problems. Several complaints were also reported regarding the vehicle's faulty anti-lock
brake system. By the latter years of the Chevy model, most problems encountered were faulty
brake lights. Luckily, replacing the bulbs seems to have solved most of the brake light dilemma.
Another common complaint by Chevy Cavalier owners involves engine issues. These defects
were more prominently experienced by car owners with later models-those with fuel-injected
engines. Some of the problems include engine flooding and idling. Most of the culprits found
were faulty electrical connections and damaged ignition coils. In some instances of stalling, the
damage is attributed to loose bolts in the throttle body and intake manifold. Other cases
showed that the defects may also be a result of vacuum line leaks. Faulty transmission systems
were also common with the Chevy. But luckily, these problems were easily detected because
they manifest through noise and performance issues. In fact, in some instances, Chevy owners
hear excessive whining. When this happens, the first thing to look for is a low transmission fluid
level. The manufacturers suggest that owners add fluid by placing a long-neck funnel in the
auto's dipstick hole. Sometimes, rough shift behavior is exhibited through grinding noises,
especially when changing gears. Over time, deposits and dirt build-up in the fuel injector's
aperture. The build-up of these contaminants can lead to clogging of the piston and nozzle head
of the injectors. An example of this is the injector's valve that does not open or close when
needed. Doing so helps to prevent an excessive amount of debris to enter the injector.
Changing the filter can also help alleviate problems similar to a clogged injector as you are able
to allow more fuel to pass through by removing the accumulated dirt. Demand for compact cars
soared back in the s partly due to rising fuel costs and the subsequent need for more
fuel-efficient vehicles. The car proved to be a hit among buyers and frequently became a
top-selling vehicle. A Z24 trim for the Cavalier was eventually released and included an

upgraded suspension, improved wheels, and a fuel injection system that was paired with a
much more powerful 2. The next Cavalier was offered in coupe, sedan, and convertible body
variants. We've Made a Site Update. Refresh to the latest version. Retrieve quote. Track order.
Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts. Select your vehicle.
Select Your Vehicle Part. Chevrolet Cavalier Alternator. Chevrolet Cavalier Axle Assembly.
Chevrolet Cavalier Ball Joint. Chevrolet Cavalier Blower Motor. Chevrolet Cavalier Brake
Booster. Chevrolet Cavalier Brake Caliper. Chevrolet Cavalier Brake Disc. Chevrolet Cavalier
Brake Master Cylinder. Chevrolet Cavalier Brake Pad Set. Chevrolet Cavalier Catalytic
Converter. Chevrolet Cavalier Cold Air Intake. Chevrolet Cavalier Dash Cover. Chevrolet
Cavalier Distributor. Chevrolet Cavalier Door Molding and Beltlines. Chevrolet Cavalier Engine
Control Module. Chevrolet Cavalier Fender. Chevrolet Cavalier Floor Mats. Chevrolet Cavalier
Fuel Filter. Chevrolet Cavalier Fuel Line. Chevrolet Cavalier Fuel Pump. Chevrolet Cavalier Fuel
Tank. Chevrolet Cavalier Headlight. Chevrolet Cavalier Muffler. Chevrolet Cavalier Power
Steering Pump. Chevrolet Cavalier Roc
2010 ford expedition blower motor not working
p class cruiser
2013 chevy sonic manual
ker Panel. Chevrolet Cavalier Serpentine Belt. Chevrolet Cavalier Spark Plug. Chevrolet
Cavalier Starter. Chevrolet Cavalier Steering Rack. Chevrolet Cavalier Sway Bar Link. Chevrolet
Cavalier Tail Light. Chevrolet Cavalier Water Pump. Chevrolet Cavalier Wheel. Chevrolet
Cavalier Window Motor. Chevrolet Cavalier Window Regulator. Chevrolet Cavalier Wiper Blade.
Chevrolet Cavalier Wiper Motor. Refine by:. See All. Shop Chevrolet Cavalier Parts. Showing 1 15 of results. Display item:. Sort by:. Part Number: C Vehicle Info Required to Guarantee Fit.
Core Charge. Add to cart. Part Number: RC Page 1 of Showing 1 - 15 of results. Chevrolet
Cavalier Customer Reviews. Jun 10, Purchased on Nov 13, Chevrolet Cavalier Guides. A Quick
history of the Chevrolet Cavalier. Chevrolet Cavalier Problems. A quick history of the Chevrolet
Cavalier. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

