2004 pt cruiser manual

Quick Links Download this manual. Table of Contents. Automobile Chrysler Concorde Service
Manual pages. It is supplemented by a Warranty Information Booklet and various customer
oriented documents. You are urged to read these publications carefully. If you do not read this
entire manual you may miss important information. Any modifications or alterations to this
vehicle could seriously affect its roadworthiness and safety and may lead to an accident
resulting in serious injury or death. These numbers can be used to order duplicate keys from
your dealer. Ask your dealer for these numbers and keep them in a safe place. If this occurs,
rotate the key to the right slightly, then remove the key as described. Leaving children in a
vehicle unattended is danger- ous for a number of reasons. A child or others could be injured.
Children should be warned not to touch the parking brake, brake pedal or the gear selector
lever. Page 15 chip transponder embedded into them. Only keys that have been programmed to
the vehicle can be used to start and operate the vehicle. The Sentry Key Immobilizer System
does not need to be armed or activated. Operation of the system is automatic regardless of
whether or not the vehicle is locked or unlocked. Replacement Keys NOTE: Only keys that have
been programmed to the vehicle electronics can be used to start the vehicle. Once a Sentry Key
has been programmed to a vehicle, it can not be programmed to any other vehicle. Page
General Information 4. Insert a blank Sentry Key into the ignition switch and turn the ignition
switch ON within 60 seconds. After 10 seconds a single chime will sound. The Theft Alarm Light
will stop flashing, turn on for 3 seconds; then turn off. The new Sentry Key has been
programmed. If you turned the wheel to the left to engage the lock, turn the wheel slightly to the
left to disengage it. When leaving the vehicle always remove the key from the ignition lock, and
lock your vehicle. Do not leave children unattended in the vehicle, or with access to an
unlocked vehicle. Unsupervised use of vehicle equipment may cause severe personal inju- ries
and death. The double unlock activation feature requires you to turn the key in the cylinder lock
two times within five seconds to UNLOCK all vehicle doors and liftgate at once. Press the
interior door lock switch to the LOCK position. A single chime will sound to signify that you
have successfully completed the programming. You can turn the feature back on by repeating
the above mentioned procedure. Avoid trapping anyone in a vehicle in a collision. Remember
that the rear doors can only be opened from the outside when the child protection locks are
engaged. NOTE: For emergency exit with the system engaged, move the lock plunger up
unlocked position , roll down window and open the door with the outside door handle. Your new
vehicle was shipped with two trans- mitters. See your dealer for additional transmitters
Additional transmitters can be programmed to the sys- tem by using the following procedure: 1.
NOTE: Do not touch the battery terminals that are on the back housing or the printed circuit
board. With the transmitter buttons facing down, use a thin coin to pry the two halves of the
transmitter apart. If something triggers the alarm, the system will signal for about 18 minutes.
For the first 3 minutes the horn will sound and the headlights, park lights, tail lights and the
indicator light in the cluster will flash. Starting the vehicle with a valid Sentry key will disarm the
system. A valid key is one that is programmed to that particular vehicle. A valid key will disarm
the system, an invalid key will trigger the alarm. To open the liftgate, insert the key into the lock
and turn to the left. Do not allow children to have access to the liftgate area with the rear shelf
panel in position 1 Top or position 2 Middle , either by climbing into the liftgate from outside, or
through the inside of the vehicle. If the handle is pulled downward, entirely through the elastic
loop, the handle will not return to its original position and the seat back may not operate
properly. Never leave children in a vehicle, with the keys in the ignition switch. Occupants,
particularly unat- tended children, can become entrapped by the win- dows while operating the
power window switches. Such entrapment may result in serious injury or death. Your vehicle
may exhibit wind buffeting with the windows down, or the sunroof if equipped in certain open or
partially open positions. Someone on the road may be a poor driver and cause a collision that
includes you. This can happen far away from home or on your own street. Research has shown
that seat belts save lives, and they can reduce the seriousness of injuries in a collision. Seat
belts are designed to go around the large bones of your body. These are the strongest parts of
your body and can take the forces of a collision the best. The lap portion could ride too high on
your body, possibly causing internal inju- ries. Always buckle your belt into the buckle nearest
you. Always wear the lap belt as low as pos- sible and keep it snug. When you release the
anchorage, try to move it up or down to make sure that it is locked in position. Page Seat Belt
Pretensioners Seat Belt Pretensioners The seat belts for both front seating positions are
equipped with pretensioning devices that are designed to remove slack from the seat belt in the
event of a collision. These devices improve the performance of the seat belt by assuring that the
belt is tight about the occupant early in a collision. You may dam- age the airbags and you
could be injured because the airbags are not there to protect you. These protective covers for
the airbag cushions are de- signed to open only when the airbags are inflating. An airbag

deployment can cause severe injury or death to infants in that position. Children that are not big
enough to properly wear the vehicle seat belt see Section on Child Restraints should be
secured in the rear seat in child restraints or belt The airbags work with your seat belt to
restrain you properly. Always wear your seat belts even though you have airbags. A large
quantity of nontoxic gas is generated to inflate the front airbags. The front airbag covers separate and fold out of the way as the front airbags inflate to their full size. This especially applies
to children. If A Deployment Occurs The airbag systems are designed to deploy when the airbag
control modules detect a moderate-to-severe col- lision, to help restrain the driver and front
passenger, and then immediately deflate. If you are involved in another collision, the airbags
and seat belt pretensioners will not be in place to protect you. Deployed airbags and seat belt
pretensioners cannot protect you in another collision. While the airbag system is designed to be
maintenance free, if any of the following occurs, have an authorized dealer service the system
immediately. In a collision, an unrestrained child, even a tiny baby, can become a missile inside
the vehicle. The force required to hold even an infant on your lap could become so great that
you could not hold the child, no matter how strong you are. The child and others could be badly
injured. An airbag deployment could cause severe injury or death to infants in this position. It
could come loose in a collision. The child could be badly injured or killed. The LATCH system
provides for the installation of the child restraint without using the vehicle seat belt. Page 57 In
general, you will first loosen the adjusters on the lower and tether straps so that you can more
easily attach the hook or connector to the lower and tether anchorages. The tether strap should
be routed under the center of the head restraint and attached to the tether anchor on the rear of
the seat back. An incorrectly anchored tether strap could lead to increased head motion and
possible injury to the child. Use only the anchor position directly behind the child seat to secure
a child restraint top tether strap. Drive moderately during the first miles km. While cruising, brief
full-throttle acceleration, within the limits of local traffic laws, contributes to a good break-in.
Set the blower at high speed. Check for stones, nails, glass, or other objects lodged in the tread.
Inspect tread and sidewall for cuts or cracks. Check wheel nuts for tightness, and tires including spare for proper pressure. A two point pivot system allows for horizontal and vertical mirror
adjustment. Annoying headlight glare can be reduced by moving the small control under the
mirror to the night position toward rear of vehicle. Vehicles and other objects seen in the
passenger side convex mirror will look smaller and farther away than they really are. Page
Illuminated Vanity Mirrors - If Equipped Select a mirror and press one of the four arrows for the
direction you want the mirror to move. To use the mirror, rotate the sun visor down and swing
the mirror cover upward. Page 71 The rearview mirror contains the microphone for the system
and the control buttons that will enable you to access the system. The diagram below shows the
mirror with the appropriate buttons. You will be prompted for a specific command and then
guided through the available options. Each cellular phone that is paired should be given a
unique phone name. Page 75 Phonebook edit can be used to add another phone number to a
name entry that already exists in the phonebook. The first call will be on hold while the second
call is in progress. This method can also be used in instances where you are pressing a number
on your keypad to navigate through a menu structure or to enter a number for a pager. The
sudden movement of the seat could cause you to lose control. The seat belt might not be
properly adjusted and you could be injured. Adjust the seat only while the vehicle is parked. To
recline, lean forward slightly before lifting the lever, then lean back to the desired position and
release the lever. Lean forward and lift the lever to return the seatback to its normal position.
Page Adjustable Head Restraints Adjustable Head Restraints Head restraints can reduce the
risk of whiplash injury in the event of impact from the rear. Pull up or push down on the head
restraints so that the upper edge is as high as practical. To raise the head restraint, pull up on
the head restraint. NOTE: Once a heat setting is selected, heat will be felt within 2 to 3 minutes.
In a collision, people riding in these areas are more likely to be seriously injured or killed. It is
important that the front seats be pulled forward to the midpoint of the seat track to avoid
contact between the rear seat and the front seatback. Lift up the seat and tumble the seat
forward. First pull the hood release lever located under the left side of the instrument panel.
Then move the safety catch located under the front edge of the hood, near the center and
slightly to the right, and raise the hood. Each light is turned ON by pressing the lens. Press the
lens a second time to turn the light OFF. The lights also come on when a door is opened or the
dimmer control is turned fully upward, past the second detent. With the ignition key in the OFF
position, the interior lights will automatically turn off in about 8 minutes if a door is left open or
the dimmer control is left in the Dome light position. The in- terior lights will remain off when the
doors are open. Parade Mode Daytime Brightness Feature Rotate the dimmer control to the first
detent white semi-circle. This feature brightens the odometer and radio dis- play when the
parking lights or head- lights are on during daylight condi Turn to the second detent for

headlight operation. To change the brightness of the instrument panel lights, rotate the center
portion of the Multi-Function Control Lever up or down. To activate the front fog lights, turn on
the parking lights or the low beam headlights and pull out the end of the control lever. NOTE:
The fog lights will only operate with the head- lights on low beam. The lever is located on the
right side of the steering column. Move the con- trol lever up to select the desired wiper speed.
Windshield Washers To use the washer, pull the control lever toward you and hold while spray
is desired. In cold weather, always turn off the wiper switch and allow the wipers to return to the
park position before turning off the engine. If the wiper switch is left on and the wipers freeze to
the windshield, damage to the wiper motor may occur when the vehicle is restarted. Pull the
lever back up to lock the column firmly in place. The system should be turned OFF when not in
use. When the pedal is released, the vehicle will return to the set speed. Page Manual Compass
Calibration Manual Compass Calibration If the compass appears erratic, inaccurate, abnormal
or the vehicle is new, you may calibrate the compass. Prior to calibrating the compass make
sure the proper zone is selected. Find an open area away from large metal objects. With the
vehicle running, press and hold the STEP button for about 10 to 15 seconds. Press and hold the
switch rearward to fully open the sunroof. The sunroof can be stopped at any position between
closed and full open. Page Wind Buffeting The sunshade can be opened manually. It will also
open as the sunroof opens. The sunshade cannot be closed if the sunroof is open. Occupants,
particularly unat- tended children, can become entrapped by the power sunroof while operating
the power sunroof switch. If the buffeting occurs with the sunroof open, adjust the sunroof
opening to minimize the buffeting or open any window. Sunroof Maintenance Use only a
non-abrasive cleaner and a soft cloth to clean the glass panel. Page There are two optional
power outlets. One is in the Accessory Switch Bank, in the center of the instrument panel. This
outlet is powered directly by the battery, regardless of the ignition switch position. All
accessories connected to this outlet should be removed or turned off when the vehicle is not in
use, to protect the battery against discharge. To open lift up on the handle and pull the storage
bin forward. Storage Pockets There are also Storage pockets located on each door trim panel.
Position 1 Top Insert the front outboard corners of the shelf panel into the top guides and slide
forward. Press down on the back of the shelf panel to lock it into place. Do not load objects over
lbs 45 kg in position 2 middle. Page Position 5 Table Position 4 Vertical Insert the front outboard
corners of the shelf panel into the vertical guides behind the rear seatbacks near the floor and
slide downward. Push the shelf panel forward to lock it into place. When in the vertical position,
the rear shelf panel should not be used as a barrier for large objects in Twist the knob on the
underside of the panel and lower the shelf leg. Install the shelf leg into the liftgate latch area as
labeled on the rear scuff plate. Do not load objects over lbs 45 kg in position 5 table. The load
must not exceed lbs 68 kg , and should be uniformly distributed over the luggage rack
crossbars. Use both adjustable crossbars assemblies to support the load and distribute the
load as evenly as possible. To avoid damage to the roof rack and vehicle, do not exceed the
maximum roof rack load capacity of lbs 68 kg. Always distribute heavy loads as evenly as
possible and secure the load appropriately. Long loads which extend over the windshield, such
as wood panels or surfboards, should be secured to both the front and rear of the vehicle. Page
Tape CD Button Fuel Gauge When the ignition switch is in the ON position, the pointer will show
the level of fuel remaining in the fuel tank. Charging System Light This light shows the status of
the electrical charg- ing system. Engine Temperature Warning Light This light warns of an
overheated engine condi- tion. If the engine is critically hot, a warning chime will sound 10
times. After the chime turns off, the engine will still be critically hot until the light goes out. Page
High Beam Indicator This light shows that the headlights are on high beam. Pull the turn signal
lever toward the steer- ing wheel to switch the headlights from high or low beam. Tachometer
The white area of the scale shows the permissible engine revolutions-per-minute rpm x for each
gear range. Brake System Warning Light This light monitors various brake functions, including
brake fluid level and parking brake application. If the brake light comes on, it may indicate that
the parking brake is applied, or there is a low brake fluid level. Page The light will flash when the
Traction Control System is controlling traction. If the door is open for more than 8 minutes, the
light will turn off. Airbag Light The light comes on and remains on for 6 to 8 seconds as a bulb
check when the ignition switch is first turned ON. If the light does not come on during starting,
stays on, or comes on while driving, have the system checked by an authorized dealer. Page
Certain conditions such as a loose or missing gas cap, poor fuel quality, etc. The vehicle should
be serviced if the light stays on through several of your typical driving cycles. In most
situations the vehicle will drive normally and will not require towing. A digital readout shows the
time in hours and minutes whenever the ignition switch is in the ON or ACC position and the
time button is pressed. Page Electrical Disturbances Electrical Disturbances Radio waves may
pick up electrical disturbances during transmission. They mainly affect the wave amplitude, and

thus remain a part of the AM reception. They interfere very little with the frequency variations
that carry the FM signal. AM Reception AM sound is based on wave amplitude, so AM reception
can be disrupted by such things as lightning, power lines and neon signs. If no action is taken
during the 5 second time out the PTY icon will turn off. Pressing the PTY button within 5
seconds will allow the program format type to be selected. The operating mode will be
displayed next to the station frequency. The display will show ST when a stereo station is
received. Scan Button Pressing the SCAN button causes the tuner to search for the next station,
in either AM or FM, pausing for 5 seconds at each listenable station before continuing to the
next. Operating Instructions â€” Tape Player Insert the cassette with the exposed tape side
toward the right and the mechanical action of the player will gently pull the cassette into the
play position. Scan Button Press this button to play 10 seconds of each selection. Press the
scan button a second time to cancel the feature. This CD player will accept 4 only. Press the
bottom of the button to return to the beginning of the current selection, or return to the
beginning of the previous selection if the CD is within the first 10 seconds of the current
selection. The following will be displayed in this order: After three seconds, the current channel
name and number will be displayed for five seconds. Turn the volume control clockwise to
increase the volume. NOTE: Power to operate the radio is supplied through the ignition switch.
If you press and hold the button, the radio will continue to tune until you release the button. The
frequency will be displayed and continu- ously updated while the button is pressed. Balance
The Balance control adjusts the left-to-right speaker bal- ance. The use of other sized discs may
damage the CD player mechanism. You may either insert or eject a disc with the radio OFF. This
feature plays the tracks on the selected disc in random order to provide an interest- ing change
of pace. A SEEK symbol will appear on the display. Press and hold the RW button for fast
reverse. Press the FADE button in and it will pop out. Adjust the balance and push the button
back in. Tone Control The tone controls affect the Bass and Treble frequency bands. Operation
is subject to the following conditions: 1. This device may not cause harmful interference, 2. This
device must accept any interference received, including interference that may cause undesired
opera- tion. Play will begin at the start of track 1. The RW Reverse button works in a similar
manner. The radio will play 7 seconds of the selected channel before moving to the next
channel of the selected program type. Handle the disc by its edge; avoid touching the surface.
Page The air conditioning system of your vehicle contains Ra, a refrigerant that does not
deplete the ozone layer in the upper atmosphere. You can select either a primary mode, as
identified by the symbols, or a blend of two of these modes. Page Defrost Air is directed
through the windshield and side window demist outlets. Use this mode with maxi- mum fan and
temperature settings for best windshield and side window defrosting. Clean with a gentle water
spray from behind the radiator and through the condenser. Direct the panel outlets toward the
side windows. The air is directed at the area of the windows through which you view the outside
mirrors. To avoid damaging the electrical conductors, do not use scrapers, sharp instruments,
or abrasive window cleaners on the interior surface of the rear window. Labels can be peeled off
after soaking with warm water. It is located in the rear of the engine compartment on the
passenger side and should be checked for fluid level at regular intervals. Fill the reservoir with
windshield washer solvent not radia- tor antifreeze and operate the system for a few seconds to
flush out the residual water. Page Tire Rotation Recommendations Long periods of engine
idling, especially at high engine speeds can cause excessive exhaust tempera- tures which can
damage your vehicle. Do not attempt to push or tow your vehicle to get it started. To prevent
damage to the starter, do not crank the engine for more than 15 seconds at a time. Wait 10 to 15
seconds before trying again. After Starting The idle speed will automatically decrease as the
engine warms up. This system is active only while the ignition switch is in the ON positions.
Always depress the brake pedal first, before moving the gear selector out of PARK. Shift into D
and resume driving. NOTE: Even if the transaxle can be reset, it is recom- mended that you visit
a dealer at your earliest possible convenience. Your dealer has diagnostic equipment to
determine if the problem could recur. The transaxle will operate normally in first and second
while in this range. If you choose the Overdrive mode, the transmission will oper- ate
automatically; shifting between the four available gears. Fully depress the clutch pedal before
you shift gears. As you release the clutch pedal, lightly depress the accelera- tor pedal. Page 2.
This is the position the shifter lever will return to automatically when neutral is se- lected. Page
Downshifting For improved performance, your manual transaxle may be upshifted up to the
maximum speeds listed in table 2 within legal speed limits. NOTE: This light only shows that the
parking brake is on. It does not show the degree of brake application. If the parking brake is
applied while the vehicle is moving, a chime will sound to alert the driver. Page When parking
on a hill, it is important to set the parking brake before placing the gear selector in Park,
otherwise the load on the automatic transaxle locking mechanism may make it difficult to move

the selector out of Park. As an added precaution, turn the front wheels toward the curb on a
downhill grade and away from the curb on a uphill grade. In the event power assist is lost for
any reason for example, repeated brake applications with the engine off , the brakes will still
function. How- ever, the effort required to brake the vehicle will be much greater than that
required with the power system oper- ating. Page During stops where ABS is activated, a
vibration of the brake pedal may be felt and associated system noises may be heard. NOTE:
Pumping of the brake pedal will diminish the effectiveness of Anti-lock brakes and may lead to
an accident. If for some reason the hydraulic pressure is interrupted, it will still be possible to
steer your vehicle. Under these conditions you will observe a substantial increase in steering
effort. Tires designed to this standard have the tire size molded into the sidewall beginning with
the section width. The letter P is absent from this tire size designation. Tires with white
sidewalls will have the full TIN including date code located on the white sidewall side of the tire.
Tire and Loading Information Placard This placard tells you important information about the, 1
number of people that can be carried in the vehicle 2 the total weight your vehicle can carry 3
the tire size designed for your vehicle Page Loading The vehicle maximum load on the tire must
not exceed the load carrying capacity of the tire on your vehicle. The resulting figure equals the
available amount of cargo and luggage load capacity. Overloading of your tire is dangerous.
Overloading can cause tire failure, affect vehicle handling, and increase your stopping distance.
Use tires of the recommended load capacity for your vehicle. Never overload them. Page Tire
Inflation Pressures 2. Economyâ€” Improper inflation pressures can cause uneven wear
patterns to develop across the tire tread. These abnormal wear patterns will reduce tread life
resulting in a need for earlier tire replacement. Underinflation also increases tire rolling
resistance and results in higher fuel consumption. Use a good quality pocket-type gauge to
check tire pressure. Do not make a visual judgement when determining proper inflation. Page
Tire pressure may increase from 2 to 6 psi 13 to 40 kPa during operation. DO NOT reduce this
normal pressure build up or your tire pressure will be too low. Tire Pressures for High Speed
Operation The manufacturer advocates driving at safe speeds within posted speed limits.
Combining radial ply tires with other types of tires on your vehicle will cause your vehicle to
handle poorly. The instability could cause an accident. Al- ways use radial ply tires in sets of
four or 6, in case of trucks with dual rear wheels. Page Tire Spinning Do not install a wheel
cover or attempt to mount a conventional tire on the compact spare wheel, since the wheel is
designed specifically for the compact spare. Because of the reduced ground clearance, do not
take your vehicle through an automatic car wash with the Some combina- tions of unapproved
tires and wheels may change suspension dimensions and performance charac- teristics,
resulting in changes to steering, han- dling, and braking of your vehicle. Vibration may be a
result of tire and wheel out-of- balance. Proper balancing will reduce vibration and avoid tire
cupping and spotty wear. Page Tire Rotation Recommendations Tire Rotation
Recommendations Tires on the front and rear axles of vehicles operate at different loads and
perform different steering, driving and braking functions. For these reasons, they wear at
unequal rates, and tend to develop irregular wear pat- terns. These effects can be reduced by
timely rotation of tires. Page Reformulated Gasoline Over 40 automobile manufacturers around
the world have issued and endorsed consistent gasoline specifica- tions the World Wide Fuel
Charter, WWFC to define fuel properties necessary to deliver enhanced emissions, engine
performance, and durability for your vehicle. The manufacturer recommends the use of
gasolines that meet the WWFC specifications if they are available. If the Malfunction Indicator
light is flash- ing, immediate service is required. See the paragraph on the Onboard Diagnostics
Sys- tem in section 7 of this manual. Materials Added to Fuel All gasoline sold in the United
States is required to contain effective detergent additives. Most of these products contain high
concentrations of methanol. Fuel system damage or vehicle performance problems resulting
from the use of such fuels or additives is not the responsibility of the manufacturer and may not
be covered under the New Vehicle Warranty. If using a portable container, it should have a
flexible nozzle long enough to force open the restricting door. This is an indication that cap is
properly tightened. If the gas cap is not tighten properly, the Malfunction Indicator Light will
come on. Be sure the gas cap is tightened every time the vehicle is refueled. You might not have
brakes when you need them and could have an accident. Depress the switch and both cluster
indicators and all front and rear direc- tional signals will flash. Depress the switch again to turn
Hazard Warning Flashers off. Page If the pointer rises to the H red mark, the instrument cluster
will sound a chime. Pull over and stop the vehicle. Idle the vehicle with the air conditioner
turned off until the pointer drops back into the normal range. If the pointer remains on the H red
mark, turn the engine off immediately and call for service. A hot engine cooling system is
dangerous. You or others could be badly burned by steam or boiling coolant. You may want to
call a service center if your vehicle overheats. If you decide to look under the hood yourself,

refer to Section 7, Maintenance, of this manual. Page Jack Location Jack Location The jack and
jack-handle are stowed behind the right rear side trim panel in the cargo area. Do not attempt to
raise this vehicle using a bumper jack. Rotate the nut to the left until you can remove the swivel
hook from the stowage basket. Swing the basket down to remove the compact spare tire. Page
Jacking Instructions Jacking Instructions 1. Remove the scissors jack and lug wrench from the
stowage bag. NOTE: If equipped with a center cap that covers the wheel nuts, pry off the cap
using the small end of the lug wrench. To reinstall the cap, make sure it is properly lined up
before pushing it on to the wheel. Raise the vehicle by turning the jack screw to the right, using
the swivel wrench. Raise the vehicle only until the tire just clears the surface and enough
clearance is obtained to install the spare tire. If you doubt that you have tightened the nuts
correctly, have them checked with a torque wrench by your dealer or at a service station.
Remove the wheel blocks and lower the jack until it is free. Vehicles equipped with an automatic
trans- axle cannot be started this way. Unburned fuel could enter the catalytic converter and
once the engine has started, ignite and damage the converter and vehicle. Battery fluid is a
corrosive acid solution; do not allow battery fluid to contact eyes, skin or clothing. If acid
splashes in eyes or on skin, flush the contaminated area immediately with large quantities of
water. Start the engine in the vehicle that has the booster battery, let the engine idle a few
minutes, then start the engine in the vehicle with the discharged battery. When removing the
jumper cables, reverse the se- quence exactly. Page Freeing A Stuck Vehicle 2. Slow down if
road has standing water or puddles. Replace tires when tread wear indicators first become
visible. Keep tires properly inflated. Maintain enough distance between your vehicle and the
vehicle in front of you to avoid a collision in a sudden stop. Racing the engine or spinning the
wheels too fast may lead to transaxle overheating and failure. It can also damage the tires. Do
not attempt to use sling type equipment when towing. When securing vehicle to flat bed truck,
do not attach to front or rear suspension components. This system monitors the performance of
the emissions, engine, and automatic transmission control systems. When these systems are
operating properly, your vehicle will provide excellent performance and fuel economy, as well
as engine emis- sions well within current government regulations. Failure to pass could prevent
vehicle registration. The MIL will not flash at all and will remain fully illuminated until you turn
off the ignition key or start the engine. Page Maintenance Procedures NOTE: Intentional
tampering with emissions control systems can result in civil penalties being assessed against
you. You can be badly injured working on or around a motor vehicle. Do only that service work
for which you have the knowledge and the proper equipment. If you have any doubt about your
ability to perform a service job, take your vehicle to a competent mechanic. Checking the oil
while the vehicle is on level ground, will improve the accuracy of the oil level readings. The
manufacturer only recommends API Certified engine oils. Engine Oil Viscosity SAE Grade The
proper SAE viscosity grade of engine oil should be selected based on the following
recommendation and be within the operating temperature shown in the engine oil Page
Synthetic Engine Oils There are a number of engine oils being promoted as either synthetic or
semi-synthetic. Follow the service schedule that describes your driving type. Improper belt
tension can cause belt slippage and failure. Inspect the drive belts for evidence of cuts, cracks,
or glazing and replace them if there is any sign of damage which could result in belt failure.
Damage to the catalytic converter can result if your vehicle is not kept in proper operating
condition. In the event of engine malfunction, particularly involv- ing engine misfire or other
apparent loss of perfor- mance, have your vehicle serviced promptly. Contin- ued operation of
your vehicle with a severe malfunction could cause the converter to overheat, resulting in
possible damage to the converter and the The air cleaner can provide a measure of protection in
the case of engine backfire. Do not remove the air cleaner unless such removal is necessary for
repair or maintenance. Battery fluid is a corrosive acid solution and can burn or even blind you.
If acid splashes in eyes or on skin, flush the area immediately with large amounts of water. Page
Air Conditioner Air Conditioner Check the air conditioning system at the start of the warm
weather season. Clean with a gentle water spray from behind the radiator and through the
condenser as required. Fluid level should be checked on a level surface and with the engine off
to prevent injury from moving parts and to insure accurate fluid level reading. Do not overfill.
Use only manufacturers recommended power steering fluid. If necessary, add fluid to restore to
the proper indicated level. Page Windshield Wiper Blades Windshield Wiper Blades Clean the
rubber edges of the wiper blades and the windshield periodically with a sponge or soft cloth
and a mild non abrasive cleaner or use the washer solvent. This will remove accumulations of
salt, waxes or road film and help reduce streaking and smearing. Fill the reservoir with
windshield washer solvent not radiator antifreeze. Exhaust gases can injure or kill. They contain
carbon monoxide which is colorless and odorless. Breathing it can make you unconscious and
can eventually poison you. Follow the above precautions to keep your exhaust system as safe

as possible. If coolant is dirty or rusty in appearance, the system should be drained, flushed
and refilled with fresh coolant. Check the front of the radiator for an accumulation of bugs,
leaves, etc. Failure to use the proper antifreeze could cause radiator plugging and engine
overheating. Do not mix antifreeze brands or use plain water alone or alcohol based antifreeze
products. Never add coolant when the engine is overheated. If an examination of your engine
compartment shows no evidence of radiator or hose leaks, the vehicle may be safely driven.
The vapor will soon dissipate. Components should be replaced immediately if there is any
evidence of degradation that could cause failure. Page brittle rubber, cracking, tears, cuts,
abrasions, and exces- sive swelling suggest deterioration of the rubber. Particu- lar attention
should be made to examining those hose surfaces nearest to high heat sources, such as the
exhaust manifold. Inspect all hose clamps and couplings to make sure they are secure and no
leaks are present. Fluid level can be expected to fall as the brake pads wear. Brake fluid level
should be checked when pads are replaced. However, low fluid level may be caused by a leak
and a checkup may be needed. Use only manufacturers recommended brake fluid, refer to
Recommended Fluids, Lubricants and Genuine Parts for correct fluid type. Page Automatic
Transaxle Automatic Transaxle All front wheel drive vehicles have a transmission and
differential assembly contained within a single housing. Selection Of Lubricant It is important
that the proper lubricant is used in the transaxle to assure optimum transaxle performance. Use
only manufacturers recommended transmission fluid, refer to Recommended Fluids, Lubricants
and Genuine Parts for correct fluid type. The vehicle must be on level ground. The engine
should be running at curb idle speed for a minimum of 60 seconds. If the fluid level shows low,
add sufficient transmission fluid to bring to the proper level. Dirt and water in the transaxle can
cause serious damage. The only exception to this policy is the use of special dyes to aid in
detecting fluid leaks. The use of transmission sealers should be avoided as they may adversely
affect seals. Page which exposes your vehicle to airborne contaminants, road surfaces on
which the vehicle is operated, extreme hot or cold weather and other extreme conditions will
have an adverse effect on paint, metal trim, and under- body protection. The following
maintenance recommendations will enable you to obtain maximum benefit from the corrosion
resistance built into your vehicle. Do not use abrasive or strong cleaning materials such as
steel wool or scouring powder, which will scratch metal and painted surfaces. If your vehicle is
equipped with flame or woodgrain graphics, it is recommended that special care be taken when
using hand-held pressure washers to clean your vehicle. The pressure of these hand-held car
wash wands can vary greatly and could possibly cause damage to the surface of the graphic.
Many wheel cleaners contain acids that may harm the wheel surface. NOTE: Replacement costs
for components damaged as a result of not following the recommended cleaning practices are
considered the responsibility of the cus- tomer. Page Cleaning Headlights Your vehicle has
plastic headlights that are lighter and less susceptible to stone breakage than glass headlights.
Plastic is not as scratch resistant as glass and therefore different lens cleaning procedures
must be followed. To minimize the possibility of scratching the lenses and reducing light
output, avoid wiping with a dry cloth. Dry with a soft tissue. Seat Belt Maintenance Do not
bleach, dye or clean the belts with chemical solvents or abrasive cleaners. This will weaken the
fabric. Sun damage will also weaken the fabric. If the belts need cleaning, use a mild soap
solution or lukewarm water. Page Interior Fuses Interior Fuses The fuse access panel is on the
left side of the instrument panel next to the steering column. To remove the panel, pull it out, as
shown. A label identifying the components and circuits is located on the inside of the cover.
When replacing a blown fuse, it is important to use LED Airbag Indicator Remove the headlight
access cover splash shield, located in the front wheel well opening. Rotate the socket to the left
one quarter turn to replace and replace the bulb. Front Fog Lights â€” Remove the screws
attaching the back up light to the rear fascia and remove the housing. Remove the socket from
the housing. Pull the bulb out of the socket and replace. Center High Mounted Stop Light 1.
Manual Transmission Fluid. These, and all other maintenance services included in this manual,
should be done to provide best vehicle performance and reliability. Change the automatic
transmission fluid and filter every 60, miles 96 km if the vehicle is usually operated under one or
more of the conditions marked with an Change the manual transaxle fluid every 48, miles 77 km
if the vehicle is usually operated under one or Miles Kilometers Change engine oil and engine
oil filter. Page Miles Kilometers Change engine oil and engine oil filter. Inspect the brake linings.
Replace the engine air cleaner filter. Replace the spark plugs. Inspect the tie rod ends and boot
seals. Inspect the PCV valve and replace as neces- sary. Change the brake fluid. If vehicle is
used for trailer towing. Inspect the engine air cleaner filter. Replace as necessary. Replace the
spark plugs and ignition cables. Inspect the PCV valve and replace if neces- sary. Inspect the
engine air cleaner filter and re- place as necessary. Inspect the engine air cleaner filter and
replace as necessary. Inspect the PCV make-up air filter. Replace as nec- essary. Replace the

PCV make-up air filter. Inspect the PCV valve and replace, if necessary. Page Miles Kilometers
[Months] Change engine oil and engine oil filter. Inspect the PCV valve and replace if necessary.
Not required if previously changed. Page Schedule "A" Adjust the generator drive belt tension.
Page Miles Kilometers [Month] Change engine oil and engine oil filter. Inspect the PCV Valve
and replace if necessary. Take your warranty folder. All work to be performed may not be
covered by the warranty, discuss additional charges with the service manager. Page The
manufacturer has empowered its dealers to make warranty and repair decisions that ensure you
are not inconvenienced. There is no need for you to wait for a decision from the manufacturer.
We appreciate that you have made a major investment when you purchased your new vehicle.
Your dealer has also made a major investment in facilities, tools, and training to assure that you
are absolutely delighted with your ownership experience. They will help you keep your vehicle
operating at its best. These manuals have been prepared with the assistance of service and
engineering specialists to acquaint you with specific Chrysler group vehicles. Included are
starting, operating, emergency and maintenance pro- cedures as well as specifications,
capabilities and safety tips. The traction grade is based on braking straight- ahead traction tests
and does not include cornering turning performance. Page Autostick Page Radiator Cap Page
Filler Cap Page Latches Hood Page Odometer Page Safety Checks Inside Vehicle Page Tires
Page Windshield Wipers Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. The
Chrysler PT Cruiser is a front-wheel drive, small family car produced and sold globally by
Chrysler in a 2-door convertible â€” and 5-door hatchback â€” body styles, across a single
generation, with an intermediary facelift for the model year The inside packaging was remarked
for its high-roof, flexible baggage, and rider configuration. The production stopped in July , with
total sales of over 1 million. It was powered by a 2. The solely available transmission is a
four-speed automatic that pushes power the front wheels. All rights reserved. Home Makes
Chrysler Pt Cruiser. Chrysler Pt Cruiser owners manuals. Model overview The Chrysler PT
Cruiser is a front-wheel drive, small family car produced and sold globally by Chrysler in a
2-door convertible â€” and 5-door hatchback â€” body styles, across a single generation, with
an intermediary facelift for the model year The manuals are free to download and are available
in PDF format. Is is recommended to check the owners manual corresponding to the correct
year of your Chrysler Pt Cruiser to solve the problems or to get insights about the car. Chrysler
Pt Cruiser competitors. A majority of all used US imports have either been in accidents, been
stolen, been flooded, salvaged and rebuilt and shipped to Europe or are subject to open recalls.
For 30 years, CARFAX has been collecting data on US vehicles from thousands of sources and
has helped millions of used car shoppers reduce their risk of getting stuck with a vehicle that
has costly hidden problems. For more than 30 years, CARFAX has been helping millions of
used car shoppers make better purchase decisions and avoid expensive hidden problems. In
addition, CARFAX has helped used car dealers around the world to build trust with their
customers and sell their American cars with confidence. With more than 14 billion records,
CARFAX has built up its database with the help of its partners and sources, including
government offices, law enforcement agencies, service and repair shops, car dealerships,
insurance companies and many more. In addition to publicly available information, CARFAX has
collected information from many independent reliable sources. Thanks for the service, the price
was absolutely worth. Immediately to the Internet, paid with credit card and in 10 minutes I had
the report. Vehicle imported from California to Lithuania. For some weeks "Babs" is now with us
and we have a lot of fun with the car. Buying Used American Cars? Search by VIN. Instant
Access. We offer you unique vehicle history to help you make better purchase decisions.
Trusted by millions of users. Worldwide market leader. The most popular blog articles How to
detect mileage rollback? Mileage rollback is one of the most occurring types of fraud in the
selling process of used cars. However, there are ways to detect mileage fraud. Even though
odometer fraud is difficult to detect for the untrained eye, it is not an impossible task. Import a
car from the USA. There are a few advantages to buying a American used car. Check the Service
History of a Car. How important is the service history of a car? CARFAX takes a look at these
questions and explains the importance of the service history of a car, as well as where you can
find the complete history of service records. Make a VIN Search. Enter your mobile number or
email address below and we'll send you a link to download the free Kindle App. Then you can
start reading Kindle books on your smartphone, tablet, or computer - no Kindle device required.
To get the free app, enter your mobile phone number. Owners Manual. Read more Read less.
Previous page. See all details. Next page. Kindle Cloud Reader Read instantly in your browser.
Register a free business account. Tell the Publisher! I'd like to read this book on Kindle Don't
have a Kindle? Fearless and inspiring. Discover Black voices on Audible. Learn more. Customer
reviews. How are ratings calculated? Instead, our system considers things like how recent a

review is and if the reviewer bought the item on Amazon. It also analyzes reviews to verify
trustworthiness. Top reviews Most recent Top reviews. Top reviews from the United States.
There was a problem filtering reviews right now. Please try again later. Verified Purchase.
Arrived in excellent condition. Exactly as advertised. I bought a used PT for my college age
daughter to drive. The owners manual came in the original leather cover and was in very good
condition. I recommend gettting an owners manual for your used vehicle. My daughter has been
able to referred to the manual
west coast metric volkswagen
2010 ford focus manual transmission
dodge avenger 2008
on numerous occasions to determine proper lubricants, tire pressures, etc. Great condition
thanks so much. Exactly what i wanted.. See all reviews. There's a problem loading this menu
right now. Learn more about Amazon Prime. Get free delivery with Amazon Prime. Back to top.
Get to Know Us. Amazon Payment Products. English Choose a language for shopping. Amazon
Music Stream millions of songs. Amazon Advertising Find, attract, and engage customers.
Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for the Web. Sell on
Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally. Amazon Rapids
Fun stories for kids on the go. ComiXology Thousands of Digital Comics. DPReview Digital
Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion Brands. Deals
and Shenanigans. Ring Smart Home Security Systems. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life.

