2004 toyota sienna timing belt

I am a pretty broke divorced mother of a teenage girl who lives in an apt complex with several
speed bumps in the parking lot. The speed bumps are made from the asphalt that they use in
the lot. Two of the main speed bumps were at least 8 or 9 inches high initially. Even though I
take the speed bumps very slowly and carefully they scraped the underside of the van very
badly. I immediately called the office and left them a message telling them to lower the height of
some of the speed bumps right away. Within one day the came out with one of those rollers and
reduced the height by a few inches. The damage was already done as I then had a nasty ticking
noise and the van ran differently. Goodyear did the fix for me and gave me a slight break on the
price knowing I had to remove money from a retirement account in order to do it. The ticking
was still there but recently I found out it was a heat shield that had been loosened under the
van. I am wondering if you could tell me if there is some possible relationship between the
timing belt and the underside of the van being scraped so badly. Goodyear would not speculate.
Of course neither would the dealer. I can't recover anything financially even if it was a possible
cause as the complex has since been sold to another owner and too much time passed. Has a
Toyota Camry that strangely has also had to have not one, but two emergency timing belt
replacements on her car. The first one also had to be done at 50, miles or less. I am not certain
how many miles she now has on it or what year it is but it isn't that old. I have not brought this
question up to her at all since she works for the complex. I just really wonder if there could
possibly be any relationship to those ridiculously high speed bumps of the past. They are within
normal height limits now but they still have huge chunks of asphalt and yellow paint missing
from some of the really low vehicles especially when they are loaded down with household
belongings, furniture, etc. When people are moving. I do know that there will always be the
people who race over them and scrape the bottom because they are inconsiderate morons. I
have now come to find out that there are other options in speed bumps that can inflate higher if
the speed of the approaching vehicles is too great. They also do not have one sign posted
about the fact that there are multiple school bus stops and young children and disabled people.
There is not even one camera in any part of the very large parking lot. Some of those options
are probably more costly then they would be willing to spend but for heavens sake they
certainly could put in a couple of signs. If you can answer that question I would sure appreciate
it. Thank you so much. Do you. The timing belt is not related to the speed bumps. You'd have to
rearrange your kidneys if you hit a bump big enough to reach up to where that belt lives. I
suspect you're a victim of a common problem that goes back to the s. That is timing belts that
break sooner than the manufacturer's recommended replacement intervals are reached. Honda,
for example, used to recommend the belt be replaced every 75, miles, and they typically broke
at 65, miles. To add to the misery, you most likely have an "interference" engine. You listed a 4.
That is an interference engine which means when the timing belt breaks, the open valves get hit
and bent by the pistons as they coast to a stop. That turns a four or five-hour timing belt
replacement into a very expensive valve job. My recommendation is to have your timing belt
replaced again within the next 50, miles to prevent having another expensive valve job. This is
probably why that other Toyota owner you mentioned had theirs replaced a second time. The
next time you're out car-shopping, ask if what you're looking at has an interference engine, and
if it does, keep looking. We can tell you here too if you tell us the engine size, year, and car
model. Was this answer. Thank so much for the info guys. You answered something that
nobody else has. You are the bomb! Please login or register to post a reply. Related Timing Belt
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to drive the camshafts in the cylinder head at half the RPMs of the crankshaft. Engine designs
vary, and thus the replacement procedure will vary, but broadly, the procedure is as follows:.
No, were a worn out timing belt to snap while underway, perhaps on a highway, it creates a risk
of complete loss of engine power while surrounded by fast moving vehicles. Once your vehicle
has reached the recommended replacement mileage for the belt, you can eliminate the risk of
sudden and unexpected timing belt breakage by having it replaced. If your engine is of the
interference type, it is especially important to replace the belt according to the maintenance
schedule because sudden breakage of the timing belt, while the engine is running, will likely
cause significant damage to internal engine components such as the valves and pistons.
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does it work? Timing Belt. When to replace the timing belt? Every 60kk miles. If an engine is
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designs vary, and thus the replacement procedure will vary, but broadly, the procedure is as
follows: Disconnect the battery ground cable. Once the engine is cold, set the crankshaft to top
dead center with the number one piston on the compression stroke. Remove crankshaft pulley.
Remove all accessories interfering with the removal of the timing belt covers. Remove timing
belt covers. Lock camshafts, as required, and note position of camshaft timing marks. Remove
timing belt tensioner and idler pulleys. Remove timing belt. If replacing the water pump, do so at
this time, and of course drain the cooling system first. If the engine cooling system thermostat
is only accessible with water pump replacement, the thermostat should be replaced as well.
Installation of the new timing belt includes all of the above steps, performed in reverse,
following strict guidelines to assure camshaft and crankshaft and balancing shaft, if equipped
are in perfect alignment after tensioner has been set. Upon completion of the installation, the
engine crankshaft is turned by hand degrees and the correct position of the timing marks on the
crankshaft and the camshafts is confirmed. The vehicle is road tested to confirm normal
operation and a service sticker is affixed to the engine noting the date of belt replacement and
the vehicle mileage. Is it safe to drive with a timing belt problem? When replacing the timing belt
keep in mind: An interference engine should be carefully inspected before a broken timing belt
is replaced because it may have sustained damage that will have to be repaired prior to
installing a new belt. The timing belt system includes idler pulleys and a belt tensioner. These
components should be replaced along with the belt. Mechanics will usually recommend
replacing the water pump at the same time that the timing belt is replaced. Yourmechanic was
featured in. Popular Toyota Jobs. Auto service in Your City. Meet some of our expert Toyota
mechanics Real customer reviews from Toyota owners like you. Excellent Rating. Rating
Summary. Nolan 0 years of experience. Request Nolan. Brown has worked on my cars several
times and is always professional, friendly and competent. Chet 35 years of experience. Request
Chet. He did a great job! I needed a lot of work on my car and Chet took his time. I was able to
clean my house, pack my bags for vacation and check his progress while he worked. It was
great! Very knowledgable. Geoffrey 20 years of experience. Request Geoffrey. I was impressed
by his frankness and honesty. Safety was his top priority. How can we help? Read FAQ. Service
type Timing Belt Replacement. For more information go to Since , Replacement - the most
affordable brand name for replacement parts th We've Made a Site Update. Refresh to the latest
version. Retrieve quote. Track order. Sign In or Create Account. Every Purchase Supports.
Texas Relief Efforts. Select your vehicle. Refine by:. Timing Belt Kit part. Returns Policy. Water
Pump Included. Showing 1 - 6 of 6 results. Sort by:. Guaranteed to Fit. Core Charge. Add to cart.
Part Number: DYK3. Page 1 of 1 Showing 1 - 6 of 6 results. Featured Brands. Reviews
Questions, Answers. Manufac
chevy s10 wiring diagrams
automotive ac repair manuals
2006 v6 mustang performance parts
tured from top quality components, this is your best option and inexpensive replacement for
your rebuild, repair, and maintenance needs - an OE replacement product for your damaged or
aged factory part. Jun 30, Exceptional quality and very reliable parts. I like it. Maximiliano Cerda.
Purchased on Jun 09, May 27, Satisfied customer! The timing belt worked just fine! The rest of
the kit was there as it should be and I was well pleased with my purchase. James Perry.
Purchased on May 05, May 26, Purchased on May 12, Show More. Helpful Automotive
Resources. Timing belt Timing belts fail without warning and on some vehicles, are almost as
hard to check as they are to change. In most cases, your only protection is to change the belt at
the recommended intervals. Timing belt replacement is not a cheap job but it is far less costly
than. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

