2005 jeep grand cherokee manual

More stars mean safer cars. Learn about crash test ratings. Combines Driver and Passenger
star ratings into a single frontal rating. The frontal barrier test simulates a head-on collision
between two similar vehicles, each moving at 35 mph. The Side Barrier test simulates an
intersection collision between a standing vehicle and moving barrier at The Side Pole Barrier
test simulates a crash into a fixed object like a tree or utility pole. The Rollover Resistance test
measures the risk of rollover in a single-vehicle, loss-of-control scenario. Learn about safety
technology. This is a record of safety issues for vehicles of this year, make, model and trim. The
vehicle identification number tells you if your car is affected. Learn about our recall process.
Report a problem with your vehicle, tires, car seats or other equipment. We review every
problem as we work to keep our roads safe. Report a safety problem. Every vehicle has a
unique VIN. Enter a VIN to learn if a specific vehicle needs to be repaired as part of a recall.
Recall information from this VIN lookup tool is provided by the manufacturer conducting the
recall. Skip to main content. United States Department of Transportation. Report a Problem.
Toggle navigation Homepage. Look up another vehicle Vehicle Comparison Tool. Compare
safety information. Search Vehicles Vehicle Comparison Tool. Safety Ratings. Learn about
crash test ratings Combines Driver and Passenger star ratings into a single frontal rating. Learn
about our recall process Have a safety problem? Report a safety problem Find recalls by VIN.
Search by VIN. Recently Searched. Since it continuously faces a difficult environment, an
understanding of how to drive this car to make sure that it will be well maintained. Jeep
automobile manual for the owner is a book dedicated to Jeep owners all over the world. Several
informational details that are included in the book are thorough vehicle part breakdowns,
advised driving technique, and required maintenance works. Info that you will discover in a car
manual is actually essential. As the designer of this automobile, the car manufacturer knows the
best way to utilize a Jeep. Many individuals do not stick to the Jeep Grand Cherokee Laredo
Owners Manual due to the fact that there is no apparent effect. Even if just a few individuals still
keep in mind to follow that role, you will get a really fun interview. As an example, you must
concur the various cars and truck series get various recommendations. They likewise discover
the best method to acknowledge some less than desirable methods to make use of the
knowledge to others. When the owners are not acquainted with their vehicles, there are bound
to be lots of issues. An owner may mistakenly produce an occurrence that can cumber the kids
must follow the older kids. Older kids also tend to know and pay attention to what the
expressions of other individuals in the Jeep Grand Cherokee Laredo Owners Manual. The cars
and truck manual will be received by the chauffeur upon a new purchase of the Jeep cars and
truck series. The manual that is going to be received by a driver of one cars and truck and
another will be different. If not, you ought to simply look for the used physical copy. The digital
copy is highly downloadable is different sources. As you see, even if you lose the file, you will
still be able to get access to the chauffeurs manual. If you desire to get the Jeep Grand
Cherokee Laredo Owners Manual as a physical copy, you ought to not lose the book from your
very first purchase. Prev Article. Next Article. Tags: 05 jeep grand cherokee laredo owners
manual jeep grand cherokee laredo 4x4 owners manual jeep grand cherokee laredo owners
manual jeep grand cherokee laredo owners manual pdf jeep grand cherokee laredo service
manual jeep grand cherokee limited 5. See also: Jeep Factory Service Manuals. The legendary
American SUV is designed for many years of glory. Of course, those who acquire such cars,
count on many years of easy operation of the car, a high level of responsiveness and safety of
transport. In addition, the Jeep Grand Cherokee perfectly emphasizes the position of a person
in society, without a word hinting at his good wealth and social ties. Of course, a person sitting
behind the wheel of a Jeep Grand Cherokee will be attentive to technology, try to avoid
mistakes during operation and repair. Any questions and tasks that sooner or later may arise
before the car owner regarding the use, maintenance, diagnostics and repairs, as well as
electrical equipment of the machine, are detailed in these manuals â€” these are complete repair
manuals for Jeep Grand Cherokee , written by real professionals. So the manual can be
recommended not only to the owners of the jeep, but also to the auto service masters who want
to achieve perfection in their work. The pages of the manual deals with cars manufactured since
, including the latest modifications of This repair manual for Jeep Grand Cherokee is specially
created taking into account the fact that users will practice it and apply new knowledge about
the car in life. That is why there are so many illustrative materials in the directory, and the
content is presented logically and consistently, there is an index to facilitate searching through
the book. This service manual includes not only the basic data, it also contains important tips,
discusses the little things needed by the car enthusiast, and also has recommendations that are
useful to the masters. In addition to the chapter on precautionary measures during the repair,
maintenance or control of vehicles, introductory data on the Jeep Grand Cherokee and review
of the design of this magnificent car, other topics are also included. In the first place â€” this is

the owners manual of the Jeep Grand Cherokee, thanks to which you can learn more about all
the capabilities of the car and use it to your advantage given the full working potential. There is
also a chapter on Jeep maintenance, which describes preventive procedures for the car,
checks, inspections, relevant illustrations and recommendations. Wiring diagrams Jeep Grand
Cherokee WK2 â€” another important point that you should pay attention to when getting
acquainted with this manual. Repair of such a fundamental technique as the Jeep Grand
Cherokee , of course, requires some effort, as well as knowledge and skills. But at the expense
of this manual, you can achieve excellent results even for a novice repairman or attentive car
enthusiast who wishes to identify and fix possible malfunctions with the machine on his own.
The manual deals with various cases of problems with illustrative examples of their
step-by-step liquidation with minimal effort. All content on the site Carmanualsclub. The site
administration does not bear any responsibility for illegal actions, and any damage incurred by
the copyright holders. Your email address will not be published. Save my name, email, and
website in this browser for the next time I comment. This site uses Akismet to reduce spam.
Learn how your comment data is processed. Necessary cookies are absolutely essential for the
website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Any cookies that may not be particularly necessary for the website to function and
is used specifically to collect user personal data via analytics, ads, other embedded contents
are termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Jeep Grand Cherokee. Leave a Reply Cancel reply Your email
address will not be published. This website uses cookies to improve your experience. We'll
assume you're ok with this, but you can opt-out if you wish. Accept Reject Read More. Close
Privacy Overview This website uses cookies to improve your experience while you navigate
through the website. Out of these, the cookies that are categorized as necessary are stored on
your browser as they are essential for the working of basic functionalities of the website. We
also use third-party cookies that help us analyze and understand how you use this website.
These cookies will be stored in your browser only with your consent. You also have the option
to opt-out of these cookies. But opting out of some of these cookies may affect your browsing
experience. Necessary Necessary. Non-necessary Non-necessary. Skip to main content. Email
to friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new
window or tab Share on Pinterest - opens in a new window or tab. Add to Watchlist. Check if
this part fits your vehicle. Contact the seller. Picture Information. Mouse over to Zoom - Click to
enlarge. Get the item you ordered or get your money back. Learn more - eBay Money Back
Guarantee - opens in new window or tab. Contact seller. See other items More See all. Item
Information Condition:. Sign in to check out Check out as guest. Add to Watchlist Remove from
watch list. Watch list is full. Longtime Member. May not ship to Ukraine - Read item description
or contact seller for shipping options. See details. Item location:. Clinton, Connecticut, United
States. Ships to:. This amount is subject to change until you make payment. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or
tab This amount includes applicable customs duties, taxes, brokerage and other fees. For
additional information, see the Global Shipping Program terms and conditions - opens in a new
window or tab. Any international shipping is paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab International shipping and import charges paid to Pitney Bowes
Inc. Learn More - opens in a new window or tab Any international shipping and import charges
are paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab. Related sponsored items. Showing Slide 1 of 2 - Carousel. Report item - opens in a new
window or tab. This translation tool is for your convenience only. The accuracy and
accessibility of the resulting translation is not guaranteed. Note: The accuracy and accessibility
of the resulting translation is not guaranteed. Seller assumes all responsibility for this listing.
Condition is Used. Shipped with Economy Shipping. Shipping and handling. The seller has not
specified a shipping method to Ukraine. Contact the seller - opens in a new window or tab and
request shipping to your location. Shipping cost cannot be calculated. Please enter a valid ZIP
Code. Shipping to: United States. No additional import charges at delivery! This item will be
shipped through the Global Shipping Program and includes international tracking. Learn more opens in a new window or tab. There are 1 items available. Please enter a number less than or
equal to 1. Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. Domestic
handling time. Taxes may be applicable at checkout. Learn more. Return policy. No returns or
exchanges, but item is covered by the eBay Money Back Guarantee - opens in a new window or
tab. Payment details. Payment methods. Back to home page Return to top. Back to home page.
Listed in category:. Email to friends Share on Facebook - opens in a new window or tab Share

on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or tab
Add to Watchlist. Image not available Photos not available for this variation. Change country:
-Select- United States There are 1 items available. Written from hands-on experience gained
from the complete strip-down and rebuild of a Jeep Grand Cherokee, Haynes can help you
understand, care for and repair your Jeep Grand Cherokee. We do it ourselves to help you
do-it-yourself, and whatever your mechanical ability, the practical step-by-step explanations,
linked to over photos, will help you get the job done right. Regular servicing and maintenance of
your Jeep Grand Cherokee can help maintain its resale value, save you money, and make it
safer to drive. Go to front page. Search results Search Haynes. Year Year Make Make. Model
Model. Complete coverage for your vehicle Written from hands-on experience gained from the
complete strip-down and rebuild of a Jeep Grand Cherokee, Haynes can help you understand,
care for and repair your Jeep Grand Cherokee. Printed manual Enlarge. Format Print. What's
covered What's covered:. Jeep covering all models of Jeep Grand Cherokee excluding diesel
engines. Does not include information specific to diesel engine models. Print manual More
details. Part number:. Publication date:. Thursday, September 26, Slideshare uses cookies to
improve functionality and performance, and to provide you with relevant advertising. If you
continue browsing the site, you agree to the use of cookies on this website. See our User
Agreement and Privacy Policy. See our Privacy Policy and User Agreement for details.
Published on Aug 17, It is this level of detail, along with hundreds of photos and illustrations,
that guide the reader through each service and repair procedure. Complete download comes in
pdf format which can work under all PC based windows operating system and Mac also, All
pages are printable. Using this repair manual is an inexpensive way to keep your vehicle
working properly. SlideShare Explore Search You. Submit Search. Home Explore. Successfully
reported this slideshow. We use your LinkedIn profile and activity data to personalize ads and
to show you more relevant ads. You can change your ad preferences anytime. Upcoming
SlideShare. Like this document? Why not share! Embed Size px. Start on. Show related
SlideShares at end. WordPress Shortcode. Published in: Automotive. Full Name Comment goes
here. Are you sure you want to Yes No. Amber Lynn. Steve Brown. Tim Mathess. Kevin
Contreras. Jorge Morales. Show More. No Downloads. Views Total views. Actions Shares. No
notes for slide. The VIN contains 17 characters that provide data con- cerning the vehicle. Refer
to the decoding chart to determine the identification of a vehicle. To protect the consumer from
theft and possible fraud the manufacturer is required to include a Check Digit at the ninth
position of the Vehicle Identification Num- ber. The check digit is used by the manufacturer and
government agencies to verify the authenticity of the vehicle and official documentation. The
formula to use the check digit is not released to the general public. The label is located in the
engine compartment on the vehicle hood. Two labels are used for vehicles built for sale in the
country of Canada. There are unique labels for vehicles built for sale in the state of California
and the country of Canada. Canadian labels are written in both the English and French
languages. These labels are permanently attached and cannot be removed without defacing
information and destroying label. The label certifies that the vehicle conforms to all applicable
Federal Motor Vehicle Standards. The label is located on the driver-side door shut-face. The
higher the grade number, the greater the bolt strength. Identification is determined by the line
marks on the top of each bolt head. The actual bolt strength grade corresponds to the number
of line marks plus 2. The most commonly used metric bolt strength classes are 9. The metric
strength class identification number is imprinted on the head of the bolt. The higher the class
number, the greater the bolt strength. Some metric nuts are imprinted with a single-digit
strength class on the nut face. Bolt Markings and Torques - U. Fasteners and torque
specifications references in this Service Manual are identified in metric and SAE format. During
any maintenance or repair procedures, it is important to salvage all fasteners nuts, bolts, etc. If
the fastener is not salvageable, a fastener of equivalent specification must be used. The
symbols correspond to the controls and displays that are located on the instrument panel. The
following chart will assist in converting metric units to equivalent English and SAE units, or vise
versa. Also, use the chart to convert between millimeters mm and inches in. Refer to the
Standard Torque Specifications Chart for torque references not listed in the individual torque
charts. Only lubricants bearing designations defined by the following organization should be
used to service a Chrysler Corporation vehicle. In addition, API classification defines the
lubricants usage. Only lubricants bearing designations defined by the following organization
should be used. Use only engine oils with multiple viscos- ities such as 5W or 10W These are
specified with a dual SAE viscosity grade which indicates the cold-to-hot temperature viscosity
range. For 3. For 5. Vehicles with 5. These engine oils improve low tem- perature starting and
vehicle fuel economy. Refer to your engine oil filler cap for the recommended engine oil
viscosity for your vehicle. The identifying notations are located on the front label of engine oil

plastic bottles and the top of engine oil cans. Follow the service schedule that describes your
driving type. No additive is known to be safe for engine durability and can degrade emission
components. Generally it is not desirable to mix additive packages from different suppliers in
the crankcase; there have been reports of low temperature engine failures caused by additive
package incompatibility with such mixtures. The required ethylene-glycol antifreeze and water
mixture depends upon the climate and vehicle operating condi- tions. The antifreeze
concentration must always be a minimum of 44 percent, year-round in all climates. If percentage
is lower than 44 percent, engine parts may be eroded by cavitation, and cooling system components may be severely damaged by corrosion. Maximum protection against freezing is
provided with a 68 percent antifreeze concentration, which prevents freezing down to A higher
percentage will freeze at a warmer temperature. Also, a higher percentage of antifreeze can
cause the engine to overheat because the specific heat of antifreeze is lower than that of water.
Use of percent ethylene-glycol will cause formation of additive deposits in the system, as the
corrosion inhibitive additives in ethylene-glycol require the presence of water to dissolve. This
temperature is hot enough to melt plastic and soften solder. The increased temperature can
result in engine detonation. Use of propylene-glycol can result in boil-over or freeze-up on a
cooling system designed for ethylene-glycol. Propylene glycol also has poorer heat transfer
characteristics than ethylene glycol. This can increase cylinder head temperatures under
certain conditions. Also, once ethylene-glycol and propylene-glycol based coolants are mixed in
the vehicle, conventional methods of determining freeze point will not be accurate. Both the
refractive index and specific gravity differ between ethylene glycol and propylene glycol. The
cooling system is designed around the coolant. The coolant must accept heat from engine
metal, in the cylinder head area near the exhaust valves and engine block. The use of aluminum
cylinder blocks, cylinder heads, and water pumps requires special corrosion protection. If it
loses color or becomes contaminated, drain, flush, and replace with fresh properly mixed
coolant solution. Mixing of coolants other than specified non-HOAT or other HOAT , may result
in engine damage that may not be covered under the new vehicle warranty, and decreased
corrosion protec- tion. The coolant performance of various mixtures follows: Pure Water- Water
can absorb more heat than a mixture of water and ethylene-glycol. This is for purpose of heat
transfer only. Water also freezes at a higher temperature and allows corrosion. Without water,
additives form deposits in system. If per- centage is lower, engine parts may be eroded by
cavitation. Also, a higher percentage of antifreeze can cause the engine to overheat because
specific heat of antifreeze is lower than that of water. CAUTION: Richer antifreeze mixtures
cannot be measured with normal field equipment and can cause prob- lems associated with
percent ethylene-glycol. Clutch chatter can result from the use of improper fluid. The ATF is
dyed red so it can be identified from other fluids used in the vehicle such as engine oil or
antifreeze. The red color is not permanent and is not an indicator of fluid condition. As the
vehicle is driven, the ATF will begin to look darker in color and may eventually become brown.
This is normal. Consequently, odor and color cannot be used to indicate the fluid condition or
the need for a fluid change. Exceptions to this policy are the use of special dyes to aid in
detecting fluid leaks. These additives and others also claim to improve converter clutch
operation and inhibit overheating, oxidation, varnish, and sludge. These claims have not been
supported to the satisfaction of DaimlerChrysler and these additives must not be used. The fluid
must provide a high level of protection for the internal components by providing a lubricating
film between adjacent metal components. The fluid must also be thermally stable so that it can
maintain a consistent viscosity through a large temperature range. If the viscosity stays
constant through the temperature range of operation, transmission operation and shift feel will
remain consistent. Transmission fluid must also be a good conductor of heat. The fluid must
absorb heat from the internal transmission components and transfer that heat to the
transmission case. Engine Oil - with Filter - 4. Engine Oil - with Filter - 5. Cooling System - 3.
Depending on type and size of internal cooler, length and inside diameter of cooler lines, or use
of an auxiliary cooler, these capacities may vary. Refer to 19, Steering for proper fill and bleed
procedures. Service Fill - NAG1 5. O-haul Fill - RFE O-haul Fill - NAG1 7. NV 1. CF 1. CFE 1. CR 2.
A variation may be observed from vehicle to vehicle due to manufacturing tolerance and refill
procedure. It is for vehicles that are operated under the conditions that are listed below and at
the begin- ning of the schedule. Where time and mileage are listed, follow the interval that
occurs first. Checking the oil level while the vehicle is on level ground will improve the accuracy
of the oil level reading. Examine threaded fasteners for looseness. Miles 3, 6, 9, 12, 15,
Kilometers 5 10 14 19 24 Change the engine oil and engine oil filter, if not replaced at 3 months.
X X Inspect the engine air cleaner filter, replace if necessary. X X Drain and refill the front and
rear axles. X Inspect the brake linings. X Clean and lubricate the brake caliper pins. Miles 18, 21,
24, 27, 30, Kilometers 29 34 38 43 48 Change the engine oil and engine oil filter, if not replaced at

3 months. X X X Inspect the engine air cleaner filter, replace if necessary. X X X Drain and refill
the front and rear axles. X Drain the transfer case and refill. X Miles 33, 36, 39, 42, 45, Kilometers
53 58 62 67 72 Change the engine oil and engine oil filter, if not replaced at 3 months. X Drain
and refill the front and rear axles. X X Clean and lubricate the brake caliper pins. X Miles 48, 51,
54, 57, 60, Kilometers 77 82 86 91 96 Change the engine oil and engine oil filter, if not replaced at
3 months. X Inspect the ignition cables, replace if necessary 5. X Inspect drive belt, replace if
necessary. X X X Clean and lubricate brake caliper pins. X X Inspect the brake linings. X X Drain
and refill the automatic transmission fluid, and replace main sump filter 4. Miles 48, 51, 54, 57,
60, Kilometers 77 82 86 91 96 Drain and refill the transfer case fluid. Miles 63, 66, 69, 72, 75,
Kilometers Change the engine oil and engine oil filter, if not replaced at 3 months. X Inspect the
drive belt, replace if necessary. X Drain and refill the front and rear axle fluid. X Miles 78, 81, 84,
87, 90, Kilometers Change the engine oil and engine oil filter, if not replaced at 3 months. X X X
Drain and refill the transfer case fluid. Miles 93, 96, 99, , , Kilometers Change the engine oil and
engine oil filter, if not replaced at 3 months. X Miles , , , , , Kilometers Change the engine oil and
engine oil filter, if not replaced at 3 months. X X X Inspect the brake linings. X X Drain and refill
the front and rear axle fluid. X X Drain and refill the automatic transmission fluid, replace main
sump filter, and spin-on cooler return filter if equipped. Inspection and service should also be
performed anytime a malfunction is observed or suspected. Retain all receipts. X Replace the
spark plugs. X Miles 36, 42, 48, 54, Kilometers 58 67 77 86 [Months] [36] [42] [48] [54] Change the
engine oil and engine oil filter. X X X X Rotate the tires. X X X X Inspect the brake linings. X X
Miles 60, 66, 72, 78, Kilometers 96 [Months] [60] [66] [72] [78] Change the engine oil and engine
oil filter. X X X X Inspect the engine air cleaner filter, and replace if necessary. Miles 84, 90, 96, ,
Kilometers [Months] [84] [90] [96] [] Change the engine oil and engine oil filter. X Miles , , ,
Kilometers [Months] [] [] [] Change the engine oil and engine oil filter. X X X Rotate the tires. X X
X Inspect the engine air cleaner filter, and replace if necessary. X Inspection and service should
also be performed anytime a malfunction is observed or suspected. Do only that service work
for which you have the proper equipment. If you have any doubt about your ability to perform a
service job, take your vehicle to a competent mechanic. X Miles 18, 21, 24, 27, 30, Kilometers 29
34 38 43 48 Change the engine oil and engine oil filter, if not replaced at 3 months. Miles 33, 36,
39, 42, 45, Kilometers 53 58 62 67 72 Change the engine oil and engine oil filter, if not replaced at
3 months. X Miles 93, 96, 99, , , Kilometers Change the engine oil and engine oil filter, if not
replaced at 3 months. Miles , , , , , Kilometers Change the engine oil and engine oil filter, if not
replaced at 3 months. Miles 36, 42, 48, 54, Kilometers 58 67 77 86 [Months] [36] [42] [48] [54]
Change the engine oil and engine oil filter. X Miles 84, 90, 96, , Kilometers [Months] [84] [90] [96]
[] Change the engine oil and engine oil filter. Miles , , , Kilometers [Months] [] [] [] Change the
engine oil and engine oil filter. Do only that service work for which you have the knowledge and
the right equipment. It is important to have the springs supporting the weight of the vehicle
when the fasteners are torqued. If springs are not at their normal ride position, vehicle ride
comfort could be affected and premature bushing wear may occur. Wheel alignment involves
the correct positioning of the wheels in relation to the vehicle. The positioning is accomplished
through suspension and steering link- age adjustments. An alignment is considered essential
for efficient steering, good directional stability and to minimize tire wear. The most important
measurements of an alignment are caster, camber and toe. Tilting the top of the knuckle forward
provides less positive caster. Tilting the top of the knuckle rearward provides more positive
caster. Positive caster promotes directional stability. This angle enables the front wheels to
return to a straight ahead position after turns. Tilting the top of the wheel inward provides
negative camber. Tilting the top of the wheel outward pro- vides positive camber. Incorrect
camber will cause wear on the inside or outside edge of the tire. The wheel toe position is the
final front wheel align- ment adjustment. Incorrect thrust angle can cause off-center steering
and excessive tire wear. This angle is not adjustable, damaged component s must be replaced
to correct the thrust angle. Inspect tires for size, air pressure and tread wear. Inspect front
wheel bearings for wear. Inspect front wheels for excessive radial or lateral runout and balance.
Inspect ball studs, linkage pivot points and steering gear for looseness, roughness or binding.
Inspect suspension components for wear and noise. Check suspension ride height. Road test
the vehicle. Loose or worn wheel bearing. Replace wheel bearing. Loose or worn steering or
suspension components. Tighten or replace components as necessary. Loose or worn steering
gear. Replace steering gear. Tires worn or out of balance. Replace or balance tires. Align vehicle
to specifications. Tire pressure. Adjust tire pressure. Column coupler binding. Replace coupler.
Criss-Cross Front Tires. Radial tire lead. Rotate or replace tire as necessary. Brake pull. Repair
brake as necessary. Ride height. Measure and adjust ride height. Camber and caster angle
adjustments involve changing the position of the lower control arm with the slots in the frame
brackets to move the lower control arm inwards or outwards for proper adjustment. This can be

achieved by using a long pry bar with a curved tip and inserting the pry bar into the lower
control arm frame brackets and prying inwards or outwards. NOTE: Camber and caster
adjustments must be made at the lower control arm Do not use the upper control arm for
Camber and Caster adjustments. NOTE: When the lower control arm pivot bolts are loosened
the lower control arm will normally go outwards automatically with the weight of the vehicle.
CASTER Moving the rear position of the lower control arm at the frame in or out, will change the
caster angle significantly and camber angle only slightly. To maintain the camber angle while
adjusting caster, move the rear of the lower control arm in or out. Then move the front of the
lower control arm slightly in the opposite direction. This will change the camber angle significantly and caster angle slightly. Start the engine and turn wheels both ways before
straightening the wheels. Secure the steering wheel with the front wheels in the straight-ahead
position. Loosen the tie rod jam nuts 3. NOTE: Each front wheel should be adjusted for one-half
of the total toe position specification. This will ensure the steering wheel will be cen- tered when
the wheels are positioned straight- ahead. Adjust the wheel toe position by turning the inner tie
rod 4 as necessary. Verify the specifications. Turn off engine. The wheel toe position
adjustment is the final adjust- ment. If springs are not at their normal ride position, vehicle ride
comfort could be affected and pre- mature bushing wear may occur. The front suspension is
designed to allow each wheel to adapt to different road surfaces independently. The wheels are
mounted to hub bearings on the steering knuckle spindles. The double-row hub bearings are
sealed and lubri- cated for life. The steering knuckles turn pivot on ball joints integral to the
outboard portion of the upper control arms and pressed into the lower steering knuckle. The
ball joints are lubricated for life. Raise and support the vehicle. Remove the front splash shield.
Remove the two stabilizer barretainer bracket bolts 2. Remove the bushing clamp 2. Remove the
stabilizer bar bushing 3. NOTE: Extreme pressure lubrication must be used on the threaded
portions of the tool. This will increase the longevity of the tool and insure proper operation
during the removal and installa- tion process. Press the bushing out using special tools CF
Press 1 , â€”1 driver 4 and â€”2 Receiver 2 from the lower control arm 3. Install the stabilizer bar
bushing 3 to the bar 1. Install the stabilizer bar bushing reatainer bracket 2 bolts and tighten the
two mounting bolts. Install the front splash shield. Lower the vehicle. Install the new clevis
bracket bushing 3 into the lower control arm 5 using tools CF Press 1 , â€”3 driver 2 , â€”4
Depth gauge 4 the depth gauge will automatically set the depth of the bushing 3 in the control
arm 5. This unit assembly combines the front wheel mounting hub flange and the front wheel
bearing into a one piece unit. Remove the wheel and tire assembly. Support the caliper, Do not
let the caliper hang by the hose. Remove the wheel speed sensor nut 2. Remove the 3 hub
bearing mounting bolts from the back of the steering knuckle. Remove hub bearing 3 from the
steering knuckle. Install the hub bearing 3 to the knuckle. Install the wheel speed sensor nut 2.
Remove the support and lower the vehicle. The knuckle also has machined mounting locations
for the front brake calipers and hub bearing. Steering linkage attached to the knuckle allows the
vehicle to be steered. Remove the tire and wheel assembly. Damage to the brake hose will
result. Provide a suitable support to hang the caliper securely. Remove the brake caliper 1.
Remove the caliper adapter 1. Remove the o-ring 2 and discard then remove disc brake rotor 1.
Remove the wheel speed sensor 2. Remove the axle shaft nut. Remove the outer tie rod end
retaining nut. Seperate the outer tie rod end 3 from the steer- ing knuckle using special tool 5.
Remove the lower ball joint nut. Seperate the lower ball joint from the knuckle 1 using tool
Câ€”A 2. Remove the upper ball joint nut. Seperate the upper ball joint 2 from the knuckle 3
using tool 1. Remove the knuckle 3 from the vehicle. Install the knuckle 1 to the vehicle. Install
the lower ball joint into the knuckle. Install the lower ball joint nut. Install the upper ball joint 2
into the knuckle 3 5. Install the upper ball joint nut 4. Install the outer tie rod end to the steering
knuckle. Install the axle shaft nut. Install the wheel speed sensor 2. Install the disc brake rotor 1.
Install the caliper adapter 1. Install the tire and wheel assembly. Raise the front of the vehicle.
Place safety floor stands under both lower control arms as far outboard as pos- sible. Lower the
vehicle to allow the stands to support some or all of the vehicle weight. Mount a dial indicator
solidly to the topside of the lower control arm and then zero the dial indicator. Position the
indicator plunger against the bottom surface of the steering knuckle. NOTE: The dial indicator
plunger must be perpendicular to the machined surface of the steering knuckle. Position a pry
bar under the tire assembly. Pry upwards on the tire assembly. If the travel exceeds 0. Separate
the upper ball joint 2 from the knuckle 3 using special tool 1. Separate the lower ball joint 3 from
the steering knuckle 1 using special tool 2. Move the halfshaft to the side and support the
halfshaft out of the way 4X4 only. Chisel out the ball joint stakes. Install the ball joint 4 into the
control arm 3 and press in using special tools CF press 1 , â€”1 Driver 5 and â€”2 Receiver 2.
Stake the ball joint flange in four evenly spaced places around the ball joint flange, using a
chisel and hammer. Remove the support for the halfshaft and install into position 4X4 only. If

Equipped. The arms mount to the cradle bracket and the knuckle. The arm and bushings
provide location and react to loads from the road. Remove the steering knuckle 3. Remove the
shock clevis bracket 2 from the lower control arm. Remove the nut and bolt from the front of the
lower control arm. Remove the rear bolts and flag nuts from the lower control arm. Remove the
lower control arm from the vehicle. Position the lower suspension arm into the frame rail
bracket. The bottom of the shocks are bolted to the lower control arm. The standard shocks
have conventional twin tube construction and are low pressure gas charged. Gas charg- ing
prevents cavitation during rough road operation. Remove the air box cover and air intake hose.
Disconnect the cruise control servo electrical connector. Remove the coolant reservoir
mounting bolt and move the coolant reservoir off to the side. Remove the four upper shock
mounting nuts 1. Remove the tire. Remove the two brake caliper adapter bolts. Support the
brake caliper adaptor and caliper. Do not allow the caliper to hang by the brake hose. Remove
the disc brake rotor. Remove the lower clevis bolt 2 at the lower con- trol arm. Remove the lower
stabilizer bolt 3 at the lower control arm. Remove the shock from the vehicle. Remove the 3 PDC
bracket nuts 1. Move the PDC 1 off to the side to access the four upper shock mount nuts 2.
Remove the four upper shock mount nuts 2. Remove the shock 3 from the vehicle. Install the
shock assembly 3 to the vehicle. Install the coolant reservoir bolt. Reconnect the cruise control
servo wiring connector. Install the air box cover and air intake hose. Raise the vehicle up. Install
the lower stabilizer bolt 2 at the lower con- trol arm. Install the disc brake rotor. Thank you very
much for your reading. You just clipped your first slide! Clipping is a handy way to collect
important slides you want to go back to later. Now customize the name of a clipboard to store
your clips. Visibility Others can see my Clipboard. Cancel Save. Quick Links Download this
manual. Table of Contents. Automobile Jeep Wrangler Owner's Manual pages. This is a
specialized utility vehicle designed for both on-road and off-road use. It can go places and
perform tasks for which conventional two-wheel drive vehicles were not intended. Page 5 Do
not attempt sharp turns or abrupt maneuvers or other unsafe driving actions that can cause
loss of vehicle control. Failure to operate this vehicle safely may result in an accident, roll over
of the vehicle, and severe or fatal injury. When it comes to service, remember that your
authorized dealer knows your vehicle best, has the factory-trained technicians and genuine
Mopar parts, and is interested in your satisfaction. If you do not read this entire manual you may
miss important information. Any modifications or alterations to this vehicle could seriously
affect its roadworthiness and safety and may lead to an accident resulting in serious injury or
death. If you received your keys without the bag, ask your authorized dealer to give you the
number. Leaving children in a vehicle unattended is danger- ous for a number of reasons. A
child or others could be injured. Children should be warned not to touch the parking brake,
brake pedal or the gear selector lever. A child could operate power windows, other controls, or
move the vehicle. Afterwards, if the bulb remains on, this indicates a malfunction in the
electronics. If the bulb begins to flash immediately after the ignition switch is turned on, this
indicates that an invalid key is being used to start the vehicle. Once a Sentry Key has been
programmed to a vehicle, it cannot be programmed to any other vehicle. At the time of
purchase, the original owner is provided with a four digit PIN number. Insert a blank Sentry Key
into the ignition switch and turn the ignition switch ON within 60 seconds. After 10 seconds, a
single chime will sound. The SKIM indicator light will stop flashing, turn on for 3 seconds; then
turn off. To Disarm the System To disarm the system, use the remote keyless entry transmitter.
The buttons on the remaining transmitters will work. If the vehicle is shifted out of P Park , all
the transmitter buttons are disabled for all keys. Driving with the flipper glass open can allow
poi- sonous exhaust gases into your vehicle. You and your passengers could be injured by
these fumes. Keep the flipper glass closed when you are operating the vehicle. Page General
Information 2. Release both buttons. With the transmitter buttons facing down, remove the
small screw, and separate the two halves of the transmit- ter. Make sure not to damage the
rubber gasket during removal. Separating Transmitter Halves 2. Page 25 Remote Start Button
Once the vehicle has started, the engine will run for 15 minutes. If the plunger is down when the
door is closed, the door will lock. Therefore, make sure the keys are not inside the vehicle
before closing the door. The rear doors cannot be opened from inside the vehicle until you pull
up the lock plungers. Automatic Door Locks If this feature is selected your door locks will lock
automatically if the vehicle speed is above 15 mph If you push up on the lever on the open edge
of the door it cannot be opened from the inside of the vehicle. Press the window switch past the
first detent, release, and the window will go down automatically. There is no anti-pinch
protection when the window is almost closed. Be sure to clear all objects from the window
before closing. To reset Auto-Up: Pull the window switch up and close the window com- pletely,
then pull and hold the switch for 1 second. Your vehicle may exhibit wind buffeting with the
windows down, or the sunroof if equipped in certain open or partially open positions. Driving

with the liftgate open can allow poisonous exhaust gases into your vehicle. You and your passengers could be injured by these fumes. Keep the liftgate closed when you are operating the
vehicle. Liftgate Flipper Glass The liftgate flipper glass is also unlocked when the liftgate is
unlocked. NOTE: If a power malfunction to the power liftgate latch should occur, an emergency
liftgate latch release can be used to open the liftgate. In a collision, you and your passengers
can suffer injuries, including fatalities, if you are not properly buckled up. You can strike the
interior of your vehicle or other passengers, or you can be thrown out of the vehicle. Always be
sure you and others in your vehicle are buckled up properly. Seat belts are designed to go
around the large bones of your body. These are the strongest parts of your body and can take
the forces of a collision the best. A belt that is buckled into the wrong buckle will not protect
you properly. The lap portion could ride too high on your body, possibly causing internal
injuries. Always buckle your belt into the buckle nearest you. A belt that is too loose will not
protect you as well. Page 39 5. Position the shoulder belt on your chest so that it is comfortable
and not resting on your neck. The retractor will withdraw any slack in the belt. Press the release
button to release the anchorage, and then move it up or down to the position that serves you
best. Page Energy Management Feature 3. Allow the belt to retract. As the belt retracts, you will
hear a clicking sound. This indicates the safety belt is now in the automatic locking mode. The
seat belt must still be worn snugly and positioned properly. A clothing bar will impede the
proper performance of the window bags. The front airbags have a multi stage inflator design.
This allows the airbag to have different rates of inflation that are based on collision severity.
Older children who do not use child restraints or belt- positioning booster seats should ride
properly buckled up in the rear seat. The airbags work with your seat belt to restrain you
properly. Always wear your seat belts even though you have airbags. When the ORC detects a
collision requiring the airbags, it signals the inflator units. A large quantity of nontoxic gas is
generated to inflate the front airbags. Deployed airbags and seat belt pretensioners cannot
protect you in another collision. Have the airbags, seat belt pretensioners, and seat belt
retractor assem- bly, replaced by an authorized dealer as soon as possible. Enhanced Accident
Response Feature If the airbags deploy after an impact and the electrical system remains
functional, vehicles equipped with power door locks will unlock automatically. The airbag
system is designed to be maintenance free. Page 53 provided to the custodial entity upon
request. General data that does not identify particular vehicles or crashes may be released for
incorporation in aggregate crash databases, such as those maintained by the US govern- ment
and various states. Data of a potentially sensitive nature, such as would identify a particular
driver, ve- hicle, or crash, will be treated confidentially. Every state in the United States and all
Canadian provinces require that small children ride in proper restraint systems. It is
recommended for children who weigh up to about 20 lbs 9 kg. The manufacturer also
recommends that you try a child restraint in the vehicle seats where you will use it before you
buy it. If you still cannot make the child restraint secure, try a different seating position. Page 59
kits or retro-fit kits. You are urged to take advantage of all the available attachments provided
with your child re- straint in any vehicle. NOTE: When using the LATCH attaching system to
install a child restraint, please ensure that all seat belts not being used for occupant restraints
are stowed and out of reach of children. Not all child restraint systems will be installed as
described here. Again, carefully follow the installation instructions that were provided with the
child restraint system. Page 61 In addition, there are tether strap anchorages behind each rear
seating position located on the back of the seat. Improper installation of a child restraint to the
LATCH anchorages can lead to failure of an infant or child restraint. The child could be badly
injured or killed. Disconnect the latch plate from the buckle, turn the buckle around, and insert
the latch plate into the buckle again. An unrestrained pet will be thrown about and possibly
injured, or injure a passenger during panic braking or in a collision. Pets should be restrained in
the rear seat in pet harnesses or pet carriers that are secured by seat belts. Exhaust gases can
injure or kill. They contain carbon monoxide CO which is colorless and odorless. Breath- ing it
can make you unconscious and can eventually poison you. To avoid breathing CO follow the
safety tips below. If there is any question regarding belt or retractor condition, replace the belt.
Airbag Warning Light The light should come on and remain on for 6 to 8 seconds as a bulb
check when the ignition switch is first Page 71 Closing Sunroof - Express Adjusting Rear View
Mirror A two-point pivot system allows for horizontal and vertical adjustment of the mirror.
Annoying headlight glare from vehicles behind you can be reduced by moving the small control
under the mirror to the night position toward rear of vehicle. To avoid damage to the mirror
during cleaning, never spray any cleaning solution directly onto the mirror. Apply the solution
onto a clean cloth and wipe the mirror clean. Outside Mirrors To receive maximum benefit,
adjust the outside mirrors to center on the adjacent lane of traffic with a slight Vehicles and
other objects seen in the passenger side convex mirror will look smaller and farther away than

they really are. Relying too much on your passenger side convex mirror could cause you to
collide with another vehicle or other object. The ignition switch does not have to be in the ON
position. See page for more information. See You will be prompted for a specific command and
then guided through the available options. Each cellular phone that is paired should be given a
unique phone name. Each language has a separate name phonebook accessible only in that
language. Only the active call s will be terminated and if there is a call on hold, it will become
the new active call. To return the seatback, lift the lever, lean forward, and release the lever.
Moving the lumbar control lever fore and aft increases or decreases the lumbar support. Page
center of the instrument panel. After turning on the ignition, you can choose from High, Off, or
Low heat settings. Amber LEDs in the top portion of each switch indicate the level of heat in
use. Two LEDs are illumi- nated for high, one for low, and none for off. Persons who are unable
to feel pain to the skin because of advanced age, chronic illness, diabetes, spinal cord injury,
medication, alcohol use, exhaus- tion or other physical condition must exercise care when
using the seat heater. Fold the rear seat completely forward. NOTE: The automatic folding rear
head restraints will lower as the seat is folded down. Rear Seat Armrest Press the latch and lift
the top of the armrest to access the storage bin. One or both transmitters can be linked to either
memory position. Adjust the brake and accelerator pedals to the desired positions. Turn on the
radio and set the radio station presets up to 10 AM and 10 FM stations can be set. To prevent
possible damage, do not slam the hood to close it. Use a firm downward push at the center of
the hood to ensure that both latches engage. Turn to the second detent for headlight operation.
Headlight Switch Automatic Headlight System â€” Page Smartbeams - If Equipped stop. NOTE:
When your headlights come on during the daytime, the instrument panel lights will
automatically dim to the lower nighttime intensity. Pull back on the muti-function control lever
to manu- ally deactivate the system normal operation of high beams. Pull back on the
multi-function control lever once again to re-activate the system. NOTE: Broken, muddy, or
obstructed headlights and taillights of vehicles in the field of view will cause headlights to
remain on longer closer to the vehicle. Fog Lights â€” If Equipped The fog light switch is
located in the multi- function control lever. Each light can be turned on by pressing the
recessed area of the lens. To turn these lights off, press the recessed area of the lens a second
time. Page Mist To use the washer, pull the lever toward you and hold while spray is desired. If
the lever is pulled while in the delay range, the wiper will operate for several seconds after the
lever is released, and then resume the intermit- tent interval previously selected. The feature is
especially useful for road splash or overspray from the windshield washers of the vehicle
ahead. Rotate the end of the multi-function lever to one of five settings to activate this feature.
Page driver desires more sensitivity. Place the wiper switch in the OFF position when not using
the system. Pull the lever back towards you and firmly push the lever until it is above the lower
surface of the shroud to lock the column in place. Page Adjustable Pedal Switch Press the left
side of the button to move the pedals rearward toward the driver. Press the right side of the
button to move the pedals forward away from the driver. Release the accelerator and the vehicle
will operate at the selected speed. When the pedal is released, the vehicle will return to the set
speed. NOTE: When driving uphill, at elevations above 2, feet meters , or when the vehicle is
heavily loaded especially when towing the vehicle may slow below the SET speed. ABS
Anti-Lock Brake System cannot prevent the natural laws of physics from acting on the vehicle,
nor can it increase the traction afforded by prevail- ing road conditions. ABS cannot prevent
accidents, including those resulting from excessive speed in turns, driving on very slippery
surfaces, or hydro- planing. The system detects an emergency braking situation by sens- ing
the rate and amount of brake application and then applies optimum pressure to the brakes. This
can help reduce braking distances. When ERM determines that the rate of change of the
steering wheel angle and vehicles speed are sufficient to potentially cause wheel lift, it applies
the appropriate brake and may reduce engine power to lessen the chance that wheel lift will
occur. Engine power may also be reduced to help the vehicle maintain the desired path. ESP
Electronic Stability Program cannot prevent the natural laws of physics from acting on the
vehicle, nor can it increase the traction afforded by prevailing road conditions. ESP cannot
prevent acci- dents, including those resulting from excessive speed in turns, driving on very
slippery surfaces, or hydroplaning. Page or gravel conditions and more wheel spin than ESP
would normally allow is required to gain traction. The monitored area seems oval in shape. The
sensors can detect obstacles from approximately Along with the LED, a half second tone will
occur. As the distance of the detected obstacle to the rear fascia decreases, more LEDs are
illuminated. Do not use rough or hard cloths. Do not scratch or poke the sensors. Otherwise,
you could damage the sensors. Always check carefully behind your vehicle, look behind you,
and be sure to check for pedestrians, animals, other vehicles, obstructions, and blind spots
before back- ing up. The lights will also turn on when the unlock button on the remote keyless

entry transmitter is pressed. Sunglasses Storage At the rear of the console a compartment is
provided for the storage of a pair of sunglasses. A moving garage door can cause injury to
people and pets in the path of the door. People or pets could be seriously or fatally injured. It is
also recom- mended that a new battery be placed in the hand-held transmitter of the device
being programmed to HomeLink for quicker training and accurate transmis- sion of the
radio-frequency signal. Page HomeLink Buttons 2. Position the end of your hand-held
transmitter inches cm away from the HomeLink buttons. Simultaneously press and hold both
the HomeLink button that you want to train and the hand-held trans- mitter buttons. Do not
release the buttons until step 4 has been completed. Do not repeat step one. NOTE: If your
hand-held transmitter appears to pro- gram the universal transceiver, but your garage door
does not operate using the transmitter and your garage door opener was manufactured after ,
your garage door opener may have a multiple security code system Similar to this Canadian
law, some U. Do not hold for longer that 30 seconds. HomeLink is now in the train or learning
mode and can be programmed at any time beginning with Pro- gramming - Step 2. The sunroof
will open fully, then stop automatically. This is called Express Open. During Express Open
operation, any movement of the sunroof switch will stop the sunroof. However, the sunshade
will open automatically as the sunroof opens. NOTE: The sunshade cannot be closed if the
sunroof is open. Wind Buffeting Wind buffeting can be described as the perception of pressure
on the ears or a helicopter type sound in the ears. Pull lightly on the tab of the plastic cover to
access the outlet. Front Power Outlet The rear power outlet if equipped is located in the left rear
cargo area. Page All accessories connected to this outlet should be re- moved or turned off
when the vehicle is not in use to protect the battery against discharge. It can be reinstalled with
the larger cup depression towards the passenger seat, but the top surface will not be flush with
the console surface. It will not prevent cargo from shifting or protect passengers from loose
cargo. To cover the cargo area: 1. In an accident a cargo cover loose in the vehicle could cause
injury. It could fly around in a sudden stop and strike someone in the vehicle. Do not store the
cargo cover on the cargo floor or in the passenger compartment. Cargo tie-down hooks are not
safe anchors for a child seat tether strap. In a sudden stop or collision a hook could pull loose
and allow the child seat to come loose. A child could be badly injured. Use only the anchors
provided for child seat tethers. To help protect against personal injury, passengers should not
be seated in the rear cargo area. The rear cargo space is intended for load carrying purposes
only, not for passengers, who should sit in seats and use seat belts. Cargo Load Floor The
panel in the load floor is reversible for added utility. Flip up pull loop s so they are
perpendicular straight up to the top surface of the tray. Pull up on loop s and twist 90 degrees,
so they are parallel to the slotted hole in tray. Page Rear Window Defroster - If Equipped If the
liftgate flipper glass is open, connection to the rear window wiper is interrupted preventing
activation of the rear wiper blade. When the liftgate flipper glass is closed, the rear wiper switch
or the ignition switch needs to be turned OFF and ON to restart the rear wiper. Be sure that the
total occupant and luggage load inside the vehicle, plus the load on the luggage rack, do not
exceed the rated vehicle capacity. The load should be secured and placed on top of the cross
rails, not directly on the roof. If it is necessary to place the load on the roof, place a blanket or
some other protec- tion between the load and the roof surface. Page Satellite Radio â€” If
Equipped Speedometer Indicates vehicle speed. If the bulb does not come on during starting,
have the bulb re- paired promptly. If the bulb does not come on when turning the key from OFF
to ON, have the condition checked promptly. Certain conditions such as a loose or missing gas
cap, poor fuel quality, etc. Page 8. Tachometer The red segments indicate the maximum
permissible engine revolutions-per-minute r. Before reaching the red area, ease up on the
accelerator. Security Alarm System Indicator Light â€” If Equipped This light will flash rapidly
for approximately 15 seconds when the vehicle theft alarm is arming. Tire Pressure Monitoring
Telltale Light Each tire, including the spare if provided , should be checked monthly when cold
and inflated to the inflation pressure recommended by the vehicle manufacturer on the vehicle
placard or tire inflation pressure label. If your vehicle has tires of a different size than the size
indicated on the vehicle placard or tire inflation pressure label, you should determine the proper
tire inflation pressure for those The TPMS has been optimized for the original equipment tires
and wheels. TPMS pressures and warnings have been established for the tire size equipped on
your vehicle. A hot engine cooling system is dangerous. You or others could be badly burned
by steam or boiling coolant. If you decide to look under the hood your- self, refer to Section 7 of
this manual. Page Seat Belt Reminder Light When the ignition switch is first turned ON, this
light will turn on for 5 to 8 seconds as a bulb check. After the bulb check or when driving, if the
driver or front passenger seat belt remains unbuckled, the Seat Belt Warning Light will flash or
remain on continuously. The light should turn off. If the light remains lit with the engine running
your vehicle will usually be drivable, however, see your dealer for service as soon as possible.

Some of the messages are accompanied by a chime. When in this display you may select one of
three lan- guages for all display nomenclature, including the trip computer functions. Page
Display U. The overhead console and instrument panel displays will be in the selected units.
Auto Door Locks? Page Illuminated Approach? When this feature is selected the driver can
choose, when entering the vehicle, to have the headlamps come on for 30, 60, or 90 seconds, or
not come on at all. Pressing the STEP button when in this display will select distances between
2, 3 km and 6, miles 10 km in mile km increments. Drive carefully under such conditions to
prevent an accident and possible per- sonal injury or property damage. Heat will cause the tire
pressure to increase from 2 to 6 psi 14 to 41 kPa during normal driving conditions. Refer to
Variance Map. The last variance zone number will be displayed. AM or Amplitude Modulation, in
which the transmitted sound causes the amplitude, or height, of the radio waves to vary Page
Time Button Press the time button and the time of day will be displayed for 5 seconds. Clock
Setting Procedure 1. Press and hold the time button until the hours blink. The use of other sized
discs may damage the CD player mechanism. You may eject a disc with the radio OFF. If you
insert a disc with the ignition ON and the radio ON, the unit will switch from radio to CD mode
and begin to play when you insert the disc. When writing MP3 files, pay attention to the
following restric- tions. The radio is designed to recognize the file as an invalid MP3 and will not
play the file. ID3 version 2 is not supported by the radios. Playlist files are not supported. MP3
Pro files are not supported. Page Clock Setting Procedure 1. The minutes will begin to blink.
Turn the TUNE control to the right or left to adjust the sound level from the right or left side
speakers. To stop the scan function, press the button a second time. The time of day will
display for 5 seconds. The Clock Setup screen appears. Page Audio Clock Display 2. When you
are at an audio screen, quickly press the TIME button on the navigation faceplate. In this
example the large clock appears on the screen. To switch the clock to the small clock, quickly
press TIME again. The DVD player is mounted in the rear of the center console storage bin, and
is concealed by a door that lifts up for access. Page System Activation sports, news,
entertainment, and programming for chil- dren, directly from its satellites and broadcasting
studios. System Activation To activate your Sirius Satellite Radio service, call the toll-free
number , or visit the Sirius web site at Please have the following informa- tion available when
activating your system: 1. Press the SCAN button a second time to stop the search. NOTE:
Channels that may contain objectionable content can be blocked. Contact Sirius Customer Care
at to discuss options for channel blocking or unblock- ing. Metal objects placed within the line
of sight of the antenna will cause decreased perfor- mance. Page Radio Operation The right
hand control is a rocker type switch with a push-button in the center and controls the volume
and mode of the sound system. Pressing the top of the rocker switch will increase the volume
and pressing the bottom of the rocker switch will decrease the volume. However, when a
multiple disc CD player is equipped on the vehicle, the center button will select the next
available CD in the player. These comfort controls can be set to obtain desired interior
conditions. The coldest tem- perature setting is on the extreme left and the warmest setting on
the ex- treme right of the rotation. Page through vents under the front seats. Some airflow is
delivered to defrost while in the floor mode so that comfort can be maintained. Bi-Level Air
flows both through the outlets located in the instrument panel and those located on the floor.
Air flows through the registers in the back of the center console, and under the front seats to
the rear seat passengers. This is a normal occurrence as the compressor will cycle on and off to
maintain comfort and increase fuel economy. Automatic Temperature Control â€” Mud on the
windshield may also cause poor operation of this system. The operator can override the AUTO
mode setting and select the direction of the air by rotating the right mode knob to one of the
following positions. These registers can be closed to block airflow. Some temp. Page When
using the air conditioner in extremely heavy traffic in hot weather especially when towing a
trailer, addi- tional engine cooling may be required. If this situation is encountered, operate the
transmission in a lower gear to increase engine RPM, coolant flow and fan speed. When
stopped in heavy traffic, it may be necessary to shift into N Neutral and depress the accelerator
slightly for fast idle operation to increase coolant flow and fan speed. Page Alignment And
Balance Apply the brake before shifting to any driving range. Normal Starting â€” Gasoline
Engines Do not press the accelerator. Never pour fuel or other flammable liquids into the
throttle body air inlet opening in an attempt to start the vehicle. NEVER pour fuel or other
flammable liquid into the air inlet opening in an attempt to start the vehicle. This could result in
a flash fire causing serious personal injury. GCWR Max. Connect the cord to a standard volt AC
electrical outlet with grounded, three wire extension cord. It is dangerous to shift the selector
lever out of P Park or N Neutral if the engine speed is higher than idle speed. If your foot is not
firmly on the brake pedal, the vehicle could accelerate quickly forward or in reverse. This is
especially important when the engine is cold. If there is a need to restart the engine be sure to

cycle the key to the LOCK position before restarting. Page of the desired top gear. For example,
if the driver shifts the transmission into 3 third gear , the transmission will never shift above
third gear, but can shift down to 2 second or 1 first , when needed. On vehicles equipped with 4.
Page In high ambient temperatures with sustained high engine speed and load, an upshift
followed shortly thereafter by a downshift may occur. If a condition is detected that could result
in transmission damage, the transmission limp home mode will be engaged. In this mode, the
transmission will remain in the current gear 3. Page Rocking The Vehicle NOTE: The torque
converter clutch will not engage until the transmission fluid and engine coolant are warm
[usually after miles 1. Because the engine speed is higher when the torque converter clutch is
not engaged, it may seem as if the transmission is not shifting into Overdrive when cold. This
will minimize overheat- ing and reduce the risk of transmission failure during prolonged efforts
to free a stuck vehicle. Page percent of engine torque to the rear axle. When speed differences
are increased between the front and rear drive shafts, the transfer case can transmit up to
percent of available engine torque to the front or rear drive shafts. When additional traction is
required, the 4 LOW position can be used to lock the front and rear driveshafts together and
force the front and rear wheels to rotate at the same You or others could be injured if you leave
the vehicle unattended with the transfer case in the N Neutral position without first fully
engaging the parking brake. The transfer case N Neutral position disengages both the front and
rear driveshafts from the powertrain and will allow the vehicle to move regardless of the
transmission position. Release the T-handle. Repeat Steps 1â€” 4 to shift out of Neutral. Follow
the Quadra-Trac II transfer case shifting information, preceding this section, for shifting this
system. Always check water depth before entering as a precaution, and check all fluids
afterward. Driving through water may cause damage that may not be covered by the new vehicle
limited warranty. Driving through water more than a few inches deep will require extra caution
to ensure safety and prevent dam- age to your vehicle. Page Traction Downhill Remember,
never drive diagonally across a hill-always drive straight up or down. If the wheels start to slip
as you approach the crest of a hill, ease off the accelerator and maintain headway by turning the
front wheels slowly. Abrasive material in any part of the brakes may cause excessive wear or
unpredictable braking. Page Parking Brake Be sure the parking brake is firmly set when parked
and the gear shift lever is in the P Park position. When parking on a hill, you should apply the
parking brake before placing the gear shift lever in P Park , otherwise the load on the
transmission locking mechanism may make it difficult to move the selector out of P Park. The
parking brake should always be applied whenever the driver is not in the vehicle. Pumping of
the Anti-Lock Brakes will diminish their effectiveness and may lead to an accident. Pumping
makes the stopping distance longer. Just press firmly on your brake pedal when you need to
slow down or stop. The Anti-Lock Brake System is subject to possible detrimental effects of
electronic interference caused by improperly installed after-market radios or tele- phones.
NOTE: During severe braking conditions, a pulsing sensation may occur and a clicking noise
will be heard. This is normal, indicating that the Anti-Lock Brake System is functioning. Page
Power Steering build up between the tire tread and the road. This hydroplaning action can
cause loss of traction, braking ability, and control. Dry the brakes by gentle, intermittent pedal
action while driving at very slow speeds. Page Multi Displacement System Mds - 5. Prolonged
operation of the steering system at the end of the steering wheel travel will increase the steering
fluid temperature and it should be avoided when possible. Damage to the power steering pump
may occur. Tires designed to this standard have the tire size molded into the sidewall beginning
with the section width. The letter P is absent from this tire size designation. Tires with white
sidewalls will have the full TIN including date code located on the white sidewall side of the tire.
Page 5. Determine the combined weight of luggage and cargo being loaded on the vehicle. That
weight may not safely exceed the available cargo and luggage load capacity calculated in Step
4. If your vehicle will be towing a trailer, load from your trailer will be transferred to your vehicle.
Overloading of your tires is dangerous. Overloading can cause tire failure, affect vehicle
handling, and increase your stopping distance. Use tires of the recommended load capacity for
your vehicle. Never overload them. Economyâ€” Improper inflation pressures can cause uneven
wear patterns to develop across the tire tread. These abnormal wear patterns will reduce tread
life resulting in a need for earlier tire replacement. Under inflation also increases tire rolling
resistance and results in higher fuel consump- tion. Page check tire pressure. Do not make a
visual judgement when determining proper inflation. Radial tires may look properly inflated
even when they are under inflated. After inspecting or adjusting the tire pressure al- ways
reinstall the valve stem capâ€”if equipped. This will prevent moisture and dirt from entering the
valve stem, which could damage the valve stem. Where speed limits or condi- tions are such
that the vehicle can be driven at high speeds, maintaining correct tire inflation pressure is very
important. Fast spinning tires can be dangerous. Forces gener- ated by excessive wheel speeds

may cause tire dam- age or failure. A tire could explode and injure someone. Tires and spare tire
should be replaced after six years, regardless of the remaining tread. Some combinations of
unapproved tires and wheels may change suspen- sion dimensions and performance
characteristics, resulting in changes to steering, handling, and brak- ing of your vehicle.
Vibration may be a result of tire and wheel out-of- balance. Proper balancing will reduce
vibration and avoid tire cupping and spotty wear. More frequent rotation is permis- sible if
desired. The reasons for any rapid or unusual wear should be corrected prior to rotation being
per- formed. Tire pressure should always be set based on cold inflation tire pressure. This is
defined as the tire pressure after a vehicle has not been driven for more than 3 hours - and in
outside ambient temperature. Base System â€” The audible chime will sound once every
ignition cycle for each condition that it detects. Page If the ignition key is cycled, this sequence
will repeat, providing the system fault still exists. SYSTEM text message will no longer display,
and a pressure value will be displayed instead of dashes. The manu- facturer recommends the
use of 89 octane for optimum performance. Properly blended reformulated gasolines will provide excellent performance and durability of engine and fuel system components. Oxygen- ates
are required in some areas of the country during the winter months to reduce carbon monoxide
emissions. MMT is prohibited in Federal and California reformu- lated gasoline. Carbon
monoxide CO in exhaust gases is deadly. They contain carbon monoxide, a colorless and
odorless gas which can kill. Never run the engine in a closed area, such as a garage, and never
sit in a parked vehicle with the engine running for an extended period. Only vehicles with the E
fuel filler door label can operate on E Ethanol vapors are extremely flammable and could cause
serious personal injury. It will cause difficulty in cold starting and may affect driveability. DO
NOT put gasoline in your diesel vehicle if equipped. This will cause damage to the fuel system.
Have the fuel system flushed. Damage to the fuel system or emission control system could
result from using an improper fuel cap gas cap. A poorly fitting cap could let impurities into the
fuel system. Also, a poorly fitting after- market cap can cause the MIL Malfunction Indica- tor
Light to illuminate, due to fuel vapors escaping from the system. This is an indication that cap is
properly tightened. If the gas cap is not tighten properly, the Malfunction Indicator Light will
come on. Be sure the gas cap is tightened every time the vehicle is refueled. Page Each axle
GAWR is determined by the components in the system with the lowest load carrying capacity
axle, springs, tires or wheels. If so, weight must be shifted from front to rear or rear to front as
appropriate until the specified weight limitations are met. Store the heavier items down low and
be sure that the weight is distributed equally. Page Gross Trailer Weight GTW The gross trailer
weight GTW is the weight of the trailer plus the weight of all cargo, consumables and equipment
permanent or temporary loaded in or on the trailer in its loaded and ready for operation
condition. The recom- mended way to measure GTW is to put your fully loaded trailer on a
vehicle scale. Weight-Carrying Hitch A weight-carrying hitch supports the trailer tongue weight,
just as if it were luggage located at a hitch ball or some other connecting point of the vehicle.
See your dealer for package content. The following chart provides the industry standard for the
maximum trailer weight a given trailer hitch class can tow and should be used to assist you in
selecting the correct trailer hitch for your intended towing condition. Rating 3. NOTE: The trailer
tongue weight must be considered as part of the combined weight of occupants and cargo, and
should never exceed the weight referenced on the Tire and Loading Information placard. Loads
balanced over the wheels or heavier in the rear can cause the trailer to sway severely side to
side which will cause loss of control of vehicle and trailer. Also, additional factory-installed
options, or dealer-installed options, must be considered as part of the total load on your
vehicle. Refer to the Tire and Loading Information plac- ard in the Tire Safety Information
section of this manual for the maximum combined weight of occupants and cargo for your
vehicle. Page loss of control, poor performance or damage to brakes, axle, engine,
transmission, steering, suspension, chas- sis structure or tires. Always connect the chains to
the hook retainers of the vehicle hitch. Cross the chains under the trailer tongue and allow
enough slack for turning corners. Refer to the Tiresâ€”General Information section of this
manual on Tire Pressures for proper tire inflation procedures. If the trailer weighs more than 1,
lbs kg loaded, it should have its own brakes and they should be of adequate capacity. Failure to
do this could lead to accelerated brake lining wear, higher brake pedal ef- fort, and longer
stopping distances. Page Shifting Into Neutral N Use the following procedure to prepare your
vehicle for recreational towing. It is necessary to follow these steps to be certain that the
transfer case is fully in N Neutral before recreational towing to prevent damage to internal parts.
Start engine. Shift transmission into D Drive. Release brake pedal and ensure that there is no
vehicle movement. Shut the engine off. Shift transmission into P Park. Place the ignition key in
the OFF position, and remove key. Lamp will stop blinking go out when shift is complete. When
you activate it, all front and rear directional signals will flash intermittently. Use it when your

vehicle is disabled on or near the road. It warns other drivers to steer clear of you and your
vehicle. Page Jacking And Tire Changing removes this heat. This allows the heater core to act
as a supplement to the radiator and aids in removing heat from the engine cooling system. Jack
Storage Location Spare Tire Stowage The spare tire is stowed under the rear of the vehicle by
means of a cable winch mechanism. Use the Lug Wrench to rotate the nut counter clockwise
until the spare is on the ground with enough slack in the cable to allow to pull the tire out from
under the vehicle. Turn OFF the ignition. Do not attempt to change a tire on the side of the
vehicle close to moving traffic. Locate the jack as shown. For the front axle, place it under the
front lower control arm as shown. For the rear axle, place it under the axle near the wheel to be
changed. Ensure the jack is closest to the inside of the wheel when jacking on the rear axle.
Raise the vehicle by turning the jack screw clockwise. Raise the vehicle only until the tire just
clears the surface and enough clearance is obtained to install the spare tire. Minimum tire lift
provides maximum stability. Page nuts until each nut has been tightened twice. If in doubt
about the correct tightness, have them checked with a torque wrench by your authorized dealer
or at a service station. This type of start can be dangerous if done improperly, so follow this
procedure carefully. Page 2. Park the booster vehicle within cable reach but with- out letting the
vehicles touch. Set the parking brake on both vehicles, place the transmission in P Park , and
turn the ignition OFF. Turn off the heater, radio, and all unnecessary electri- cal loads. Do not
permit vehicles to touch each other as this could establish a ground connection and personal
injury could result. Connect the other cable, first to the negative terminal of the booster battery
and then to the engine of the vehicle with the discharged battery. The resulting electrical spark
could cause the battery to explode. Stand clear of vehicles when pulling with tow hooks. Tow
straps and chains may break, causing serious injury. Page Front Fog Light Page Engine
Compartment - 3. Page Engine Compartment - 4. Page Engine Compartment - 5. This system
monitors the performance of the emissions, engine, and automatic transmission control
systems. When these systems are operating properly, your vehicle will provide excellent
performance and fuel economy, as well as engine emis- sions well within current government
regulations. Tighten the gas cap until a clicking sound is heard. This is an indication that the
gas cap is properly tightened. Your vehicle has a simple ignition key actuated test which you
can use prior to going to the test station. Besides the maintenance items for which there are
fixed maintenance intervals, there are other items that should operate satisfactorily without
periodic maintenance. Page Change Engine Oil Road conditions as well as your kind of driving
affect the interval at which your oil should be changed. Use Mopar or an equiva- lent oil meeting
the specification MS Page For information on engine oil filler cap location, see the Engine
Compartment illustration in this section. Lubricants which do not have both, the engine oil certification mark and the correct SAE viscosity grade num- ber should not be used. Engine Oil
Viscosity 3. Your vehicle is equipped with an advanced technol Contact your local authorized
dealer, ser- vice station, or governmental agency for advice on how and where used oil and oil
filters can be safely discarded in your area. Engine Oil Filter The engine oil filter should be
replaced with a new filter at every oil change. Page Spark Plugs Spark Plugs Spark plugs must
fire properly to assure engine perfor- mance and emission control. New spark plugs should be
installed at the specified mileage. The entire set should be replaced if there is any malfunction
due to a faulty spark plug. Leaded gasoline will destroy the effectiveness of the converter as an
emission control device. Under normal operating conditions, the catalytic con- verter will not
require maintenance. However, it is im- portant to keep the engine properly tuned to assure
proper catalyst operation and prevent possible catalyst damage. A hot exhaust system can start
a fire if you park over materials that can burn. Such materials might be grass or leaves coming
into contact with your ex- haust system. Do not park or operate your vehicle in areas where
your exhaust system can contact any- thing that can burn. Replace if necessary.
Maintenance-Free Battery Your vehicle is equipped with a maintenance-free battery. You will
never have to add water, nor is periodic main- tenance required. Page Air Conditioner
Maintenance To determine the battery charge, check the battery test indicator if equipped on
top of the battery. Refer to the illustration. Drive belt condition should also be checked at this
time. Some unapproved refrigerants are flammable and can explode, injuring you. Do not use
Automatic Transmission Fluid ATF or other types of power steering fluids when servicing the
power steering system of this vehicle. Damage to the power steering system can result from the
use of the wrong power steering fluid. Checking the power steering fluid level at a defined
service interval is not required. Prior to the appli- cation of any lubricant, the parts concerned
should be wiped clean to remove dust and grit; Page Exhaust System The fluid reservoir for the
windshield washers and the rear window washer is shared. It is located in the front of the
engine compartment on the driver side , and should be checked for fluid level at regular
intervals. Fill the reservoir with windshield Breathing it can make you unconscious and can

eventually poison you. Page for any accumulation of bugs, leaves, etc. If dirty, clean by gently
spraying water from a garden hose vertically down the face of the condenser. Check the engine
cooling system hoses for brittle rubber, cracking, tears, cuts, and tightness of the connection at
the coolant recovery bottle and radiator. The use of lower quality water will reduce the amount
of corrosion protection in the engine cooling system. Check with your local authorities to
determine the disposal rules for your community. The vapor will soon dissipate. Inspect hose
rout- ing to be sure hoses do not touch any heat source or moving component that may cause
heat damage or mechanical wear. Page Brake and Power Steering System Hoses When
servicing the vehicle for scheduled maintenance, inspect surface of hoses for evidence of heat
and me- chanical damage. Hard and brittle rubber, cracking, tears, cuts, abrasion, and
excessive swelling suggest deteriora- tion of the rubber. Particular attention should be made to
examining those hose surfaces nearest to high heat sources, such as the exhaust manifold. The
brake master cylinder has a translucent plastic reservoir. Do not allow a petroleum-base fluid to
contaminate the brake fluid. Seal damage may result. When installing plugs, do not overtighten.
You could damage them and cause them to leak. Automatic Transmission Selection of
Lubricant It is important that the proper lubricant is used in the transmission to assure optimum
transmission perfor Page Check the fluid level while the transmission is at normal operating
temperature. This occurs after at least 15 miles 25 km of driving. At normal operating
temperature the fluid cannot be held comfortably between the fingertips. To check the
automatic transmission fluid level properly, the following procedure must be used: 1. Do not
add fluid until the temperature is elevated enough to produce an accurate reading. Check for
leaks. Release parking brake. To prevent dirt and water from entering the transmission after
checking or replenishing fluid, make certain that the dipstick cap is properly reseated. Also
check for accumulations of vegeta- tion or brush that could become a fire hazard, or conceal
damage to fuel lines, brake hoses, axle pinion seals, and propeller shafts. Under frequent
heavy-duty driving conditions, change all lubricants and lubricate body compo- nents, all
driveline joints and steering linkage more often than in normal service to prevent excessive
wear. Always wash your ve- hicle in the shade using Mopar Car Wash or a mild car wash soap,
and rinse the panels completely with clear water. The cost of such repairs is considered the
responsibil- ity of the owner. Small particles of dirt can act as an abrasive and damage the
leather upholstery and should be removed promptly with a damp cloth. Stubborn soils can be
removed easily with a soft cloth and Mopar Total Clean. Page Fuse Panel equipped with electric
defrosters. Do not use scrapers or other sharp instruments which may scratch the elements.
When cleaning the rear view mirror, spray cleaner on the towel or rag that you are using. Do not
spray cleaner directly on the mirror. Cleaning Plastic Instrument Cluster Lenses The lenses in
front of the instruments in this vehicle are molded in clear plastic. Page Replacement Bulbs in
the fresh air and high blower setting. This will insure adequate system lubrication to minimize
the possibility of compressor damage when the system is started again. Open the hood.
Remove the headlamp cover. Disconnect the electrical connector and replace the bulb. Do not
touch the new bulb with your fingers. Oil contamination will severely shorten bulb life. If the
bulb comes in contact with any oily surface, clean the bulb with rubbing alcohol. Front Fog
Light 1. Squeeze the socket assembly tabs to remove it from the housing. Pull the bulb to
remove it from the socket. Replace the bulb, reinstall the socket, and reattach the light
assembly. Pull the bulb out of the socket. These, and all other maintenance services included in
this manual, should be done to provide best vehicle performance and reliability. Rotate the tires.
Check spare tire for proper pressure and correct stowage. Inspect the engine air cleaner filter,
replace if nec- essary. Page Miles Kilometers Change the engine oil and engine oil filter, if not
replaced at 3 months. Inspect the PCV Valve, replace if necessary. Replace the spark plugs.
Inspect the engine air cleaner filter, replace if necessary. Retain all re- ceipts. This maintenance
is recommended by the manufac- turer to the owner, but is not required to maintain emissions
warranty. Inspect the engine air cleaner filter, and replace if necessary. Inspect the brake
linings. Drain the transfer case and refill. Page Miles Kilometers [Months] Change the engine oil
and engine oil filter. Inspect the engine air cleaner filter, and replace if nec- essary. Page
Maintenance Schedules - Diesel Engines Inspection and service should also be performed
anytime a malfunction is observed or suspected. Replace as neces- sary. Page Miles Kilometers
Change the engine oil and engine oil filter. Inspect the engine air filter element. Replace as
necessary. Replace the engine air filter element. Check spare tire for proper pressure and correct stowage. Re- place as necessary. Replace the engine accessory drive belt. Inspection and
service should be performed anytime a malfunction is observed or suspected. Warranty service
must be done by an authorized Chrysler, Dodge, or Jeep dealer. We strongly recommend that
you take your vehicle to your selling dealer. They know you and your vehicle best, and are most
concerned that you get prompt and high quality service. Page technicians, special tools, and

the latest information to assure your vehicle is fixed correctly and in a timely manner. Most
matters can be resolved with this process. Page Warranty Information U. They will help you
keep your vehicle operating at its best. Visa, Mas- tercard, American Express, and Discover
orders are ac- cepted. If you prefer mailing your payment, please call for an order form. A tire
marked C may have poor traction perfor- mance. The traction grade assigned to this tire is
based on straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning, or peak traction characteristics. Page Autostick Page Cruise Light Page Filters
Air Cleaner Page Heated Mirrors Page Headlight Switch Page Oil Page Trailer and Tongue
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