2006 mercury mariner fuse diagram

Reina helped make these videos. The video above shows how to replace blown fuses in the
interior fuse box of your Mercury Mariner in addition to the fuse panel diagram location.
Electrical components such as your map light, radio, heated seats, high beams, power windows
all have fuses and if they suddenly stop working, chances are you have a fuse that has blown
out. If your Mariner is experiencing electrical problems, you should always check the fuses first,
because they are relatively easy to check and cheap to change. Some Mercurys have multiple
interior fuse boxes including in the trunk - the video above will show you where the interior fuse
box of your Mariner is located. If your Mariner has many options like a sunroof, navigation,
heated seats, etc, the more fuses it has. Some components may have multiple fuses, so make
sure you check all of the fuses that are linked to the component in question. If you need to
replace a blown fuse in your Mariner, make sure you replace it with one that has the same
amperage as the blown fuse. If checking and replacing the fuse for the component in question
doesn't work, we recommend seeking assistance from a trusted professional mechanic. They
should be able to figure out if the component needs to be replaced or if there is a short or some
other problem with your Mariner. Hans Angermeier has produced over , videos showing drivers
how to fix things on their cars. He has broad expertise on basic repair procedures covering the
majority of cars on the road. Did you know that the sun wears out wiper blades faster than rain?
Replace your blades twice a year. Transmissions that leak fluid usually have never been flushed
and the seal is finally leaking. The right stop leak product can cure a lot. Car companies often
use the same engines in different cars. They also slightly alter the styling and sell the same car
by two different names amongst other tricks to help offset development costs. Our system
selects the most applicable video for your car based, in part, on these characteristics. The video
displayed may not look exactly like your car, but may be relevant enough for you to get a good
idea how to do it. Getting Started - Prepare for the repair. Share on. Full list of part and tools.
Author Hans Angermeier has produced over , videos showing drivers how to fix things on their
cars. Replace your wiper blades. Dealing with minor transmission fluid leaks. Replace your air
filter! Isn't efficiency great? See all videos for the Mercury Mariner. We have a massive and
growing video library, but we don't have everything Quick Links Download this manual.
Automobile Mercury Grand Marquis Owner's Manual Ford motor company mercury grand
marquis owner's guide pages. Summary of Contents for Mercury Mariner Page 1 Ford may
change the contents without notice and without incurring obligation. Page 6 Correct vehicle
usage and the authorized disposal of waste, cleaning and lubrication materials are significant
steps towards this aim. Information in this respect is highlighted in this guide with the tree
symbol. Failure to follow the specific warnings and instructions could result in personal injury.
Front seat mounted rear-facing child or infant seats should NEVER be placed in front of an
active passenger airbag. To access this information, special equipment must be directly
connected to the recording modules. Ford Motor Company and Ford of Canada do not access
event data recorder information without obtaining consent, Page 9 Your vehicle is not equipped
with a snowplowing package. Using your vehicle as an ambulance Do not use this vehicle as an
ambulance. Your vehicle is not equipped with the Ford Ambulance Preparation Package. Cell
phone use The use of Mobile Communications Equipment has become increasingly important in
the conduct of business and personal affairs. Page 10 By referring to the pages in the provided
supplement, you can properly identify those features, recommendations and specifications that
are unique to your vehicle. Normal braking is still functional unless the brake warning light also
is illuminated. If the light flashes steadily or does not illuminate, have the transmission serviced
soon, or damage may occur. Door ajar: Illuminates when the ignition is in the ON position and
any door is open. Without message center Mariner mrn Owners Guide postfmt USA fus Page
Gauges Turn signal warning chime: Sounds when the turn signal lever has been activated to
signal a turn and not turned off after the vehicle is driven more than 2 miles 3. Holding the reset
button for one or two seconds will reset the trip odometer to zero. Refer to Filling the tank in the
Maintenance and Specifications chapter for more information. The kit to enable Satellite
reception is available through your dealer. Detailed Satellite instructions are included with the
dealer installed kit. Dealer installed satellite kit only available in the continental United States.
When the six strongest stations are filled, the station stored in preset 1 will begin playing. If
there are less than six strong stations, the system will store the last one in the remaining
presets. Detailed satellite instructions are included with the dealer installed kit. Irregular shaped
CDs, CDs with a scratch protection film attached, and CDs with homemade paper adhesive
labels should not be inserted into the CD player. CD slot: Insert a CD with the label side up.
Press MENU again to disengage clock mode. Memory presets: To set a station: Select
frequency band, tune to a station, press and hold a preset button until sound returns. To
manually turn off the defroster before 15 minutes have passed, push the control a second time.
See Autolamp delay system if equipped to set the auto headlamp off delay time. Turn the

headlamp control to the OFF position when the desired delay time up to 3 minutes has been
reached. High beams Push the lever toward the instrument panel to activate. Pull the lever
towards you to deactivate. To replace all instrument panel lights - see your authorized dealer.
Replacing the interior bulbs Check the operation of all bulbs frequently. Pull bulb straight out of
socket and press in the new bulb. Install the bulb socket in reverse order. Replacing front
sidemarker bulbs For bulb replacement, see your authorized dealer. Twist the bulb socket
counterclockwise and remove from lamp assembly. Pull the bulb straight out of the socket and
push in the new bulb. To complete installation, follow the removal procedure in reverse order.
Replacing foglamp bulbs For bulb replacement, see your authorized dealer. Windshield washer:
To activate the windshield washer, pull control toward you. Release control to stop washer fluid
spray. Push the steering column tilt lever up. This will lock the steering wheel in position. Never
adjust the steering wheel when the vehicle is moving. These include: 1. Power point 2.
Cupholders 3. Ashcup if equipped 4. Utility compartment Use only soft cups in the cupholders.
Hard objects can injure you in a collision. A correct zone setting will eliminate this error. Refer
to Compass calibration adjustment. The display will flash and then return to normal operation.
The zone is now updated. Move the control in the direction you wish to tilt the mirror. Return to
the center position to lock mirrors in place. Do not use the speed control in heavy traffic or on
roads that are winding, slippery or unpaved. Press and release this control to decrease the
vehicle set speed in small amounts by 1 mph 1. Press and release the control again to fully
open. To stop motion at any time during the one-touch opening, press the control again. Record
the highway fuel economy for future reference. It is important to press the SET control after
setting the speed control to get accurate highway fuel economy readings. Pressing the SET
control cycles the message center through each of the systems being monitored. This acts as a
reminder that these warning conditions still exist within the vehicle. Displayed when the braking
system is not operating properly. If the warning stays on or continues to come on, contact your
authorized dealer as soon as possible. Displayed when the turn signal is activated and the
vehicle is driven more than 2 miles 3. These messages indicate improper operation of the
vehicle network communication systems for the following vehicle modules. Page 65 2. To close,
lower the lid and push handle until latch clicks. This storage compartment is not designed to
restrain objects during a collision with the lid removed. Loosen the thumbwheel at both ends of
the cross-bar both cross-bars are adjustable. Slide the cross-bar to the end of the rail. Slide the
cross-bar assemblies over the end cap tongue and into the side rails. Tighten thumbwheel at
both ends of the cross-bar. Press the power door lock control on the door panel two times
within five seconds. The parklamps will flash twice to indicate that the vehicle has switched to
one step unlocking. Repeat the procedure to switch back to two step unlocking. Twist a thin
coin between the two halves of the remote entry transmitter near the key ring. Note: If all remote
entry transmitters are not present during the programming procedure, the missing transmitters
will not work with the vehicle following programming. Enter your personal 5-digit code. Each
number must be entered within five seconds of each other. Use of these systems may result in
vehicle starting problems and a loss of security protection. Note: Large metallic objects,
electronic devices that are used to purchase gasoline or similar items, or a second coded key
on the same key chain may cause vehicle starting issues. Page 79 Keep the ignition in the 3
RUN position for at least three seconds, but no more than 10 seconds. Turn the ignition to the 1
LOCK position and remove the second previously programmed coded key from the ignition.
Note: The key must be a valid, programmed, coded key. The head restraints can be moved up
and down. Pull lever up to adjust seatback. Press to raise or lower the front portion of the seat
cushion. The heated seats will activate when the ignition is in the RUN position. Folding down
rear seats 1. Raise the rear seat head restraint and remove. Place the head restraint under the
front seat for storage. Pull the seat release control. Note: Make sure the floor is clear of all
objects before folding the seat. Flip seat forward. Note: When the seatback release lever is
pulled, slowly lower seatback to the flat position. Rotate seatback down into load floor position.
An unlatched seat may become dangerous in the event of a sudden stop or collision. Front
crash severity sensor The front crash severity sensor enhances the ability to detect the severity
of an impact. Positioned up front, it provides valuable Mariner mrn Owners Guide postfmt USA
fus Page 92 if equipped when the passenger seat is empty. Failure to replace the Belt and
Retractor assembly could increase the risk of injury in collisions. Failure to replace the safety
belt assembly under the above conditions could result in severe personal injuries in the event
of a collision. Ford Motor Company recommends that all safety belt assemblies in use in
vehicles involved in a collision be replaced. Page If the BeltMinder warnings have expired
warnings for approximately 5 minutes for one occupant driver or front passenger , the other
occupant can still activate the BeltMinder feature. Belts are uncomfortable Your Ford safety
belts are designed to enhance comfort. If you are uncomfortable - try different positions for the

safety belt upper anchorage and seatback which should be as upright as possible; this can
improve comfort. Page BeltMinder system activated for yourself and others who may use the
vehicle. Placing objects on or over the airbag inflation area may cause those objects to be
propelled by the airbag into your face and torso causing serious injury. If you must use a
forward-facing child seat in the front seat, move the seat all the way back. Page Do not lean
your head on the door. The side airbag could injure you as it deploys from the side of the
seatback. Unless serviced, the system may not function properly in the event of a collision. To
reduce risk of injury, do not obstruct or place objects in the deployment path of the inflatable
Safety Canopy. Follow all the important safety restraint and airbag precautions that apply to
adult passengers in your vehicle. Booster seats position a child so that safety belts fit better.
They lift the child up so that the lap belt rests low across the hips and the knees bend
comfortably. Page The drawings below compare the ideal fit center to a shoulder belt
uncomfortably close to the neck and a shoulder belt that could slip off the shoulder. They can
slide around and increase the likelihood of injury or death in a collision. Ford recommends the
use of a child safety seat having a top tether strap. Page 1. Position the child safety seat in a
seat with a combination lap and shoulder belt. Children 12 and under should be properly
restrained in the rear seat whenever possible. If the retractor is not locked, unbuckle the belt
and repeat Steps 2 through 9. Check to make sure the child seat is properly secured before
each use. Locate the correct anchor for the selected seating position. There are three tether
anchors located on the headliner at the rear of the vehicle. For forward-facing child seats, the
tether strap must also be attached to the proper tether anchor. See Attaching safety seats with
tether straps in this chapter. If you install a child seat with rigid LATCH attachments, do not
tighten the tether strap enough to lift the child seat off the vehicle seat cushion Mariner mrn
Owners Guide postfmt USA fus Page Also try to tug the seat forward. Check to see if the
anchors hold the seat in place. If the safety seat is not anchored properly, the risk of a child
being injured in a crash greatly increases. This increases traction which may enable you to
safely drive over terrain and road conditions that a conventional two-wheel drive vehicle cannot.
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford Motor Company to give you the following information about tire grades exactly as the
government has written it. If one looks lower than the others, use a tire gauge to check pressure
of all tires and adjust if required. You are strongly urged to buy a reliable tire pressure gauge, as
automatic service station gauges may be inaccurate. Ford recommends the use of a digital or
dial-type tire pressure gauge rather than a stick-type tire pressure gauge. Page Periodically
inspect the tire treads for uneven or excessive wear and remove objects such as stones, nails
or glass that may be wedged in the tread grooves. Check for holes or cuts that may permit air
leakage from Mariner mrn Owners Guide postfmt USA fus Page Heat caused by hot climates or
frequent high loading conditions can accelerate the aging process. You should replace the
spare tire when you replace the other road tires due to the aging of the spare tire. Use of any tire
or wheel not recommended by Ford can affect the safety and performance of your vehicle,
which could result in an increased risk of loss of vehicle control, vehicle rollover, personal
injury and death. Page Tire and wheel alignment A bad jolt from hitting a curb or pothole can
cause the front end of your vehicle to become misaligned or cause damage to your tires. If your
Mariner mrn Owners Guide postfmt USA fus Page Unless otherwise specified, rotate the tires
approximately every 5, miles 8, km. These ratings are listed in the following chart. The tire
suppliers may have additional markings, notes or warnings such as standard load, radial
tubeless, etc. Maximum Load Single lb. Refer to the payload description and graphic in the
Vehicle loading â€” with and without a trailer section. Failure to properly maintain your tire
pressure could increase the risk of tire failure, loss of control, vehicle rollover and personal
injury. During this Mariner mrn Owners Guide postfmt USA fus Page It can also warn you in the
event the system is no longer capable of functioning as intended. Check your tire pressure to
under-inflated ensure they are properly inflated; refer to Inflating your tires in this chapter. Ford
Motor Company recommends the use of a digital or dial-type tire pressure gauge rather than a
stick-type tire pressure gauge for increased accuracy. For these reasons, the low tire pressure
warning light is NOT a substitute for using an accurate tire gauge when checking and filling
your tires. However, in some climates, using snow tires or traction devices may be necessary.
Consult your authorized dealer for information on other Ford Motor Company approved
methods of traction control. Page Overloading or improperly loading your vehicle can
contribute to loss of vehicle control and vehicle rollover. Maximum Loaded Trailer Weight â€” is
the highest possible weight of a fully loaded trailer the vehicle can tow. Determine the combined
weight of luggage and cargo being loaded on the vehicle. That weight may not safely exceed the
available cargo and luggage load capacity calculated in Step 4. For load specification terms
found on the label, refer to Vehicle loading in this chapter. Remember to figure in the tongue

load of your loaded vehicle when figuring the total weight. Certain states require electric trailer
brakes for trailers over a specified weight. The Mariner vehicle electrical system is not equipped
to accommodate electric trailer brakes. Do not apply the brakes continuously, as they may
overheat and become less effective. Rear axle lubricant quantities are not to be checked or
changed unless a leak is suspected or repair required. For other towing requirements, refer to
Wrecker towing in the Roadside Emergencies chapter. Exhaust fumes can be toxic. Always
open the garage door before you start the engine. See Guarding against exhaust fumes in this
chapter for more instructions. Make sure vehicle accessories are off. Take precautions to avoid
its dangerous effects. If you smell exhaust fumes inside your vehicle, have your dealer inspect
your vehicle immediately. Do not drive if you smell exhaust fumes. This system helps you
maintain steering control during emergency stops by keeping the brakes from locking. Your
vehicle has larger tires and increased ground clearance, giving the vehicle a higher center of
gravity than a passenger car. Apply the parking brake, turn the ignition to LOCK, then remove
the key. Using a screwdriver or similar tool, carefully pry out the small, round, tethered Brake
Transmission Shift Interlock BTSI cover cap located to the right of the gearshift lever. See your
authorized dealer as soon as possible. Driving with the gearshift lever in D Overdrive gives the
best fuel economy for normal driving conditions. For manual control, start in 1 First and then
shift manually. If the ignition system gets wet, the vehicle may stall. Page Apply the accelerator
slowly and steadily when starting from a full stop. Avoid sudden braking as well. Page Once
through the water, always dry the brakes by moving your vehicle slowly while applying light
pressure on the brake pedal. Wet brakes do not stop the vehicle as quickly as dry brakes. Page
Hazard Flasher Switch 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€” Canadian
customers who require roadside assistance, call 1â€”â€”â€” If you need to arrange roadside
assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To obtain
reimbursement information, U. Ford or Mercury vehicles customers call 1â€”â€”â€”; Using a
fuse with a higher amperage rating can cause severe wire damage and could start a fire.
Remove the panel cover to access the fuses. The high-current fuses are coded as follows. If the
tire pressure monitor sensor becomes damaged, it will no longer function. If the dissimilar
spare tire or wheel is damaged, it should be replaced rather than repaired. Park on a level
surface, activate hazard flashers and place gearshift lever in P Park automatic transmission. Set
the parking brake and turn engine off. Block the diagonally opposite wheel. Turn the handle
counterclockwise and lower the spare tire until it can be slid rearward and the cable is slack.
Slide the retainer through the center of the wheel. Use the attached Velcro strap 2 to tie the
tether end to the winch actuator shaft if equipped. Loosen each wheel lug nut one-half turn
counterclockwise but do not remove them until the wheel is raised off the ground. The jack is
only meant for changing the tire. Remove the lug nuts with the lug nut wrench. Reinstall the jack
and tools in the cargo area. To replace the jack in the vehicle, Mariner mrn Owners Guide
postfmt USA fus Page If you are stowing a tire that requires reattaching it to the vehicle with a
tether, perform these steps first, then proceed with the steps following. Use only Ford
recommended replacement fasteners. When a wheel is installed, always remove any corrosion,
dirt or foreign materials present on the mounting surfaces of the wheel or the surface of the
wheel hub, brake drum or brake disc that contacts the wheel. Page Note: In the illustrations,
lightning bolts are used to designate the assisting boosting battery. Start the engine of the
booster vehicle and run the engine at moderately increased speed. Start the engine of the
disabled vehicle. Remove the jumper cable from the ground metal surface. Note: In the
illustrations, lightning bolts are used to designate the assisting boosting battery. After the
disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. Do not tow with a slingbelt. Ford
Motor Company has not approved a slingbelt towing procedure. On FWD vehicles, if your
vehicle is to be towed from the front, ensure proper wheel lift equipment is used to raise the
front wheels off the ground. Ford Motor Company produces a towing manual for all authorized
tow truck operators. Have your tow truck operator refer to this manual for proper hook-up and
towing procedures for your vehicle. Page Customer Assistance Relationship Center at Away
from home If you own a Ford or Mercury vehicle and are away from home when your vehicle
needs service, or if you need more help than the authorized dealer could provide, after following
the steps described above, contact the Ford Customer Relationship Center to find an authorized
dealer to help you. Page If you own a Lincoln vehicle and are away from home when your
vehicle needs service, or if you need more help than the authorized dealer could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an
authorized dealer to help you. Page Customer Assistance In some states in the U. Ford is also
allowed a final repair attempt in some states. In the United States, a warranty dispute must be
submitted to the Page You are not bound by the decision but may choose to accept it. If the

arbitrator has decided in Page United States and Canada, provided by a network of more than 4,
participating authorized dealers. If you did not take advantage of the Ford Extended Service
Plan at the time of purchasing your vehicle, you may still be eligible. Since this Page The use of
leaded fuel in your vehicle without proper conversion may damage the effectiveness of your
emission control system and may cause engine knocking or serious engine damage. Page
Reporting Safety Defects U. These quality products have been specifically engineered to fulfill
your automotive needs; Set the parking brake and shift to P Park. Block the wheels. Note: Do
not start your engine with the air cleaner removed and do not remove it while the engine is
running. At the front of the vehicle, lift up on the auxiliary latch handle located in the center
between the hood and the grille. Lift the hood open and secure it with the prop rod. Automatic
transmission dipstick 4. Brake fluid reservoir 5. Air filter assembly 6. Power distribution box 7.
Battery 8. Engine oil filler cap 9. Engine oil dipstick Automatic transmission fluid dipstick 4.
Engine oil dipstick 9. Engine oil filler cap Windshield washer fluid reservoir Mariner mrn Owners
Guide postfmt USA fus Page In very cold weather, do not fill the reservoir completely. Only use
a washer fluid that meets Ford specifications. Do not use any special washer fluid such as
windshield water repellent type fluid or bug wash. They may cause squeaking, chatter noise,
streaking and smearing. Page Engine Oil 3. Set the parking brake and ensure the gearshift is
securely latched in P Park. Open the hood. Protect yourself from engine heat. Locate and
carefully remove the engine oil level indicator dipstick. Put the indicator back in and ensure it is
fully seated. Adding engine oil 1. Check the engine oil. For instructions, refer to Checking the
engine oil in this chapter. Page Battery Maintenance and Specifications Ford production and
aftermarket Motorcraft oil filters are designed for added engine protection and long life. If a
replacement oil filter is used that does not meet Ford material and design specifications,
start-up engine noises or knock may be experienced. Do not put engine coolant in the
windshield washer fluid container. If sprayed on the windshield, engine coolant could make it
difficult to see through the windshield. Page Recycled engine coolant Ford Motor Company
does NOT recommend the use of recycled engine coolant in vehicles originally equipped with
Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling process is not yet
available. Page If the engine coolant supply is depleted, this feature allows the vehicle to be
driven temporarily before incremental component damage is incurred. Check the coolant level
and replenish if low. Never remove the coolant reservoir cap while the engine is running or hot.
Re-start the engine and take your vehicle to an authorized dealer. Gasoline may contain
benzene, which is a cancer-causing agent. The flow of fuel through a fuel pump nozzle can
produce static electricity, which can cause a fire if fuel is pumped into an ungrounded fuel
container. The fuel system may be under pressure. Remove fuel filler cap slowly. Page Ask your
fuel supplier about gasolines that meet the World-wide Fuel Charter. Running out of fuel Avoid
running out of fuel because this situation may have an adverse effect on powertrain
components. Page 2. Each time you fill the tank, record the amount of fuel added in gallons or
liters. After at least three to five tank fill-ups, fill the fuel tank and record the current odometer
reading. Your fuel economy may vary depending upon the method of operation and conditions.
If the fluid is low, add fluid in small amounts, continuously checking the level until it reaches the
range between the MIN and MAX lines. Be sure to put the cap back on the reservoir. Install the
dipstick, making sure it is fully seated in the filler tube. Remove the air filter element from the air
filter housing. Wipe the air filter housing and cover clean to remove any dirt or debris and to
ensure good sealing. Replace the PCV valve with one that meets Ford material and design
specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. Page Refill Capacities Replace the spark plugs with ones that meet Ford material and
design specifications for your vehicle, such as Motorcraft or equivalent replacement parts. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
Use of synthetic or synthetic blend motor oil is not mandatory. Please note that in the graphic,
XXXX is representative of your vehicle identification number. The following table tells you which
transmission or transaxle each code represents. These quality accessories have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. Fuse box diagram fuse layout , location, and assignment of fuses
and relays Mercury Mariner , , If electrical components in the vehicle are not working, the
system may have been overloaded and blown a fuse or tripped a circuit breaker. Check the
appropriate fuses before replacing any electrical components. A blown fuse can be identified by
a break in the wire within the fuse. The fuse panel is located on the right-hand side of the center
console, by the instrument panel. Remove the panel cover to access the fuses. Necessary

cookies are absolutely essential for the website to function properly. This category only
includes cookies that ensures basic functionalities and security features of the website. These
cookies do not store any personal information. Any cookies that may not be particularly
necessary for the website to function and is used specifically to collect user personal data via
analytics, ads, other embedded contents are termed as non-necessary cookies. It is mandatory
to procure user consent prior to running these cookies on your website. Always disconnect the
battery before servicing high current fuses. Do not repair fuses and never replace a blown fuse
with one that has a higher amp rating. This can severe
93 ford ranger radio wiring diagram
ge refrigerator parts diagram
5 pin cdi box wiring diagram
wire damage and could start a fire. Never replace a broken fuse with anything other than a new
fuse. Even after a fuse is replaced, it will continue to blow if the cause of the overload is not
identified and corrected. Main Page. This website uses cookies to improve your experience.
We'll assume you're ok with this, but you can opt-out if you wish. Close Privacy Overview This
website uses cookies to improve your experience while you navigate through the website. Out
of these cookies, the cookies that are categorized as necessary are stored on your browser as
they are essential for the working of basic functionalities of the website. We also use third-party
cookies that help us analyze and understand how you use this website. These cookies will be
stored in your browser only with your consent. You also have the option to opt-out of these
cookies. But opting out of some of these cookies may have an effect on your browsing
experience. Necessary Always Enabled. Non-necessary Non-necessary.

