2006 suzuki vinson 500

Quick Links. Table of Contents. Troubleshooting Charging system troubleshooting Starter
system description Ignition system description Troubleshooting The text of this manual is
divided into sections. Measure in voltage range. Pay special attention to the mes- sages
highlighted by these signal words. Page 9: Engine Coolant Use an antifreeze designed for
aluminum radiators. If this is not available, use an equivalent antifreeze for aluminum radiators.
If the percentage of antifreeze is above or below this range the coolant's frost protection and
rust-inhibiting capa- bilities will be reduced. Maintenance intervals are expressed in terms of
kilometers, miles and months, and are dependent on whichever comes first. If the air cleaner is
clogged with dust, intake resistance will be increased, with a resultant decrease in power output
and an increase in fuel consumption. Excessive valve clearance results in valve noise and
insuffi- cient valve clearance results in valve damage and reduced power. Replace every 6 km 4
miles. NOTE: Make this adjustment when the engine is hot. Page 23 2. Other manufacturer's oil
filters may differ in thread specifications thread diameter and pitch , filtering performance and
durability which may lead to engine damage or oil leaks. Replace every two years. To change
the differential gear and final bevel gear oil, locate the vehicle on a level position and carry out
the following steps. Inspect the radiator hoses for damage and engine coolant leak- age. If any
damages are found, replace the radiator hoses with new ones. If any damages are found,
replace the drive belt with a new one. At the condition of normal lining wear, an extended line
from the index mark on the brake camshaft should be within the range embossed on the brake
panel with the brake on. It is highly recommended to replace a tire when the remaining depth of
the tire tread reaches the following specification. Steering system should be adjusted properly
for smooth manip- ulation of the handlebars and safe running. Check that all chassis nuts and
bolts are tightened to their specified torque. Refer to page for the locations of the following nuts
and bolts. Proper lubrication is important for smooth operation and long life of each working
part of the vehicle. Major lubrication points are indicated below. The decision to overhaul the
cylinder is often based on the results of a compression test. Periodic mainte- nance records
kept at your dealership should include compression readings for each maintenance service.
This will give a good indication of the condition of the moving parts. EffilOil pressure: Above
kPa 1. To insure proper performance and longevity of the clutch assemblies it is essential that
the clutches engage smoothly and gradually. Before checking the initial engagement and clutch
lock-up two inspection checks must be performed to thoroughly check the operation of the
drive train. Refer to the page listed in each section for removal and installation instructions.
Engine removal is sequentially explained in the following steps. NOTE: Make sure to mark the
aligning points of the gearshift arm and camshaft before removing the gearshift arm. NOTE:
Temporally tighten the nuts in this stage. The engine mounting nuts are self-locking. Once the
nut has been removed, it is no longer of any use. Be sure to use new nuts, and then tighten
them to the specified torque. H Rear propeller shaft joint bolt: 23 N m 2. H Muffler connection
bolt: 23 N m 2. If the cylinder head does not come off, lightly tap it using a plastic mallet. If the
cylinder does not come off, lightly tap it using a plastic mallet. Remove the cylinder gasket 3
and dowel pins. NOTE: Refer to chapter 4 when inspecting the secondary driven output shaft.
Unlock the caulking as pointed and remove the transmis- sion output shaft nut using the special
tool. Organize the parts in their respective groups i. Measure the rocker arm bore with a caliper
gauge. If the inside diameter is not within specification, replace the rocker arm with a new one.
Standard: T ] Valve spring compressor Attachment Tweezers Remove the valve spring retainer
and valve springs. Remove the valve from the other side. If the runout exceeds the service limit,
replace the valve with a new one. Install the valve and attach a valve lapper onto it. Tap the
coated seat with the valve face in a rotating manner, in order to obtain a clear impression of the
seating contact. Rotate the cutter one or two turns. Check that no gasoline leaks though the
valve seat. If leakage is found, correct the sealing surface. Page 73 U 3 Cam chain tensioner
bolt: 13 N m 1. If the cams are worn to the service limit, replace the camshaft with new a one. If
the runout exceeds the service limit, replace the camshaft with a new one. If any clearance
reading exceeds the service limit, replace both the piston and piston rings. If the diameter
exceeds the service limit, replace the piston with a new one. If the runout exceeds the service
limit, replace the crankshaft with a new one. Page 85 To prevent damaging the oil seal lip from
during installation, slide the lip using a 0. Remove the special tool from the movable driven face
assembly. If an attempt is made to overhaul the oil pump assembly, the screw may be damaged.
Only the oil pump unit is available as a replacement. Measure the gearshift fork clearance in the
groove of its respective gear using the thickness gauge. Pay attention to the following points:
NOTE Before installing the gears, apply engine oil to the inner surface of each gear and
bushing. Fit it to the side where the thrust is, as shown. The rounded side should be against the
gear surface. Rotate the inner race and check to see that it turns smoothly. If it does not turn
quietly and smoothly, or if there are signs of any abnormalities, the bearing is defective and

must be replaced with a new one as follows. Page 98 Replace the removed oil seals with new
ones. IT55LI Bearing installer set Pay special attention to the following points: NOTE: Apply
engine oil to each running and sliding part before reas- sembling. For USA 4! H Crankcase bolt
8 mm: 22 N m 2. The spacer and side rails do not have a designated top and bottom. Make sure
the guide 3 is inserted prop- erly or binding of the cam chain and guide may result. If excessive
play is noted, replace the bearing with a new one. Inspect the universal joint and outer surface
of the bearing for scuffing, wear and damage. Rear output joint nut: N m NOTE: Do not
disassemble the differential assembly. If any damages are found, replace the bearing with a new
one. If excessive wear is found, replace the oil seal with a new one. Take backlash readings at
several places while turning the flange slightly in each direction and securely holding the
differential driven gear. Read the total backlash on the dial gauge. Remove the rear propeller
shaft joint bolt. Remove the final drive shaft housing. Rotate the inner race by hand to inspect
for abnormal noise and smooth rotation. If anything unusual is found, replace the bearing with a
new one. If any damages are found, replace the oil seal with a new one. Measure the backlash of
the final drive gear using the dial gauge, as shown. Keep heat, sparks, and flames away from
gasoline. Extreme care must be taken. Always follow the chemical manufacturer's instructions
on proper use, handling and storage. If any damages are found, replace the damaged parts with
new ones. Pay attention to the following points. For the water pump, a high-capacity centrifugal
pump is used. The radiator is a tube-and-fin type made of aluminum material, which is
characterized by lightness in weight and good heat dissipation. Remove the radiator cap and
connect the radiator tester to the filler. Test the cooling fan motor for load current using an
ammeter connected as shown. The voltmeter is for making sure that the battery applies 12 volts
to the motor. Page Install the engine coolant temperature switch in the reverse order of removal.
If any damages are found, replace the boots with new ones. Inspect the circlip, snap ring, and
boot bands for wear or dam- age. If any damages are found, replace the circlip, snap ring, and
boot bands with new ones. Position Differential side Wheel side Grease â€” 80 g Quantity 45 g
NOTE: The tube of joint grease is included in the wheel side boot set or wheel side joint
assembly of spare parts. H Brake pad mounting pin: 18 N-m 1. CCT Check the brake disc for
cracks or damage and measure the thickness using the micrometer. H Master cylinder clamp
bolt: 10 N m 1. If any damages are found, replace the wishbone arm with a new one. If any damages are found, replace the drive shaft cover with a new one. If any damages are found, replace
the dust seal with a new one. H Tie rod end nut: 32 N m 3. If any damages are found, replace the
dust seals with new ones. Make sure all the tires are inflated to the standard pressure. H Rear
wheel set nut: 50 N m 5. H Rear hub nut: N m If any damages are found, replace the respective
bushings with new ones. If any damages are found, replace the rear axle shaft with a new one. If
any damages are found, replace the selection shift lever assembly with a new one. Page
Reassemble and remount the range lever in the reverse order of removal and disassembly.
Then, finger tighten the range lever cable adjusting nuts to hold it in place. How- ever, if the
battery is overcharged, hydrogen gas may be produced. Improper use can cause damage to the
vehicle and tester. The regulator prevents overcharging of the battery by grounding the excessive AC current. Measure the resistance between the three lead wires using the multi circuit
tester. If the resistance is not within the specified value, replace the stator coil with a new one.
Measure the voltage between the terminals using the multi cir- cuit tester, as indicated in the
table below. Pressing the starter button on the left handlebar switch energizes the starter relay,
causing the contact points to close, thus, completing the circuit from the starter motor to the
battery. This energy is released in a single surge at the specified ignition timing point and the
current flows through the primary side of the ignition coil. A high voltage is induced in the
secondary windings of the ignition coil, resulting in a strong spark between the spark plug gap.
CZT Inspect the spark plug. Correct NOTE: The ignition coil peak voltage C r and inspection
method is applicable only with the multi circuit tester and the peak volt adaptor. Correct
Incorrect Faulty spark plug NOTE: Make sure the spark plug cap and spark plug are connected
properly and the battery is fully-charged. Measure the ignition coil resistance in both the
primary and secondary windings using the multi circuit tester. If any abnormality is found,
replace the respective switch assemblies with a new one. NOTE: If air bubbles do not rise from
any one of the filler ports, tap the bottom of the electrolyte container two or three times. If any
signs of cracking or electrolyte leakage from the sides of the battery have occurred, replace the
battery with a new one. If the battery terminals are found to be coated with rust or an acidic
white powdery substance, clean the battery terminals with sandpaper. Slipping clutch. Broken
secondary drive and driven gear teeth. Improper front wheel alignment. Handling is too heavy 2.
Insufficient brake fluid. Refill to level mark. Cracked battery case. Sulfation or s p o t s on 2.
Speedometer cable Rear brake lever cable Water pump inlet hose Clamp Rear brake Rear brake
lever cable Taillight 5 x 2 pes. Headlight Headlight Remove the muffler end cover. IT55LI Final

drive gear coupling holder. If any damages are found, replace the final drive shaft. H Final drive
shaft housing nut: 23 N-m 2. Shim thickness mm Part No. Shim thickness mm Shim thickness
mm Part No. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. The engine is paired
with a 5-Speed transmission and total fuel capacity is 5 gallons. Close this There's a problem
loading this menu right now. Would you like to sell products for this vehicle on Amazon. Learn
how. Read more. Close this. There's a problem loading this menu right now. Learn more about
Amazon Prime. Get free delivery with Amazon Prime. Back to top. Get to Know Us. Amazon
Payment Products. English Choose a language for shopping. Skip to main content. Learn how
Parts. Exhaust Exhaust Systems Mufflers Headers. Filters Air Filters Oil Filters. Vehicle Covers.
Tie Downs. Gloves Off-Road. Amazon Music Stream millions of songs. Amazon Advertising
Find, attract, and engage customers. Amazon Drive Cloud storage from Amazon. Alexa
Actionable Analytics for the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship
Orders Internationally. Amazon Rapids Fun stories for kids on the go. ComiXology Thousands
of Digital Comics. DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop
Designer Fashion Brands. Deals and Shenanigans. Ring Smart Home Security Systems.
Amazon Subscription Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy
Simplified. Amazon Renewed Like-new products you can trust. Amazon Second Chance Pass it
on, trade it in, give it a second life. Make Suzuki. Model Vinson 4x4 Auto. Welcome to an
incredible combination of hard-working utility and exciting trail ride performance - the Vinson
4x4 Automatic. The cc four-stroke engine delivers huge amounts of torque for exceptional
pulling power, plus a two-speed subtransmission and selectable two or four-wheel drive for
conquering a tough trail or for all-day traveling comfort. Best of all, whether you're hard at work
or out trail riding, you're in for an unrivaled blend of lightweight agility and open-class
performance. Model Vinson 4x4 Auto Camo. If your idea of paradise is a weekend trip into the
woods, you came to the right place. It lets you blend into marshes, grasslands, deserts and
even croplands. Model Vinson 4x4 Semi-Auto. With its five-speed manual shift automatic clutch
transmission - and its incredibly strong powerband - it invites you to take off for a trail ride with
your buddies or a hard-charging ride around your local off-road park. These clean ATV's don't
last long so call and get this before it is gone. Would make a great plow rig in the winter.
Tousley Motorsports is the largest Motorsports dealer in the Midwest! Our used vehicles have
been inspected by factory trained technicians, have fresh oil and filter and are ready to ride.
Financing is available OAC, please fill out our online credit application and we wil
2012 volvo s60
2003 mazda 6 stereo wiring diagram
definition of gauged
l be in touch shortly. Call the store at or Internet Sales Department directly at Engine 4-stroke,
single-cylinder, SOHC cc. The Vinson 4x4 Automatic Camouflage Edition features Advantage
Max-4High Definition finish for an authentic camouflage design, incorporating the largest
camouflage artwork on the market. Model Vinson As with all toys. I buy on impulse, use a few
times then store them away. I need more room in my garage so the Quad has to go. The cc
four-stroke engine delivers huge amounts of torque for exceptional pulling power, plus a
two-speed subtransmission and selectable two- or four-wheel drive for conquering a tough trail
or for all-day traveling comfort. Lawrenceville, GA. Williamsburg, VA. Coconut Creek, FL. Lyles,
TN. Eau Gallie, FL. Earleville, MD. Alert Successfully Created. Save search. Motorcycles for Sale
Suzuki Vinson 4x4 Auto. Year Make Suzuki Model Vinson Prev 1 2 3 4 Next. ZIP Code. Year
minYear Apply Filters Clear Search. Daily Weekly No Emails. Submit Cancel.

