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vehicle is equipped with one or more devices commonly referred to as event data recorders.
These devices record front seat belt use, front passenger seat occupancy, airbag deployment
data, and the failure of any airbag system component. And operating this vehicle safely is an
important responsibility. To help you make informed decisions about safety, we have provided
operating procedures and other information on labels and in this manual. Page 8 Warranty and
Customer Relations U. Refer to your warranty manual for detailed information. Authorized
Manuals U. It shows you how to use seat belts. It explains how your airbags work. And it tells
you how to properly restrain infants and children in your vehicle. The recommendations on this
page are the ones we consider to be the most important. Your seat belt system also includes an
indicator on the instrument panel and a beeper to remind you and your passengers to fasten
your seat belts. Why Wear Seat Belts Seat belts are the single most effective safety device for
adults and They are designed to supplement the seat belts. Airbags offer no protection in rear
impacts, or minor frontal or side collisions. The National Highway Traffic Safety Administration
and Transport Canada recommend that drivers allow at least 10 inches 25 cm between the
center of the steering wheel and the chest. Adjust the seat-back to an upright position, and sit
well back in the seat. Check that the belt is not twisted, because a twisted belt can cause
serious injuries in a crash. To adjust the height of an anchor, squeeze the two release buttons,
and slide the anchor up or down as needed it has four positions. Make sure the belt is not
twisted. Push the anchor latch until it locks. The front seat belts are also equipped with
automatic seat belt tensioners. The belt will retract, but it will not allow the passenger to move
freely. To deactivate the lockable retractor, unlatch the buckle and let the seat belt fully retract.
Page Seat Belt Maintenance. Any belt that is not in good condition or working properly will not
provide good protection and should be replaced as soon as possible. Honda provides a limited
warranty on seat belts. See your Honda Warranty Information booklet for details. Although both
airbags normally inflate within a split second of each other, it is possible for only one airbag to
deploy. After a crash, you may see what looks like smoke. When you turn the ignition switch to
the ON II position, this indicator comes on for several seconds then goes off. It does mean there
is a problem with your side airbags. When you turn the ignition switch to the ON II position, the
indicator should come on for several seconds and then go off see page Page Additional Safety
Precautions This could make the dealer. If it is necessary to remove or modify a front seat to
accommodate a person with disabilities, first contact Honda Automobile Customer Service at
However, despite their best intentions, many adults do not know how to properly protect child
passengers. If you have children, or ever need to drive with a child in your vehicle, be sure to
read this section. The National Highway Traffic Safety Administration and Transport Canada
recommend that all children aged 12 and under be properly restrained in a back seat. Please
read and follow the instructions on these labels. Or, you may wish to get a smaller rear-facing

child seat. Conventional child seats must be secured to a vehicle with a seat belt, whereas
LATCH-compatible seats are secured by attaching the seat to hardware built into the rear
seating The lower anchors are located between the seat-back and seat bottom, and are to be
used only with a child seat designed for use with Make sure the removed head restraint is
secured in the cargo area. Reinstall the head restraint when the child seat is removed. After the
belt has retracted, tug on it. Outside seating position To use the anchor, pull up the anchor
cover. The following pages give instructions on how to check proper seat belt fit, what kind of
booster seat to use if one is needed, and Will the child be able to stay seated like this for the
whole trip? Move the vehicle seat to the rear- most position. Carbon monoxide should not enter
the vehicle in normal driving if you maintain your vehicle properly and follow the information on
this page. Have the exhaust system inspected for leaks whenever: The vehicle is raised for an
oil change. They warn you of potential hazards that could cause serious injury or death. Read
these labels carefully. If a label comes off or becomes hard to read except for the U. All the
essential controls are within easy reach. Control Locations Instrument Panel. Differences for the
Canadian models are noted in the text. It reminds you and your passengers to fasten your seat
belts. A beeper also sounds if you have not fastened your seat belt. If it comes on at any other
time, there is a problem with the ABS. It will go off if you have inserted a properly-coded ignition
key. If it is not a properly-coded key, the indicator will blink and the engine will not start see
page For more information, see page If an indicator does not blink or blinks rapidly, it usually
means one of the turn signal bulbs is burned out see pages Replace the bulb as soon as
possible, since other drivers cannot see that It comes on as a reminder that you must refuel
soon. When the indicator comes on, there is about 3. See page for information on operating the
cruise control. It reminds you that it is time to take your vehicle in for scheduled maintenance.
During normal operation, the pointer should rise to about the middle of the gauge. In severe
driving conditions, the pointer may rise to the upper zone. Some of the information helps to
keep you driving safely. The temperature sensor is in the front bumper. This information helps
to keep you aware of the periodic maintenance your vehicle needs for continued trouble- free
driving. Some of the messages help you operate your vehicle more comfortably. Others help to
keep you aware of the periodic maintenance your vehicle needs for continued trouble-free
driving. In normal display mode, the upper segment displays the trip computer. This monitor is
a part of the tire pressure monitoring system TPMS. See page more information. The
temperature reading can be affected by heat reflection from the road surface, engine heat, and
the exhaust from surrounding traffic. The system message indicator does not go off until the
problem s is corrected. You will also hear a beep when the system message indicator comes on
for the first time. See page for more information. Have your vehicle checked by your dealer see
page Check Brake System U. Check Power Tailgate U. The PAX system uses the
multi-information display to show you one of three messages while you are driving with a flat
tire. Changes when the doors automatically unlock. There are three selectable languages,
English, French, and Spanish. Display If you find that the temperature reading is always a few
degrees below or above the actual temperature, adjust it as described on the following columns.
Zone selection is required so the compass can compensate for this variation. To check and
select the zone set into the compass, do the procedure on the following pages. Press the INFO
button until you see your zone number in the lower segment. Refer to page for setting the seat
position memory. Also refer to page for remote transmitter use. You can change this relock time
from 30 seconds to 60 or 90 seconds. The wipers are not activated. It operates intermittently.
Hold past ON to turn the window wiper on and the window washer Rotate the switch
counterclockwise to spray the window washer without activating To signal a lane change, push
lightly on the lever, and hold it. The lever will return to center when you release it or complete a
turn. To turn on the automatic lighting, turn the light switch to AUTO at any time. You can use
the fog lights only when the headlights are on low beam. They will go off when the headlights
are turned off. Turn the knob to adjust the brightness. Separate adjustments can be made when
the headlights are on and off. You will hear a beep when maximum or minimum brightness is
reached. This causes all outside turn signals and both indicators in the instrument panel to
flash. Use the hazard warning lights if you need to park in a dangerous area near heavy traffic,
or if your vehicle is disabled. Adjusting the steering wheel position while driving may cause you
to lose control of the vehicle and be seriously injured in a crash. Adjust the steering wheel only
when the vehicle is stopped. Page Keys And Locks You should have received a key number tag
with your keys. You will need this key number if you ever have to get a lost key replaced. Use
only Honda-approved key blanks. Keys and Locks These keys contain electronic circuits that
are activated by the immobilizer system. If an improperly-coded key or other device is used, the
engine will not start. When you turn the ignition switch to the ON II position, the immobilizer
system indicator should come on for a few seconds, then go off. To turn the key to the LOCK 0

position, the shift lever must be in Park, and you must push the key in slightly. Some exterior
lights will flash once. When you push LOCK twice within 5 seconds, you will hear a beep to
verify that the security system has set. Battery type: CR To replace the battery: Remove the
screw at the base of the transmitter with a small Phillips-head screwdriver. Battery type: CR To
replace the battery, separate the halfs by carefully prying on the edge with a coin. Make all
settings before you start driving. With the auto door locking and unlocking, the tailgate also
locks and unlocks. You will hear a clicking sound, and after about 5 seconds, you will hear
another clicking sound. Turn the ignition switch to the ON II position. Each door has a lock lever
near the edge. With the lever in the LOCK position, the door cannot be opened from the inside
regardless of the position of the lock tab. Press and hold the tailgate button on the remote
transmitter or the dashboard switch for about 1 second to open or close the tailgate. If it meets
resistance while opening or closing, it will beep three times and reverse direction. However, the
tailgate may not reverse immediately. Always make sure passengers and objects are clear of the
tailgate before opening or closing it. Keep the tailgate closed at all times while driving to avoid
damaging the tailgate and to prevent exhaust gas from getting into the interior. If you need to
unlock the tailgate manually, it means there is a problem with the tailgate. When you shift out of
Park while a door is opening, you will hear a continuous tone and the door will stop moving if
you release the brake pedal or the parking brake. If you forget to unlock the door, you will hear
three beeps. Unlock the door, and try again. To close a sliding door, push and release the top of
the switch. To open a door, pull the inside or outside door handle, and slide the door back. It
will latch in the fully open position. If a passenger attempts to unlock the door by cycling the
lock knob several times, the door can be opened. Do not damage this sensor, or the power
sliding door may not operate properly. For greater cargo capacity, the seats in the second row
can be removed, and the bench seat in the third row To adjust the angle, pull the adjustment
strap on the outside of each seat-back, move the seat-back to the desired position, and release
the adjustment strap. Moves the front of the seat up or down. Moves the whole seat up and
forward, or down and backward. The front of the seat also tilts up or down at the same time.
Pivot it down to use it. When you remove the bucket seats in the second row, pivot the armrests
up out of the way. You need to remove the stowable plus-one seat see page or the Make sure
the seats are securely locked in place before driving. A seat that is not locked in place could fly
around and cause injury in a sudden stop or crash. Refer to the illustrations above. Unhook the
front of the seat from the floor by pulling it back slightly, then pivoting it upward. Remove the
seat cushion by pulling the seat cushion strap. Fold the seat-back forward by pulling the
seat-back strap. To install the cushion, hook the front of the cushion first, then push down the
rear until the cushion is securely positioned. To use the plus-one seat as a center console,
remove its seat cushion by pulling up the seat cushion strap. Pivot the seat forward all the way.
The front legs of the third seat will automatically latch. The passenger seat only has heaters in
the seat bottom because of the side airbag system. The ignition switch must be in the ON II
position to use them. The seat heater switches are located on the dashboard above the center
pocket. Two seat positions can be stored in separate memories. You select a memorized
position by pushing the appropriate button or appropriate remote transmitter Driver 1 or Driver
2. Not pressing a memory button within 5 seconds. Pressing the MEMO button again within 5
seconds. Readjusting the seat position. Each memory button stores only one seat position. To
open the window, push the switch down to the first detent and hold it. Release the switch when
you want the window to stop. If the AUTO function is disabled, the power window system will
need to be reset after reconnecting the battery or installing the fuse. Turn the key clockwise,
then release it. Use the switch under the left dashboard vent to operate the moonroof. You must
turn the ignition switch to the ON II position for the moonroof to operate. Be sure to adjust the
mirrors before you start driving. The night position reduces glare from headlights behind you.
When you finish, move the selector switch to the center off position. This turns the adjustment
switch off to keep your settings. A beeper will sound if the vehicle is driven with the parking
brake on. To store it, pull the lever and lower the tray. Sitting on or getting under the tray, or
putting heavy objects on the tray, may damage or deform it. Additional beverage holders for the
front seat passengers are in the retractable center tray. Each second row seat has a beverage
holder on the outside of the seat cushion. To use the beverage holder, push on the tab. To use
the beverage holder, push on the front lid. The lid will swing open. To close, lower the lid, and
push it down until it latches. It will unlatch and swing down. To close it, push it until it latches.
Make sure the holder is closed while you are driving. Some larger styles of sunglasses may not
fit in the holder. When using the sun visor for the side window, remove the support rod from the
clip, and swing it out. Make sure you put the sun visor back in place when you are getting into
or out of the vehicle. Page Removable Second Row. To open the console, push the tab, and
slide the lid to the rear. To remove the console, pull up the tab at the front edge to unlock the

rear of the console from the floor. To place or remove large items from the storage area, pull off
the carpet near the second seat, and pull the handle to open the large lid. You can store items in
the floor storage area up to 22 lbs 10 kg. Do not exceed this weight limit, or you may damage
the floor storage area. The Lazy Susan can be removed to give you more cargo space. Close it
with a firm push. Lock or unlock the glove box with the master key. Open the upper glove box
by pressing the button. Interior Convenience Items Coin Pocket With rear entertainment system
A coin holder is located in front of the beverage holder. To use the coin holder, pull the handle,
then push the button. If you use an appliance which requires more than watts, it automatically
stops supplying the power. If this happens, turn the ignition switch off and turn it on again.
After all doors are closed tightly, the light s dims slightly, then fades out in about 30 seconds. In
the OFF position, the light does not come on. In the center position, it comes on when you open
the tailgate. In the ON position, it stays on continuously. The courtesy light between the map
lights comes on when you turn the parking lights on. The standard audio system has many
features. This section describes those features and how to use them. If you have an optional
audio system, refer to the operating instructions that came with it. Your vehicle has an anti-theft
audio Turn the dial counterclockwise to decrease it. Press the button to decrease it. Keep this
area clear of leaves and other debris. Rear Window Defogger Button This button turns the rear
window defogger on and off see page Mode Control Use the mode control dial or button Press
the REAR button, the indicator in the button comes on. Push the rear fan control button up or
down to increase or decrease the rear fan speed. Dehumidify the Interior Air conditioning, as it
cools, removes moisture from the air. Press the Auto button. The indicator in the button comes
on. Set the desired temperature with the temperature control button. See the navigation section
in your quick start guide for an overview of this system, and the navigation system manual for
complete details. When the indicator is on, the rear fan speed can be adjusted with the rear fan
speed button. To adjust the direction of air coming from a rear ceiling vent, move the tab in the
center of each vent back- and-forth, and rotate the vent with the tab. Adjust the volume by
turning the same knob. The band and frequency that the radio was last tuned to is displayed.
Press the A. SEL button. While you are listening to the radio, you can change to another band
by pressing the AUDIO button next to This causes the sound to distort or flutter. This is a main
cause of poor radio reception in city driving. For example, when XM Radio is playing on the
front speakers, you cannot listen to a disc on the rear speakers, or vice versa. Wait until the
encryption code is fully updated. The drive will pull the CD in the rest of the way and begin to
play it. You operate the CD player with the same controls used for the radio. You operate this
CD changer with the same controls used for the radio. Insert a CD into the CD slot. Insert it only
about halfway; the drive will pull it in the rest of the way. On the upper right side of the display,
the disc number for an empty position will begin blinking, and the green CD load indicator The
system will begin playing the last selected disc in the CD changer. You will see the disc and
track numbers displayed. When recording a CD-R, the recording must be closed for it to be
used. CD-RW discs will not work in this unit. If you cannot clear the error message, take the
vehicle to your dealer. S models are shown. Make sure the open side of the tape is facing right,
then insert the tape most of the way into the slot. When the system reaches the beginning of a
song or passage, it begins to play it. Change the hours by pressing the H button until the
numbers advance to the desired time. They let you control basic functions without removing
your hand from the steering wheel. The VOL button adjusts the volume up or down. To make it
work again, you must enter a specific five-digit code with the preset buttons. With this system,
the rear passengers can enjoy a different entertainment source radio, CD changer, DVD player,
or optional tape player than the front seat To play the radio, the buttons for the front
entertainment system have the same functions. The amber Rear LED comes on to show that the
control panel is now enabled. Release the bar when the system reaches the point you want. The
driver and front seat passenger should not try to view the screen while driving. Open the
overhead screen by pushing the OPEN button. To go back to play, press the return button. The
screen will change as shown above. Rear Entertainment System Selecting one of the sound
effects, Cinema, Music, or Voice, from the personal surround menu allows you to change the
sound in your headphones to match the disc you are playing. The adjustment bar is displayed
next to the selected item. Adjust the setting by pressing the button. When you are finished with
your adjustment, press the ENT button. The selectable setting menu is displayed, and the
current setting is highlighted in blue. If you want another language than those listed, you need
to enter the code number of the desired language. Select the first number digit using the , or
button, and press the ENT button to enter it. Repeat this until all four digits are filled. The higher
the level number, the lower the restriction. You will see the submenu shown above. Repeat the
parental control level steps until you enter the correct password. Rear Entertainment System If
you enter the password correctly, you can then change the parental control level. Rear

Entertainment System The display changes as shown above. To remove it from the ceiling unit,
press the release button. The control panel will swing down partway. Operation is subject to the
following two conditions: 1 This device may not cause harmful interference, and 2 this device
must accept any interference received, including interference that may cause undesired
operation. If you cannot clear the message, take your vehicle to a dealer. Always obey
applicable laws and regulations. Rear Entertainment System The audio for the rear
entertainment system is sent to the wireless headphones that come with the system. Install the
new battery in the earpiece as shown in the diagram next to the battery slot. Slide the cover
back into place on the earpiece, then press down on the back edge to lock it in place. Each
connector has its own volume control. The horn sounds and a combination of headlights,
parking lights, side marker lights, and taillights flashes if someone attempts to break into your
vehicle or remove the radio. This alarm continues for 2 minutes, then the system resets. It
should be used for cruising on straight, open highways. It is not recommended for city driving,
winding roads, slippery roads, heavy rain, or bad weather. When you reach the desired speed,
release the button. Push on the accelerator pedal. Hold the end of the garage door opener
remote transmitter 2 to 5 inches from HomeLink. Make sure you are not blocking your view of
the red indicator in HomeLink. If the indicator stays on or flashes slowly, repeat steps 2 thru 5.
Press and hold the HomeLink button again for 3 to 4 seconds. This should turn off the training
indicator on the garage door opener unit. Some systems may require you to press the button up
to three times. Press the HomeLink button again On the Internet, go to The system lets you
know the approximate distance between your vehicle and most obstacles while you are parking.
When the system is on and your vehicle is nearing an obstacle, you will hear a beeper and see
system messages on the multi-information display. When the system senses an obstacle, the
appropriate indicator comes on, and a beeper sounds as shown in the following tables. Each
corner sensor is capable of sensing an obstacle only when your vehicle is 20 in 50 cm or closer.
The rear center sensor senses an obstacle that is behind your vehicle 70 in 1. For the best
picture, always keep the rearview camera clean, and do not cover the camera lens. You also
need to know how to properly store luggage or packages. The information in this section will
help you. During this period: Avoid full-throttle starts and rapid acceleration. Avoid hard braking
for the first miles km. Open the fuel fill door by pulling on the handle under the lower left corner
of the dashboard. Leave some room for the fuel to expand with temperature changes. Pull this
handle until it releases the hood, then lift the hood. If the hood latch handle moves stiffly, or you
can open the hood without lifting the handle, the mechanism should be cleaned and lubricated.
It should be between the upper and lower marks. Page Accessories And Modifications
Accessories Your dealer has Honda accessories that allow you to personalize your vehicle.
These accessories have been designed and approved for your vehicle, and are covered by
warranty. Page Here are some examples: Lowering the vehicle with a non- Honda suspension
kit that significantly reduces ground clearance can allow the undercarriage to hit speed bumps
or other raised objects, which could cause the airbags to deploy. Overloading or improper
loading can affect handling and stability and cause a crash in Tie down items that could be
thrown about the vehicle during a crash or sudden stop. It also includes important information
on parking your vehicle, the braking system, the vehicle stability assist system, the tire
pressure monitoring system, and facts you need if you are planning to tow a trailer. Make sure
all windows, mirrors, and outside lights are clean and unobstructed. Remove frost, snow, or ice.
Check that the hood is fully closed. Visually check the tires. In cold weather, turn off all
electrical accessories to reduce the drain on the battery. Make sure the shift lever is in Park.
Press on the brake pedal. R to P N to R Press the release button. The transmission
automatically selects a suitable gear for your speed and acceleration. Set the parking brake.
Remove the key from the ignition switch. Make sure the parking brake is set firmly, or your
vehicle may roll if it is parked on an incline. Set the parking brake before you put the
transmission in Park. This keeps the vehicle from moving and putting pressure on the parking
mechanism in the transmission. A power assist helps reduce the effort needed on the brake
pedal. The anti-lock brake system ABS helps you retain steering control when braking very
hard. Resting your foot on the brake pedal applies the brakes slightly. The electronic brake
distribution EBD system, which is part of the ABS, also balances the front-to-rear braking
distribution according to vehicle loading. It also assists you in maintaining traction while
accelerating on loose or slippery road surfaces. When the VSA system is off, the traction
control system is also off. Each tire has its own pressure sensor. For example, if you check and
fill your tires in a warm area, then drive in extremely cold weather, the tire pressure will be lower
than measured and could be underinflated and cause the low tire pressure Page Replacement
or repair of tires must be performed by a Honda dealer or an authorized Michelin PAX system
dealer. For more information on the Michelin PAX system, refer to page If you see this message,

the system may not be able to detect or signal low tire pressure as intended. You can also use it
to tow a trailer if you carefully observe the load limits, use the proper equipment, and follow the
guidelines in this section. Exceeding any load limit or improperly loading your vehicle and
trailer can cause a crash in Page To ensure the best quality, we recommend that you purchase
Honda equipment whenever possible. Discuss your needs with your trailer sales or rental
agency, and follow the guidelines in this section. Page A hitch and the required fluid coolers
designed especially for your Odyssey can be obtained from your Honda dealer. Weight
Distributing Hitch If the total trailer weight is more than 1, lbs kg , you must also use a weight
distributing hitch. If you choose electric brakes, be sure they are electronically actuated. The
trailer has been properly serviced and is in good condition. The trailer tracks a smaller arc than
your vehicle, and it can hit or run over something the vehicle misses. Allow more time and
distance for braking. This section also includes instructions on how to read the maintenance
minder messages on the information display or multi- information display depending on models
, a maintenance record, and instructions for simple maintenance Important Safety Precautions
To eliminate potential hazards, read the instructions before you begin, and make sure you have
the tools and skills required. When the remaining engine oil life is 0 percent, you will see the
above display. Immediately have the indicated maintenance done by your dealer. When the
remaining engine oil life is less than 0 percent and you have not done the required maintenance,
you will see the above display for several This negative mileage display means you should have
done the indicated maintenance 15 miles ago. Page Check your warranty booklet for more
information. We recommend the use of Honda parts and fluids whenever you have maintenance
done. These are manufactured to the same high- quality standards as the original components,
so you can be confident of their performance and durability. Page Maintenance Record You or
the servicing dealer can record all completed maintenance here. When maintenance is
performed, record the mileage, circle the coded item s completed, and write in any other
non-coded items such as brake fluid replacement below the codes. Keep the receipts for all
work done on your vehicle. Maintenance can also be recorded in your Honda service history
booklet. Pour in the oil slowly and carefully so you do not spill. Clean up any spills immediately.
Spilled oil could damage components in the engine compartment. It is highly recommended that
you use Honda Motor Oil in your vehicle for optimum engine protection. The oil and filter collect
contaminants that can dam- age your engine if they are not removed regularly. Put a new
washer on the drain bolt, then reinstall the drain bolt. Inspect the cooling system for leaks. This
coolant is pre-mixed with 50 percent antifreeze and 50 percent water. Remove the radiator cap
by pushing down and turning counterclockwise. This reservoir supplies the windshield and rear
window washers. Check the fluid level by removing the cap and looking at the level gauge
attached to the cap. If you are not sure how to add fluid or you do not have the proper
equipment to reach the transmission fluid fill hole, you should have this Page However,
continued use can affect the shift quality. Insert the dipstick all the way back into the
transmission securely as shown in the illustration on the previous page. Using any non-Honda
brake fluid can cause corrosion and decrease the life of the system. A low power steering fluid
level can indicate a leak in the system. Check the fluid level frequently, and have the system
inspected as soon as possible. If you regularly carry heavy items in the cargo area or pull a
trailer, readjustment may be required. Adjustments should be done by your dealer or other
qualified technician. Replacing a Headlight Bulb Your vehicle has halogen headlight bulbs, two
on each side. Remove the bulb by turning it one- quarter turn counterclockwise. Insert the new
bulb into the hole, and turn it one-quarter turn clock- wise to lock it in place. Turn it clockwise to
lock it in place. Turn on the lights to make sure the new bulb is working. Remove the socket
from the headlight assembly by turning it one-quarter turn counterclockwise. Push up the
undercover. Remove the fog light assembly from the bumper by pulling its inner edge first, then
the whole assembly out of the bumper. Remove the two bolt covers on the rear pillar by prying
on the bottom edge with a flat-tip screwdriver. Remove the bolts with a Phillips- head
screwdriver, and remove the light assembly from the rear pillar. Place a cloth on the edge of the
light assembly cover. Remove the cover by carefully prying in the notch on its middle edge with
a flat-tip screwdriver. Determine which of the two bulbs is burned out: taillight or back-up light.
Remove the screws with a Phillips- head screwdriver, then remove the light assembly from the
tailgate. If you use a non-Honda floor mat, make sure it fits properly and that it can be used with
the floor mat anchors. Replace them if you find signs of cracking in the rubber, and areas that
are getting hard or if they leave streaks and unwiped areas when used. Pull firmly until the tabs
come out of the holder. If they have no plastic or metal reinforcement along the back edge,
remove the metal reinforcement strips from the old wiper blade, and install them in the slots
along the edge of the new blade. Wash them with the same solution, and rinse them thoroughly.
If equipped Aluminum alloy wheels have a protective clear-coat that keeps the aluminum from

corroding and tarnishing. If you think a tire might be low, check it immediately with a tire gauge.
Use a gauge to measure the air pressure in each tire at least once a month. Page For best
results, have the installer perform a dynamic balance. Use only genuine Honda wheel weights f
or balancing. If that is not possible or necessary, replace the two front tires or two rear tires as a
pair. If you ever replace a wheel, make sure the new one matches the specifications of the
original. Page Michelin PAX System see page The previously listed chains are the only ones
that have been approved by Honda for use on your vehicle. Since Honda cannot test all chains,
you must be personally responsible for proper selection, installation, and use of tire chains. If
you must continue driving with a Check the terminals for corrosion a white or yellowish powder.
To remove it, cover the terminals with a solution of baking soda and water. Proper preparation
helps prevent deterioration and makes it easier to get your vehicle back on the road. It gives
you information about how to safely evaluate the problem and what to do to correct it. If the
problem has stranded you on the side of the road, you may be able to get going again. Since
each Michelin PAX system tire has an inner support ring that allows it to continue running
without air, it may be difficult to immediately judge from its appearance if a tire is punctured.
Page miles km even if one or more of your tires are punctured. This allows you to drive to the
nearest Honda dealer or authorized Michelin PAX system dealer to have the tire s repaired. If
you get a flat tire, never try to repair it yourself, and never replace a flat tire with a compact
spare tire. Page Continuous driving after this message will make it impossible to repair the tire.
Touring Use the compact spare tire as a temporary replacement only. Get your regular tire
repaired or replaced, and put it back on your vehicle as soon as you can. Check the inflation
pressure of the compact spare tire every time you check the other tires. Touring If you have a
flat tire while driving, stop in a safe place to change it. Drive slowly along the shoulder until you
get to an exit or an area that is far away from the traffic lanes. Remove the vinyl storage bag.
Remove the cover by holding the two handles on the spare tire cover and pulling the cover out.
Handle the wheel nuts carefully; Put the wheel nuts back on finger-tight, then tighten them in a
crisscross pattern with the wheel nut wrench until the wheel is firmly against the hub. Do not try
to tighten the wheel nuts fully. You will find a U-shaped carpet piece behind the seat bottom of
the third row seat. Pull up the U- shaped carpet piece, fold it, and tack the end under the carpet.
Make sure to reinstall the plastic screw after the flat tire is repaired and installed on the vehicle.
On LX model Store the wheel cover in the spare tire storage area. Are you using the proper
starting procedure? Refer to Starting the A battery can explode if you do not follow the correct
procedure, seriously injuring anyone nearby. Keep all sparks, open flames, and smoking
materials away from the battery. You cannot start your vehicle by pushing or pulling it. If it
climbs to the red mark, you should determine the reason hot day, driving up a steep hill, etc. If
your vehicle overheats, you should take immediate action. The only indication may be the
temperature gauge climbing to or above the red mark. Everything is still extremely hot, so use
caution. If you find a leak, it must be repaired before you continue driving see Emergency on
page Towing If you do not find an obvious leak, If it starts flashing or stays on, the oil pressure
has dropped very low or lost pressure. Serious engine damage is possible, and you should take
immediate action. Canada The brake system indicator normally comes on when you turn the
ignition switch to the ON II position, and as a reminder to check the parking brake. It will stay on
if you do not fully release the parking brake. Determine from the chart on pages through , or the
diagram on the fuse box lid, which fuse or fuses control that device. If it is blown, replace the
fuse with one of the spare fuses of the same rating or lower. If you cannot drive the vehicle
without fixing the problem, and you do not have a spare fuse, take a fuse of the same rating or a
lower rating from one of the other circuits. Circuits Protected 7. Never tow your vehicle with just
a rope or chain. It is very dangerous. Trying to lif t or tow your vehicle by the bumpers will
cause serious damage. Identification Numbers. It is also necessary for licensing and insuring
your vehicle. It is on the front. Vehicles The tires on your car meet all U. Federal Safety
Requirements. All tires are also graded for treadwear, traction, and temperature perform- ance
according to Department of Transportation DOT standards. The following explains these
gradings. Uniform Tire Quality Grading Quality grades can be found where applicable on the tire
sidewall Those you should be aware of are described below. Tire Size Whenever tires are
replaced, they should be replaced with tires of the same size. Following is an example of tire
size with an explanation of what each component means. Touring model only The PAX system
tires have different markings from conventional tire markings. Following is an example of PAX
system tire size with an explanation of what each component means. If your vehicle has tires of
a different size than the size indicated on the vehicle placard or tire inflation pressure label, you
should When the malfunction indicator is illuminated, the system may not be able to detect
Page Emissions Controls This section summarizes how the emissions controls work. To make
sure the emissions remain low, you should use only new Honda replacement parts or their

equivalent for repairs. Using lower quality parts may increase the emissions from your vehicle.
Replacement units must be original Honda parts or their equivalent. The three way catalytic
converter must operate at a high temperature for the chemical reactions to take place. Do not
use the cruise control. When traffic allows, drive for 90 seconds without moving the accelerator
pedal. Vehicles Authorized Manuals. Owners: American Honda Motor Co. Time and mileage
limits depend on the type of accessory and other factors. Please read your warranty booklet for
details. Page Reporting Safety Defects U. If NHTSA receives similar com- plaints, it may open an
investigation, and if it finds that a safety defect exists in a group of vehicles, it may order a
recall and remedy campaign. Page Authorized Manuals U. Valid only for sales within the United
States. Canadian owners should contact their authorized Honda dealer. For purchases outside
U. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign
up! Restore password. Upload from disk. Upload from URL. View our used Honda Odyssey
vehicles catalog for wholesale car parts. Car photos are of actual stock, not diagrams! The
Honda Odyssey is a minivan sold from present. Initially poorly-received in America due to its
small size, it has since grown in size and popularity in the states. Engine sizes have evolved,
but the latest gen utilizes a 3. The only available body size is the 5-door minivan style. This
donor vehicle is a Passenger Van 4 Door and has a 3. The model package is LX and the
transmission is AT. The vehicle's outside color is Grey Grey. The vehicle's outside color is
Silver Silver. The model package is EX and the transmission is AT. The vehicle's outside color
is White White. The vehicle's outside color is Black Black. The model package is SE and the
transmission is AT. The vehicle's outside color is Blue Blue. The model package is EXL. The
vehicle's outside color is Dark Gray Gray. This donor vehicle is a 5 Door Wagon and has a 3.
The vehicle's outside color is Gray Gray. This Honda Odyssey ex is Stock and has 25 used parts
still available for purchase. The model package is ex. The vehicle's outside color is D. The
vehicle's outside color is Nhp Crystal Black Black. The donor vehicle has a 3. The model
package is EXL and the transmission is Automatic. The vehicle's outside color is Burgandy RP.
The model package is EX and the transmission is 5 Speed Automatic. The vehicle's outside
color is Naples Gold Tan. This Honda Odyssey Odyssey Touring is Stock and has 26 used parts
still available for purchase. The model package is Odyssey Touring and the transmission is 5
Speed - Automatic. The vehicle's outside color is Gray NHM. This Honda Odyssey is Stock and
has 34 used parts still available for purchase. This donor vehicle is a 5 Door Wagon. The
vehicle's outside color is Burgandy Red RP. This donor vehicle is a Passenger Van 4 Door. The
model package is EX-L and the transmission is Automatic. The model package is EX and the
transmission is 4 Speed - Automatic. The vehicle's outside color is Gray NHM Cart: 0 Items
About. Call and speak to a live person! Toggle navigation AH Parts Dismantlers. View Parts.
View real Honda Odyssey vehicle catalogs for car parts, instead of diagrams. Please Scroll
down and make a selection. Join our email list and get weekly updates of new arrivals! For more
information go to Every replacement part you would install on your Honda Odyssey must meet
the characteristics and standards that the original parts had. It is therefore advised that every
Honda Odyssey replacement part you would install on your Honda Odyssey be the genuine
replacement that you can purchase from authorized Honda parts dealers. If you can't find these
parts, however, you can purchase such replacement Honda Odyssey parts from select
aftermarket parts dealers that are well known for their high-quality products. My Honda
Odyssey's transmission just gave up on meâ€”without any sort of warning. I've never used the
van for any aggressive driving. What's the issue here? If you are experiencing erratic
transmission performance on your Honda Odyssey, this could be indicative of internal
transmission faults. Generally, replacement is the required solution to correct this issue.
However, you can still diagnose the problem yourself. If you rev up your engine but the car
won't shift, you might be dealing with a defective torque converter. The majority of Honda
owners with transmission problems have reported this to be the cause. While driving my Honda
Odyssey on the highway, I started feeling vibrations when I stepped on the brakes. Can you
explain what's happening here? This could be a sign of warped or bad brake rotors. Check your
Honda Odyssey and drive around for a bit; then, try stepping on the brakes. Do the vibrations
seem to intensify when you do? There's a strong possibility that you need to have your
vehicle's brake system checked. The brake rotor is the silver disc-shaped components on the
disc brake system and this can get bent due to everyday wear and tear. You will need to have
your brake rotors machined to correct the issue. In cases where the rotor becomes too thin due
to long usage, you will need to have them replaced. Sometimes I could hear a loud humming
noise when driving my Honda Odyssey - especially when turning at low speed. I read several
complaints saying it's because of a bad power steering pump. Is this really the problem? There
are several possible reasons for that intermittent whine or noise you hear when turning the
steering wheel of your Honda Odyssey. If you notice that you need to spend extra effort to turn

the wheel along with hearing those loud noises, then the problem is a bad power steering pump.
A bad pump can result in fluid leaks and difficulty in centering the wheel. It is best to have your
vehicle checked at once. On the other hand, if what you're hearing is a loud groaning noise, you
just need to refill power steering fluid as it's an indication that your reservoir is running low.
Loose steering belt and worn out pump bearings are also causes of noises when turning. Check
the tension on the belt and adjust it if it's loose. Refer to your owner's manual on belt-tightening
instructions. Worn out bearings, on the other hand, should be checked and replaced by a
professional. I noticed increased vibration and noise inside my Honda Odyssey in the front end
during acceleration. Any tips? Vibration and noise are common symptoms of an engine mount
failure. More often, you'll feel an excessive vibration when the car is at idle while the
transmission is engaged. The most common problem with the engine mount is leaks coming
out the liquid-filled mount or when the rubber part starts to break. When this happens, you need
to have the engine mount replaced. Check with your dealer if your car's engine mount is
covered by the Powertrain warranty or check your warranty booklet. The success of the Honda
Odyssey in appealing to minivan enthusiasts came mostly from its innovative design and
performance. What made the first-generation Odyssey unique is its few yet different features.
Launched in for Japan and in for the North American market, the first gen came with the
conventional swing-open doors and roll-down windows instead of the usual sliding doors. It
offered an inline-4, which it shared with the Accord EX, despite competitors offering V6 engines.
However, hp was insufficient to run the Odyssey when it carried kids or cargo. To address the
lack of power in the first-gen Odyssey, the second generation was available with a 3. By ,
however, it cranked up to hp and retained that amount of power until Though the second gen
became relatively larger than before, it still had the fold-flat third-row seat feature. Aside from
engine upgrades, the new Odyssey came with standard antilock brakes and side curtain
airbags. It was offered in two trim levels, LX and EX, and received a number of interior updates.
These changes include traction control, automatic climate control, rear-seat entertainment
system, and leather upholstery. Available in LX, EX, EX-L, and Touring models, the third-gen
Odyssey received minor changes such as an added electronic stability control and integrated
sunshades in the rear doors. Some of the exterior styling updates were the new power tailgate
and a sunroof. In addition, the previous straight bench structure of the Magic Seat was
converted into a split design to allow for variable folding. Another notable update was the
increase in engine power from the previous to the new , which was re-rated to by the new SAE J
guidelines. By , the EX-L model came standard with a power liftgate and an integrated Bluetooth
feature for the optional navigation system. Debuted for , the fourth generation Odyssey was
presented at the Chicago Auto Show in early It received a complete redesign with its larger and
wider body. It possessed an improved look, with sleeker styling and a more spacious interior.
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Marsteller. Purchased on Oct 10, Jul 03, Huge savings. This part was a fraction of the the cost
and was exactly like the one that was taken off. We will see how it lasts. Purchased on Sep 18,
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