2010 chrysler sebring fuse box diagram

Jeanneljna answered 2 years ago. Go to the fuse block under the dash on driver's side. The
wiper fuse is location Now go to the fuse block in the engine compartment and the lid will be
labeled for the location for one fuse and two relays for the wipers. There were a lot of sub
models of this vehicle so this information may be only approximate, so you may have to
examine several fuses and relays one at a time to find the burnt one. Jody answered about a
year ago. Had a repair shop do a AMP jump on the carâ€¦it destroyed the alt. I replaced the alt
Ugh and now no blower motor at all and lost the rear window defogger. How can I test to see if
power is get Can not find the fuse to my ciz lighter it don't work and have a new vaccum that
plugs into my lighter that I would like to use ty. On a chrsyler sebring 03, the alarm keeps going
off and car won't start. Content submitted by Users is not endorsed by CarGurus, does not
express the opinions of CarGurus, and should not be considered reviewed, screened, or
approved by CarGurus. Please refer to CarGurus Terms of Use. Content will be removed if
CarGurus becomes aware that it violates our policies. You can read more here and make your
cookie choices. By continuing to use this site you agree to us doing so. What is the fuse
number for wiper motor. Report Follow. Mark helpful. Your Answer:. Upload Photo Photo
optional. Related Questions. Start a new Chrysler Sebring question. Search Chrysler Sebring
Questions. CarGurus Experts. Find great deals from top-rated dealers Search. Related Models
For Sale. Used Cars for Sale. David Hobbs helped make these videos. The video above shows
how to replace blown fuses in the interior fuse box of your Chrysler Sebring in addition to the
fuse panel diagram location. Electrical components such as your map light, radio, heated seats,
high beams, power windows all have fuses and if they suddenly stop working, chances are you
have a fuse that has blown out. If your Sebring is experiencing electrical problems, you should
always check the fuses first, because they are relatively easy to check and cheap to change.
Some Chryslers have multiple interior fuse boxes including in the trunk - the video above will
show you where the interior fuse box of your Sebring is located. If your Sebring has many
options like a sunroof, navigation, heated seats, etc, the more fuses it has. Some components
may have multiple fuses, so make sure you check all of the fuses that are linked to the
component in question. If you need to replace a blown fuse in your Sebring, make sure you
replace it with one that has the same amperage as the blown fuse. If checking and replacing the
fuse for the component in question doesn't work, we recommend seeking assistance from a
trusted professional mechanic. They should be able to figure out if the component needs to be
replaced or if there is a short or some other problem with your Sebring. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. Don't send mixed signals if your turn signal doesn't blink, or blinks rapidly, you likely have a burnt out bulb. Car
companies often use the same engines in different cars. They also slightly alter the styling and
sell the same car by two different names amongst other tricks to help offset development costs.
Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Change a rear blinker. How to seal minor transmission
fluid leaks. Minor transmission fluid leaks can often be fixed with the right sealant - see how to
do this. Change a flat tire. Learn where your spare tire and jack are located before you need it
on the side of the road. Replace fog lights. Don't be caught in the fog with burnt out fog light
bulbs. See all videos for the Chrysler Sebring. We have a massive and growing video library, but
we don't have everything The video above shows how to check and change blown fuses in the
engine bay of your chrysler sebring in addition to where the fuse box diagram is located. If you
know of a website or a book where i can see a diagram thatd be great. Locate fuse and relay. I
have found sites that shows the location of every vehicle aside from chrysler sebring. Fuse box
in engine compartment. Httpsfuse boxinfochryslerchrysler sebring js fuses fuse box diagram
location and assignment of electrical fuses fo. Sebring fuse box. Fuse box diagram location and
assignment of electrical fuses for chrysler sebring js. Thank you oh and i know its somewhere
in front of the radiator and behind the grille i need exact location please. If your convenience
lights turn signals seat warmers stereo headlights or other electronic components suddenly
stop working chances are you have a fuse that has blown out. The airbag system is designed to
be mainte nance free if any of the following occurs have. Chrysler sebring fuse box diagram.
Inflate for your protection in a collision. Identifying and legend fuse box chrysler sebring
Electrical components such as your map light radio heated seats high beams power windows
all have fuses and if they suddenly stop working chances are you have a fuse that has blown
out. Totally integrated power module is located in the engine. Aug 21 chrysler sebring. For
chrysler sebring model year. Cavity cartridge fuse mini fuse description 1 40 power top module

if equipped 2 20 awd module 3 10 battery feed. See more on our website. The video above
shows how to replace blown fuses in the interior fuse box of your chrysler sebring in addition to
the fuse panel diagram location. Fuse box diagram location and assignment of electrical fuses
for chrysler sebring st 22jr. Chrysler sebring sedan fuse box diagram year of production.
Sebring Fuse Diagram Wiring Diagram. Wrg 08 Dodge Charger Fuse Box. Share this post. Newer
Post Older Post Home. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan
Bawah Artikel. About Contact Privacy Policy Disclaimer. The airbag system is designed to be
mainte nance free if any of the following occurs have. You will want to have the airbags ready
to. Electrical components such as your map light radio heated seats high beams power
windows all have fuses and if they suddenly stop working chances are you have a fuse that has
blown out. Totally integrated power module is located in the engine. Fuse diagram chrysler
sebring. The video above shows how to replace blown fuses in the interior fuse box of your
chrysler sebring in addition to the fuse panel diagram location. Need to find out why passenger
side window is not coming up or down. Were is the fuse box on a chrysler sebring need to know
were the fuse box is on a chrysler sebring. The video above shows how to check and change
blown fuses in the engine bay of your chrysler sebring in addition to where the fuse box
diagram is located. For chrysler sebring model year. Totally integrated power tipm totally
integrated power module tipm is located in the engine compartment near the air cleaner
assembly. There is a fuse diagram on the inside of the fusebox cover with the location and
sizes. Otherwise contact your local chrysler dealer for more information. Sebring fuse box. Fuse
box diagram location and assignment of electrical fuses for chrysler sebring js. Chrysler
sebring fuse box diagram. Fuse box in engine compartment. Chrysler sebring sedan fuse box
diagram. Post a Comment. Chrysler Sebring Fuse Box Location Great Installation Of Wiring
Fuses should always be the first thing you check if your sebring is experiencing electrical
difficulties because they are relatively easy and inexpensive to change yourself. Posted on aug
27 Inflate for your protection in a collision. Share this post. Newer Post Older Post Home.
Subscribe to: Post Comments Atom. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah
Artikel 2. Iklan Bawah Artikel. About Contact Privacy Policy Disclaimer. Table of Contents. Be
assured that it represents precision nicians and genuine MOPAR parts, and cares about
workmanship, distinctive styling, and high quality - all your satisfaction. If you do not read this
entire manual, you may miss important information. Any modifications or alterations to this
vehicle could seriously affect its roadworthiness and safety and may lead to an accident
resulting in serious injury or death. These numbers can be used to order duplicate keys from
your authorized dealer. Turn the ignition switch to the ACC position, push the key and cylinder
inward, rotate the key to the LOCK position, and remove the key. Ignition Switch Positions 1 â€”
To unlock the door, turn the key forward. Always remove the Sentry Key from the vehicle and
lock all doors when leaving the vehicle unattended. Insert the first valid key into the ignition
switch. The Remote Keyless Entry RKE transmitter will also be pro- received, including
interference that may cause undes- ired operation. Opening a door with the 1. With the RKE
transmitter buttons facing down, use a 2. Remove and replace the battery. Avoid touching the
flat blade to pry the two halves of the RKE transmitter new battery with your fingers. Skin oils
may cause apart. All of the following conditions must be met before the engine will remote start:
1. See your authorized dealer for door panel. Insert the tip of the Avoid trapping anyone in a
vehicle in a collision. When the window is almost closed, there is no anti-pinch protection. To
pressure on the ears or a helicopter-type sound in the disable the window controls on the other
doors, press the ears. In the event of an individual being locked inside the trunk, the trunk can
be simply opened by pulling on the glow-in-the-dark handle attached to the trunk latching
mechanism. In a collision, you and your passengers can suffer much greater injuries if you are
not properly buckled NOTE: The Advanced Front Airbags have a multistage up. Continued
inside of the vehicle. People belted together can crash into one another in an accident, hurting
one another badly. The lap portion could ride too high on your body, possibly causing internal
injuries. Always buckle your belt into the buckle nearest you. To release the belt, push the red
button on the buckle. The belt will automatically retract to its stowed position. Position the latch
plate as close as possible to the anchor point. At about 6 to 12 in 15 to 30 cm above the latch
plate, grasp and twist the belt webbing degrees to create a fold that begins immediately above
the latch plate. Buckle the combination lap and shoulder belt. Pretensioners work for all size
occupants, and trim, the back half being decorative plastic. Grasp the deployed AHR from the
rear seat. Pull down then rearward towards the rear of the vehicle then down to engage the
locking mechanism. The AHR front soft foam and trim half should lock restraints, see an
authorized dealer. The ing BeltAlert. Using a seat belt extender when not needed can increase
the risk of injury in a collision. Only use when the lap belt is not long enough when it is worn
low and snug, and in the recommended seating positions. This system provides output

appropriate to the severity and type of collision as airbag on the instrument panel, because any
such determined by the Occupant Restraint Controller ORC , objects could cause harm if the
vehicle is in a crash The supplemental side seat airbag is marked with an airbag label sewn into
the outboard side of the seat. Each airbag features inflated chambers placed adjacent to the
head of each outboard occupant that reduce the potential for side-impact head injuries. All
occupants should ALWAYS wear their lap and ride in the front seat of a vehicle with a
passenger shoulder belts properly. The airbags work required for this vehicle. Different airbag
inflation ment cluster Airbag Warning Light if a malfunction is rates are possible, based on the
collision type and sever- noted. During collisions where the impact is confined to a particular
area of the side of the vehicle, the ORC may The ORC monitors the readiness of the electronic
parts of If the irritation or all of the following may occur: continues, see your doctor. See your
authorized dealer if the inflate for your protection in a collision. Page 72 Chrysler Group LLC,
such investigations may be re- hicle, or crash, will be treated confidentially. Confidential
quested by customers, insurance carriers, government data will not be disclosed by Chrysler
Group LLC to any officials, and professional crash researchers, such as those third party
except when: associated with universities, and with hospital and insur- ance organizations.
Requested by police under a legal warrant. United States and all Canadian provinces require
that small children ride in proper restraint systems. This is the 4. Otherwise required by law.
Convertible child seats often have a higher children from newborn size to the child almost large
weight limit in the rearward-facing direction than enough for an adult safety belt. However, any
seat belt system will in a rear seat. Child restraints having tether straps and hooks for
connection to the top tether anchorage, have been available for some time. We urge you to
carefully follow the directions of the manufacturer when installing your child restraint. These
tether strap anchorages are under a most direct path between the anchor and the child plastic
cover with this symbol on it. Finally, tighten all three straps as you push the child restraint
rearward and downward into the seat, Many, but not all restraint systems will be equipped with
removing slack in the straps according to the child This should stow the seat belt out of the
reach of an inquisitive child. Remind all children in the vehicle that the seat belts are not toys
and should not be played with, and never leave your child unattended in the vehicle. If not
possible, lower the head Belts restraint and pass the tether strap around the outboard The
passenger seat belts are equipped with Automatic side of the head restraint. Exhaust gases can
injure or kill. They contain carbon monoxide CO , which is colorless and odorless. Breathing it
can make you unconscious and can eventually poison you. You should be able to while you
work the controls. Check turn signal and high feel the air directed against the windshield.
Adjust the mirror to center on the view through the rear window. Headlight glare can be reduced
by moving the small control under the mirror to the night position toward the rear of the vehicle.
This mirror will automatically adjust for headlight glare from vehicles behind you. Push in the
button on the face To avoid damage to the mirror during cleaning, never of the mirror to activate
the dimming feature. When finished, Outside Mirror â€” Driver Side return the knob to the center
Off position to guard Adjust the outside mirror to center on the adjacent lane of against
accidentally moving a mirror position. To use side of your vehicle in the part of the mirror
closest to the the mirror, lower the sun visor and rotate the mirror vehicle. Pull the bar upward
to move the seat forward or rearward. Release the bar once the seat is in the position desired.
Adjusting a seat while the vehicle is moving is dangerous. The sudden movement of the seat
could cause you to lose control. The seat belt might not be properly adjusted and you could be
injured. Adjust the seat only while the vehicle is parked. The recliner control is on the side of
the seat. Use the front switch to move the seat up, down, forward, rearward, or to tilt the seat.
The sudden movement of the seat impede its ability to move as it may cause damage to could
cause you to lose control. To tilt the head restraint closer to the back of your head, pull outward
on the bottom of the head restraint. Push rearward on the bottom of the head restraint to move
the head restraint away from your head. The switches for the heated seats are located in the
center console above the climate controls. Fold-Flat Passenger Seatback The recline handle on
the front passenger seat also releases the seatback to fold forward. Seatback Adjustment To
provide additional storage area, the rear seatback can be folded forward. Pull on the loops
shown in the picture to fold down either or both seatbacks. The rear cargo area of the vehicle
with the rear seatbacks in the locked-up or folded down position should not be used as a play
area by children. They could be seriously injured in an accident. Children should be seated and
using the proper restraint system. Then lift the secondary latch located under the front To open
the hood, two latches must be released. Place the upper end of the prop rod in the hole on the
left underside of the hood. To prevent possible damage, do not slam the hood to close it. Turn
to the second detent for The multifunction lever controls the operation of the headlight
operation. If an indicator fails to light when the lever is Move the multifunction lever up or down

and the arrows moved, it would suggest that the indicator bulb is on each side of the instrument
cluster flash to show defective. If this occurs, wait 30 seconds for the next flash-to-pass
operation. Fog Lights â€” They will not turn off automatically. Interior lighting also comes on
when a door is opened or the dimmer control is turned fully upward, past the second detent. To
protect the battery, the interior lights will turn off automatically 10 minutes after the ignition
switch is moved to the LOCK position. This will occur if the interior lights were switched on
manually or are on because a door is open. Damage to the windshield wipers may result if the
wiper control is left in any position other than off. Sudden loss of visibility through the
windshield could lead to an accident. You might not see other vehicles or other obstacles. To
avoid sudden icing of the windshield during freezing weather, warm the windshield with
defroster before and during wind- shield washer use. In addition, the headlights will turn off
when the wipers are turned off if they were turned on by this feature. Do not adjust the steering
column while driving. Adjusting the steering column while driving or driv- ing with the steering
column unlocked, could cause the driver to lose control of the vehicle. Be sure the steering
column is locked before driving your ve- hicle. Press the accelerator as you would normally.
When the pedal is released, the vehicle will return to the set speed. Electronic Speed Control
can be dangerous where the system cannot maintain a constant speed. Do not train the
transceiver if people, pets or other objects are in the path of the door or gate. If you have not
trained any of the HomeLink buttons, erase all channels before you begin training. It is rage
door opener was manufactured after , the NOT the button normally used to open and close the
garage door opener may have a rolling code. The name and color of the button may vary by To
operate, press and release the programmed manufacturer. HomeLink button. Activation will now
occur for the trained device i. The indica- Canadian radio frequency laws require transmitter sigtor light will flash slowly and then rapidly when fully nals to time-out or quit after several
seconds of trans- trained. This device must accept any interference that may be If you are
having trouble programming HomeLink , here received including interference that may cause
undesired are some of the most common solutions: operation. Occupants, particularly unattended children, can become entrapped by the power sunroof while operating the power
sunroof switch. Press the switch rearward and hold, and the sunroof will open automatically
from any position. Items plugged ignition is ON. EQUIPPED An optional ash receiver is available
from your autho- For vehicles equipped with the heated and cooled rized dealer and will fit in
the center console front cupholder, locate the cup holder ash receiver in the cupholder. There
are built-in bottle holders located in both rear door trim panels. If containers of hot liquid are
placed in the bottle holder, they can spill when the door is closed, burn- ing the occupants. To
access the sunglass holder, lower the sun visor. Small items such as toll tickets can be stored
between the two straps, while sunglasses or other items can be stored above the two straps.
This could impair visibility or become a dan- gerous projectile in a sudden stop or collision.
Dual Storage Bins Lifting a latch at the front of the hinged armrest provides The lower bin can
be accessed directly, without first access to these storage areas. Rear Window Defroster Failure
to follow these cautions can cause damage to The rear window defroster button is located on
the the heating elements: climate control Mode knob. You can also turn the Temperature control
to maximum heat, the Mode control to Floor and 1. Temperature Gauge the Fan control to High.
This allows the heater core to act The temperature gauge shows engine coolant tempera- as a
supplement to the radiator and aids in removing heat ture. Low Fuel Light When the fuel level
drops to approximately 2. Refer to Tachometer driven. If your odometer needs to be repaired or
serviced, The silver area of the scale shows the permissible engine the repair technician should
leave the odometer reading revolutions-per-minute RPM x for each gear range. Trip Odometer
button on the instrument cluster. Be sure to adapt your has tires of a different size than the size
indicated on the speed and driving to the prevailing road conditions. Equipped During
sustained high speed driving on hot In some circumstances a Transmission Temperature days,
the automatic transmission oil may be- Warning Light, under continued operation, could come
too hot. To compensate for the ally recalibrate the compass. Press and release the RESET
button to increment the Variance Value by one, one button press per update , until the proper
variance zone is selected according to the map. Buttons 1 - 6 The symbol SET 1 will now show
in the display window. The radio may shut down during extremely hot conditions. The medium
formats supported by the radio are ISO Multisession discs may contain combinations of normal
Level 1 and Level 2 and includes the Joliet extension. The are supported for ID3 version 1 tags.
Press the TIME button to change the display from elapsed playing time to time of day. The 6. To
save the new time setting, touch the screen where 1. Turn on the radio. Touch the screen where
the time is displayed. The Changing Daylight Savings Time clock setting menu will appear on
the screen. To move the hour forward, touch the screen where the displayed to view additional
time zones in the menu. The radio 4. Random Play. MP3 , , , extension may cause playback

problems. Press and hold the TIME button until the hours blink. Your Vehicle Identification
Number. A form of short audio mutes. This following items: allows a total of 12 Satellite
channels to be stored into pushbutton memory. The screen features brightness control for
optimum day- time and nighttime viewing. The left and right controls are rocker-type switches
with a pushbutton in the center of each switch. Under certain conditions, the cellular phone
being on in your vehicle can cause erratic or noisy performance from 5. You compartment.
Rotating the dial left can select either a primary mode as into the blue area of the scale indicates
identified by the symbols on the con The warmer air flows to the floor outlets. Recirculation will
be dis- After ten minutes, the system will return to normal mode abled automatically is these
modes are selected. Fabric front Manual Operation fascia protectors may reduce airflow to the
condenser, This system offers a full complement of manual override reducing air conditioning
performance. Activating recircula- Press this button to turn on the air tion will cause the LED in
the control button to illumi- conditioning during manual operation nate. For this reason, the
system will not allow Operating Tips Recirculation to be selected while in floor, defrost, or
NOTE: Refer to the chart at the end of this section for Mix mode. Attempting to use the
recirculation while in suggested control settings for various weather condi- these modes will
cause the LED in the control button tions. The filter acts on air coming from outside the vehicle
and recirculated air within the pas- senger compartment. Apply the brakes present, instruct all
other occupants to buckle their seat before shifting to any driving gear. This system prevents
the key from being removed unless the shift lever is in PARK. The transaxle electronics are selfcalibrating; therefore, the first few shifts on a new vehicle may be somewhat abrupt. Always
apply parking brake fully when transaxle. The engine can be started in this range. Never parked
to guard against vehicle movement and pos- attempt to use PARK while vehicle is in motion.
For ex- This range is used when vehicle is standing for pro- ample: When operating the vehicle
under heavy loading longed periods with engine running. Engine may be conditions, i. This
allows The system will ignore attempts to upshift at too low the driver to select a higher or lower
range of gears. Mostly the transaxle will stay in the manually selected Rapid acceleration on
slippery surfaces is dangerous. Slow down if the road has standing water or puddles. Do not
drive on or across a road or path where water 4. Al- before driving through it. Do not exceed 5
mph steering capability if power assist is lost. This noise should be considered normal, and it
checked if a leak is suspected, abnormal noises are does not in any way damage the steering
system. With a clean cloth, wipe any spilled fluid from all surfaces. If vehicle speed is detected,
a chime will sound to alert the parking brake. Continued wheel lock-up and avoid skidding on
slippery surfaces. Continued service is required. The Anti-Lock Brake System contains
sophisticated electronic equipment that may be susceptible to ABS is activated during braking
under certain road or interference caused by improperly installed or high stopping conditions.
This will allow more engine ESC. Continued desired. If your foot is on the brake pedal during
operation you may feel a slight There may be situations on minor hills i. If you wish to turn off
the HSA system, follow this procedure: 8. This mode is operating modes: intended to be used if
the vehicle is in deep snow, sand, or gravel conditions and more wheel spin than ESC ESC On
would normally allow is required to gain traction. If the TIN is not found on however, the date
code may only be on one side. Cold tire inflation pressure is defined as the tire pressure after
the Cold Tire Pressure vehicle has not been driven for at least 3 hours, or driven less than 1
mile 1. Tire and Loading Information Placard This placard tells you important information about
the: 1 number of people that can be carried in the vehicle 2 total weight your vehicle can carry 3
tire size designed for your vehicle The resulting figure equals the available amount of 6. If your
vehicle will be towing a trailer, load from your cargo and luggage load capacity. Consult this
amount equals 1, lbs kg and there will be five manual to determine how this reduces the
available lb 68 kg passengers in your vehicle, the amount of Overloading of your tires is
dangerous. Use tires of the cause accidents. Keep this in mind when checking tire pressure
inside a garage, especially in After inspecting or adjusting the tire pressure, al- the winter.
Temporary use spare tires are for emergency use only. Fast spinning tires can be dangerous.
Forces gener- ated by excessive wheel speeds may cause tire dam- age or failure. A tire could
explode and injure some- one. They should be inspected regularly for wear and correct cold tire
inflation pressure. Some combinations failure and loss of vehicle control. Tires on the front and
rear axles of vehicles operate at Damage to the vehicle may result if tire chains are The reasons
for any rapid or unusual wear driver of a low tire pressure based on the vehicle recom- should
be corrected prior to rotation being performed. The compact spare tire if so equipped does not
have when the fault condition no longer exists. A system fault a tire pressure monitoring
sensor. In addition, the Electronic Vehicle Information Center EVIC will display a graphic
showing the pressure values of each tire with the low tire pressure values flashing. If the
system fault 1. The use of premium gasoline is not recommended, as it will not provide any

benefit 2. All engines are designed to meet all emis- sion regulations and provide excellent fuel
Light spark knock at low engine speeds is not harmful to economy and performance when
using Oxygen- ates are required in some areas of the country during the Reformulated Gasoline
winter months to reduce carbon monoxide emissions. Gasoline Materials Added to Fuel
blended with MMT provides no performance advantage All gasoline sold in the United States is
required to beyond gasoline of the same octane number without contain effective detergent
additives. Have the exhaust system inspected Carbon monoxide CO in exhaust gases is deadly.
Have any abnor- Follow the precautions below to prevent carbon mal conditions repaired
promptly. NOTE: The 2. Only vehicles with the E85 fuel filler door label can operate on E Ethanol
vapors are extremely flammable and could cause serious personal injury. Never have any smoking materials lit in or near the vehicle when remov- ing the fuel filler tube cap gas cap or filling
the tank. Chrysler Specification MS With the requirements of Material Standard MS Replacing
fuel system components with non-ethanol compatible components can damage your vehicle. If
the gas cap is lost or damaged, be sure the replacement cap is for use with this vehicle. The
GVWR is the total allowable weight of your vehicle. It is important that you distribute the load
evenly over the front and rear axles. Because the front wheels steer the vehicle, it is important
that you do not exceed the maximum front Overloading can cause potential safety hazards and
or rear GAWR. Distribute the load over the front and rear axles width of the front of a trailer and
its cargo. Trailer Hitch Industry the maximum trailer weight a given trailer hitch class can
Standards tow and should be used to assist you in selecting the Class I - Light Duty 2, lbs kg
correct trailer hitch for your intended towing condition. Frontal Area Max. Trailer Tongue Wt.
Loads balanced over the wheels or heavier in the rear can cause the trailer to sway severely
side to side which will cause loss of control of vehicle and trailer. Also, additional To promote
proper break-in of your new vehicle drive- factory-installed options, or authorized
dealer-installed train components the following guidelines are recom- options, must be
considered as part of the total load on mended: your vehicle. Always connect the chains to
Follow these guidelines to make your trailer towing the frame or hook retainers of the vehicle
hitch. Continued before towing a trailer. Trailer tongue weight rating for the trailer hitch tion on
tread wear indicators and for proper inspection utilized This requirement may limit the ability to
procedure. When towing a trailer equipped with a hydraulic surge actuated brake system, an
electronic hydraulic brake lines. Page Engine Oil Overheating 2. The Spare Tire Removal Lift up
the load floor cover and remove the hold down. Turn OFF the ignition. Preparations For Jacking
1. Park the vehicle on a firm, level surface. Avoid ice or 5. Turn on the Hazard Warning flasher.
Remove the scissors jack and lug wrench from the spare wheel as an assembly. Turn the jack
screw to the left to loosen the lug wrench, and remove the wrench from the jack assembly. Do
not attempt to raise the vehicle by jacking on Raising the vehicle higher than necessary can
make locations other than those indicated in Step 3. It could slip off the jack and hurt someone
near it. To avoid possible personal injury, handle the wheel A loose tire or jack thrown forward
in a collision or covers with care to avoid contact with any sharp hard stop could endanger the
occupants of the ve- edges. If your vehicle has a discharged battery it can be jump- started
using a set of jumper cables and a battery in When temperatures are below the freezing point,
another vehicle or by using a portable battery booster electrolyte in a discharged battery may
freeze. To allow jump-starting there are remote battery ever the hood is raised. To remove the
cover, press the locking tab and pull upward on the cover. Do not allow vehicles to touch each
other as this could establish a ground connection and personal injury could result. Reinstall the
protective cover over the remote posi- front wheels. Using minimal accelerator pedal pressure
to maintain the rocking motion, without spin- If frequent jump-starting is required to start your
vehicle ning the wheels, is most effective. Front Wheel Drive It can also damage the tires. There
is an override system that allows equipped with an automatic transmission, is only permit- you
to shift out of PARK in case of loss of power. Page Engine Compartment - 2. Page Engine
Compartment - 3. If the problem system may not be ready if your vehicle was recently persists,
the message will appear the next time the serviced, recently had a dead battery or a battery
replace- vehicle is started. Page Maintenance Procedures Only do service work for which you
mance. Immediately have potential malfunctions have the knowledge and the proper equipment.
If examined by an authorized Chrysler Group LLC you have any doubt about your ability to
perform a dealership or qualified repair center. Continued before starting the engine after it has
sat overnight. Page Do not overfill the engine. Overfilling the engine mends engine oils that are
API Certified and meet the will cause oil aeration, which can lead to loss of oil requirements of
Chrysler Material Standard MS This could damage your engine. Do not use chemical flushes in
your engine oil as the chemicals can damage your engine. Contact your authorized dealer,
service fication mark and the correct SAE viscosity grade num- station, or governmental agency
for advice on how and ber should not be used. Only high quality filters should be used to

assure most efficient service. Do not allow battery fluid battery that the positive cable is
attached to the to contact your eyes, skin, or clothing. This service should approved by the
manufacturer for your air condi- include cleaning of the condenser fins and a performance
tioning system. Perform the following procedure to re- carbon HFC that is endorsed by the
Environmental place the filter: Protection Agency and is an ozone-saving product. Disengage
the two retaining tabs that secure the filter 7. When installing the filter cover, make sure the
retaining tabs fully engage the cover. This wear. Prior to the application of any lubricant, the
parts will remove accumulations of salt, waxes, or road film concerned should be wiped clean to
remove dust and and help reduce streaking and smearing. However, it is im- portant to keep the
engine properly tuned to assure Exhaust gases can injure or kill. They contain carbon proper
catalyst operation and prevent possible catalyst monoxide CO which is colorless and odorless.
Inspect the entire system for coolant antifreeze or steam from your radiator. Use of Propylene
Glycol based engine result in engine damage and may decrease corro- coolant antifreeze is not
recommended. If your vehicle is possibly an accident. Brake seal components could has been
in a tightly closed container. Hot fluid cannot be held Fluid Level Check â€” 2. Do not use
chemical flushes in your transaxle as the chemicals can damage your transaxle components.
What Causes Corrosion? Such damage is not covered by the New Vehicle Corrosion is the
result of deterioration or removal of Always wash your ve- Do not use abrasive or strong
cleaning materials such hicle in the shade using MOPAR Car Wash or equiva- as steel wool or
scouring powder, which will scratch lent, or a mild car wash soap, and rinse the panels metal
and painted surfaces. Do not use volatile solvents for cleaning purposes. Many are potentially
flammable, and if used in Your leather upholstery can be best preserved by regular closed areas
they may cause respiratory harm. When cleaning the lenses, care Dry with a soft tissue. This
center contains cartridge fuses and mini fuses. A label that identifies each component may be
printed on the inside of the cover. Passenger Door 30 Amp The use of a fuse with a rating other
than indicated â€” All the inside bulbs are brass or glass wedge base. Low Beam Headlamp H11
Aluminum base bulbs are not approved and should not High Beam Headlamp. Raise and prop
open the hood. Locate the connector behind the headlamp. Rotate bulb and connector
one-quarter turn and pull 4. Pull the bulb out of the socket and replace the bulb. If the bulb
comes in contact with any oily surface, clean the bulb with rubbing alcohol. Remove the bulb
from the connector socket and install the replacement bulb. Install the bulb and connector
assembly into the 2. Do not touch the new bulb with your fingers. Oil contamination will
severely shorten bulb life. If the bulb comes in contact with an oily surface, clean the bulb with
rubbing alcohol. Install the bulb and connector assembly into the fog lamp housing and rotate
the connector one-quarter turn clockwise to lock it in place. The turn signal, Lamp brake and
taillamps are located in the rear corner body 1. Remove the two plastic wing nuts from the
taillamp 4. Grasp the taillamp housing and pull it firmly outward while pushing gently on the
studs from inside to disen- 1 â€” Install the bulb and connector assembly into the taillamp
housing and rotate the connector one-quarter turn clockwise to lock it in place. Reinstall the
taillamp hou
diy wiring diagram
lexus gs500
furnace fan relay wiring diagram
sing. Changing the Backup Lamp 1. Open the trunk. Gently pry the lens loose. License Plate
Lamp 1. Remove two retaining screws holding the lamp lens in 3. Pull bulb from socket, replace
and reattach the lamp place. Open the trunk lid. Refer to your engine oil filler Engine Oil â€” 2.
Refer to the Maintenance Schedules on the following pages for the required maintenance
intervals. Page See the Warranty Information Booklet, located on the has also made a major
investment in facilities, tools, and DVD, for the terms and provisions of Chrysler Group training
to assure that you are absolutely delighted with LLC warranties applicable to this vehicle.
Canadian customers who wish to report a safety maintaining, servicing, and repairing Chrysler
Group defect to the Canadian government should write to: LLC vehicles. A complete working
knowledge of the Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

