2012 dodge avenger belt diagram

The most recently reported issues are listed below. Please also check out the statistics and
reliability analysis of the Dodge Avenger based on all problems reported for the Avenger. The
headlights flicker and dim whenever I roll the windows up and the car seems to putter at the
same time, the right side of the car doesn't blow heat when the car is set to blow heat it only
blows cold air all the time, the traction control light came on a few weeks ago for no reason and
won't go away after all maintenance repairs. This car has been in and out of the shop multiple
times and several mechanics have told me their is no severe issues with this car. But all
electrical problems keep happening and I've already had to replace the alternator and jump start
the battery twice. I've come to the conclusion of just filing a complaint on this website. One day
car cut off as soon as I got home and it never came on again got the alternator replace and
battery charged up and it still will not start and the mechanic cant find the problem. On my
Dodge Avenger, I have had problems with my alternator and had to replace it 3 times, 2 times in
the last 2 yrs. I have gotten it checked and the warning was detected that it was the charging
system, and wiring system. The first time I experienced this, my engine light came on and the
car stalled immediately with almost no warning except the light pops on deceleration and
stalled on the interstate. The next time I experienced it was when I was driving home from work
battery light then check engine light then the next day I needed a battery but I was told at the
Dodge dealership that the code was for the charging system not charging properly my VIN
number is not one of the vins that is a recall for my car, how is this possible when I am having
the same problems time after time. I see where several customers have reported for the same
problems with the same make and model. Why is this not a recall for my VIN as well. Takata
recall" I have experienced problems with the alternator 3 times, this vehicle is a Dodge Avenger,
the mileage that I started receiving problems were probaly 67, and 80, I have replaced the
alternator 3 times, 2 times in the last 2 years. The problem started when the egine light alerted
me there was a problem I then took the car to get it checked and they said that the charging
system was not charging the alternator properly, then it resulted in battery issues draining the
battery, if I turned my lights or wipers on or anything electrical the problem was worse. Then the
car stalled on the interstate, from there I was towed to a car max. There they charged me for the
labor on the alternator because I had an exttended warranty at the time of this particular failure.
The next incident I had to get the battery replaced and it was the alternator again after I replaced
the battery. Took the car to replace again another alternator failure. I was driving every time I
experience problems. The contact owns a Dodge Avenger. While driving 50 mph, the contact
observed smoke coming from the engine and the vehicle shook violently. The contact pulled the
vehicle off the road and the check engine and electronic throttle control warning indicators
illuminated. The vehicle was towed to the dealer where it was diagnosed that the radiator and
coolant system failed and needed to be replaced. The vehicle was not repaired. In addition, the
alternator failed and had to be replaced a month prior. The manufacturer was not made aware of
the failures. The failure mileage was approximately 85, The drivers side window regulator is not
working properly. Drivers side window will not go back up. Electrical problems random but
always while in motion. Lights dim off and on. Tachometer has climbed to 70 miles per hour
when only doing 40 miles per hour. Headlights brighten and dim. Safety gauges flash off and
on. There is a recall for these problems with same make and model but not my VIN number. This
car was purchased at enterprise in For some reason I am not receiving any recall notices. Could
you please explain to me why my car is not included in these recalls. Thank you. The contact
stated that the vehicle stalled but would automatically restart. As a result, the abs, the seat belt,
and the traction warning lights illuminated. The vehicle was taken to the dealer where it was
diagnosed that the alternator needed to be replaced. The manufacturer was made aware of the
failure. The failure mileage was 58, While driving down the interstate this vehicle's power
steering and anti lock brakes stopped working and the vehicles rpms were as high as could be
measured by the vehicle. This issues made it very difficult to navigate the vehicle off the
roadway safely. The vehicle had to be towed to the nearest dealership and the alternator was
diagnosed as the primary issue. The concern with this vehicle is that it has the same size
engine and amp alternator as the Chrysler vehicles that are already under recall for alternator
failure 3. I am concerned that this vehicles alternator should also be recalled as it poses a
danger to the people driving it and any other vehicles on the road near this vehicle when this
failure occurs. Ashley was driving down the expressway and the car just turned off all electric
items went dead. I called for a tow and was at the dealership 3 to 4 days. Dealer mechanic took
car home same thing happened to him needed a tow to the shop. The alternator was replaced
from first visit and Dodge says no codes are coming up and are not fixing anything. My guess it
will continue happening until further investigated by Dodge. Car Problems. Other Electrical
System related problems of the Dodge Avenger. Electrical System problems Electrical System
problems. Horn Assembly problems. Car Will Not Start problems. Starter problems. Instrument

Panel problems. Battery Dead problems. Anti-theft Controller problems. Automotive wiring in a
Dodge Avenger vehicles are becoming increasing more difficult to identify due to the
installation of more advanced factory oem electronics. One of the most time consuming tasks
with installing an after market car stereo, car radio, satellite radio, xm radio, car speakers,
tweeters, car subwoofer, crossovers, audio equalizer, car amplifier, mobile amp, car amplifier,
mp3 player, ipod or any car audio electronics is identifying the correct color car audio wires for
your Dodge Avenger headlight bulb size you need for your low beam or high beam and save
time. Also, find your other car light bulb sizes including your fog light, reverse light, turn signal,
brake light and more. The Modified Life staff has taken all its Dodge Avenger car radio wiring
diagrams, Dodge Avenger car audio wiring diagrams, Dodge Avenger car stereo wiring
diagrams, Dodge Avenger car radio wiring schematics, Dodge Avenger car wiring diagrams and
cataloged them online for use by our visitors for free. Our automotive wiring diagrams allow you
to enjoy your new mobile electronics rather than spend countless hours trying to figure out
which wires goes to which Dodge Avenger part or component. Use of the Dodge Avenger wiring
information is at your own risk. Always verify all wires, wire colors and diagrams before
applying any information found here to your Dodge Avenger. If you would like to help the
Modified Life community by adding any missing information or adding a new car audio wire
diagram to our resource, please feel free to post it at the bottom of this page. Your email
address will not be published. Skip to content. Adding More Information If you would like to
help the Modified Life community by adding any missing information or adding a new car audio
wire diagram to our resource, please feel free to post it at the bottom of this page. Leave a
Comment Cancel Reply Your email address will not be published. Follow Us. Copyright by
ModifiedLife. Table of Contents. Automobile Dodge charger User Manual Dodge charger pages.
Be assured that it represents precision nicians and genuine MOPAR parts, and cares about
workmanship, distinctive styling, and high quality - all your satisfaction. If you do not read this
entire manual, you may miss important information. Any modifications or alterations to this
vehicle could seriously affect its roadworthiness and safety and may lead to a accident
resulting in serious injury or death. These numbers can be used to order duplicate keys from
your authorized dealer. If a malfunction occurs, the system will trap the key in the ignition
switch lock cylinder to warn you that this safety feature is inoperable. Continued tion. Opening
either front door will cancel this feature. Refer to dangerous for a number of reasons. Insert the
first valid key into the ignition switch. The Remote Keyless Entry RKE transmitter will also be
pro- received, including interference that may cause unde- sired operation. Release both
buttons at the same time. With the RKE transmitter buttons facing down, use a 2. Remove and
replace the battery. Avoid touching the flat blade screwdriver to pry the two halves of the RKE
new battery with your fingers. Skin oils may cause transmitter apart. All of the following
conditions must be met before the engine will remote start: 1. An unlocked vehicle is an
invitation to thieves. Always remove the key from the ignition and lock all of the doors when
leaving the vehicle unattended. Power Door Locks A door lock switch is located on the driver
and passenger door panel. The doors were not previously unlocked. The auto door lock feature
default condition is enabled. Doors To provide a safer environment for children riding in the 4. A
single chime will indicate the completion of the rear seat, the rear doors of your vehicle have a
Child- programming. Insert the tip of the ignition key or similar flat-bladed object into the lock
and rotate approxi- Avoid trapping anyone in a vehicle in a collision. Never leave children in a
vehicle, with the keys in the ignition switch. Occupants, particularly unat- tended children, can
become entrapped by the win- dows while operating the power window switches. Such
entrapment may result in serious injury or death. Equipped Lift the window switch fully upward
to the second For vehicles not equipped with the Electronic Vehicle detent, release, and the
window will go up automatically. If this happens, pull the switch lightly to the you to disable the
window control on the other doors. Continued can reduce the seriousness of injuries in an
accident. You using a seat belt properly. Enter the vehicle and close the door. Sit back and
adjust the seat. The seat belt latch plate is above the back of the front seat, next to your arm.
Grasp the latch plate and pull out the belt. The lap portion could ride too high on your body,
possibly causing internal injuries. Always buckle your belt into the buckle nearest you. To
release the belt, push the red button on the buckle. The belt will automatically retract to its
stowed position. Allow the belt to retract. As the belt retracts, you will Equipped hear a clicking
sound. This indicates the safety belt is In this mode, the shoulder belt is automatically pre- now
in the Automatic Locking Mode. The seat belt still must be Management feature in the front
seating positions to help worn snugly and positioned properly. If a rear impact requires
deployment, both the driver and front passenger seat AHRs will be deployed. Grasp the
deployed AHR from the rear seat. The AHR front soft foam and trim half should lock into the
back decorative plastic half. The driver should instruct all other occu- Seat Belt Reminder Light

will continue to illuminate pants to fasten their seat belts. The long enough. This allows the air
bag to have different rates of Inflatable Curtains SABIC to protect the driver, front, inflation that
are based on the severity and type of and rear passengers sitting next to a window. Each air bag
deploys independently; a left side impact deploys the left air bag only and a right-side impact
deploys the right air bag only. This does not mean something is wrong with the communication
network remains intact, and the the air bag system. These airborne particles may irritate the
Maintaining Your Air Bag System skin, eyes, nose, or throat. For nose or throat irritation, move
to fresh air. The system. In addition to the vehicle manufacturer, other parties, In a collision, an
unrestrained child, even a tiny baby, such as law enforcement, that have the special equip- can
become a projectile inside the vehicle. If you install the restraint improperly, it may not work
when you need it. Child restraints having tether straps and hooks for connection to the top
tether anchorage, have been available for some time. We urge you to carefully follow the
directions of the manufacturer when installing your child restraint. These tether strap
anchorages are under a provide the most direct path between the anchor and the plastic cover
with this symbol on it. Finally, tighten all three straps as you push the child restraint rearward
and downward into the Many, but not all, restraint systems will be equipped with seat, removing
slack in the straps according to the child This should stow the seat belt out of the reach of an
inquisitive child. Remind all children in the vehicle that the seat belts are not toys and should
not be played with, and never leave your child unattended in the vehicle. If not possible, lower
the head Installing Child Restraints Using The Vehicle Seat restraint and pass the tether strap
around the outboard Belt side of the head restraint. The seat belts in the passenger seating
positions are equipped with an Automatic Locking Retractor to secure 3. A long break-in period
is not required for the engine and drivetrain transmission and axle in your vehicle. Interior heat
build-up may cause serious injury or death. They contain carbon controls to force outside air
into the vehicle. If the light stays on, flickers, or comes for lubrication or oil change. Replace as
required. Al- Pedals that cannot move freely can cause loss of ways properly reinstall and
secure floor mats that vehicle control and increase the risk of serious per- have been removed
for cleaning. Check turn signal and high Tires beam indicator lights on the instrument panel.
Examine tires for excessive tread wear and uneven wear patterns. Adjust the mirror to center on
the view through the rear window. Headlight glare can be reduced by moving the small control
under the mirror to the night position toward the rear of the vehicle. This mirror automatically
adjusts for headlight glare from vehicles behind you. You can turn the feature on or To avoid
damage to the mirror during cleaning, never off by pressing the button at the base of the mirror.
Tilt the control wand control to the center position to prevent accidentally in the direction you
want the mirror to move. The hinges have Adjust the outside mirror to center on the adjacent
lane of three detent positions: full forward, full rearward and traffic, with a slight overlap of the
view obtained on the normal. The number will appear in the display then dial the corresponding
phone number, which of certain radios. This will Transfer From Mobile Phone allow you to store
multiple numbers for each phone- If equipped and specifically supported by your phone, book
entry, if desired. For example, if your mobile service mobile phone. Press the button to place the
current plan provides three-way calling, this feature can be call on hold and answer the
incoming call. This indicates that the call is on hold. See You in 15 minutes 1. Yes No Where are
you? Are you there yet? Operation is subject to the the Voice Interface System to recognize
user voice com- following conditions: mands may be negatively affected by rapid speaking or a
In system is speaking. Push the seat switch forward or rearward, the seat will move in the
direction of the switch. Release the switch when the desired position is reached. Push the
seatback switch forward or rear- shoulder belt is no longer resting against your ward, the seat
will move in the direction of the switch. Press the switch a second time to select and passenger
to operate the seats independently. The LOW-level heating. Pull the bar upward to move the
seat to the desired position. Adjusting a seat while the vehicle is moving is dangerous. The
sudden movement of the seat could cause you to lose control. The seat belt might not be
properly adjusted and you could be injured. Adjust the seat only while the vehicle is parked. The
recliner control is on the side of the seat. The control lever is located releases the seatback to
fold forward. Head restraints are designed to reduce the risk of injury by restricting head
movement in the event of a rear impact. To lower the head restraint, press the push nents, and
vehicles with this equipment cannot be readily button, located at the base of the head restraint,
and push identified by any markings, only through visual inspec- downward on the head
restraint. To tilt the head restraint closer to the back of your head, pull forward on the bottom of
the head restraint. Push rearward on the bottom of the head restraint to move the head restraint
away from your head. Pull on the loops shown in the picture to fold down either or both
seatbacks. Pull the hood release lever located under the left side of the instrument panel. Lift
the secondary latch located under the front edge of the hood, near the center and raise the

hood. Hood Prop Rod Hole Location Before closing the hood, make sure to stow the prop rod in
its proper location. The multifunction lever is located on the left side of the steering column. To
prevent possible damage, do not slam the hood to close it. Turn to the second detent for detent
AUTO , will activate the automatic headlight headlight operation. Headlight Time Delay There is
also a feature that delays turning off the vehicle lights for 30, 60 or 90 seconds after the ignition
switch is turned OFF. Selecting high beam headlights If the headlights or parking lights are on
after the ignition will turn off the front fog lights. These lights are mounted between the sun
visors above the rearview mirror. Each light can be turned on by pressing the barrel. To protect
the battery, the interior lights will turn off automatically 10 minutes after the ignition switch is
moved to the LOCK position. This will occur if the interior lights were switched on manually or
are on because a door is open. The wipers will resume operation when then turn the end of the
lever to select the desired delay you turn the ignition switch to the ON position again. Sudden
loss of visibility through the windshield could lead to a collision. To tilt the steering column,
move the steering upward or downward. It also allows you to lengthen or wheel upward or
downward as desired. The Electronic Speed Control buttons are located on the right side of the
steering wheel. When the vehicle vehicle set speed. For more efficient programming and
accurate transmis- sion of the radio-frequency signal it is recommended that a new battery be
placed in the hand-held transmitter of the device that is being programmed to the HomeLink
system. Programming A Rolling Code For programming garage door openers that were manufactured after Simultaneously press and hold both the Homelink NOTE: You have 30 seconds in
which to initiate the next button you want to program and the hand-held transmit- step after the
LEARN button has been pressed. Press and hold the desired HomeLink button until 4. Continue
to hold both buttons and observe the indi- the indicator light begins to flash after 20 seconds.
Do not cator light. The Homelink indicator will flash slowly and then rapidly after Homelink has
received the fre- release the button. Similar to this To reprogram a channel that has been
previously trained, Canadian law, some U. When it changes, it is programmed. It may take up To
reprogram a channel that has been previously trained, to 30 seconds or longer in rare cases.
Operation is subject to the following two conditions: while you are programming the universal
trans- ceiver. Occupants, particularly unat- tended children, can become entrapped by the
power sunroof while operating the power sunroof switch. The sunroof will close fully and stop
automati- Press the switch rearward and release it within one-half cally. During Express second
and the sunroof will open automatically from any Close operation, any movement of the switch
will stop position. This is a normal occurrence and can be minimized. If the buffeting occurs
Venting Sunroof â€” The time is programmable. If the Watt 13 Amp power rating is exceeded the
fuse protecting the system will need to be replaced. The optional ash receiver also comes with a
cigar lighter that can be used with the power outlets. If containers of hot liquid are placed in the
bottle holder, they can spill when the door is closed, burn- Glovebox Storage Compartment ing
the occupants. The center console can be used for storage and is also equipped with an
electrical power outlet. The seatbacks fold down easily by pulling rear seatbacks in the
locked-up or folded down nylon tabs between the seatbacks and the bolsters. Put heavier
objects as low and as far forward as possible. Place as much cargo as possible in front of the
rear axle. Too much weight or improperly placed weight over or behind the rear axle can cause
the rear of the vehicle to sway. Rear Window Defroster Failure to follow these cautions can
cause damage to The rear window defroster button is located on the the heating elements:
climate control Mode knob. You can also turn the Temperature control to maximum heat, the
Mode control to Floor and 1. Temperature Gauge the Fan control to High. This allows the heater
core to act The temperature gauge shows engine coolant tempera- as a supplement to the
radiator and aids in removing heat ture. As engine coolant temperatures rise and the gauge
approaches H , this indicator will illuminate 9. Brake Warning Light If brake failure is indicated,
immediate repair is neces- This light monitors various brake functions, sary. If the brake light
turns on it may indicate that the parking brake is applied, that Driving a vehicle with the brake
light on is danger- the brake fluid level is low, or that there is a problem with If the light does not
illuminate, have the light PARK. For vehicles equipped with the Electronic Vehicle If a problem
is detected, the light will come on Vehicle Security Light â€” If Equipped This indicator will
illuminate when the park This light will flash rapidly for approximately lights or headlights are
turned on. The light will begin to flash slowly indicating that the system is armed. Tire Pressure
Monitoring Telltale Light your authorized dealer as soon as possible to have the Each tire,
including the spare if provided , problem diagnosed and corrected. TPMS from functioning
properly. If the light does not come on, have the This light monitors the ABS. This light will
system inspected by an authorized dealer. The Mini-Trip Computer is located in the instrument
cluster and features a driver-interactive trip information If the Transmission Temperature
Warning Light is and temperature display. Fully depress the accelerator pedal slowly three

times within 10 seconds. Turn the ignition switch to the LOCK position. You may calibrate the
compass by completing the vehicle is facing. Press and release the one or more â€”degree
turns in an area free from large compass button to display one of eight metal or metallic objects
until the CAL indicator in the compass headings, the outside temperature, Turn the ignition
switch to the ON position. Leave the Shows the average fuel economy since the last reset.
Press and hold the TIME button until the hours blink. The radio will return a Radio Text 2. If
changes are made to these settings after dynamic range. If the medium , , , contains a lot of
folders or files, the radio will take more MPEG-1 Audio , , , Use of this copyright protection
Sirius Satellite Radio service is pre-activated, and you technology must be authorized by
Macrovision, and is may begin listening immediately to the one year of audio Your Vehicle
Identification Number. When you are receiving a channel that you wish to commit to pushbutton
memory, press the SET button. Press the right switch position to operate the radio. The radio
display of file file recording media and formats are limited. When names and folder names is
limited. The use of Specification quency kHz multisession for CD audio or MP3 playback may
result in , , , longer disc loading times. The minutes will begin to blink. If the medium on the
disc. Press this button to change the display to time of day. For further Sirius ID number will
display. Press the right switch to seek up and the left switch to seek down. Pressing this button
toggles between Shuffle ON and for that track. Do not plug in or remove the iPod or external
USB device while driving. Only the current song that is playing will display info. You
compartment. Rotating the dial left can select either a primary mode as into the blue area of the
scale indicates identified by the symbols on the con The warmer air flows to the floor outlets.
Air Conditioning Control Extended use of this mode is not recommended. Then, cally maintains
the climate in the cabin of the vehicle at move the temperature control to the desired
temperature. However, must be protected with a high-quality antifreeze coolant under certain
conditions, while in Automatic Mode, to provide proper corrosion protection and to protect the
system is blowing air out the defrost vents. The Mix windshield, is free of obstructions such as
leaves. Apply the brakes present, instruct all other occupants to buckle their seat before
shifting to any driving gear. Remember to disconnect the engine block heater After Starting
cord before driving. Be sure to keep your foot on the brake running or not and the brake pedal
must be pressed. Four-Speed Automatic Transmission â€” As with all vehicles, fob from the
ignition and lock your vehicle. Never you should never exit a vehicle while the engine is leave
children alone in a vehicle, or with access to running. This range should be used for most city
and highway driving. The transmission ignition to coast down a hill. The 3 be modified
depending on engine and transmission range should also be used when descending steep
grades temperature as well as vehicle speed. This feature im- to avoid brake system distress.
Stop the vehicle. The automatic transmission includes an electronically controlled Overdrive
fourth gear. The shift lever position display located in the instrument A clutch within the torque
converter engages automati- panel cluster indicates the transmission gear range. Be sure to
keep your foot on the brake pedal when moving the shift lever between these gears. The engine
can be started in this range. Never attempt to use PARK while vehicle is in motion. As with all
vehicles, idle speed. These are unsafe This range is for moving the vehicle backward. It
provides the smoothest upshifts and down- temperature as well as vehicle speed. This feature
im- shifts, and the best fuel economy. Checking the power steering fluid level at a defined
service interval is not required. Before leaving the vehicle, make sure that the parking To apply
the parking brake, pull the lever up as firmly as brake is fully applied. Also, be certain to leave
the possible. Apply the parking access to an unlocked vehicle. Just is indicated. This will allow
more engine and are commonly referred to as ESC. Tire Markings design standards. If the TIN is
not found on however, the date code may only be on one side. Cold tire inflation pressure is
defined as the tire pressure after the Cold Tire Inflation Pressure vehicle has not been driven for
at least 3 hours, or driven less than 1 mile 1. Subtract the combined weight of the driver and
pas- 6. Consult this manual to determine how this reduces the available 4. Overloading of your
tires is dangerous. Use tires of the cause collisions. Keep this in mind when checking tire
pressure inside a garage, especially in After inspecting or adjusting the tire pressure, al- the
winter. Where speed limits or condi- tions are such that the vehicle can be driven at high
Combining radial ply tires with other types of tires speeds, maintaining correct tire inflation
pressure is very on your vehicle will cause your vehicle to handle If your vehicle has this option
refer to an Compact Spare Tire â€” If Equipped authorized tire dealer for the recommended tire
rotation The compact spare is for temporary emergency use only. You can identify if your
vehicle is equipped with a compact spare by looking at the spare tire description on If your
vehicle is not equipped with an original equip- the Tire and Loading Information Placard located
on the Compact spares are for temporary emergency use only. With these spares, do not drive
more than Limited-Use Spare â€” In- or for longer than 30 seconds continuously without

stallation of this limited-use spare tire affects vehicle stopping. Protect tires from contact rear
tires as a pair. Replacing just one tire can seriously with oil, grease, and gasoline. Some
combinations failure and loss of vehicle control. Some states pro- Some areas of the country
require the use of snow tires hibit studded tires; therefore, local laws should be during the
winter. All season tires can be identified by the checked before using these tire types. This
rotation pattern The Tire Pressure Monitor System TPMS will warn the does not apply to some
directional tires that must not be driver of a low tire pressure based on the vehicle recomreversed. If the ignition key is cycled, this sequence NOTE: will repeat, providing the system
fault still exists. The 1. In addition, the Electronic Vehicle Information Center EVIC will display a
graphic showing the pressure values of each tire with the low tire pressure values flashing. If
you experi- following licenses: ence these symptoms, try another brand of gasoline before
considering service for the vehicle. United States Have the exhaust system inspected Carbon
monoxide CO in exhaust gases is deadly. Have any abnor- Follow the precautions below to
prevent carbon mal conditions repaired promptly. Only vehicles with the E fuel filler door label
can operate on E It will cause difficulty in cold starting and may affect driveability. The GCWR is
the total permissible weight of your vehicle and trailer when weighed in combination. It is
important that you do not exceed the maximum front or rear GAWR. Trailer Hitch Industry
weight, just as if it were luggage located at a hitch ball or Standards some other connecting
point of the truck. These kinds of Class I - Light Duty 2, lbs kg hitches are the most popular on
the market today and Maximum Trailer Weight Ratings Max. Trailer Tongue Wt. Frontal Area
Max. See Note 1 2. Towing a trailer with a larger than recommended frontal area could cause the
engine to overheat or cause severe engine damage under extreme condi- tions. Also, additional
To promote proper break-in of your new vehicle drive- factory-installed options, or authorized
dealer-installed train components the following guidelines are recom- options, must be
considered as part of the total load on mended: your vehicle. Follow these vehicle and trailer.
Always connect the chains to guidelines to make your trailer towing as safe as the frame or
hook retainers of the vehicle hitch. Continued before towing a trailer. Trailer tongue weight
rating for the trailer hitch tion on tread wear indicators and for proper inspection utilized This
requirement may limit the ability to procedure. When towing a trailer equipped with a hydraulic
surge actuated brake system, an electronic hydraulic brake lines. Damage to the are OFF the
ground. This may be accomplished using a tow dolly or vehicle trailer. If using a tow dolly,
follow drivetrain will result. Page Engine Oil Overheating 2. Park the vehicle on a firm, level
surface. Avoid ice or slippery areas. Do not attempt to change a tire on the side of the vehicle
close to moving traffic, pull far enough off the road to avoid the danger of being hit when
operating the jack or changing the wheel. For example, if changing the the edge of the roadway
as possible before raising right front tire, block the left rear the vehicle. When the jack is
partially expanded, the tension between the two attachment Do not attempt to raise the vehicle
by jacking on points holds the jack handle in place. There is a front and rear jacking location on
each side of the vehicle. Rear Jacking Location 4. Turn the jack screw to the left until the jack
can be placed under the jacking location. Once the jack is Front Jacking Location positioned,
turn the jack screw to the right until the jack head is properly engaged with the lift area closest
to the Raising the vehicle higher than necessary can make Be sure to mount the spare tire with
the valve stem the vehicle less stable. It could slip off the jack and facing outward. The vehicle
could be damaged if the hurt someone near it. Mount the road tire on the axle. To ease the
installation process for steel wheels with wheel covers, install two lug nuts on the mounting
studs which are on each side of the valve stem. Install the remaining lug nuts with the cone
shaped correct tightness, have them checked with a torque end of the nut toward the wheel.
Lightly tighten the lug wrench by your authorized dealer or service station. Lower the vehicle to
the ground by turning the jack NOTE: When using a portable battery booster pack handle
counterclockwise. Finish tightening the lug nuts. It can start anytime the ignition switch is on.
To remove the cover, press the locking tab and pull upward on the cover. Do not allow vehicles
to touch each other as this could establish a ground connection and personal injury could
result. Reinstall the protective cover over the remote posi- front wheels. Using minimal
accelerator pedal pressure to maintain the rocking motion, without spinning the If frequent
jump-starting is required to start your vehicle wheels, is most effective. Press and maintain firm
pressure on the brake pedal. Continued or associated brackets. Page Engine Compartment - 2.
Page Engine Compartment - 3. This system monitors the performance of the emissions, engine,
and automatic further damage to the emission control system. This might indicate a damaged
cap. Continued before starting the engine after it has sat overnight. For best performance and
maximum protection under all types of operating conditions, the manufacturer recom- Do not
overfill the engine. Overfilling the engine mends engine oils that are API Certified and meet the
will cause oil aeration, which can lead to loss of oil requirements of Chrysler Material Standard

MS Do not use chemical flushes in your engine oil as the chemicals can damage your engine.
Only high quality filters should be used to assure most efficient service. Do not allow battery
fluid battery that the positive cable is attached to the to contact your eyes, skin, or clothing.
This service should approved by the manufacturer for your air condi- include cleaning of the
condenser fins and a performance tioning system. Perform the following procedure to recarbon HFC that is endorsed by the Environmental place the filter: Protection Agency and is an
ozone-saving product. Failure to install the filter properly will result in the need to replace it
more often. Reinstall the glove box door dampener and glove box. Body Lubrication Locks and
all body pivot points, including such items as seat tracks, door hinge pivot points and rollers,
liftgate, Operation of the wipers on dry glass for long periods When performing other
underhood services, the hood may cause deterioration of the wiper blades. Always use latch,
release mechanism and safety catch should be washer fluid when using the wipers to remove
salt or dirt cleaned and lubricated. Be sure to check the fluid the vehicle body is a properly
maintained engine exhaust level in the reservoir at regular intervals. Leaded gasoline will
destroy the odorless. Breathing it can make you unconscious effectiveness of the catalyst as an
emissions con- and can eventually poison you. When adding engine coolant antifreeze : cording
to the temperatures occurring in the area where the vehicle is operated. If your vehicle is
possibly a collision. Brake seal components could has been in a tightly closed container. It is
important that the transmission fluid be main- Automatic Transmission Fluid ATF is an
engineered tained at the prescribed level using the recommended product and its performance
may be impaired by supple- fluid. Hot fluid cannot be held Transmission comfortably between
the fingertips. Always wash your ve- have an adverse effect on paint, metal trim, and underhicle in the shade using MOPAR Car Wash or equiva- body protection. Small particles of dirt All
glass surfaces should be cleaned on a regular basis can act as an abrasive and damage the
leather upholstery with MOPAR Glass Cleaner or any commercial and should be removed
promptly with a damp cloth. Clean with a wet, soft rag. A mild soap solution may Cleaning
Center Console Cupholders be used, but do not use high alcohol content or abrasive Removal
cleaners. If soap is used, wipe clean with a clean damp Grab the rubber portion of the cupholder
and lift rag. This center contains cartridge fuses and mini fuses. A label that identifies each
component may be printed on the inside of the cover. Pull the bulb out of the socket and
replace the bulb. If the bulb comes in contact with any oily surface, clean the bulb with rubbing
alcohol. Access to the lamps through the lower fascia cutout is 1. Open the trunk and gently
pull back the trunk liner limited. Turn the steering wheel to allow access and remove 2. Grasp
the tail lamp and pull firmly outward pushing 4. Twist and remove socket from lamp. Remove
bulb from socket and replace. License Plate Lamp 1. Have your vehicle serviced to protect your
vehicle warranty and ensure the best as soon as possible, within the next miles km. Odometer
Reading Date Repair Order Do only service work for which you have the knowledge and the
right equipment. If you have any doubt about your ability to perform a service job, take your
vehicle to a competent mechanic. Most matters can be re- P. Box 21â€” solved with this
process. An authorized dealer See the Warranty Information Booklet, located on the has also
made a major investment in facilities, tools, and DVD, for the terms and provisions of Chrysler
Group training to assure that you are absolutely delighted with LLC warranties applicable to this
vehicle and market. Use frequency signals. Mobile two-way radios and telephone only fully
shielded coaxial cable. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Here is a
directory of serpentine belt diagrams for popular makes and models. Let us know if you would
like us to add anything to our list. Can you add and email me belt diagrams for a Hummer H2
and for a Isuzu Trooper, thank you. Looking for a serpentine belt diagram for a Thomas
international school bus. Need a diagram and possibly size for serpentine belts with and
without ac for 97 jeep Cherokee country with 4. Hi I need a diagram for Mitsubishi Pajero
Exceed, 3. Can anyone please Help? Hi I need a diagram of a serpentine belt for a chevy captiva
model with a 2 litre engine. I need a belt diagram for a Toyota Tacoma 2. Thank you. Im looking
for a belt routing diagram for a Kia Soul 2. Its different from the Thanks in advance. Need a serp
belt diagram for Hyundai Tuscon 2. Yours only goes up to year model. I need a belt diagram for
a GMC Vandura 6. I think also known as the gm Been looking online for 2 days now. I need a
Serpentine belt diagram for a 5. Im have trouble putting this one back on. Now Trending: â€”
Lexus Admin, please photo for serpentine belt for audi 1. Hi, I need a schematic of the
serpentine belt for a chevy, malibu, 6 cyl. I need a fanbelt diagram for a Dodge Caravan. Need a
diagram from replacing serpentine belt Camry V6 3. Ajay Jiwanand. I need a serpentine belt
diagram for a Mitsubishi outlander 2. Looking for a serpentine diagram for a Pontiac G5 base,
with AC. Thank you! Need help replacing a serpentine belt on a chev optra 2. Wayne Kilgore.
Need routing of serpentine belt for a toyota tundra 4. I need a diagrm for belt routing on Toyota

Camry 3. Diamond Hernandez. Serpentine belt diagram for a Chevy Impala Lt 3. George Borja. Hi
there I need a serpentine belt diagram for a Toyota Camry Se model 3. Need a serpentine belt
diagram for a Hyundai Santa Fe 3. Could you get me the diagram for a Monte Carlo with a 3. Not
supercharged. I need a diagram for a Chevy caprice! Please and thanks. I need a diagram for
replacin the serpentine belt on a Ford Windstar V-6, 3. I need a diagram to replace a serpentine
belt on a 2. I need a serpentine diagram for a
2013 escape owners manual
lincoln town car manual
wiring diagram starter solenoid
Camaro 5. Need a serpentine belt diagram for a dodge ram sport I need a serpentine belt
diagram for a jeep Cherokee trailhawk 3. Don Longridge. Hi I need a diagram for a serpentine
belt replacement for a petrol Mitsubishi Pajero. Need a diagram for a power stroke e van one
alternator. Please, a serpentine belt diagram for a Honda Accord 4-cyl. I need a diagram of a,
Dodge Caravan fanbelt. John Portelli. Hi I need a diagram of the serpentine drive belt for a
chevy captiva 2 litre. Need diagram for Hyundai Genesis 3. Douglas M Farley. Hello I need
serpentine belt diagram for Hyundai Elantra 1. Alaa hashim. Suzoki grand vitara v6 2. Sarah
Gunalda. Rachel E McGrew. I need a diagram of Santa Fe 4cyl 2. Do you have a diagram for a
Chevy Express ? Leeanne Pridgen. Need a diagram for a 95 Mercedes diesel. Please help! Keith
Board. I could use the diagram for belt the Ford F 4. I want a diagram of fan belt of Toyota
spacial. Markus Andrew Quillen. I need a belt diagram for Volkswagon Passat 1.

