350z stereo removal

By cs , March 25, in Z Guides. I wanted to fit a new stereo to the Z and browsed the forums and
online for a proper guide, but wasn't happy with any of them. They all seemed to be either out of
date, or hastily written so didn't cover enough details. Hopefully this guide should patch up
those flaws. The cables we will be using will maintain the use of the original steering wheel
controls for the audio control, but NOT for the Bluetooth as is the case with any aftermarket
headunit upgrade. In my case, this stereo is an AppRadio with Apple CarPlay so it totally
replaces the stock Bluetooth dongle system which i will be removing along the way but not
documented. Note, the next item is Pioneer specific, other models to suit other makes of head
unit are available elsewhere on the site, they're listed on the product page of the previous item.
The section shown in red is the lead allows connection between the cars factory head unit
wiring and the stereo by converting it to a standard set of pins for reference, cars wiring
connects to the white sockets on the left, the standard ISO connector is the black plug on the
right , this is then converted by the lead included with your head unit back to a custom
connector to get the signals into the stereo itself. It also has a long black wire with an eyelet on
it, this MUST be connected to a chassis ground in the car. This particular model has the section
shown in blue as well. This box of tricks allow connection to the steering wheel controls. The
blue section has the white plug which connects to the cars connectors. The section shown in
green is just a jack plug that is the output of the steering wheel controls. The lead shown here is
the head units wiring harness, this is included in the box of your new stereo. They are specific
per model, so yours wont look the same, but should be similar. Long Green Wire - This is
supposed to be wired to your handbrake switch. It disables certain functions unless you are
parked up with the handbrake enabled. You can make your own choice, but I will be bypassing
this "safety" feature. Its obviously optional to use this, but I will be doing so. If you don't have a
reverse camera, just leave this wire alone. My advice is to simply leave these alone. In my case,
the standard setup was correct. In our case, the z has a power antenna, so we need to use this
wire for that. OK, so lets grab hold of the head units harness, notice the double stacked
connector like this, the top having less pins than the bottom? For reference, the InCarTec loom
is the left, the Pioneer loom is on the right. These need to be joined to allow the antenna to
receive power when the head unit is turned on. Despite how it looks if you look at the loom, in
standard configuration these aren't connected I verified this using a multimeter set to
continuity. As you can see, I simply crimped on a bullet connected and pushed them together. If
you don't have one of these you can cut and solder them together. Note: Manufacturers add this
'safety feature' for a reason. Its up to you whether you choose to bypass it. Im not sure of any
legal or insurance related implications to doing this, so make up your own mind. Bypass
methods vary between manufactures and even models, so if you do carry this out, check that
yours is as simple as this. Some models require relays to be connected instead of this method!
So, locate the grounding wire. On the InCarTec loom, it is black and has the little eyelet on it.
You should be able to follow this back through the connection block and see it matches up to
the black wire on the head unit loom. Locate the green parking brake detection wire on the head
unit loom. Cut this, and the black cable on the same loom to the same length and twist together
as shown. The issue with this is that it means the speakers are only provided with 4v, rather
than the usual 12v. You can correct this 'issue' by following busters harness modification linked
below. I have now written a proper guide for this available below. I personally have done this
mod, but as you can see from the guide above I hacked up another connector from another z
ISO wiring loom so if i want to unplug this from the car im still able to do so as nothing is
soldered in. Your call. If you dont do this mod, you will have lower sound levels, and remember
to actually connect the phono leads! Busters original topic is below, my guide is above.
Anyway, the wiring harness modifications are now complete. You should now have a single
black plug to connect to your head unit. One white plug with only 3 or 4 pins in it to connect to
the Zeds steering wheel controls and two white plugs with lots of pins to connect to the factory
stereo wiring. The last job to do is connect this bundle of wires to your stereo. This will vary per
head unit, so I wont bother to describe it, but in my example, it was a single large black plug for
all of the audio, power and control stuff, then a single 3. Connect this up following the head
units instructions and then its onto the install. OK, so the first step here is to free the central
part of the dash. This is held in by a total of 6 screws, with only two other things in the way.
First, remove the gear gaiter surround by pulling up on the silver ring as shown, then just twist
this part and leave it dangling around the passenger foot well area. You may then want to put
the car into 2nd, 4th, 6th or reverse as it gives you another inch or so of free space to work with.
Next, you need to remove this white ribbon cable as shown in blue. To remove it, press the clip
down firmly shown in red and pull away from the unit. Be careful with this as the ribbon cable
can tear with relative ease. Then, you need to remove these two gold coloured screws on the
lower part of the dash, one is shown here in red, the other is just on the other side. Remove

these and keep them safe. Next, we have four screws again on the lower part of the dash. Next,
open the cubby hole in the centre of the dash, pull the rubber mat upwards and you will now see
2 screws. These hold the plastic piece in place which acts as the locking mechanism for the
cubby door, but they also hide a further 2 screws we need to remove. Therefore, remove the two
screws locations shown in red and then lift out the plastic piece. Now we can see the last of the
two hidden screws, they should be gold in colour and are shown here in red. You will need a
magnetic screwdriver to get these out, or you will more than likely drop them and loose them
behind the dashboard! Using my multimeter I have found that the bracket that these two screws
fix into is actually grounded. Therefore, on assembly of the wiring harness, I attached the eyelet
from my ground wire to this screw, providing the head unit with a ground. The centre dash is
now free from the car. Start to pull it out from the bottom to the top slowly and carefully. Once
you get to the top, you will need to undo the white connector shown here in red. It has a VERY
short lead so don't pull it, but to remove it, you need to press the little plastic lock which will be
facing the windscreen. It works the same way as the heater control ribbon cable from earlier, its
just a little tricky because you cant actually see the clip. Anyway, remove this and then carefully
remove the entire of the centre dash. Once freed, you can now see the rear of the BOSE head
unit. Remove the three white plugs by pressing down the little clip same as all the others and
pulling. The black antenna connector just pulls out of its socket it fits a bit like a 12v car charger
fits into its socket. Now we need to free the old unit from the cars mounting brackets. You
should now be able to remove the entire of this large centre dash out of the car which will make
this easier. Anyway, remove the 4 screws shown here in red, do the same the other side and
carefully remove the BOSE from the mounting brackets. Unless properly removed and
de-registered which isn't something you can do it wont work in any other vehicle. Just a
reminder in-case you were thinking of selling it. So now we can see our cables properly. You
need to now connect these to your new wiring harness that we prepared earlier. The plugs all
only fit 1 way, so don't be scared of this step. Also fit the antenna into the new head unit by
simply pushing it into its slot. NOTE: Remember to attach the ground wire at this stage! You can
attach it anywhere you want, but as I mentioned, the screws that you removed that were hidden
behind the cubby are actually attached to a grounded bracket, so id advise you use these. I
didnt take any photos of this stage, but you must now remove the factory mounting brackets
from the dash piece so we can fit our new facia adaptor. These are simply held in place by a
single black screw on either side. Remove these and then lay down the facia adaptor into its
hole. NOTE: As-long as you've grounded the unit, now is a good time to turn the car on and test
the head unit. Just ensure it powers on, sound can be heard out of the speakers, the steering
wheel controls work and it powers down when you turn it off again. If your head unit required
any other connectors such as a GPS antenna, rear aux in, USB input or a reverse camera, attach
these now as well. You can now fix the brackets you just removed onto your new head unit. My
unit had several holes drilled on the sides, each with a letter. The manual told you which holes
to use for which manufacturer of car. Mine were all labelled 'N' for Nissan. Fit the screws but
don't tighten them all the way up for now. Again, no photos here, but you can now place the
head unit with its new mounting brackets back into its location on the dash piece. You need to
re-secure this with the two black screws you removed earlier. Adjust the position of everything
so it all fits square in its new home and fully tighten all 6 of the head unit screws and the two
black bracket mounting screws. Yep, i hate that saying too, but it kinda is. To re-assemble you
need to carefully put the centre dash piece back into the car. Your first task is to stuff the whole
bunch of new wires into their home which is usually relatively difficult as space is tight. Next,
look at the bottom part of the dash and get the two metal 'legs' back in the right place behind
the white heater control box, re-attach the two gold screws. Screw in the screws hidden behind
the cubby hole again using your magnetic screwdriver to hold them as you find the hole.
Remember the earth wire should be screwed in with one of these! Re-attach the two gold
screws that are right at the bottom and towards the front of the centre dash piece. Put the
plastic latch mechanism back in the cubby hole and re-attach the two black screws. Remember
to lay down the rubber mat back into here once done. For me, total install time including wiring
in all my extras was around 3 hours, and harness modification as I also bypassed the phono
cabled was about 1. Hope the guide is of help, and any questions please just ask. Note: We do
already have a guide for this, but as mentioned above the parts are out of date. This is a Mk2
guide, previous left for reference. Thanks to CS for putting this together, nice job. Nice clear and
detailed guide. Brilliant guide and perfect timing as I've just bought this very same head unit.
Much appreciated, thanks. Just fitted exactly the same head unit using the same method, with
the exception of the handbrake cable which I just tucked away with no apparent problems. Just
an additional: if not already aware, the dimpled plastic centre console marks VERY easily This is
supposed to stop you playing with some of the menu settings, disable the playback of video

files from the USB and stop you from typing address into the CarPlayu sat nav screen unless
you're "parked up safely". Give these a test and see if you can do them. The handbrake cable is
an 'earthed' wire if I'm not mistaken that is meant to be connected to the handbrake so that the
video play ack will only work when the hanbrake is engaged. I bypassed this by connecting the
cable to one of the screws on the headunit cage, enabling videoplayback without the handbrake
up. Correct, that's why I spliced mine into the ISO harness earth wire, but both approaches will
work. Id think leaving it disconnected though wouldn't work Just checked. Topic Pinned.
Excellent guide, thank you for taking the time to put this up, should be very helpful for those
who wanting to do this. This is a great guide thank you. It is even more important as the
pictures have disappeared on the previous pinned guides. I'll be fitting the GPS aerial too. I
have make your assembly for my stereo, it works very well, but I have a humming when he has
not of music. I do have a question regards to bluetooth voice though - Is this separate to the
bose head unit? Ideally I'd like to keep bluetooth and utilise existing microphone etc but unsure
if that's possible if I swap out the head unit? I've not done any ICE for over a decade so a bit
rusty to say the least. This stops the amp from powering on and effectively turns off the
speakers. This would completely power down the HU when not in use. If the HU crashes a lot
then I may rethink the solution, or actually put both 1 and 2 in anyway. Hi, at the moment i am
trying to fit in a different head unit. In the thread it says to connect the phono cables if you don't
mod the harness. I'm not getting anything out from the speakers though when i plug the cables
in. Is there a specific way they go to connect thr speakers? Yeah i found that was the problem.
My head unit harness doesn't have the blue remote one that the pioneer does. Is it right that i
should splice the blue one i have to another cable on the harness that makes it turn off with the
ignition? If so any links on how to do this? Pin 13, R. Will be installing a new aftermarket Double
DIN headunit Probably a Sony , Thinking of getting the Nissan z Bose amplified adaptors with
the steering wheel control adaptors. Is this a case of plug and play? My only concern is the
mention of the 4v output to the Bose Amplifier. Does this mean the volume will be lower than
the factory standard stereo without the modification? Thanks in advance. The silver ring around
the auto gear lever will pop off with a trim removal tool and the the heater control panel will lift
out, although it's a tight fit, still being careful with the ribbon cable. This panel will lift of with the
help of a trim removal tool and then there is white plastic lock connector to remove. After
removing the short connector for the gauges at the top of the console there is another smaller
white connector to remove on the left hand side. This will easier to remove once the right hand
side one has been done. Everything else is the same. Sorry I didn't think of pics at the time but
hopefully it is self explanatory. You can post now and register later. If you have an account, sign
in now to post with your account. Paste as plain text instead. Only 75 emoji are allowed. Display
as a link instead. Clear editor. Upload or insert images from URL. Reply to this topic Start new
topic. Prev 1 2 Next Page 1 of 2. Recommended Posts. Posted March 25, edited. Link to post
Share on other sites. Stutopia 4, Posted March 30, Posted March 30, Posted March 31, Posted
April 1, Posted April 2, Posted April 3, Posted April 4, Dz 6 Posted June 22, Posted June 22,
Posted May 13, Foo56 15 Posted July 31, Posted July 31, edited. Great guide! Also, are there
any considerations to make for DAB radio? Posted August 5, EzeePzee 41 Posted January 21,
Posted January 21, Elliot55 0 Posted February 6, Posted February 6, EzeePzee 41 Posted
February 6, Elliot55 0 Posted February 10, Posted February 10, Have you connected the blue
remote switch wire to the hose amp harness? EzeePzee 41 Posted February 10, Yeah was just a
case of cutting and crimping them together, cheers for the help. NickC 12 Posted January 28,
Posted January 28, Join the conversation You can post now and register later. Reply to this
topic Insert image from URL. Followers 8. Go to topic listing. Sign In Sign Up. By cs , March 25,
in Z Guides. I wanted to fit a new stereo to the Z and browsed the forums and online for a proper
guide, but wasn't happy with any of them. They all seemed to be either out of date, or hastily
written so didn't cover enough details. Hopefully this guide should patch up those flaws. The
cables we will be using will maintain the use of the original steering wheel controls for the audio
control, but NOT for the Bluetooth as is the case with any aftermarket headunit upgrade. In my
case, this stereo is an AppRadio with Apple CarPlay so it totally replaces the stock Bluetooth
dongle system which i will be removing along the way but not documented. Note, the next item
is Pioneer specific, other models to suit other makes of head unit are available elsewhere on the
site, they're listed on the product page of the previous item. The section shown in red is the
lead allows connection between the cars factory head unit wiring and the stereo by converting it
to a standard set of pins for reference, cars wiring connects to the white sockets on the left, the
standard ISO connector is the black plug on the right , this is then converted by the lead
included with your head unit back to a custom connector to get the signals into the stereo itself.
It also has a long black wire with an eyelet on it, this MUST be connected to a chassis ground in
the car. This particular model has the section shown in blue as well. This box of tricks allow

connection to the steering wheel controls. The blue section has the white plug which connects
to the cars connectors. The section shown in green is just a jack plug that is the output of the
steering wheel controls. The lead shown here is the head units wiring harness, this is included
in the box of your new stereo. They are specific per model, so yours wont look the same, but
should be similar. Long Green Wire - This is supposed to be wired to your handbrake switch. It
disables certain functions unless you are parked up with the handbrake enabled. You can make
your own choice, but I will be bypassing this "safety" feature. Its obviously optional to use this,
but I will be doing so. If you don't have a reverse camera, just leave this wire alone. My advice is
to simply leave these alone. In my case, the standard setup was correct. In our case, the z has a
power antenna, so we need to use this wire for that. OK, so lets grab hold of the head units
harness, notice the double stacked connector like this, the top having less pins than the
bottom? For reference, the InCarTec loom is the left, the Pioneer loom is on the right. These
need to be joined to allow the antenna to receive power when the head unit is turned on. Despite
how it looks if you look at the loom, in standard configuration these aren't connected I verified
this using a multimeter set to continuity. As you can see, I simply crimped on a bullet connected
and pushed them together. If you don't have one of these you can cut and solder them together.
Note: Manufacturers add this 'safety feature' for a reason. Its up to you whether you choose to
bypass it. Im not sure of any legal or insurance related implications to doing this, so make up
your own mind. Bypass methods vary between manufactures and even models, so if you do
carry this out, check that yours is as simple as this. Some models require relays to be
connected instead of this method! So, locate the grounding wire. On the InCarTec loom, it is
black and has the little eyelet on it. You should be able to follow this back through the
connection block and see it matches up to the black wire on the head unit loom. Locate the
green parking brake detection wire on the head unit loom. Cut this, and the black cable on the
same loom to the same length and twist together as shown. The issue with this is that it means
the speakers are only provided with 4v, rather than the usual 12v. You can correct this 'issue' by
following busters harness modification linked below. I have now written a proper guide for this
available below. I personally have done this mod, but as you can see from the guide above I
hacked up another connector from another z ISO wiring loom so if i want to unplug this from the
car im still able to do so as nothing is soldered in. Your call. If you dont do this mod, you will
have lower sound levels, and remember to actually connect the phono leads! Busters original
topic is below, my guide is above. Anyway, the wiring harness modifications are now complete.
You should now have a single black plug to connect to your head unit. One white plug with only
3 or 4 pins in it to connect to the Zeds steering wheel controls and two white plugs with lots of
pins to connect to the factory stereo wiring. The last job to do is connect this bundle of wires to
your stereo. This will vary per head unit, so I wont bother to describe it, but in my example, it
was a single large black plug for all of the audio, power and control stuff, then a single 3.
Connect this up following the head units instructions and then its onto the install. OK, so the
first step here is to free the central part of the dash. This is held in by a total of 6 screws, with
only two other things in the way. First, remove the gear gaiter surround by pulling up on the
silver ring as shown, then just twist this part and leave it dangling around the passenger foot
well area. You may then want to put the car into 2nd, 4th, 6th or reverse as it gives you another
inch or so of free space to work with. Next, you need to remove this white ribbon cable as
shown in blue. To remove it, press the clip down firmly shown in red and pull away from the
unit. Be careful with this as the ribbon cable can tear with relative ease. Then, you need to
remove these two gold coloured screws on the lower part of the dash, one is shown here in red,
the other is just on the other side. Remove these and keep them safe. Next, we have four screws
again on the lower part of the dash. Next, open the cubby hole in the centre of the dash, pull the
rubber mat upwards and you will now see 2 screws. These hold the plastic piece in place which
acts as the locking mechanism for the cubby door, but they also hide a further 2 screws we
need to remove. Therefore, remove the two screws locations shown in red and then lift out the
plastic piece. Now we can see the last of the two hidden screws, they should be gold in colour
and are shown here in red. You will need a magnetic screwdriver to get these out, or you will
more than likely drop them and loose them behind the dashboard! Using my multimeter I have
found that the bracket that these two screws fix into is actually grounded. Therefore, on
assembly of the wiring harness, I attached the eyelet from my ground wire to this screw,
providing the head unit with a ground. The centre dash is now free from the car. Start to pull it
out from the bottom to the top slowly and carefully. Once you get to the top, you will need to
undo the white connector shown here in red. It has a VERY short lead so don't pull it, but to
remove it, you need to press the little plastic lock which will be facing the windscreen. It works
the same way as the heater control ribbon cable from earlier, its just a little tricky because you
cant actually see the clip. Anyway, remove this and then carefully remove the entire of the

centre dash. Once freed, you can now see the rear of the BOSE head unit. Remove the three
white plugs by pressing down the little clip same as all the others and pulling. The black
antenna connector just pulls out of its socket it fits a bit like a 12v car charger fits into its
socket. Now we need to free the old unit from the cars mounting brackets. You should now be
able to remove the entire of this large centre dash out of the car which will make this easier.
Anyway, remove the 4 screws shown here in red, do the same the other side and carefully
remove the BOSE from the mounting brackets. Unless properly removed and de-registered
which isn't something you can do it wont work in any other vehicle. Just a reminder in-case you
were thinking of selling it. So now we can see our cables properly. You need to now connect
these to your new wiring harness that we prepared earlier. The plugs all only fit 1 way, so don't
be scared of this step. Also fit the antenna into the new head unit by simply pushing it into its
slot. NOTE: Remember to attach the ground wire at this stage! You can attach it anywhere you
want, but as I mentioned, the screws that you removed that were hidden behind the cubby are
actually attached to a grounded bracket, so id advise you use these. I didnt take any photos of
this stage, but you must now remove the factory mounting brackets from the dash piece so we
can fit our new facia adaptor. These are simply held in place by a single black screw on either
side. Remove these and then lay down the facia adaptor into its hole. NOTE: As-long as you've
grounded the unit, now is a good time to turn the car on and test the head unit. Just ensure it
powers on, sound can be heard out of the speakers, the steering wheel controls work and it
powers down when you turn it off again. If your head unit required any other connectors such
as a GPS antenna, rear aux in, USB input or a reverse camera, attach these now as well. You
can now fix the brackets you just removed onto your new head unit. My unit had several holes
drilled on the sides, each with a letter. The manual told you which holes to use for which
manufacturer of car. Mine were all labelled 'N' for Nissan. Fit the screws but don't tighten them
all the way up for now. Again, no photos here, but you can now place the head unit with its new
mounting brackets back into its location on the dash piece. You need to re-secure this with the
two black screws you removed earlier. Adjust the position of everything so it all fits square in
its new home and fully tighten all 6 of the head unit screws and the two black bracket mounting
screws. Yep, i hate that saying too, but it kinda is. To re-assemble you need to carefully put the
centre dash piece back into the car. Your first task is to stuff the whole bunch of new wires into
their home which is usually relatively difficult as space is tight. Next, look at the bottom part of
the dash and get the two metal 'legs' back in the right place behind the white heater control box,
re-attach the two gold screws. Screw in the screws hidden behind the cubby hole again using
your magnetic screwdriver to hold them as you find the hole. Remember the earth wire should
be screwed in with one of these! Re-attach the two gold screws that are right at the bottom and
towards the front of the centre dash piece. Put the plastic latch mechanism back in the cubby
hole and re-attach the two black screws. Remember to lay down the rubber mat back into here
once done. For me, total install time including wiring in all my extras was around 3 hours, and
harness modification as I also bypassed the phono cabled was about 1. Hope the guide is of
help, and any questions please just ask. Note: We do already have a guide for this, but as
mentioned above the parts are out of date. This is a Mk2 guide, previous left for reference.
Thanks to CS for putting this together, nice job. Nice clear and detailed guide. Brilliant guide
and perfect timing as I've just bought this very same head unit. Much appreciated, thanks. Just
fitted exactly the same head unit using the same method, with the exception of the handbrake
cable which I just tucked away with no apparent problems. Just an additional: if not already
aware, the dimpled plastic centre console marks VERY easily This is supposed to stop you
playing with some of the menu settings, disable the playback of video files from the USB and
stop you from typing address into the CarPlayu sat nav screen unless you're "parked up
safely". Give these a test and see if you can do them. The handbrake cable is an 'earthed' wire if
I'm not mistaken that is meant to be connected to the handbrake so that the video play ack will
only work when the hanbrake is engaged. I bypassed this by connecting the cable to one of the
screws on the headunit cage, enabling videoplayback without the handbrake up. Correct, that's
why I spliced mine into the ISO harness earth wire, but both approaches will work. Id think
leaving it disconnected though wouldn't work Just checked. Topic Pinned. Excellent guide,
thank you for taking the time to put this up, should be very helpful for those who wanting to do
this. This is a great guide thank you. It is even more important as the pictures have disappeared
on the previous pinned guides. I'll be fitting the GPS aerial too. I have make your assembly for
my stereo, it works very well, but I have a humming when he has not of music. I do have a
question regards to bluetooth voice though - Is this separate to the bose head unit? Ideally I'd
like to keep bluetooth and utilise existing microphone etc but unsure if that's possible if I swap
out the head unit? I've not done any ICE for over a decade so a bit rusty to say the least. This
stops the amp from powering on and effectively turns off the speakers. This would completely

power down the HU when not in use. If the HU crashes a lot then I may rethink the solution, or
actually put both 1 and 2 in anyway. Hi, at the moment i am trying to fit in a different head unit.
In the thread it says to connect the phono cables if you don't mod the harness. I'm not getting
anything out from the speakers though when i plug the cables in. Is there a specific way they go
to connect thr speakers? Yeah i found that was the problem. My head unit harness doesn't have
the blue remote one that the pioneer does. Is it right that i should splice the blue one i have to
another cable on the harness that makes it turn off with the ignition? If so any links on how to
do this? Pin 13, R. Will be installing a new aftermarket Double DIN headunit Probably a Sony ,
Thinking of getting the Nissan z Bose amplified adaptors with the steering wheel control
adaptors. Is this a case of plug and play? My only concern is the mention of the 4v output to the
Bose Amplifier. Does this mean the volume will be lower than the factory standard stereo
without the modification? Thanks in advance. The silver ring around the auto gear lever will pop
off with a trim removal tool and the the heater control panel will lift out, although it's a tight fit,
still being careful with the ribbon cable. This panel will lift of with the help of a trim removal tool
and then there is white plastic lock connector to remove. After removing the short connector for
the gauges at the top of the console there is another smaller white connector to remove on the
left hand side. This will easier to remove once the right hand side one has been done.
Everything else is the same. Sorry I didn't think of pics at the time but hopefully it is self
explanatory. You can post now and register later. If you have an account, sign in now to post
with your account. Paste as plain text instead. Only 75 emoji are allowed. Display as a link
instead. Clear editor. Upload or insert images from URL. Reply to this topic Start new topic. Prev
1 2 Next Page 1 of 2. Recommended Posts. Posted March 25, edited. Link to post Share on other
sites. Stutopia 4, Posted March 30, Posted March 30, Posted March 31, Posted April 1, Posted
April 2, Posted April 3, Posted April 4, Dz 6 Posted June 22, Posted June 22, Posted May 13,
Foo56 15 Posted July 31, Posted July 31, edited. Great guide! Also, are there any considerations
to make for DAB radio? Posted August 5, EzeePzee 41 Posted January 21, Posted January 21,
Elliot55 0 Posted February 6, Posted February 6, EzeePzee 41 Posted February 6, Elliot55 0
Posted February 10, Posted February 10, Have you connected the blue remote switch wire to the
hose amp harness? EzeePzee 41 Posted February 10, Yeah was just a case of cutting and
crimping them together, cheers for the help. NickC 12 Posted January 28, Posted January 28,
Join the conversation You can post now and register later. Reply to this topic Insert image from
URL. Followers 8. Go to topic listing. Sign In Sign Up. Kits are manufactured on-demand at time
of order. See: Shipping Lead Times. We've been listening to lots of feedback and have now
created a version that is painted with an interior trim color matched satin silver and produced as
a Plastic Injection Molded face plate. MK2 provides additional design updates complete with a
sturdy magnetic face plate that allows for easy access to the tablet installed in your dashboard.
This tablet is not included in the kit. We've pulled together a video to show the step-by-step
process of installing the MK1 Brainiac plastics into your Z which is no more difficult than
performing an aftermarket stereo installation. Workshop 12 aims to tackle the most important
items such as easy screen navigtion and media control. Tailor your system's experience the
way you want through multiple settings and expand your vehicle's integration with Brainiac
accessory support. The MK1. Create an incredible Have a question? Please ask us! Supported
Tablets. Layer the OEM pieces of your dashboard together with the Brainiac plastics for an
incredible fit! Most Nissan automobiles are equipped with CD players, which are connected to
the system radio on each car. One common problem with the Nissan CD player can occur when
your disc gets stuck in the player, and you may need to troubleshoot the system. You can do
this by forcing the disc out to get the player working again right away. Enter your Nissan and
insert your key in the ignition. Turn the key to the "Acc" position to activate your CD player.
Press and hold the Eject button for up to two or three minutes to attempt to force the disc out.
You can also do this while powering the disc on and off with the "Power" button. Press the
"Reset" button on the face of the player to attempt to force the disc out as the system resets.
This button is a small black indentation on the lower right of the face and must be pushed with a
pen or a paperclip. Insert a blank disc into the player slot and attempt to push the stuck CD
upwards into the ejecting slot. Do this while pressing the Eject button to force the disc out.
Matthew Fortuna is a full-time freelance writer with a journalism degree from Wayne State
University, living in the Detroit metropolitan area. Step 1 Enter your Nissan and insert your key
in the ignition. Step 2 Press and hold the Eject button for up to two or three minutes to attempt
to force the disc out. Step 3 Press the "Reset" button on the face of the player to attempt to
force the disc out as the system resets. With many radios in Nissan cars, codes are used to
program and utilize the stereo system's features. These radios are installed at the dealership in
most Nissan cars and the code can be entered from your driver's seat with no professional
equipment or prior experience. Setting codes can be done as often as necessary and allows you

to control your device. Obtain your vehicle's factory code from the dealership or your car's
owner's manual. Insert your key into the ignition and turn it to the "Accessories," or "ACC,"
position. Turn on the radio and wait about three minutes for the radio to stop playing without
the car's engine running. Hold down the "4" button on the keypad and a digit will appear on the
screen. Use the tuning button to scroll to the first digit in the code. Press "5" to confirm the digit
and use the tuning button to go to the next digit. Press "5" again and repeat the process for the
four-digit code. After the last "5" is entered, the code will be set and you can remove the key
from the ignition. Matthew Fortuna is a full-time freelance writer with a journalism degree from
Wayne State University, living in the Detroit metropolitan area. Step 1 Obtain your vehicle's
factory code from the dealership or your car's owner's manual. Step 3 Turn on the radio and
wait about three minutes for the radio to stop playing without the car's engine running. Step 4
Hold down the "4" button on the keypad and a digit will appear on the screen. References
Nissan: Manuals and Guides. Car radio wire diagram stereo wiring diagram gm radio wiring
diagram. Car stereo wiring diagrams car radio wiring car radio wiring colors car radio wire car
radio connections wiring diagram car radio wire colours. How to install car radio autoradio
wiring harness stereo installation. How to install car radio wires. Car radio install car wiring
diagrams wiring harness pinout connector diagram. Car stereo radio wiring diagram. How to
wire a car radio wiring diagram for car stereo. Car stereo wiring diagram radio installation head
unit. Car radio wire colors car audio wiring free radio wiring diagrams. Radio diagram wiring car
radio car radio wiring diagrams. Free car radio wires stock diagram. Car radio wiring colour
codes car radio speakers. Free Download. Circuit Diagram. Car Stereo Wiring. Car Manuals.
Service Manual. NISSAN Car Radio Stereo Audio Wiring Diagram Autoradio connector wire
installation schematic schema esquema de conexiones stecker konektor connecteur cable
shema car stereo harness wire speaker pinout connectors power how to install. Car radio.
Model autoradio. IC Amplifier. CD changer. MC68HC05B16 MC68HC05B6 ET 00 BP TI HAW PNM
CT PNU CD. PNU CH PNN LX Clarion PNN CK PNU CK PNL CT DAGF DGC PNV CH DGF PPT CT
PPH CK panel. PUU CK PUE CT PUU CH FIS A TAK x 2. MCT3 x 2. TAAH x 2. TAH x 2. S smd.
DAGF or PNF no display. MC68HC05B8 TDAB x 2. DG or DG TDA x 2. HAC0YW HC6XTW or
HAW ST72T85A5Q TDAA x 2. DY-A03 DY-A04 DY-A05 The car radio code is a security system
that protects your nissan radio from thieves, but if you remove the radio from your vehicle or
disconnect the battery, you will need to enter your nissan z unlock code so that the head unit
can operate again. If you have lost your nissan z radio code or bought a used car stereo, you
can still easily retrieve your code. The car radio code is indicated on many nissan models on a
small white sticker inside the glove box. The unlock code will be labeled "Anti-theft radio code".
Enter this code using the preset radio buttons of your nissan z radio. You will hear a beep and
then the radio will resume normal functions. If you do not find your nissan z radio code in the
glove box, do not worry. You can still recover it. But first you will need the serial number of your
nissan z radio. So here is how:. So we'll start by making sure that the car's engine is shut down.
You must now have the car radio release keys for the first step. With these car radio removal
tools, you will remove the outer cover of your nissan z radio. Now, simply pull the outer cover
with these extraction keys. I always recommend using proper tools to remove the nissan z car
radio. Many people do not have the car radio extraction tools at home, but these removal tools
are relatively cheap and you can order them from amazon. When you remove the nissan z radio
from the car without using the extraction keys, do not rush to remove it. You could break the
outer plastic or even damage the car stereo wiring. You must use the extraction keys
simultaneously and push them in both sides of the nissan z radio to extract it. This is a simple
process and you can easily remove the external cover. Be careful not to damage you. Now that
the external cover of your nissan z radio is removed, you can see the plastic inside. You can
easily remove the inner plastic with your hands. Now, you just have to push up and down, then
remove the inner plastic. Normally, it comes out easily, you have to be careful and slow to avoid
breaking frames. You can still use two extraction keys and put them at the corners of the radio
frames and pull the frame by exerting pressure on the extraction keys. If it still does not work,
you will have to remove the metal that holds it inside. To remove the metal clamps that keep
your nissan z radio from getting stuck in one position, you will need two clamps. Hold the
corners of the frames with these pliers and pull them out slowly. Very carefully, remove it by
holding the two forceps firmly with your hands. You will need to remove it using both forceps
simultaneously. When pulling it, make sure it is straight, otherwise it could break or get stuck. I
always recommend following the instructions in the instruction manual supplied with your
nissan radio. You can find thousands of guides in how to remove nissan radio using Youtube or
google if you want to take care of this task yourself. You can find this serial number on the
anti-theft identification card that is usually placed in the glove box at the time of purchase.
There are different types of nissan serial numbers, or as called sometimes the "security code".

These are located on the top or side of the car stereo box or printed on the label. As the
example shows, this is the information needed to generate the correct car radio unlocking code
for you. An example of this would be "CL", Please see the images below for reference. The
serial number is sometimes printed in the metal case, as indicated by the serial number of this
nissan radio. It is essential to ensure that all numbers and letters are correct in order to get the
correct unlock code for your nissan radio. Once you have the information you need, get your
nissan z unlock code by filling out the form above with serial number and email address. Almost
all nissan radio codes consist of 4 to 5 digits. This is done by pressing the preset radio buttons
corresponding to the code numbers. So the exact process for entering a nissan car radio code
varies from one situation to another. But in most times, you will use the volume or tuner buttons
to select numbers, then click the home button or press another button to advance. It is
important to know what you are doing before enter the nissan z radio unlock code. We provide
unlock codes for nissan radio models. Since the launch of this service, more than customers
have already received their nissan radio unlocking code. It is not important if it is an old nissan
radio, or one of the last versions, with the excellent service that we provide, you will find a
solution to get your nissan z radio code quickly and officially. You do not need to send us your
radio, just provide us with the serial number of your car stereo and we will quickly deliver your
nissan radio unlock code. The radio code is indicated on many nissan z models on a small
white sticker inside the glove box. If you do not find your nissan radio code in the glove box, do
not worry. So here's how:. Before ordering your nissan z radio unlock code, be sure to follow
our checklist of requirements:. You can also get your car radio code fo all nissan models
available in our car stereo database and unlock your nissan radio instantly for free. Instant free
radio code. Email : support instant-radio-code. How to get Nissan z radio code? Why should
you use the car radio release keys to remove the nissan z radio? Then you will need the serial
number nissan z to retrieve your car radio code. All Nissan Models :. You can also get your car
radio code fo all nissan models available in our car stereo database and unlock your nissan
radio instantly for free Select your nissan model Get your car stereo code! Free Volkswagen
radio code. Free Nissan radio code. Free Ford radio code. Free Honda radio code. Free Dodge
radio code. Free Nissan Qashqai radio code. Free Jeep Wrangler radio code. Free Hyundai I20
radio code. Free Seat Ibiza radio code. Free Holden radio code. Are you ready to get your free
car radio code! More than Get your radio code now! All Nissan Models. Nissan Interstar Combi.
Nissan Interstar Minibus. Nissan Primastar Avantour. Nissan Primastar Combi. Nissan Pulsar
Business. Choose Your Option. We offer an industry leading 1-year warranty on every part type
we sell. All of our engines and transmissions carry a 1-year warranty with optional extensions
up to 2 additional years. Claims on engine warranties are limited to manufacturer defects in the
pistons, heads, block, crankshafts, rockers, and oil pumps. Though additional parts and
accessories may be attached upon purchase, coverage does not extend to sensors, switches,
cables, electronics, belts, hoses, water pumps, or manifolds, nor damage caused through
overheating or improper lubrication. Due to the COVID pandemic, your order may arrive later
than expected so please allow an extra few working days for your order to arrive. We can ship
anywhere in the 48 contiguous U. We do not require a core charge or a return of the old part or
engine. The more local you shop, the more you save off the shipping cost. It typically takes us
approximately business days to process a credit back to your account and business days for
the credit to appear on your account. Note all returns and cancellations require a prior
authorization. Terms : All returns and cancellations may be subject to shipping charges, unless
caused by our error or cancelled by the customer prior to shipping. No returns without prior
authorization from the Supplier see Contact Us page. Replacements : It is company policy that
we receive the original auto part back before sending you a replacement auto part. The original
auto part must be returned using the provided shipping label. The shipping cost for both the
original and the replacement auto part is a cost attributed to the shipper at hand. Note, if these
auto parts are not shipped back to the supplier within 30 days of the delivery date of the
replacement part, the buyer's credit card is subject to a recharge for the initial cost of the
original auto part minus the initial shipping cost If you have any questions about the shipping
back of the original part, please contact customer service team at Press 2 for Returns open
Monday-Friday pm EST Or email cs allusedparts. Disclaimer : -Some of our units used engine,
transmission, axle, etc. They will need to be replaced before installation. Common items that are
not guaranteed include but not limited too nuts, bolts, links, seals, bushings, ball joints,
brackets, bezels, wiring, cables, sensors and other applicable items depending on the part. If
they are not serviceable, such as a pressed-in ball joint, they will be guaranteed. The purchased
item may need to be repainted, refinished, or reupholstered for proper color match. Technical
Questions? Contact the webmaster. Shopping Cart: Items. Contact Us. Order Tracking. Verify
Your Part Expand. Select Part Select Make Select Model Select Year Filters 9 Items. Price

Mileage Nearby. Description Warranty Shipping Returns. This is an original used OEM Radio
that's guaranteed to fit a Nissan Z with the applicable vehicle manufacturer's specifications.
Nationwide Shipping: Due to the COVID pandemic, your order may arrive later than expected so
please allow an extra few working days for your order to arrive. More Details Less Details.
Update Your Location. These stereos are not economically repairable. DIY repairs for specific
models and problemss are in work. Service Bulletin - Bass sounds too loud or "over boosted"
when driving. Car Stereo Removal. Try disconnecting one of the battery terminals for several
minutes then reconnect. This may act as a "Reset" and bring the changer back to working
condition. Six CD Changer does not work properly or has Err code, will not eject or load.
Service Bulletin - Bass sounds too loud or "over boosted" when driving and listening to the
audio system. Rumble through speakers or no output. Purchase online replacement. CD
changer jammed, will not eject or accept CD's. Try a reset before thinking of repair - disconnect
the negative battery terminal for 5 minutes and reconnect, this can reset minor misalignments
or glitches in communication. Static from speakers, poor audio quality, check amplifier. Six CD
changer jammed, will not accept or eject CD's, gears sound like grinding and other problems.
Aux-jack broken. Otherwise, repair is needed. Car Stereo Removal Video. CD works, radio does
not work. No Display. Repair - Poor solder on front face pcb. Intermittent or no CD, on with no
audio, no display, no power, cassette cycles or attempts to eject without cassette. Erratic or
scratchy volume control? See DIY Repair. Intermittent or no CD, unit powers up with no audio,
no display, no power, cassette cycles or attempts to eject without cassette inserted and may
drain car battery. Parts no longer available. We no longer repair this car stereo. Too many
problems to mention, suggest upgrading to a newer stereo. This will require a wire harness
adaptor for direct plug in. Front speakers or rear speakers do not work or are intermittent. NO
longer repair Nissan stereos. See Help for stereo CodE, removal, installation, replacement,
repair and more. Maxima stereo without dash panel. This may act as a "Reset". Single CD player
will not accept CD, will not eject, or gears grind. Rumble through speakers or no output,
suggest online replacement. Defective amplifier, circuit board or both. NO longer repair
following Nissan stereos. Intermittent or no CD, unit powers up with no audio, no display, no
power, volume control does not work or is erratic, cassette cycles or attempts to eject without
cassette inserted and may drain car battery. Parts no longer available - We Do Not Repair this
stereo. Many problems, suggest upgrading to a newer factory stereo. Nissan Maxima - Power
Ant. Try disconnecting one of the battery terminals for 15 minutes then reconnect. No audio but
all stereo functions work, you may have seen smoke from the dash or an electrical burn smell
when this problem occurred. See Do It Yourself Repair. Single CD player CD Err, grinding of
gears, will not play, will not eject and several other common problems. Try disconnecting one of
the battery terminals for several 15 then reconnect. No Display, intermittent or no CD, unit
powers up with no audio, no display, no power, volume control does not work or is erratic,
cassette cycles or attempts to eject without cassette inserted. NOTE - Speakers sound
distorted? Probably bad speakers. Visually inspect speaker for deteriorated, ripped or torn foam
surround. See Aftermarket Speaker Installation video for instructions for visual inspection of
speakers, click Here. Note - There are several configurations for location and mounting in the
Pathfinder for these amplifiers. Single CD player will not eject or play CD's, no volume, volume
level changes in display when rotating knob, erratic volume, loud volume from one or more
speaker and unable to control. CD player will not play, will not eject or will not accept CD.
Repair rate. Audio cuts in and out some or all speakers, or some speakers do not work. Six CD
changer CD Err, grinding of gears, will not play, will not eject and several other common
problems. CD player ejects but does not play, clicks, does not eject, Err 2, CD player seems
jammed. CD shows "Err", skips, does not operate properly. We no longer support repair of this
Sony CD changer. Bose speakers snap, crackle, pop, sizzle, have high pitch squeal, sound
distorted, low or no output. Many problems, parts no longer available for repair. The following
car stereos are only a list of common problems and possible Do It Yourself repairs. Note - For 6
CD Changers , before repair, disconnect one of the vehicle's main battery terminals for several
minutes then reconnect. This can reset the CD changer and bring it back to working. Otherwise
this is a repair issue. Touch screen termittent, touch screen does not work or display cracked.
Car Stereo Removal Model Numbers. Single CD player skips or will not play CD's. These Nissan
Altima's can also have defective speakers. See our video for "Aftermarket Speaker Installation"
for the visual inspection of defective speakers section, click Here. Nissan Altima - Power
Antenna - Bent or broken power antenna mast, will not extend or retract fully, antenna motor
runs with improper mast movement. Nissan Armada. This may act as a "Reset" and bring the
changer back to working. Nissan Cube. CD player, will not accept, eject or play CD's. Nissan
Frontier. We have seen this unit in shop for No Audio. Blown output IC. Single CD player clicks,
will not eject, or play CD's. Intermittent audio, CD changer error, will not eject, accept or play

CD's. Single CD player repair, will not accept CD, will not eject, or gears grind when attempting
to load or eject. No audio from subwoofer, amplifier, suggest online replacement. Single CD
Player , CD skips, sounds scratchy, CD does not operate properly, CD does not work properly
or intermittent, no or intermittent volume control and steering wheel controls still work only , no
or intermittent display. Subwoofer no or intermittent audio. See our removal instructions. No
display or intermittent. Car stereo dead, on with no sound, intermittently has sound, will not
turn on, then it will turn on and work fine for a short while, sometimes longer , no tape or ejects
on it's own, tape mechanism attempts to eject without tape, no CD or a combination of these
listed problems. Upgrades are available, call for pricing. Rumble through speakers or no output,
online replacement. No Display, intermittent or no CD, unit powers up with no audio, no display,
no power, volume control does not work or is erratic, cassette cycles or attempts to eject
without cassette inserted Erratic or scratchy volume control? Both silver amplifiers are bolted
to the top of the package shelf. Disconnect one or the other by releasing trigger on plug to
determine which is defective. This is a dual media car stereo. Steering wheel and rear controls
are incorporated in this car stereo. No or intermittent display, volume control erratic. Errat
siren wiring diagram
body part clip art
ford escort 1997 manual
ic volume control, see DIY Repair. Single CD player Aux-in jack broken, erratic or no display
repair. Audio cuts out? Open trunk, check connections at speakers on rear deck. In some cases,
something put into the truck has dislodged the connector at the speaker. The braided wire from
connector into speaker touches metal frame of speaker, shorts and causes output from stereo
to go into protection mode and shut down. No output. This is usually a car stereo problem. We
no longer repair this Clarion CD changer. No display but car stereo has audio, or no display with
no audio, display with no audio, tape functions incorrectly or not at all. We have seen many
problems with the Active Systems. No audio, no audio at front speaker, no audio at rear
speakers, usually defective amplifier. Rear speaker amplifier may be located under car stereo
while front speaker amplifier may be located behind rear panel on passenger side. Both front
and rear amplifiers located behind rear panel on passenger side.

