Craftsman dlt 3000 parts diagram

Mine came with an I have used this thing every spring and summer since I bought it and
miscellaneous things like hauling a little trailer for yard work and trash. I have accidentally hit a
tree stump stopping the whole tractor including the engine immediately. I thought I completely
screwed up the engine because when I mean it stopped it really stopped; no wind-down,
nothing. I backed it off the stump, cranked her right up and it was like nothing happened. This
thing has been put to work, and yes I do maintain my tractor but the only things I ever replaced
on this were the battery, blades, oil and filter, fuel filter, drive belts, mandrel belts, air filters and
a mandrel that got messed up somehow. Literally everything else is still the same: tires, light
bulbs that still work , transmission, springs, mower deck etc.. All in all this thing has been a
cheap maintenance tractor for what this thing is. The cons I listed are probably the only 2 things
that are 'non-functional' items I can think of which is the reason I have 4 stars on features. The
seat doesn't leave quite enough room for bigger guys to fit behind the steering wheel
comfortably. Other than that. I'm buying another Craftsman if they don't sell the brand name and
disappear. Have not had a problem with it. It runs well. I usually use it without the grass
catchers, but sometimes when I do, I have a little trouble attaching the plastic discharge tube to
the discharge opening on the deck. The plastic may be warped from storage in a hot metal
storage building. I have never had a problem with it. I replaced the battery when I got it, and
since then, have done routine maintenance, including adjusting the overhead valves It has
hydrostatic transmission, which is a plus for hilly terrain. The tires and weights are to help
negotiate the many hills that I cut. It has started flawlessly and performed well. The only
drawback that I can think of is the light-weight factory hitch which bent when I backed up an
weighted aerator into place for storage thus, the new HD hitch. I have a stock lawn tractor it's a
Craftsman My headlights power on only when the engine is running. So now I want to put fog
lights and design a switch to turn on the lights without the engine running. Can you please tell
me what kind of switch and gauge wire to use to install the lights. Any help will be appreciated.
Home Forums Reviews Articles Store. Craftsman DLT There is no description for this item in
our database. You may add one here. There are no photos for this item in our database. You
may upload one here. Build Quality. There are no specifications for this item in our database.
You may contribute specifications here. Reviews Posted. Sort by Highest Rating Highest Rating.
Displaying 1 - 5 of 5 items. Great Mower For The Price. Model year: Date Purchased: Number of
Hours: Cons: Sometimes hard to attach discharge tube. Cons: Attaching grass chute to deck
could be a little easier. Good mower with plenty of power. Cons: Hitch too light. Cons: Please
help. Load More. Quick Links. Add Your Review. Highest Rated List. Most Popular List. Contact
Us. Subcompact Tractors. Under 25 HP Tractors. Over HP Tractors. Construction Equipment.
Vintage Tractors. Articulated Tractors. Zero Turn Mowers. ATVs and Utility Vehicles. Quick
Finder. Other trademarks on this page are the property of their respective owners. Sears,
Roebuck and Co. A Visit our Craftsman website: Back Cover. Sears will also provide free labor
for these applicable warranted parts for the two full years. During the first 30 days of purchase,
there will be no charges to service the product at your home for issues covered by this
warranty. See exclusions below. For your conve- nience, IN HOME warranty service will still be
available after the first 30 days of pur- chase, but a trip charge will apply. This charge will be
waived if the Craftsman product is dropped off at an authorized Sears location. This warranty
applies only while this product is within the United States. In general, fuel should be used within
30 days of its pur- chase date. During the first 30 days of purchase, there will be no charges to
replace the battery at your HOME. After the first 30 days, for your convenience, IN-HOME
warranty service will still be avail- able but a trip charge will apply. This battery warranty applies
only while this product is within the United States. This warranty gives you specific legal rights,
and you may also have other rights, which vary, from state to state. Failureto observe the
followingsafety instructionscould result in serious injury or death. Avoid discharging porting,
adjustingor making repairs, material against a wall or obstruction. Stop the blades when crossplug. Use common sense when towing. Always turn off blades, Operate only at the lowest
possible speed set parking brake, stop engine, and when on a slope. Too heavy of a load,
remove keys before dismounting. Wash hands after handling. Keep clear riding mower safely
enough to protect of the discharge opening at all times. Stop machine if Do not allow the mower
deck to plow anyone enters the area. Clean any oil or fuel spillage before operating or storing
the lutely necessary. Always look down machine. Allow machine to cool before and behind
before and while backing. They may fall off and controland tip-overaccidents,which can be
seriously injured or interfere with result in severeinjury or death. Opera- safe machine
operation. Children who tion on all slopes requiresextra caution. If have been given rides in the
past may you cannot back up the slope or if you feel suddenly appear in the mowing area for
another ride and be run over or uneasy on it, do not mow it. Uneventerrain machine. Tires may
hitch designed for towing. Do not at- lose traction. Do not make sudden and loss of control. Do

no use on steep To avoid personal injury or property slopes. Gasoline is extremely flammable
putting your foot on the ground. The machine could and other sources of ignition. Allow engine
to Tragic accidents can occur if the operator cool before refueling. Never assume tainer where
there is an open flame, that children will remain where you last spark, or pilot light such as on a
water saw them. If this is not possible,then other debris build-up. Clean oil or fuel refuelsuch
equipmentwith a portable spillage and remove any fuel-soaked container,rather than from a
gasoline debris. Allow machine to cool before dispensernozzle. Repair, if neces- all times until
fueling is complete. Do sary, before restarting. Replacegas the discharge guard frequently and
cap and tightensecurely. Ad- the equipment is in safe working condi- just and service as
required. Stop machine if anyone enters the area. Always look down you will not have to stop or
shift while and behind before and while backing. They may fall off and a slope. If the tires lose
traction, dis- be seriously injured or interfere with engage the blades and proceed slowly safe
machine operation. Children who straight down the slope. Other states Capacity Unleaded may
have similar laws. Federal laws apply and Type: Regular on federal lands. CCA: hassle and
expense. Sears or other qualified service center. Please read and retain this manual. The Once
you purchase the Agreement, a instructions will enable you to assemble simple phone call is all
that it takes for you and maintain your tractor properly. Always to schedule service. Purowner's manual. If a spark arrester is used, it home appliances, garage door openers, should be
maintained in effective working water heaters, and other major home order by the operator.
Wheel Adapter Steering Steering. To ensure safe and proper operation of your tractor all parts
and hardware you assemble must be tightened securely. Use the correct tools as necessary to
insure proper tightness. Remove all accessible loose parts and parts boxes from carton. Cut
along dotted lines on all four pan- els of carton. Remove end panels and lay side panels flat.
Check for any additional loose parts or cartons and remove. Slide extension shaft onto lower
steer- staples in skid that may puncture tires ing shaft. Place tabs of steering boot over tab slots
in dash and push down to secure. Position front wheels of the tractor so 1. Remove adjustment
knob and flat they are pointing straight forward. Remove steering wheel adapter from packing
and set aside for assembly of steering wheel and slide adapter onto seat to tractor. Pivot seat
upward and remove from 5. Position steering wheel so cross bars the cardboard packing.
Remove the are horizontal left to right and slide cardboard packing and discard. Place seat on
seat pan so head of 6. Push down on seat to engage shoulder 7. Snap steering wheel insert into
center bolt in slot and pull seat towards rear of of steering wheel. Remove protective materials
from trac- 5. Pivot seat and pan forward and as- tor hood and grill. Do not tighten. Lowerseat
into operatingpositionand sit in seat. NOTE: You may now roll or drive your 7. Slide seat until a
comfortableposition tractor off the skid. Follow the appropriate instruction below to remove the
tractor is reachedwhich allows you to press from the skid. Get off seat without movingits adjusted position. Raise seat and tightenadjustment Operation section for location and
knobsecurely. Press lift lever plunger and raise attachment lift lever to its highest po- sition.
Seat 2. Roll tractor forward off skid. Remove banding holding deflector shield up against tractor.
Be sure tractor is in a well-ventilated area. Lift hood to raised position. NOTE: If this battery is
put into service 1. Be sure all the above assembly steps after month and year indicated on label
have been completed. Check engine oil level and fill fuel tank battery for minimum of one hour
at with gasoline. Place freewheel control in "trans- section of this manual for charging instrucmission engaged" position. See "TO tions. Place motion control lever in neutral N position.
Press lift lever plunger and raise attachment lift lever to its highest posi- tion. Start the engine.
After engine has started, move throttle control to idle position. Release parking brake. Slowly
move the motion control lever forward and slowly drive tractor off skid. Apply brake to stop
tractor, set parking brake and place motion control lever in neutral position. Turn ignition key to
"STOP" position. Cor- wish to assure that you receive the best rect tire pressure is important for
best performance and satisfaction from this cutting performance. Minimum 1 hour at 6 amps.
Tires must be properly inflated in the Service and Adjustments section for leveling. Verify that
the belts are v" Check mower and drive belts. Be sure routed correctly. After you learn how to
operate your trac- v" Check wiring. See that all connections tor, check to see that the brake is
properly are still secure and wires are properly adjusted. While learning how to use your tractor,
pay extra attention to the following important items: v" Engine oil is at proper level. Operate
them before you start the engine. Learn and understand their meaning. Save this manual for
future reference. Lift Lever Plunger. Light Switch "'-. Freewheel Control Parking Brake Lever.
Our tractors conform to the safety standards of the American National Standards Institute.
Always wear safety glasses or eye shields while operating your tractor or performing any
adjustments or repairs. We recommend standard safety glasses or a wide vision safety mask
worn over spectacles. When engine NOTE: Under certain conditions when is running, any
attempt by the operator to leave the seat without first setting the tractor is standing idle with the

engine run- parking brake will shut off the engine. To eliminate this pos- down and hold. Pull
parking brake lever up and release tractor on grass areas. Brake "Engaged" 2. Pedal Position 3.
For healthier and better look- tion, before stopping, may cause engine to ing lawns, mow often
and after moder- "backfire". Always remove key when over 6 inches in height should be leaving
tractor to prevent unauthorized mowed twice. Make the first cut rela- use. Gauge wheels then
keep the deck in proper position to help prevent scalping in most terrain conditions. NOTE:
Adjust gauge wheels with tractor on a flat level surface. Repeat for opposite side, installing will
shut off the engine unless the ignition gauge wheel in same adjustment hole. Turning the ROS
Mountinc "ON", to allow reverse operation with the attachment clutch engaged, should only be
done when the operator decides it is necessary to reposition the machine with Locknut the
attachment engaged. Do not mow in reverse unless absolutely necessary. Move motion control
lever to neutral. With engine running, turn ignition key Your tractor is equipped with an operator
counterclockwise to ROS "ON" posi- presence sensing switch. Any attempt tion. Look down
and behind before backing engine running and the attachment clutch up. You must 4. Slowly
move motion control lever to remain fully and centrally positioned in the reverse R position to
start movement. When use of the ROS is no longer or cutting off when operating your equipneeded, turn the ignition key clockwise ment on rough, rolling terrain or hills. Select desired
height of cut. Start mower blades by engaging at- tachment clutch control. Use the slope
mended by and comply with specifications guide at the back of this manual. Too heavy ing up
or down hills. Check engine oil with tractor on level position. Do not overfill. Use fresh, clean,
regular 1. Raise attachment lift to highest position with attachment lift control. Use of leaded
gasoline will 2. Pull freewheel control out and down increase carbon and lead oxide deposits
into the slot and release so it is held in and reduce valve life. Do not mix oil the disengaged
position. Do not store, spill or use gasoline Transmission Engaged near an open flame.
CAUTION: Alcohol blended fuels called gasohol or using ethanol or methanol can attract
moisture which leads to separation and formation of acids during storage. Acid- ic gas can
damage the fuel system of an engine while in storage. To avoid engine problems, the fuel
system Transmission Disengaged should be emptied before storage of 30 days or longer. Drain
the gas tank, start NOTE: To protect hood from damage the engine and let it run until the fuel
lines when transporting your tractor on a truck and carburetor are empty. Use fresh fuel or a
trailer, be sure hood is closed and next season. See Storage Instructions for secured to tractor.
Use an appropriate additional information. When starting the engine for the first time Before
driving the unit in cold weather, or if the engine has run out of fuel, it will the transmission
should be warmed up as take extra cranking time to move fuel from follows: the tank to the
engine. Be sure the tractor is on level ground. Be sure freewheel control is in the 2. Place the
motion control lever in transmission engaged position. Release the parking brake 2. Allow one
minute for transmission to 3. Place motion control lever in neutral warm up. This can be done
during N position. Move throttle control to choke position. Insert key into ignition and turn key
the carburetor fuel mixture may need to clockwise to start position and release be adjusted for
best engine performance. If the manual. If engine still does not start, move the throttle control
back to the transmission be purged before operating tractor for the first time. This procedure
will choke position and retry. If the engine does not ation before operating the tractor. Place
tractor safely in an area that is allow it to warm up for one minute using flat for approximately 80
feet in front of the choke as described above. Sitting in the tractor seat, start engine. With 7.
Slowly move motion control lever to to fast position. This may require an full forward position
and hold for five engine warm-up period from several 5 seconds, or approximately 40 feet. After
the tractor moves approximately 20 feet in reverse return the motion control lever to the neutral
N position. Repeat this proce- dure three 3 times. Your transmission is now purged and now
ready for normal operation. Have the cut area to the right of the trac- tor. This will result in a
more even distri- bution of clippings and more uniform cutting. After one or two rounds, mow in
the opposite direction making left hand turns until finished. Make first cut relatively high; the
second to the desired height. Wet grass will plug mower and leave undesir- able clumps. Allow
grass to dry before mowing. Regulate ground speed by selecting a low enough gear to give the
mower cutting performance as well as the quality of cut desired. Check V-Belts if. Change
Engine Oil with oil filter Ill1,2 If. Replace Fuel Filter 1 - Change more often when operating under
a heavy load or 3 - Replace blades more often when mowing in sandy soil. Do not overtighten,.
To receive Zerk Zerk full value from the warranty, operator must maintain tractor as instructed
in this manual. Check engine oil level. Check brake operation. Viscous lubricants will attract 3.
Check tire pressure. Check operator presence and self-lubricating bearings. If you feel they
ROS systems for proper operation. Check for loose fasteners. Replace bent or damaged blades.
Raise mower to highest position to al- objects and other hazards that may low access to blades.
Remove blade bolt, lock washer and NOTE: To seal tire punctures and prevent flat washer

securing blade. Install new or resharpened blade may be purchased from your local parts with
trailing edge up towards deck as dealer. Tire sealant also prevents tire dry shown. Be sure
operator presence and reverse 4. Reassemble blade bolt, lock washer and flat washer in exact
order as operation systems are working properly. If shown. Tighten blade bolt securely Ft. Do
not attempt any attempt by the operator to go into to sharpen while on the mower. When using a
cone balancer, follow the instructions supplied with 19 balancer. The lobes of the center hole
may pings and other materials. To prevent appear to be centered, but are not. If either end of the
and fluid maintenance is not required for blade moves downward, sharpen the the life of the
transaxle. Should the trans- heavy end until the blade is balanced. The belts are not adjustable.
Your tractor has a battery charging system which is sufficient for normal use. Do not attempt to
open or remove caps or covers. Adding or checking level of electrolyte is F 0 30 32 40 60 80
Remove terminal guard. Check your engine oil level more frequent- 2. Change the oil after every
50 hours of op- 3. Rinse the battery with plain water and eration or at least once a year if the
tractor dry. Clean terminals and battery cable ends Check the crankcase oil level before starting
with wire brush until bright. Coat terminals with grease or petro- operation. Do not attempt to
clean fan or transmis- sion while engine is running or while the 1. Be careful transmission is
hot. To prevent possible not to allow dirt to enter the engine damage to seals, do not use high
pressure when changing oil. Align tabs on cover with slots in blower housing and replace
cover. Hook handle on cover and push down Closed on handle to close. They may cause
deterio- ration of the cartridge. Do not oil car- tridge. Do not use pressurized air to clean
cartridge. Unlock drain valve by pushing inward slightly and turning counterclockwise. To open,
pull out on the drain valve. Remove the drain tube and replace the --I Cartridge cap onto the end
of the drain valve. Refill engine with oil through oil fill dip- stick tube. Pour slowly. For accurate
reading, Slots tighten dipstick cap securely onto the tube before removing dipstick. Tighten cap
onto the tube securely when finished. Clean with a wire brush or Replace the engine oil filter
every season compressed air to remove dirt and stub- or every other oil change if the tractor is
born dried gum fibers. Remove blower housing and dirty air filter. Replace pre-cleaner after
clean area shown to prevent overheating every 25 hours of operation or every and engine
damage. Service paper cartridge every hours of operation or every season, whichever occurs
first. Air Screen Clean out chaff and debris Service air cleaner more often under dusty
conditions. Pull up on air filter cover handle and rotate towards engine. Remove cover. Carefully
remove air filter cartridge and pre-cleaner from base. Clean base carefully to prevent debris
from falling into carburetor. NOTE: If very dirty or damaged, replace cartridge. Place new
pre-cleaner and cartridge firmly in base. Water in en- section of this manual. Use compressed
air or a leaf blower to remove grass, leaves and The fuel filter should be replaced once trash
from tractor and mower. If fuel filter becomes clogged, obstructing fuel flow to carbu- retor,
replacement is required. With engine cool, remove filter and plug fuel line sections. Place new
fuel filter in position in fuel line with arrow pointing towards carbu- retor. Be sure there are no
fuel line leaks and clamps are properly positioned. Immediately wipe up any spilled gaso- line.
Turn ignition key to "STOP" and remove key. Make sure the blades and all moving parts have
completely stopped. Disconnect spark plug wire from spark plug and place wire where it cannot
come in contact with plug. Slide mower out from under trac- Mower will be easier to remove
from the tor. GAGED" position. Move attachment lift lever forward to the clutch spring Into
square hole in frame. Roll belt off engine pulley. Remove small retainer spring, and 1. Raise
attachment lift lever to its highest remove clutch spring off pulley bolt. Remove large retainer
spring, slide 2. Slide mower under tractor with deflec- collar off and push housing guide out tor
shield to right side of tractor. Lower lift lever to its lowest position. Disconnect anti-sway bar
from chassis 4. Connect front links to mower deck and bracket by removing retainer spring.
Disconnect suspension arms from rear 5. Connect suspension arms to rear deck brackets by
removing retainer deck brackets and secure with retainer springs. Disconnect front links from
deck by 6. Connect anti-sway bar to chassis removing retainer springs. Small Retainer Spring
Clutch Spring. Clutch Engine S Pulley. Retainer Front Link Spring. Install belt onto engine
pulley. Make sure against trunnion on both front links. Tighten manual. If tires are over or
underinflated, nut "E" on both front links an equal num- you will not properly adjust your
mower. Both Fron,t Links Should be. Bottom edge Bottom edge of of mower to mower to
ground. Nut "F". Arm Trunnion O. Lift Link If the following front-to-back adjust- ment is
necessary, be sure to adjust both The mower blade drive belt may be re- front links equally so
mower will stay level placed without tools. Park the tractor on side-to-side. Engage parking
brake. Work belt off both mandrel pulleys and Check adjustment on right side of trac- idler
pulleys. Measure distance "D" directly in front 3. Pull belt away from mower. Road test tractor
for proper stopping 1. Work belt around both mandrel pulleys distance as stated above.
Readjust and idler pulleys if necessary. If stopping distance is 2. Make sure belt is in all pulley

grooves still greater than five 5 feet in highest and inside all belt guides. Install mower See "To
Install Mower" sary. Replace brake pads or contact a in this section of this manual. If tractor
requires more than five 5 feet to 1. Park tractor on a level, dry concrete or 3. Pull belt slack
toward rear of tractor. Carefully remove belt upwards from 2. Disengage transmission by
placing transmission input pulley. Remove belt from center span keeper engaged" position. Pull
freewheel con- and pull belt away from tractor. The rear wheels must lock and skid when 1.
Carefully work new belt down onto the you try to manually push the tractor for- input pulley. If
the rear wheels rotate, the brake 2. Slide belt into the center span keeper. Pull belt toward front
of tractor and roll be replaced. Make sure belt is in all pulley grooves down and engage parking
brake. Measure distance between brake oper- 6. MOWER" in this section of manual. Retighten
jam nut against nut "A". Engage transmission by placing freewheel control in "transmission
engaged" position. Tighten securely. Loosen adjustment bolt in front of the 1. Block up axle
securely. Remove axle cover, retaining ring and 2. Start engine and move motion con- washers
to allow wheel removal rear trol lever until tractor does not move wheels have a square key - Do
not lose. Repair tire and reassemble. Insert 4. While holding motion control lever in square key.
Replace washers and snap retaining 5. Move motion control lever to the neu- ring securely in
axle groove. Replace axle cover. Tighten adjustment bolt securely. NOTE: To seal tire punctures
and prevent NOTE: If additional clearance is needed flat tires due to slow leaks, purchase and to
get to adjustment bolt, move mower use tire sealant from Sears. Tire sealant deck height to the
lowest position. After above adjustment is made, if the tractor still creeps forward or backward
Washers while motion control lever is in neutral Retaining Ring position, follow these steps: 1.
Loosen the adjustment bolt. Axle Cover 2. Start engine and test. Keep sparks, flame Gate and
smoking materials away from bat- teries. Always wear eye protection when around batteries. If
your battery is too weak to start the Adjustment engine, it should be recharged. If "jumper
cables" are used for emergency 8. Close terminal access doors. Close hood. The other vehicle
Hex Bolt must also be a 12 volt system. Do not use Keps Nut! Terminal Guard :, egative Black 3.
Raise hood. BLACK cable first from chassis and 2. Pull bulb holder out of the hole in the. RED
cable last from both batteries. Replace bulb in holder and push bulb holder securely back into
the hole in the backside of the grill. See electrical wiring diagram in the Repair Parts section.
The fuse holder is located terminals by allowing a wrench or any behind the dash. Positive
terminal must be connected 2. Unsnap headlight wire connector. Stand in front of tractor. Grasp
hood at grounding. When replacing hood, be sure to re- 3. Install new battery with terminals in
same position as old battery. Reinstall terminal guard. Connector 7. Air cleaner assembly must
be assem- repair establishment or individual. Warranty bled to the carburetor when making
repairs must be performed by an authorized carburetor adjustments. Check adjustment as
described section of the manual. If adjust- 1. Start engine and allow to warm for five ment is
necessary, proceed as follows: minutes. Make final adjustments with 1. Slowly move lever from
choke to 2. Move throttle control lever to slow posi- fast position. With finger, rotate and hold
throttle 2. Check that holes "A" in governor lever against idle speed screw. Turn control lever
and hole in governor plate idle speed screw to attain RPM. If holes "A" are not aligned, 3. While
still holding throttle lever against loosen clamp screw and move throttle idle speed screw, turn
idle mixture cable until holes are aligned. Tighten valve full travel clockwise then coun- clamp
screw securely. Move throttle control lever from slow to fast position. High speed stop is factory
adjusted. It is equipped with an idle not adjust or damage may result. Overspeed- limits allowed
by the cap. Do not attempt ing the engine above the factory high to remove the limiter cap. The
limiter cap speed setting can be dangerous. If you cannot be removed without breaking the
think the engine-governed high speed adjusting needle. However, minor adjustment necessary
adjustments. Also, alcohol age at the end of the season or if the trac- blended fuels called
gasohol or using tor will not be usedfor 30 days or more. Acidic gas can dam- where fumes may
reach an open flame age the fuel system of an engine while in or spark. Allow the engineto cool
before storage. When mower is to be stored for a products in the fuel tank or permanent period
of time, clean it thoroughly, remove damage may occur. NOTE: Fuel stabilizer is an acceptable
1. Add manual. Inspect and replace belts, if necessary age container. Always follow the mix
ratio See belt replacement instructions in found on stabilizer container. Run engine the Service
and Adjustments section of at least 10 minutes after adding stabilizer this manual. Lubricate as
shown in the Maintenance buretor. Do not empty the gas tank and section of this manual.
Inspect moving Drain oil with engine warm and replace parts for damage, breakage and wear.
Remove spark plug s. Replace with new spark plug s. Do not use plastic. Plastic cannot
concrete or damp surfaces. Will not start 1. Out of fuel. Fill fuel tank. Operation section. Engine
flooded. Wait several minutes before attempting to start. Bad spark plug. Replace spark plug.
Dirty air filter. Dirty fuel filter. Replace fuel filter. Water in fuel. Empty fuel tank and carbure- tor,
refill tank with fresh gas- oline and replace fuel filter. Loose or damaged wiring. Check all

wiring. Carburetor out of adjustment. Engine valves out of Contact a Sears or other adjustment.
Hard to start 1. Weak or dead battery. Recharge or replace battery. Stale or dirty fuel. Empty fuel
tank and refill tank with fresh, clean gasoline. Engine valves out of 8. Engine will not 1. Brake
pedal not depressed. Depress brake pedal. Attachment clutch is engaged. Disengage
attachment clutch. Blown fuse. Replace fuse. Corroded battery terminals. Clean battery
terminals. Faulty ignition switch. Faulty solenoid or starter. Faulty operator presence 9. Contact
a Sears or other switch es. Engine clicks but 1. Loss of power 1. Adjust throttle control.
Build-up of grass, leaves and 3. Clean underside of mower trash under mower. Loss of power 6.
Faulty spark plug. Clean and regap or change cont. Spark plug wire loose. Connect and tighten
spark plug wire. Excessive 1. Worn, bent or loose blade. Replace blade. Tighten blade vibration
bolt. Bent blade mandrel. Contact a Sears or other qualified service center. Tighten loose part s.
Replace damaged parts. Engine dies when 1. Reverse operation system. Engine continues 1.
Faulty operator-safety. Check wiring, switches and to run when presence control system. If not
corrected, operator leaves contact a Sears or other seat with qualified service center. Poor cut uneven. Tighten blade bolt. Mower deck not level. Level mower deck. Buildup of grass, leaves,
and 3. Clogged mower deck vent 5. Clean around mandrels to from build-up of grass, leaves,
open vent holes. Mower blades will 1. Obstruction in clutch 1. Remove obstruction. Replace
mower drive belt. Replace idler pulley. Poor grass 1. Engine speed too slow. Place throttle
control in discharge "FAST" position. Travel speed too fast. Shift to slower speed. Wet grass.
Check tires for proper air pressure. Buildup of grass, leaves and 7. Mower drive belt worn.
Blades improperly installed. Reinstall blades sharp edge down. Improper blades used. Replace
with blades listed in this manual. Clean around mandrels to holes from buildup of grass, open
vent holes. Headlight s not 1. Light switch is "OFF". Turn light switch "ON". Bulb s or lamp s
burned out. Replace bulb s or lamp s. Faulty light switch. Check wiring and connections.
Battery willnot 1. Bad battery cell s. Replace battery. Poor cable connections. Faulty regulator 3.
Replace regulator. Faulty alternator. Replace alternator. Loss of drive 1. Freewheel control in 1.
Place freewheel control in "disengaged" position. Motion drive belt worn, 2. Replace motion
drive belt. Air trapped in transmission 3. Purge transmission. I Spark Arrester engine-bs. Tube
wheeb 1. Key Number 6 Bar Adj. Exercise extreme caution when changing direction on slopes.
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Transaxle. Here are the diagrams and repair parts for Craftsman lawn tractor dlt, as well as links
to manuals and error code tables, if available. For DIY troubleshooting advice and repair guides,
visit our repair help section. Showing 10 of parts. Mower deck Diagram. Steering assembly
Diagram. Electrical Diagram. If the engine won't restart after hitting a stump or rock, the
problem could be a sheared flywheel key. Follow these step-by-step instructions to replace it.
Help your mower run better by replacing the fuel filter during your riding mower's annual

tune-up. Use the advice and tips in these articles and videos to get the most out of your riding
mower or lawn tractor. Model Craftsman lawn tractor dlt There are a couple of ways to find the
part or diagram you need: Click a diagram to see the parts shown on that diagram. View engine.
Lawn tractor in deck high-lift blade Part Add to cart. Lawn tractor ring clip Part Lawn tractor
mandrel bearing Part X. Lawn tractor mandrel housing Part Lawn tractor push nut Part X. Lawn
tractor blade brake arm Part Lawn tractor drag link Part Lawn tractor torsion spring Part X.
Lawn tractor spacer washer Part Lawn tractor interlock switch Part Recommended maintenance
parts and accessories. In Stock. Danger and Poison Battery Decal Part Choose a symptom to
see related riding mower and lawn tractor repairs. View all. Won't move. Read more. Mower
deck vibrates. Leaking oil or gas. Flat tire. Not cutting evenly. Loose steering. Won't cut grass.
Creeps in neutral. Runs rough or misfires. March 1, How to replace the starter motor on a riding
lawn mower. Repair difficulty. How to replace the flywheel key on a riding lawn mower. January
1, How to replace a riding lawn mower fuel filter. May 1, Riding
1998 cavalier fuel pump
waste wikipedia
97 chevy corsica
lawn mower engine spins but won't start video. How to mow a lawn for healthier grass. How
often and tall you mow your lawn has a big impact on its health. Check out these 3 rules. How to
change the Smart Switch Ignition password on a lawn tractor video. See how to unlock the
factory default start code so you can set your own passcode. Audio Equipment. Aiwa Audio
Equipment Parts. Bottom-Mount Refrigerator. Canister Vacuum. Kenmore Elite canister vacuum
parts. Electric Chainsaw. Electric Leaf Blower. Ryobi Electric leaf blower Replacement Parts.
Electric Range. LG Electric Range Parts. Electronic Sewing Machine. Singer Electronic sewing
machine Replacement Parts. Front-Engine Lawn Tractor. Craftsman front-engine lawn tractor
parts , Craftsman front-engine lawn tractor parts. Line Trimmer. Husqvarna Line trimmer
Replacement Parts. How to replace a lawn mower drive belt. Table Saw. Shop Ryobi BTS10 table
saw parts. Element Television Parts. Afg Treadmill Parts. Need help? Close Start Chat.

