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Quick Links Download this manual. Page 2 No part of this publication may be reproduced,
transmitted, stored in a retrieval system or translated into any language in any form by any
means without our written permission. Errors and omissions excepted. Part Number: Page 5
Table of Contents Voice Control Page 7 Table of Contents Bed Ramps Page 9 Table of Contents
Accessories Accessories Page Introduction See Starting a Diesel Engine may describe options
that are not on your page It is important to read and vehicle. It is possible that either Ford Motor
understand this material in order to Company or an authorized Ford dealer may Page Symbols
Glossary Introduction Brake fluid - non petroleum based Brake system Cabin air filter Check
fuel cap E Child safety door lock or unlock Right-hand side Left-hand side Child seat lower
anchor Note: Throughout this guide, you will find warnings identified by the warning symbol.
Warnings remind you to be especially Child seat tether anchor careful to reduce the risk of
personal injury. Page Data Recording Service data recorders in your vehicle are only, for more
information, please review capable of collecting and storing the Ford of Canada privacy policy
at diagnostic information about your vehicle. Page 14 If you do not want Ford Motor Company
and Ford of Ford or its vendors to receive this Canada do not access event data information, do
not activate the recorder information without obtaining service. Page California Proposition 65
Genuine Ford replacement collision parts US Only meet our stringent requirements for fit, Ford
Credit offers a full range of financing finish, structural integrity, corrosion and lease plans to
help you acquire your protection and dent resistance. During vehicle. Page Special Notices
Never place front seat mounted Ambulance rear-facing child or infant seats in front of an active
passenger airbag. If your light truck has the Ford Ambulance Preparation Package, it may be
utilized as an ambulance. Page Mobile Communications Equipment 1â€”â€”â€” We strongly
recommend that you use extreme caution when using any Use of your Ford light truck as an
device that may take your focus off the ambulance, without the Ford Ambulance road. Your
primary responsibility is the safe Preparation Package voids the Ford New operation of your
vehicle. Page 18 Introduction recommendations and specifications that are unique to your
vehicle. Features or equipment listed as standard may be different on units built for export.
Correct vehicle usage and the authorized disposal of waste, cleaning and lubrication materials
are significant steps toward this aim. Page Installing Child Restraints Child Safety
Recommendations for Safety Restraints for Children Recommended restraint Child Child size,
height, weight, or age type Use a child safety seat Infants or Children weighing 40 lb 18 kg or
less sometimes called an toddlers generally age four or younger. Page 23 Child Safety E E 3.
While holding the shoulder and lap belt 5. To put the retractor in the automatic portions
together, route the tongue locking mode, grasp the shoulder through the child restraint
according portion of the belt and pull downward to the child restraint manufacturer's until you
pull all of the belt out. Remove remaining slack from the belt. Page 25 Child Safety 4. Insert the
belt tongue into the proper buckle the buckle closest to the direction the tongue is coming from
for that seating position until you hear a snap and feel the latch engage. Make sure the tongue
is latched securely by pulling on it. Page 26 Child Safety 8. Before placing the child in the seat,
forcibly move the seat forward and back to make sure the seat is securely held in place. To
check this, grab the seat at the belt path and attempt to move it side to side and forward and
back. Page 27 Child Safety Note: Unlike the standard seatbelt, the inflatable seatbelt's unique
lap portion locks the child restraint for installation. The ability for the shoulder portion of the
belt to move freely is normal, even after the lap belt has been put into the automatic locking
mode. Note: The lock-off device on some child restraints may not accommodate the shoulder
portion of the inflatable seatbelt. It also helps to achieve the proper snugness of the child
restraint Do not attach two child safety to your vehicle. Do not use LATCH lower anchors for the
center seating position unless the child restraint manufacturer's instructions permit and Page
30 Child Safety Each time you use the safety seat, check Contact the manufacturer of your child
that the seat is properly attached to the restraint for information about ordering a lower anchors
and tether anchor, if tether strap, or to obtain a longer tether applicable. Locate the correct
anchor for the Attach the tether strap only to the selected seating position. You may appropriate
tether anchor as shown. The need to pull the seatback forward to tether strap may not work
properly if access the tether anchors. Page 32 Child Safety If your child restraint system has a
tether strap, and the child restraint manufacturer recommends its use, we also recommend its
use. Page Booster Seats Child Safety If the safety seat is not anchored properly, the risk of a
child being injured in a crash greatly increases. If your child restraint system has a tether strap,
and the child restraint manufacturer recommends its use, we also recommend its use. If a If,
with a backless booster seat, you cannot vehicle seating position has a low seat find a seating
position that adequately back or no head restraint, a backless supports your child's head, a
high back booster seat may place your child's head Page Child Restraint Positioning Child
Safety E WARNINGS If the booster seat slides on the vehicle provided for installation and use in

seat upon which it is being used, placing a conjunction with the instructions and rubberized
mesh sold as shelf or carpet warnings provided by your vehicle liner under the booster seat
may improve manufacturer. Page 37 Child Safety E The childproof locks are located on the rear
edge of each rear door and must be set separately for each door. Left-Hand Side Turn
counterclockwise to lock and clockwise to unlock. Right-Hand Side Turn clockwise to lock and
counterclockwise to unlock. Always drive and ride with the Failure to follow this could seriously
seatback upright and the lap belt increase the risk of injury or death. Page Fastening The
Seatbelts Seatbelts The seatbelt pretensioners at the front seating positions are designed to
tighten the seatbelts when activated. In frontal and near-frontal crashes, the seatbelt
pretensioners may be activated alone or, if the crash is of sufficient severity, together with the
front airbags. In side crashes and rollovers, the seatbelt pretensioners activate when the Safety
Canopy is activated. Page 40 Seatbelts While you are fastened in the seatbelt, the lap and
shoulder belt with a cinch tongue adjusts to your movement. The belt will still After any vehicle
crash, the seatbelt retract to remove any slack in the shoulder system at all passenger seating
belt. Page 42 Seatbelts Rear outboard inflatable seatbelts Note: The rear inflatable seatbelts are
second row onlyâ€” if equipped compatible with most infant and child safety car seats and belt
positioning booster seats when properly installed. This is because they are designed to fill with
a cooled gas at a lower pressure and at a slower rate than traditional airbags. Failure to adjust
the safety belt properly could reduce the effectiveness of the safety belt and increase the risk of
injury in a crash. E The fully inflated belt's increased diameter more effectively holds the
occupant in the The driver's safety belt is not buckled The safety belt warning light illuminates
1- before the ignition switch is turned to the 2 minutes and the warning chime sounds on
position The driver's safety belt is buckled while the The safety belt warning light and warning
indicator light is illuminated and the chime turn off. Ford Motor Company recommends that
Switch the ignition on. Do not start the all safety belt assemblies in use in vehicles engine.
However, 2. Only Ford seatbelt extensions made by the original equipment seatbelts
manufacturer should be used with Ford seatbelts. Ask your authorized dealer if your extension
is compatible with your Ford vehicle restraint system. Always use seatbelts and child restraints
properly. When you switch the ignition on, the passenger airbag off light illuminates briefly,
momentarily shuts off and then turns back on. Page 51 Supplementary Restraints System front
seat. Page Side Airbags Supplementary Restraints System After all occupants have adjusted
their If two adults and a child occupy a Regular seats and put on seatbelts, it is very Cab,
properly restrain the child in the important that they continue to sit center front unless doing so
would interfere properly. Page Crash Sensors And Airbag Indicator Supplementary Restraints
System The Safety Canopy deploys during Properly restrain children 12 years old and
significant side crashes or when a certain under in the rear seats. The Safety Canopy likelihood
of a rollover event is detected will not interfere with children restrained by the rollover sensor.
Page Airbag Disposal Supplementary Restraints System The restraints control module also The
fact that the safety belt pretensioners monitors the readiness of the above safety or front
airbags did not activate for both devices plus the crash and occupant front seat occupants in a
crash does not sensors. Press and hold the button to fold the key blade back in when not in
use. E The intelligent access keys operate the power locks and the remote start system. Page 59
Keys and Remote Controls A message appears in the information display when the remote
control battery is low. See General Information page Integrated Keyhead Transmitter The remote
control uses one coin-type three-volt lithium battery CR or equivalent. Press the button to
release the key blade before beginning the procedure. Page 60 Keys and Remote Controls E
Note: Do not touch the battery contacts or the printed circuit board with the screwdriver. Insert
a suitable tool, for example a screwdriver, in the position shown to E release the battery. Press
the release button and pull the key blade out. Page 61 Keys and Remote Controls E 3. Insert a
suitable tool, for example a screwdriver, in the position shown and carefully remove the battery.
E 5. Reinstall the battery housing cover 2. The information display shows Use the information
display to create a warnings followed by an audible tone MyKey. Page Clearing All Mykeys
Ford-approved, aftermarket remote start systems. See Information Displays page Disabling
two-stage unlocking or the remote control to lock and unlock allows your entire vehicle to
unlock with your vehicle. Page Keyless Entry Doors and Locks 4. To program additional
personal entry The keypad is near the driver window and codes, repeat Steps , then for Step 4:
illuminates when you touch it. Page 72 Doors and Locks Anti-Scan Feature The keypad will go
into an anti-scan mode if you enter the wrong code seven times 35 consecutive button presses.
This mode disables the keypad for one minute and the keypad lamp will flash. E 2. Locate and
disconnect the frame connections. They are on the left-hand side of the vehicle. Note: Your
vehicle may have up to three frame connections. Page Tailgate Step Tailgate Disconnect the
other cable. Lift the right side off its hinge. Remove the tailgate from the left side hinge by

sliding it to the right. Reverse the steps to reinstall the tailgate. Page Bed Extender Tailgate 2.
Push the handle back into the tailgate. Rotate the step up until it is horizontal, then push it back
into the tailgate until the step is secure. Page Grocery Mode Tailgate E 5. Make sure to insert the
latch rod into the tailgate hole. Make sure to engage both sides of the locking pins into their
holes in the pick-up box. Reverse the steps to store the bed extender. Grocery mode E Follow
Steps of the tailgate mode instructions by rotating the panels away Page Security Note: The
system is not compatible with The intelligent access key functions as a non-Ford aftermarket
remote start systems. Page 78 Security 2. Switch the ignition from off to on. Keep You must
have two previously the ignition on for at least 3 seconds, programmed intelligent access keys
inside but no more than 10 seconds. Page Anti-Theft Alarm Security 9. Wait five seconds, then
place the unprogrammed intelligent access key in the backup slot and press the push button
ignition switch. Programming is now complete. Check that the remote control functions operate
and your vehicle starts with the new intelligent access key. Lock your vehicle using the remote
control or the power door lock control with the accompanying door open and then close all
doors. Make sure that the running boards have deployed, and have finished moving before
attempting to step on them. Bounce-back The running board will reverse direction and move to
the end of travel if it Note: Make sure that you are sitting in the correct position. See Sitting in
the Correct Position page E 3. It returns to the previous setting when you switch the ignition on.
You can enable or disable this feature in the information display. Note: Adjust the pedals only
when your vehicle is in park P. Depending on your vehicle and equipment level, the shape and
location of your power-adjustable pedal control can vary. Note: Make sure you switch off the
Note: Wet or winter driving conditions with windshield wipers before entering a car ice, snow or
salty road mist can cause wash. Page Windshield Washers Wipers and Washers Use the rotary
control to adjust the sensitivity of the rain sensor. With low sensitivity, the wipers will operate
when the sensor detects a large amount of moisture on the windshield. With high sensitivity,
the wipers will operate when the sensor detects a small amount of moisture on the windshield.
Condensation can be a natural by-product of this design. When moist air enters the lamp
assembly through the vents, there is a possibility that condensation can occur when the
temperature is cold. The headlamps remain on for a period of time after you switch the ignition
off. Page Instrument Lighting Dimmer Lighting 3. The headlamps are off. Type 2 - Configurable
Switch the daytime running lamps on or off using the information display. The daytime running
lamps turn on when: You switch the lamps on in the information display. All lamps on switch.
Door function switch. Map lamp switches. All lamps off switch. E Map lamp switch. Map lamp
switch. E Left-hand side map lamp switch. Right-hand side map lamp switch. Page Ambient
Lighting Lighting Press the button to switch the lamps on or off. See your SYNC information. Do
not leave children unattended in To reset the function after the battery your vehicle and do not
let them play recharges: with the power windows. This could result in the loss of control of your
vehicle, serious personal injury or death. E Press the control to lock or unlock the rear window
controls. Page Windows and Mirrors Telescoping Mirrors This feature lets you extend the mirror
about 3 in 75 mm. It is useful when towing a trailer. You can manually pull out or push in the
mirrors to the desired position. E PowerScope Power Telescoping Mirrors If Equipped Page
Interior Mirror Windows and Mirrors Direction Indicator Mirrors To adjust your mirrors, make
sure you If Equipped switch your vehicle on with the ignition in While the vehicle is running, the
accessory mode or the engine running and forward-facing portion of the appropriate then press
the adjustment control to mirror housing blinks when you switch on position the mirrors. Page
Sliding Windows Windows and Mirrors Note: Do not clean the housing or glass of any mirror
with harsh abrasives, fuel or other petroleum or ammonia-based cleaning products. You can
adjust the interior mirror to your preference. Some mirrors also have a second pivot point. This
lets you move the mirror head up or down and from side to side. Moonroof open. Moonroof
vent. Sunshade close. Moonroof Close Press and release to close the moonroof from either the
open or vent positions. Bounce-Back The moonroof automatically reverses some distance if an
obstacle is detected while closing. Engine coolant temperature gauge. Fuel gauge.
Transmission fluid temperature gauge. Information display. Transmission fluid temperature,
Turbo boost or DEF gauge diesel engines only. If the needle points Indicates engine oil
pressure. The needle to E after adding fuel, this indicates your should stay in the normal
operating range vehicle needs service soon. Switch indicator illuminates if the off all
unnecessary electrical E system detects a fault during the equipment and have the system
checked continuous diagnostic checks. See Using Cruise your seatbelt. Control page E E Front
Airbag Direction Indicator If it fails to illuminate when you Illuminates when the left or right start
your vehicle, continues to Page Instrument Cluster It also illuminates momentarily when you
The service engine soon indicator light switch the ignition on to confirm the lamp illuminates
when the ignition is first turned is functional. If it does not illuminate when on prior to engine

start to check the bulb you switch the ignition on, or begins to and to indicate whether the
vehicle is ready flash at any time, have the system checked Wait until the E the ignition is
turned on, or remains on, wait to start indicator turns off before We strongly recommend that
you use extreme caution when using any device that may take your focus off the road. Settings
Vehicle A. Limiter Clear MyKeys Follow onscreen directions to confirm or modify your settings.
Also shows DTE. See Using Cruise Control page Adaptive Cruise Not A condition exists such
that the adaptive cruise cannot func- Available tion properly. Contact an authorized dealer as
soon as possible. Economy Engine Shuts Off in The engine is getting ready to shut off.
Blindspot Not Available The system sensors are blocked. Contact an authorized Malfunction
dealer as soon as possible. Collision Warning Not You have a blocked sensor due to bad
weather, ice, mud or Available Sensor water in front of the radar sensor. If this warning occurs,
a tone sounds, followed by reduced engine power. Stop the vehicle as soon as safely possible.
Idled See Manual The vehicle will enter into an idle-only mode. If the exhaust fluid is empty, you
must replenish the diesel exhaust fluid to resume normal operation of your vehicle. Driver Alert
Warning Rest Take a rest soon. Check Fuel Fill Inlet The fuel fill inlet may not be properly
closed. No Key Detected The system does not detect a key in your vehicle. The system has
malfunctioned. Contact an authorized dealer Malfunction Service as soon as possible. Required
Front Camera Tempor- The system has detected a condition that has caused the arily Not
Available system to be temporarily unavailable. Hill Descent Control Fault A hill descent system
fault is present. Page Information Displays Message Action Park Brake Maintenance The electric
park brake system has been put into a special Mode mode that is used to allow service of the
rear brakes. Contact an authorized dealer. Park Brake Limited The electric park brake system
has detected a condition that Function Service requires service. Cranking Time Exceeded The
starter has exceeded its cranking time in attempting to start your vehicle. Engine Start Pending
The starter is attempting to start your vehicle. Page Information Displays Message Action Trailer
Disconnected A trailer connection becomes disconnected, either intentionally or
unintentionally, and has been sensed during a given ignition cycle. Trailer Sway Reduce Speed
The trailer sway control has detected trailer sway. Power: Press to switch the system on and off.
When the system is off, it prevents outside air from entering the vehicle. Air distribution control:
Press to switch airflow from the windshield, instrument panel, or footwell vents on or off. Page
Automatic Climate Control Climate Control Note: To prevent window fogging, you cannot select
recirculated air when maximum defrost is on. Recirculated air flows through the instrument
panel vents, air conditioning automatically turns on, and fan automatically adjusts to the
highest speed. Adjust to select the desired temperature. Fan speed, air distribution, air
conditioning operation, and outside or recirculated air are automatically adjusted to heat or cool
the vehicle to maintain the desired temperature. You can also switch off dual zone mode by
pressing and holding for more than two seconds. See Climate Controlled Seats page Fan speed
control: Adjust the volume of air circulated in the vehicle. Heated rear window: Press to switch
the heated rear window on and off. See Heated Windows and Mirrors page Adjust the
temperature control to the Adjust the temperature control to the full heat setting. Adjust the
temperature control to the Adjust the temperature control to the midway point of the cold
settings. You can switch this feature on or off and adjust the settings using the information
display. Two steel stems. Guide sleeve adjust and release Note: Adjust the seatback to an
upright button. Page Manual Seats Seats Your vehicle may be equipped with head restraints
that are non-adjustable. The non-adjustable head restraints consist of: E E Adjust the seatback
to an upright An energy absorbing head driving or riding position. Pivot the head restraint
forward toward Two steel stems. Turn the Recline Adjustment control to adjust your support.
Note: Allow a few seconds for any selection to activate. When the seatback and cushion are
both active, the massage will alternate between zones E Multi-Contour Front Seats With Page
Seats Note: Using a linked key fob to recall your memory position when the ignition is off
moves the seat to the easy entry position. Note: Pressing any active memory feature control power seat, mirror or any memory button during a memory recall cancels the operation. The
heated WARNING seats may also turn on when you start your vehicle if they were on when you
switched People who are unable to feel pain your vehicle off. Allow the seat to dry thoroughly.
Note: The engine must be running to use this feature. Page Front Seat Armrest Seats Press the
cooled seat symbol to cycle through the various cool settings and off. More indicator lights
indicate cooler settings. Note: The cooled seats may remain on after you remote start your
vehicle, based on your remote start settings. The heated seats may also turn on when you start
your vehicle if they were on when you switched your vehicle off. Page Rear Seat Armrest Seats
2. Lift the cushion to gain access to the Pull the strap located on the center storage
compartment. The cupholder is located inside the storage compartment. You can also flip the
The cupholders are located inside the rear cupholder so that it faces forward. Do not program

the system with the vehicle in the garage. Do not use the system with any garage door opener
that does not have the safety stop and reverse E If your device still does not operate, you must
program your garage door. Press and hold the function button you Press and hold the outer two
function want to program for 2 seconds, then buttons simultaneously for release. Repeat this
step. Depending approximately 10 seconds until the on your brand of garage door opener,
indicator light above the buttons you may need to repeat this sequence Operation is subject to
the following two conditions: 1 this device may not cause harmful interference, and 2 this
device must accept any interference received, including interference that may cause undesired
Available console features include: E Press near the rear edge of the door to open it. Page
Storage Compartments E E 2. Lift front and side panels to expand 3. Lock the panels in an open
position. Page Storage Compartments 4. To collapse, lift lever and fold in the side and front
panels. Note: Make sure the storage divider is not locked into place when collapsing. If this
occurs, Extended idling at high engine the engine may experience a significant speeds can
produce very high reduction in power output. An indicator light on the button illuminates Note:
The system may not function if the when the ignition is on and when your passive key is close
to metal objects or vehicle starts. Page Starting and Stopping the Engine Failure to Start Cold
Weather Starting Flexible Fuel Vehicles Only If you cannot start the engine after three attempts,
wait 10 seconds and follow this The starting characteristics of all grades procedure: of E85
ethanol make it unsuitable for use when ambient temperatures fall below Fully depress the
brake pedal. Page Starting A Diesel Engine - 6. After the 30 second WARNING warm-up period,
the accelerator pedal will be operational again and a message Exhaust leaks may result in entry
of appears informing you the vehicle is ok to harmful and potentially lethal fumes drive. Page
Starting and Stopping the Engine sensor to determine how long the glow When the glow plug
pre-heat indicator plugs stay energized. The required time for turns off, turn the key to start.
After you the glow plugs to be energized decreases start the engine, the glow plugs may as the
coolant temperature, barometric remain on for a period. Page Diesel Particulate Filter Starting
and Stopping the Engine Operation in Standing Water Note: Changes in the engine or exhaust
sound may be heard during the regeneration Ingestion of water into the diesel engine process.
Make sure the protective cover seals the prongs of the block heater cord plug when not in use.
The permanent injury. If fuel is swallowed, pressure in an overfilled tank may call a physician
immediately, even if no cause leakage and lead to fuel spray Page Fuel Quality - Diesel 1-D or
2-D with a maximum of retrofitted for high-sulfur diesel fuel using ppm sulfur in your diesel
vehicle. You Ford Motor Company dealer service parts. Page Fuel Quality - Gasoline Ford
specifications in your fuel. Biodiesel fuels degrade more easily than diesel fuels not containing
biodiesel and The system helps reduce additive, methylcyclopentadienyl emission levels of
oxides of nitrogen from the exhaust system. When you remove the diesel exhaust fluid tank
filler cap or a diesel exhaust fluid container cap, ammonia vapors may escape. Ammonia vapors
can be irritating to skin, eyes and mucous membranes. Remove the diesel exhaust fluid tank
Messages and Vehicle Operations filler cap. Immediately wipe away the U. Environmental
Protection Agency any diesel exhaust fluid that has spilled EPA : with a damp cloth and water.
Page Refueling - Diesel Keep children away from the fuel fuel tank or fuel system if the correct
pump. Never let children pump fuel. Wait at least 10 seconds before removing the fuel pump
nozzle to Page Carefully turn the filler void for any damage to the fuel tank or fuel cap
counterclockwise until it spins off. Fueling Tips If air is allowed to enter the fuel system the
engine automatically purges any trapped air. Slightly raise the fuel pump nozzle and then slowly
remove it. Replace the fuel tank filler cap and close the fuel tank filler door. Note: Do not attempt
to start the engine if you have filled the fuel tank with incorrect fuel. Page Emission Control
System - Gasoline Fuel and Refueling Note: The amount of fuel in the empty Keep a record for
at least one month and reserve varies and should not be relied upon record the type of driving
city or highway. This provides an accurate estimate of your vehicle's fuel economy under
current Filling the Fuel Tank Temporary malfunctions may Page Fuel and Refueling present, the
service engine soon indicator position for 15 seconds without cranking should stay off the next
time you start the the engine. If the service engine soon engine. Diesel Particulate Filter System
Do not disregard maintenance messages Equipped that appear in the information display. Page
Fuel and Refueling The regeneration process operates more particulate filter system. Be sure to
or melt, for example paper, leaves, understand each prompt. Page Fuel and Refueling exhaust
system has had sufficient time to your vehicle off during operator cool. Depending on the
amount of soot commanded regeneration, you may notice collected by the diesel particulate
filter, turbo flutter. This is a normal consequence ambient temperature and altitude, caused by
shutting off a diesel engine operator commanded regeneration lasts If these checks do not help
you correct the engine performance problem you are experiencing, have your vehicle checked
as soon as possible. Hold the brake pedal down while in this Always apply the parking brake

fully position. Switch the ignition off and remove Drive D the key whenever you leave your
vehicle. The available stall, SelectShift will still automatically and selected gears are indicated
on the make some downshifts if it has determined instrument cluster. Page Transmission
Automatic Transmission Adaptive If the fuse is not blown and the brake Learning lamps are
working properly, the following procedure allows you to move the gearshift This feature's
design is to increase lever from park P : durability and provide consistent shift feel Apply the
parking brake. Refer to the Body Builders Layout Book for instructions about Note: Do not use
4H or 4L mode on dry, hard surfaced roads. Doing so can produce excessive noise, increase
tire wear and may damage drive components. Move the transfer case shift lever through N
Neutral directly to the Only used when towing the vehicle. No desired position. If the transfer
case does not, or only partially moves to the desired position, 4L 4X4 Low perform a shift with
the transmission Note: Do not perform this operation if the rear wheels are slipping or when
applying the accelerator pedal. Page Four-Wheel Drive If Equipped If Shift Delayed Pull Forward
appears in You should either know the terrain or the information display, transfer case gear
examine maps of the area before driving. To alleviate this Map out your route before driving in
the condition, place the transmission in a area. Avoid abrupt steering, acceleration and braking.
Use characteristics of your vehicle. Page Four-Wheel Drive If Equipped After driving through
mud, clean off residue If your vehicle stalls, do not try to turn stuck to rotating driveshafts and
tires. It is better to reverse back to a driveshafts can cause an imbalance that safe location.
Page Four-Wheel Drive If Equipped Maintenance and Modifications The suspension and
steering systems on your vehicle have been designed and tested to provide predictable
performance whether loaded or empty. For this reason, we strongly recommend that you do not
make modifications such as adding or removing parts i. A message may slippery surfaces,
particularly when one display in the instrument display wheel is on a poor traction surface. See
your authorized Ford dealer for assistance. E Pull the 4WD control knob toward you. If control
during emergency stops by keeping a metal-to-metal, continuous grinding or the brakes from
locking. Release the accelerator pedal to Braking Conditions maximize engine braking. Apply
the brakes. Page Hill Start Assist Brakes Apply the parking brake whenever your The system
makes it easier to pull away vehicle is parked. Press the pedal when your vehicle is on a slope
without the downward to set the parking brake. The need to use the parking brake. Drive off in
the normal manner. The brakes will release automatically. Switching the System On and Off You
can switch this feature on or off if your vehicle is equipped with a manual transmission and an
information display. If your vehicle begins to slide, the system applies the brakes to individual
wheels and, when needed, reduces engine power at the same time. If the wheels spin when E
accelerating on slippery or loose surfaces, the system reduces engine power in order A light in
the circumstances, such as ice or E cluster will illuminate and a chime will extremely steep
grades. See Information Messages page See Principle of Operation page WARNINGS Note: If
your vehicle is equipped with a To help avoid personal injury, please trailer tow package and a
trailer is read and understand the limitations connected to your vehicle, the rear sensing of the
system as contained in this Page Rear View Camera Parking Aids Obstacle Distance Indicator
stationary or receding object farther than 12 in 30 cm from the corners of the Equipped bumper,
the tone sounds for only three seconds. Once the system detects an The system provides
obstacle distance object approaching, the warning sounds indication through the display
screen. Page Parking Aids Note: When towing, the camera only sees what is being towed
behind your vehicle. This might not provide adequate coverage as it usually provides in normal
operation and some objects might not be seen. In some vehicles, the guidelines may disappear
once the trailer tow connector is engaged. Page Parking Aids Always use caution while
reversing. Objects in the red zone are closest to your vehicle and objects in the green zone are
farther away. Objects are getting closer to your vehicle as they move from the green zone to the
yellow or red zones. Use the side view mirrors and rear view mirror to get better coverage on
both sides and rear of your vehicle. It adds assistance to the driver while driving forward at low
speeds. Access the auxiliary camera view by pressing the button on the E display screen when
in reverse R. The auxiliary camera system is a variant of the rear view camera, comprised of a
camera with a built in amplifier. Press same lane. Page Cruise Control If Equipped 4. Take your
foot off the accelerator pedal. E The controls for using your cruise control E are located on the
steering wheel. A lead vehicle graphic illuminates if the Switching the System On system
detects a vehicle in front of you. Press and release ON. Page Cruise Control If Equipped When a
vehicle ahead of you enters the same lane or a slower vehicle is ahead in the same lane, the
vehicle speed adjusts to maintain a preset gap distance. The distance setting is adjustable. The
lead vehicle graphic illuminates. An can occur due to the road audible alarm sounds and the
automatic infrastructures, for example bridges, braking releases if the vehicle drops below
tunnels and safety barriers. Page Cruise Control If Equipped Detection issues can occur: Note:

If you disable electronic stability control, adaptive cruise control is not When driving on a
different line available. See Using Stability Control than the vehicle in front. With vehicles that
edge into your Blocked Sensor lane. Page Cruise Control If Equipped Cause Action The surface
of the radar in the grille is dirty Clean the grille surface in front of the radar or obstructed in
some way. The surface of the radar in the grille is clean Wait a short time. You The system is
designed to aid the do not need to readjust the setting each driver. Page Blind Spot Information
System Driving Aids Why is the feature not available line markings are gray when I can see the
lane markings on the road? Previous feature activation happened within the last one second
Ambiguous lane markings mainly in construction zones Rapid transition from light to dark or
vice versa Sudden offset in lane markings ABS or AdvanceTrac activation Camera blockage due
to dirt, grime, fog, frost or water on the windshield Page Driving Aids System Lights and
Messages E E The Blind Spot Information System The Blind Spot Information System is
illuminates an amber alert indicator in the designed to aid you in detecting vehicles outside
mirror on the side of your vehicle that may have entered the blind spot zone the approaching
vehicle is coming from. Any dirt, mud and snow in front of the sensors or driving in heavy rain
can cause system degradation. It is not measured at the widest point of the trailer. The
maximum width at the front of the trailer that the Blind Spot Information System with Trailer Tow
can support is 8. Page Driving Aids System Operation Large box trailers may cause false alerts
to trigger when driving next to buildings or If you select a trailer in the display screen near
parking cars. A false alert may also prior to connecting the trailer, the system occur while
making a degree turn. Never use the Cross Traffic Alert Cross Traffic Alert is designed to detect
system as a replacement for using vehicles that approach the rear of your Do not allow mud,
snow or E bumper stickers to obstruct these areas, The Cross Traffic Alert illuminates an this
can cause degraded system amber alert indicator in the outside mirror Page Steering Driving
Aids System Limitations Switching the System Off and On Cross Traffic Alert has its limitations;
Note: The Cross Traffic Alert switches on situations such as severe weather whenever the
ignition is switched on and conditions or debris build-up on the sensor ready to provide
appropriate alerts when area may limit vehicle detection. Page Driving Aids If the power steering
system breaks down The adaptive steering system continually or if the engine is turned off , you
can changes the steering ratio with changes to steer the vehicle manually, but it takes vehicle
speed, optimizing the steering more effort. It does not replace your attention and judgment, or
the need to apply the E brakes. This system does NOT When your vehicle rapidly approaches
automatically brake your vehicle. Page Driving Aids Note: It is recommended that you turn the
Blocked Sensors collision warning system off if a snow plow or similar object is installed in
such a way that it may block the radar sensor. Your vehicle will remember the selected setting
across key cycles. You must brake as you would in any typical braking situation. Due to the
nature of radar technology, there may be certain instances where vehicles do not provide a
collision warning. Keep your loaded vehicle weight within its design rating capability, with or
without a trailer. The maximum GAWR is the maximum allowable payload for your vehicle
appears weight that a single axle front or on the Tire and Loading label. Separate functional
brakes should be used for safe control of towed vehicles and for trailers where the Gross
Combined Weight of the towing vehicle plus the trailer exceed the Gross Vehicle Weight Page
Load Carrying Steps for determining the Helpful examples for calculating correct load limit: the
available amount of cargo and luggage load capacity 1. Locate the statement "The combined
weight of occupants Suppose your vehicle has a and cargo should never exceed pound
kilogram cargo XXX kg or XXX lb. Page Load Carrying 2. Open the cam lever arms and unscrew
the cam bolts. Remove the ramp from the ramp holder. E Note: A smooth surface tool can be
used to rotate the stops. Rotate the stops at the underside of the ramp to the open position.
Page Load Carrying E E 5. Place the ramp into the ramp holder. Slide the ramp holder studs
upwards into the installed position. Install the cam bolts and close the cam lever arms. Tighten
the ramp holder nut. Attach the front and rear cables. It is critical to take the key measurements
correctly. Trailer Reverse Guidance Incorrect measurements can result in the Page Towing 6.
The system asks you to select your trailer type. You can use TRG with conventional, fifth wheel
and gooseneck trailers. For fifth wheel and gooseneck trailers, set up and sticker placement are
not required, however some of the features do not operate E automatically with these trailer
types. Record the trailer name for these measurements. Use the supplied measurement card, a
tape measure and pen to carefully mark the area where to attach the sticker supplied in the back
cover pocket of your Quick Start Guide. Page Towing Step 5: Enter Measurements Using the
The information display shows a message Information Display during calibration and after
calibration is complete Using the recorded measurements, enter Note: For best results, we do
not the required data into the system. Follow recommend that you calibrate the system the on
screen prompts to enter each of the at night. Page Towing Note: It may be helpful to shift your

vehicle Note: When you move the steering wheel, into drive D , pull forward and straighten the
white line indicates where the trailer will out the vehicle and trailer before engaging go based on
your steering wheel input. Straight Backup Mode. Page Towing Accurate measurements are
critical to Measurement B has reached maximum or correct system function. You can increases
the risk of loss of vehicle obtain a replacement drawbar pin control, serious injury or death.
Ford at your Ford dealer. Page Towing Note: Exceeding this limitation Note: Certain states
require may significantly reduce the electric trailer brakes for trailers performance of your
towing over a specified weight. Be sure to vehicle. Selecting a trailer with a check state
regulations for this low aerodynamic drag and rounded specified weight. Page Towing When
attaching the trailer wiring connector to your vehicle, only use a proper fitting connector that
works with the vehicle and trailer functions. Some seven-position connectors may have the SAE
J logo, which confirms that it is the proper wiring connector and works correctly with your
vehicle. Page Towing The active guidelines fade in and out Weight-distributing Hitches
depending on the steering wheel position. Do not adjust the spring bars so that your vehicle's
rear bumper is higher Always use caution while reversing. Page Towing Integrated Trailer Brake
Controller Ford has tested the trailer brake controller to be compatible with several major If
Equipped brands of electric-over-hydraulic trailer brakes. The anti-lock brake system does not
control the trailer brakes. Page The gain setting adjusts the trailer brake exactly which trailer
fault has occurred. However, your Ford warranty does not cover You should change the setting
as towing this diagnosis if the fault is with the trailer. Contact system of your vehicle to provide
the an authorized dealer. Page Towing Four-wheel Drive Vehicles Equipped Note: If you do not
see the message in the with a Manual-shift Transfer Case display, you must perform the
procedure again from the beginning. Put the transmission in neutral N. Note: You may hear an
audible noise as the 2. Page Towing Note: You can check four-wheel-down If the transfer case
does not towing status at any time by opening the successfully shift out of neutral N , driver's
door or turning the ignition to the set the parking brake until you can have accessory or on
position and verifying a your vehicle serviced. Your brake performance and traction may be
limited. Page Snowplowing Weight limits and guidelines for selecting potentially interfere with
pedal operation. Always properly Page mi km. Page Roadside Emergencies Towing â€”
independent service contractors, if not prohibited by state, To fully assist you should you have
a local or municipal law, shall tow Ford vehicle concern, Ford Motor Company of eligible
vehicles to an authorized dealer Canada, Limited offers a complimentary within 35 mi 56 km of
the roadside assistance program. Page Hazard Flashers The flasher control is on the injury.
Ford Motor Company recommends instrument panel. Use your that the fuel system be
inspected by an hazard flashers when your authorized dealer after any collision. Page Jump
Starting The Vehicle Roadside Emergencies Note: When you try to restart your vehicle To reset
the switch: after a fuel shutoff, your vehicle makes sure Turn the ignition off. Check the fuel
system for leaks. Once your vehicle determines that the systems are safe, then your vehicle will
3. Batteries contain sulfuric cable to the studs or L-shaped eyelet acid. Page Roadside
Emergencies 2. Connect the negative - cable to the negative - terminal of the booster vehicle
battery. Make the final connection of the negative - cable to an exposed metal part of the stalled
vehicle's engine, away from the battery and the fuel Page Post-Crash Alert System We
recommend the use of a wheel lift and dollies or flatbed equipment to tow your vehicle. Do not
tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure.
Vehicle damage may occur if towed incorrectly, or by any other means. Using recovery hooks is
dangerous We recommend towing a four-wheel drive and should only be done by a person
vehicle with all wheels off the ground, such familiar with proper vehicle recovery Page
Customer Assistance Mailing address perform a repair after taking your vehicle to the
authorized dealer. Box authorized by Ford. Page In California U. Only In some states within the
United States, conform the vehicle to its applicable you must directly notify Ford in writing
express warranties if, within the first 18 before pursuing remedies under your months of
ownership of a new vehicle or If an agreement is not reached In those cases where country,
contact the appropriate foreign you continue to feel that the efforts by Ford embassy or
consulate. These officials can of Canada and the authorized dealer to If you are in another
foreign country, To order the publications in this portfolio, contact the nearest authorized
dealer. Page Reporting Safety Defects U. It has high-current fuses that protect your Power
Distribution Box vehicle's main electrical systems from overloads. Emissions MIL. Cooling fan.
Engine brake. Noise suppression cap. Mass air flow sensor. Glow plugs. Compressed natural
gas fuel control module. Auxiliary power point 5 rear console. Supplemental air heater bank 3
relay. Page Fuses Fuse or relay number Fuse amp rating Protected components Trailer tow
lighting module. Front blower motor. Voltage quality module. Body control module. Active front
steering. Supplemental air heater bank 2. Supplemental air heater bank 3. Body control module

RP1 bus. Auxiliary power point 2. Trailer tow lighting module. Auxiliary power point 3 center
console. Passenger power seat. Auxiliary power point 4 rear media bin. Multi contour seats.
Spot light module. Upfitter interface module. Transmission control module. Powertrain control
module keep alive power. Memory seat switch lumbar power. Aftermarket electronic brake
controller. Rear heated seat module. Steering column control module. Smart datalink connector
power. Heads up display. Electronic finish panel. Push button ignition switch. Ignition switch.
Key inhibit. GPS module. Radio frequency receiver. Run-start relay. Restraints control module.
Lane keeping system. Automatic high beam control. Auto-dimming mirrors. Rear heated seats.
Heated steering wheel. Left-hand front window motor. Page Under Hood Overview - 6. Raise the
hood until the lift cylinders hold it open. To close, lower the hood and make sure that it is
closed properly and fully latched. See Changing the Engine Air Filter page Engine compartment
fuse box. See Washer Fluid Check page Engine coolant reservoir. See Engine Coolant Check
page Power steering fluid reservoir. See Power Steering Fluid Check page Engine oil filler cap.
See Engine Oil Check page Engine oil dipstick. Page Battery. See Changing the 12V Battery
page Air filter assembly. Use only recommended fuel, lubricants, Scheduled Maintenance fluids
and service parts conforming to Ford specifications. See Fuse Specification Chart page
Automatic transmission fluid dipstick. See Automatic Transmission Fluid Check page See
Engine Oil Dipstick page Brake fluid reservoir. Page Engine Oil Dipstick - 6. Make sure the
parking brake is on. Make sure the transmission is in park P or neutral N. Switch the engine off
and wait 15 minutes for the oil to drain into the oil pan. Page Engine Oil Check - 6. Remove the
dipstick and wipe it with Turn it counterclockwise and remove a clean, lint-free cloth. See Under
Hood Overview page Add engine oil that meets Ford Replace the dipstick and remove it
specifications. See Capacities and again to check the oil level. See Specifications page Do not
add oil. Turn it counterclockwise and remove Note: The oil consumption of new engines 3. Add
engine oil that meets Ford reaches its normal level after approximately specifications. See
Capacities and 3, mi 5, km. Use the correct specification filter element. Fully tighten all of the
bolts to between 3â€”4 lb. Record the engine mileage and update the service log accordingly.
Filter housing. Use the information display controls on the steering wheel to reset the oil
change Clean the filter cover and remove the Page Engine Coolant Check - 6. Reset button until
the instrument cluster displays the When the engine is cold, check the following message. Page
Maintenance It is very important to use prediluted Drain the cooling system. Chemically clean
the cooling system. Cooling System Flush. Page Maintenance Severe Climates If the engine
reaches a preset over-temperature condition, the engine If you drive in extremely cold climates:
automatically switches to alternating cylinder operation. Page Maintenance Pull off the road as
soon as safely You may notice a reduction in vehicle possible and switch the engine off. In
order to manage the engine coolant 2. If you are a member of a roadside temperature. See
Scheduled specifications and may cause damage to Maintenance page Page Maintenance For
vehicles with overflow coolant systems If you have to add more than 1. System Refill Procedure
Repeat Step 5 until the coolant level has stabilized is no longer dropping The following
procedure should be used after each step and the lower when refilling the engine or secondary
passenger side of the secondary cooling systems after it has been drained radiator is warm to
the touch Page Automatic Transmission Fluid Check Maintenance Coolant Change Do not use
supplemental transmission fluid additives, treatments or cleaning At specific mileage intervals,
as listed in agents. The use of these materials may the scheduled maintenance information,
affect transmission operation and result the coolant should be changed. The in damage to
internal transmission information display may display a message components. Page
Maintenance 6. Install the dipstick making sure it is fully seated in the filler tube. Remove the
dipstick and inspect the fluid level. The fluid should be in the designated area for normal
operating temperature or ambient temperature. If necessary, add fluid in 8 fl oz ml increments
through the filler tube until the level is correct. Page Transfer Case Fluid Check 3. Add only
enough fluid through the filler opening so that the fluid level is at the bottom of the opening.
Only use fluid that meets Ford specifications. See Capacities and Specifications page Page
Power Steering Fluid Check Be sure to put the cap back on the cap must remain in place and
fully tight, reservoir. Page Fuel Filter - 6. Regular maintenance or replacement is not needed.
Removing the by power from the battery. When the battery cables from only one battery battery
is disconnected or a new battery does not disconnect your vehicle electrical is installed, the
engine must relearn its idle Seek To make sure the battery management advice from your local
authority about system works correctly, do not connect an recycling old batteries. If your
vehicle has been in an accident, the alignment of your headlamps should be checked by your
authorized dealer. Headlamp Aiming Target E Pull the wiper blade and arm away from the glass.
Page Changing A Bulb Maintenance 3. Turn on the low beam headlamps to B. Halogen
headlamp. Repeat steps 3 thru 5 to adjust the the hood. Close the hood and turn off the lamps.

Horizontal Aim Adjustment Horizontal aim is not required for this vehicle and is not adjustable.
Page Maintenance E E Switch all of the lamps and the ignition Switch all of the lamps and the
ignition off. Disconnect the electrical connector. Turn the bulb holder counterclockwise 3. Turn
the bulb holder counterclockwise and remove it. Page Maintenance Switch all of the lamps and
the ignition 3. Remove the bolts from the tail lamp off. To access the bulb, reach behind the
releasing the two retaining tabs. Remove the bulb by pulling it straight out. Remove the screws
and the lamp lens from lamp assembly. Front fog lamps. Underhood lamp. Pickup only. Chassis
cab only. Note: LED lamps are not serviceable. See an authorized dealer if they fail. Glove
compartment lamp. Interior lamp. Overhead console lamp. Use the correct specification air filter
element. Remove the air filter element from the air filter housing. Install in the reverse order.
Remove the foam filter from the air filter housing. E The air filter restriction gauge is in the
upper housing of the air filter assembly. The first or extreme rain conditions may allow filter
mounts on top of the engine on the excessive amounts of snow or water into left-hand side. The
second filter is inside the air intake system. Page Maintenance E 4. Fully loosen the bolts
securing the lower portion of the diesel fuel conditioner module housing. Note: Do not fully
remove the bolts from E the lower portion of the diesel fuel 3. Drain the diesel fuel conditioner
conditioner module housing. Page Maintenance Engine-mounted Fuel Filter Although the fuel
system is not fully pressurized when the vehicle is off, some residual pressure may remain in
the fuel system since it can take some time for the pressure to completely bleed off. Therefore,
we recommend you place an absorbent cloth below the filter connectors to absorb any fuel that
may drain. Page Maintenance E 2. Rotate the filter fully counterclockwise until the peg is at the
far end of the slot. Pull the filter straight up from the bracket and discard the filter. Installation
Install the new filter into the filter bracket. Page Cleaning The Exhaust - 6. Dry the area with a
clean, soft cloth. Visit the website at extremely durable, but still requires special Page Vehicle
Storage Vehicle Care Note: Some automatic car washes may We engineer and test all motor
vehicles cause damage to the finish on your wheel and their components for reliable, regular
rims and covers. Under various conditions, long-term storage may lead to degraded Note:
Industrial-strength or heavy-duty engine performance or failure unless you cleaners in
combination with brush agitation Page Vehicle Care Contact an authorized dealer if you have
any concerns or issues. Page Wheels And Tires Ford dealer to have the system abrupt
maneuvers, drive at safe speeds for reprogrammed. If you intend to change the the conditions,
keep tires inflated to Ford size of the wheels from that fitted by the recommended pressures,
never overload Page Wheels and Tires Utility vehicles and trucks handle On some four-wheel
drive vehicles, the differently than passenger cars in the initial shift from two-wheel to
four-wheel various driving conditions that are drive while the vehicle is moving can cause
encountered on streets, highways and a momentary clunk and ratcheting sound. Page Tire Care
U. Department of Tire Quality Grading Transportation requires Ford Motor Company to give you
the following information about tire grades exactly as the government has written it. The
Standard No. Page Wheels and Tires A. P: Indicates a tire, designated G. H: Indicates the tire's
speed by the Tire and Rim Association, rating. The speed rating denotes that may be used for
service on the speed at which a tire is cars, sport utility vehicles, designed to be driven for
extended minivans and light trucks. Page Wheels and Tires J. Tire manufacturers also must
indicate Note: For tires with a maximum the ply materials in the tire and the sidewall, which
include steel, Page Wheels and Tires D. Maximum Load Single lb T type tires have some
additional kg at psi kPa cold: Indicates information beyond those of P the maximum load and
tire type tires. These differences are pressure when the tire is used as described below: a
single; Page Inflate all tires to the appear to be flat! Always inflate your tires to the Ford
recommended inflation You are strongly urged to buy a Page If you do not pressure should
never be set lower maintain the inflation pressure at than the recommended pressure the levels
specified by Ford, your on the Safety Compliance vehicle may experience a condition
Certification Label or Tire Label. Page Wheels and Tires Note: If you have to drive a 6. Visually
inspect the tires to distance to get air for your tire s , make sure there are no nails or check and
record the tire pressure other objects embedded that first and add the appropriate air could
poke a hole in the tire and pressure when you get to the Page Wheels and Tires any procedure
involving tire WARNING inflation, the technician or Always inflate steel carcass individual must
utilize a remote tires with a remote air fill with inflation device, and ensure that the person
inflating standing at a all persons are clear of the minimum of 12 ft 3. Page Wheels and Tires it
needs to be repaired or replaced. When the tire tread wears down For your safety, tires that are
to the same height as these wear damaged or show signs of bars, the tire is worn out and must
excessive wear should not be used be replaced. Page 31st week of After possible. Use of any
tire or wheel the numbers go to four digits. For not recommended by Ford can example, means
the 25th affect the safety and performance of your vehicle, which could result Page For a

mounting pressure more than 20 psi 1. Page Wheels and Tires Wheel misalignment in the front
Note: Your vehicle may be or the rear can cause uneven and equipped with a dissimilar spare
rapid treadwear of your tires and wheel and tire assembly. A should be corrected by an
dissimilar spare wheel and tire authorized dealer. Page Wheels and Tires E Dual rear wheel
drive vehicle - six tire rotation front tires at top of E diagram. Note: When installing inch dual If
your vehicle is equipped with rear wheels, align the valve stems dual rear wheels it is facing
each other. Use of no longer needed. Do not use tire any tire or wheel not recommended by
chains on dry roads. Page Wheels and Tires Understanding Your Tire Pressure The tire
pressure monitoring system Monitoring System measures pressure in your road tires and
sends the tire pressure readings to your Single Rear Wheel vehicle. The low tire pressure
warning light will turn on if the tire pressure is significantly low. Page Wheels and Tires Low tire
pressure Possible cause Customer action required warning light Solid warning light Tire under
inflated Make sure tires are at the proper pres- sure. See Inflating your tires in this chapter. Page
one meter away from another starting with the left front tire in the Ford Motor Company vehicle
following clockwise order: Left front undergoing the system reset procedure driver's side front
tire , Right front at the same time. Page Wheels and Tires Set all four tires to the recommended
5. Train the tire pressure monitoring air pressure as indicated on the system sensors in the tires
using the Safety Compliance Certification following system reset sequence Label affixed to
either the door hinge starting with the left front tire in the pillar, door-latch post, or the door
following order: Left front driver's side Page Wheels and Tires Turn the ignition off. If two short
horn The trailer tire pressure monitoring system beeps are heard, the reset procedure is an
added safety feature that allows you was unsuccessful and you must to view your trailer tire
pressures through repeat it. If the dissimilar spare tire or wheel tire pressure monitoring
system, the is damaged, it should be replaced rather indicator light will illuminate when the
spare than repaired. Page Wheels and Tires Tool Location Spare tire pick-up trucks only Under
the vehicle, just forward of the rear bumper. Jack Fastened to the floor pan behind the rearmost seat on the passenger side. Jack handle, lug wrench, lug wrench exten- Regular Cab:
Fastened to floor behind the sion only available on dual rear wheel driver seat. Page Wheels and
Tires Use the attached fastener strap on the spare tire tether to attach the tether end to the
winch retainer prior to raising to the installed position. Page Wheels and Tires Insert the hooked
end of the jack handle into the jack and use the handle to slide the jack under the vehicle.
Position the jack according to the following guides: E Turn the engine off and block the wheel
that is diagonally opposite of the flat tire using the wheel chock. Page Wheels and Tires Jacking
the Vehicle E Front passenger side 4x4 E Note: View shown from the rear of the Turn the jack
handle clockwise until vehicle to clearly identify the jack point. Page Wheels and Tires 8.
Unblock the wheels. When installing the wheel center ornaments, make sure that the ornament
retention towers on the back side of the ornament are aligned with the studs or lug nuts. The
retention towers are designed to be installed over the studs or nuts and retain to the flange on
the lug nut. Page Wheels and Tires Slide the notched end of the jack handle over the release
valve and use the handle to slide the jack under the vehicle. Make sure the valve is closed by
turning it clockwise. Position the jack according to the following guides: E Front passenger side
4x4 : F dual Page Wheels and Tires 2. Use an up-and-down motion with the jack handle to raise
the wheel completely off the ground. Note: Hydraulic jacks are equipped with a pressure release
valve that prevents lifting loads which exceed the jack's rated capacity. Page Wheels and Tires
E E 8-lug nut torque sequence 2. Hold the ornament so that all of the retention clips are sitting
on the flange of the lug nuts. Page Wheels and Tires E E 3. Lay the tire on the ground with the
valve stem facing up. Slide the wheel partially under the vehicle and install the retainer through
the wheel center. Pull on the cable to align the components at the end of the cable. Page
Technical Specifications M14 x 1. Use only Ford recommended replacement fasteners. On
vehicles equipped with single rear wheels, retighten the lug nuts to the specified torque at miles
kilometers after any wheel disturbance such as tire rotation, changing a flat tire, wheel removal.
Page Wheels and Tires E Wheel pilot bore Inspect the wheel pilot hole and mounting surface
prior to installation. Remove any visible corrosion or loose particles. Page Engine
Specifications - 6. Page Motorcraft Parts - 6. Use of other parts may impact vehicle performance,
emissions and durability. Your warranty may be void for any damage related to use of other
parts. The Safety Compliance Certification Label be following table shows the transmission
affixed to a vehicle and prescribe where code along with the transmission the Safety
Compliance Certification Label Page Capacities And Specifications - 6. Only qualified personnel
should service the air conditioning refrigerant system. Opening the air conditioning refrigerant
system can cause personal injury. Approximate dry fill capacity. Actual amount may vary during
fluid changes. Page Per addition if required. For complete refill of limited slip Ford axles add 8.
Page 4. Use of any fluid other than the recommended fluid may cause degraded brake

performance and not meet the Ford performance standards. Keep brake fluid clean and dry.
TUNE: Turn to search manually through the radio frequency band. The system stops at the first
station it finds in that direction. Numeric keypad: In radio mode, you can store your favorite
radio stations. To store a radio station, tune to the station, then press and hold a preset button
until sound returns. Eject: Press to eject a CD. VOL and Power: Press to switch the system on
and off. Turn to adjust the volume. Page Audio System Radio Manual tune Use the left and right
arrows to go up or down the frequency band. Scan Select for a brief sampling of all available
channels. Language Select to display the language in English, French or Spanish. Setting Select
to display the outside temperature in Fahrenheit or Celsius. Note: The touchscreen system
controls most of the audio features. Seek, Fast Forward and Reverse: In radio mode, select a
frequency band and press either button. Page Audio System HD Radio Reception and Station
Troubleshooting Potential Reception Issues Reception area If you are listening to a multicast
station and you are on the fringe of the reception area, the station may mute due to weak signal
strength. If you are listening to HD1, the system switches back to the analog broadcast until the
digital broadcast is available again. Page Ford Motor Company shall not be of your vehicle. See
an authorized dealer responsible for any such programming for availability. This two seconds to
produce message should disappear audio for the selected shortly. Satellite antenna fault There
is an internal module If this message does not or system failure present. Your primary
responsibility is the safe operation of your vehicle. This allows you to: supports this. Place
cords and cables Times are subject to change due to out of the way, so they do not interfere
with the operation of pedals, seats, Ford Motor This system helps you control many Company
and Ford of Canada will not features using voice commands. This access the system data for
any purpose allows you to keep your hands on the other than as described absent consent, a
wheel and focus on what is around you. You can change these settings audible tones, prompts,
questions and at any time. Page Using Sync With Your Phone SYNC If Equipped To adjust this
setting press the voice button, when prompted say: Voice Command Action and Description
voice settings Then any of the following: phone confirmation on When enabled, this feature will
prompt you to confirm any voice initiated call command prior to the call being placed. Your cell
phone may also with questions, such as setting the current prompt you to give SYNC
permission to phone as the primary phone the phone access information. For listen to read
[text] message example you could say "Call Home". To switch the microphone on, select the
option again. Privacy Switch a call from an active hands-free environment to your cellular phone
for a more private conversation. When selected, the audio display indicates the call is private.
Phonebook Access your downloaded phonebook. Press the OK button to confirm and enter.
You can use the options at the bottom of the screen to access an alphabetical category quickly.
View Select the view option to open the text message. Once selected, you have the ability to
have the message read to you, to view other messages. Page SYNC If Equipped Sending a Text
Message Note: You can send text messages either by choosing a contact from the phonebook
Note: You can only send a text message to and selecting the text option from the audio one
recipient at a time. See your device's manual on how to push contacts. Press the OK button to
add more contacts from your phonebook. Delete When a message asking you to delete appears,
select the option to confirm. When a message to begin pairing appears in the audio display,
search for SYNC on your phone. See your phone's manual if necessary. Select this option, and
then press the OK button to change the option's status. Set defaults Return to the factory
default settings without erasing your indexed information such as phonebook, call history, text
Page This includes Data is sent to Ford in the United States any additional charges incurred due
to through the connected device. The driving in areas when roaming out of a home information
is encrypted and includes your network. Up-To-Date No update is required. The system is trying
to receive an update. Update settings Menu Item Action and Description USB ports. You can say
any of the voice commands that appear within open and close brackets that are separated by.
Not all devices support this command. Then any of the following: Message Description and
Action Shuffle Choose to shuffle or repeat your music. Once you make your choice, it remains
on until you switch it off. Repeat track Choose to shuffle or repeat your music. Press the OK
button to select. The first track title appears in the display. Scroll to browse indexed media files
on the device, and then press the OK button. After the new indexing is complete, you can
choose what to play from the USB song library. You can use the buttons at the bottom of the
audio display to jump to a certain alphabetical category quickly. Page SYNC If Equipped Voice
Commands for Audio Voice Command Sources who's who is this who plays this Your voice
system allows you to change what's what is playing [now] what audio sources with a simple
voice which song track artist is this command. Page Sync Troubleshooting SYNC If Equipped
Use the website at any time to check your Voice Command phone's compatibility, register your
account and set preferences as well as shuffle random mix CD [player] access a customer

representative via an disc [on] online chat during certain hours. Remove any pictures or special
ring tones associ- ated with the missing contact. Depending upon your phone, you may have to
grant SYNC permission to access your This is a phone-dependent Go to the website to review
feature. Your music files may not contain the correct artist, Make sure that all song song title,
album or genre Page Possible solution s login on the app on the phone before using them with
AppLink. Closing and restarting apps may help SYNC find the application if you cannot discover
it inside the vehicle. Page Force close or uninstall the a limited number of apps you do not want
SYNC bluetooth ports apps can to find. If the app has a "Ford I can only see some of the use to
connect. If you have SYNC" setting, disable that By Driving while distracted can result in
integrating with your Bluetooth-enabled loss of vehicle control, crash and phone, the
touchscreen provides easy injury. Home This button is available on the main screens. Pressing
it takes you to the home screen view. Heated steering When you activate the heated steering
wheel option wheel on the touch screen, this icon displays. It only displays when there is not a
physical button for the heated If equipped steering wheel. Pressing the icon shows more details
about the new software. Wi-Fi This icon appears if a Wi-Fi network is connected. Page Visit the
website to sign up and register. You can then select to download Settings the update. Please
Available You can then select your check the website for minimum If your vehicle does not have
navigation, this space contains the compass. Phone The name of the connected phone appears
on the screen. The status of the phone features also appear. If equipped. You can access each
feature controlled by You can touch any of the feature displays SYNC 3 through a variety of
commands. Destination Nearest State the name of the POI category you would like to search for
nearby such as "Destination nearest restaurants". Destination Previous Allows you to see a list
of your previous destinations. Destination Destination Home Allows you to route to your home
address. Voice Command Lists On The system displays a short list of available commands.
Voice Command Lists Off The system does not display the list of commands. To disable this
automatic fan speed You can use the volume control to adjust reduction feature during voice
sessions, Press this button to select the source of media you want to listen to. Bluetooth Stereo
Apps If you have SYNC 3 compatible apps on your connected smart phone, they display here as
individual source selections. This feature may not be available in all markets and requires an
active subscription. Page This includes canceling, moving or adding particular channels, and its
prices, at any time, with or without notice E to you. You can replay approx- imately 45 minutes
of audio as long as you remain tuned to the current station. Changing stations erases the
previous audio. Live When you are in replay mode, you are not able to select a different preset
until you This seconds to produce audio for message should disappear the selected channel.
Satellite antenna fault There is an internal module or If this message does not clear system
failure present. Your station, and then changes to orange when system has a special receiver
that allows digital audio is playing. When this logo is it to receive digital broadcasts where
available, you may also see Title and Artist available in addition to the analog If you are listening
to HD1, the system changes back to the analog broadcast until the digital broadcast is available
again. Shuffle Select the shuffle symbol to have the audio on the disk play in random order.
Touch the climate button on the SYNC 3 is also able to organize the media touchscreen to
access your climate control from your USB device by metadata tags. Heated steering wheel:
Touch this icon to switch the heated steering wheel on and off. The driver and passenger
temperatures are set to LO, recirculated air flows through the instrument panel vents, air
conditioning automatically turns on and the fan automatically adjusts to the highest speed.
Phone Menu 2. Select your phone's name when it appears on the touchscreen. List You can
place a call by selecting an entry from this list. You can also sort the calls by selecting the drop
down menu at the top of the screen. Messages Phone Use this keypad to dial in a phone
number. Keypad Use the backspace button to delete numbers. Call Press this button to begin a
call. You can back to SYNC 3. Note: Downloading and sending text Keypad Press this to access
messages using Bluetooth are cell Select Apple CarPlay on the To disable this feature from the
touchscreen. Page SYNC If Equipped 3D city models are complete 3D models Re-center the map
by pressing of entire city areas including navigable this icon whenever you scroll the roads,
parks, rivers and rendered buildings. Page SYNC If Equipped Destination Mode To set a
destination, press: Menu Item Description Destination Enter a navigation destination in any of
the following formats: Search Street Address number, street, city, state For example "12
Mainstreet Dearborn MI" Partial Address number, street if searching in current state number,
street and zip code or postal code in Canada if searching out of state You can enter unique
addresses that contain door number prefixes Home Select to navigate to your set Home
destination. The time it takes to travel from your current location to Home displays. To set your
Home, press: Home A prompt appears asking if you would like to create a favorite for home.
Once you have selected a category, follow the menus to find what you are looking for. SYNC 3

may not always announce vehicle arrival at the exact point of your destination and you may
have to cancel a route manually. During active navigation, touch the bottom Navigation Menu of
the screen to view the menu and other See Settings page Settings Where Am I? Provides your
current location city and the nearest road. The following are only available on the menu during
an active navigation route: Cancel Route The system asks for confirmation and then returns you
to the map mode screen. You can select up to five waypoints. Page Apps Note: We encourage
you to review the HERE smartphone app s terms of service and evaluates all reported map
errors and privacy policies because Ford is not responds with the result of their responsible for
your app or its use of data. Page AppLink is only possible when Android Auto select a mobile
app using the system. Some apps Note: Ford reserves the right to limit may only be accessible
in the car through functionality or deactivate mobile apps at Applink and others only through
Android any time. Sports Info Touch this button to view scores and schedules from a variety of
sports. You can also save up to 10 favorite teams for easier access. Pressing the button allows
you to access the This button is available when a media following options for active devices
only. Auto Time Zone When active, the clock adjusts to time zone changes. Update This feature
is only available in vehicles with navigation. The touchscreen indicates when the pairing is
successful. Website 5. Your phone may prompt you to give owner. Contacts Delete Contacts
Select this option to delete the in vehicle contact list. Deleting the in vehicle list does not erase
the contact list on the connected phone. Page SYNC If Equipped You can enable and disable the
following options as well: Menu Item Action and Description Mute Audio in When enabled,
vehicle audio such as radio or apps is muted for the Privacy duration of the phone call even
when the phone call is in privacy. Roaming When enabled, an alert displays that your phone is
roaming when Warning Activate this feature to have the system display radio text. The system
only Route calculates one route based on your preferred route setting. Note: Standard data
rates will apply. Ford You can enable the control of compatible is not responsible for any
additional charges mobile apps running on your Bluetooth or you may receive from your
service provider, USB device on SYNC 3. Page Note: Ford is not responsible or liable for
General any damages or loss of privacy relating to usage of an app, or dissemination of any
About Information pertaining to the system and its software. Software Licenses Documentation
of the software license for the system. You can find this code on the owner's wallet Select this
button to add or erase a card in the glove box or from your personal door keypad code. To add
or authorized dealer. This is a cell phone- Check your cell phone's compatibility. Try switching
your cell phone off, resetting it or removing the battery, then try again. Text messages from
WhatsApp and Face- book Messenger are not supported. Your cell phone must support
downloading This is a cell phone- text messages through Bluetooth to receive dependent
feature. Password error. Verify password. Weak signal. Check for a poor Wi-Fi signal. Page
AppLink. Closing and restarting apps may help SYNC 3 find the application if you cannot
discover it inside the vehicle. Tap the home button again, then select the app again to restart it.
Page 3 to find. If the app has a I can only see some of the can use to connect. Say the song or
artist name exactly as it is displayed on your device. Page 5 seconds the screen will go black.
Allow minutes for the system reset to complete. You may then resume using the SYNC 3
system. Ford Support Page The relay box for the auxiliary switches is specifically for
automotive use. See your authorized any non-Ford electrical or electronic dealer for service.
Page Accessories Each switch includes a blunt-cut, sealed panel on the right-hand side of the
wire. The wires are under the instrument passenger footwell. Page such as lift buckets, cranes,
motors, salt spreaders and snow plows with external relays. For more information on the
Upfitter Interface Module and the auxiliary switches, visit: Web Address Protect Extended
Service Plans! Extended Rental Benefits Page Ford Protect Extended This information is
subject to change. For Service Plan specialists at Box Page Scheduled Maintenance If you do
not use Ford authorized parts they you sell or trade it. Keep all receipts for may not meet our
specifications and completed maintenance with your vehicle. Page It is critical that systems are
Additives and Chemicals flushed only with new fluid that is the same This owner's manual and
the Ford as that required to fill and operate the Workshop Manual list the recommended system
or using a Ford-approved flushing additives and chemicals for your vehicle. Page Scheduled
Maintenance Tightening lug nuts Tighten the lug nuts to the specified torque at miles Vehicles
with single rear km after any wheel disturbance such as tire rota- wheels tion, changing a flat
tire or wheel removal. Tighten the wheel lug nuts to the specified torque at Vehicles with dual
rear miles km , and again at miles km of new wheels Your checklist gives you advisor or
technician about the multi-point immediate feedback on the overall vehicle inspection. It is a
comprehensive condition of your vehicle. Page Scheduled Maintenance Other maintenance
items Every miles Replace cabin air filter. Every miles Replace engine air filter. Change
automatic transmission fluid and filter on 5-speed transmission. Consult dealer for

requirements. Every miles Replace front wheel bearing grease and grease seal if non- sealed
bearings are used. Your vehicle lets you know when an oil change is due by displaying a Your
vehicle has an Intelligent Oil-Life message in the information display. Page Scheduled
Maintenance Normal Maintenance Intervals At every oil change interval as indicated by the
information display Change the engine oil and filter. Fuel and water separator. Drain if
necessary or if indicated by the information display. Refill the diesel exhaust fluid tank. Rotate
the tires , inspect the tires for wear and measure tread depth. Page Scheduled Maintenance
Other maintenance items Inspect the engine and secondary cooling system coolant
concentration freeze-point protection , additive corro- sion inhibitor strength, coolant level, and
hoses. Add coolant additive if necessary. Every miles Replace the air inlet foam filter. Every
miles Replace the front wheel bearing grease and grease seal if using non-sealed bearings.
Page Scheduled Maintenance Extensive idling or low-speed driving for long distances, as in
heavy commercial use such as delivery, taxi, patrol car or livery Lubricate control arm and
steering ball joints if equipped with grease fittings. Rotate tires , inspect tires for wear and
measure tread depth. Page Scheduled Maintenance Off-road operation Inspect frequently,
service Inspect steering linkage, ball joints and U-joints, Lubricate as required if equipped with
grease fittings. Replace engine air filter. Every miles Change engine oil and filter. Page
Scheduled Maintenance Towing a trailer or using a car-top carrier As required Change the
engine oil and filter as indicated by the information display, and perform the services listed in
the scheduled maintenance chart. See the axle maintenance items under Exceptions. Every
miles Replace the engine-mounted and frame-mounted fuel km , 6 months, engine Page
Scheduled Maintenance Frequent or extended idling over 10 minutes per hour of normal driving
or frequent low- speed operation if your vehicle is used for stationary operation As required
Change the engine oil and filter as indicated by the information display, and perform the
services listed in the scheduled maintenance chart. Every miles Replace the engine-mounted
and frame-mounted fuel km , six months, engine Page Scheduled Maintenance Sustained
high-speed driving at gross vehicle weight rating maximum loaded weight for vehicle operation
Every miles Inspect the engine and secondary cooling system coolant km or engine hours
concentration freeze-point protection and additive corrosion inhibitor strength. Page Scheduled
Maintenance Operating in dusty or sandy conditions such as unpaved or dusty roads Every
miles Change the engine oil and filter. Every miles Replace the engine-mounted and
frame-mounted fuel km , six months, engine filters. Page 75W synthetic gear fluid meeting Ford
has been submerged in water. Page wrench icon to inform you to bring before the completion of
your vehicle's your vehicle to the dealer for service. If useful life. Ford Motor Company,
however, there are any issues with the oxidation urges you to have all recommended Those
process. It is your responsibility to Page Should you have any questions concerning are
driving. Page Appendices substitute for your personal judgment. Page Consumer-Related
Disputes will also litigate any dispute in small claims court apply. You may If such Page
Appendices 1. Safe and Lawful Use 2. Account Information You acknowledge that devoting
attention You agree: a when registering the to the TeleNav Software may pose a risk TeleNav
Software, to provide TeleNav with of injury or death to you and others in true, accurate, current,
and complete situations that otherwise require your information about yourself, and b to Page
Appendices distribute, sublicense or otherwise is dependent on the accuracy of transfer the
TeleNav Software to navigation, as the maps or functionality others, except as part of your of
the TeleNav Software are not permanent transfer of the TeleNav intended to support such high
risk Software; Page Appendices conferred by implication, statute, inducement, estoppel or
otherwise, and The headings in this Agreement are for TeleNav and its suppliers and licensors
convenience of reference only, will not be hereby reserve all of their respective rights deemed
to be a part of this Agreement, other than the licenses explicitly granted and will not be referred
to in connection in this Agreement. Some States, HERE from complying with any of its
Territories and Countries do not allow obligations hereunder to deliver or certain warranty
exclusions, so to that distribute Data, such failure shall be extent the above exclusion may not
apply excused and shall not constitute a breach to you. Page Appendices B. Canada Data. Page
Appendices 2. Copyright Notice: In connection with either express or implied, arising by each
copy of all or any portion of the law or otherwise, including but not Data for the Territory of
Canada, Client limited to, effectiveness, complete- shall affix in a conspicuous manner the ness,
accuracy or fitness for a following copyright notice on at least particular purpose. Page
Appendices A. Third Party Notices. Any and all copies II. Europe Territory written consent from
Kartografie a. Poland, Slovenia E. Respective Country Distribution. Page Appendices
Gracenote. This product and service may party. Page Appendices Services even if Intelematics
or a Supplier has been advised of the possibility of such damages. Page Index Driver and
Passenger Airbags Page DEF Gauge Transmission Fluid Temperature Only Page Index Opening

and Closing the Moonroof Page Index Refueling - Gasoline Page Index Sitting in the Correct
Position Page Index Using Stability Control Page Index High Beam Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. I'd love to be emailed when a new, high quality document is
available for my Ford F My email address is:. By using this website, you automatically accept
that we use cookies. What for? Toggle navigation. Home Workshop Manuals Ford F It is a large,
heavily built pickup with heavy duty body-onframe steel ladder frames, axles, springs, brakes,
transmissions and powerful engines. These trucks are well known for their toughness and
ruggedness. Although a tough, rugger truck, it comes well-furnished inside with the most
modern gadgets usually found in sleek automobiles. The F super duty was also recently
re-introduced in this market after ten years. It is being marketed using the same engine as the
Venezuelan F, but only with a 6-speed automatic transmission, 4x2 or 4x4 wheel drive option in
both single and double cab configurations. Get notified for new files? We'll send you a quick
email when a new Ford F document is added. Ford F Workshop Manual. Ford F Owners Manual.
Related Models. Ford Official Website. Never miss out: Get notified when new Ford F
documents are added. About Manuals. Connect with us. Quick Links. See also: Owner's Manual.
Table of Contents. Instrument Cluster. Warning Lights And Chimes. Entertainment Systems.
Auxiliary Input Jack. Navigation System. Climate Controls. Turn Signal Control. Bulb
Replacement. Driver Controls. Steering Wheel Adjustment. Speed Control. Upfitter Controls.
Owners Guide postfmt. USA fus. Ford motor company ford crown victoria owner's guide pages.
Automobile Ford Explorer Owner's Manual pages. Ford motor company ford escape hybrid
owner's guide pages. Ford may change the contents without notice and without incurring
obligation. Page 4: Introduction â€” Special handling may apply for service or vehicle end of life
disposal. See Please take the time to get well acquainted with your vehicle by reading this
handbook. The more you know and understand about your vehicle, the greater the safety and
pleasure you will derive from driving it. Page 5 kilometers of operation, since these additives
may prevent piston ring seating. See Engine oil in the Maintenance and Specifications chapter
for more information on oil usage. Page 7 Safety must be paramount when using mobile
communications equipment to avoid negating these benefits. Mobile Communication
Equipment includes, but is not limited to cellular phones, pagers, portable email devices,
in-vehicle communications systems, telematics devices and portable two-way radios. In
addition, ambulance usage without the preparation package could cause high underbody
temperatures. Ford Ambulance Preparation Package is only available on certain 6. Have the
vehicle checked by your authorized dealer immediately. Driving extended distances with the
parking brake engaged can cause brake failure and the risk of personal injury. If the light
remains on, have the system serviced immediately by your authorized dealer. Page 16 If your
vehicle is equipped with a diesel engine, it has some unique warning lights; refer to Instrument
Cluster in your 6. Never remove the coolant reservoir cap while the engine is running or hot. If
the oil level is correct, have your vehicle checked at your authorized dealer. Operating the
transmission for extended periods of time with the gauge in the yellow area may cause internal
transmission damage. If the gauge continues to show high temperatures, see your authorized
dealer. Check with your authorized dealer for availability. Press again to return to the playing
media. Page 26 Auxiliary input jack later in this chapter. Page 27 In MP3 folder mode, the system
will randomly play all tracks within the current folder. Page 33 CD. The CD status will display in
the radio display. Page 34 Check with your authorized dealer for availability. Press again to
stop. Load the desired disc, label side up. The system will prompt you to load discs for the
remaining available slots. Begin with the vehicle parked and the radio turned off. CD units are
designed to only play commercially manufactured, round 4. Do not use any irregular shaped
CDs or discs with a scratch protection film attached. CDs with homemade paper adhesive labels
should not be inserted into the CD player as the label may peel and cause the CD to become
jammed. Page 41 Note: SIRIUS reserves the unrestricted right to change, rearrange, add or
delete programming including canceling, moving or adding particular channels, and its prices,
at any time, with or without notice to you. Ford Motor Company shall not be responsible for any
such programming changes. This message should disappear shortly. If this message does not
clear within a short present. Page Navigation System Navigation supplement for further
information. Page 44 OFF. The indicator light will turn off indicating the system is off. Note: The
audio from the DVD system will play over all vehicle speakers and can be adjusted by the radio
volume control. A display will appear at the bottom of the screen indicating the brightness level.
The brightness display will only appear when the menu is not displayed. Page 48 DVD system.
Reverse : Press and release for the previous chapter or track. Page 49 Wireless headphone
volume is controlled with the rotary dial on the right ear piece. Page 50 Unless otherwise stated,
all operations can be carried out with the remote control. Always point the remote control

directly at the player. Ensure that there are no obstructions between the remote and player.
When in Dual Play, press to increase or decrease the volume for the wired headphones. Remove
the screw and unlatch the battery cover to access the batteries. The remote control unit uses
two AAA batteries which are supplied with the unit. Refer to Wired Headphones below. When
replacing the batteries, use two new batteries alkaline recommended and install them with the
correct orientation as indicated in the battery housing. If this happens, simply turn the
headphones on again and continue use. Page 59 This is disc dependent â€” some DVD discs
may have more viewing angles to select from. The system default is Angle 1. This is disc
dependent. The system default is English. Due to technical incompatibility, certain recordable
and re-recordable compact discs may not function correctly when used in Ford CD and DVD
players. These will display on the status bar on top of the screen as the screens cycle through
at this rate. Yellow: video input 2. White: left channel audio input 3. Red: right channel audio
input 4. To change the level of control, press the memory preset controls 3 and 5
simultaneously on the front audio controls. The control level will cycle each time the buttons
are pressed simultaneously. See your dealer. Do not insert foreign objects into the DVD
compartment. This equipment has been tested and found to comply with the limits for a Class B
digital device, If one is already in the player, remove it. This could take an hour or more. Page
Climate Controls 1. Select 2. Modulate the temperature control to maintain comfort. Set the fan
speed to the highest setting. Direct the outer instrument panel vents toward the side windows.
Heated seats : Press to turn the heated seats on and off. The heated seats automatically shut off
after 10 minutes. The heated seats turn off when the ignition is turned off. Direct the outer
instrument panel vents towards the side windows. Do not place objects on top of the instrument
panel as these objects may become projectiles in a collision or sudden stop. Refer to Power
mirrors in the Driver Controls chapter for more information. The heated seats automatically turn
off after 10 minutes, or when the ignition is turned off. Page 79 Do not place objects on top of
the instrument panel as these objects may become projectiles in a collision or sudden stop.
Page Lights Pull headlamp control towards you to turn foglamps on. The foglamp indicator light
will illuminate. Pull the lever towards you to deactivate. Flash to pass Pull toward you slightly to
activate and release to deactivate. Locate the horizontal adjuster 1 for each headlamp. Turn it
clockwise or counterclockwise, to place the left edge of the high intensity area even with the
vertical line corresponding to the headlamp under adjustment. Repeat Steps 3â€”5 for the other
headlamp. Close the hood and turn off the lamps. Replacing headlamp bulbs aerodynamic 1.
Make sure that the headlamp control is in the OFF position and open the hood. Page 87 Grasp
the bulb only by its plastic base and do not touch the glass. The oil from your hand could cause
the bulb to break the next time the headlamps are operated. Install the new bulb s in reverse
order. Page 88 4. Pull the old bulb out from the socket. Remove the four screws and the
headlamp retaining ring from headlamp. Disconnect the electrical connector from the headlamp.
Top view of assembly shown. Remove the four screws and the lamp lens from lamp assembly.
Carefully pull the bulb straight out of the socket and push in the new bulb. Make sure the
headlamp switch is in the OFF position. Remove the bulb socket from the foglamp by turning
counterclockwise. Disconnect the electrical connector from the foglamp bulb. Pull out the old
bulb from the socket and push in the new bulb. Install the bulb socket in lamp assembly by
turning it clockwise. In freezing weather, be sure the wiper blades are not frozen to the
windshield before operating the wipers. Page 96 Do not hang any type of accessory or
accessory bracket from the plug. Improper use of the power outlet can cause damage not
covered by your warranty. Improper use of the lighter can cause damage not covered by your
warranty. Press the left side to restore the window controls. When the mirror detects bright light
from behind the vehicle, it will automatically adjust darken to minimize glare. Page These
actions could cause damage to the glass and mirrors. Fold-away mirrors Fold the side mirrors
in carefully before driving through a narrow space, like an automatic car wash. This provides
additional visibility of your vehicle to other drivers on the road. Do not use the speed control in
heavy traffic or on roads that are winding, slippery or unpaved. Page CD. See your authorized
dealer for service. It is also recommended that a new battery be placed in the hand-held
transmitter of the device being programmed to HomeLink for quicker training and accurate
transmission of the radio-frequency signal. The name and color of the button may vary by
manufacturer. The indicator light will flash slowly and then rapidly after HomeLink accepts the
radio frequency signal. The indicator light will begin to flash after 20 seconds. For questions or
comments, contact HomeLink at In the event of a multiple warning situation, the message
center will cycle the display to show all warnings by displaying each one for 4 seconds. Refer to
your 6. This value is not the same as the average fuel economy display. The running average
fuel economy is reinitialized to a factory default value if the battery is disconnected. Page 1. The
sequence of the system check report and how it appears in the message center is as follows: 1.

Page The compass reading may be affected when you drive near large buildings, bridges, power
lines and powerful broadcast antenna. Magnetic or metallic objects placed in, on or near the
vehicle may also affect compass accuracy. Page The message center will display the last
selected feature if there are no more warning messages. This allows you to use the full
functionality of the message center after you acknowledge the warning by pressing the RESET
control and clearing the warning message. Pull left-hand hinge straight to the right to disengage
the left-hand tailgate hinge socket from the left-hand box pivot post. Lift left side off of its hinge.
To install, follow the removal procedures in reverse order. Page 2. Slide the latch at the bottom
of the handle, then lower the handle. To open the bed extender into Tailgate Mode: 1. Pull the
locking pin toward the center of the vehicle. Rotate the storage hinge rearward to unlatch the
panels. Ensure the latch rod is inserted into the tailgate hole and the locking pins on both sides
are engaged into their holes in the pick-up box. Reverse steps for storage of the bed extender.
To open the bed extender into Grocery Mode, follow Steps 1â€”5 by rotating the panels away
from the tailgate. Press the power door unlock control on the door panel three times. Turn the
ignition back to the 3 ON position. The horn will chirp one time to confirm programming mode
has been entered and is active. Sounding a panic alarm Press to activate the alarm. Press again
or turn the ignition to 3 ON to deactivate. Page 3. Repeat this procedure for another remote
transmitter if desired. Replacing the battery The remote entry transmitter uses one coin type
three-volt lithium battery CR or equivalent. Note: The horn will chirp once to confirm the
procedure is complete. Enter the factory set code. Use of these systems may result in vehicle
starting problems and a loss of security protection. Note: Large metallic objects, electronic
devices that are used to purchase gasoline or similar items, or a second coded key on the same
key chain may cause vehicle starting issues. Page A maximum of eight keys can be coded to
your vehicle. Only SecuriLock keys can be used. Page Steps 1 through 5. If failure repeats,
bring your vehicle to your authorized dealer to have the new spare key s programmed. Lift the
head restraint so that it is located directly or as close as possible behind your head. Push
control to lower head restraint. The lid cannot be opened in the upright position. Lift up armrest
to return it to a center seatback. The control is located on the outboard side of the seat cushion.
Turn the lumbar support counterclockwise for less support. Heated seats if equipped The
heated seat control is located on the climate control panel. Page After returning the seatback to
its original position, pull on the seatback to ensure that it has fully latched. An unlatched seat
may become dangerous in the event of a sudden stop or collision. All occupants of the vehicle,
including the driver, should always properly wear their safety belts, even when an air bag
supplemental restraint system SRS is provided. Front and rear seat occupants, including
pregnant women, should wear safety belts for optimum protection in an accident. The belt will
still retract to remove any slack in the shoulder belt. The automatic locking mode is not
available on the driver safety belt. In addition, all seat belts should be checked for proper
function. Adjust the height of the shoulder belt so the belt rests across the middle of your
shoulder. Release the mini-buckle by inserting a key or safety belt tongue into the slot. The
safety belt warning light illuminates minutes and the warning chime sounds seconds. Wait until
the safety belt warning light turns off. Inspect the safety belts to make sure there are no nicks,
tears or cuts. Replace if necessary. Ford Motor Company recommends that all safety belt
assemblies in use in vehicles involved in a collision be replaced. Page Do not put anything on
or over the air bag module. Placing objects on or over the air bag inflation area may cause those
objects to be propelled by the air bag into your face and torso causing serious injury. Please
refer to the Ford Truck Body Builders Layout Book for instructions about the appropriate
installation of additional equipment. Removing the blocker beam without installing snow plow
attachment hardware may effect airbag deployment in a crash. Page Thus, it is extremely
important that occupants be properly restrained as far away from the airbag module as possible
while maintaining vehicle control. Several air bag system components get hot after inflation. Do
not touch them after inflation. Disposal of airbags and airbag equipped vehicles See your local
authorized dealer. Accident statistics suggest that children are safer when properly restrained
in the rear seating positions than in the front seating position. Booster seats position a child so
that safety belts fit better. They lift the child up so that the lap belt rests low across the hips and
the knees bend comfortably. Page top of ear level above the top of the seat. Refer to Automatic
locking mode passenger side front and outboard rear seating positions if equipped section in
this chapter. Ford recommends the use of a child safety seat having a top tether strap. Install
the child safety seat in a seating position with a tether anchor. Page the buckle closest to the
direction the tongue is coming from for that seating position until you hear and feel the latch
engage. Make sure the tongue is latched securely by pulling on it. If the retractor is not locked,
unbuckle the belt and repeat Steps two through nine. Check to make sure the child seat is
properly secured before each use. The tether strap may not work properly if attached

somewhere other than the correct tether anchor. Remove tether cover. Clip the tether strap to
the anchor as shown. To access, reach below the back of the seat and pull tether loop out of the
rubber band securing it. Page 10 to 12 inches or limited production tires as defined in Title 49
Code of Federal Regulations Part Department of Transportation-Tire quality grades: The U.
Department of Transportation requires Ford to give you the following information about tire
grades exactly as the government has written it. Page Every day before you drive, check your
tires. If one looks lower than the others, use a tire gauge to check pressure of all tires and
adjust if required. You are strongly urged to buy a reliable tire pressure gauge, as automatic
service station gauges may be inaccurate. Ford recommends the use of a digital or dial-type tire
pressure gauge rather than a stick-type tire pressure gauge. Page 6. Visually inspect the tires to
make sure there are no nails or other objects embedded that could poke a hole in the tire and
cause an air leak. Check the sidewalls to make sure there are no gouges, cuts or bulges. Page
For your safety, tires that are damaged or show signs of excessive wear should not be used
because they are more likely to blow out or fail. Page such as P-metric versus LT-metric or
all-season versus all-terrain as those originally provided by Ford. Page 4. Use both eye and ear
protection For a mounting pressure more than 20 psi greater than the maximum pressure, a
Ford Dealer or other tire service professional should do the mounting. Always inflate steel
carcass tires with a remote air fill with the person inflating standing at a minimum of 12 ft. Page
Unless otherwise specified, rotate the tires approximately every 5, miles 8, km. Page This
information identifies and describes the fundamental characteristics of the tire and also
provides a U. These ratings are listed in the following chart. The tire suppliers may have
additional markings, notes or warnings such as standard load, radial tubeless, etc. Maximum
Load Single lb. Page Vehicle Loading It does not include passengers, cargo, or optional
equipment. Vehicle Curb Weight â€” is the weight of your new vehicle when you picked it up
from your authorized dealer plus any aftermarket equipment. Page GAW Gross Axle Weight â€”
is the total weight placed on each axle front and rear â€” including vehicle curb weight and all
payload. Consult your authorized dealer or the RV and Trailer Towing Guide provided by your
authorized dealer for more detailed information. If your vehicle will be towing a trailer, load from
your trailer will be transferred to your vehicle. Consult this manual to determine how this
reduces the available cargo and luggage load capacity of your vehicle. Refer to Transmission
fluid temperature gauge in the Instrument Cluster chapter for the transmission fluid temperature
information. Attach the trailer to the vehicle and adjust the hitch equalizers so that the front
bumper height is within After proper adjustment, the rear bumper should be no higher than in
Step 2. Page The Ford TBC has only been verified to be compatible with trailers having
electric-actuated drum brakes one to four axles and not hydraulic surge or
electric-over-hydraulic types. It is the Page If the manual control is activated while the brake is
also applied, the greater of the two inputs determines the power sent to the trailer brakes.
Explanation of instrument cluster messages: The TBC interacts with the instrument cluster
message center. Page Note: Your TBC can be diagnosed by your authorized dealer to determine
exactly which trailer fault has occurred; however, if the fault is with the trailer this diagnosis is
not covered under your Ford warranty. Ford is not responsible for warranty or performance of
the TBC due to misuse or customer installation. Page Driving Do not start your vehicle in a
closed garage or in other enclosed areas. Exhaust fumes can be toxic. Always open the garage
door before you start the engine. See Guarding against exhaust fumes in this chapter for more
instructions. Make sure the headlamps and electrical accessories are off. If starting a vehicle
with an automatic transmission: 1. Make sure the parking brake is set. Make sure the gearshift
is in P Park. Excessive cranking could damage the starter. Page Note: If your vehicle is
equipped with a manual transmission, the engine may be required to run while power
accessories operate and the parking brake is set. It is recommended that wheel chocks be used
during this operation. This may allow Page Over loading or loading the vehicle improperly can
deteriorate handling capability and contribute to loss of vehicle control and vehicle rollover. Do
not drive your vehicle until you verify that the brakelamps are working. Page The amount of
downshift braking provided will vary based upon the amount the brake pedal is depressed. If
equipped, use the tachometer and do not allow engine speed to exceed the redline area.
Operating the engine beyond the recommended speeds can cause severe engine damage.
Apply the brake and shift into the neutral position. Fully apply the parking brake, then shift into
1 First. Page Certain add-on devices such as large trailer hitches, bike or surfboard racks and
any device that may block the normal detection zone of the RSS system may create false beeps.
If the sensors are covered, it will affect the accuracy of the RSS. Illuminates when 4H 4x4 High
or 4L 4x4 Low is engaged. Place the gearshift lever in N Neutral. If the vehicle is equipped with a
manual transmission, also depress the clutch pedal. Sends power to the rear wheels only.
Sends power to front and rear wheels. This mode is not intended for use on dry pavement.

Bring the vehicle to a complete stop. Depress the brake. Place the gearshift in N Neutral. Page
The differences that make your vehicle so versatile also make it handle differently than an
ordinary passenger car. Information on transfer case operation and shifting procedures can be
found in the Driving chapter. Page If the transmission, transfer case or front axle are submerged
in water, their fluids should be checked and changed, if necessary. Driving through deep water
may damage the transmission. Page Never drive with chains on the front tires of 4WD vehicles
without also putting them on the rear tires. This could cause the rear to slide and swing around
during braking. Page Wet brakes do not stop the vehicle as quickly as dry brakes. Installing the
snowplow Specifications are found in the Ford Workshop Manual. Page Additional equipment
such as snowplow equipment may effect the performance of the airbag sensors increasing the
risk of injury. Page Roadside Emergencies Ford and Mercury vehicles, and six years or 70,
miles , km on Lincoln vehicles. Page 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€”
Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call 1â€”â€”â€”;
Page Fuel Pump Shut-Off Switch After an accident, if the engine cranks but does not start, this
switch may have been activated. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Remove the panel cover to access the fuses. Page Always
replace the cover to the passenger compartment fuse panel before reconnecting the battery. If
the battery has been disconnected and reconnected, refer to the Battery section of the
Maintenance and Specifications chapter. Page Always disconnect the battery before servicing
high current fuses. To reduce risk of electrical shock, always replace the cover to the Power
Distribution Box before reconnecting the battery or refilling fluid reservoirs. If the dissimilar
spare tire or wheel is damaged, it should be replaced rather than repaired. Page To help prevent
the vehicle from moving when you change a tire, be sure the parking brake is set, then block in
both directions the wheel that is diagonally opposite to the tire being changed. Attach the spare
tire lock key A to the jack handle B. Page If the vehicle slips off the jack, you or someone else
could be seriously injured. Turn the jack handle clockwise until the wheel is completely off the
ground and high enough to install the spare tire. Remove the lug nuts with the lug wrench.
Lower the wheel by slowly turning the release valve counterclockwise. Opening the release
valve slowly will provide a more controlled rate of descent. Stow the jack, jack handle and lug
wrench. Make sure the jack is securely fastened so it does not rattle when driving. Unblock the
wheels. Use only Ford recommended replacement fasteners. On all two-piece flat wheel nuts,
apply one drop of motor oil between the flat washer and the nut. Do not apply motor oil to the
wheel nut threads or the wheel stud threads. Page Connecting the jumper cables 1. Note: In the
illustrations, lightning bolts are used to designate the assisting boosting battery. Connect the
negative - cable to the negative - terminal of the assisting battery. Start the engine of the
disabled vehicle. Once the disabled vehicle has been started, run both engines for an additional
three minutes before disconnecting the jumper cables. Remove the jumper cable from the
ground metal surface. After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Note: Towing an ESOF 4x4 vehicle with the front wheels on the ground without
disengaging the front hubs may cause damage to the automatic transmission. Ford Motor
Company produces a towing manual for all authorized tow truck operators. Have your tow truck
operator refer to this manual for proper hook-up and towing procedures for your vehicle. Away
from home If you own a Ford or Mercury vehicle and are away from home when your vehicle
needs service, or if you need more help than the authorized dealer could provide, after following
the steps described above, contact the Ford Customer Relationship Center to find an authorized
dealer to help you. Page If you own a Lincoln vehicle and are away from home when your
vehicle needs service, or if you need more help than the authorized dealer could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an
authorized dealer to help you. Page Customer Assistance In some states in the U. Ford is also
allowed a final repair attempt in some states. Page You are not bound by the decision but may
choose to accept it. If the arbitrator has decided in Page Customer Assistance If you did not
take advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you
may still be eligible. Since this information is subject to change, please ask your authorized
dealer for complete details about Ford Extended Service Plan coverage options, or visit the
Ford ESP website at Page Reporting Safety Defects U. The high-pressure fluid could penetrate
the sealed parts and cause damage. These quality products have been specifically engineered
to fulfill your automotive needs; they are custom designed to complement the style and
appearance of your vehicle. Each product is made from high quality materials that meet or
exceed rigid specifications. Page Maintenance And Specifications First. Turn off the engine and

remove the key. Block the wheels. Set the parking brake and shift to P Park. Lift the hood until
the lift cylinders hold it open. Transmission fluid dipstick automatic transmission 4. Engine oil
filler cap 5. Engine oil dipstick 6. Power steering fluid reservoir 7. Brake fluid reservoir 8. Engine
coolant reservoir 9. Air filter assembly Attach the new wiper to the wiper arm and press it into
place until a click is heard. Replace wiper blades at least once per year for optimum
performance. Set the parking brake and ensure the gearshift is securely latched in P Park
automatic transmission or 1 First manual transmission. Open the hood. Protect yourself from
engine heat. Locate and carefully remove the engine oil level indicator dipstick. Some oil must
be removed from the engine by a service technician. Put the indicator back in and ensure it is
fully seated. Page Battery Change your engine oil and filter according to the appropriate
schedule listed in the scheduled maintenance information. Ford production and aftermarket
Motorcraft oil filters are designed for added engine protection and long life. If a replacement oil
filter is used that does not meet Ford material and design specifications, start-up engine noises
or knock may be experienced. Run the engine until it reaches normal operating temperature.
Allow the engine to idle for at least one minute. Page Do not put engine coolant in the
windshield washer fluid container. If sprayed on the windshield, engine coolant could make it
difficult to see through the windshield. Mixing Motorcraft Specialty Orange Engine Page
Recycled engine coolant Ford Motor Company does NOT recommend the use of recycled
engine coolant in vehicles originally equipped with Motorcraft Premium Gold Engine Coolant
since a Ford-approved recycling process is not yet available. Page If the engine coolant supply
is depleted, this feature allows the vehicle to be driven temporarily before incremental
component damage is incurred. Check the coolant level and replenish if low. Re-start the engine
and take your vehicle to a service facility. Gasoline may contain benzene, which is a
cancer-causing agent. The flow of fuel through a fuel pump nozzle can produce static electricity,
which can cause a fire if fuel is pumped into an ungrounded fuel container. Turn off the engine,
remove the fuel filler cap, align the cap properly and reinstall it. The fuel system may be under
pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops
before completely removing the fuel filler cap. Page Ask your fuel supplier about gasolines that
meet the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel because this
situation may have an adverse affect on powertrain components. For more Do not park, idle, or
drive your vehicle in dry grass or other dry ground cover. The emission system heats up the
engine compartment and exhaust system, which can start a fire. Refer to the scheduled
maintenance information for the service interval schedules. If the fluid is low, add fluid in small
amounts, continuously checking the level until it is between the MIN and MAX range. Be sure to
put the cap back on the reservoir. Use only a DOT 3 brake fluid designed to meet Ford
specifications. Refer to Maintenance product specifications and capacities in this chapter.
Failure to follow these instructions may result in personal injury. During normal operation, the
fluid level in the clutch reservoir should remain constant or rise slightly. Page Fluid levels
above the safe range may result in transmission failure. High fluid levels can be caused by an
overheating condition. The use of these materials may affect transmission operation and result
in damage to internal transmission components. See your authorized dealer for replacement.
Install and tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to
Maintenance Product Specifications and Capacities in this chapter. Page Air Filter S Lift air filter
element up and out of housing. The air filter box needs to be free of any debris before installing
a new air filter. Install a new air filter element into the tray assembly. Replace the PCV valve with
one that meets Ford material and design specifications for your vehicle, such as a Motorcraft or
equivalent replacement part. The customer warranty may be void for any damage to the
emissions system if such a PCV valve is no
audi 42 pcv valve replacement
2001 chevy cavalier turn signal relay location
2013 ford fusion manual transmission
t used. Page Maintenance and Specifications Replace the spark plugs with ones that meet Ford
material and design specifications for your vehicle, such as Motorcraft or equivalent
replacement parts. The customer warranty may be void for any damage to the engine if such
spark plugs are not used. Drivebelt routing 5. Please note that in the graphic XXXX is
representative of your vehicle identification number. The following table tells you which
transmission or transaxle each code represents. Contact your authorized dealer for details and
a copy of the warranty. The following is a list of several Genuine Ford Accessories available for
your vehicle. Not all accessories are available for all models. For a Page Coolant checking and
adding Page Page Loading instructions Page Trailer Brake Controller-Integrated This manual is
also suitable for: F F F Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
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