Ford mach 460 sound system

The Mach audio system is offered in Ford vehicles such as the Mustang. Understanding the
composition of this high-performance audio system allows you to more fully appreciate the
value added component of having it as an option in your impending purchase. The Mustang
Mach audio system uses four midrange tweeters, four woofers and three amplifiers for a total
wattage of , hence the name. It comes with either a cassette deck head unit or a CD player. The
Mustang Mach uses a high and mid pass amp with a watt maximum capacity and a watt normal
capacity. The mid and low pass amps produce watt peak capacity and watt normal capacity. The
impedance rate for both is four ohms at 2 percent THD. The Mustang Mach speakers in the
coupe and convertible models uses 2. In the rear, the coupe uses 2. The convertible uses 2. TS
Jordan is an Ohio licensed attorney living and practicing out of the Cleveland area. He has been
writing professionally for less than a year. Speakers The Mustang Mach speakers in the coupe
and convertible models uses 2. References FlemWorld: Mach The MACH combines high decibel
dB delivery with impressive sound quality â€” the ultimate fun, attention-grabbing, high-energy
audio platform. Visteon's MACH upgrade package, designed specifically for Mustang owners,
builds on the platform by adding four additional subwoofer amplifiers and two inch subwoofer
enclosures â€” giving Mustang owners an ear-popping watts of continuous average power and
1, watts of peak power. The MACH Audio System uses subwoofers that have two coils working
in parallel, which essentially gives consumers the power of two amplifiers within each
subwoofer enclosure. Known as "Dual Voice Coil" speakers, this technology gives the systems
plenty of power and terrific bass response; they can easily handle frequencies below 20 Hz. Like
the MACH , the MACH audio package takes up much less trunk space than comparable
aftermarket systems, allowing consumers to maximize cargo space. Perfect for
high-performance sound enthusiasts, the MACH provides excellent sound quality with
extremely low distortion. Bass output can be felt and heard at 65 mph in a convertible with the
top down. This provides terrific bass frequency response, handling frequencies below 20 Hz. By
adding four additional subwoofer amplifiers and two inch subwoofer enclosures, the MACH is
the audio platform of choice for audio sound lovers. The MACH throbs with watts of continuous
average power and 1, watts of peak power. Excellent Warranty and Service Coverage. Systems
installed in used vehicles are covered either through the duration of the vehicle's existing
warranty or with a separate, one-year warranty, whichever is longer. All Rights Reserved.
Content, graphics and code may not be copied without prior written consent. This website is not
affilated with the Ford Motor Company. Mustang Pulleys. Mustang Wheels. Mustang Tires.
Mustang Exhaust. Mustang Styling. Mustang Lights. Mustang Brakes. Mustang Suspension.
Mustang Body Kits. Mustang Accessories. Mustang Drivetrain. Mustang Engine Parts. Excellent
sound quality and vibrant bass output felt and heard at 65 miles per hour in a convertible with
the top down. One high-pass amplifier with 60 watts C. Provides watts of continuous average
power 1, watts of peak power and up to dB sound pressure level at bass frequencies. Provides
the power of two amplifiers within each subwoofer enclosure, generating impressive frequency
response capable of handling frequencies below 20 Hz. Builds on MACH design by providing
four additional subwoofer amplifiers and two 10 inch subwoofer enclosures â€” in addition to
the 's four woofers, two subwoofer amplifiers, and four midrange speakers. Appeals to
high-performance sound enthusiasts. All components designed for attractive high-tech design
and visual appearance. Appeals to tech-savvy consumers. Flexible, integrated speaker system.
Packages work with existing factory head units or a wide range of upgraded radio head units.
Also, try inserting a CD, seek to the last track, back to the first track and repeat several times.
The laser moves along the sled mechanism when reading the CD. In some cases, the sled
mechanism becomes dirty and this process can clean and relubricate the sled mechanism.
Otherwise, repair or replacement of the stereo component is needed. Factory Car Stereo Repair,
Inc. There are four to five main components to this audio sound system not counting speakers.
For stereos, there are several varieties. There is a signal processor that controls audio and
amplifies the audio to the upper tweeters in the doors. This signal processor also sends the
audio signal to the two rear amplifiers that control the bass speakers. There are also speakers,
we have removal guides available by clicking on the Ford link on the left of this page.
Troubleshooting the car stereo system. Remove the speaker and hook up a known working
speaker to the location for testing purposes. One speaker not working should be a speaker
problem. If there is still no sound, further troubleshooting is needed. See our video for
"Installing Aftermarket Speakers". There are steps in this video that help with determining a
defective speaker with a visual inspection, see Videos. Check antenna connections. Remove the
stereo, insert an antenna into the back of the stereo and check reception. If the reception does
not improve, this is a stereo problem and requires repair or replacement. If the reception
improves, antenna and cable require further troubleshooting. In most cases, there are three
fuses to audio systems with amplifiers. Three, a fuse that supplies power to the amplifiers, this

problem is usually associated with the stereo working and no audio audio problems. Fuses There are two fuse panels in the Ford Mustang. One located under the dash, driver's side.
Remove the plastic cover to check fuses. Second fuse box, under the hood near the car's
battery, there is also a plastic cover to protect the fuses. This is a fuse problem in the fuse box
under the hood, we found it to be a 25 amp fuse. If the fuse continues to blow after replacement
further troubleshooting is needed. This could be a signal processor or one or both of the two
rear amplifiers causing the problem. The two amplifiers, are located in the rear deck in the
coupe and behind the rear seat in the convertible. Access the two amplifiers, these amplifiers
are usually silver in color. Disconnect the connectors at the front of these amplifiers, the side
toward the front of the Mustang. Replace the fuse. If the fuse blows, this is likely a signal
processor problem. If the fuse does not blow, connect each of the rear amplifiers one at a time.
When the fuse blows, you have found the defective amplifier. This amplifier requires repair or
replacement. No Bass Speakers with Upper Speakers in Front Doors Working - This is the
problem that lead up to this troubleshooting guide, after going through most of the steps above.
This is a local customer's Mustang, she had been by the shop many times complaining of
intermittent bass audio. Murphy's Law, the stereo always worked when she was here, until the
last visit. There are three yellow wires that apply power to the amplifier and three main black
wires for ground. Checked continuity for ground to the amplifiers with a meter and found no
ground to the amplifiers. The following is where and what we found after troubleshooting. All
clips release with pry pressure. Remove panel and set to side. Upon close examination, the
trigger on one of the connectors was broken from the repeated times the side of the car was
kicked from entering and exiting the vehicle. Placed the connectors back together, we had
sound to all speakers. Electrical tape secured the connector and she was on her way! Your
donations are appreciated and will expedite the posting of many more DIY repair guides. Thank
you. The Mach system is a premium audio system that comes installed in many Ford vehicles.
Because it is a proprietary system, you cannot just hook up your own aftermarket head unit,
amp, subwoofer or speaker and expect it to work seamlessly with the rest of the system.
However, if you would like to install a subwoofer in your vehicle and keep your Mach system,
you can use a line output converter to convert the signal to one that can be used by your
aftermarket subwoofer. Turn off the engine and open the hood. Disconnect the negative cable
from the battery terminal. Lie down on your back in your trunk and look up at your Mach amp
where you folded down your rear seats. Splice the two black wires with white stripes and two
black wires with green stripes with your line out converter. All of the wires will be color-coded.
The wire with the additional white stripe is the negative wire of each of the two sets. Use a
soldering iron to join your splices. Wrap each of your connections with electrical tape. Run a
4-gauge power wire from the positive terminal of your battery to the location of your subwoofer.
You can run the wire from the engine to the cabin through the factory grommet on the driver's
side. You can hide this wire th
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rough your center console or under the carpeting. Turn on your engine and audio system.
Ensure that your subwoofer is functioning properly. Bryan Clark has been a freelance writer
since Step 1 Turn off the engine and open the hood. Step 2 Go to your trunk and fold down your
back seats. Step 3 Lie down on your back in your trunk and look up at your Mach amp where
you folded down your rear seats. Step 4 Locate the gray Mach data cable. Step 5 Splice the two
black wires with white stripes and two black wires with green stripes with your line out
converter. Step 6 Use a soldering iron to join your splices. Step 7 Run a 4-gauge power wire
from the positive terminal of your battery to the location of your subwoofer. Step 8 Connect
your subwoofer to the 4-gauge wiring. Step 9 Connect your subwoofer to the outputs of the line
output converter. Step 10 Connect the negative terminal of your battery. Line out converter Wire
cutters Soldering iron Electrical tape Subwoofer 4 gauge electrical wire.

