Hella horns wiring diagram

Hella Supertone Wiring Honda Twins. Hella twin horn wiring diagram. The hella twin supertone
horn kit provides a relay. Start date oct 8 Welcome to hella horns. It is no longer an option of
whether to replace the electrical horn. Joined apr 21 messages 1 location so cal oct 8 Hella
supertone horn upgrade install on fj cruiser. Without teflon seal to protect against damp. The
horns are not polarity sensitive. A simple system as the vehicle horn is not that simple any
more. Pick one lug for ground and the other for the output of the relay. Bracket on horn for m8
fixing screw. Please choose your region and language. With 6 3 mm blade terminal contacts
open. Introducing ijdmtoy s 12v horn wiring harness relay kit for grille mounted blast tone
horns. Subimods hella horn kit install video forester duration. The relay is recommended due to
the current draw being higher than the factory horns. The hella twin supertone horn kit provides
metal mounting tabs. Hella horn relay wiring help diagram. Today s anti theft systems are tightly
integrated to the horns. Hella chrome trumpet horn set twin tone hz. Basic relay diagram iow
what goes. Then armed with this information inspect the onboard wiring and safety features of
the originally installed horns to ascertain their usefulness the power consumption of the new
super tone horn is indicated with 66 watts an amount which in a 12 volt vehicle wiring system
corresponds purely mathematically to a current consumption with 11 0. In this video you will
learn how to install dual tone horn in your car with relay and without relay and wiring diagram of
horn realy connection. Thread starter 1 i did my checking however cannot find a thread or
diagram that shows how to wire in an aftermarket horn in this dual. The video is applicable to
the subaru wrx or sti. I choose to use the factory mounting brackets for ease of installation. In
the video 1a auto shows how to install and wire hella horns. By admin September 18, Disc type
horns m 26 galvanized metal body black diaphragm. Sound pressure level 2 m away. Newer
Older. Blog Networks Wiring Schemas. Search This Blog. Popular Garmin Nmea Wiring Diagram
If it is necessary to extend the nmea or alarm wires you must use 22 awg 33 mm wire. Item
desâ€¦. Kbpc Bridge Rectifier Wiring Diagram Place the red test probe on the side of the bridge
circuit where the diode s anodes are joined togâ€¦. Delphi Delco Electronics Wiring Diagram
However the diagram is a simplified version of this structure. The diagram offers visual
representâ€¦. Archive October September August July June May April March February January
December November Subscribe Our Newsletter. Created on: We use a Subaru in the example,
but these are universal! These are Hella Sharptone horns. You can get them from 1AAuto.
They're pretty much a universal fitment. You can put them in any car. You just have to adapt the
wiring to your vehicle's wiring. They come as a pair. There's a high and a low tone, just like a lot
of cars have a high and a low tone. You can usually mount them in the same spot as the original
horn. Some people like to mount them up where you can see them through the grill. But they
come with little brackets to figure out the polarity of the terminals, so this should be the
positive, this should be the negative. They work off 12 volts. It says it right here in the brackets.
We've adapted and made some harnesses. We're going to use these to ground the two horns
together, and then we may need a little extender one for the positive on one side just because
the factory wiring's a little short. Just simply took some spade terminalsâ€”crimped them on
some 18 gauge wire, automotive wiring. I used a little butt splice connector, put the two wires in
here, a little heat-shrink and some electrical tape to make a connection to the ground. And then
just an open terminal I can put under a bolt here. That should work for us there. So just like we
said, these horns are universal. We're going to install them on this Subaru here. I want to test
the polarity of this horn. This should be the positive, and this should be the negative. I've got
the battery here. I've pulled the positive terminal cover up. I'm just going to carefully put my
finger on the negative terminal. That'll be the ground. And then you want to face this away from
you because they are really loud. I'm just going to touch it to the positive, so I've actually got
them backwards. Let me flip them over. It looks like there's actually a little tiny mark right there.
That might mean positive. It doesn't look like a plus sign, though. Let me flip these over. So I'll
put that on the negative, and I'll touch this to the positive. Next step would be to find your
horns. On this particular car, they're actually behind the grille. There's one over here and one
down in here. I got to remove this grille. I need a flat bladed screwdriver. There's some clips
along the top and two push clips down through these openings here. So I actually push these
in. They kind of go to an open position. Kind of helps if you pull it out a little bit at the same
time. Just go along the top. Actually, that unlocked pretty easily from the bottom. There's little
push tabs. You'd normally just go in and push it with a flat bladed screwdriver to unlock it. This
one on this side is actually broken. I'm going to start by removing this horn that's over here.
Spray a little bit of rust penetrant. That way and on the back side. It's 12 millimeter. Use a little
socket and ratchet extension. Block the horn as I loosen it. This is pretty rusty. I'm going to
spray some more rust penetrant in there. Work it, I'm going to turn it back in. Kind of work the
rust penetrant into the threads because I don't want to break the bolt off. Feels like it's coming
out nice and smooth now. Let's see if I can get that bolt out of here. There's the bolt. It fell off

the bottom. This is just a spade terminal. Just pull it straight off. Just like that. I'm going to
remove the other horn now. On the front and on the back. This one's also a 12 millimeter. Pull
this off. Put that aside. I want to mount my horns off the hood latch support. So this looks like
an ambient temp sensor. I'm just going to unbolt it, and I'll put my horn right over it and bolt it
right back in. This looks like it uses a ten millimeter. Spray some rust penetrant on there. Or you
can try a Phillips-Head, but I've got the ten millimeter socket handy. I'm just going to install this
horn. Reusing this bolt, putting it right back in the opening. Tighten that up. Kind of get it lined
up so it's level. Tighten it down. I'm going to take our positive and just kind of root it around
from the other side, and it was this lower terminal. Just push it on. I'll do the ground after I have
the other one installed. If you don't like the position of these terminals, you can actually just
loosen this 13 millimeter nut and rotate it on the bracket. So I'm just going to loosen it up.
Actually, it's just spinning anyways. That should put them at the bottom for me. Yep, just like
that. I'm just going to install the horn using the original bolt. Put it right into place. Just
threading it into the original hole, getting it lined up. Just getting it lined up visually with the
other one. And I'll tighten it down. So our positive terminal from the original car harness is still
too short, so I'm going to use this little jumper harness I made. So this just has a spade terminal
connector. It's going to go into here. And then this one is going to go on the horn. Now we need
to install this ground harness that we made. So I am going to put it on this side. Just feed it
under the original. On this side. This one will fit over here. This one. Now I can just run, I can put
this harness over, tuck it right here, and I will run it. I'll loosen this bolt up and run it
underneath. Underneath just like that. Make sure they're lined up the way I want it. And we'll
tighten this down. So I'll put our grille back in. Going to put these locking parts, they go in the
lower pieces right here. The knees will fit over the clips. They're in the radiator support. Start
with the bottom ones, and at the same time you might have to line these up. Just simply push in
just like that. Now they're locked in place. Alright now we're going to test the sound from ten
feet away. Thanks for watching. Visit us at 1AAuto. Are your front disk brakes sounding like
they're in bad shape? Watch this video for help confirming bad, worn out or grinding brakes.
Orders ship same day when ordered by 2pm ET. Need your part faster? Choose expedited
shipping at checkout. Providing you the highest quality, direct fit replacement auto parts
enforced to the strictest product standards. Exceeding customers' expectations every day, our
team of passionate auto enthusiasts are here to help. Thousands of how-to auto repair videos
specific to year, make and model guide you step-by-step through your repair. Our how-to videos
have helped repair over million vehicles. Track Order. Free Shipping My Cart. Proceed To
Checkout. Video Library. Share on:. Copy URL. Locate the horns and, if needed, remove the
front bumper Remove the bolt from the horn bracket Remove the horn Insert the new horn into
place Connect the terminal to the new horn Insert the ground Tighten the bolt to the horn.
Watch video. Search 1A Auto videos for your car repair. Year Save this video to my 1A Auto
Account. Guaranteed To Fit Providing you the highest quality, direct fit replacement auto parts
enforced to the strictest product standards. USA Customer Support Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Instructional
Video Library Thousands of how-to auto repair videos specific to year, make and model guide
you step-by-step through your repair. Terms of Use Privacy Policy. Forums New posts Search
forums. Media New media New comments Search media. Russia- Land-Cruiser. Calendar New
events. Resources Latest reviews Search resources. Log in Register. Search titles only. Word
Count:. New posts. Search forums. Log in. Install the app. Change style. Contact us. Close
Menu. JavaScript is disabled. For a better experience, please enable JavaScript in your browser
before proceeding. You are using an out of date browser. It may not display this or other
websites correctly. You should upgrade or use an alternative browser. I did my checking
however cannot find a thread or diagram that shows how to wire in an aftermarket horn, in this
dual Hellas. I wired them to the stick wiring and from the sound or lack of I am guessing a relay
needs to be in place. Can someone help with a diagram or letting me know how to wire up the
relay in this case? Thank you in advance. The body of the horn gets ground, if the horn needs
dedicated ground, then run a wire to the body ring terminal under a bolt etc. I decide to create a
new " circuit " power, ground, relay just to make sure my PIAA horns get good " juice ". That is
what I want to do. Just looking for some help in figuring out how to wire in the relay. Tapage
said:. Ok, you decided to add yet another relay and bunch of wiring and hopefully a fuse too,
and thus added yet another area to fail AND document. Douglas S. I run my supertones on the
stock wiring with added ground wires to the mounting bolts. Luke Supporting Vendor. Not the
answer to your question but late model Lexus horn's are a 5 min install and use the factory
connectors. Some one here was selling the Toyota Premium horns which produces the same
sound and connects the same way. Here's what they sound like I used the Lexus Horn's above
and I'm extremely happy the Toyota Premium in the second recorded sound are a little deeper.

Last edited: Oct 10, Joined Sep 5, Messages 11, Location lenexa, ks. I grabbed hella's at the
pick and pull from a VW. I wired up my new Hella Supertones today using the original harness
and with a ground wire to the mounting bolt. They suck! Not much of an improvement. Anyone
else think the same? Though I must say, they look good! Joined Apr 6, Messages 1, Location
Under the hood. I just wired in my hellas this weekend. I checked the voltage at the plugs and
found they were getting Theyre WAY better than my apathetic factory horns that gave an
occasional lazy "toot" when they felt like it. Anvil said:. You must log in or register to reply here.
Similar threads. EFI problems, no combustion. Replies 48 Views 1K. Jun 6, uscmas No Start
Head Scratcher. Replies 6 Views Replies 0 Views Jun 13, sArgeCH. Replies 9 Views 2K. Jan 17,
LC97MD. Struggling with Heated Seat Wiring. ThomHart Mar 23, Series Tech. Replies 1 Views
Mar 24, jonheld. Users who are viewing this thread. Log in Your username or email address.
This site uses cookies to help personalise content, tailor your experience and to keep you
logged in if you register. By continuing to use this site, you are consenting to our use of
cookies. Accept Learn moreâ€¦. Top Bottom. Depending on the field of application and on the
operating conditions, the horn mounted onboard, also known as a klaxon, can have too weak a
sound. In such cases it is useful to install a more powerful horn in order to be able to produce
an adequate warning sound in the event of a dangerous situation. Important safety information
The following technical information and practical tips have been compiled by HELLA in order to
provide professional support to vehicle workshops in their day-to-day work. The information
provided on this website is intended for use by suitably qualified personnel only. The
instructions can also be used in conjunction with other vehicle models. Before starting the
retrofit, the following points should be observed and, wherever necessary, carefully checked:.
The power consumption of the new super-tone horn is indicated with 66 watts, an amount which
in a 12 volt vehicle wiring system corresponds, purely mathematically, to a current consumption
with In the vehicle which we are taking as an example, wiring with adequate wire cross-section,
power relays and a 20A fuse have been already mounted in the factory. Therefore, in the case of
a permanent load, there is the guarantee of sufficient power reserves throughout the entire
circuit. Changing the electrical wiring in this case is not necessary. If the onboard wiring or
safety features are not adequate, then it is imperative to change these in order that they comply
with the new installation situation. The power supply of the acoustic signaling device is to be
cut off throughout the entire setting up of the electrical connection. Because of the size of the
new super-tone horns, it is necessary to check that the best mounting position has been
selected. The body of the housing must be given sufficient room on either side in order to
oscillate and it should not touch any adjacent body parts. Connect the electrical connection to
the super-tone horns, then plug in the wiring harness to the cable routing and secure. If the
function test is successful, the bumper cover can then be mounted together with all its
assembly parts, thus making the vehicle once again complete and ready for service. The body
of the housing including the retaining plate determines the tone of the horn. Any change
occurring to the retaining plate holder of the super-tone horn can bring about a negative
alteration to the acoustic pattern. Retrofitting on this vehicle is comparable as regards the basic
structures involved. It is only the vehicle-specific mounting which has to be duly observed. With
this vehicle, the holder and the electrical connection could be taken over without the need for
any adjustments. During all retrofitting and conversion work, it is imperative to observe the
product-specific mounting and repair instructions of each individual vehicle manufacturer at all
times! All rights reserved. US Newsletter Video Hella team. Toggle navigation. Home Technical.
Compact knowledge: From basic knowledge to diagnostic tips for professionals â€” these
pages provide you with HELLA expertise for your day-to-day work. Gain an advantage through
knowledge. You and your skills take centre stage for HELLA â€” this is why we will get you
ready for a high-tech future with our training program. Skillfully draw attention to yourself - With
our concepts and ideas for marketing, you can showcase yourself as a professional HELLA
partner. Mounting instructions. Car horn installation using a Grand Cherokee as an example.
Car horn replacement : Mounting instructions. Installation instructions. Circuit diagram.
Preparatory work. Remove fuse for the horn circuit from the fuse box Disconnect the ground
cable of the battery Important: as a result of this disconnecting, several release codes radio,
navigation etc. Switch off ignition and remove key from the vehicle. Removing front bumper
cover. Unscrew screws of the wheel housing liner at the front, left and right Remove the lower
covering and push back the wheel housing liner If necessary, disconnect the washer fluid pipes
of the windscreen washer system and close them off Unscrew the fastening screws of the
bumper cover on the top, bottom and inside Carefully remove the bumper cover. Dismounting
originally installed horns with holders. Mounting the super-tone horns. Remount the holder in
2014 ram owners manual
1997 fiat spider

nissan quest storage

order to determine the mounting position of the new horns Mark the mounting position on the
holder. Remove the mounting holder and drill in the required position Then mount the holder
and the reinforcement strut again and secure the horns on this bracket with the appropriate
screws. Preparing electrical connections for the new super-tone horns. Connecting the
super-tone horns. Insert fuse and run a functional test. Car horn installation using the example
of a Grand Cherokee : Instructions. Vehicle-specific steps in the process. Remove fuse for the
horn circuit from the fuse box. Remove underride protection and wheel housing covers Release
fastening elements of the bumper cover, top and bottom Remove the bumper cover at the front.
Define the mounting position of the new horns on the holder Then fix the super-tone horns on it
with the appropriate type of screws. Functional test. Reposition and mount the bumper cover
again. Finally mount the bumper cover again with all its assembly parts.

