Honda pilot timing belt change

Our mobile mechanics offer services 7 days a week. Upfront and transparent pricing. Our
certified mobile mechanics can come to your home or office 7 days a week between 7 AM and 9
PM. An engine timing belt is a fiber reinforced, toothed drive belt manufactured using durable
compounds such as highly saturated nitrile. The timing belt allows the crankshaft to drive the
camshafts in the cylinder head at half the RPMs of the crankshaft. Engine designs vary, and
thus the replacement procedure will vary, but broadly, the procedure is as follows:. No, were a
worn out timing belt to snap while underway, perhaps on a highway, it creates a risk of
complete loss of engine power while surrounded by fast moving vehicles. Once your vehicle
has reached the recommended replacement mileage for the belt, you can eliminate the risk of
sudden and unexpected timing belt breakage by having it replaced. If your engine is of the
interference type, it is especially important to replace the belt according to the maintenance
schedule because sudden breakage of the timing belt, while the engine is running, will likely
cause significant damage to internal engine components such as the valves and pistons. Honda
Pilot Timing Belt Replacement at your home or office. Estimate price near me. Service Location.
YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50 point safety
inspection. See availability. Timing Belt Replacement Service What is a timing belt and how
does it work? Timing Belt. When to replace the timing belt? Every 60kk miles. If an engine is
equipped with a timing belt, the timing belt must be replaced at the service interval specified by
the vehicle manufacturer regardless of whether or not any problem is visible, typically in the
range of 60, to 90, miles. Engine stops abruptly or will not start. Occasionally, timing belts can
break, or skip, while the engine is running. Rough engine operation. The molded, reinforced
teeth on the timing belt engage gears on the crankshaft and camshafts. After many tens of
thousands of miles, the teeth can wear or break, or the belt can stretch, thus causing the belt to
jump position on the crankshaft or camshaft gears. Should the belt jump, the engine will run
poorly and perhaps not at all. Banging or clanking engine noise. On some engines, if the timing
belt has jumped, the pistons and valves can collide and there will be noise and damage. These
engine designs are referred to as interference engines. If your car has an interference engine,
replacing the timing belt according to the maintenance schedule will minimize the chance that a
belt failure will cause engine damage. How do mechanics replace the timing belt? Engine
designs vary, and thus the replacement procedure will vary, but broadly, the procedure is as
follows: Disconnect the battery ground cable. Once the engine is cold, set the crankshaft to top
dead center with the number one piston on the compression stroke. Remove crankshaft pulley.
Remove all accessories interfering with the removal of the timing belt covers. Remove timing
belt covers. Lock camshafts, as required, and note position of camshaft timing marks. Remove
timing belt tensioner and idler pulleys. Remove timing belt. If replacing the water pump, do so at
this time, and of course drain the cooling system first. If the engine cooling system thermostat
is only accessible with water pump replacement, the thermostat should be replaced as well.
Installation of the new timing belt includes all of the above steps, performed in reverse,
following strict guidelines to assure camshaft and crankshaft and balancing shaft, if equipped
are in perfect alignment after tensioner has been set. Upon completion of the installation, the
engine crankshaft is turned by hand degrees and the correct position of the timing marks on the
crankshaft and the camshafts is confirmed. The vehicle is road tested to confirm normal
operation and a service sticker is affixed to the engine noting the date of belt replacement and
the vehicle mileage. Is it safe to drive with a timing belt problem? When replacing the timing belt
keep in mind: An interference engine should be carefully inspected before a broken timing belt
is replaced because it may have sustained damage that will have to be repaired prior to
installing a new belt. The timing belt system includes idler pulleys and a belt tensioner. These
components should be replaced along with the belt. Mechanics will usually recommend
replacing the water pump at the same time that the timing belt is replaced. Yourmechanic was
featured in. Popular Honda Jobs. Auto service in Your City. Meet some of our expert Honda
mechanics Real customer reviews from Honda owners like you. Excellent Rating. Rating
Summary. Robert 0 years of experience. Request Robert. Robert is terrific! Rodney 30 years of
experience. Request Rodney. Arrived on time and finished early. Professional, knowledgeable
and decent. Wouldn't hesitate to book him again. Jonathan 25 years of experience. Request
Jonathan. Pilot - Alternator - Marietta, GA. Very Professional and helpful. Pilot - Coolant is
leaking - Carmichael, CA. Very helpful explaining why all these repairs are needed and showed
me what is going on. How can we help? Read FAQ. Service type Timing Belt Replacement. The
timing belt on your Honda Pilot keeps the cylinders and ignition system synchronized for
proper engine performance. Installing a new belt requires some special tools, concentration and
time to resynchronize the engine for optimal performance. Prepare your Honda engine for
timing belt replacement by setting its cylinder number one to Top Dead Center. To do this,
remove the passenger's side wheel and tire assembly and splash shield so that you can access

the crankshaft pulley. Check that the white mark on the pulley is in line with the pointer on the
cover. If not, turn the crankshaft to line up the marks using a breaker bar, ratchet extension and
socket. With piston number one set at TDC, remove the drive belt and support the engine with a
floor jack under the engine oil pan with a wooden block on the jack. To access the timing belt,
remove the upper half of the side engine mount bracket, the crankshaft pulley, and the upper,
rear and lower timing belt covers. Remove one of the hold-down battery bolts and grind the
threaded tip into a conical shape, leaving a flat tip at the end. Use this bolt to hold the timing
belt adjuster. Slightly above and to the left of this adjuster, you will see an arm protruding from
the back cover of the timing belt. Screw the bolt by hand through the hole at the end of this arm
until the tip rests against the belt adjuster to keep it from moving. With the adjuster secured in
place, you can remove the timing belt guide plate, the lower side engine mount bracket, the idler
pulley and the timing belt. Make sure the crankshaft and camshaft remain in position. The new
timing belt has to be installed with piston number one at TDC. When you are ready to install the
new timing belt, remove the battery clamp-down bolt from the belt rear cover. Remove the
auto-tensioner as well and prepare the tensioner for belt installation. Using a vise, carefully
compress the rod inside the tensioner until the holes in the rod and tensioner align. Then insert
a 0. Then install back the tensioner in place and make sure you have access to the pin for
removal. Reinstall the battery clamp-down bolt to hold the belt adjuster in place as you did
before. Then install the idler pulley using a new bolt, but do not tighten it. The idler pulley
should be able to move but should not come off. Now, install the timing belt in a
counter-clockwise direction starting at the crankshaft sprocket. Once installed, tighten the idler
pulley bolt to 33 ft. With the timing belt in place, you can remove the battery clamp-down bolt
and install the lower half of the side engine mount bracket, the belt guide plate, the lower cover,
the crankshaft pulley and the front and rear upper covers, in that order. Before reinstalling the
rest of the components, rotate the crankshaft pulley five revolutions clockwise and realign the
marks on both the crankshaft and the camshaft pulleys to TDC. You can perform this procedure
with an appropriate scan tool. Once you connect the tool to the data link under the dashboard of
your Pilot model, follow the scan tool instructions to properly set the control module. Since Dan
Ferrell has contributed general and consumer-oriented news to television and the Web. His
work has appeared in Texas, New Mexico and Miami and on various websites. Installing the
Timing Belt When you are ready to install the new timing belt, remove the battery clamp-down
bolt from the belt rear cover. Wegmann and John H. Duffy; Hardlymoving writes about
do-it-yourself automobile maintenance on various makes and models. This article shows you, in
a video and with written instructions, the replacement of the timing belt, water pump, tensioner
and guide pulleys on the - Honda Pilot like this one. The service interval is , miles or 7 years.
Replacement parts and service steps, with minor variations, may also be applied to other Honda
and Acura vehicles as follows:. See photos of this special socket below. This minute video will
provide you with visual step-by-step help for completing this replacement. The steps are also
described lower down in the article. This minute video will provide you with visual step-by-step
help for completing a timing belt replacement with a OE Original Equipment quality timing belt
kit like this one on a Acura TL. The TL's engine is shared with the Honda Accord; therefore the
procedure is virtually identical. Earlier model TL's use a slightly different timing belt kit - like
this one. Remove the black plastic engine cover. Use a screwdriver to turn the two 2 plastic slit
screws counterclockwise with a screwdriver to release the tension. The rear of the cover can be
pulled out; they are not bolted in place. The passenger-side motor mount is blocked from
removal by four 4 large electrical levered harness connectors. Three 3 of the connectors are
mounted and levered into an electrical bus. Pinching the top portion of the gray lever clip
followed by pulling down on the lever will disconnect the electrical connection. The bottom
electrical connection is a "stand-alone" connection. The electrical bus is supported over the
right front fender by three 3 10 mm bolts. The three 3 bus connectors are protected by a black
plastic cover. Before you remove the timing belt, you must position the crankshaft and
camshaft timing marks. There is a vertical arrow on the engine block above the crankshaft
pulley, and vertical line marks behind each of the camshafts. The water pump is held in place by
five 5 mm bolts. It's a good idea to place a large plastic pan underneath the car to capture the
coolant that will splash out of the engine when you remove the water pump. Content is for
informational or entertainment purposes only and does not substitute for personal counsel or
professional advice in business, financial, legal, or technical matters. Question: What if the cam
marks do not line up when cylinder 1 is at TDC? The hydraulic tensioner failed and belt skipped
some teeth on cam gears. Answer: You may or may not have bent valves. The easiest way of
telling is to perform a complete timing belt replacement and then see how the engine runs. The
spark plugs do have spark. While trying to start, you can smell fuel. Just had a friend mechanic
change head gaskets and timing. I don't think he's familiar with Honda's. I did pay him for the

job. He brought it back. It cranked and cranked, and started a few time, but hasn't since.
Answer: The head gasket replacement is a big job and anything can go wrong. The mechanic
should honor is work and attempt to get the car operational. Question: Can you tell me the part
number for a Honda Pilot timing belt kit? Excellent info hardlymoving. I know my limits, so will
have the dealer take care of this one. Do you recommend that I go ahead and have the water
pump or anything else replaced while I have this done? American auto manufacturers were on a
roll in the s. Designing was very competitive, and, through hot-rodding, engines and
horsepower increased dramatically. Thus, the American Muscle Car was born. Many people
purchasing RVs have no real camping experience, so RV campgrounds are being inundated
with requests for their people to do things that are the RV owner's responsibility. RV owners
need to learn how to perform their own site maintenance. Intake manifold leak diagnosis can be
tricky but you can use a few simple techniques to diagnose the problem. Don't let trouble code
P or P leave you without your ride and, worst of all, with an expensive repair bill later on. A
basic knowledge on the electronic fuel injection system eliminates the guesswork in the
calibration of LPG-powered cars. Here are eight simple tips to help give tires more traction in
the snow. Experienced RV campers know what they need to do to find a great campsite when
they travel. Motorcycle helmets are trendy items that reflect your personality. What type of
helmet do you want for yourself? Paying for air is annoying. Here is how you can find free air,
and also how to set your tire pressure for the best performance of your tires and your car. Is
jump starting bad for your car? You'd be surprised what you find out. What happens behind the
scenes will shock you. Learn the different signs of a bad alternator to make a faster diagnosis.
You can make some repairs using a few common tools. In , the East German government
released the horrible Trabant car on an unsuspecting Communist world. You don't need a lot of
money to start selling classic cars, you just need to buy the first car at a good price and then do
it again. If you're thinking of buying a classic VW Beetle, you need to know a few things
beforehand. Discover why the best bargain to be had is from someone who doesn't know he
wants to sell. Identifying the type of noise and when it happens can help you diagnose your
transmission problem. Auto Repair. DIY Auto Repair. RV Living. Safe Driving. Learning to Drive.
All-Terrain Vehicles. Commercial Vehicles. Automotive Industry. Automotive History. Related
Articles. By Jerry Fisher. By Don Bobbitt. By Dan Ferrell. By Victor Mangubat. By Linda Sarhan.
By Isabella. By John Dove. By electronicsguy. By Rupert Taylor. By Mary Wickison. If your car
has a timing belt, it's important that you inspect it regularly to ensure that it's in proper working
order. This small part is critical to your engine running properly , and if it breaks the results can
be catastrophic. Your timing belt should be replaced every 50,â€”70, miles, depending on your
car's make and model. Also, make sure you understand if your engine is an interference engine
or a non-interference engine. In an interference engine, the valves and piston share the same
airspace and the timing belt keeps them from touching. This is why you'll have a major engine
failure on your hands if the belt breaks or skips. Fixing it involves removing the head and
replacing bent valvesâ€”and anywhere from hundreds to thousands of dollars. Non-interference
engines do not risk this contact if the timing belt goes. Nonetheless, a failed timing belt will
leave you stranded with either type of engine, so it is important to know the replacement
interval for your specific model and have your belt replaced accordingly. You can get a good
idea of the timing belt replacement interval for seven common automobiles by checking the
charts below. If your car or truck isn't on this list, refer to your owner's or repair manual. Acuras
have one of the longest intervals for timing belt replacement. Most models, like those with 3.
Others can go as long as , miles before the belt has to be replaced. Most Audis have a
recommended timing belt replacement at , miles. But to be on the safe side, many mechanics
recommend replacing it earlier, such as around 90, miles. Being conservative and opting for an
early replacement can protect your car from expensive damage. In general, Chrysler vehicles
should have their timing belt replaced at 50, miles or after five years, whichever comes first. In
newer models, you can just have the belt inspected at 50, miles. If it looks to be in good shape,
you likely can go as far as 90, miles without a replacement. Ford recommends that you replace
the timing belt at 60, miles for almost all of its models. The one exception is the Ford Probe. If
you have a Probe from â€”, have the timing belt inspected every , Be sure to replace your timing
belt at the required intervals for your General Motors vehicle. This chart shows that most
engines will run up to about 60, miles before their belt needs replacing. For those not listed
here, check your owner's or repair manual. Hondas can go as much as , miles before they need
the timing belt replaced. However, some models have a shorter recommended interval. Some
need to be replaced at 90, miles, so, again, check your owner's or repair manual. You should
replace the timing belt on your Hyundai about every 60, miles. If you have a long commute or
travel often in extreme weather, you may also have to replace its water pump at the same time.
While that can be a costly repair package, preventative maintenance will save you thousands

over time. Matthew Wright. Matthew Wright has been a freelance writer and editor for over 10
years and an automotive repair professional for three decades specializing in European vintage
vehicles. Updated December 13, Joseph answered 8 years ago. If you can hold your breath for
miles. Before you loose it in an unlikely spot in the middle of the night, then I would say you
have been given good advice. It's to bad there isn't an aftermarket kit where you can change
over to a timing chain. Then again there may just be. TupeloMS answered 8 years ago. Honestly
most mechanics will tell u that by the mark it should be done but its never bad to do it before
that mark its just preventitive so u dont have to be stuck in transit bcs it fouled up. I had the
same situation with my Honda Pilot and the mileage was exactly 65, miles same as yours. I don't
want my car to break down due to water pump or timing belt. Water pump should also be
replaced when you change a new timing belt because they are in the same area and same job.
Jay answered 7 years ago. I have 71, miles on my Honda Pilot and the dealer told me it is now
recommended to have the timing belt and water pump replaced 7 years of 71, miles. I checked
with another Honda Dealer locally here in Florida and they said , miles and that's what they tell
everybody. I decided to call the Honda dealer in Michigan where I take the car and they said ,
miles and never heard about the 71, mile deal. So, is the dealer where I bought the car trying to
pull a fast one on me? You decide and see what your dealer says. RichA answered 7 years ago.
I have been advised by the Honda Dealer, timing belts should be replaced at , miles. I have 99,
miles on mine and it shows no signs of wear, or belt deterioration cracks, fatigue, etc. Love my
Honda! GoGoHonda answered 6 years ago. About a year ago My Pilot almost reach K miles. I
checked the manual page "The timing belt should be replaced according to the maintenance
message shown on the information display. Mine now has over K miles. Postmansteve
answered 6 years ago. I have a pilot and just had mine replaced today at rusty Wallace honda.
Herb answered 6 years ago. I was considering to purchase a or Honda Pilot but after reading
this, I think I'll go with a Honda Odyssey van instead. I would love a SUV but it's not worth the
headache and addtional cost. Herb, you will probably find the same engine and tranny in the
odessy that is in the pilot. I don't know about the older models but the newer 4 cylinders have a
timing chain instead of a belt. Mahalo Steve for the tip. Running around , and she wants a seater
SUV. We considered the Pilot, Pathfinder, and Highlander. Got the scoops on the Pilot now. Any
other thoughts on the other SUV mentioned? Herb I just rolled over to k on my pilot. I use at on
my mail route. I putti on the route at 41k and so far I love it. It has been one of the best vehicles I
have ever had to deliver out of. Most of the foreign SUVs have a timing belt. I trusted the dealer
and like the oe parts, therefore it cost more but I feel it was worth it. My Pilot has almost K miles
and has no signs of wear, or belt deterioration. My question is any body ever seen a message
on the display to tell you about the timing belt need to be replaced? I checked the Honda
manual page "The timing belt should be replaced according to the maintenance message
shown on the information display. GoGo, my belt tensioner was going bad and I was hearing a
noise that was not usual for my 08 to make at 99k miles. If I were you I would get mine changed
sooner than later. If it breaks or gets out of time you are looking at a lot more expense. By the
way you can't see the timing belt without taking the shields off. You may be looking at your
serpentine belt that pulls your ac compressor, alternator and ps pump. MissTheDays answered
6 years ago. My Pilot now has , wonderful miles on it and been a great car. I suspect its time to
finally get around to replacing the timing belt and water pump - so tonight is the night. I am not
recommending you do the same!! Life simply moves too fast, I don't trust most mechanics and I
actually miss the days in the early 70s where I used to work on my cars all of the time.
Especially coming back from the drag strip with big block Chrysler - ah the days when you had
lots of room under the hood. I replace my Sienna belt at K two weeks ago and it looked flawless.
Don't take my advice about waiting too long since neither are clearance engines. Melissa
answered 6 years ago. If you can replace it at a cheaper price before it breaks.. I was left
stranded on the road when my belt broke and now I understand that it will cost a lot of money if
I bent a valve : I replaced the s belt this year for safety because I knew it needed to be done, but
I did not know about the timing belt. Do it when you reach over K miles like the S belt, better
than being in my situation. This happened because of my lack of education, not because of the
car. A vehicle with a timing chain instead never needs to be changed. Danby answered 5 years
ago. The manual for my '05 Pilot says change the belt at , miles or at 7 years. Most have ignored
the age issue, which can matter. However, I'm pretty sure that this engine is not a negative
clearance engine, so no risk of severe damage if the belt breaks, just the pain of being stranded
and without your car for a week while the work gets done. Jim answered 5 years ago. I've got a
Pilot and I live in Tucson, Arizona with its very hot summers. I changed the belt at 61k and now
have k. I'm not hitting the mileage indicators but I do worry about heat stress on the belts. I
appreciate the comment on timing chains versus belts and will research that the next time I buy
a car. However our second car is a Nissan Leaf and I have no worries about such moving parts.

JavyPilot answered 5 years ago. I have a Honda Pilot with 98, miles. It needs to do timing belt
services? I have , on my Pilot. Live in Mass. Car is always garaged. Gonna look into it. I always
get a kick out of people who run their vehicles beyond manufactures suggested miles or time. It
seems to be some sort of badge saying "I am a better driver that you are. Also, manufactures
would want to lower time and distance so they don'the have a lot of past off customers. And a
metal timming will stretch over time just as a belt does now. Years ago all timming chains were
made of metal and we had the same problems then. Thetruthistaken answered 4 years ago. My
04 Pilot is 13 years old in a northeast climate with , miles. I am in the service industry and can
smell our b. I'm not saying your timing belt may not fail, but I am shooting for , without changing
it I would also be willing to bet half the people that post to these things are mechanics who rely
on your fear of mechanical failure to survive. I have a Honda Pilot with , miles on it but have
made sure the oil was replaced at no more than 7K miles in between. It's been working great
ever since have not replaced any thing else other than filters and spark plugs. The timing belt
kit and water pump will be replace when it hits K. My previous Hondas have all pass K and
consider it a fail if my Pilot don't get there. ZHP answered 4 years ago. To all that are answering
that it should be a recall or buy a car with a timing chain Recommended intervals are k miles or
7 years whatever comes first. Timing belts usually fail due to a component failing not the actual
belt. Bearings falling apart in a pulley, tensioner becoming worn and letting go Timing belts are
strong I have seen an entire engine carried through a junk yard by a fork lift holding on only by
the timing belt. If you keep a car longer than the average bear does then do what is
recommended. Ask around believe it or not we are out there. One more thing Do not go 7k
miles! Synthetic oil viscosity will last 7k but the oil can only absorb so much carbon deposits
before the deposit will be left in your engine building up black hard gunk on your valves and
internal parts killing the life and performance of your motor. Organic oil actually has better
natural detergents that absorb carbon build up better than synthetic. Mobil high mileage oil is a
great oil where viscosity holds up like synthetic oil. Doesn't really matter what brand you use
but what does matter is the correct motor oil weight. If it says use 5w that is what you use. The
engine is designed to circulate that viscosity of oil. MechEngProf answered 4 years ago.
Replace your timing belt on manufacturer's recommended schedule unless you are planning to
replace your engine. Most modern engines are interference engines, meaning that open valves
will be smashed by a closed piston. Only the timing belt or chain prevents this collision. Like all
mechanical devices, belts failure can be described by an approximately bell shaped time curve.
The manufacturer's recommended replacement rate considers the possibility that you got a belt
that will fail at the low end of the curve. Timing belts do not stretch appreciably, but the rubber
and internal cords will eventually fail due to age and the fatigue of being bent back and forth as
the belt goes around the pulleys. Extreme temperatures accelerate the fatigue failures. As for
chains, they slowly get longer as they wear at the link pivots. Many of the car manufacturers
have gone back to timing chains which decades ago failed at about kmi. Manufacturers claim
their new chain designs will last life of the vehicle. Hopefully, they have done their homework.
I'm sure the new synthetic oils will help them achieve the improved life. ReeseFuzz answered 4
years ago. I have a Pilot with k miles and just started to hear a slight rattle from what seems like
timing belt. Had it in dealer to fix the takata air bag. They said could be belt tensioner slap they
called it. Called Pep Boys and they have two timing belt kits with the Delco having great reviews
and was I shopped local mechanics and reviews. Found one had great reviews and very
respectable labor rates. Where do these places get off charging I think over After reading all of
the above accounts, I am blown away. I have never heard anything about having to change the
timing belt on my Honda Pilot until now. I've owned it nearly 12 years. I bought it with 30, miles
on it. Today I have , miles on it, and I've never changed the timing belt. I recently asked my
mechanic about it. He said, "Oh, you must have timing chain on that vehicle because a timing
belt simply could not last that long. He was astounded that it was still going. Adonakis
answered 3 years ago. I have had my Pilot the whole time and never changed. I knew I had to,
but forgot. Glad I looked this up. I am at k and better do it. What all needs to be changed? Danby
answered 3 years ago. Lots of choices on this. The manual says replace the timing belt and
"inspect" the water pump. Not sure how you do that, as it only shows signs of failure once it
has started to fail. Most do at least that. Most of the labor involved for either is the same, and
the water pump is not a lot extra, so why take the chance? I just did the belt and pump, also
seals and radiator hoses and serpentine belt. I figured that if I want to get to k at now then one
or more of those things would go, so why not avoid the hassle. Don't overlook the valve
adjustment, either. I didn't get it done, but there are mixed opinions on the value. Some say
don't bother unless they are noisy loose. I say have them check the valve clearance on the front
bank when they do the timing belt. Should be relatively cheap. If the valves are okay probably ,
then you're done. If not, you will have discovered something worth fixing. GuruLV answered 3

years ago. I have a Honda Pilot. Bought it 6 years ago and had over k miles and had just gotten
everything done. It now has over k miles and I just had the power steering pump replaced
because it was making a weird noise and now it's perfect. I am getting my oil change done as
we speak and I don't think I have ever taken it to get a tune up done just yet I love my car First, I
have checked, and my Pilot does not have an "interference" engine, which means that if the
timing belt breaks, you are stranded, but the engine is safe. I did my belt change at k miles, but
after 12 vs. I think both criteria have a safety margin built into them i. Chances are you can go a
good long way beyond the recommended interval, but you do it at your peril. It isn't that hard to
figure out, really. If you have k and expect to reach k, then replace the belt and some other
things, like parts associated with the timing belt and the water pump. If you have k and would be
happy with another 15k, then don't. It may last, but if it doesn't, you won't have lost as much as
the repairs would cost. Those are just examples. Just know that if you take it to the right guy,
you can get plugs changed no simple task , hoses replaced, timing and serpentine belts
replaced and a few other odds and ends for what the dealer will charge for the timing belt and
water pump alone. Karen answered 3 years ago. I have a Honda Pilot with , miles on it. Second,
it is getting the very first timing belt and water pump as of today! Up until last week, I thought I
had a timing chain and didn't have to worry about it all of my previous cars have had chains. I
asked the mechanic if he would keep it so that I may take a look at it before he throws it away. It
will be interesting to see what kind of shape it's in! Doug answered 3 years ago. Danby should
do better research. An interference engine is one that has insufficient clearance between the
valves and pistons if the cam stops turning due to a broken timing belt. The result is usually
catastrophic engine failure. Not so with a non- interference engine. It pays to know. GuruDRM5K
answered 3 years ago. I always am blown away when someone complains about the
maintenance cost of the timing belt without considering all the other factors involved. First, a
thou every hundred thou miles is a penny a mile. You're spending way more than that on fuel
and oil, and way less than that on other maintenance items because Hondas are pretty much
bulletproof. I changed the belt around when I started getting nervous about procrastinating
which happens to be one of my favorite sports. I've got another Ody with k, belt changed when
it should have been. Both vehicles will be with me a lot longer barring an accident, war with N.
Korea, or a startling deal on a Pilot which happens to be my fantasy right now. For those who
cannot understand that things wear out - they DO. For those who complain about price - you
may not always get what you pay for, but you very rarely get something for nothing. And for
those who have no concept of value - learn something useful. WYOHonda answered 3 years
ago. TTatro answered 3 years ago. GuruYL answered 2 years ago. I'm at , miles and needed a
new drive belt. I trust this mechanic and he said that the timing belt was starting to look well
used. GuruWX7KH answered 2 years ago. I have a question to ask,Would you but a honda pilot
with miles on it? Ivett answered 2 years ago. GuruBT answered 2 years ago. A I have a Honda
Pilot when I turn the key the car turns over but it don't stop mind it I think it's the fuel pump.
GuruTXQ6G answered 2 years ago. I just had my Pilot with miles timing belt and water pump
changed for the first time. I had the mechanic keep the belt and pump so I could see them and
they looked really pretty good. I would wonder occasionally if I might be in trouble for waiting
so long but got lucky I guess. Has anyone actually had the belt break and what mileage did it
happen? Well I just replaced the water pump, timing belt, serpentine belt and power steering
belt on a LX with , miles. It was previously replaced at , miles but 10 years ago. Live in the
moderate NW. The water pump was perfect, Timing belt looked new. Zero cracks. Both the
serpentine and power steering belts were cracked but not soon to fail. Did find a failing
passenger side motor mount and replaced that too. Terrible job. Worth every penny the repair
shop charges. Pretty sure I could have gone another 3 years of low mileage driving without
incident but peace of mind is worth it. Lovemy07Pilot answered about a year ago. I feel like I
may have overpaid for replacement of timing belt, water pump, rear shocks, and repair AC was
entirely rebuilt AC 20 months ago for my 07 Pilot with K miles. Should that not have been part of
the replacement? Martyn answered about a year ago. You went to a bad mechanic. When the
timing belt is replaced anyone who knows how difficult a job it is always changes the tensioner
and water pump at the same time. You have to dismantle the same amount of parts to do either
job so its stupid not to replace everything at the same time. It's getting to the parts that's the
hard job, not replacing them. I know as I replaced my own. Sorry I should have stated this at
first. Yes, absolutely the tensioner is changed at the same time. Find another mechanic.
GuruF98HN answered 10 months ago. The existing belt, tensioners, pulley and pump were all in
brand new condition and looked better than the AC Delco kit I replaced them with. I would
estimate I could go at least another k miles without any issues probably significantly more. The
k mile limit is a guideline where Honda wants you to replace them, and usually guidelines are
quite conservative. Doing it sooner than that in my opinion is a tremendous waste of money. It

came on when I was driving one day. What is my best course of action? I can not get the key to
turn in the ignition of my Honda Pilot. I can insert the key, but it will not turn either direction.
The car has power and I have tried both keys. I have ensured the I have a different car. Content
submitted by Users is not endorsed by CarGurus, does not express the opinions of CarGurus,
and should not be considered reviewed, screened, or approved by CarGurus. Please refer to
CarGurus Terms of Use. Content will be removed if CarGurus becomes aware that it violates our
policies. My car has only 65, miles on it, alt My car has only 65, miles on it, although I've been
driving it for nearly 8 years. Should I wait for K miles to replace? Report Follow. Mark helpful.
Your Answer:. Upload Photo Photo optional. Related Questions. Start a new Honda Pilot
question. Sell Your Car Yourself With a simple, secure transaction. Get Started. Search Honda
Pilot Questions. CarGurus Experts. Know more, shop wisely Search. Related Models For Sale.
Used Cars for Sale. I have a Honda Pilot with 83, miles on it. In the manual it says to change out
the timing belt under normal uses when the maintenance light 4 comes on which I believe is at
around , miles. Is this the only recommended service interval because that's all the manual
says. Mark answered 5 years ago. It's not just mileage, but time. You would be wise to check
this out right now. Albinator answered 5 years ago. That's what I was wondering because the
manual for the Pilot says nothing about time duration. There's no way to check it without taking
the cover off, correct? If you cannot see it, have your mechanic check it out. You'll thank me for
saving your engine. Remember, it's better to be safe than sorry. If you blow the engine, it will
cost thousands of dollars in repairs. Once you do this, you can rest easy knowing that you can
go another 70, miles. I had an old Honda Accord and sold it at , miles, no problem. Honda is a
great car, but, you cannot run past these service intervals without doing some mechanical work.
Good luck. Actually, I like the timing belt setup better than the timing chain! You never know
when and where a timing chain might break or get stretched out, and they have been known to
rattle. Replacing the timing chain usually is a much bigger job and more costly. Thank you for
your answers. Take make sure, you're saying to NOT wait for what Honda recommends in the
manual to change it when the light comes on at around , miles? Because they don't give a time
recommendation. Albinator, Yes, that's exactly what I'm saying. I understand that Honda is not
giving you a time recommendation, but, the average miles per year is closer to 12, miles and
you're around 8, If you were closer to the normal mileage range, you would have been at , miles
by now. Your car is 10 years old. The decision is entirely yours, but, if it were my car, I would
have it looked at. Never wait for a light to tell you what to do. Sure, if a light comes on, you
should never ignore it, but, this timing belt is a much more mission critical element. If the belt
fails on an interference engine like yours, it will destroy all your valves and other critical internal
parts on your car's engine. Also, have them check you water pump while they are in there, it's
typically done at the same time, labor costs for this is much cheaper while they have access to
the belt replacement. If you have a good mechanic, they will explain all of this to you. Albinator
answered 4 years ago. Mark answered 4 years ago. Albinator, your welcome, please mark one of
my answers, best answer. Pilotewwo answered 3 years ago. I have a Pilot with less than 40,
miles. Should I change my timing belt? Harold answered 2 years ago. Mark answered 2 years
ago. DO NOT wait until the light comes on If you are driving a model and have never changed
the timing belt GuruTYG3C answered 2 years ago. Why cant they make a better longer lasting
belt the number 4 light came on my pilot when I call they said it would be 1, Maggie answered
about a year ago. They tend to be a bit high in that neighborhood. I have a Pilot. Val answered
about a year ago. I had a Pilot 20 years old with k miles on it and never replaced the timing belt.
It was running like brand new when i gave it up!! David answered 7 months ago. GuruGK
answered about a month ago. Just changed timing belt on my Honda pilot but making tic noise
what to do? Please help. Steven decker. In the manual it says to change out the timing belt
under normal uses when the maintenance light 4 comes on which I believe is at around , I have
an Honda Pilot and i would like to know what type of timing on this car? I have , miles on my
Pilot. I guess by reading some posts, that I am way over due for a timing belt change. I plan to
get it done ASAP. Question, How long does it take to complete, and what I have a different car.
Content submitted by Users is not endorsed by CarGurus, does not express the opinions of
CarGurus, and should not be considered reviewed, screened, or approved by CarGurus. Please
refer to CarGurus Terms of Use. Content will be removed if CarGurus becomes aware that it
violates our policies. Timing Belt. Report Follow. Mark helpful. Best Answer Mark helpful. Your
Answer:. Upload Photo Photo optional. Related Questions. Start a new Honda Pilot question.
Sell Your Car Yourself With a simple, secure transaction. Get Started. Search Honda Pilot
Questions. CarGurus Experts. Know more, shop wisely Search. Related Models For Sale. Used
Cars for Sale. The Honda Pilot Timing Belt has a maintenance schedule of every , miles or at
seven years, whichever arrives first. Although the Timing Belt might last for more miles, Honda
has determined through years of experience that the costs associated with Timing Belt

Replacement are negligible compared to the expenses related to damages resulting from a
Timing Belt failure while the engine is running. At Huggins Honda, we know that the cost of
following the recommended maintenance schedule for Honda Pilot Timing Belt Replacement is
an investment toward preventing higher operating costs related to engine damage. If your
Honda Pilot is closing in on the ,mile interval or is close to 7 years old, it will always be the
safest bet to get the service schedule before the interval arrives with an increased risk of failure.
Beyond adherence to the recommended maintenance interval, it is also an excellent idea to
monitor for any warning signs of a Timing Belt defect. An industry rule-of-thumb is water pump
replacement at the same time as the Engine Timing Belt. When you have the water pump
replaced with the timing belt, the labor cost of accessing this area is shared. At Huggins Honda,
we change the water pump with every Honda Pilot Timing Belt Replacement because it is a
proven way to save on long-term maintenance costs. Honda Pilot Timing Belt Replacement.
Experience Exceptional Service at Huggins Honda. Honda Pilot Timing Belt Service Our Many
Amenities:. Honda Pilot Service in the Dallas Metroplex! The timing belt is located under a
timing cover and is in the front of the engine. It's commonly manufactured out of high-quality
rubber with nylon-reinforced cords inside to extend the life of the belt. However, it is subject to
incredible forces inside your motor and will need to be replaced eventually. Without a fully
functioning timing belt, your engine will not run. Not all engines have a timing belt. The timing
belt is commonly found in cars and SUVs with smaller displacement engines. When an engine
has a larger bore and stroke, most automotive manufacturers utilize a timing chain system that
replaces the rubber belt with a metal chain. Generally, timing chains last longer than timing
belts, with some rated to last the lifetime of the car. Most automotive manufacturers have a
predetermined recommendation on when you should replace the timing belt, but there are a few
warning indicators that a problem exists. Listed below are a few common symptoms that might
indicate that your timing belt is wearing out or has broken â€” which will require a local ASE
certified mechanic to replace the timing belt and inspect other internal engine components for
damage. The camshaft operates the cylinder head valves and rocker arm assembly, which
sends fuel into the combustion chamber and expels burnt gases out of the exhaust manifold.
When the timing belt starts to wear out, it may create a ticking sound inside the motor. This
warning sign may also be an indication of low oil pressure or the engine not having the proper
amount of lubrication. Since the timing belt is so critical to the operation of your vehicle, if you
notice this warning sign, you should contact a mechanic as soon as possible. If the timing belt
has broken inside, the engine will not be able to turn over or ignite. When you turn the key, you
might hear the starter motor engage, but since the timing belt operates the crank and camshaft,
it will not turn over. Obviously, if the car won't start , a phone call to a mechanic is usually the
first step. However, if the issue is due to the timing belt being broken, it may also result in other
internal engine compartment damage. In many cases, the timing belt will break while the engine
is running. Some of the typical damage done to a vehicle with a broken timing belt includes
damage to cylinder head hardware rocker arms, push rods or valves , damage to crank bearings
or oil pump inside the oil pan. A professional and experienced mechanic will know how to
inspect all of these supporting components if the timing belt needs to be replaced. A worn out
timing belt might also impact the engine's fire rate. The timing belt is attached to pulleys that
drive the crank and camshaft as we've indicated above. However, sometimes the belt will slip on
the camshaft drive and cause one cylinder to open or close earlier than it should. This might
cause a misfire situation and if not replaced soon, may result in catastrophic engine damage.
It's also typical that the engine will leak motor oil from the timing belt cover. The cover is
secured by a series of nuts and bolts that may come loose over a period of time. Another issue
that will cause oil to leak is when the gasket between the engine block and timing cover wears
out, is cracked or has been improperly installed and is pinched. Leaking oil from the timing belt
cover commonly results in engine overheating as well and can prematurely wear the timing belt.
Often, it's difficult to discover a problem with the timing belt until it's too late and has broken.
The most popular service booked by readers of this article is Vehicle Engine Mechanical
Inspection. Our certified mobile mechanics perform over services, including diagnostics,
brakes, oil changes, scheduled mileage maintenances, and will come to you with all necessary
parts and tools. Our certified mobile mechanics make house calls in over 2, U. Fast, free online
quotes for your car repair. Vehicle Engine Mechanical Inspection Cost. Service Location. Engine
won't turn over If the timing belt has broken inside, the engine will not be able to turn over or
ignite. Engine misfires A worn out timing belt might also impact the engine's fire rate. Oil
leaking from in front of the motor It's also typical that the engine will leak motor oil from the
timing belt cover. Home Articles. The statements expressed above are only for informational
purposes and should be independently verified. Please see our terms of service for more
details. Excellent Auto Repair Ratings. YourMechanic Auto Repair. Related Articles. Recent

Vehicle Engine Mechanical Inspection reviews. Excellent Rating. Rating Summary. Jason 9
years of experience. Request Jason. Easy to understand, honest explanation about my car
needs. Friendly, fast and reliable! Rusty 23 years of experience. Request Rusty. Great overall
impressions. Vechile is driveable and runs terrific now. Raymond 37 years of experience.
Request Raymond. Talent and passion for what you do in any field is critical, Raymond seems
to have both. I have dealt with many Mechanics in my day Raymond is one of the best. Thank
you sir. Andrew 11 years of experience. Request Andrew. Great, no hassle service! Need Help
With Your Car? Related articles. Symptoms of a Bad or Failing Valve Cover Gasket Common
signs of a faulty gasket include a burning oil smell, dirty valve cover, oil leaks, low engine oil,
and a rough-running engine that misfires. Read more. Symptoms of Bad or Failing Spark Plugs
Common signs of faulty spark plugs include slow acceleration, loss of power, poor fuel
economy, engine misfires, and difficulty starting the car. What Is the Purpose of E
2008 gmc acadia power steering problems
snapper repair manuals
2002 toyota tundra radio wiring diagram
ngine Gaskets? Engine gaskets work as seals to maintain pressure, hold fluids, and prevent
debris from entering the engine. Gaskets are vital for engine performance. Related questions No
start and no crank. Hi there. Check the wiring from the starter to the ignition switch. There is a
loose wire or a break in the wiring that connects the starter solenoid to the starter relay. Make
sure that all of the wires on Smaller serpentine belt shredded and pieces went into the crank
shaft Tried to start timing jumped. How do I fix? You will need to have cylinder head removed
and bent valves replaced if My car wont start - Mitsubishi Lancer This may very well likely be
related to a fuel pressure or fuel pumping problem. There is a vacuum line connected to the fuel
pressure regulator. If you disconnect this and there is fuel in it, then you know you Browse
other content. Schedule your Vehicle Engine Mechanical Inspection today! Vehicle Engine
Mechanical Inspection Price. How can we help? Read FAQ.

