Jeep liberty owners manual

It is not that often that one car type is associated with a certain brand, so it tells a lot about that
brand when it happens. Being an original 4x4 vehicle that dates back to World War Two, Jeep is
one of those manufacturers. In some parts of the world, people have a habit of using this name
as a generic term for all off-road vehicles. With robust chassis and capable all-wheel drive
systems, it has been a synonym for an unstoppable and dependable off-roader. Still,
introduction and storming success of Sport Utility Vehicles and crossovers towards the end of
the millennium showed that buyers were looking for more than rugged terrain capabilities. This
new breed provided decent off-road potential while keeping a car-like behavior when on the
road. Thanks to this unique blend of driving characteristics, SUVs became an instant hit among
car owners who spent most of their time on paved roads, but still venture off-road from time to
time. This also meant that Jeep needed an updated model lineup that would help keep up with
current trends. One of the first cars of this kind was the Jeep Liberty. Going under a code name
KJ, the first generation Jeep Liberty replaced trusted, but aging Cherokee in Using a name
different from the predecessor stressed out the start of a new off-roading chapter, although the
cars outside the US market kept Cherokee name. Bringing in many innovations and updates its
main goal was to give the aggressive competition of sporty SUVs a run for their money. The
outer design, drawing inspiration from Jeepster and Dakar concepts, featured more rounded
body lines. Big, round headlights placed at prominent spots and characteristic vertical grill gave
it an appearance similar to the legendary Wrangler. This was further highlighted with bulky,
box-like fender flares and a tailgate mounted spare wheel. Despite these retro-styled details, the
overall shape of the car was in touch with design trends of that time. While Cherokee offered
two and four-door variants, Liberty was available only in four-door shapes. Interior offers plenty
of space, with enough headroom for even the tallest persons, thanks to a high roof and low
floor line. The only complaint can be with a somewhat sparse legroom in the rear. Seats,
available either in a rough fabric or soft leather, are comfortable enough even for longer trips
and offer decent support. The dashboard, although having all necessary components and parts,
can seem oversimplified and cheap. Still, dash-mounted passenger grab-rail is a practical detail
for off-road wandering. However, the biggest changes and upgrades were hiding under the skin,
where Liberty introduced several new features. Unlike older off-road vehicles who used a
body-on-frame design, Liberty had a unibody structure, which makes it lighter and more rigid.
Together with rack-and-pinion steering and independent front suspension, it significantly
improved road handling and comfort. Other important update was the introduction of two
PowerTech gasoline engines, one with four cylinders and other in a V6 layout. Liberty was also
among the first in its class to offer a modern diesel engine on US market. However, the unit
under the hood came from Italian engine manufacturer called VM Motori. Stil, this was an
efficient, durable and well proven engine that offered great towing capability and admirable fuel
economy. Transmission choices ranged from 4-speed and 5-speed automatic to a 5-speed or
6-speed manual variants, depending on the engine choice and trim level. Being a typical Jeep,
the new Liberty offered a rugged and capable four-wheel-drive system available in two variants.
The first one is a part-time Command-Trac, where the driver uses a lever to select from several
transfer case configurations. In the standard 2WD mode, all the power goes to the rear wheels,
which improves the fuel economy and reduces stress to the drivetrain. Selecting a 4WD option
engages the front axle which increases overall traction and improves handling on slippery
surfaces, while an additional low-range option increases torque output and helps scale steep
uphills. Other available system was a full-time Selec-Trac, which offered similar options and
benefits as the part-time variant with the addition of an open central case. This allowed front
and rear axle to spin at separate speeds, making the all-wheel drive possible on all surfaces and
at all times. Following a satisfactory success of the first generation, Jeep introduced a
successor in , codenamed KK. Still, the new car featured updated design solutions and other
improvements, making it a subtle evolution of the previous generation. On the outside, the new
Liberty received a more muscular appearance. The biggest difference was on the front end, with
large rectangular headlights, taller grille and flat hood. Body design featured sharp lines and
large surfaces, which gave it a boxy and almost military look. These design tweaks set the
image of the new Liberty apart from old, Wrangler inspired styling. Interior features several
updates, aimed at achieving a more upscale look and feel. The dashboard had considerably
more features, with a focus on infotainment system and connectivity options. Buttons and
knobs had a firm and convincing feel, improving the build quality perception. Also, most
materials inside the car were more refined and have a softer appearance. There were no major
changes under the skin. The only available engine, a V6 unit, was the same as in the old Liberty.
There was no four-cylinder engines, as newly introduced Patriot aimed at fuel-conscious
buyers. The buyers could choose from two transmissions, a 5-speed automatic or 6-speed
manual variants. While the four-wheel-drive system remained the same, it used a switch know

instead of a lever which made it easier to operate and eliminated the possibility of driver error.
Despite many upsides and continuous improvements, the new Liberty was never a sales hit.
Unlike its predecessor, who ended up with This was because of several causes. One of them
were import manufacturers, which usually offered more agile and better suited vehicles in this
class. Other was the in-house competition, brought by Dodge Nitto, which used identical
platform, engines and most of the design. Jeep Liberty went out of production during , giving
way to new Cherokee. I'd love to be emailed when a new, high quality document is available for
my Jeep Liberty. My email address is:. By using this website, you automatically accept that we
use cookies. What for? Toggle navigation. Home Workshop Manuals Jeep Liberty. Jeep Liberty
It is not that often that one car type is associated with a certain brand, so it tells a lot about that
brand when it happens. First generation Going under a code name KJ, the first generation Jeep
Liberty replaced trusted, but aging Cherokee in Second generation Following a satisfactory
success of the first generation, Jeep introduced a successor in , codenamed KK. Get notified
for new files? We'll send you a quick email when a new Jeep Liberty document is added. Jeep
Liberty Workshop Manual. Jeep Liberty Owners Manual. Related Models. Jeep Official Website.
Never miss out: Get notified when new Jeep Liberty documents are added. About Manuals.
Connect with us. Access all the resources you need on the go. Learn More. Join the Dodge
Brand in celebrating freedom a few days early with the reveal of more heart-pounding power
and excitement than ever before. Get to know the full capabilities of your vehicle and how to
keep it running strong with your online vehicle resource center. Don't have your vehicle added?
Add it now to start exploring. Look up everything you need to know about your vehicle, all in
one place. Browsing for information is a breeze with easy-to-follow categories that show you
how to make the most of your driving experience. Discover the capabilities, safety and security
features and technologies your vehicle has to offer, presented in video format. Learn the basics
of caring for your vehicle or explore more advanced options anytime, with videos on demand.
Who better to protect your vehicle than the company who built your vehicle? Have peace of
mind knowing your vehicle is being serviced by factory-trained technicians using certified
Mopar parts. Tech Authority has all the resources you need, from service bulletins to wiring
schematics, parts identification and more. Select a vehicle to explore. Sign in or create an
account to receive access to even more exciting content. July 2 Let Freedom Rev Join the
Dodge Brand in celebrating freedom a few days early with the reveal of more heart-pounding
power and excitement than ever before. Enter the search text. Your Vehicle Resources. Vehicle
Information at Your Fingertips Get to know the full capabilities of your vehicle and how to keep
it running strong with your online vehicle resource center. Select a Vehicle. Manuals and
Guides. Educational Videos. Maintenance Made Easy. Pause Autoplay. We Built it. We Back It.
Visit Tech Authority. Do-It-Yourself Resources. View all fca brands chrysler. Your preferred
dealer has been successfully updated. Continue Cancel. Quick Links. Table of Contents. Be
assured that it represents precision nicians and genuine MOPAR parts, and cares about
workmanship, distinctive styling, and high quality - all your satisfaction. Failure to operate this
vehicle safely may result seat belts could cut the highway death toll by 10, or in a collision,
rollover of the vehicle, and severe or fatal more each year and could reduce disabling injuries
by injury. If you do not read this entire manual, you may miss important information. Any
modifications or alterations to this vehicle could seriously affect its roadworthiness and safety
and may lead to a accident resulting in serious injury or death. These either side up. Leaving
key. This procedure consists of programming a blank key to the vehicle electronics. A blank key
is one NOTE: Only keys that are programmed to the vehicle that has never been programmed.
Insert the second valid key into the ignition switch. Repeat this procedure to program up to
eight keys. Close all doors. The Vehicle Security Light in the When the Vehicle Security Alarm is
armed, the interior instrument cluster will flash rapidly for about 16 seconds power door lock
switches will not unlock the doors. This feature allows you to remotely lower both front door
windows at the same time. With the RKE transmitter buttons facing down, use a 3. Remove and
replace the battery. Avoid touching the flat blade tool to pry the two halves of the RKE transmitnew battery with your fingers. Skin oils may cause ter case apart. For security, power window
operation and sunroof or Sky Slider operation if equipped is disabled when Do not start or run
an engine in a closed garage or the vehicle is in the Remote Start mode. A power door lock
switch is located on each of the front door trim panels. Use this switch to lock or unlock the For
personal security and safety in the event of an doors and liftgate. The doors were not previously
locked using the power is in the ignition, and any front door is open, the power door lock switch
or Remote Keyless Entry RKE locks will not operate. Opening There is no anti-pinch protection
when the window either front door will cancel this feature. Driving with the liftgate open can
allow poisonous exhaust gases into your vehicle. You and your pas- sengers could be injured
by these fumes. Keep the liftgate closed when you are operating the vehicle. Liftgate Flipper

Glass The liftgate flipper glass is also unlocked when the liftgate is unlocked. Some of the most
important safety features in your vehicle are the restraint systems: To avoid injury, stand back
when opening. Glass may automatically rise. This allows the air bag to have different energy
during an impact event rates of inflation based on the severity and type of collision. Do not lean
against the door or window. If your positioning booster seats. Older children who do not use
vehicle has side air bags, and deployment occurs, the child restraints or belt-positioning
booster seats should side air bags will inflate forcefully into the space ride properly buckled up
in the rear seat. Continued on short trips. Someone on the road may be a poor driver Being too
close to the steering wheel or instrument and cause an accident that includes you. Continued
Wearing your belt in the wrong place could make It is dangerous to ride in a cargo area, inside
or your injuries in an accident much worse. You outside of a vehicle. In an accident, people
riding might suffer internal injuries, or you could even in these areas are more likely to be
seriously slide out of part of the belt. Continued A belt that is worn under your arm is
dangerous. A belt that is buckled into the wrong buckle will Your body could strike the inside
surfaces of the not protect you properly. A snug belt reduces the risk of sliding under the belt in
an accident. A lap belt worn too high can increase the risk of injury in an accident. To verify the
shoulder belt anchorage is latched, pull downward A frayed or torn belt could rip apart in an
accident on the shoulder belt anchorage until it is locked into and leave you with no protection.
Children 12 years old and under should always be properly The belt and retractor assembly
must be replaced restrained in the rear seat. If a rear impact requires deployment, both the
driver and front passenger seat AHRs will be deployed. Grasp the deployed AHR from the rear
seat. The AHR front soft foam and trim half should lock For safety reasons, have the Active
Head Restraints into the back decorative plastic half. Using a seat belt extender when not
needed can increase the risk of injury in an accident. Only use when the lap belt is not long
enough when it is worn low and snug, and in the recommended seating positions. Continued
deploy, even when the driver Advanced Front Air Bag Do not put anything on or around the air
bag has, if the Occupant Classification System refer to Oc- covers or attempt to manually open
them. The Advanced Front Air Bag will not inflate during a collision OCM classifies the
occupant into categories based on the requiring air bag deployment. If your vehicle is equipped
with left and right A quantity of non-toxic gas is generated to inflate the side Supplemental Side
Air Bag Inflatable Curtains curtain air bag. Do not modify the front passenger seat assembly or
Unapproved modifications or service procedures to components in any way. This does not
mean something is wrong with the communication network remains intact, and the the air bag
system. These airborne particles may irritate the Maintaining Your Air Bag System skin, eyes,
nose, or throat. For nose or throat irritation, move to fresh air. Continued You will want to have
the air bags ready to Do not attempt to modify any part of your air bag inflate for your protection
in a collision. The system. The air bags may How far if at all the driver was depressing the not
be ready to inflate for your protection. Safety experts recommend that children ride
Rearward-facing child seats must never be used in rearward-facing in the vehicle until they are
at least the front seat of a vehicle with the front passenger air one year old and weigh at least 20
lbs 9 kg. It could come loose in a has a label certifying that it meets all applicable Safety
collision. Child restraints having tether straps and hooks for connection to the top tether
anchorages have been avail- When your child restraint is not in use, secure it in able for some
time. Forward- rear seating position located on the back of the seat. Slide the latch 2. This
should be drivetrain transmission and axle in your vehicle. In a collision, people Exhaust gases
can injure or kill. They contain carbon riding in these areas are more likely to be seri- monoxide
CO , which is colorless and odorless. Continued Check operation by selecting the defrost mode
and place Always make sure that floor mats are properly the blower control on high speed. You
should be able to attached to the floor mat fasteners. Continued and cracks. Inspect sidewalls
for cuts, cracks and bulges. Always make sure that objects cannot fall into the Check the wheel
nuts for tightness. Check the tires driver footwell while the vehicle is moving. Adjust the mirror
to center on the view through the rear window. Headlight glare can be reduced by moving the
small control under the mirror to the night position toward the rear of vehicle. You can turn the
feature on or off by pressing the button at the base of the mirror. A light to the left of the button
will illuminate to indicate when the dimming feature is activated. This or R right and then press
one of the four arrow buttons feature is activated whenever you turn on the rear to move the
mirror in the direction the arrow is pointing. Unclip the visor from the center clip. Pull the sun
visor toward the inside rearview mirror to extend it. Page Only one linked or paired mobile
phone can be used with the system at a time. The system is available in Press the button to
begin. The number dialed may Towing Assistance not be applicable with the available mobile
service and If you need towing assistance: area. Paging works properly except for pagers of on
your mobile phone keypad, you can press the certain companies, which time out a little too

soon to button and say the sequence you wish to enter, followed Even though the system is
designed for users speaking in North American English, French, and Spanish ac- Even though
international dialing for most number cents, the system may not always work for some. Where
are you? To send 4. I need more direction. L O L Press the button. Can this wait? Bluetooth
Communication Link Mobile phones have been found to lose connection to the When this
happens, the connection Operation is subject to the the Voice Interface System to recognize
user voice com- following conditions: mands may be negatively affected by rapid speaking or a
Say a command e. Use this switch to move the seat up Push the seat switch forward or
rearward, the seat will or down, forward or rearward or to tilt the seat. NOTE: When a heat
setting is selected, heat will be felt Amber indicator lights in each switch indicate the level of
within two to five minutes. Release the bar once you have passenger seats can be adjusted
forward or rearward by reached the desired position. To recline the seatback, lean forward
slightly and lift the lever. Then lean back to the position desired and release Do not ride with the
seatback reclined so that the the lever. Turn the flat for extended cargo space. To lower the
head restraint, press the adjust- forward and backward. To tilt the head restraint closer to ment
button, located at the base of the head restraint, and the back of your head, pull forward on the
bottom of the push downward on the head restraint. Continued Active Head Restraints may be
deployed if they are struck by an object such as a hand, foot or loose cargo. To avoid accidental
deployment of the Ac- tive Head Restraint ensure that all cargo is se- cured, as loose cargo
could contact the Active Head Restraint during sudden stops. This will allow the rear seat to
fold down routing. Pull the release strap toward the front of the vehicle. To Raise The Rear Seat
NOTE: If interference from the cargo area prevents the seatback from fully locking, you will have
difficulty returning the seat to its proper position. The rear seatback also reclines for additional
passenger comfort. Pull the release strap while sitting in the rear Do not ride with the seatback
reclined so that the seat to recline the seatback. Turn the ignition ON. Adjust all memory profile
settings to desired prefer- ences i. Outside of the vehicle, locate the safety latch lever Two
latches must be released to open the hood. Place the upper end of the prop rod in the hole on
the underside of the hood. Be sure the hood is fully latched before driving your vehicle. Turn
the end of the lever to The multifunction lever on the left side of the steering the second detent
for headlight operation. To turn the system on, turn the end of the multifunction lever to the
AUTO position third detent. Then, When this feature is active, the headlights will turn on turn off
the headlights within 45 seconds. If this occurs, wait 30 seconds before activating the
flash-to-pass function again. Instrument Panel Dimmer Rotate the center portion of the lever to
the extreme bottom position to fully dim the instrument panel lights Continued Always remove
any buildup of snow that prevents the windshield wiper blades from returning to the off
position. If the windshield wiper control is turned off and the blades cannot return to the off
position, damage to the wiper motor may occur. It will not operate under the wiper speed is in
the low or high position. EVIC â€” Do not adjust the steering column while driving. Adjusting
the steering column while driving or driv- ing with the steering column unlocked, could cause
the driver to lose control of the vehicle. Be sure the steering column is locked before driving
your ve- hicle. If this occurs, the Electronic Speed Control right side of the steering wheel. If the
button is continually speed up and down hills. A slight speed change on held in the SET position, the set speed will continue to moderate hills is normal. As the vehicle moves closer to
the object the EVIC display will show fewer arcs and the sound tone will change from slow, to
fast, to continuous. The following chart shows the warning alert operation when the system is
detecting an obstacle Do not use rough or hard cloths. Continued systems. System, it is
strongly recommended that the ball The HomeLink buttons that are located in the headliner
mount and hitch ball assembly is disconnected or sun visor designate the three different
HomeLink Continued rity Alarm is active. Vehicle exhaust contains carbon monoxide, a dangerous gas. Exhaust gas can Your motorized door or gate will open and close cause serious
injury or death. Some gate operators and garage door openers may require you to replace Step
3 with procedures noted in 1. Return to the vehicle and press the programmed Similar to this
Canadian law, some U. Using HomeLink Security To operate, press and release the programmed
It is advised to erase all channels before you sell or turn HomeLink button. This device must
accept any interference that may be to complete the training for a Rolling Code. The power
sunroof switch is located between the sun visors on the overhead console. Never leave
unattended children in a vehicle with the key in the ignition switch. Occupants, particu- larly
unattended children, can become entrapped by the power sunroof while operating the power
sunroof switch. The sunroof will close fully and stop automati- Press the switch rearward and
release it within one-half cally. During Express second and the sunroof will open automatically
from any Close operation, any movement of the switch will stop position. This is a normal
occurrence and can be minimized. If the buffeting occurs with the rear windows open, then

open the front and rear windows together to minimize the buffeting. Do not exceed the
maximum power of Watts 13 Amps at 12 Volts. If the Watt 13 Amp power rating is exceeded the
fuse protecting the system will need to be replaced. Power outlets are designed for accessory
plugs only. Continued Only devices designed for use in this type of Accessories that draw
higher power i. Rear Cupholders Front Cupholders Center Console Removable Storage Tray
This allows for extended cargo space and still maintains some rear seating room. Turn over the
cover and reinstall it. NOTE: You can install the cover with either side facing upward. With the
cover seated in the floor, pull upward on loops and twist them one-quarter turn so that they are
no longer parallel to the slots in the cover. Cargo Tie-Down Loops Cargo tie-down loops are
located on the trim panels. Cargo Tie-Down Hooks Cargo tie-downs are not safe anchors for a
child The weight and position of cargo and passengers can seat tether strap. In a sudden stop
or accident, a change the vehicle center of gravity and vehicle tie-down could pull loose and
allow the child seat handling. Continued in use. You can also remove the cover from the vehicle
to Do not pile luggage or cargo higher than the top of make more room in the cargo area. As the
cover nears the liftgate opening, guide the rear attachment posts on both ends of the cover into
the notches in the trim panels. Then, lower the cover to position the posts into the bottom of the
notches and release the handle. In a collision, a cargo cover loose in the vehicle could cause
injury. It could fly around in a sudden stop and strike someone in the vehicle. Do not store the
cargo cover on the cargo floor or in the passenger compart- ment. The washer pump will 10
minutes. For an additional five minutes of operation, continue to operate as long as the switch
is held press the button a second time. Continued placed on the roof rack. Check the straps
frequently to be Do not use scrapers, sharp instruments, or abra- sure that the load remains
securely attached. To avoid damage to the roof rack and vehicle, do Cargo must be securely
tied down before driving not exceed the maximum roof rack load capacity. Improperly secured
loads can fly off the Always distribute heavy loads as evenly as pos- vehicle, particularly at high
speeds, resulting in per- sible and secure the load appropriately. If your vehicle has tires of a 1.
If a an onboard diagnostic system, called OBD, that problem is detected, the light will come on
monitors engine and automatic transmission con This indicator shows that the high beam headlights are on. Pull the multifunction control lever Prolonged driving with the MIL on could cause
on the left side of the steering column toward you to damage to the engine control system. See
an autho- ABS. Before the pointer reaches the red area, ease up This light will illuminate when
selecting on the accelerator to prevent engine damage. Driving with a hot engine cooling
system could A hot engine cooling system is dangerous. You or damage your vehicle. Indicator
Button Continuous driving with the Transmission Tempera- Changing the Display ture Warning
Light illuminated will eventually cause Press this button to change the display from odometer to
severe transmission damage or transmission failure. Fully depress the accelerator pedal slowly
three Only times within 10 seconds. Your vehicle is equipped with an engine oil change 3. Turn
the ignition switch to the LOCK position. After the bulb check or when driving, if the driver seat
In this case, the light will remain on until the condition belt remains unbuckled, the Seat Belt
Warning Light will has been corrected. If the light does not illuminate, have the light inspected
by an authorized dealer. Refer scheduled oil change interval. If necessary, repeat this
procedure. Engine temperature can also affect the the EVIC turns off. The compass will now
function displayed temperature; therefore, temperature readings normally. This is where the
compass sensor is located. Language 3. Press the right switch position to operate the radio.
Press and hold the TIME button until the hours blink. The radio will return a Radio Text control
knob to the right or left to increase or decrease the message broadcast from an FM station FM
mode only. Use the remote control to scroll Weather Weather up and down the menu if
equipped. If changes are made to these settings after repeating the above procedure with this
exception: Press a disc is loaded, changes will not be effective. If the medium on the disc. No
function. Press any button on Satellite reception may be interrupted due to one of the the radio
to exit this screen. Press the right switch to seek causes the tuner to search for the next
channel in the up and the left switch to seek down. If a button is not channel with the same
selected Music Type name. Press the left SEEK button to return to the beginning of the current
selection, or return to the beginning of the previous selection if the CD is within the first second
of the current selection. This feature plays the selections on the Level 1 and Level 2 and
includes the Joliet extension. MP3 Pro files are not To increase the speed of disc loading, it is
recommended supported. The time of day will display for five seconds when ignition is OFF.
SCROLL control knob to the right or left to adjust the sound level from the right or left side
speakers. If the CD is not removed, the radio will reinsert the CD but will not play it.
Multisession discs may contain combinations of normal Maximum number of folders. The radio
display of file CD audio tracks and computer files including MP3 files. Sirius will supply a welPress this button to change the display to time of day. The come kit that contains general

information, including time of day will display for five seconds when the how to setup your
on-line listening account. The Sirius ID number following reasons: display will time out in two
minutes. Reach behind the wheel to access the switches. Pressing the bottom of the switch
once will go to the beginning of the current track, or to the The left-hand control is a rocker-type
switch with a beginning of the previous track if it is within one second A light will illuminate
Extended use of this mode is not recommended. If Equipped 1. In manual The temperature
setting can be adjusted at anytime mode there are six blower speeds that without affecting
automatic operation. When the air conditioning is In cold weather, use of the Recirculation
mode may turned on, cool dehumidified air will lead to excessive window fogging. However,
must be protected with a high-quality antifreeze coolant under certain conditions, while in
Automatic Mode, to provide proper corrosion protection and to protect the system is blowing air
out the defrost vents. The windshield, is free of obstructions such as leaves. Continued To
ensure reliable starting at these temperatures, use of Do not attempt to push or tow your vehicle
to get an externally powered electric engine block heater avail- it started. If your foot is not
firmly on the brake pedal, ing precautions are not observed: the vehicle could accelerate quickly
forward or in Shift into PARK only after the vehicle has come to Use this lever in the PARK
position. Transmission Limp Home Mode Transmission function is monitored for abnormal
condi- tions. If a condition is detected that could result in transmission damage, the
Transmission Limp Home Mode will be engaged. In this mode, the transmission will remain in
second gear in any forward driving range. Continued Since four-wheel drive provides improved
trac- You or others could be injured if you leave the tion, there is a tendency to exceed safe
turning and vehicle unattended with the transfer case in the stopping speeds. If this light re- and
rear driveshaft from the powertrain. To be used for mains on after engine start up, or it
illuminates during flat towing behind another vehicle. Bring the vehicle to a complete stop. If the
ignition switch is not in the ON position, 2. If the vehicle is stopped, 3. While still rolling, move
the transfer case switch to the the ignition switch must be in the ON position with the desired
position. This shift cannot be 4. To retry conventional two-wheel drive vehicles any more than a
shift, move the transfer case switch back to the original low-slung sports cars are designed to
perform satisfacto- position, make certain all shift requirements have been Let the vehicle go
slowly down If the engine stalls or you lose headway or cannot the hill with all four wheels
turning against engine make it to the top of a steep hill or grade, never compression drag.
Check tires, body structure, steering, suspension, and exhaust system for damage. Abrasive
material in any part of the brakes may cause excessive wear or unpredictable braking. You
might Inspect the radiator for mud and debris and clean as not have full braking power when
you need it to required. Under these condi- tions, you will observe a substantial increase in
steering Continued operation with reduced power steering effort, especially at very low vehicle
speeds and during assist could pose a safety risk to yourself and others. Checking the power
steering fluid level at a defined service interval is not required. Continued parking brake should
always be applied whenever the Be sure the parking brake is fully disengaged driver is not in
the vehicle. If you have your foot lightly on the brake driver in maintaining vehicle control under
adverse while this test is occurring, you may feel slight pedal braking conditions. The ABS
cannot prevent the natural laws of phys- The ABS is subject to possible detrimental effects of
ics from acting on the vehicle, nor can it increase electronic interference caused by improperly
in- braking or steering efficiency beyond that af- stalled aftermarket radios or telephones. Be
especially careful while brake control system commonly referred to as ESC. The The Brake
Assist System BAS cannot prevent the system detects an emergency braking situation by sensnatural laws of physics from acting on the vehicle, ing the rate and amount of brake application
and then nor can it increase the traction afforded by prevailing The system will release brake
pressure in proportion to amount of There may be situations where the Hill Start Assist throttle
applied. This feature can be turned on or turned off. To change the current setting, proceed as
follows: If you use a trailer brake controller with your trailer, the trailer brakes may be activated
and For vehicles equipped with the Electronic Vehicle Infor- deactivated with the brake switch.
Apply the parking brake. Start the engine. HDC maintains vehicle speed while descending hills
in 5. Rotate the steering wheel one-half turn to the left. When either the brake or the bank below
the climate control. Tire Markings design standards. European-Metric tire sizing is based on
European design standards. If the TIN is not found on however, the date code may only be on
one side. Cold Tire Pressure Cold tire inflation pressure is defined as the tire pressure after the
vehicle has not been driven for at least 3 hours, or driven less than 1 mile 1. Subtract the
combined weight of the driver and pas- 6. Consult this manual to determine how this reduces
the available 4. Overloading of your tires is dangerous. Overloading can cause tire failure, affect
vehicle handling, and Improperly inflated tires are dangerous and can increase your stopping
distance. Use tires of the cause collisions. Never Under-inflation increases tire flexing and can

re- overload them. Continued sluggish response or over responsiveness in the steering.
Unequal tire pressures from one side of the ve- Unequal tire pressures can cause erratic and
unpredict- hicle to the other can cause the vehicle to drift to able steering response. Keep this
in mind when checking tire pressure inside a garage, especially in After inspecting or adjusting
the tire pressure, al- the winter. Where speed limits or condi- tions are such that the vehicle can
be driven at high Combining radial ply tires with other types of tires speeds, maintaining correct
tire inflation pressure is very on your vehicle will cause your vehicle to handle If your vehicle
has this option refer to an Compact Spare Tire â€” If Equipped authorized tire dealer for the
recommended tire rotation The compact spare is for temporary emergency use only. You can
identify if your vehicle is equipped with a compact spare by looking at the spare tire description
on If your vehicle is not equipped with an original equip- the Tire and Loading Information
Placard located on the Compact spares are for temporary emergency use only. With these
spares, do not drive more than Limited-Use Spare â€” Limited-use spares are for emergency
use only. In- Fast spinning tires can be dangerous. Forces gener- stallation of this limited-use
spare tire affects vehicle ated by excessive wheel speeds may cause tire dam- handling. With
this tire, do not drive more than the age or failure. Proper operation of four-wheel drive vehicles
de- pends on tires of equal size, type and circumference on each wheel. Any difference in tire
size can cause damage to the transfer case. Tire rotation schedule should be followed to
balance tire wear. Life Of Tire The service life of a tire is dependent upon various factors
including but not limited to The Load Index and Speed Symbol for your tire will be found on the
original equipment tire sidewall. See the Tires and the spare tire should be replaced after six
Tire Sizing Chart example found in the Tire Safety years, regardless of the remaining tread.
Continued Failure to equip your vehicle with tires having Do not use a tire, wheel size or rating
other than adequate speed capability can result in sudden tire that specified for your vehicle.
Some combinations failure and loss of vehicle control. The matching full-size spare wheel and
tire assembly turn off when the fault condition no longer exists. A has a tire pressure
monitoring sensor that can be moni- system fault can occur due to any of the following: tored
by the TPMS. If the system fault 1. Fuels blended with oxygenates necessary to deliver
enhanced emissions, performance, may be used in your vehicle. Continued the United States.
California reformulated gasoline. Using leaded gasoline can impair engine perfor- Materials
Added To Fuel mance, and damage the emission control system. Continued systems can result
in civil penalties being assessed Do not inhale exhaust gases. They contain carbon against you.
Be sure the gas cap is tightened every time the vehicle is refueled. Never have any smoking
materials lit in or near the vehicle when the gas cap is removed or the Loose Fuel Filler Cap
Message tank is being filled. The label also specifies maxi- istration regulations, your vehicle
has a certification label mum capacities of front and rear axle systems GAWR. Heavier axles or
suspension of the vehicle with all fluids, including vehicle fuel, at full components, sometimes
specified by purchasers for in- capacity conditions, and with no occupants or cargo If so,
weight must be In this section, you will find safety tips and information shifted from front to
rear, or rear to front, as appropriate on limits to the type of towing you can reasonably do until
the specified weight limitations are met. In most cases, it should not be less sized trailers. An
improperly adjusted Weight Distributing Hitch system may reduce handling, stability, brak- ing
performance, and could result in a collision. Consult with your hitch and trailer manufacturer or
a reputable Rec- reational Vehicle Trailer Hitch Industry kg without added equipment or
alterations to the Standards standard equipment. Your vehicle may be factory Class I - Light
Duty 2, lbs kg equipped for safe towing of trailers weighing over Tongue Wt. See Transmission
Wt. Note 3. Continued trailer adds to the load on your vehicle. Continued Make certain that the
load is secured in the trailer Vehicles with trailers should not be parked on a and that is will not
shift during travel. When grade. When parking, apply the parking brake on trailering cargo that
is not fully secured, dynamic the tow vehicle. Continued Towing any trailer will increase your
stopping If the trailer weighs more than 1, lbs kg distance. When towing you should allow for
addi- loaded, it should have its own brakes, and they tional space between your vehicle and the
vehicle should be of adequate capacity. Refer to the following illustrations. Disconnect the
negative battery cable and secure it Recreational towing is allowed if the rear wheels are OFF
away from the battery post. This may be accomplished using a tow dolly Flat towing with all
four wheels on the ground is or vehicle trailer. It is necessary to follow these steps to be certain
that the transfer case is fully in NEUTRAL N before You or others could be injured if you leave
the recreational towing to prevent damage to internal vehicle unattended with the transfer case
in the parts. The light will stop blinking stay on solid when the shift to N Neutral is complete.
Attach the vehicle to the tow vehicle using a suitable lights to be operable. If the ignition switch
is not in the tow bar. Press and hold the brake pedal. After the N Neutral indicator light turns off,
release the N Neutral button. After the N Neutral button has been released, the 8. Continued The

jack is designed to be used as a tool for changing tires only. The jack should not be used to lift
the vehicle for service purposes. The vehicle should be jacked on a firm level surface only.
Avoid ice or slippery areas. Fit the jack handle extension over the drive nut located in the rear
cargo area inside the vehicle. Use the lug wrench The winch mechanism is designed for use
with the to rotate the nut counterclockwise until the spare is on jack extension tube only. Block
both the front and rear of the wheel diagonally opposite of the jack- 1. Park the vehicle on a firm
level surface as far from the ing position. For example, if changing edge of the roadway as
possible. Continued Turn on the Hazard Warning flasher. Block the wheel diagonally opposite
the wheel to be raised. Loosen but do not remove the wheel lug nuts by For the rear tires, place
it under the axle by the wheel to turning them to the left one turn while the wheel is still be
changed. Lower the vehicle by turning the jack screw to the left, Minimum tire lift provides
maximum stability. Finish tightening the lug nuts. Remove blocks from wheels. If your vehicle
has a discharged battery it can be jump- It could rupture or explode and cause personal injury.
Take care to avoid the radiator cooling fan when- ever the hood is raised. It can start anytime
the ignition switch is on. You can be injured by moving fan blades. Remove any metal jewelry
such as watch bands or bracelets that might make an inadvertent electrical contact. Do not
connect the cable to the negative post - of the 9. If a malfunction occurs and the shift lever
cannot be moved out of the PARK position, you can use the Fast spinning tires can be
dangerous. Forces gener- following procedure to temporarily move the shift lever: ated by
excessive wheel speeds may cause damage, or even failure, of the axle and tires. Press and
maintain firm pressure on the brake pedal. The manufacturer recommends towing with all
wheels OFF the ground. Acceptable methods are to tow the Front or rear wheel lifts should not
be used. Page Engine Compartment - 3. This system monitors Prolonged driving with the MIL
on could cause the performance of the emissions, engine, and automatic further damage to the
emission control system. Tighten the gas cap until a clicking sound is heard. As soon as you
turn the ignition switch to the ON you may need to do nothing more than drive your position,
you will see the MIL symbol come on as part of vehicle as you normally would in order for your
OBD II a normal bulb check. Continued improve the accuracy of the oil level readings. Always
Your vehicle has been built with improved fluids maintain the oil level within the SAFE zone on
the that protect the performance and durability of dipstick. Do not use chemical flushes in your
engine oil as the chemicals can damage your engine. Your vehicle is equipped with a
maintenance-free battery. You will never have to add water, nor is periodic main- The air
induction system air cleaner, hoses, etc. Battery gas is flammable and explosive. Keep It is
essential when replacing the cables on the flame or sparks away from the battery. Do not use
battery that the positive cable is attached to the a booster battery or any other booster source
with positive post and the negative cable is attached to an output greater than 12 Volts. For best
possible performance, your air conditioner should be checked and serviced by an authorized
dealer Use only refrigerants and compressor lubricants at the start of each warm season. This
service should approved by the manufacturer for your air condi- include cleaning of the
condenser fins and a performance tioning system. If any of these conditions lock cylinder. This
have an authorized technician inspect the complete ex- rating information can be found on most
washer fluid haust system and adjacent body areas for broken, dam- containers. Continued A
hot exhaust system can start a fire if you park Damage to the catalytic converter can result if
your over materials that can burn. Such materials might vehicle is not kept in proper operating
condition. Your vehicle has been built with an improved engine Mixing of engine coolant
antifreeze other than coolant antifreeze that allows extended maintenance specified HOAT
engine coolant antifreeze , may intervals. This engine coolant antifreeze can be used up result
in engine damage and may decrease corro- to five years or , miles km before sion protection.
Continued The coolant bottle provides a quick visual method for Do not use a pressure cap
other than the one determining that the coolant level is adequate. With the specified for your
vehicle. Personal injury or en- engine idling, and warm to normal operating tempera- gine
damage may result. If replacement is ever necessary, install The fluid in the master cylinder
should be checked when ONLY the correct type thermostat. Do not allow petroleum based fluid
to contami- Using a transmission fluid other than the manufac- nate the brake fluid. The fluid
level should be to the bottom edge of the fill hole 1 when the vehicle is in a level position.
Careful vacuuming of the top before washing is helpful Regular washing of the top will enhance
its life and in removing dust and other foreign particles. With a soft bristle brush, scrub in all
tops drying time, ensure removal of all dirt, and delete directions over the stain. Wash your
vehicle regularly. Always wash your ve- Do not use abrasive or strong cleaning materials hicle
in the shade using MOPAR Car Wash or equiva- such as steel wool or scouring powder, which
will lent, or a mild car wash soap, and rinse the panels scratch metal and painted surfaces. The
cost of such repairs is All wheels and wheel trim, especially aluminum and considered the

responsibility of the owner. Use a fresh, damp towel to Clean or equivalent, and if necessary,
follow with remove soap residue. Application of a leather conditioner is Do not use abrasive
cleaning components, solvents, steel not required to maintain the original condition. Do not
spray cleaner Do not bleach, dye, or clean the seat belts with chemical directly on the mirror.
This center contains Pink â€” Open the hood. Cargo Lamp TLâ€”2 Overhead Console Lamp. Do
not touch the new bulb with your fingers. Oil 4. If the the bulb and socket assembly from the
housing. Remove the screws that fasten the taillamp housing to the bulb and socket assembly
from the fog lamp housing. Pull the bulb out of the socket and insert the replace- 3. Metric Fuel
Approximate Check tire pressure and look for unusual wear or Failure to perform the required
maintenance items damage. Inspect the battery and clean and tighten the terminals Proper
operation of four-wheel drive vehicles de- as required. Rotate the tires, rotate at the first sign of
irregular wear, even if it occurs before Change the engine oil and engine oil 16, miles 26 km.
Rotate the tires, rotate at the first sign of irregular wear, even if it occurs before Change the
engine oil and engine oil 32, miles 52 km. Rotate the tires, rotate at the first sign of irregular
wear, even if it occurs before Change the engine oil and engine oil 48, miles 78 km. Rotate the
tires, rotate at the first sign of irregular wear, even if it occurs before Change the engine oil and
engine oil 64, miles km. Rotate the tires, rotate at the first sign of irregular wear, even if it occurs
before Change the engine oil and engine oil 80, miles km. Rotate the tires, rotate at the first sign
of irregular wear, even if it occurs before 88, miles km. Odometer Reading Date Repair Order
Rotate the tires, rotate at the first sign of irregular wear, even if it occurs before 96, miles km.
Replace the engine air cleaner filter. Rotate the tires, rotate at the first sign of irregular wear,
even if it occurs before Change the engine oil and engine oil , miles km. Rotate the tires, rotate
at the first sign of irregular wear, even if it occurs before , miles km. Inspect the CV joints.
Service Schedule Rotate the tires, rotate at the first sign of irregular wear, e
chevrolet silverado radios
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ven if it occurs before Change the engine oil and engine oil , miles km. You can be badly
injured working on or around a motor vehicle. Do only service work for which you have the
knowledge and the right equipment. Most matters can be re- P. Box 21â€” solved with this
process. Auburn Hills, MI â€” Phone: â€” If for some reason you are still not satisfied, talk to the
general manager or owner of the authorized dealer An authorized dealer See the Warranty
Information Booklet, located on the has also made a major investment in facilities, tools, and
DVD, for the terms and provisions of Chrysler Group training to assure that you are absolutely
delighted with LLC warranties applicable to this vehicle and market. Use frequency signals.
Mobile two-way radios and telephone only fully shielded coaxial cable. This manual is also
suitable for: liberty. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

