Minute mount 2 wiring diagram

Quick Links. See also: Owner's Manual. February 15, Read this manual before servicing the
snowplow. Snowplow 8' and 10' box plow for skid-steer loaders 12 pages. Page 4 Lit. If a
problem should whenever the snowplow is not in use. Never smoke while gases, which can
cause personal injury. NOTE: Multiplexed 2-plug systems are equipped with plug covers. Mark
or tape the vertical centerline of e. Check functioning of any automatic visual aim is achieved.
The HT Series blade is raised in approximately 4 seconds and angled side to side in
approximately 3 seconds. Wear Ring 1. Lubricate O-rings before assembly. Wiper Gland 3.
Slowly remove the breather from the top of the hydraulic unit. All other buttons should To
prevent accidental movement of the Control PN When the snowplow is not Because Daytime
Running Lamps DRLs are All functions require the vehicle ignition key attached to the vehicle,
the signal passes through Vehicle battery Battery cable is 12V unfused source. By activating the
RAISE function on the cab control, the control sends a signal to the Plow Module to complete
the ground path for the electrical circuit, activating the motor relay and solenoid cartridge valve
S3. By activating the LOWER function on the cab control, the control sends a signal to the Plow
Module to complete the ground path for the electrical circuit, activating solenoid cartridge valve
S1. By activating the angle right R on the control face function on the cab control, the control
sends a signal to the Plow Module to complete the ground path for the electrical circuit,
activating the motor relay and solenoid cartridge valve S2. By activating the angle left L on the
control face function on the cab control, the control sends a signal to the Plow Module to
complete the ground path for the electrical circuit, activating the motor relay and solenoid
cartridge valves S2 and S3. Angle Relief Scrape Verify that the customer has accurately and d.
Fuses are good. Fully understand OEM headlamp operation; refer to vehicle owner's manual.
Correct Isolation Module kit installed for application. Verify per eMatch at OEM lights operating
correctly prior to installation. OEM headlamps must be fully operational for correct Isolation
Module operation. Refer to vehicle owner's manual for fuse location and size. Harnesses
connected between vehicle and snowplow all. Harnesses must be connected for all snowplow
and headlamp functions. Clean harness connectors. Refer to vehicle owner's manual for DRL
operation. Compare the SCAT results with the testing that should energize the coil s. See the
following chart for solenoid can be used with or without the snowplow or on the diagnostic
harness. Connect the snowplow control into the 9. Perform any required repairs and retest as
4-position control connector on the diagnostic needed. Make sure to disconnect the power
harness. If switched 12V is present at the empty large 5. Turn relief valve clockwise raised,
lowered, or angled. Page 67 Lit. All rights reserved. Authorization to photocopy items for
internal or personal use by Fisher Engineering outlets or snowplow owner is granted. This
manual is also suitable for: Ht series. Print page 1 Print document 68 pages. Cancel Delete. Sign
In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.
Quick Links. August 15, Original Instructions. Read this document before operating or servicing
snowplow. This manual supersedes all editions with an earlier date. Page 6: Preface This
manual has been prepared to acquaint When service is necessary, bring your snowplow you
with the safety information, operation and to your local FISHER outlet. Never smoke while
working on vehicle. Batteries normally produce explosive Breathing these fumes, even in low
gases, which can cause personal injury. Page Ballast Requirements If ballast is required, it is
important that it be as close to the tailgate secured properly behind the rear axle. A ballast as
possible. NOTE: The ballast retainer kit is for snowplow vehicles requiring ballast. The Minute
Mount 2 system should be installed according to the instructions supplied. Due to the
differences between vehicle models, the kits are not interchangeable. Your vehicle must be
equipped with snowplow headlamps and directional lights. Easily installed and attractively
priced. Page 32 not included. Do corrosion on all connections. Push headgear toward vehicle to
Headgear allow connecting pins to fully engage pushplates. If unable to push headgear Jack
from in front of blade, stand in front fully raised of headgear on driver side and push headlamp
bracket. To reactivate the control after light OFF to lock the blade in place. This prevents
accidental movement of the blade. Function idle for 20 minutes. To reactivate the control after
times out after 4. Function times out after 9. This to a stop when the lever returns to center
position. Function times out after 4. Moving the control lever in straight lines up and Move the
control lever toward the bottom down or from side to side on the control body will Function
times out Angle Left toward any of the four digits on the face of the after 9. Function times out
after 3. It is not necessary to start the vehicle. Verify the control power indicator is OFF. If the
power indicator light is red, the control is ON. This indicates that your 4-digit and you are using
a control with a different 4-digit security code is entered and stored in the code than the
established security code, you will After entering the correct security code, the 3. See Aiming
Headlamp Beams in the Maintenance section for instructions. Place blade on jack stands.
Failure to do so could result in serious personal injury. Raise the blade 1' off the road surface,

turn 6. Turn the control and vehicle ignition ON. Raise the control OFF, and from in front of the
blade, the blade slightly from the jack stands. Turn place jack stands or sturdy blocking under
the the control OFF, and remove the jack stands. Lower the blade to the ground before making
Keep 8' clear of the blade drop zone when the adjustment. Do not stand between the vehicle and
blade 2. Turn the quill IN clockwise to decrease drop speed. Turn the quill OUT
counterclockwise to increase drop speed. Reconnect the snowplow battery cable to the
Pressure vehicle battery cable. Gauge 8. If the hydraulic pressure reading is less than
Completely raise the blade. Position blade so it does not block headlamp beam. Adjust the
blade height for maximum Do not change blade position while snowplow headlamp illumination.
It is very easy to lose control. Never plow snow with head out the vehicle window. Before
plowing, make sure you know of any This could damage the snowplow or the obstructions
hidden beneath the snow such as vehicle bumper. Bite into the edges using only partial blade
width until job is cut down to size for full blade plowing. On blades equipped with shoes, raise
the antiwear shoes so that the cutting edge Rule of thumb: comes into direct contact with the
pavement. Head into the driveway with the blade angled 1. With and plow the snow away from
any buildings. Drop Widen driveway by rolling snow away from any blade and "back drag" Keep
a disabled or stuck vehicle. Stand in front of blade. While pushing Headgear headgear toward
vehicle with left hand, push pin release handle down to disengage Jack connecting pins. Make
sure connecting fully raised pins are fully retracted. If unable to push Headlamp headgear from
in front of blade, stand in front Bracket The driver-side and center plug maintain the protective
coating on the terminals. Prepare vehicle for headlamp aim or inspection. Before checking
beam aim, the inspector will: Tighten headlamp fasteners to 45 ft-lb once correct visual aim is
achieved. Remove ice or mud from under fenders. Place vehicle on a level surface 25 feet b.
Mark or tape the vertical centerline of 5. Align the top edge of the high intensity zone the
snowplow headlamps and the vertical of the snowplow lower beam below the centerline of the
vehicle on the screen. Mark horizontal centerline and the left edge of the the horizontal
centerline of the snowplow high intensity zone on the vertical centerline Keep of the manual.
Page Maintenance And Adjustment Failure to do this could result in serious personal injury.
Though, like the vehicle on which it is mounted, it needs regular care and maintenance. Make
sure all electrical connections including grounds are clean, tight, free of rust or corrosion and
are coated with dielectric Your snowplow is designed to be moved into grease. Remove the rear
push assembly to T-frame fasteners. Select the hole in the rear of the T-frame that Verify that
the cutting edges remain in full is best aligned with the rear hole in the push contact with the
ground while the wings are assembly and reinstall the rear fasteners. Lower the blade to the
ground and turn OFF the control. Do not allow the hose s from
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the extending ram or the opposite side of the ram Angle Lift Turn the control ON and
completely extend and retract the driver-side wing several times. Turn the control ON and
completely extend lift ram all the way after each lowering of the and retract the driver-side wing
several times. Turn the control ON. Angle the blade fully left and right and raise and lower the
snowplow several times. With Lower blade when vehicle is parked. The snowplow 1. Fisher
Engineering does not recommend repairs by other than our factory-trained outlets. Failure to
use an authorized outlet could affect the warranty coverage on your snowplow. All rights
reserved. This material may not be reproduced or copied, in whole or in part, in any printed,
mechanical, electronic, lm or other distribution and storage media, without the written consent
of Fisher Engineering. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

