S10 water pump replacement cost

Our mobile mechanics offer services 7 days a week. Upfront and transparent pricing. Our
certified mobile mechanics can come to your home or office 7 days a week between 7 AM and 9
PM. The water pump is a belt or chain-driven engine accessory bolted to the engine above the
crankshaft pulley. The pump housing has an impeller that circulates engine coolant through the
cooling system passageways in the engine block and cylinder head, on to the radiator, where
the coolant temperature is reduced. The lower temperature coolant then flows back to the water
inlet on the engine and the water pump continues the cycle. Should the water pump only leak a
little bit, you can drive the car. However, a small leak could suddenly enlarge or the pump
bearing might unexpectedly seize. Either circumstance would likely cause engine overheating. If
a defective water pump causes the overheating, it is not safe to drive because of the damage to
the engine. Chevrolet S10 Water Pump Replacement at your home or office. Estimate price near
me. Service Location. YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50
point safety inspection. See availability. Water Pump Replacement Service What is a water
pump and how does it work? When to consider replacing the water pump: Coolant leaks or
overheating. The water pump impeller shaft is supported by a bearing. Eventually, the bearing
or seal can wear and leak or damage the impeller. Many water pumps have weep holes near the
pump bearing. If you see significant leakage from that weep hole, it is time to replace the pump.
Bearing roughness or noise. If the water pump shaft does not turn smoothly or the pump is
noisy, the bearing is excessively worn. Pump replacement will be necessary. Timing belt
replacement. In engines where the water pump is driven by the timing belt, it is a good idea to
replace the water pump at the same time the timing belt is replaced. The extensive work
explains why it is always recommended to replace the water pump whenever the mechanic
already has these components removed for regularly scheduled timing belt replacement. How
do mechanics replace the water pump? The water pump is usually bolted to the front of the
engine. The replacement procedure will vary depending on whether the pump is driven by the
timing belt, the serpentine belt, or chain. On a cold engine, the engine coolant is drained to a
level below the water pump. Components that require removing to access the water pump are
removed, including the belt or chain that directly drive the pump. The bolts holding the pump to
the engine are removed and the pump is pulled out. The gasket surface must be cleaned and the
pump mounting surface inspected. A new gasket, rubber seal, or RTV sealant, as required, is
installed and then the new pump. The bolts are torqued in sequence using a calibrated inch
pound torque wrench. For applications where the water pump is driven by the timing belt, the
timing belt must be removed. Typically, this requires removal of the crankshaft pulley, timing
belt covers, and timing belt tensioner. Once the new pump is installed, new coolant is added
back while bleeding the cooling system of any air. The engine is then run and brought to normal
operating temperature to check for leaks and ensure normal operating temperature. Is it safe to
drive with a water pump problem? When replacing the water pump keep in mind: It is best to
install a new cooling system thermostat when you install a new water pump, especially if the
thermostat is old or original. Completely flushing the cooling system is a good idea when you
replace the water pump. Flushing can be done before or after pump replacement. The rest of the
cooling system should be inspected too â€” particularly rubber hoses, which have a limited
lifetime. Yourmechanic was featured in. Popular Chevrolet Jobs. Auto service in Your City. Meet
some of our expert Chevrolet mechanics Real customer reviews from Chevrolet owners like
you. Excellent Rating. Rating Summary. Nolan 0 years of experience. Request Nolan. You
always due a great job! Greg 21 years of experience. Request Greg. Greg is amazing! Jason 3
years of experience. Request Jason. The job took longer than expected but Jason was great and
kept us in the loop. He kept his work area clean and was very friendly, He did a great job!! Devin
6 years of experience. Request Devin. S10 - Car is overheating - Lakeland, FL. Prompt and
friendly knew his stuff. How can we help? Read FAQ. Service type Water Pump Replacement.
This is key to keeping your engine from overheating. The water pump is near the engine, and in
order for it to work, it must turn, thus circulating. One way to check for a failing water pump is
to look for coolant underneath your car. You can also have your cooling devices in your car
inspected, checking for leaks. When a water pump begins to break, its seals will start to lose
coolant which is easy to see. It is key to get your coolant replaced regularly, too. You will want
to do this every 50, miles, as part of maintenance on your vehicle. You will have some clues if
you need a new water pump. They include the following list of potential symptoms that your
water pump is broken. The video below also provides a full overview of what to look for in a
leaking water pump. A good mechanic will charge you much less for a water pump replacement
than a dealer will, and make sure you ask around and find someone honest, who is not seeking
to rip you off. This is why it is highly recommended to have the timing belt replaced at the same
time since the labor cost is the majority of the total price. There are some things that your
mechanic will do. They will drain your car of coolant, first. Then, they will remove the drive

chain and timing chain that may obstruct access to the water pump. They will replace the water
pump and coolant, and they may even need to replace the timing belt and drive chain, if they
need to be. Make sure, if you can, that you obtain an estimate from your mechanic before
getting any work done. This is why it is important to keep an eye out for coolant leaking, so that
you can choose which mechanic will perform the work for you, instead of getting stuck with an
immobile vehicle. If your mechanic has to repair the fan belts and the seals in your cooling
system, you can expect to pay more, just as you can expect to pay more if you have a newer
model, higher end vehicle. It is suggested that unless you have experience with mechanic work,
you do not change the water pump yourself, for it is difficult to do. But you should expect the
labor to be much more expensive than your pump if you want your car back reasonably soon.
Good luck with your car, and remember to watch for leaking coolant! Water Pump Costs
Submitted By Our Users Compare your quote to other individuals from around the country to
make sure you are getting the best deal. Remember me. Need to book this service? Find a Local
Mechanic. Subscribe to our mailing list. Our mobile mechanics offer services 7 days a week.
Upfront and transparent pricing. Our certified mobile mechanics can come to your home or
office 7 days a week between 7 AM and 9 PM. The water pump is a belt or chain-driven engine
accessory bolted to the engine above the crankshaft pulley. The pump housing has an impeller
that circulates engine coolant through the cooling system passageways in the engine block and
cylinder head, on to the radiator, where the coolant temperature is reduced. The lower
temperature coolant then flows back to the water inlet on the engine and the water pump
continues the cycle. Should the water pump only leak a little bit, you can drive the car. However,
a small leak could suddenly enlarge or the pump bearing might unexpectedly seize. Either
circumstance would likely cause engine overheating. If a defective water pump causes the
overheating, it is not safe to drive because of the damage to the engine. Estimate price near me.
Service Location. YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50
point safety inspection. See availability. Water Pump Replacement Service What is a water
pump and how does it work? When to consider replacing the water pump: Coolant leaks or
overheating. The water pump impeller shaft is supported by a bearing. Eventually, the bearing
or seal can wear and leak or damage the impeller. Many water pumps have weep holes near the
pump bearing. If you see significant leakage from that weep hole, it is time to replace the pump.
Bearing roughness or noise. If the water pump shaft does not turn smoothly or the pump is
noisy, the bearing is excessively worn. Pump replacement will be necessary. Timing belt
replacement. In engines where the water pump is driven by the timing belt, it is a good idea to
replace the water pump at the same time the timing belt is replaced. The extensive work
explains why it is always recommended to replace the water pump whenever the mechanic
already has these components removed for regularly scheduled timing belt replacement. How
do mechanics replace the water pump? The water pump is usually bolted to the front of the
engine. The replacement procedure will vary depending on whether the pump is driven by the
timing belt, the serpentine belt, or chain. On a cold engine, the engine coolant is drained to a
level below the water pump. Components that require removing to access the water pump are
removed, including the belt or chain that directly drive the pump. The bolts holding the pump to
the engine are removed and the pump is pulled out. The gasket surface must be cleaned and the
pump mounting surface inspected. A new gasket, rubber seal, or RTV sealant, as required, is
installed and then the new pump. The bolts are torqued in sequence using a calibrated inch
pound torque wrench. For applications where the water pump is driven by the timing belt, the
timing belt must be removed. Typically, this requires removal of the crankshaft pulley, timing
belt covers, and timing belt tensioner. Once the new pump is installed, new coolant is added
back while bleeding the cooling system of any air. The engine is then run and brought to normal
operating temperature to check for leaks and ensure normal operating temperature. Is it safe to
drive with a water pump problem? When replacing the water pump keep in mind: It is best to
install a new cooling system thermostat when you install a new water pump, especially if the
thermostat is old or original. Completely flushing the cooling system is a good idea when you
replace the water pump. Flushing can be done before or after pump replacement. The rest of the
cooling system should be inspected too â€” particularly rubber hoses, which have a limited
lifetime. Number of Chevrolet S10 Blazer services completed. Yourmechanic was featured in.
Popular Chevrolet Jobs. Auto service in Your City. Meet some of our expert Chevrolet
mechanics Real customer reviews from Chevrolet owners like you. Excellent Rating. Rating
Summary. Wesley 13 years of experience. Request Wesley. Bought my vehicle a month ago with
a few problems, it is a little older so I expected it. Spent a month and about dollars do small
things trying to figure out the problems, after my own research I was about to spend close to
dollars on a myriad of parts to replace the would fix almost any issue. Wesley comes out takes
15 minutes and notices a loose wire on my starter that was causing all my problems. Needless

to say I felt ridiculous, but I am glad I didn't spend that much money on parts that would have
not fixed the problem. He also recommended a couple of tune up measures I could take to make
the engine purr. He was a pleasure to talk to and have working on my vehicle. Graham 17 years
of experience. Request Graham. I will book him again he's super professional and he knows
what he's talking about really honest man. Alex 22 years of experience. Request Alex. I greatly
appreciate Alex coming out and looking at my truck,and figuring out what needed to be fixed.
Kevin 33 years of experience. Request Kevin. How can we help? Read FAQ. Service type Water
Pump Replacement. Our mobile mechanics offer services 7 days a week. Upfront and
transparent pricing. Our certified mobile mechanics can come to your home or office 7 days a
week between 7 AM and 9 PM. The water pump is a belt or chain-driven engine accessory bolted
to the engine above the crankshaft pulley. The pump housing has an impeller that circulates
engine coolant through the cooling system passageways in the engine block and cylinder head,
on to the radiator, where the coolant temperature is reduced. The lower temperature coolant
then flows back to the water inlet on the engine and the water pump continues the cycle. Should
the water pump only leak a little bit, you can drive the car. However, a small leak could suddenly
enlarge or the pump bearing might unexpectedly seize. Either circumstance would likely cause
engine overheating. If a defective water pump causes the overheating, it is not safe to drive
because of the damage to the engine. Chevrolet Tahoe Water Pump Replacement at your home
or office. Estimate price near me. Service Location. YourMechanic Benefits Online Booking.
Mechanic comes to you. Free 50 point safety inspection. See availability. Water Pump
Replacement Service What is a water pump and how does it work? When to consider replacing
the water pump: Coolant leaks or overheating. The water pump impeller shaft is supported by a
bearing. Eventually, the bearing or seal can wear and leak or damage the impeller. Many water
pumps have weep holes near the pump bearing. If you see significant leakage from that weep
hole, it is time to replace the pump. Bearing roughness or noise. If the water pump shaft does
not turn smoothly or the pump is noisy, the bearing is excessively worn. Pump replacement will
be necessary. Timing belt replacement. In engines where the water pump is driven by the timing
belt, it is a good idea to replace the water pump at the same time the timing belt is replaced. The
extensive work explains why it is always recommended to replace the water pump whenever the
mechanic already has these components removed for regularly scheduled timing belt
replacement. How do mechanics replace the water pump? The water pump is usually bolted to
the front of the engine. The replacement procedure will vary depending on whether the pump is
driven by the timing belt, the serpentine belt, or chain. On a cold engine, the engine coolant is
drained to a level below the water pump. Components that require removing to access the water
pump are removed, including the belt or chain that directly drive the pump. The bolts holding
the pump to the engine are removed and the pump is pulled out. The gasket surface must be
cleaned and the pump mounting surface inspected. A new gasket, rubber seal, or RTV sealant,
as required, is installed and then the new pump. The bolts are torqued in sequence using a
calibrated inch pound torque wrench. For applications where the water pump is driven by the
timing belt, the timing belt must be removed. Typically, this requires removal of the crankshaft
pulley, timing belt covers, and timing belt tensioner. Once the new pump is installed, new
coolant is added back while bleeding the cooling system of any air. The engine is then run and
brought to normal operating temperature to check for leaks and ensure normal operating
temperature. Is it safe to drive with a water pump problem? When replacing the water pump
keep in mind: It is best to install a new cooling system thermostat when you install a new water
pump, especially if the thermostat is old or original. Completely flushing the cooling system is a
good idea when you replace the water pump. Flushing can be done before or after pump
replacement. The rest of the cooling system should be inspected too â€” particularly rubber
hoses, which have a limited lifetime. Yourmechanic was featured in. Popular Chevrolet Jobs.
Auto service in Your City. Meet some of our expert Chevrolet mechanics Real customer reviews
from Chevrolet owners like you. Excellent Rating. Rating Summary. Phillip 16 years of
experience. Request Phillip. Jeshua 5 years of experience. Request Jeshua. Very
knowledgeable and professional. Highly recommend. Luis 13 years of experience. Request Luis.
Prompt, knowledgeable. Did a great job and I will request Luis again. Breck 15 years of
experience. Request Breck. He arrived early and got the job done, quick and easy. Super nice
guy too. How can we help? Read FAQ. Service type Water Pump Replacement. Our mobile
mechanics offer services 7 days a week. Upfront and transparent pricing. Our certified mobile
mechanics can come to your home or office 7 days a week between 7 AM and 9 PM. It depends
on the type of car you drive and the auto repair shop you go to. Our mechanics are mobile,
which means they don't have the overhead that repair shops have. They provide you
convenience by coming to your home or office. The water pump is a belt or chain-driven engine
accessory bolted to the engine above the crankshaft pulley. The pump housing has an impeller

that circulates engine coolant through the cooling system passageways in the engine block and
cylinder head, on to the radiator, where the coolant temperature is reduced. The lower
temperature coolant then flows back to the water inlet on the engine and the water pump
continues the cycle. Should the water pump only leak a little bit, you can drive the car. However,
a small leak could suddenly enlarge or the pump bearing might unexpectedly seize. Either
circumstance would likely cause engine overheating. If a defective water pump causes the
overheating, it is not safe to drive because of the damage to the engine. With YourMechanic you
can skip the auto shop altogether. They send certified and screened mechanics straight to your
door and enable you to save big on car repair and maintenance. Water Pump Replacement at
your home or office Our mobile mechanics offer services 7 days a week. Estimate price near
me. Service Location. YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50
point safety inspection. See availability. How much does Water Pump Replacement cost? Water
Pump Replacement Service What is a water pump and how does it work? When to consider
replacing the water pump: Coolant leaks or overheating. The water pump impeller shaft is
supported by a bearing. Eventually, the bearing or seal can wear and leak or damage the
impeller. Many water pumps have weep holes near the pump bearing. If you see significant
leakage from that weep hole, it is time to replace the pump. Bearing roughness or noise. If the
water pump shaft does not turn smoothly or the pump is noisy, the bearing is excessively worn.
Pump replacement will be necessary. Timing belt replacement. In engines where the water
pump is driven by the timing belt, it is a good idea to replace the water pump at the same time
the timing belt is replaced. The extensive work explains why it is always recommended to
replace the water pump whenever the mechanic already has these components removed for
regularly scheduled timing belt replacement. How do mechanics replace the water pump? The
water pump is usually bolted to the front of the engine. The replacement procedure will vary
depending on whether the pump is driven by the timing belt, the serpentine belt, or chain. On a
cold engine, the engine coolant is drained to a level below the water pump. Components that
require removing to access the water pump are removed, including the belt or chain that
directly drive the pump. The bolts holding the pump to the engine are removed and the pump is
pulled out. The gasket surface must be cleaned and the pump mounting surface inspected. A
new gasket, rubber seal, or RTV sealant, as required, is installed and then the new pump. The
bolts are torqued in sequence using a calibrated inch pound torque wrench. For applications
where the water pump is driven by the timing belt, the timing belt must be removed. Typically,
this requires removal of the crankshaft pulley, timing belt covers, and timing belt tensioner.
Once the new pump is installed, new coolant is added back while bleeding the cooling system
of any air. The engine is then run and brought to normal operating temperature to check for
leaks and ensure normal operating temperature. Is it safe to drive with a water pump problem?
When replacing the water pump keep in mind: It is best to install a new cooling system
thermostat when you install a new water pump, especially if the thermostat is old or original.
Completely flushing the cooling system is a good idea when you replace the water pump.
Flushing can be done before or after pump replacement. The rest of the cooling system should
be inspected too â€” particularly rubber hoses, which have a limited lifetime. Recent Water
Pump Replacement reviews. Excellent Rating. Rating Summary. Christopher 20 years of
experience. Request Christopher. On time and professional. Good work all around and
explained all the work being done with recommended parts. Wo
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uld use again. Professional, on time, definitely went above and beyond the call of duty to get
my truck up and running in a timely manner. Thanks Christopher great work, job well done!!!
Eddie 40 years of experience. Request Eddie. Eddie was great showed up in time, let me know
everything that was going on. Took the time to get everything replaced correctly, cleaned up
afterwards and pleasant person to talk to. Will definitely use this service again if I need it. Will
ask for Eddie. Eddie kept in contact and did a really good job on my truck. Explained what
repairs were needed done and did a great job fixing them. And will hire Eddie again for Any
future repairs. Andrew 14 years of experience. Request Andrew. Very professional and
knowledgeable!!!!!! Everything you would hope for in a mechanic!!! Would absolutely
recommend Andrew for servicing your vehicle!!!! Colin 27 years of experience. Request Colin.
Colin did a great job. Very knowledgeable and friendly. How can we help? Read FAQ.

