Yamaha virago wiring diagram

I have one with a different plug and 6 wires on it, that doesn't match the posted wiring diagrams.
Just fishing for thoughts Description Mics Author P. Here is a collection of wiring diagrams I
have accumulated threw the years. These are Virago specific but they can be easily adapted to
your needs. Have you ever run across an 81 with a different diode? Well, that one has got me
stumped. Never seen that before. After much research I have deciphered that it monitors for the
most part but does have some control of the oil light. After studying the diagram, I would say
that for the most part it is useless. It you remove it and run a jumper between the two black
wires your oil light will still work as normal and eliminate it entirely. What kind of problems are
you having. No problems with that really, just that the sky blue wire is also tied to the neutral
light and neutral safety switch. The problem came on my 83, when I smoked the diode on that
circuit, and said to myself, "Self, that isn't a big obstacle, as I have a wiring harness from an 81
sitting on the bench. I just wondered if anybody else had ever seen that, since these are the
only wiring diagrams I have seen floating around. So with the help of the genuine Yammy
diagrams I have rubbed out the incorrect wires and drawn in the correct ones. Hope this helps
someone, cheers, Dave. PS - Matthew, want to add this to the list of diagrams? Just keeping
them out of the general publics eyes and for enthusiasts only. One of those wiring diagrams in
the top part of the tech article was created by me. The bottom one is my wiring diagram. The
others are modified versions of my original. I don't mind it being posted but give the credit
where it's due. Sorry, Scott. At first I thought it was the one that I had created for my chopper,
but that is actually one that I had made for Bykrmom for her It's all good, I hope it has helped
some folks. More than you know! Any thing i can do to jog your memory on the rev limiter?
Troubleshooting Troubleshooting 80 Troubleshooting chart Yamaha XVP. Any reprinting or of
fine sporting, touring, and pacesetting rac- unauthorized use without the written ing machines.
Page 5 Therefore, while this manual contains the most current product information avail- able at
the time of printing, there may be minor discrepancies between your motorcycle and this
manual. If there is any question concerning this manual, please consult your Yamaha dealer.
Page 7 Fuel Page 8 Replenishing the battery fluid However, they also impose certain limits,
which you must accept; even the best motorcycle does not ignore the laws of physics. Rear
wheel 2. Rear turn signal light Main switch 3. Tool kit Shift pedal 4. Seat Steering lock 5. Air filter
Front wheel 6. Front turn signal light Clutch lever 7. Page Motorcycle Identification Record the
key identification number, frame serial number and model label information in the spaces
provided for assistance when or- dering spare parts from a Yamaha dealer or for reference in
case the vehicle is stolen. Page Frame Serial Number See page for seat removal pro- cedures.
Record the information on this label in the space provided. This information will be needed to
order spare parts from your Yamaha dealer. Frame serial number 1. Model label The key EAB
can be removed in this position. Main switch The main switch controls the ignition and lightEAB ing systems. Its operation is described below. P Parking The taillight and auxiliary light
come on but all other circuits are off. EAB Speedometer The speedometer shows riding speed.
This speedometer is equipped with an odometer and trip odometer. To signal a left-hand turn,
push the switch to the left. All turn cycle overturns or if trouble occurs in the throt- signal lights
will flash simultaneously when tle system. Page Clutch Lever EAB Clutch lever The clutch lever
is located on the left handle- bar, and the ignition circuit cut-off system is in- corporated in the
clutch lever holder. Pull the clutch lever to the handlebar to disengage the clutch, and release
the lever to engage the clutch. The key cannot be removed if The lock will be released and the
cap can be the cap is not locked properly. If you are run- The fuel cock supplies fuel from the
tank to ning out of fuel while riding with the fuel the carburetors while also filtering it. A
separate starter circuit supplies this fuel directly to the carburetors. After checking to see that
the steering is locked, remove the key from the lock and close the cover. Adjust spring preload
as fol- cut-off system. The motorcycle must not be lows. Turn the adjusting ring in direction a to
ridden when the sidestand is down. CDE Page 25 5. Push the start switch. Does the engine
start? The neutral switch may be defective. The motorcycle should not be ridden until checked
by a Yamaha dealer. With the engine still running: 6. Move the sidestand up. Keep the clutch
lever pulled. Page Brakes Do a Yamaha dealer. Ask a Yamaha dealer for immediate repairs. A
EAE soft, spongy feeling could indicate a haz- Front brake fluid leakage ardous condition in the
brake system. Page Clutch Make sure the grip returns by spring Such leakage could indicate a
hazardous force when released. There should be a free condition. If the free play is incorrect,
ask a Yamaha dealer to make this adjustment. Also, level. Fill with oil as necessary. Tire air
pressure 1. Page 32 Do not carry or if the side wall is cracked, contact a loosely packed items
that can shift. Se- Yamaha dealer immediately and have curely pack your heaviest items close to
the tire replaced. If it is absolutely neces Page Cast Wheels 1. Always inspect the wheels before
a ride. Take the Check for cracks, bends, or warpage of motorcycle to a Yamaha dealer or refer
to the the wheels. If any abnormal condition ex- Service Manual for correct tightening torque.

Fuel may deteriorate painted surfaces or plastic parts. Page 38 When the transmission is in
neutral, the neu- hard with a cold engine. If the light 7. After warming up the engine, turn off the
does not come on, ask a Yamaha dealer to in- starter completely. Do not coast for long periods
with the engine is warm. Do not operate it at one set throttle the break-in period, consult a
Yamaha position. Park the motor- cycle in a place where pedestrians or chil- dren are not likely
to touch the motorcycle. Do not park the motorcycle on a slope or soft ground; EAH Periodic
inspection, adjustment and lubrica- tion will keep your motorcycle in the safest EAH and most
efficient condition possible. Safety is Tool kit an obligation of the motorcycle owner. Consult a
Yamaha dealer before attempt- ing any changes. When disassembling the master cylinder or
caliper cylinder, replace the brake fluid. Normally check the brake fluid level and fill the master
cylinder with fluid as required. Oil level inspection a. Place the motorcycle on a level place and
hold it in an upright position. Warm up the engine for several minutes. A slight tilt to- ward the
side can result in false readings. Page 49 2. Engine oil and oil filter element replace- ment a.
Warm up the engine for a few minutes. Stop the engine. Place an oil pan under the engine and
remove the oil filler cap. Drain plug d. Remove the oil filter cover bolts, oil filter and O-ring. Page
50 e. Reinstall the drain plug and tighten it to Tightening torque: the specified torque. Oil filter
cover bolt: 7 Nm 0. Install the new oil filter, new O-ring and the filter cover. It should be cleaned
more fre- Engine oil also lubricates the clutch quently if you are riding in unusually wet or and
additives could cause clutch slip- dusty areas. Page 52 4. Remove the air filter case cover.
Remove the hoses and the air filter case. Remove the wing bolt. Wing bolt Page 53 6. Pull out
the element. Remove the element from its guide and clean it with solvent. After cleaning, remove the remaining solvent by squeez- ing the element. Install by reversing the removal procedures. EUU 1. Air filter element 2. Throttle stop screw Standard idle speed Page Valve Clearance
Adjustment The correct valve clearance changes with yourself. You should periodically reengine noise. To prevent this, the valve clear- move and inspect the spark plugs because ance
must be adjusted regularly. Have the spark plug tightened to the specified torque as soon as
possible. EAH Front brake lever free play adjustment 1. Locknut 2. Adjusting bolt 3. Free play
make this adjustment. Turn the adjuster on the brake rod clockwise to reduce free play or
counter- clockwise to increase free play. The rear brake pedal adjustment must be checked
whenever the chain is ad- justed or the rear wheel is removed and then reinstalled. Check the
operation of the brake light after adjusting the rear brake. EAH 1. Page 61 Apply the brake and
inspect the wear indica- tor. If the brake pads are worn to the wear lim- tor. If the indicator
reaches the wear limit line, ask a Yamaha dealer to replace the shoes. Use only the designated
quality brake flu- 6. Have a Yamaha dealer check the cause id. Otherwise, the rubber seals may
dete- if the brake fluid level goes down. Complete fluid replacement should be done only by
trained Yamaha service personnel. Have a Yamaha dealer replace the fol- lowing components
during periodic main- 1. Adjuster a. Free play tenance or when they are damaged or leaking. If
the slack exceeds 40 mm, adjust. Page Drive Chain Slack Adjustment 2. Remove the cotter pin
from the axle nut. Drive chain slack EAI 1. Axle nut 2. Cotter pin 3. Locknut Drive chain slack
adjustment 4. Adjuster 5. Alignment marks 1. Loosen the rear brake adjuster. Loosen the axle
nut. Page 66 the swingarm and a match mark on each chain adjuster. Use these marks to align
the rear wheel. Keep the slack within the specified limits. If only kerosene to clean the drive
chain. EAI Brake and shift pedals Lubricate the pivoting parts. Page Front Fork Inspection Push
down hard on the handlebars seve- ral times and check if the fork rebounds smoothly. If any
free Wheel bearings play can be felt, ask a Yamaha dealer to in- If there is play in the front or
rear wheel hub or spect and adjust the steering. Inspection is if the wheel does not turn
smoothly, have a easier if the front wheel is removed. If the gerous, causing severe burns, etc. It
con- breather pipe is positioned in such a way tains sulfuric acid. Avoid contact with as to
cause battery electrolyte or gas to skin, eyes or clothing. The battery fluid should be chain.
Battery fluid may weaken the chain checked at least once a month. Page Fuse Replacement
Turn on the switches and see if bulb headlight. If the headlight bulb burns out, the electrical
device operates. If the fuse replace the bulb as follows: immediately blows again, consult a 1.
Remove the screws holding the light unit Yamaha dealer. Page 74 3. Turn the bulb holder
counterclockwise to remove it and remove the defective bulb. Light unit assembly 2. Disconnect
the headlight coupler, remove the light unit assembly and then the cover. Loosen the pinch bolt
and wheel axle. Front wheel installation When installing the front wheel, reverse the removal
procedure. Pay attention to the fol- lowing points: 1. Make sure the wheel hub and the speedometer gear unit are installed with the projections meshed into the slots. Make sure the wheel
axle is properly Securely support the motorcycle so there torqued. Page 78 1. Tension bar 2.
Cotter pin 1. Locknut 3. Nut tension bar bolt 4. Brake rod 4. Alignment marks 5. Brake adjuster
5. Remove the axle nut cotter pin and the 3. Remove the brake adjuster and brake axle nut. Pay
attention to the follow- adjusting the rear brake. Adjust the drive chain. Page Troubleshooting

The troubleshooting chart describes a quick, easy procedure for making checks. If your
motorcycle requires any repair, bring it to a Yamaha dealer. The skilled technicians at a Yamaha
dealership have the tools, experi- ence, and know-how to properly service your motorcycle.
Page Troubleshooting Chart Remove the spark plugs and check the electrodes. The engine
does not start. Have a Yamaha dealer check the vehicle. Check the battery. Battery The engine
turns over The battery is good. Frequent, thorough cleaning of your motor- Many expensive
repair bills have resulted cycle will not only enhance its appearance but from improper high
pressure detergent ap- will improve its general performance and ex Page Storage 7. Clean the
seat with a vinyl upholstery 2. Remove the empty fuel tank, pour a cup cleaner to keep the cover
pliable and of SAE 10W30 or 20W40 motor oil in the glossy. Page 84 7. Tie a plastic bag over the
exhaust pipe outlet to prevent moisture from entering. If storing in a humid or salt-air atmosphere, coat all exposed metal surfaces with a light film of oil. Do not apply oil to any rubber
parts or the seat cover. Print page 1 Print document 93 pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. The
Cyclepedia Press LLC Yamaha XV Virago and V Star online service manual features detailed
full-color photographs and wiring diagrams, complete specifications with step-by-step
procedures performed and written by a veteran Yamaha dealer trained technician. When you
subscribe to the Cyclepedia. Installation and removal of the Yamaha XV V-Star exhaust pipes
and mufflers â€” step-by-step complete information. Using the Cyclepedia XV online manual
has made working on my cycle more straightforward. Instead of trying interpret the black and
white pictures of other shop manuals, I can see the parts in their actual colors even including
the dirt, dust and mud. Now it takes me less time to complete repairs. Thank you â€” Steve W. I
ordered a Cyclepedia XV repair manual and have accessed the book online and it was very
helpful. Thank You. I owned a Yamaha VStar and used your manual extensively. I would love
another Cyclepedia online service manual for my new Yamaha motorcycle as well. As a novice
motorcyclist it gave me the confidence to repair my motorcycle. Keep up the amazing work!
Keep me on your mailing list for new manuals. The Online Cyclepedia. Anything I need I can
refer to the manual and find it. The Cyclepedia. Very easy to use and has all the important
details in all the right places. Your online service manual is very well done and explains stuff in
good enough detail for a guy like myself that already understands bikes. After having a 1 year
subscription to your Yamaha Virago online manual, I just renewed for a lifetime â€” this is a
great service! The Virago online service manual works. I did my valve adjustment with the
information. The Cyclepedia online manual for my Yamaha Virago has been a life saver. Great
service! Your online Virago manual is really nice. Very happy to see information on how to
change the oil, adjust the chain and other maintenance tips. L
nissan maxima wheel bearing problems
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ou T. Needed to clean my Virago carbs â€” your online manual was easy to use and I found the
section on cleaning my carbs without any problem. I am very happy with my investment in the
Cyclepedia. If I purchased another bike you would immediately receive another subscription. Mr
Dane. You must be logged in to post a comment. Virago Clones: Lifan When you subscribe to
the Cyclepedia. Comments Using the Cyclepedia XV online manual has made working on my
cycle more straightforward. Your XV Virago manual has excellent first class photos. I just
subscribed to your Virago manual. This is really nice! Gary F. Leave a Reply Cancel reply You
must be logged in to post a comment. About Us About Cyclepedia F. Become a Reseller Want to
sell Cyclepedia Manuals? Join the Cyclepedia Reseller network by becoming an online affiliate.
There's no inventory to take on, nothing to ship and no customer service to deal with. We take
care of everything. Learn More. Sorry, your blog cannot share posts by email.

